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THIS  TEXT-BOOK  IS  DEDICATED 

To  the  Teachers  of  Technical  and  Industrial  Edu- 
cation, and  to  the  Experts  of  Shop  and  Factory, 
Who,  with  Exceptional  Ability  and  Devotion, 
Are  Increasing  the  World's  Knowledge  and  Power 
and,  Consequently,  Its  Prosperity  and  Happiness. 


FOREWORD 

TO 
PRINCIPLES  OF  MACHINE  WORK 

AND 

ADVANCED  MACHINE  WORK 

Text-books.  —  To  teach  any  subject  rapidly,  good  text- 
books are  a  necessity.  For  the  study  of  languages,  mathe- 
matics, physics,  chemistry,  etc.,  in  the  class-room  and  the 
laboratory,  excellent  text-books  are  obtainable  scientifically 
arranged  to  lead  the  student  progressively  and  rapidly  through 
elementary  and  advanced  principles. 

Lack  of  Text-Books  on  Machine  Work.  —  In  this  Age  of 
Machinery,  teachers,  students,  apprentices,  machine  oper- 
ators and  all  those  who  are  interested  in  the  art  and  science  of 
machine  construction  have  been  handicapped  by  the  lack  of 
text-books  comparable  with  those  that  aid  the  student  and 
teacher  in  other  subjects. 

Need  of  Text-books  on  Machine  Building.  —  To  meet  the 
urgent  demand  for  such  text-books,  the  author  prepared  and 
published  two  books  in  1910,  —  The  Elements  of  Machine 
Workj  and  The  Principles  of  Machine  Work  and  promised  the 
early  issue  of  the  third  book.  Advanced  Machine  Work,  that 
beginners  might  have  the  advantages  of  text-books  as  in  the 
older  subjects  and  be  able  to  acquire  in  a  short  time,  the 
fundamental  and  the  advanced  principles  of  machine  building, 
logically,  systematically  and  progressively. 

Two  Books  Preferred.  —  In  this,  the  third  edition  of  these 
books,  all  the  material  published  in  Elements  of  Machine  Work 
and  Principles  of  Machine  Work,  and  the  matter  prepared  for 
Advanced  Machine  Work  have  been  revised,  and  rearranged, 
and  published  in  two  books,  —  Principles  of  Machine  Work 
and  Advanced  Machine  Work. 

''Principles  of  Machine  Work.''  describes  the  metals  and 
materials  used  in  machine  construction  and  names  the  tools 
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and  instruments  and  schedules  of  operations  of  hand  processes. 
It  treats  of  Laying  Out  Work;  Chipping,  Filing  and  Scraping; 
Hardening  and  Tempering  Carbon  and  High-speed  Steels; 
Pipe  Fitting;  Soldering  and  Brazing;  Lacing  Belts,  Alining 
Shafting  and  Installing  Machines;  Drills  and  Drilling;  Taps 
and  Tapping;  Speed  Lathes,  Hand  Tools  and  Hand  Turn- 
ing; Pneumatic  Chipping  and  Riveting;  Autogenous  Weld- 
ing. 

''  Advanced  Machine  Work  "  treats  of  Engine  Lathe  Work; 
Cutting  Tools;  Measuring;  Turning;  Fitting;  Threading; 
Chucking;  Reaming;  Mandrels  or  Arbors;  Curve  Turning 
and  Forming;  Inside  Calipers  and  Inside  Micrometers;  Bor- 
ing and  Inside  Threading;  Brass  Finishing;  Broaching;  Drill- 
ing Jigs;  Boring,  Boring  Bars  and  Boring  Machines;  Ec- 
centric Turning;  Nurling;  Cylindrical,  Internal,  Surface  and 
Cutter  Grinding;  Planing;  Milling;  Spur,  Bevel,  Worm 
and  Spiral  Gear  Cutting;  Toolmaking;  Spiral  Milling;  The 
Plug  and  Button  Methods  of  Locating  Holes  of  Precision  in 
Jigs  and  Fixtures;  Sine  Bar. 

Books  in  Sectional  Form.  —  These  text-books  are  divided 
into  Sections.     Each  Section  is  complete  in  itself. 

Illustrations.  —  Machines,  mechanisms  and  tools,  prob- 
lems and  processes,  methods  and  operations  are  graphically 
illustrated  by  perspective  and  mechanical  drawings. 

The  drawings  have  been  made  especially  for  these  books 
and  are  so  clearly  marked  with  letters,  words,  and  figures, 
that  many  of  them  are  self-explanatory  of  the  operations 
and  processes  which  they  represent  and  tell  things  far  better 
than  could  be  told  by  words. 

Schedules  of  Operations.  —  To  secure  efficiency  in  teach- 
ing or  manufacturing,  it  is  necessary  to  be  equipped  with  a 
well-defined  plan  of  attack  for  the  problem  in  hand.  The 
schedules  of  operations  in  these  text-bookg  provide  the  student 
and  teacher  with  a  complete  plan  in  table  form,  for  the  rapid 
production  of  standard  and  typical  problems  in  machine 
construction.  They  name  the  time  necessary  to  complete 
the  work,  the  materials,  machines,  speeds,  feeds,  tools,  jigs, 
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and  fixtures  for  each  consecutively  numbered  or  lettered 
operation,  and  the  accompanying  illustration  is  numbered 
and  lettered  to  correspond. 

These  schedules  of  operations  have  been  used  by  the  author 
for  many  years  in  his  classes  and  are  the  methods  now  used  in 
all  modem  manufacturing  efficiency  systems. 

To  the  Student.  —  These  text-books  constitute  a  complete 
treatise  on  the  indispensable  principles  and  processes  of 
modern  machine-shop  practice  for  the  production  of  ma- 
chine parts,  machines  and  tools.  They  tell  how  to  do  things 
with  that  theory  which  connects  principles  and  practice  and 
no  person  can  build  machines  or  superintend  the  construc- 
tion of  machinery  without  consciously  or  unconsciously  under- 
standing and  applying  these  principles.  The  basic  operations 
and  processes  have  been  reduced  to  problem  form.  The 
study  and  practice  of  these  problems  and  methods  supple- 
mented by  lectures,  demonstrations,  and  instruction,  will 
give  the  student  not  only  an  excellent  training  in  machine 
work,  but  also,  a  broader  training  by  teaching  him  to  plan 
methods  of  doing  things,  to  study  his  movements  and  avoid 
wasting  steps  and  motions,  and  thus  to  conserve  his  time  and 
his  energy,  thereby  obtaining  mental  and  physical  precision 
and  scientific  efficiency. 

To  the  Instructor  these  text-books  will  be  of  great  assistance 
by  furnishing  an  organized  course.  They  will  supplement 
the  lectures,  enrich  the  individual  instruction,  and  supply 
information  and  answers  to  the  innumerable  questions  of  the 
students,  thereby  conserving  the  instructor's  time  and  ena- 
bling the  students  to  work  with  greater  efficiency  and  dispatch. 

To  obtain  the  greatest  benefit,  the  use  is  urged  of  as  many 
of  the  problems  as  time  and  conditions  will  permit,  and  in  the 
order  given  in  the  books,  so  far  as  the  equipment  of  special 
machines  will  allow.  These  books  will  be  found  valuable 
in  experimental  work  and  in  building  apparatus  and  ma- 
chines, as  the  schedules  of  operations  and  the  processes  give 
the  correct  methods  for  making  machine  parts,  tools,  and  for 
building  machines. 
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In  fact,  the  schedules  of  problems  and  processes  are  com- 
plete and  condensed  lessons  in  scientific  efficiency,  and  teach 
the  shortest,  quickest  and  easiest  way  to  obtain  results. 

These  books  do  not  teach  casual  ideas  but  scientific  principles 
developed  by  thirty  years'  study  of  the  subject.  These 
powerful  lessons  enable  the  student  to  make  the  most  of  his 
efforts  and  time  without  waste  of  energy. 

To  the  Machine  Operator.  —  To  the  man  who  has  been 
trained  on  one  machine,  or  to  perform  but  few  operations, 
these  text-books  open  the  door  of  opportunity  to  a  broader 
training,  increased  efficiency,  and  greater  earning  power. 

To  the  Apprentice.  —  These  books  will  be  of  great  value 
to  apprentices  and  to  young  machinists  for  any  problem 
which  may  arise  in  the  machine  shop,  as  neither  the  super- 
intendent, foremen,  toolmakers  nor  machinists  have  the  time 
to  instruct  the  apprentices  in  the  principles  and  processes 
presented. 

An  apprentice  or  young  machinist  may  have  worked  a  long 
time  in  the  shop  without  seeing  or  doing  a  particular  kind  of 
work,  for  shop  work  depends  on  commercial  requirements. 
When  new  work  comes  to  such  a  man  he  will  find  the  method 
of  procedure  so  clearly  set  forth  in  these  books  that  he  will 
have  but  little  difficulty  in  following  directions. 

As  these  principles  and  processes  can  be  applied  to  all 
machine  work,  their  faithful  study  by  the  apprentice  or  young 
machinist  will  not  only  increase  his  knowledge,  develop  high 
efficiency  and  rapid  and  accurate  workmanship,  but  will  also 
make  him  more  valuable  to  his  employer  during  his  period  of 
learning  by  largely  increasing  his  power  of  production. 

Furthermore,  these  text-books  teach  the  apprentice  to  read 
and  understand  technical  literature.  They  train  him  to 
translate  printed  matter  into  intelligent  action.  This  is  a 
great  acquisition,  for  in  no  other  way  can  an  apprentice 
keep  abreast  of  everything  technical  and  scientific.  It  is 
self-evident  that  the  training  we  have  so  briefly  outlined  will 
tend  to  increase  his  earning  power  and  to  fit  him  for  a  better 
position  at  the  close  of  his  apprenticeship. 
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To  the  Machinist.  —  To  machinists  who  have  served  their 
apprenticeships  in  the  small  machine  shops,  with  limited 
equipment  and  range  of  work;  to  those  who  were  trained  in 
the  large  machine  shops  weU  equipped  with  improved  ma- 
chinery,  but  where  intensive  methods  of  manufacturing  and 
repetitional  production  may  have  limited  their  opportunities 
to  acquire  that  broad  fundamental  training  so  necessary  to 
future  success;  and  to  all  machinists  who  wish  to  fit  them- 
selves for  better  positions  by  further  study,  these  books  will 
be  an  aid  and  an  inspiration.  Even  to  those  who  have  had 
a  superior  training,  such  as  managers,  superintendents  and 
foremen,  they  will  be  valuable  as  works  of  reference. 

The  Increased  Efficiency  obtained  at  the  Massachusetts 
Institute  of  Technology  by  use  of  these  text-books,  and  the 
kind  reception  given  them  by  the  technical  press,  schools 
and  shops,  teachers  and  students,  apprentices  and  machinists, 
have  shown  the  need  of  text-books  on  machine  work  and 
justified  their  production. 

The  increasing  number  of  state  universities,  technical,  trade, 
and  manual  training  schools  that  are  adopting  these  books 
as  a  required  text  is  evidence  that  the  want  they  meet  is  wide- 
spread. 

Grateful  Acknowledgment  —  To  the  teachers  and  edu- 
cators, manufacturers  and  engineers,  foremen  and  mechanics, 
associates,  and  other  friends  in  all  parts  of  the  country,  who 
have  kindly  assisted  with  information,  help  and  encourage- 
ment, I  take  this  opportunity  to  express  my  indebtedness 

and  appreciation. 

R.  H.  S. 

Boston,  U.  S.  A.,  May  1,  1915. 
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ADVANCED   MACHINE   WOEK 

SECTION  1 

LATHE  WORK 

Engine  Lathes.    Electrically-driven  Machine  Tools.    Truing  and  Alining 
Centers.    Center  Holes.    Cutting  Tools.   Lathe  Tools  for  Cast  Iron. 
Grinding  Lathe  Tools.    Setting  and  Using    Outside  Calipers. 
Cutting  Speeds,  Cut-Meter,  and  Feeds.    Lubricants  for  Cut- 
ting Tools.    Inspecting  and  Measuring  Material  (Stock). 

ENGINE  LATHES 

!•  Evolution  of  the  lathe.  —  The  lathe  is  the  most  general 
and  useful  of  all  machine  tools  and  is  used  to  produce  cylin- 
drical surfaces. 

The  date  of  its  origin  is  lost  in  antiquity.  The  first  lathes 
consisted  of  two  short  posts  driven  into  the  ground,  and  a  nail 
driven  into  each  formed  the  centers  on  which  the  work  re- 
volved, operated  by  a  rope,  treadle  and  sapling,  or  lath,  and 
from  the  latter  name  the  term  lathe  is  derived. 

To  Henry  Maudslay  of  England,  belongs  the  credit  of 
inventing  the  slide  rest  and  applying  it  to  the  lathe  about 
1794;  and  later,  to  other  machines.  Planing  machines  came 
next,  and  did  for  plane  surfaces  what  the  lathe  had  done  for 
cylindrical  surfaces.  Then  followed  milling  machines,  grind- 
ing machines,  screw  machines,  gear  cutters,  etc.  The  im- 
provements in  machine  tools  during  the  past  fifty  years  have 
been  greater  than  in  all  the  preceding  years. 

2.  Swing  of  lathes. — A  lathe  is  designated  by  its  swing  and 
total  length  of  bed.  A  14"  X  6'  engine  lathe  will  swing  four- 
teen inches  in  diameter  over  ways,  but  will  only  swing  about 
8"  over  a  rise  and  fall  rest,  and  about  10"  over  a  plain  or 
compound  rest.  In  length  it  will  turn  six  feet  less  the  com- 
bined length  of  head  and  footstock.  A  6'  bed  will  turn  about 
42"  between  centers. 
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Fia.  I.  —  Correct  FoB[tion  at  Enqine  Lathb  for  Tubnino. 
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3.  Classes  of  lathes.  —  Lathes  are  divided  into  many 
classes,  some  of  which  are  designed  especially  for  the  work 
performed  upon  them,  as  the  wheel  lathe,  axle  lathe,  pulley 
lathe,  turret  lathe,  bench  lathe,  jeweler's  lathe,  etc.,  and  for 
general  work  the  engine  lathe,  which  when  supplied  with 
special  attachments  is  called  a  tool-maker's  lathe. 

4.  The  engine  lathe,  see  Figs.  1, 2,  is  supplied  with  hand  and 
power  long.  (Jiongitudinal)  and  cross  feeds,  is  arranged 
for  screw  cutting  for  which  a  lead  screw  is  provided,  and  is 
usually  constructed  with  back  gears.  The  cutting  tool  is 
held  in  a  tool-post  which  is  clamped  to  the  tool-block  and 
the  whole  mounted  on  a  carriage. 


CONE   HEADSTOCK  COUNTERSHAFT  DRIVE  BELT  OR 

GEAR  FEED 


Essential  Parts,  Fig.  2. 


6.  A  —  Bed, 


B  and  5'  —  Legs  fastened  to 
bed  by  cap  screws,  to  floor  by  lag 
screws. 

C  and  C  —  Front  wa)r8  of  two 
pairs  of  V  ways,  planed  and 
scraped. 

D  —  Headstock  bolted  to  ways. 

E  —  Footstock  or  tailstock; 
position  adjustable. 

F  and  F'  —  Bolts  for  clamping 
footstock  to  ways  C 

G  —  Carriage,  two  parts,  mov- 
able on  ways. 

H  —  Saddle ;  carries  tool  mech- 
anism. 

H'  —  Apron ;  carries  feed  mech- 
anism. 


6. 


Footstock, 


May  be    set    over   for   taper 
turning. 


/  —  Front  screw  of  a  pair  for 
adjustment  of  upper  part  of  foot- 
stock; back  screw  not  visible. 

/  —  Spindle. 

K  —  Handle  operating  foot- 
stock spindle. 

L  —  Binder  for  clamping  J, 

M  —  Dead  center. 

N  —  Oil  well  and  oiler  for  dead 
center. 

7.  Carriage. 

0  —  Tool  post. 

(y  —  Screw  for  fastening  cut- 
ting tool. 

P  —  Slide  rest,  rise  and  fall 
type  (or  elevating  rest). 

Q — Handle  for  adjusting  height 
of  tool. 

R  —  Thread  stop,  used  when 
cutting  screw  threads. 

S  —  Handle  for  operating  long, 
feed  by  hand. 
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T  —  Knob  for  operating  long, 
feed  by  power. 

U  —  Handle  for  operating  cross 
feed  by  hand. 

V  —  Knob  for  operating  cross 
feed  by  power. 

W  —  Lever  for  operating  split 
nut  (half-nuts)  inside  apron  H\ 

X  —  Lead  screw  engaged  by 
split  nut  when  cutting  threads. 

Y  —  Feed  shaft. 
Z  —  Feed  rack. 


8. 


Headstock, 


1,  2,  d|  4  —  Steps  on  headstock 
cone.  Belt  on  1,  slowest  speed;  on 
4,  fastest  speed. 

5  —  Thrust  bearing  and  end 
adjustment. 

6  —  Back  gears. 

7  —  Lever  for  throwing  6  "  in  " 
or  "  out." 

8  —  Face  plate,  slotted  to  re- 
ceive dog. 

9  —  Live  center. 

10  and  lO'  —  Oil  holes  for  live 
spindle. 


9. 


Feed. 


11 — Stud  on  feed  spindle; 
transmits  motion  from  lathe 
spindle  to  carriage  for  turning  by 
12,  13,  14,  15,  16  to  feed  shaft  V; 
for  screw  cutting  by  17, 18,  19  to 
lead  screw  X, 

A  set  of  change  gears  is  supplied 
for  screw  cutting  and  gear  feed. 

12,  13  —  Feed  cones. 

14  —  Feed  belt. 

20  —  Index  plate  of  gears,  for 
screw  cutting. 

21  —  Supplementary  radial  arm 
to  carry  two  gears  fixed  on  sleeve, 
for  compounding  change  gears  for 


fine  or  coarse  thread ;  serves  to 
connect  22  on  11  to  18,  and  thence 
toX. 
22  —  Gear. 

10.  AiUomatic  Feed  Stop, 

.    23  —  Automatic  stop  sleeve. 

24  —  Clutch  (23  and  24  used  to 
stop  carriage  automatically  at 
desired  point). 

25  —  Clamping  bolt  (swinging 
13  outward  tightens  feed  belt). 

26  —  Gear  feed.  Remove  belt 
14,  swing  13  until  26  meshes  with 
1 8.  By  different  combi nations  of 
gears  a  large  variety  of  feeds  is 
obtainable.  Six  cone  belt  feeds 
are  provided  by  interchanging 
16  and  26. 

27  —  Ileversing  lever;  reverses 
feed    mechanism    in    headstock. 

11.  Countershaft    (friction    type) 

and  Line  Shaft, 

28  —  Speed  belt. 

29  —  Countershaft  cone  pulley. 

30  —  Headstock  cone  pulley. 

31  —  Countershaft  mechanism 
(consists  of  shaft,  cone  pulley, 
pulley  for  driving  forward  belt, 
pulley  for  driving  backward  belt, 
and  clutch  mechanism). 

32  and  32'  —  Hangers  bolted  to 
hanger  plank. 

33  —  Hanger  plank. 

34  —  line  shaft;  drives  31. 

35  —  Line  shaft  hanger. 

36  —  Hanger  plank. 

37  — Driving  belt,  34  to  42; 
drives  lathe  forward. 

38  — Backing  belt,  34  to  44; 
drives  lathe  backward. 

39  —  Shipper  pole,  pivoted  to 
33. 
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41 — ^  Expanding    clutch;  en- 
gages pulley,  driving  lathe  for- 

42  —  Driving  pulley. 

43  —  Expanding    clutch;  en- 


gagta  pulley,  driving  lathe  back- 

44  —  "Backing"  pulley. 

(To  run  lathe  "forward,"  push 
shipper  to  left;  clutch  41  engages 
42;  "backward,"  push  shipper 
to  right;  clutch  43  engages  44. 


Fia.  3,  —  HoBKONTAL  Sbction  or  Enqine-Lathb  Headstock. 


12.    Back  Gears  tmd  Headstock. 
(Fig.  3.) 

Back  gears  are  used  to  reduce 
speed  and  increase  power  of  ma- 
chine.   Ratio  is  about  10  to  1. 

A — Cone  pulley;  running  fit 
on  spindle. 

B  —  Spindle. 

C  —  Gear  fast  to  cone  pulley. 

D  —  Gear  keyed  to  spindle  B. 

E  —  Slide  bolt  to  fasten  A  to  D. 

F  —  Sbde  nut. 

G  and  G'  —  Back  gears  fast  on 
sleeve. 

/f  — Sleeve;  running  fit  on 
shaft. 


/  —  Eccentric  shaft. 

J  and  J'  —  Brackets,  part  of 
headstock  casting. 

K  —  Lever  to  rotate  shaft  I, 
throwing  back  gear  "  in  "  or  "out." 

L  —  Idve  center;  taper  fit  in  B. 

M  and  M'  —  (Ml  holes  (oiled 
before  u^ng  back  gears). 

N  and  AT'  — (Ml  holes  (oiled 
before  uang  back  gears). 

To  Operate  Back  Gears. 

For  direct  cone  drive,  slide  nut 

F  is  in  slot  in  cone  A,  back  gears 

"out."    To  use  back  gears,  drop 

bolt  E  and  secure,  throw  lever 


ENGINE  LATHES 


107 


K  forward.  To  obtain  direct  cone 
speed  again,  throw  lever  back, 
loosen  E  and  turn  lathe  until 
F  engages  slot  in  A,    Tighten  E, 


Double  and  Triple  Back  Gears. 

To  obtain  a  greater  reduction  of 
speed,  lathes  are  built  double  or 
triple  back  geared. 


Information.  —  Modem  engine  lathes  have  a  micrometer  dial  upon 
the  cross-feed  screw  which  is  convenient  for  fine  adjustments  and  to 
use  in  conjunction  with  micrometer  calipers.  Each  graduation  gives 
a  cut  one-thousandth  in  depth  which  reduces  the  work  two'-thou- 
sandths  in  diameter.     See  Micrometer  Calipers,  p.  207. 

Attention.  —  Gear  guards  are  often  provided  to  prevent  accident 
and  to  keep  dirt  and  chips  from  gear  teeth. 

13.  A  typical  lathe  apron.  Fig.  4.  — The  apron  of  a  lathe 
carries  the  greater  part  of  the  feed  mechanism.  Fig.  4  shows 
a  lathe  apron  and  the  three  distinct  mechanisms,  the  long, 
f^ed,  cross  feed,  and  screw-cutting  feed.  The  first  is  used  for 
inoving  carriage  back  and  forth  along  bed  for  turning;  the 
second  for  moving  cross  slide  iu  tod  out  for  squaring;  the 
third,  the  lead  screw  and  split  nut,  for  moving  carriage  along 
bed  for  cutting  screw  threads. 

14.  To  change  direction  of  feeds. — The  reversing  mechanism 
to  change  direction  of  rotation  of  feed  shaft  may  be  in  the  head- 
stock  and  operated  by  lever  27,  Fig.  2,  or  in  the  lathe  apron. 

LONG.  FEED.  CROSS  FEED.  LEAD  SCREW 


15. 


Long.  Feed. 


A  —  Long,  feed  handle. 

B  —  Pinion. 

C  —  Spur  gear. 

D  —  Sliding  stud. 

E  —  Sliding  pinion,  on  inner 
end  of  stud  D, 

F  —  Feed  rack,  fastened  to 
under  side  of  bed 

G  —  Splined  feed  shaft. 

H  — r  Feather-keyed  worm  held 
in  bracket  H\ 


J  —  Worm  gear. 

K  —  Friction  clutch  to  connect 
/  and  L. 

L  —  Pinion  fast  to  K. 

M  —  Knob  controlling  clutch 
K.  Hand  long,  feed  is  obt^ned 
by  rotating  A  which  drives 
through  B,  C,  E  to  F.  Power 
long,  feed  is  obtained  from  G. 
Clutch  K,  shown  out  of  action,  is 
thrown  in,  which  causes  G  to 
drive  through  H,  /,  L,  C,  E  to  F. 
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16. 

1  — 

2  — 

under 

3  — 
toG. 

4  — 

5  — 

6  — 

7  — 

8  — 

with? 


Cross  Feed. 

Cross-feed  handle. 
Operating  screw,   in   nut 
cross  slide. 
Bevel  pinion  feather-keyed 

Bevel  gear. 

Pinion  fast  to  4. 

Driving  gear. 

Pinion  fast  to  6. 

Gear     always     in     mesh 


9  —  Cross-feed  pinion. 

10  —  Knob  controlling  posi- 
tion of  8.  Hand  cross  feed  is 
obtained  by  rotating  handle  1. 


Power  cross  feed  is  obtained  by 
meshing  8  with  9  by  means  of 
knob  10. 

17«  Lead  Screw  and  Split  Nut. 

II  —  Lead  screw. 

III  —  Split  nut. 

Ill'  —  Split  nut  bracket. 

IV  —  Lever  to  operate  split 
nut  III. 

V  and  V  —  Cams  closing  split 
nut  IIL 

VI  —  Knob  to  disengage  E  and 
F  when  screw  cutting.  To  op- 
erate for  screw  cutting,  pull  out 
knob  VI,  throw  IV  downward, 
closing  split  nut  III. 


There  are  types  of  lathes,  where  a  splined  lead  screw  per- 
forms the  combined  duty  of  feed  shaft  and  lead  screw,  the 
worm  and  bevel  pinion  being  driven  directly  by  it. 

Attention,  — Cafe  should  be  taken  ncrt  to  have  both  long,  feed 
and  lead  screw  thrown  in  at  the  same  time.  Some  lathes 
are  fitted  with  devices  which  will  prevent  this. 

18.  Care  of  machines  and  small  tools.  —  When  through 
using  a  machine,  clean  it,  first  with  a  brush,  then  wipe  with 
cotton  waste. 

Wrenches,  handles,  bolts,  straps,  and  fixtures  should  be 
put. away  in  their  proper  places  so  that  they  may  be  found 
when  wanted.  All  tools  out  on  checks  should  be  returned 
to  the  tool  room  as  soon  as  possible. 

19.  Lathe  box  or  tray  for  tools  and  work.  —  Do  not  place 
tools,  work,  or  other  metallic  objects  on  the  ways  of  a  machine, 
as  they  would  scar  and  affect  their  truth.  A  wooden  box  or 
tray  should  be  supplied  for  the  tools  or  small  work.  It  may 
be  placed  on  the  ways  near  the  end  of  the  lathe.  See  Fig.  1. 
Large  work  should  be  placed  on  a  bench,  truck,  or  the  floor. 
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20.  Attachments  for  lathes.  —  Among  the  attachments  for 
lathes  are  the  taper  attachment,  compound  rest,  steady  rest, 
follower  rest,  and  attachments  for  milling  and  grinding. 


Fig.  5.— Enqine  Lathe  wtth  a  Rapid  Chakob-^bar  Mbchamisu. 

21.  Stops  for  duplicating  sizes.  —  In  addition  to  the  thread 
stop  some  lathes  are  equipped  nith  long,  and  cross-feed  stops. 
After  the  first  piece  is  turned  or  threaded  to  size,  the  back 
stop  is  set  to  check  movement  of  cross  slide.     The  carriage 
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or  long,  stop  is  used  for  shoulders  and  lengths.     By  aid  of 
these  stops  a  number  of  pieces  can  be  duplicated. 

22.  Lathe  with  a  rapid  change-gear  mechanism  for 
threads  and  feeds.  —  Some  lathes,  as  in  Fig.  5,  are  equipped 
with  a  rapid  system  of  change  gears  by  which  different 
threads  or  feeds  are  obtained  quickly. 

Essential  Parts. 


A  —  Change  gears  in  cone  form, 
on  end  of  lead  screw. 

B  —  Handle  operating  change 
gears. 

C  —  Compound  gears. 

D  —  Handle    operating    com- 
pound gears. 

E  —  Index  plate,  giving  posi- 


tions for  handles  B  and  D  to  cut 
a  desired  thread. 

F  —  Sector  to  carry  gear  for 
cutting  special  thread. 

G  —  Lever  to  reverse  carriage. 

H  and  K  —  Automatic  car- 
riage stops.  Carriage  stop  (in- 
visible) is  located  on  back  ways 
under  letter  L. 


23.  Cutting  a  screw  using  a  rapid  system  of  change 
gears.  —  To  cut  a  screw  of  five  threads  per  inch,  find  6  on 
index  E  and  place  handle  B  in  notch  and  hole  under  it; 
place  handle  D  under  hole  3  on  compound  gear  box,  which 
is  indicated  in  the  third  column  on  the  same  line  as  5. 

For  threads  given  on  the  index,  no  change  of  gears  is  neces- 
sary. Gears  may  be  calculated  for  other  threads  and  applied 
as  on  the  ordinary  lathe.  The  feed  for  turning  is  seven 
times  threads  per  inch  expressed  in  turns  per  inch  of  tool 
travel. 

24.  For  threading  short  screws  the  carriage  may  be  re- 
versed by  moving  reversing  lever  G  up  or  down,  depending  on 
whether  a  right  or  left  thread  is  being  cut;  or  the  automatic 
stops  H  and  K  may  be  used. 


ELECTRICALLY-DRIVEN  MACHINE  TOOLS 

26.  Arrangement  of  machine  tools  for  electric  drive.  — 

They  may  be  group-driven  by  electricity  by  using  a  constant- 
speed  motor  to  drive  group  line  shaft,  or  individually  driven 
by  attaching  a  constant  or  variable-speed   motor   to   each 
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machine.  Coostant-apeed  motors  are  used  on  machines  that 
need  but  little  speed  variation,  or  on  machines  that  have  a 
large  variety  of  mechanical  speed  changes. 

26.  EiectricaUy-driven  engine  Uthe  —  Variable-speed  motor 
A,  Fig.  6,  ^ves  a  wide  speed  variation.     Speed  is  electri- 


Fia.  6. — Et-ECTRiCALLV-DRiTEM  Engine  L&thx. 

cally  controlled  from  apron.  To  start  lathe,  move  handle  B 
in  direction  of  arrow.  Controller  C  is  provided  with  gradu- 
ated wheel  D.  When  a  desired  speed  is  obtained,  pin  E  is 
placed  in  wheel  D  so  that  it  will  come  against  stop  F.  By 
this  arrangement  any  speed  can  be  duplicated.  Pin  G  pre- 
vents lathe  from  being  reversed.     When  it  is  desired  to 
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reverse  lathe,  remove  pin  0  and  move  handle  B  in  opposite 
direction.  Wheel  H  is  used  to  revolve  lathe  spindle  by 
hand. 

TRUING  AND  ALINING  CENTERS 

27.  Center  gage  A,  Fig.  7,  is  used  for  defining  angles  of 
60^  The  large  notch  is  used  for  testing  lathe  centers,  as  B\ 
notches  C  and  D  for  testing  and  setting  outside  threading 


OCNTEll   OAOf 

A 

I 


oc  oouaiA 
•*»    ^     Of  V 

14      THRCAO 
^1    I    I    I    I    I    I    I    I    I    I    I 


Fig.  7.  —  TEsriNa  Anqlb  of  Lathb  Center 


tools,  and  E  for  inside  threading  tools.  At  F  is  a  table  of 
double  depths  of  Sharp  V  threads  for  determining  diameter 
of  tap  driUs  by  subtracting  number  in  thousandths  opposite 
pitch  from  diameter  of  tap. 

28.  Requirements  for  successful  use  of  engine  lathes. — 
Engine  lathes  should  be  accurate  enough  to  turn,  bore  and 
face  straight  and  true,  and  be  equipped  with  an  accurate 
lead  screw  for  screw  cutting. 

To  produce  accurate  work  requires  that  both  live  and 
dead  centers  should  be  true  and  in  accurate  alinement. 
Furthermore,  lathes  wear,  causing  loss  of  alinement  and 
looseness  of  working  parts  that  must  be  detected  and  cor- 
rected. 

29.  Lathe  centers.  —  The  dead  center  is  hardened  and  tem- 
pered.    The  live  center  may  or  may  not  be  hardened. 

30.  To  test  truth  of  live  center  of  any  lathe.  —  Move  foot- 
stock  until  dead  center  is  close  to  live  center,  run  Jathe  at 
highest  speed,  look  for  error.  Move  lathe  tool  close  to  re- 
volving live  center  or  use  test  indicator. 


114 


ADVANCED  MACHINE  WORK 


31.   To  true  engine-lathe  cen- 
ters.    Figs.  8  and  9. 


ENGINE   I 

LATHE 

CENTER  * 

— 1^ 

CENTER  >^B 
TRUINQ 


FiQ.  8.  —  Locating  Center 
Headstock  Spindle. 


IN        Fig.   9.  —  Truing   Enqine-Lathk 

Center. 


SCHEDULE  OF  OPERATIONS 
Live  Center, 
Speed: — For  liB"  to  16"  engine  Mhe,  Sd  speed,  back  gears  out. 


1.  Remove  center. 

2.  Clean  hole  and  center  with 
waste. 

3.  Insert  center  with  lines 
coincident  A,  B,  Fig.  8. 

4.  Drive  center  lightly  with 
lead  hammer. 

5.  Start  lathe;  if  still  out  of 
true,  use  center-truing  tool  A, 
Fig.  9.  BC  shows  cutting  edge, 
D  the  clearance. 

6.  Fasten  tool  lightly  at  height 
of  center. 


7.  Adjust  edge  to  fit  center. 

8.  Clamp  tool  tightly. 

9.  Run  lathe  at  moderate 
speed. 

10.  Operate  both  long,  and 
cross  feeds  slowly  by  hand. 

11.  Test  with  center  gage. 
Readjust  tool,  if  necessary,  until 
center  fits  gage. 

12.  Turn  point  ^  at  a  more 
obtuse  angle.  Portion  F  may  be 
cut  away  in  advance  with  cutting- 
ofif  tool,  to  facilitate  truing  center. 


Attention,  —  Centers  may  be  trued  by  means  of  a  compound  rest. 
In  an  emergency  a  right  side  tool  may  be  used  back  of  the  center  and 
the  lathe  nm  backward. 


TRUING  AND  ALINING  CENTEE8 

SCHEDULE   OP  OPERATIONS  Candvded 
DeadCenUr. 


1. 

Remove  center. 

6.   File  center  with  8' mill  file. 

2. 

Anneal. 

7.    PoUsh   slightly   with    Bne 

3. 

Insert  ia  live  spindle. 

emery  cloth  held  under  ^e. 

4. 

True  eimilarly  to  live  center. 

8.  Reharden. 

5. 

Run  lathe  at  high  speed. 

9.   Temper  to  light  straw  color. 

AUentitm.  —  Both   centers  may  be   hardened  and   kept  true    by 
grinding. 

32.   To  grind  hardened  and  soft  centers.    Fig.  ID. 


Fia.  10.  —  Tbuinq  Cbntkrs  wtth  Center  Grinder. 
SCHEDULE  OF  PARTS 


^— Frame. 

F  —  Emery  wheel. 

£— Clamp    fastening    A    to 

0  — Shaft  driving  P. 

footstock  spindle. 

H  —  Universal  joint. 

C  —  Emery-wheel  spindle  set 

/  —  Bevel  gears  (encased). 

at  angle  of  60°  with  center. 

J  — Knob    to    move    emery 

D  —  Friction  roll. 

wheel    back    and    forth    along 

E  —  Bracket;  clamps  support 

center. 

for  D  to  bed. 

AUentian.  — The  depth  of  cut  is  regulated  by  footstock  spindle. 
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33.  To  set  dead  center  in  alinement  to  turn  straight.    Ilgs. 
11  and  12.  engine  lathe 

FOOTSTOCK, 


Fig.  11.  —  Setting  Dead  Genteb  in  Alinbment.    Approximate 

Methods. 

SCHEDULE  OF  OPERATIONS 


34. 


TtDO  Approximate  Methods, 


I.  Unclamp  footstock,  Fig.  11, 
and  move  upper  part  A  upon  B  by 
screws  C  and  C  (C  not  shown) 
until  zero  lines  at  D  coindde. 


n.  Move  footstock  until  dead 
center  is  close  to  live  center,  ad- 
just screws  C  and  C^,  and  aline 
centers  by  aght. 


36.  Accurate  Method, 

Material,  use  piece  that  you  are  workiiig  on  after  it  is  rough-turned  ^"  to  ^" 

large,  or  trial  piece  the  same  length. 


1.  Set  dead  center  by  Approxi- 
mate Method,  No.  lor  No.  II. 

2.  Mount  shaft  A  on  centers, 
Fig.  (1»). 

3.  Take  light  out  as  shown 
dotted  at  B,  .002"  to  .003" 
in  diameter,  estimated,  or  use 
dial  on  cross  feed. 


4.  Take  out  work. 
6.   Run    carriage    back    near 
dead  center. 

6.  Remount  work. 

7.  Take  short  cut  as  at  C. 

8.  Caliper  at  B  and  C. 

9.  If  not  alike,  adjust  foot- 
stock  and  repeat  operations. 


Engine  lathe   12"  to 

16". 
3d  speed,  or  50  F.P.M. 
Fine  power  feed  — 140 

to  1". 


Dog,  copper  under  set 
screw. 

For  cast  iron  or  brass, 
round-nose  tool. 

For  steel  or  wrought 
iron,  diamond-point 
tool  or  holder  and 
cutter  35**  rake. 


Micrometer. 


^ 
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AUention,  —  In  setting  the  lathe  for  straight  turning  or  fitting,  the 
diameter  at  B,  Fig.  12,  must  be  either  equal  to  C  or  a  fraction  of  a 
thousandth  of  an  inch  larger  than  C  If  J?  is  larger  than  C,  the  error 
can  be  corrected  by  filing;  if  smaller,  the  error  can  not  be  corrected 
and  the  work  is  spoiled. 

While  it  is  best  to  have  a  lathe  set  straight,  an  error  of  a  thousandth 
of  an  inch  either  way  is  permissible  on  such  work  as  turning  pulleys, 
flanges,  and  gear  blanks. 

J 

Nate.  — A  test  indicator  and  parallel  mandrel,  preferably  of  the 
length  of  the  work  to  be  turned,  may  also  be  used  to  set  a  lathe  to 
turn  straight.    See  Test  Indicators,  pp.  1210-1213. 


Fio.  12.  —  Settinq  Dead  Cbntbr  in  Alinxmbmt. 

Method. 


Accurate 


CENTER  HOLES 

36.  Center  holes  are  made  in  the  ends  of  material  (stock)  to 
fit  lathe  centers  by  locating  and  drilling  small  holes,  then 
counter-sinking  with  a  60®  countersink,  A  and  B,  Fig.  13. 

The  countersink  should  be  large  enough  to  provide  ample 
bearing  to  prevent  excessive  wear,  and  should  be  in  propor- 
tion to  the  diameter  of  work. 

The  drilled  hole  must  be  deeper  than  countersink  to  pro- 
vide a  reservoir  for  oil  and  to  prevent  lathe  centers  from 
bottoming,  as  at  C,  Fig.  14|  as  this  would  injure  centers  and 
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cause  work  to  run  out  of  true.  Center  holes  must  be  wiped 
clean  before  mounting  on  centers.  Chips  in  center  holes  Z), 
Fig.  15,  will  spoil  both  work  and  center. 


OCAO 
CENTER 


FiQ.  13.  —  Stock  Correctly  Centered  and  Properly  Mounted  on 

Lathe  Centers. 


VERY  BADLY 
CENTERED 


CHIPS  IN 
NTER  HOLE. 
VERY  BAD 


Fig.  14.  —  Incorrect 
Centering. 


Fig.  15.  —  Stock  Carelessly 
Mounted  on  Centers. 


37.  To  drive  the  work,  dog  E,  Fig.  13,  is  fastened  to  work 
by  screw  F,  and  tail  G  must  be  loose  in  face-plate  slot  H. 
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38*  Table  of  center-hole  dimensions.  Fig.  16.  — These 
center-hole  dimensions  provide  good  bearings  for  ordinary 
lathe  work  to  resist  tool  pressure. 


^- 


~l 


PLAN  TO  HAVE  THE  CCNTER  HOLES 

THE  GIVEN  DIMENSIONS  A 

WHEN  WORK  18  FINI8HEO  TO  EXACT  LENGTH 


-MDW- 


Fig.  16. 


Drill  size. 

Diameter  op 

Diameter 

Depth  or 

SHAFT. 

OF  (70UNT]SR~ 
SINKS. 

nearest 
64th. 

Oage  No.* 

B+  A'- 

A. 

B. 

C. 

D. 

i-A 

A 

A 

56 

A 

-A 

t 

* 

52 

-H 

A 

52 

X 

-H 

A 

A 

42 

n 

1-1 A 

A 

42 

1 

1-1 A 

A 

42 

A 

iHH 

l^ltf 

^ 

} 

31 
31 

2-2A 

A 

i 

31 

} 

2l-2« 
'3-3A 

1* 

A 

31 
22 

2 

3}-3« 

A 

A 

22 

1 

4-4A 

} 

A 

22 

A 

*i-*{i 

^ 

A 

22 

t 

6-6A 

* 

A 

22 

f 

5}-6 

tt 

A 

13 

Attention.  —  If  drill  and  countersink  are  within  one  size  they 
will  answer. 


*  Twist  drill  and  steel  wire  gage.    See  PrineipleM  ofMachifu  Work, 
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39.  Countersinks  or  center  reamers.  Figs.  17,  18,  are 
made  to  an  angle  of  60**.  They  may  be  made  any  desired 
diameter  and  with  straight  shanks,  as  shown,  to  be  held  in 
a  chuck,  or  with  taper  shanks  to  be  inserted  in  taper  collet 
or  machine  spindle.  They  may  have  several  cutting  lips  as 
in  Fig.  17,  or  but  a  single  cutting  lip  as  in  Fig.  18. 


( — ^ —     >-^      f 


OOUNTCRSINIC 


Fig.  17.  Fia  18. 

COUNTERSINKB  FOR  LaTHE  WoRK. 


B  OOMWNATION 

i^W 7^     AND  «r 

oouitTtnaiMit 

Fig.  19.  —  Combined  Drill  and  Countersink. 

Combination  center  drill  and  countersink.  Fig.  19,  pro- 
duces a  countersink  central  with  drilled  hole.  At  end  A 
drill  and  countersink  are  one  piece,  while  at  end  B  a  hole  is 
made  in  countersink  and  a  center  drill  inserted  and  held  by  a 
set  screw. 


c 


COMBINATION 
CENTER  DRILL 

AND  60* 
COUNTERSINK 


Fig.  20.  —  Combined  Drill,  Countersink,  and  Counterbore. 

Fig.  20  shows  a  combination  center  drill  and  countersink 
of  the  solid  type  as  at  end  A,  Fig.  19,  and  in  addition  a  coun- 
terboring  lip  as  at  C  for  rounding  the  corners  of  the  counter- 
sink. Combination  countersinks  of  this  type  are  used  for  cen- 
tering mandrels,  milling  machine  arbors  and  any  other  work 
that  is  mounted  and  remounted  on  centers  frequently.  Their 
use  also  facilitates  the  squaring  of  work. 


METHODS  OF  CENTERING  WORK 
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40*   Hand  method  of  finding  the  center,  drilling  and  coun- 
tersinking.   Figs.  21,  22,  23,  24,  25,  26. 


Fio.  22.  —  Diagram  of  Approxi- 
mate Center. 


Fig.  21.  —  Locating  Center 
OF  Stock  with  Divider 
Calipers. 


Fig.  23.  —  Center  Punching. 


SCHEDULE  OF  OPERATIONS 


L  Grip  stock  A,  Fig.  21, 
in  vise  B,  Smooth  ends  with  file 
and  rub  chalk  on  ends. 

II.  Describe  arcs  with 
divider  calipers  C  (shoulder  C 
placed  on  edge  of  stock)  from 
four  points  with  radius  equal  to 
about  one-half  diameter,  as  at 
Fig.  22. 

III.  Locate  center  D,  Figs. 


22,  23,  by  eye  with  center  punch 
E,  Fig.  23.  Steady  with  finger  F 
and  strike  with  hammer  as 
shown. 

IV.  Mount  on  bench  or 
lathe  centers,  revolve  and  test  its 
truth  with  chalk  near  each  end. 
If  too  much  out  of  true,  set  over 
center  punch  mark  as  at  G,  Fig.  24. 
Repeat  if  necessary. 
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FiQ.  24.  —  Setting  Over  Punch  Mark. 


SCHEDULE   OF  OPERATIONS  Concluded 


V.  Enlarge  center  punch 
marks  with  heavier  blows  before 
drilling. 

VI.  Use  speed  lathe,  3d  or  4th 
speed.  Place  drill  A  in  drill 
chuck  Bf  Fig.  25,  and  one  end  of 
stock  C  on  dead  center.  Support 
with  hand;  start  lathe,  and  drill, 
reverse  work  and  drill  the  other 
end. 

Attention. — Withdraw  drill  oc- 


casionally to  let  out  chips,  and 
oil  into  hole.  Drill  cast  iron  or 
brass  dry;  on  steel  or  wrought 


iron,  use  oil. 


VII.  2d  or  3d  speed.  Place 
counter^nk  D  in  drill  chuck  E, 
Fig.  26,  hold  stock  F  as  before, 
start  lathe  and  countersink  to 
desired  size,  reverse  work  and 
countersink  the  other  end. 


STOCK  C 


Fig.  25.  —  Center  Drilling,  Hand  Method. 


CHUCK     E 


Fig.  26.    Countersinking,  Hand  Method. 

41.  To  remove  or  anneal  broken  center  drill.  —  If  the 
broken  piece  of  drill  does  not  drop  out  of  hole  with  the  aid  of 
a  scratch  awl,  strike  stock  wdth  hammer;  if  it  still  remains, 
the  work  must  be  annealed,  and  the  bole  redrilled. 
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42.  Machine  method  of  finding  the  center,  drilling  and 
countersinking. — In  Fig.  27  is  a  centering  machine  used  to  drill 
and  countersink  center  holes  accurately  in  shafts  of  any  length. 

W  H       I  OIL  I  I    I     I    I 


FiQ.  27.  —  Center  Drillinq  and  CouNTERSiNEiiNa.  Machine  Method. 

CENTERING  MACHINE  SCHEDULE  OF  PARTS  AND 

OPERATIONS 


A  —  Bed  bolted  to  floor. 

K  —  Gear   mechanism   which 

B  and  B'  —  Universal  chuck 

drives    E    and    F    at    different 

and  operating  lever. 

speeds. 

C  —  Shows  manner  of  holding 

L  —  Handle    operating    both 

stock  to  be  centered. 

spindles. 

D  and  ly  —  Supports. 

M — Ball  lever  for  tipping  head 

E  —  DriD  spindle. 

to  bring  either  spindle  into  aline- 

F  —  Countersink  spindle. 

ment  with  stock. 

G  —  Center  drill. 

N  —  Stock  or  work  stop  for 

H  —  Countersink. 

uniform  drilling. 

J  —  Driving  belt. 

0  — OUtank. 
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Warning.  —  The  end  of  stock  should  be  filed  approjd- 
mateiy  flat  or  the  drill  will  be  liable  to  break. 

43-  Strai^tening  shafting,  rods,  and  bolts.  —  As  sooa  as 
stock  is  centered,  it  is  mounted  on  centers  and  revolved  by 
hand  and  its  eccentricity  tested  with  chalk.  If  it  is  short 
or  ri^d,  it  may  have  to  be  straightened  with  a  hammer  on 
the  anvil;  but  if  slender,  it  may  be  straightened  on  lathe 
centers  or  with  stnugMemng  press. 

44.  To  test  and  straighfen  centered  shafts  in  a  lathe.  — 
Unturned  work  that  is  centered  is  tested  by  rotating  it  in  lathe 
and  marking  with  chalk.  For  finished  work,  use  copper  tool 
held  in  tool  post  or  a  test  indicator  shown  at  A,  Fig.  28. 


Fia.  28. — Tebtinq  axd  SntAioHTEinNa  Sbatt  is  Laths. 

Shank  B  is  held  in  tool  post;  the  cross  feed  is  fed  inward 
until  feeler  C  touches  revolving  shaft  D,  when  pointer  E  will 
indicate  error  in  thousandths  of  an  inch.  With  piece  F  for 
fulcrum  and  bar  6,  the  shaft  is  striughtened.     Sometimes  it 


— dTRAiOHTENTHa  Shaft  with  STRAiaHTENiNO  FbzbS. 
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i^  necessary  to  peen  shaft  by  a  few  light  blows  of  hammer 
on  upper  side,  struck  while  shaft  is  pressed  upward. 

45.  Straightening  press.  Fig.  29. — If  shaft  A  is  centered,  it 
is  tested  by  mounting  on  centers  B  and  B^;  if  not  centered,  it 
is  tested  by  sighting  along  its  length  and  marking  with  chalk 
or  metal  workers'  crayon  (soapstone).  It  is  placed  on  sup- 
ports C  and  C  with  its  high  side  under  screw  D  and  pres- 
sure is  applied  with  screw  D  and  lever  E. 

CUTTING  TOOLS 

46.  All  cutting  tools  may  be  considered  primarily  as 
wedges  driven  into. the  material  to  separate  it.  A  thin- 
edge  tool  cuts  more  easily,  because  it  generates  less  friction, 
distorts  the  chips  less  and  gives  a  greater  freedom  to  their 
removal.  The  edge  must  be  thick  enough  to  carry  a  heavy 
cut  at  a  suitable  speed,  and  have  a  point  of  sufficient  width 
to  stand  the  heat  generated  by  friction.  Excessive  heat 
will  soon  destroy  the  point  of  the  tool.  This  limits  the 
cutiting  speeds.  A  portion  of  the  heat  is  conducted  away 
through  the  work  to  the  air  and  from  point  of  tool  to  body 
and  to  air  by  direct  radiation,  and  on  tenacious  metal  by 
the  lubricant.    See  Lubricants  for  Cutting  Tools,  p.  l48. 

47.  Rake,  clearance^  and  cutting  angle  defined.  —  Rake  is 
applied  to  angle  of  upper  surface  and  clearance  to  angle  of 
lower  surface.  The  angle  included  between  these  surfaces 
is  the  cutting  angle,  or  angle  of  &t^-- 
keenness.                                               jiiom^«^       - 

48-   Front  rake,  end  clearance, 
and  cutting  angle.  —  Fig.  30  is  a 
side   view  of   a  square-nose   tool 
partially  cut  by  a  plane  giving  a 
section  CAE.    Through  point  A 
lines  AB  and  AD  are  drawn  par-  Fig.  30.— DiagbamofFront 
allel  and  perpendicular  to  the  base      R^»»  Clearance,  and  Cur- 
line    FO.     The    front-rake    angle      ting  Angus. 
is  BAC,  positive  when  below  and  negative  when  above  AB. 
The  end-clearance  angle  is  EAD.    The  cutting  angle  is  CAE. 
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SIOC 
CLIAIUNOff 


49.  Side  rake,  side  clearance,  and  cutting  angle.  —  Fig.  31 
is  an  end  view  of  a  right-side  tool  partially  cut  by  a  plane, 

giving  section  K  HM.  Through  point 
H  lines  HJ  and  HL  are  drawn  par- 
allel and  perpendicular  to  the  base  of 
tool  NO,  The  side-rake  angle  is 
JHK,  The  side-clearance  angle 
MHL,  The  cutting  angle  is  KHM. 
60.  The  keenness  of  a  cutting  edge 
is  increased  or  decreased  by  increas- 

FiG.  31.— Diagram  OF  Side  ing  or  decreasing  the  rake  angle. 
Rake^  Side  Clearance,  Qq^^  j^qj^  jj^j^y  ^^  ^^^  successfully 
AND  Cutting  Angle.  .  ,  .  "^  ,         .    .  ^ /i 

With  a  cutting   angle   of   from    60^ 

to  75°  ;  steel  and  wrought  iron,  with  a  cutting  angle  of  from 

40*'  to  50**.    See  Brass  Finishing,  pp.  633-637. 

61.  Front  and  side  rake  combined.  —  For  clearness  the 
front  rake  and  side  rake  are  shown  on  separate  tools,  but  some 
turning  tools  ^dll  cut  more  efiFectively  if  the  top  face  is  given 
a  combination  front  and  side  rake  in  varying  degrees  to  suit 
the  nature  of  the  work,  as  the  diamond-point  tool,  Fig.  44. 

62.  ** Rough  square"  and  "rough  tum."-^ Terms  used  to 
name  the  operations  of  removing  the  surplus  material  from  a 
piece  of  metal  by  one  or  more  roughing  cuts  preparatory  to 
finishing. 

63.  **  Finish  square  "  and  "  finish  turn.'* — Terms  used  to 
name  the  final  finishing  cuts  which  reduce  any  piece  of  metal  to 
required  size. 

LATHE  TOOLS  FOR  CAST  IRON 

64.  Lathe  tools  are  made  of  carbon  steel  and  high-speed 
steel.  See  Holders  and  Cutters,  pp.  30G-309,  3X2,  3X4  and 
Principles  of  Machine  Work, 

66.  A  chart  of  forged  lathe  tools  is  shown  in  Fig.  32.  For 
10''  to  12''  lathes,  they  are  made  f  "^  X  J"'  in  section  and  T"  in 
length;  for  14"  to  16"  lathes,  YXl*"  section,  9"  in  length. 
Other  sizes  in  proportion.  After  being  forged  it  is  best  to  file 
them  to  proper  shape  before  they  are  hardened. 


CHART  OF  FORGED  LATHE  TOOLS                          | 
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66.  Right  and  left  tools.  —  A  right  tool  cuts  from  right  to 
left  and  a  left  tool  from  left  to  right.  Tools  are  understood 
to  be  right  unless  otherwise  designated. 

67.  The  angles  of  lathe  cutting  tools.  —  In  order  to  select 
the  proper  tool  and  prepare  the  correct  cutting  angle,  the 
student  should  consider  the  kind  and,  if  possible,  the  hard- 
ness of  the  metal  and  whether  for  taking  a  roughing  or  finish- 
ing cut.  If  the  metal  is  very  hard,  the  tool  must  be  ground 
to  a  less  acute  cutting  angle,  the  cutting  speed  reduced, 
or  both. 

68.  Height  of  tool  and  tool  block.  —  Various  devices  are 
used  to  regulate  the  height  of  the  point  of  the  tool.    On 


FiQ.  33.  —  Settinq  Tool  Height  op  Centers  — ^  Plain  Rest. 


small  lathes  the  rise  and  fall  rest  operated  by  an  elevat- 
ing screw  is  perhaps  the  most  common.  Fig.  33  shows 
a  plain  rest.  The  point  of  tool  A  is  adjusted  in  tool-post 
B  to  height  of  dead  center  C  by  a  tilting  action  of  circular 
wedge  D  in  concave  washer  E  and  the  shank  clamped  by 
screw  0. 
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ROUND  N08K 
TOOL 


FiQ.  34. —  Round-nose  Tool 
FOR  Cast  Iron. 


69.  Round-nose  tool.  —  Fig.  34  shows  a  small  round-nose 
tool  used  for  roughing  and  finishing  cast  iron  or  brass.  Face 
A  has  no  rake,  but  the  sides  have 
10^  clearance.  The  point  is  about 
^^  thick.  B  is  the  cutting  edge  and 
CBD  the  clearance  angle.  Too  little 
clearance  will  cause  the  tool  to  ride 
on  the  work  and  too  much  will 
weaken  the  cutting  edge.  When  dull, 
grind  end  B  and  a  little  on  top  A. 

60.  To  square  with  round-nose  tool.  —  The  scale  or  skin  on 
cast  iron  is  very  hard,  and  the  round-nose  tool  is  used  to 
rough  square  ends  and  remove  surplus  stock,  as  in  Fig.  35. 
Cast  iron  is  machined  dry.  See  Lubricants  for  Cutting 
Tools,  p.  148. 

The  work  is  mounted  on  centers  and  the  lathe  run  at 
proper  speed;  arrow  1  shows  direction  of  rotation  and  arrow  2 
direction  of  cut.  The  long,  feed  handle  is  held  firmly  with 
one  hand,  while  the  tool  is  fed  with  the  other  operating  the 
cross-feed  handle. 


STOCK 
CAST-IRON 


DEAD 
CENTER 


ROUND  NOSE 
TOOL- 


STOCK 
CAST.IROM 


ROUND  NOSE 
TOOL— 


Fig.  35.  —  Rough  squaring 
Cast  Iron. 


Fig.  36.  —  Rough  turning 
Cast  Iron. 


61.  To  turn  with  round-nose  tool.  —  For  light  rough  turn- 
ing on  small  diameters  and  for  finish  turning  with  fine  feed,  a 
round-nose  tool  may  be  used  to  advantage  on  cast  iron,  as  in 
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Fig.  36.  Arrow  3  shows  direction  of  rotation  of  work  and 
arrow  4  direction  of  cut.  It  is  sometimes  necessary  to  slant 
the  tool  to  the  left  to  turn  close  to  a  shoulder  or  dog,  but  the 
tool  must  be  clamped  extra  firm  or  it  may  draw  into  the  work 
and  turn  the  diameter  too  small. 

In  Fig.  37  is  showp  a  large  round-nose  tool  for  turning  or 
facing  large  work.  It  is  ground  to  shape  from  the  bar  and 
given  side  rake  as  at  Ay  to  give  freedom  to  removal  of  chips. 


Fig.  37. — Tool  for  Heavy 
Cuts,  Rough  squaring 
OR  Turning  Cast  Iron. 


TOP  VIKW 


Rlj)HT  SK>E  TOOL 

FOR 

CAST-IRON 

•IOC  VIEW 


END   VIEW 


Fig.  38.  —  Side  Tool  for  Squaring 
Cast  Iron. 


62.  Side  tool.  —  For  squaring  or  facing  the  ends  of  shafts, 
shoulders,  etc.,  a  right-side  tool.  Fig.  38,  is  used.  The  tool 
has  end  clearance  S,  15^;  side  clearance  C,  10^;  and  side 
rake  D,  15^  The  angle  E  for  point  F  is  60°.  It  is  forged 
hollow  at  6,  to  facilitate  grinding.  Grinding  is  done  on  top 
A  and  end  £  with  a  little  on  side  C.  Cutting  edge  HI  should 
be  kept  horizontal. 

Fig.  39  shows  a  right-side  tool  suitable  for  heavy  work. 


*..-. 


LARQCJtIOHT 
SIDE  TOOL 
FOR  CAST-IRON 


Fig.  39.  —  Side  Tool  for  Heavy  Cuts,  Squaring  Cast  Iron. 
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63.  To  square  an  end  with  side  tooL  -^  A  side  tool  is  set  at 
the  height  of  the  center,  as  in  Fig.  46.  On  diameters  not 
larger  than  f,  edge  AB  is  set  at  right  angles  to  the  axis  of 
work,  so  as  to  square  the  whole  end  at  one  cut.  For  large 
diameters  the  point  should  "  drag  "  a  little,  as  at  A,  Fig.  41, 


STOCK 


DEAD 
CtMTER 


RIONT  SIDE  TOOL 

SET  LEVEL 

WITH  CENTER 


RIGHT  SIDE 
TOOL     , 


Fig.  40.  —  Side  Tool  Set  Height  op       Fig.  41.  —  Finish  squaring 

Centers.  Cast  Iron. 

for  both  roughing  and  finishing  cuts.  The  point  A  being 
slightly  the  deepest,  the  tool  when  carried  from  center  to  cir- 
cumference will  produce  a  smooth  surface,  provided  the  tool  is 
properiy  hardened,  tempered,  and  ground,  and  the  speed  and 
feed  are  correct.  For  some  purposes,  especially  in  squaring 
compositions  of  brass,  a  side  tool  is  fed  inward. 

64.  To  remove  burr  around  coimtersink.  —  To  remove  the 
burr  that  remains  around  the  countersink  after  taking  the 
finishing  cut,  feed  the  point  of  tool  up  to  surface  of  work  and 
close  to  dead  center;  then  unclamp  binder  and  relieve  dead 
center  slightly  with  right  hand  and  at  same  moment  slightly 
feed  tool  inward  with  left  hand,  which  will  remove  burr;  then 
simultaneously  feed  tool  outward  and  dead  center  back  in 
place. 

66.  Grooved  dead  center  for  squaring.  —  The  extra  opera- 
tion of  removing  burr  around  countersink  when  squaring 
may  be  avoided  and  time  saved  by  using  a  grooved  dead 
center  A,  Fig.  42.  As  point  of  tool  B  may  be  started  or 
terminated  in  groove,  no  burr  remains. 
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66.  To  square  a  shoulder  with  side  tool.  —  To  turn  a  portion 
of  a  piece  of  etock  and  square  the  shoulder,  as  in  Fig.  43,  it  is 
marked  as  at  A,  then  the  cut  taken  to  B,  and  the  shoulder 
squared  to  mark  A.    The  side  tool  is  fed  inward  to  touch  the 


FiQ.  42.  —  Grooved  Dead  Center 
FOR  Squarino. 

stock.  A  moderately  fast  speed  is  used  and  the  long,  feed  is 
fed  slowly  with  one  hand,  while  the  cross  feed  is  held  firmly 
with  the  other;  when  the  cut  is  carried  far  enough,  the  long, 
feed  is  held  firmly  and  the  cross  feed  fed  outward. 


Fio.  44.  —  DiAUOHD-poiNT  Tool  for  Cast  Iron. 

67.   Right  diamond-poiiit  tool.  —  Fig.  44  shows   a   right 
diamond-point  tool.     A  is  the  top  face,  which  is  ^ven  a  com- 
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bination  front  and  side  rake,  as  indicated  by  arrows  B  and  C. 
Side  clearance  EF  is  10®,  but  for  a  very  coarse  feed  should  be 
more. 

Cast  iron  of  small  diameter  may  be  turned  by  tools  without 
rake,  but  for  large  diameters  and  heavy  cut^  a  combination 
side  and  front  rake  of  about  15®  is  effective.  The  cutting  is 
done  by  edge  OH  and  point  /,  which  should  be  rounded,  as 
shown  enlarged  at  /^,  to  strengthen  it  and  produce  a  smoother 
cut.  The  tool  is  ground  on  the  top  face  A,  and  if  necessary, 
a  little  on  the  side  faces. 

68.  Height  of  lathe  turning  tools  in  relation  to  axis  of  work. — 
The  point  of  taper  turning  and  threading  tools  must  be  set  at 


FOINT  OF  TOOL 

NEIOHT  OP  CENTER 

OOOD 


Fio.  45.  —  Diamond-point  Tool  Set  Height  op  Centers.    Good. 

height  of  center,  as  at  FG,  Fig.  45.     The  student  may  apply 
this  rule  at  all  times  and  obtain  good  results. 

69.  Evil  effects  of  setting  a  tool  too  low  or  too  high.  —  A 
tool  point  set  below  the  center  FG,  as  exaggerated  in  Fig.  46, 
increases  the  clearance  and  decreases  front  rake,  will  not  cut 


Pomr  OP  TOOL 

TOO  LOW 


Fio.  46.  —  Diamond-point  Tool 
Set  Below  Centers.    Bad. 


POINT  OF  TOOL 
TOO  HIGH 
VERY  BAD 


Fia.  47.  —  Diamond-point  Tool 
Set  Above  Centbbs.    Bad. 


properly,  and  will  dull  quickly.  A  tool  point  too  high  above 
center  FG,  exaggerated  in  Fig.  47,  reduces  the  clearance,  will 
ride  on  the  work  and  soon  destroy  itself  by  friction. 
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70.  Theoretical  height  of  turning  tools  for  straight  work.  — 

In  Fig.  48  is  shown  the  theoretically  correct  height  to  set 
the  point  of  a  tool,  which  increases  its  keenness  and  gives  the 
greatest  support  to  its  cutting  edge.  This  height  is  at  the 
tangent  point  A  of  line  BC,  and  is  located  by  drawing  line  DE 
through  center  of  work  at  90°  to  line  BC.  As  this  gives  no 
clearance,  the  tool  in  practice  is  set  slightly  below  this  point. 
After  a  little  training,  one  is  able  to  set  the  tool  point  at 
the  most  suitable  height  in  relation  to  center  FO  for  any 
diameter  of  work. 


«c:rtT-0 


HEIGHT  OF  TOOL  POINT 
THEORETICALLY  CORRECT 


Fio.  48.  —  Diamond-point  Tool   Set 
Theoretical  Height.    Good. 


RIGHT 

DIAMOND 

POINT 

TOOL 


Fig.  49.  — Rough  Turning 
Cast  Iron,  Coarse  Feed. 


71.  Rough  turning  cast  iron.  —  Fig.  49  shows  a  diamond- 
point  tool  taking  a  roughing  cut  by  power  long,  feed  on  a 
cast-iron  piece  mounted  on  centers  in  an  engine  lathe.  The 
chips  from  cast  iron  break  off  in  small  fragments. 


"'ocor^ 


Fig.  50. — Finish  Turning 
Cast  Iron,  Fine  Feed. 


Fig.  51.  —  Finish  Turning 
Cast  Iron,  Fine  Feed. 


72.     To  finish  turn  cast  iron.  —  Fig.  50  shows  diamond- 
point  and  Fig.  51  round-nose  tool  taking  finishing  cuts  {it") 
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with  fine  feed.  Fig.  52  shows  small  square-nose  tool  and  Fig. 
53,  large  square-nose  tool  taking  finishing  cuts  (.010")  with 
coarse  feeds. 


riNiSHlNQ  CUT 


A  B 

Fig.  52. —  Finish  Turning  Cast 
Iron,  Medium  Feed. 


B  C 

Fig.  53. — Finish  Turning  Cast 
Iron,  Coarse  Feed. 


GRINDING  LATHE  TOOLS 
73.  To  grind  round-nose  tool.  —  Hold  at  a  suitable  incli- 
nation to  give  clearance,  and  first  grind  the  front  round  by 


Fig.  54.  —  Grinding  Front  of  Round-nose  Tool. 

sweeping  shank  of  tool  in  an  arc  of  circle,  rotating  on  heel, 
Fig.  54.    Then  grind  top  as  in  Figs.  55  or  56. 
'Warning, — ^Heavy  pressure  when  grinding  on  a  dry  wheel 
or  when  the  water  supply  is  insufficient,  will  bejiable  to  draw 
the  temper  and  destroy  the  tool. 
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Attention.  —  For  Wet  Tool  Grinders  and  Grindstones,  see 
Principles  of  Mdchine  Work. 


Fia.  56.  —  Grinding  Top  of  Round-nosb  Tool. 


Fia.  56.  ^  Grindino  Top  op  Round-nose  Tool  on  Grindstone 


FiQ.  57.  —  Grinding  Point  of  Side  Toou 
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74.  To  grind  right  or  left  side  tooL  —  First  hold  tool  to 
give  clearance  and  angle  of  point,  and  grind  point.  Fig.  67. 
Second,  hold  blade  at  inclination  to  ^ve  necessary  side  rake 
and  grind  top  face,  Fig.  58.     Apply  pressure  and  steady  with 


Fio.  58.  —  Grinding  Top  of  Sidb  Tool. 


Fio.  59.  —  Grindinq  Sidb  Facb  of  Sidb  Tool. 


left  hand.    Third,  grind  side  face,   Fig.  59.     Steady,  and 
apply  pressure  with  right  hand. 
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76.  To  grind  right  or  left  diamond-point  tool,  Fig.  60.  — 
Grind  top  face,  applying  pressure  with  left  hand.  Then  hold 
at  angle  to  give  clearance  (same  for  all  metab).  Steady,  and 
apply   pressure  with  right  hand;  grind  one  side,   Fig.  61; 


Fig.  60.  — ^^Grinding^Top  or  Diamond-Point  Tool. 


Fig.  61.  —  Grinding  Sidb  Face  of  Diamond-Point  Tool. 


change  hands  and  grind  other  side.    Round  point  same  as 
point  of  round-nose  tool,  Fig.  64. 

76.  To  grind  cutting-off  or  a  Square-thread  tool.  —  First 
file  to  shape  and  width,  with  proper  clearance  on  sides  and 
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end,  harden  and  temper.    Then  grind  on  end  and  top  face 
only.     Grind   end   A    as   in    Fig.    62.     Steady,   and   apply 


FiQ.  62.  —  Grinding  End  or  Square-thread  or  CxrmNa-oFF  Tool. 


Fig.  63.  —  Grinding  Top  of  Square-thread  or  CumNo^FP  Tool. 


Fig.  64.  —  Grinding  Top  of  SQUAREvrHRBAD  or  Cutting-off  Tool  ok 

Grindstone. 


pressure  with  left  hand.     Fig.  63,  B,  and  Fig.  64,  C,  show  two 
methods  of  grinding  top  face  of  any  tool  of  this  class. 
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77.  TogrmdCnitedStatesStandardorSharpV-tlireadingtool 
to  fit  a  gage.  —  File  tool  to  shape,  harden  and  temper.  Grind 
one  bevel,  as  in  Fig.  65.     Clean  gage  and  tool,  and  t«9t  angle. 


Fio.  65.  —  Grindino  Sharp  V  or  U.  S.  S.  Thread  Tool. 


Grind  second  bevel;  test  with  gage:    If  U.  S.  S.  tool,  grind 
point  to  fit  proper  notch  in  U.  S.  S.  gage.     Grind  top  face. 


Fia.  66. 


-  GRiHDmo  HiOH-fiFBED  Stbbi,  CnrTca  on  i 
Tool.  Grinder. 


Wet 


78.  To  grind  a  carbon  or  high-speed  steel  removable  cutter, 
clamp  cutter  in  tool  holder,  as  in  Fig.  66,  and  grind  princi- 
pally on  end  and  a  little  on  top  for  rake.  For  other  purposes, 
grind  cutters  similarly  to  forged  tools. 

Warning.  —  To  avoid  ruining  holder  by  grinding  into  it  when 
sharpening  cutter,  move  cutter  further  out  of  holder,  or  use  special 
cast-iron  grinding  holder  as  shown  at  A,  Ilg.  66. 
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79'  To  grind  boring  tool  A,  Fig.  67,  use  corner  of  wheel  to 
grind  rake  B  and  face  of  wheel  to  grind  point  and  clearance. 


Fio.  67.  —  GaiMDiNa  Borinq  Tool. 
80.  Universal  tool  grinder.  —  Machine  method  of  grinding 
lathe  and  planer  tools,  and  duplicating  angles. 


Fio.  68.  —  DorLiCATiNo  Anoles  of  Lathb  and  Planer  Tooia. 

Fig.  68  shows  how  to  grind  rake  of  a  right  diamond-point 
tool.  Clamp  diamond-point  A  in  holder  B.  Set  three  grad- 
uated circles,  C,  D,  and  E,  to  reading  obtained  from  chart 
(chart  furnished  with  machine),  or  obtain  setting  by  trial. 
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Move  tool  to  radial  face  of  cup-shaped  emery  wheel  F  with 
hand  wheel  G.  Carry  tool  back  and  forth  across  wheel  with 
lever  H.     Water  is  supplied  from  pipe  /. 

A  fourth  graduated  circle  on  rear  of  tool  holder,  as  shown 
in  detail  at  K,  is  used  in  grinding  bent  tools. 


Fio.  69.  —  Grindino  Side  Tool. 


!  To  grind  side  faces,  revolve  holder  B  and  set  dials  to  give 
proper  angles.  To  reduce  area  to  be  ground,  tools  may  be 
forged  in  former  blocks,  or  by  hand  to  more  clearance  than 
desired.    The  method  of  grinding  rake  of  a  right  side  tool  is 


Fio.  70.  —  Oilstonino  Lathe  Tools. 

shown  in  Fig.  69.     When  correct  angles  and  settings  of  tools 
are  obtained,  they  can  be  accurately  duplicated. 

Round-nose  or  circular  forming  tools  are  located  centrally 
with  a  gage  and  ground  by  swinging  on  a  vertical  axis.  The 
top  is  ground  in  the  usual  way. 
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81.  To  oilstone  tools.  —  Use  fine  manufactured  or  hard 
Arkansas  stone  about  4"  X  i"  X  i".  Clamp  diamond-point 
tool  A  reversed  in  tool-post  B  and  apply  oilstone  C  as  in 
Fig.  70,  with  long  strokes.  Also  oilstone  side  faces.  Use 
kerosene  oil  for  India,  lard  or  sperm  oil  for  Arkansas,  and  sperm 
or  lard  oil  for  carborundum  stones. 


SETTING  AND  USING  OUTSIDE  CALIPERS 

82.  To  set  outside  calipers  A,  Fig.  71,  by  rule  B  to  length 
CD,  adjust  nut  E  until  lower  point  coincides  with  middle 
of  line  D.  The  width  of  lines  on  steel  rules  is  from  .002'' 
to  .004^. 


Fio.  71.  —  Settino  Outside  Caupebs. 


Warning.  —  A  student  almost  invariably  sets  outside  calipers 
large  and  inside  calipers  small. 

When  extreme  accuracy  is  required,  such  as  turning  work 
to  be  fitted,  the  calipers  should  be  set  by  a  standard  plug 
gage  or  mandrel,  or  work  of  the  desired  diameter. 
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83.  To  measure  diameter  of  lathe  work  with  outude  cali- 
pers. Fig.  72.  —  Set  calipers  F  to  size.  Hold  work  G 
stationary  and  apply  calipers  at  right  angles  to  axis  of  work 
as  HI,  not  as  JK  or  LM.  Turn  work  with  tool  N  until 
calipers  will  pass  over  it  with  a  light  yet  distinct  touch,  but 


Fio.  72.  —  Mkasdrinq  with  Outside  Calipers. 

not  hard  enough  to  spring  calipers  or  to  sustain  their  weight. 
Usually  the  calipers  have  to  be  passed  over  work  a  number 
of  times  to  determine  this  touch. 

8i>  To  adjust  the  tool  to  turn  woi^  to  a  derired  diameter. 
Fig,  72. —  Move  tool  N  inward  at  end  of  work  to  cut  under 
scale,  start  lathe  and  feed  tool  to  out  by  hand,  then  throw  in 
power  long,  feed  and  allow  a  travel  of  J"  to  J"-  Stop  lathe 
and  test  diameter  with  calipers.  If  correct,  continue  turning; 
but  if  too  large,  start  lathe,  release  power  long,  feed  and  run 
tool  back  to  end  and  agtun  slightly  advance  tool,  throw  in  long, 
feed  and  so  on  until  correct  diameter  is  obtained. 

Warning —  Hold  long,  feed  firmly  with  one  hand  while 
releasing  power  feed  with  the  other. 
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85.  To  learn  to  measure  accurately  with  outside  calipers.  -~ 
Set  calipers  to  rule,  turn  work  until  calipers  will  pass  over  it 
with  a  delicate  touch,  then  test  with  micrometer  calipers. 

86.  To  transfer  a  setting  from  one  pair  of  calipers  to 
another.  Fig.  73.  — Set  inside  calipers  A  to  size  of  hole,  then 
set  outside  calipers  B  by  them.  Bring  lower  points  of  both 
calipers  in  contact  and  steady  as  at  C,  then  adjust  point  D 


by  nut  E  until  it  touches  point  F.    To  transfer  setting  of 
outside  to  inside  calipers,  reverse  calipers  in  hands  and  adjust. 


CUTTINQ  SPEEDS,  CUT-MBTER,  AND  FEEDS 

87.  In  turning,  three  fliings  must  be  considered : 

First,  the  cutting  speed  in  feet  per  minute,  which  is  con- 
trolled by  the  diameter  of  work  and  speed  obtained  from  the 
table;  it  is  calculated  or  may  be  directly  measured  by  a  cut- 
meter. 

Second,  the  depth  of  cut,  one-half  the  amount  that  the  diam- 
eter is  reduced. 

Third,  the  feed  or  amount  the  tool  advances  per  revolution 
of  work. 
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88.  The  cut-meter,  A,  Fig.  74,  may  be  used  to  measure 
cutting  speed  automatically,  alao  speed  of  drills,  milling  cut- 
ters, etc.  It  consists  of  a  case  B,  which  contains  the  magnetic 
mechanism  for  registration.     Scale  C  is  calibrated  to  read  the 

CUT-mCTER 


Fia.  74.  —  HBASDRiNa  CurnNO  Speed. 

cutting  speed  in  feet  per  minute;  the  0  line  is  on  glass  D.  To 
use  the  cut-meter,  it  is  held  by  handle  B  and  wheel  F 
pressed  against  the  revolving  work  G. 

89.  Surface  speed  attachment  for  speed  indicator.  —  A  rub- 
ber-tired wheel  A,  Fig.  75,  6"  in  circumference,  is  slipped  over 
point  of  a  speed  indicator.     See  Principles  o/ 
Machine  Work.     The  wheel  is  pressed  against 
work  as  at  B,  Fig.  75,  and  number  of  revolu- 
tions noted  in  a  given  time,  as  one  minute. 
To  get  surface  speed  in  feet,  divide  number 
Fro.  75.  — Surface  of  revolutions  per  minute  by  2. 
went" FOR ^^''ed       W-    '^*>  ^^  ^^^  •s*^^  revolutions,  given 
Indicator.  the  cutting  speed  and  diameter  of  the  work: 

Multiply  the  cutting  speed  by  12  to  reduce  it  to  inches,  then 
divide  by  the  diameter  of  the  work  multiplied  by  3.1416. 


CUTTING  SPEEDS,  CUT-METER,  AND  FEEDS  l47 

Example.  — *  The  work  is  2"  in  diameter  and  it  is  desired  to 
turn  it  at  35  feet  per  minute.  How  many  lathe  revolutions 
are  necessary? 

35  X  12 


Solution. 


2  X  3.1416 


=  67  RRM. 


91.  To  find  the  cutting  speed,  given  diameter  of  the  work 
and  lathe  revolutions  per  minute:  Multiply  diameter  of  work 
by  3.1416  and  by  number  of  lathe  revolutions,  then  divide 
by  12. 

Example.  —  The  work  is  2"  in  diameter  and  makes  67  revo- 
lutions per  minute  in  the  lathe.    What  is  the  cutting  speed? 


Solvtion. 


2  X  3.1416  X  67 
12 


35  feet. 


92.    Eight  or  ten  speeds  are  possible  in  an  engine  lathe.  — 

Place  the  belt  on  step  of  cone  that  will  give  the  speed  near- 
est to  that  required. 


TABLE  OF  LATHE  CUTTING  SPEEDS 


Matkriai^. 


Cast  iron 

Steel  or  wrought  iron . 
Carbon  steel,  annealed 
Brass  composition .... 


SpBEDe   FOR   ROUQHINQ. 


Carbon  Steel 
Tools. 


30 
25 
20 
05 


HioH-sPEED  Steel 
Tools. 


60 

50 

40 

190 


Speed  for  finishing  is  50%  to  100%  higher  than  roughing 
speed. 

Speed  for  filing  (brass  excepted)  equals  four  times  roughing 
speed. 

Speed  for  filing  brass  equals  three  times  roughing  speed. 

AUerdion.  —  Roughing  cuts  are  not  to  reduce  diameters 
more  than  Y]  and  finishing  cuts,  not  more  than  ^".    Rough- 
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ing  feeds  are  not  to  be  less  than  17  revolutions  per  1^  tool 
travel;  and  finishing  feeds  are  not  to  be  less  than  90  revolu- 
tions per  I''  tool  travel. 

If  the  above  is  exceeded,  a  less  speed  than  that  given  in 
table  must  be  used. 

For  large  diameters,  use  reduced  speed,  as  the  strain  on 
the  tool  is  greater. 

93.  Cutting  feeds.  —  Lathes  with  belt  feed  are  limited  to 
three  changes;  lathes  with  gear  feed  are  not  limited. 

For  heavy  work,  coarse  feed  is  about  17  lathe  revolutions 
to  V  of  tool  travel. 

For  average  work,  medium  feed  is  about  38  lathe  revolu- 
tions to  I''  of  tool  travel. 

For  average  work,  fine  feed  is  about  90  lathe  revolutions 
to  I''  of  tool  travel. 

For  tool  making,  a  feed  of  200  revolutions  is  often  used. 

Attention.  —  A  student  may  use  finer  feeds  until  he  acquires 
some  experience;  about  80  to  V  for  roughing  and  140  to  1* 
for  finishing. 

LUBRICANTS  FOR  CUTTING  TOOLS 

94.  Some  metals  are  machined  dry,  others  require  a 
lubricant.  —  Cast  iron,  with  about  two  exceptions,  as  tapping 
and  polishing,  must  be  machined  dry.  Steel  and  wrought 
iron,  with  two  exceptions,  as  machining  with  side  or  diamond- 
point  tool  (and  these  are  optional),  must  be  machined  with 
a  lubricant.  A  neglect  of  this  may  cause  destruction  of  both 
tool  and  work.     See  Table  of  Lubricants,  p.  l48. 

A  lubricant  on  tenacious  metal  prevents  excessive  friction 
and  conducts  away  heat,  thus  preserving  the  point  of  the 
tool  and  producing  a  smooth  finish  on  the  work.  It  also 
helps  to  carry  away  the  chips. 

Oil.  —  "  Oil  "  in  tables  means  lard  oil  or  some  oil  mixture. 
Mixtures  and  compounds  are  often  used  as  substitutes  be- 
cause of  cheapness. 

Note.  —  Never  use  mineral  oils  for  cutting  tools. 


LUBRICANTS  FOR  CUTTING  TOOLS 
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96.         TABLB  OF  LUBRICANTS  FOR  CUTTING  TOOLS. 


Metals. 

Opera- 
tions. 

Cast 
Iron 

Machine 

Steel  or 

Wrougiit 

Iron. 

Carbon 

OR  HlGH- 

Spkbd 
Steel. 

Cop- 
per. 

s*. 

Aluminum. 

Lead. 
Bab- 
bitt. 

Turning. 
Boring. 

Dry. 

Dry,  oil  or 
soda  water. 

Dry  or  oil. 

Milk. 

Dry. 

Kerosene  or 
turpentine. 

Dry. 

Cutting  off. 
Grooving. 

Dry. 

Oil  or  soda 
water. 

Oil  or  soda 
water. 

Milk. 

Dry. 

Kerosene  or 
turpentine. 

Dry. 

Screw  cut- 
ting. 

Dry. 

Oil. 

Oil. 

MiUc. 

Dry. 

Kerosene  or 
turpentine. 

Dry. 

Threading 
with  dies. 

Dry. 

Oil. 

OU. 

Milk. 

Dry. 

Kerosene  or 
turpentine. 

OU. 

Tapping. 

Oil. 

Oil. 

Oil. 

Drilling. 

Counter- 
sinking. 

Counter- 
boring. 

Dry. 
Dry. 

Dry. 

Oil  or  soda 
water. 

Oil  or  soda 
water. 

Oil  or  soda 
water. 

Oil  or  soda 
water. 

MUk. 
MUk. 

Dry. 
Dry. 

Kerosene  or 
turpentine. 

Kerosene  or 
turpentine. 

Oil. 
OU. 

Chucking. 

Dry. 

Oil  or  soda 
water. 

Oil  or  soda 
water. 

MiUc. 

Dry. 

Kerosene  or 
turpentine. 

Dry. 

Reaming. 

Dry. 

Oil. 

OU. 

Milk. 

Dry. 

Kerosene  or 
turi)entine. 

Dry. 

Milling. 

Dry. 

Oil,     soap 
mixture,  or 
soda  water. 

Oil,    soap 
mixture,  or 
soda  water. 

Milk. 

Dry. 

Kerosene  or 
turpentine. 

Dry. 

Planing. 

Dry. 

Dry,  oil  or 
soda  water. 

Dry  or  oil. 

Milk. 

Dry. 

Kerosene  or 
turpentine. 

Dry. 

Nurling. 

Oil. 

Oil. 

Oil. 

MUk. 

OU. 

Kerasene  or 
turpentine. 

Dry. 

Filing. 

Dry. 

Dry  or  oil. 

Dry  or  oil. 

Dry  or 
milk. 

Dry. 

Kerosene  or 
turpentine. 

OU. 

Polishing 
with  em- 
ery cloth. 

Oil. 

Oil. 

OU. 

OU. 

OU. 

OU. 

oa. 

•  Wcaming.  —  When  tapping  or  using  a  die  on  roUed  brass  (not  cast  brass), 
it  is  often  necessary  to  use  Uu-d  oU  to  prevent  clogging  and  ruining  tap  or  die. 
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Soda  water  (sal  soda  dissolved  in  water)  is  useful  in 
machining  steel  or  wrought  iron,  and  produces  what  is  known 
as  a  water  finish. 

Soap  mixture.  —  ^  lb.  sal  soda,  i  pt.  lard  oil,  i  pt.  soft 
soap,  10  qts.  water;  boil  one-half  hour.  This  is  good  for 
milling  and  drilling  steel  and  wrought  iron. 

96.  Drilling  extra  hard  steel  such  as  unaxmealed  carbon 
steel.  —  Use  a  flat  drill,  with  turpentine  or  kerosene  oil  as  a 
lubricant. 

97.  Drilling  glass.  —  Use  a  very  hard  flat  drill,  scratch 
glass  with  an  old  file  to  remove  polish  and  use  turpentine  as  a 
lubricant.  Drill  part  way  through,  then  turn  over  and  finish 
from  the  other  side  to  avoid  chipping  surface. 

INSPECTING  AND  MEASURING  MATERIAL  (STOCK) 

98.  Inspecting  and  measuring  material  (stock).  —  On 
receiving  a  piece  of  stock,  inspect  it  for  imperfections,  as 
blowholes  in  castings,  flaws  (cold  short)  in  forging  or  bars. 
Stock  for  work  to  be  hardened  must  be  carbon  or  high- 
speed steel.  To  distinguish  high-grade  machine  steel  from 
tool  steel,  a  trial  piece  may  be  tested  by  the  hardening 
process. 

Measure  piece  to  see  if  it  is  large  enough  to  finish  to 
dimensions  given  on  the  drawing.  If  the  piece  be  a  rough 
casting  or  forging,  there  should  be  at  least  i"  surplus  stock; 
if  smooth,  tV". 

When  requested  to  finish  work  begun  by  another,  inspect 
and  measure  it,  and  make  a  note  of  its  condition,  that  you 
may  not  be  held  responsible  for  errors  not  your  own. 

99.  Rough  turn  all  over  before  finishing.  —  As  metals 
alter  in  form  when  the  skin  or  outside  is  removed,  when 
possible  remove  the  skin  from  all  surfaces  before  finishing 
any  part.  An  exception  is  made  in  some  classes  of  lathe 
work,  as  a  shaft  which  is  squared  to  exact  length  before 
the  diameter  is  roughed  out. 


OILINO  BiACHINES  I5I 

100.  When  and  how  to  oil  the  bearings  of  machine  tools.  — 
All  bearings  must  be  regularly  oiled.  Use  good  lubricating 
oil,  —  machine  oil,  not  lard  oil.  If  the  oil  does  not  sink  into 
the  oil  boles,  they  should  be  cleared  out.  A  few  drops  of  oil 
in  each  bearing  is  enough,  Fig.  76.    Plane  bearings,  as  the 


Tvays  of  a  lathe,  should  be  wiped  with  waste  before  oiling 
and  the  oil  distributed  with  the  fingers,  Fig.  77-  Oil  twice 
a  day.     All  automatic  oilers  should  be  filled  periodically. 

101.  Treatment  when  bearings  rough  up  and  machine  stops 
from  lack  of  oil  or  too  close  adjustment.  —  First  force  in  a 
liberal  quantity  of  oil;  if  this  does  not  release  the  bearing, 
force  in  naphtha  or  benzine  and  then  more  oil;  if  the  latter 
is  not  effective,  tnke  the  bearing  apart  and  smooth  the  rough 
places  on  the  journal  by  filing  and  those  in  the  box  by  scrap- 
ing or  filing.  Then  wipe  clean,  oil  freely,  and  put  bearing 
together  and  adjust  to  run  loosely  for  a  while. 

102.  To  prevent  rusting  or  corroding  of  machine  or  finished 
work,  coat  with  vaseline  or  thin  oil.  When  tools  or  machines 
are  not  in  use.  coat  with  a  thick  oil.  The  rust  should  be 
removed  from  a  surface  before  it  is  oiled  or  rusting  will 
continue. 

103.  Putting  on  and  pushing  off  belts.  —  An  ordinary  over- 
head belt  is  thrown  off  by  pressing  with  a  pole  against  the  edge 
of  the  belt  at  the  receiving  side  of  driving  pulley.  This  belt 
may  be  replaced  by  arranging  belt  upon  driven  pulley  and 
then  pushing  belt  upon  driving  pulley  by  starting  it  at  the 
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receiving  side  with  a  pole  that  has  a  bent  piece  of  iron  fastened 
to  its  end.  For  large  belts,  a  ladder  must  be  used  and  the 
belt  pushed  on  by  hand.  A  stout  cord  may  be  used  to  pull  on 
large  belts. 

104.  To  change  to  higher  speed.  —  Start  lathe,  push  belt 
off  step  of  head  cone  with  right  hand.  Press  lightly  against 
inside  of  down-running  belt  with  either  hand  to  take  up  slack 
and  with  other  hand  push  the  up-running  side  of  belt  to  the 
desired  step  on  counter  cone,  then  with  left  hand  press  belt 
on  to  head  cone. 

106.  To  change  to  lower  speed.  —  If  belt  is  on  largest  step 
of  counter  cone,  with  left  hand  pull  it  on  to  desired  step,  then 
with  same  hand  press  belt  on  to  corresponding  step  of  head 
cone.  If,  however,  belt  is  not  on  largest  step,  first  push  it 
off  step  of  head  cone  with  right  hand. 

Attention.  —  Keep  fingers  straight  and  stiff  and  do  not  try 
to  hold  belt  when  pushing  on  or  off. 

Warning.  —  To  prevent  accidents,  do  not  wear  loose  sleeves 
or  be  careless  in  your  actions  near  running  belts,  gears,  mill- 
ing cutters,  etc. 
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SECTION  2 

LATHE  WORK 

Time  Element  and  Schedule  of  Operations.    Centering,  Squaring,  and 
Straight  Turning.    Filing  Lathe  Work.    Micrometer  and  Vernier  Cali- 
pers.    Dimension-Limit  System.    Fits  in  Machine  Construction 
with  Tables  of  Allowances.     Standard  and  Limit  Gages. 
Taper  Turning  and  Fitting.    Straight  Turning  and  Fitting. 

TIME  ELEMENT  AND  SCHEDULE  OF  OPERATIONS 

1.  Schedules  of  operations.  —  The  problems  in  this  book  are 
presented  in  schedule  form.  Each  operation  is  given  in  its 
logical  order  together  with  machines,  tools,  speeds,  feeds,  and 
time.  Such  schedules  are  the  fundamental  and  necessary  bases 
of  all  efficiency  systems.  They  make  teaching  systematic ;  learn- 
ing rapid;  and  promote  industrial  efficiency. 

A  multiple  schedule  for  two  or  more  duplicate  pieces  is 
the  same  as  for  a  single  piece,  except  that  each  operation 
is  performed  on  all  pieces  •before  beginning  the  next. 

2.  The  time  element  in  the  schedules  includes  grinding  of 
tools,  and  is  the  average  time  required  by  an  experienced  work- 
man for  completing  the  given  problem.  Students  and  other 
beginners  will  take  from  50%  to  100%  more  time  on  the  intro- 
ductory problems,  and  as  they  become  familiar  with  the  tools 
&nd  machines  this  excess  time  is  reduced  to  25%  or  less,  de- 
pending on  the  ability  of  the  student  and  the  efficiency  of  the 
equipment  and  instruction. 

3.  The  student  may  begin  lathe  work  by  turning  soft  cast 
iron,  as  it  machines  more  easily  than  steel  or  wrought  iron; 
the  cutting  angles  of  the  tools  are  easy  to  shape,  and  the 
material  is  not  expensive.    See  pp.  102,  203-205. 

4.  To  mount  work  on  lathe  centers.  —  Clean  center  holes 
and  centers  with  waste.  Fasten  dog  on  work  (see  p.  Il8), 
mount  on  live  center.     With  left  hand  under  end  of  work, 
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hold  work  in  line  with  dead  center;  move  and  clamp  foot- 
stock  width  of  tool  block  from  end  of  work.  Oil  dead 
center.  With  the  little  finger  of  left  hand  to  guide  the 
dead  center  into  center  hole,  screw  out  spindle  with  the 
right  hand  until  there  is  no  end  movement.  To  test  ad- 
justment, move  tail  of  dog  back  and  forth;  when  right  a 
slight  resistance  is  felt  by  the  hand;  clamp  binder. 

Warning,  —  When  taking  a  heavy  cut  or  rotating  work  at 
a  high  speed,  the  work  will  heat  and  expand  and  thus  bind  oi\ 
the  centers.  The  student  should  relieve  and  oil  the  dead 
center  occasionally.  If  this  is  neglected,  a  "  hot  center  "  vnU 
result,  which  usually  destroys  both  work  and  center. 

6.  To  turn  work  to  one  diameter  from  end  to  end.  — 
First,  set  tool  to  take  roughing  cut  and  turn  approximately 
one-half  the  length   (Fig.  1).    Stop  feed,  then  stop  lathe. 


f  FiQ.  1.  —  Rough  Turning  Shaft  from  End  to  End,  First  Half. 


Take  work  out  of  lathe  and  run  carriage  back  by  hand  to 
dead  center.  Do  not  disturb  cross  feed.  Fasten  dog  on 
turned  end  A',  Fig.  2,  with  a  piece  of  copper  D  under  set 
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Bcrew  to  avoid  scarring  work, 
and  turn  off  half  marked  B\ 
method  with  finishing  cut. 


Again  mount  work  on  centers 
Regrind  tool  and  follow  same 


Fio.  2.  —  Rough  Turning  Shaft  from  End  to  End,  Second  Halt. 
CENTERING,  SQUARING  AND  STRAIGHT  TURNING 

6.   To  center,  square  and  turn  straight.    See  Pigs.  3  and  4. 


Fig.  3. 

Specifications:  Material,  iron  casting  |'' large;  weight,  21b. 

8  oz.,  Fig.  3,  free  from  visible  defects. 

Hardness,  28  to  32  (scleroscope). 

Oil  bearings  of  lathe  with  machine  oil. 

True  live  center.     Set  dead  center  in  approximate  aline- 

ment,  see  p.  ll^.*    Carbon-steel  cutting  tools.     See  Excep^ 

lion,  p.  205. 

Time:   Study  drawing  and  schedule  in  advance,  10  min. — 

Oil  lathe,  4  min.  —  Hand  center  and  square,  19  min. — 

Rough  and  finish  turn,  23  min.  —  Clean  lathe,  3  min. — 

Total,  59  min.     (Machine  center  and  square,  17  min.) 
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Fio.  4.  —  ScHSDULB  Drawing  of  Centerino,  Squaring  and  Straight 

Turning. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


SDag.  Center  by  hand  method, 
pp.  121,  122.  Center  holes  ^^ 
diameter,  (1),  (»). 


Mount  and  adjust  on  centers. 
Rough  square  (3),  round  nose  in- 
ward, heavy  cut,  and  side  tool  out- 
ward, light  cuts.  Reverse  work 
on  centers  and  repeat  on  (4).  Test 
length  with  calipers.  Take  light 
outs  outward  on  (4)  until  work 
measures  8*+  A^.    Remove  dog. 

Recenter  to  A'»  (5)»  (6) 

Regrind  and  oilstone  tool  and  finish 
square  (7)  one  cut.  Reverse  work 
on  centers  and  repeat  on  (8). 
Test  length  with  calipers.  Take 
light  cuts  on  (8)  until  work  meas- 
ures 8*.  To  remove  burr  around 
countersinks,  see  p.  131.  Test 
flatness  of  end  with  steel  rule. 

Rough  turn  to  1  ^^  +  A"*  °^^ 
cut.  See  Figs.  1,  2,  (9).  Test 
with  calipers  at  ends  and  middle. 


Regrind  and  oilstone  tools.  Finish 
turn  to  1  A'»  P- 134,  (10)  one  cut. 
Test  with  micrometer  calipers,  at 
both  ends  and  middle.  Limit  al- 
lowed .001'.  Stamp  name  on  end. 


Machines,  Speeds, 
Feeds. 


Speed  lathe  8'  to 
12*.  3d  or  4th 
speed,  or  1400 
R.P.M.*;  coun- 
ters! n  k  3d  speed 
or  700  R.P.M. 

Engine  lathe,  12* 
to  16*.  2d 
speed,  or  40 
F.P.M.t  Hand 
feed. 


Speed  lathe. 

Engine  lathe.  3d 
speed,  or  60 
F.P.M.  Hand 
feed. 


Clean  lathe. 


1st  or  2d  speed,  or 
26  to  40  F.P.M. 
Medium  power 
feed— 80tol'4 


3d  speed,  or  55 
F.P.M.  Fine 
power  feed  — 
140  to  1'. 


Tools. 


Vise,  hammer, 

chisel,  file,  chalk, 
dividers  or  di- 
vider calipers, 
center  punch,  JJf' 
drill,  60**  counter- 
sink, rule. 

Dog,  round-nose 
tool,  side  tool 
15**  rake,  cali- 
pers, 12*  steel 
rule. 


Drill,    countersink. 
Side  tool,  15**  rake, 
calipers,  rule. 


Copper  under  set 
screw  of  dog, 
diamond-point 
tool.  16**  rake, 
small  calipers,  3' 
steel  rule. 
Diamond-point  tool, 
16**  rake,  or 
round-nose  tool, 
calipers,  rule 
micrometer. 

Steel  name  stamp, 
machinists*  ham- 
mer, vise,  copper 
jaws 

Brush  and  waste. 


*  R.P.M.  «  revolutions  per  minute.  t  F.P.M  =  feet  per  minute. 

t  80  to  1"  •  80  revolutions  of  work  to  1"  of  tool  travel. 
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Warning. — Do  not  recenter  work  after  the  diameter  has 
been  turned  because  the  center  reamer  cuts  unevenly  and 
throws  the  work  out  of  true. 

Attention.  —  If  necessary,  when  roughing  the  tool  may  be 
removed  and  reground,  but  in  finishing  it  should  be  prepared 
to  carry  its  cut  without  regrinding. 

Note.  —  When  squaring,  hold  long,  feed  handle  firmly  with 
one  hand  while  operating  cross  feed  handle  with  the  other. 

CaiUion.  —  As  a  heavy  cut  may  draw  the  tool  inward, 
caliper  occasionally  and  readjust  tool,  if  need  be,  to  avoid 
roughing  diameter  too  small. 

Exception. — If  a  schedule  says  "  carbon-steel  cutting  tools  " 
and  it  is  desired  to  change  to  "high-speed  steel  or  stellite," 
the  cutting  speed  may  be  increased  from  50%  to  100%. 

If  a  schedule  says  "  high-speed  steel  or  stellite  cutting  tools  " 
and  it  is  desired  to  change  to  '*  carbon-steel "  the  cutting 
speed  miLst  be  reduced  25%  to  50%. 

FILING  LATHE  WORK 

7.  Lathe  work  is  filed  to  remove  tool  marks,  to  make  a 
fit,  to  produce  an  exact  diameter,  and  also  to  prepare  the 
surface  for  polishing.  A  small  amount  of  filing  improves 
the  condition  of  the  work;  excessive  or  careless  filing  will 
destroy  its  truth. 

8.  Mill  files  are  best  for  lathe  work,  files  single-cut  (some- 
times called  floats),  as  at  C,  Fig.  5.  A  mill  bastard  is  use- 
ful for  a  large  variety  of  lathe  filing,  but  a  mill  2d  cut  is  only 
used  for  finer  classes  of  work.   See  Principles  of  Machine  Work. 

9.  Speed  for  filing.  —  If  work  is  revolved  at  too  high  a 
speed,  the  file  will  not  bite,  but  will  simply  glaze  the  work  and 
rapidly  destroy  itself.  As  a  rule,  in  filing  steel  and  cast 
iron  the  lathe  may  be  run  at  a  speed  between  four  and 
five  times  faster  than  that  used  in  taking  the  roughing  cut. 
Cast  iron  must  be  filed  dry.  See  Table  of  Cutting  Speeds, 
p.  147.  On  brass,  the  rule  is  from  two  to  three  times  the 
roughing  speed. 
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On  work  li^"  and  less  in  diameter,  run  engine  lathe  at  its 
fastest  speed.  Small  work  ^''  and  less  may  be  filed  in  the 
speed  lathe. 

WamiTig.  —  To  avoid  a  hot  center  when  filing,  loosen  and 
oil  the  dead  center  before  and  occasionally  after  increasing 
the  speed. 

10.  To  hold  and  to  use  a  file  on  lathe  work.  —  The  work 
A,  Fig.  5,  is  revolved  at  a  moderately  fast  speed  in  the  direc- 
tion of  arrow  B.  Good  results  are  obtained  by  moving  mill 
file  C  at  right  angles  to  the  work  as  at  D.  If  the  work  to  be 
filed  (A')  is  a  tenacious  metal  fuch  as  machine  steel  or 
wrought  iron,  hold  file  at  an  angle  of  about  10°  as  at  C  but 
move  it  at  right  angles  as  at  D'  which  increases  the  cutting 
ai^Ele  from  23°  to  33°.     The  stroke  should  be  long  but  slower 


FiQ,  5.  —  FiLiNQ  IN  Lathe. 


than  in  vise  woit  in  order  that  the  work  may  make  a  number 
of  revolutions  durii^  each  stroke;  the  pressure  should  be 
lighter,  as  the  number  of  teeth  in  contact  are  fewer. 

Note. — A  file  may  be  moved  slightly  from  left  to  right  i  th&t  is,  iigaiiist 
its  tendency  to  glide  on  it8  forward  stroke,  but  not  from  right  to  left  as  it 
may  chatter. 

Attention.  —  Clean  the  file  frequently  with  a  file  card  to 
remove  chips,  or  they  will  scratch  the  work. 

11.  To  finish  radial  or  side  surfaces.  —  A  hand  file  is  some* 
times  used,  but  preferably  use  a  scraper.     See  p.  425. 
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12.  Round  and  half-round  files  for  lathe  work.  —  Fillets 
and  concave  surfaces  are  generally  made  with  forming  tools 
and  scraped  with  hand  tools.  To  polish  such  surfaces,  they 
may  be  prepared  by  filing  with  round  or  half-round  files,  giving 
the  file  on  its  forward  stroke  a  slight  sweep  following  the  curve. 
See  Lubricants  for  Cutting  Tools,  p.  148. 

MICROMETER  CALIPERS 

13.  The  micrometer  principle  consists  of  a  combination  of 
an  accurate  screw  and  graduated  head  or  nut  by  which  fine 
measurements  and  adjustments  may  be  obtained.  It  is  ap- 
plied to  feed  screws  of  lathes,  planers,  miUing  and  grinding 
machines,  etc.,  and  to  instruments  of  precision,  as  the  microm- 
eter caliper,  Fig.  6,  which  consists  of  frame  A  and  barrel  B; 
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FiQ.  6.  —  Measuring  with  Micrometer  Caliper. 

in  the  end  of  the  barrel  is  a  fixed  nut  through  which  passes 
screw  C.  The  caliper  is  graduated  to  read  in  thousandths  of 
an  inch,  but  half,  quarter,  and  tenths  of  thousandths  may  be 
readily  estimated. 

14.  To  measure  work  with  micrometer.  —  Place  shaft  E 
between  the  faces.  Rotate  thimble  F  with  thumb  and  finger 
until  a  light  but  distinct  contact  is  obtained.  Prove  results 
by  moving  micrometer  up  and  down  on  shaft  B,  or  by  passing 
work  between  micrometer  anvil  D  and  screw  C  with  a  slight 
rotative  motion. 


208 


ADVANCED  MACHINE  WORK 


16.  To  read  micrometer.  —  Screw  C  has  40  threads  to  the 
inch;  the  graduations  on  barrel  B  are  40  to  the  inch.  One  revo- 
lution of  the  screw  opens  the  caliper  one-fortieth  of  an  inch, 
or  .025''.  Thimble F  is  graduated  into  twenty-five  parts.  Each 
division  when  passing  the  axial  line  on  barrel  indicates  one- 
twenty-fifth  of  one-fortieth  of  an  inch  (^  X  :^  =  ToW'^)* 

Reading.  —  Every  fourth  division  on  the  barrel  is  figured 
1,  2,  3,  4,  etc.,  and  may  be  read  0.100",  0.200",  etc.;  the  figure 
3  may  be  read  0.300"  and  the  three  additional  divisions  as 
0.075",  making  0.375"  on  barrel.  Then  add  the  two  divi- 
sions or  0.002"  on  the  thimble,  which  makes  the  complete 
measurement  0.377". 

Attention.  —  A  student  occasionally  reads  the  example  at 
MN  backward  from  zero  and  obtains  .377"  instead  of  .373". 

16.  Adjusting  the  anvil  to  correct  error.  —  If  zero  lines  do 
not  coincide  when  anvil  and  screw  are  clean  and  in  contact, 
adjust  anvil  D  by  screw  6,  first  loosening  screw  H, 

17.  Lock  nut  K  may  be  used  to  clamp  the  screw  and 
preserve  any  setting. 

18.  Speeder  and  friction  slip  consists  of  a  ratchet  and 
pawl  used  as  a  speeder  for  the  rapid  movement  of  screw,  and 
as  a  friction  slip  so  that  the  same  pressure  of  contact  may  be 
obtained  at  every  reading. 


Fig.  7.  —  Measuring  Work  with  Micrometer  held  with  One  Hand. 
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19.  A  oae-hand  method  of  measuring  with  a  micrometer. 
Fig.  7.  —  Hold  work  A  with  left  hand  and  insert  third  finger 
of  right  hand  into  frame  to  steady  cahper  B.  Adjust  screw  C 
to  work  by  rotating  the  thimble  with  the  thumb  and  first 
finger. 

20.  To  measure  work  in  a  lathe  with  micrometer.  Hg.  8. 
—  Hold  frame  A  over  work  B  and  operate  thimble  C, 


Fid.  8.  —  HcABDRiNO  Work  in  thb  Lathb  wtth  Hicroubtbr. 

21.  Laige  micrometer  and  stand.  —  Micrometer  stand  A, 
in  Fig.  9,  on  bench  B,  not  only  protects  micrometer  C  from 


Via.  9.  —  Mkasurino  Work  on  Bench  with  Hicrombter. 

injury,  but  avoids  expansion  due  to  the  beat  of  the  hand. 
To  measure,  hold  work  D  as  shown.    This  micrometer  is  of 
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the  interchangeable  anvil  type.  One  of  the  shorter  anvils 
is  shown  at  F, 

Standard  end-measuring  rods  and  disks  are  supplied  with 
micrometers  measuring  more  than  one  inch,  to  test  their 
accuracy. 

22.  Decimal  equivalents  of  common  fractions.  —  As  mi- 
crometers are  graduated  to  read  decimally,  the  common 
fractions  and  their  decimal  equivalents  are  stamped  on  the 
framy.  A  student  should  memorize  the  decimal  equivalents 
of  such  fractions  as  ^",  ^",  \\  3I5-",  ^",  and  -^r 

TABLE    OF    COMMON    FRACTIONS    AND    DECIMAL 

EQUIVALENTS 
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1.000000 


VERNIER  CALIPERS  2X1 

VERNIER  CALIPERS 

23.  Vernier  principle.  —  Some  instruments  of  precision 
have  in  conjunction  with  the  main  rule  (or  scale)  a  short 
movable  scale,  called  a  vernier,  to  read  fractional  parts  of  the 
smallest  divisions  on  the  main  rule. 

The  vernier  is  divided  into  one  more  or  one  less  divisions 
than  a  given  number  of  divisions  on  the  rule.  A  division  on 
the  rule  thus  differs  from  a  division  on  the  vernier  by  the 
fraction  shown  by  1  divided  by  the  number  of  divisions  on 
vernier. 

.    Rule  A,  Fig.  10,  is  divided  into  inches,  tenths,  and  forti- 
eths (^'^  «  .025").     Vernier  B  is  divided  into  twenty-five 


RULE   All  2 
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VERNIER    B  — 

Fig.  10.  —  Vernier  Principle. 

divisions  which  equal  twenty-four  divisions  on  rule  A,  As 
each  division  on  rule  A  is  .025''  (?V")>  ^^ch  division  on 
vernier  B  is  .024^^  or  .OOF  less  (^yx  5V'  =  TiAjTy '^  =  .OOr). 

If  the  zero  line  on  vernier  is  set  to  coincide  with  the  zero 
line  or  any  line  on  rule  A,  the  next  two  lines  to  the  right  will 
differ  from  each  other  by  .00 1'',  and  the  difference  will  increase 
.001 '^  for  each  division. 

24.  Example  in  reading. — First,  read  the' rule.  Each  tenth 
is  read  .100"  and  each  fortieth  .025''.  The  first  line  on  rule 
to  left  of  zero  line  on  vernier  is  distant  from  zero  line  on  rule 
.300''  and  three  fortieths,  .075",  which  gives  1.375". 

Second,  read  vernier.  Counting  to  the  right,  we  find  that 
the  second  line  on  the  vernier  B  coincides  with  a  Ifne  on  the 
rule  as  indicated  by  arrows.  The  distance  from  the  zero  line 
on  the  vernier  to  the  coinciding  lines  is  .002", 

Third,  to  reading  of  ride  add  reading  of  vernier  to  obtain 
complete  measurement.    Thus:  1.375"  +  .002"  «  1.377". 
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26.  The  application  of  vernier  principle  to  the  vernier 
caliper.  —  In  Fig.  11  each  inch  of  beam  C  is  divided  into  40 
parts,  and  vernier  D,  attached  to  sliding  head  E,  into  25 
parts.  To  measure  work,  as  shaft  F,  the  caliper  is  placed 
over  the  shaft  and  the  sliding  head  is  moved  to  bring 
sliding  jaw  0  and  solid  jaw  H  in  contact  with  shaft, 
clamp  K  is  fastened  to  beam  by  thumb  screw  L.  The 
jaws  are  made  to  touch  shaft  delicately  yet  distinctly  by 
adjusting  nut  Af,  after  which  head  E  is  fastened  to  the  beam 


OUTSIDE  MEASUREMENT. 

DIAMETER    OF    SHAFT  Fs 

l.875"+.002  =  1.377" OR   1 1  +  .002* 


INSIDE    MEASUREMENT. 
DIAMETER   OF  BORE 

OF  HUB  P  = 
1.377"*+ .250*^1.627" 
I  ^  OR   l|+.M2" 

Fig.  11.  —  Measuring  with  Vernier  Caliper. 

by  thumb  screw  N,  The  caliper  reads  the  same  as  the  former 
example,  Fig.  10,  that  is:  1.377"  or  If'  +  .002''.  It  is  best 
to  use  a  magnifying  glass  to  read  or  set  a  vernier  caliper. 

26.  To  obtain  inside  meastirements  with  a  vernier  caliper.  — 
To  take  inside  measurements,  as  the  bore  of  hub  P  shown 
dotted,  the  caliper  is  read  exactly  as  above,  then  the  width 
of  the  points  of  the  jaws,  which  differ  with  the  size  of  the 
caliper  is  added.  For  the  caliper  in  Fig.  11  two  hundred  and 
fifty  thousandths  of  an  inch  (0.250")  must  be  thus  added  to 
the  reading  on  the  vernier  side. 
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Fig  12. — A  Ten-thousandth  Micrometer. 


27.  Vernier  caliper  as  a  caliper  square.  —  The  vernier 
caliper  may  be  used  as  a  caliper  square  for  ordinary  outside 
and  inside  measurements  by  reading  the  back  of  beam  C, 
which  is  graduated  to  read  to  64ths. 

28.  A  ten-thousandth  micrometer.  —  Micrometer  calipers 
are  obtainable  to  read 

to  the  tenth  part  of  a 
thousandth  of  an  inch. 
A  vernier  of  ten  divi- 
sions is  marked  on  the 
barrel  A,  Fig.  12,  and 
in  the  space  occupied  by 
nine  divisions  on  the 
thimble  5.  The  microm- 
eter reads  .250"+.  To 
read  the  vernier  to  obtain  the  fourth  decimal  place,  locate 
the  line  on  the  vernier,  as  line  6,  which  coincides  with  a 
line  on  the  thimble,  and  add  .0006"  to  reading,  as  .250"  + 
.0006"  =-  .2506"  or  i  +  .0006". 

DIMENSION-LIMIT  SYSTEM 

. 

29.  Drawings  giving  dimension  limits  and  indicating  the 
measuring  tools  are  given  for  accurate  work,  the  systems 
varying. 

Certain  dimensions  may  be  xAiy''  or  tttott"  under  or  over 
nominal  size,  and  if  indicated  on  the  drawing  it  will  save  the 
time  used  in  finishing  work  with  undue  accuracy.  The  extra 
time  taken  to  make  the  drawings  is  saved  many  times  in 
machining  the  work. 
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1477" 
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RUNNINQ 
FIT 


8HAFT— MACHINE   8TEEL 

Fig.  13.  —  Drawing  Showing  Dimension-Limit  System. 
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30.  A  single  dimension  indicated  by  a  whole  number, 
fraction,  or  mixed  number  as  6^",  Fig.  13,  means  that  rule  and 
caliper  are  sufficiently  accurate  to  measure  the  parts. 

31.  Double  dimensions  in  decimal  form,  placed  one  above 

the  other  as  i^-/^"'  Fig.  13,  indicate  the  limit  allowed  for  a 
.required  size,  and  that  micrometer,  vernier,  or  limit  gage 
should  be  used. 

32.  A  dimension  allowing  no  limit  is  indicated  by  a  single 
decimal  as  8.000"  and  means  that  the  greatest  possible  accu- 
racy must  be  obtained  with  the  measuring  instruments  at 
hand. 

Instead  of  double  dimensions,  limits  are  sometimes  indi- 
cated by  plus  and  minus  signs  after  the  nominal  dimensions, 
as  4.125"  +  or  -  .001". 

FITS  IN  MACHINE  CONSTRUCTION  WITH  TABLES 

OF  ALLOWANCES 

33.  Fits  in  machine  construction  are  most  important,  and 
unless  made  according  to  requirements,  impair  the  usefulness 
of  the  machine.    See  Dimension-Limit  System,  pp.  2l3,  2l4. 

Examples. — In  an  engine  lathe  the  live  spindle  of  steel  is  a 
running  fit  in  bronze  or  Babbitt  boxes  in  the  headstock.  The 
footstock  spindle  of  steel  is  a  sliding  fit  in  the  cast-iron  foot- 
stock.  The  headstock  cone  is  a  running  fit  and  the  head- 
stock  gear  a  drive  fit  on  spindle.  The  headstock,  footstock, 
and  carriage  of  cast  iron  are  sliding  fits  on  the  ways  of  the  cast- 
iron  bed.     See  Scrraping,  Principles  of  Machine  Work. 

Like  metals  are  generally  used  for  sliding  surface  fits, 
unlike  metals  for  running  fits.  Cast  iron  to  cast  iron 
wears  well  for  any  fit,  but  steel  to  steel  \^dll  quickly  abrade 
unless  hardened  and  ground. 

34.  The  classes  of  fits  used  in  machine  construction  are: 
running,  sliding,  driving,  forcing  and  shrinking  fits;  and  taper 
fits,  running  and  forcing.  The  hole  or  bore  for  duplicate 
work  should  be  standard.     See  pp.  221,  222. 

36.  Running  fits  vary  with  the  class  of  work.  The 
amount  of  looseness  varies  from  .0002"  on  fine  watch  work 
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to  -gJ^"  on  some  classes  of  cotton  and  woolen  machinery. 
See  Tables,  Glasses  I,  II,  III.  Running  fits  are  often  made 
taper.  The  adjustment  is  obtained  by  moving  the  spindle 
along  the  box,  or  the  box  along  the  spindle. 

Running  Fits.  —  Glass  I 

TABLE   OF  ALLOWANCES  AND   LIMITS   UNDER  STANDARD   FOR 

FINE   WORK 


Hole  Diameter,  Inches. 

Shaft  Diameter  p- 
Hole  Diameter  — 

Limit  Shaft  Diam- 
meter  +  OR  — 

.00  to    .49 

.  50  to  1 .  99 

2.00  to  3.99 

4.00to5.99 

6.00  to  8.00 

.000625 

.0012 

.0016 

.002 

.002375 

.000125 

.000375 

.000625 

.00075 

.000875 

Running  Fits.  —  Glass  II 


TABLE   OF  ALLOWANCES  AND   LIMITS  UNDER  STANDARD   FOR 
AVERAGE   WORK   WHERE   HIGH   SPEEDS   ARE   REQUIRED 


Hole  Diameter,  Inches. 

Shaft  Diameter  — 

Limit  Shaft  Diam- 

Hole Diameter  — 

eter  -f-  OR  — 

.00  to    .49 

.001 

.00026 

.50  to    .99 

.0015 

.0005 

1.00  to  1.99 

.0019 

.000625 

2.00  to  2.99 

.0023 

.00075 

3.00  to  3.99 

.0027 

.00076 

4.00  to  5.99 

.0035 

.001 

6.00  to  8.00 

.0038 

.00125 

Running  Fits.  —  Class  III 

TABLE   OF   ALLOWANCES  AND   LIMITS   UNDER   STANDARD   FOR 
ENGINE   WORK   WHERE   EASY    FITS   ARE   REQUIRED 


Hole  Diameter,  Inches. 


.00  to  .49 
.50  to  .99 
1.00  to  1.99 
2.00  to  3.99 
4.00  to  5.99 
6.00  to  8.00 


Shaft  Diameter  -■ 

Limit  Shaft  Diam- 

Hole Diameter  — 

eter  +  or  — 

.0015 

.0005 

.002 

.00075 

.0026 

.000875 

.0034 

.001125 

.00425 

.00125 

.005 

.0015 
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36.  Sliding  fits  such  as  the  footstock  spindle  of  lathes  are 
made  similar  to  running  fits  except  that  the  final  fitting 
is  done  by  draw-filing.     See  Principles  of  Machine  Work. 

Many  lathe  manufacturers  grind  the  spindle  slightly  large, 
then  force  it  back  and  forth  in  the  footstock  with  a  power 
press,  which  smooths,  straightens,  and  stretches  the  hole, 
eliminates  wear  to  some  extent  and  produces  a  fine  sliding  fit. 


TABLE   OF  ALLOWANCES  AND   LIMITS   UNDER  STANDARD 

FOR  SLIDING  FITS 


Hole  Diameter,  Inches. 

Shaft  Diameter  « 
Hole  Diameter  — 

Limit  Shaft  Diam- 
eter +  OR  — 

.00  to    .49 
.50  to    .99 
1.00  to  1.99 
2.00to3.99 
4.00  to  5.99 
6.00  to  8.00 

.0005 

.00075 

.00125 

.00175 

.00225 

.0035 

.00025 
.00025 
.00025 
.00025 
.00025 
.0005 

37.  Driving  or  drive  fits,  easy  and  hard  are  made  by 
turning  the  shaft  to  size  with  allowance  for  filing.  For  easy 
fits,  file  or  grind  until  shaft  will  enter  hole  about  two-thirds 
length  of  fit  with  hand  pressure;  for  hard  fits,  one-third. 
The  former  are  used  for  light- keyed  fits  and  small  work;  the 
latter  for  ordinary  work  which  may  be  removed  for  repair. 

* 

TABLE   OF  ALLOWANCES   AND   LIMITS  OVER  STANDARD 

FOR  DRIVING   FITS 


Hole  Diameter,  Inches. 

Shaft  Diameter  =» 
Hole  Diameter  -f- 

Limit  Shaft  Diam- 
eter -f-  OR  — 

.00  to    .49 

.50  to  1.24 

1.25  to  2.49 

2.50  108.00 

.000375 
.00075 
.00125 
.002 

.000125 
.00025 
.00025 
.0005 

38.  Forcing  or  force  fits.  —  In  assembling  and  erecting 
machinery,  nothing  is  more  important  than  the  proper  fitting 
of  the  parts  that  have  to  be  driven  or  forced  together,  or 
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driven  or  forced  apart,  when  making  repairs.  Examples  of 
forcing  fits  are  gears,  couplings,  locomotive  driving  wheels, 
crank  pins,  car  axles,  rod  bushing,  crank  disks,  various  kinds 
of  bushings,  linings  into  cylinders,  various  parts  of  en^nes, 
generators  and  motors,  iron  bands  on  wagon-wheel  hubs, 
crank  shafts  into  automobile  fly  wheels,  various  parts  of 
built-up  cranks,  or  any  two  machine  parts  that  have  to  be 
joined  by  forcing  one  into  the  other  with  sufficient  power 
to  prevent  them  ever  becoming  loose. 


TABLE  OF  ALLOWANCES   AND   LIMITS  OVER  STANDARD 

FOR  FORCING  FITS 


Hole  Diamxter,  Inches. 

Shaft  Diameter  — 
Hole  Diameter  + 

Limit  Shaft  Di- 
ameter +  OR  — 

.00  to    .49 

.00075 

.00025 

.50  to    .99 

.0015 

.0005 

l.OOtol.49 

.0025 

.0005 

1.50tol.99 

.0035 

.0006 

2.00  to  2.49 

.0045 

.0005 

2.50  to  3.24 

.0055 

.0005 

3.25  to  3.99 

.0065 

.0005 

4.00  to  4.99 

.0075 

.0005 

5.00to5.99 

.0085 

.0005 

6.00  to  8.00 

.0095 

.0005 

Attention.  —  To  avoid  abrasion  and  destruction  of  work, 
lubricate  both  surfaces  with  machine  oil.  For  heavy  work 
use  cylinder  oil,  white  lead,  or  grease. 

39.  Taper  forcing  fits.  —  For  some  classes  of  machinery, 
such  as  marine  and  engine  work,  taper  forcing  fits  are  used. 
The  hole  is  bored  to  a  taper  of  .060"  to  1',  and  the  shaft  ground 
or  turned  the  same  but  large  enough  when  put  together  by 
hand  to  stop  about  one-fourth  to  one-eighth  of  its  length  from 
the  desired  location,  then  forced  to  place.  Large  taper  holes 
are  often  scraped  true  to  gages  before  forcing  the  shaft  into 
place. 

On  some  classes  of  work,  the  hole  is  made  straight  and  the 
shaft  ground  or  turned  to  a  taper  of  about  .001''  to  1",  which 
makes  an  effective  fit. 
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4D.  Pressures  and  allowances  for  forcing  fits.  —  Formulas 
have  been  deduced  and  tables  made  giving  pressures  required  to 
force  two  parts  together;  these  possess  considerable  value,  but 
serve  only  as  a  guide,  for  the  pressure  required  depends  not  only 
on  the  difference  in  diameters  but  on  the  diameter  and  length 
of  fit,  smoothness  of  both  parts,  material  of  both  shaft  and 
hub;  and  diameter  of  hub.  The  material  will  often  make  a 
difference  of  from  twenty-five  per  cent  to  fifty  per  cent  in  the 
pressure  for  the  same  allowance.  For  this  reason  the  method 
that  is  generally  followed  is  to  make  tables  of  allowances  and 
pressures  for  each  class  of  fits  and  for  different  materials. 

41.  Forcing  presses  for  forcing  fits.  —  The  old  method  of 
making  forcing  fits  is  with  sledge  hammers,  rams,  etc.,  but 
such  methods  are  now  nearly  obsolete  except  for  occasional 
fits,  as  the  process  is  difiicult,  dangerous,  and  lacks  uniform- 
ity. The  economical,  easy,  safe,  and  scientific  method  is  by 
hydraulic-power  or  belt-power  presses  of  which  there  are  a 
great  variety  both  vertical  and  horizontal,  small  and  large, 
stationary  and  portable,  to  suit  all  classes  of  work.  Small 
forcing  fits  may  be  made  with  a  mandrel  or  arbor  press. 

42.  To  force  screw  into  bevel  gear.  Fig.  14.  Belt- 
power  forcing  press.  —  This  type  of  press  may  be  used  for 
forcing  fits  between  mandrel  press  work  and  hydraulic  press 
work  and  not  requiring  a  pressure  exceeding  fifty  tons. 

Screw  A  is  keyed,  lubricated,  preferably  with  linseed  oil, 
and  forced  into  bevel  gear  B  by  ram  C,  to  which  motion  is 
transmitted  by  gearing  actuated  by  the  driving  belt  D  and 
controlled  by  hand  wheel  E  which  operates  a  friction  device. 
The  wheel  E  is  used  to  raise  and  lower  the  ram  and  to  con- 
trol the  pressure  through  its  operation  of  a  friction  device; 
the  harder  the  wheel  is  turned  the  greater  the  friction  and  the 
greater  the  pressure  produced.  The  friction  only  acts  on 
the  downward  motion. 

The  plunger  F  which  compresses  glycerine  in  a  chamber  at 
the  end  of  ram  C,  records  the  pressure  in  tons  per  square 
inch  by  means  of  gage  0. 
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Specifications.  —  The  gear  in  Fig.  14  is  steel  case-hardened ; 
hole  straight,  1^"  diameter;  screw,  crucible  steel;  length  of 
fit,  3^;  allowance,  and  taper,  1.250''  in  diameter  at  end  and 
1.254''  at  shoulder  (ground);  pressure,  8  tons. 

43.  To  force  shaft  into  flange,  forcing  fit.  Fig.  15.  Belt- 
power  forcing  press.  —  Shaft  A  is  keyed,  oiled,  and  forced 
into  flange  B, 

Specifications.  —  Flange,  cast  iron;  hole  1"  diameter;  shaft, 
machine  steel;  length  of  fit,  ll-'',  straight;  allowance,  .002" 
to  .0025'',  large  (ground);  pressure,  about  3  tons. 

Attention,  —  Condition  of  surfaces  (smooth  or  rough)  will 
vary  the  pressure. 

44.  To  force  shaft  into  malleable-iron  gear.  — 

Specifications.  —  Malleable-iron  gear;  hole  1^"  diameter; 
length  of  fit,  2^;  shaft,  crucible  steel;  allowance  and  taper, 
1.1875"  at  end  and  1.1915"  at  shoulder;  pressure,  5  tons. 

46.  To  force  shaft  into  machine-steel  gear.  — 
Specifications.  —  Machine-steel    gear;     hole    2"    diameter; 
length  of  fit,  5";  shaft-machine  steel;  allowance  and  taper, 
2.000"  at  end,  2.004"  at  shoulder;  pressure,  13  to  15  tons. 

46.  Shrinking  fits  are  used  to  fasten  a  collar,  sleeve,  crank 
pin,  crank,  or  other  piece  permanently  in  place.  They  differ 
from  forcing  fits  in  manner  of  fitting  only.  The  fit  is  made  by 
heating  the  hollow  piece  until  it  expands  sufficiently  to  go 
on  the  cold  shaft  easily.  The  parts  must  be  put  together 
quickly  or  the  heat  will  expand  the  shaft  and  the  parts  stick 
hard  before  they  are  in  place,  in  which  case  they  should  be 
driven  or  pressed  apart  as  quickly  as  possible.  When  in 
place,  cool  slowly  with  water. 

If  the  proper  shrinkage  is  allowed,  it  will  not  be  necessary  to 
heat  piece  above  a  dull  red,  800°  F. 

For  small  work  the  hole  may  be  standard  and  the  amount 
for  shrinkage  allowed  on  shaft. 
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ORIVINQ 
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HAND 
WHEEL 


Fig.  14.  —  FoRcma  Screw  into  Bevbl  Gear.    Forcinq  Fit 

Belt-power  Forcing  Press. 


Fig.  15.  —  Forcing  Shaft  into  Flange.   Forcing  Fit. 

Belt-power  Forcing  Press. 
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TABLE   OF  ALLOWANCES  AND   LIMITS   OVER  STANDARD   FOR 

SHRINKING   FITS 


Hole  Diameter,  Inches. 

Shaft  Diameter  =- 
Hole  Diameter  + 

Limit  Shaft  Diam- 
eter -f-  OR  — 

.00  to    .49 

.00075 

.00025 

.50  to    .99 

.0015 

.0006 

1.00  to  1.49 

.002 

.0005 

1.50  to  1.99 

.0025 

.0005 

2.00  to  2.49 

.003 

.0005 

2.50  to  3.24 

.0035 

.0005 

3.25  to  3.99 

.004 

.0005 

4.00  to  4.99 

.0045 

.0005 

5.00  to5.99 

.0055 

.0005 

6.00  to  8.00 

.0075 

.0005 

47.  To  shrink  tires  on  wheel  centers.  —  Wheel  centers 
are  turned  standard  and  the  allowance  is  made  in  boring 
the  tire. 

The  allowance  for  shrinkage  in  rings  or  jackets  for  guns  in 
the  United  States  naval  gun  factories  varies  slightly  for  differ- 
ent classes  of  guns,  but  it  is  generally  about  .001^  to  the  inch. 
That  is,  if  the  diameter  is  12"  the  shrinkage  will  be  .012'^. 


TABLE  OF    ALLOWANCES  FOR    LOCOMOTIVE   DRIVING  WHEEL 

TIRES  FOR  SHRINKING   FITS 


Wheel  Center 

Diameter, 

Inches. 

Bore  of  Tire  — 

Wheel  Center 

Diameter  — 

Wheel  Center 

Diameter, 

Inches. 

Bore  of  Tire  — 
Wheel  Center 
Diameter  — 

38.00 
44.00 
50.00 

.040 
.047 
.053 

56.00 
62.00 
66.00 

.060 
.066 
.070 

48.  Standard  holes.  —  The  holes  referred  to  in  tables  of 
allowances  for  the  various  kinds  of  fits  are  either  bored  or  bored 
and  reamed,  and  are  within  limits  given  in  table  of  .00025'^. 
They  are  tested  by  plug  and  Umit  gages. 
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TABLE   OF  LIMITS  OF  HOLE   DIAMETERS  ALLOWABLE  UNDER 

AND  OVER  STANDARD 


Hole  Diameter,  Inches. 

Limit  Standard  Diameter. 

.OOtol.24 
1.26  to  2.49 
2.60  to  6.99 
6.00  to  8.00 

+ 
.00026 
.00076 
.001 
.001 

.00026 
.00026 
.0006 
.0075 

49.  Tables  of  allowances  and  limits  for  standard  fits^ 
represent  common  practice,  but  are  not  intended  to  con- 
form to  every  case  that  may  arise  in  fitting.  In  making 
allowances  for  any  fit,  certain  conditions  must  always  be 
considered.  For  example,  the  allowances  for  forcing  fits  are 
for  cast-iron  hubs  twice  the  diameter  of  machine-steel  shafts, 
and  subject  to  modifications  for  different  conditions,  as  the 
amount  of  metal  surrounding  the  hole,  the  length  of  hole, 
and  the  elasticity  of  the  metal. 

50.  To  fit  by  trial  and  correction,  and  by  allowance. — When 
only  a  few  pieces  have  to  be  fitted,  fit  by  trial.  But  for 
many  pieces,  fit  according  to  allowance  given  in  tables. 

61.  To  turn  and  file  fits,  and  to  grind  fits. — Work  that  was 
formerly  turned  and  filed  in  the  lathe  is  now  roughed  out  with 
high-speed  steel  tools  and  finished  in  the  grinding  machine. 
This  process  produces  work  quicker,  and  truer,  cylindrically. 
See  p.  701. 

62.  To  produce  standard  fits  with  spring  calipers.  —  Fit 

ordinary  calipers  to  a  plug  gage,  reference  rod  or  disk  which 
has  the  proper  allowance.  Turn  and  file  or  grind  shaft  to 
fit  caliper.  Another  method  is  to  use  limit  caliper  gages 
directly  on  work.     See  Limit  Gages,  p.  225. 

63.  To  produce  standard  fits  with  micrometers.  —  Turn 
work  direct  to  diameter  plus  double  depth  of  tool  marks;  the 
allowance  for  filing  with  a  fine  feed  and  sharp  tools  is  from 
.003"  to  .004". 
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STANDARD  AND  LIMIT  GAGES 

64.  Gages  are  instruments  of  reference  for  standardizing 
measurements  and  for  determining  dimensions  exactly  or 
within  limits. 

When  a  piece  is  machined  nearly  to  size,  a  gage  is  invalu- 
ble  for  determining  the  exact  dimension,  the  tightness  or 
looseness  of  the  fit  giving  an  idea  of  its  size. 

66.  Standard  cylindrical  gages,  ring  and  plug.  —  Fig.  16 
represents  an  accurate  subdivision  of  the  Imperial   yard. 


Fig.  16.  —  Standard  Ring  and  Plug  Gages. 

These   gages   are  made  within  various  limits  of  accuracy, 
such  as  .0002'',  .0001",  .00005",  .00002". 

66.  Caliper  gages.  Fig.  17.  —  The  measuring  faces  of  the 


Fig.  17.  —  Caliper  Gages. 

outside  gage  are  flat,  the  inside  cylindrical.     For  general  use, 
this  gage  is  preferred  to  plug  and  ring  gages. 
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67.  Reference  disk.  Fig.  18i  is  used  for  testing  and  setting 
calipers. 


Fig.  18.  —  Standard  Reference  Disk. 

Attention.  —  As  the  heat  from  the  hand  will  enlarge  a  gage 
perceptibly,  thfe  body  of  gages  for  very  accurate  testing  is  often 
covered  with  a  jacket  of  rubber  or  wood,  or  provided  with  a  hole 
to  receive  a  wooden  handle,  as  rubber  and  wood  are  poor  con- 
ductors of  heat. 

68.  End-measuring  rod.  Fig.  19|  for  gaging  rings,  cylin- 


Fig.  19.  —  Standard  End-measuring  Rod. 

ders,  setting  ordinary  calipers,  etc.    The  ends  are  sections  of 
true  spheres  having  diameters  equal  to  the  length  of  the  rod. 


Fig.  20.  —  Standard  End-measure  Test  Piece. 


69.  End-measure  test  piece,  Fig. .  20i  is  used  for  testing 
micrometers,  caliper  gages  and  setting  tools  in  planer  and 
shaper. 


STANDARD  AND  LIMIT  GAGES 
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60.  Limit  gages  are  for  use  in  the  manufacture  of  duplicate 
pieces  of  work  to  save  the  time  necessary  in  finishing  to  a 
single-gage  dimension.  They  have  two  fixed  dimensions  which 
differ  an  amount  equal  to  the  limit  allowed.     See  Tables, 


Fia.  21.  —  Outbids  Limit  Gaob. 


HALF  Bin 


Fio.  22.  —  Inside  Limit  Gaoe. 


pp.  215-217,  221,  222.    The  gages,  Figs.  21,  22,  are  clearly 
stamped  with  dimensions  and  directions. 

Adjustable  outside  limit  gages  are  obtainable  which  permit 
the  limit  to  be  varied  to  suit  different  classes  of  work. 

61.  Limit  caliper  gages  for  roughing  out  work  are  made 
from  .003^  to  .01^  larger  than  the  maximum  diameter  of  the 
finished  piece,  depending  on- the  class  of  work. 

62*  Special  gages.  —  Various  other  standard  and  special 
gages  are  obtainable. 

Attention.  —  Care  must  be  exercised  to  clean  and  oil  gages 
before  using  and  also  not  to  force  them  into  or  over  work  with 
undue  pressure  or  they  will  wear  excessively  and  soon  become 
unreliable. 
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TAPER  TURNING  AND  FITTING 

63.  Tapers  are  expressed  as  so  much  per  unit  of  length,  as 
I''  per  foot;  that  is,  a  piece  V  in  length  would  be  I''  larger  at 
one  end  than  at  the  other,  as  at  A  and  B,  Fig.  23.    They 


Fia.  23.  —  Diagram  for  Reading  Tapers. 


may  be  expressed  as  so  much  per  foot  from  the  center  line; 
as,  i"  per  foot  from  center  line,  y  at  A^  and  I''  at  B\  the 
same  taper  as  I''  per  foot.  They  are  also  expressed  in  angular 
measurement  as  at  <7,  angle  of  4°  46',  or  as  at  C%  2°  23',  see 
Table  of  Tapers  and  Angles,  p.  1130. 

64.  Tapers,  standard  and  special. — Taper  parts  are  used 
on  nearly  all  machines.  The  Morse  taper  system,  approxi- 
mately {'"  per  foot  (see  pp.  233,  234),  is  used  on  drills  and  in 
drilling-machine  and  lathe  spindles;  the  Brown  &  Sharpe  taper 
system,  ^  per  foot  (see  pp.  233, 235),  in  milling-machine  spin- 
dles.    Both  are  designated  by  name  and  numbers. 

The  Jarno  taper  system,  .600"  per  foot,  is  used  to  some  ex- 
tent in  lathe  and  grinding-machine  spindles.    See  pp.  236, 2371 

Special  tapers  are  used  for  spindle  boxes,  pins,  and  similar 
work. 

66.  Methods  of  turning  taper.  —  Set  over  footstock.  Fig. 
24,  or  use  a  taper  attachment.  Figs.  28,  29-  The  first 
method  can  only  be  used  for  outside  tapers;  the  others  can 
be  used  for  either  outside  or  inside  tapers. 


TAPER  TURNING  AND  FITTING 
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66.  To  calculate  distance  to  set  over  footstock.  —  Multiply 
one-half  taper  per  foot  (in  inches)  by  whole  length  of  work 
or  mandrel  (in  feet). 

Example,  —  The  Morse  Taper  No.  3,  Fig.  24,  is  .602"  per 
foot,  length  of  work  8".     Find  amount  to  set  over  footstock. 


TAPER. 602'    TO  1 


B 

UOWCN  PART 


Fia.  24.  —  TuBNiNo  Taper  wtth  Footstock  Set  Over. 


Solution,  — 


.602       8  13  '^ 

—  X--. 2007"  or-. 


The  distance  the  centers  enter  the  work  affects  this  rule  so 
slightly  that  it  is  ignored. 


67.  To  set  over  footstock  calculated  distance,  unclamp 
footstock  and  rotate  adjusting  screws  to  move  dead  center 
forward  .2007"  or  J}",  as  at  A,  Fig.  24,  measuring  lines  B 
with  dividers  or  rule  set  to  .20".  See  Table  of  Footstock  Set- 
overs  for  Morse,  and  Brown  &  Sharpe  Tapers,  pp.  238,  239. 
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$S.  To  calculate -Bet-over  when  only  length  and  diameters 
are  given,    fig.  26. 


rzj' 


Hr 


Formula. 


Fw.  25.  —  Example  in  Lohq  Taper  Tdrnino. 

Total  length  Difference  in  diameters 


Length  taper  portion  2 

=  Set-over. 
Example.  — To  find  set-over;  total  length  14'  1";  tapered 
portion  4'  2";  difference  in  diameter  9"  -  6"=  3". 
Solution.  —       14'  1"  =  169";  4'  2"  =  SiT. 
J^V^Xf  =  5.07-  (set-over). 

69.  To  use  a  pattern  to  obtain  set-over,  —  If  a  piece  of 
taper  work  has  to  be  dupUcated,  use  it  as  a  pattern  to  obtain 
approximate  set-over  by  mounting  it  on  centers  and  using  a 
test  indicator.    See  Tapering  Pulleys,  pp.  428,  429. 

70.  To  turn,  file  and  fit  Morse  taper  No.  3  (.603"  to  1'), 
Figs.  26  and  27. 


■i 


FiO.  20.  —  ScHKDDLX  Dbawinq  or  Taper  Turninq  and  Fiiniia. 


Fio.  27.  —  Horse  Standard  Taper  Ring  Gaoe,  No.  3 
Speciltcatioiu:  Material,  iron  casting  i'  large;  weight,  2  lb.  8  a 
Hardnefls,  2S  to  32  (scleroecope.) 

True  live  center.    Set  dead  center  in  approxiraate  alinement,  M 
Carbon-steel  cutting  tools.    See  Eixxptuin,  p.  SoS. 
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Time:  Study  drawing  and  schedule  in  advance,  5  min. — Oil  machine, 
4  min. — Set  taper,  turn,  file,  and  fit,  46.  min.  (With  blank  prepared.)  — 
Clean  lathe,  3  min.  Total,  57  min. —(Preparation  of  blank,  40  mm.  extra.) 

SCHEDULE   OF   OPERATIONS,   MACHINES  AND  TOOLS 


Operations. 


Snag,  center,  rough-square,  recenter, 
finish  square.     See  pp.  203,  204.  . 

Straight  turn.  Rough,  one  cut, 
finish,  one  cut.  (Or  use  blank  ma- 
chined to  8'  X  1^',  Fig.  4.) 


Lay  off  length  of  taper,  (1). 


Set  over  footstock  to  .2007*  or  J}' 
as  in  Fig.  24  or  use  taper  attach- 
ment. Set  tool  height  of  centers 
and  rough  turn  ^'  at  small  end, 
one  cut,  (2).  When  within  -f^'  of 
C,  Fig.  24,  release  power  feed  and 
use  hand  feed  to  within  |^*  of  C. 

Grind  and  oilstone  tool.  Take  a 
trial  cut  about  .004*  to  .006*  (3). 
Piece  will  enter  gage  about  2^*, 
enough  to  determine  fit. 

Clean  hole  and  work.  Chalk  line 
along  work  and  test  in  gage  with 
rotating  motion.  If  chalk  line 
shows  contact  throughout  by 
even  rubbing,  taper  is  correct.  If 
only  large  end  bears,  set  footstock 
backward  slightly  or  vice  versa, 
and  take  abother  trial  cut.  Repeat 
above  until  taper  is  correct. 

Rough  turn  to  ^}*  one  cut,  (4),  or 
until  it  will  reach  within  j^'  of 
end  of  gage. 

Regrind  and  oilstone  tool. 

Finish  turn  to  .767"  (.763'  +  .004*) 
at  end,  one  cut  (the  .004"  is  for 
filing)  or  until  end  of  work  comes 
within  -^^  of  end  of  gage  (5). 

Important.  —  Set  footstock  hack  in 
approximate  alinementt  see  p.  1 10. 

File  lightly  all  over  to  remove  tool 
marks,  (6).  Chalk  line  on  work. 
Test  work  in  gage,  and  file  bright 
spots.  Continue  until  fit  is  uni- 
form and  end  A  is  even  with  end 
of  gage,  B,  Fig.  27,  or  .753*. 


Machines,  Speeds, 
Feeds. 


Tools. 


Centering  machine, 
Engine  lathe,  12* 
to  16*. 


2d  speed,  or  35 
F.  P.  M.  Me- 
dium power  feed 
—  80  to  1*. 


3d  speed,  or  50 
F.  P.  M.  Fine 
power  feed  — 
140  to  1*. 


2d  or  3d  speeds,  or 
36  to  60  F.P.M. 

Medium  power  feed . 

3d  speed,  or  60 
F.P.M.  Fine 
power      feed  — 

140  to  r. 


Engine  lathe,  4th 
speed,  or  speed 
lathe,  3d  or  4th 
speed,  or  106 
F.P.M. 


Vise,  chisel,  file,  dog, 

round-nose    tool, 

side  tool  ,15^  rake . 

Diamond-point  tool, 

15^     rake,     rule, 

calipers. 

Copper  under  set 
screw  of  dog. 

Vise,  chalk  or  cop- 
per sulphate, 
rule,  scriber. 

Rule,  dividers, 
diamond-point 
tool,  16®  rake, 
calipers.  ^ 


Round-nose  tool, 
Morse  taper  ring 
gage.  No.  3,  Fig. 

27. 
Round-nose      tool, 
Morse  taper  ring 
gage,  No.  3,  chalk 
or  Prussian  blue. 


Diamond-point  tool, 
16®  rake,  calipers, 
rule. 

Round-nose  tool, 
1'  micrometer. 


8*  or  10*  mill  bas- 
tard file,  file  card, 
Morse  taper  ring 
gage.  No.  3, 
1*  micrometer, 
chalk  or  Prus- 
sian blue. 
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AUtntian.  —  Set  tool  to  turn  taper  at  exact  hraght  of  centers.    Take 

light  fioishing cuts.     Avoid ezceasive  filing.     Forvery  accurate  work,  coat 
walls  of  gage  with  Prussiaa  blue  to  test  taper. 

71.  To  turn  taper  with  taper  attacbmeot.     Figs.  2S,  29. — 
These  attachments  are  appUed  to  engine  lathes  to  turn  out- 


Fia.  28.  —  TuRNiNQ  A  Taper  with  Taper  Attach: 


Fig.  29.  —  Taper  Aitacbmeht  Set  to  Torn  a  Taper  or  j*  per  Foot, 

Bide  and  inside  tapers.  The  footatock  does  not  have  to  be 
set  over,  and  the  length  of  the  work  does  not  have  to  be 
considered. 


TAPER  ATTACHMENT 
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SCHEDULE  OF  OPERATIONS 
Figs.  28|  29. 


Guide  bar  A  is  set  to  turn 
taper  of  drill  socket  B.  Stub 
mandrel  C  provides  a  center  for 
hollow  end  of  socket.  Guide  bar 
A  carries  gibbed  sliding  block  D 
which  is  connected  by  bolt  E  to 
extension  F  of  supplementary 
slide  F'  which  forms  the  base  of 
cross  slide  G.  Guide  bar  is 
Bwiveled  upon  its  base  H  by 
unclamping  screws  L,  U,  Drill 
socket  B  is  to  have  a  Morse 
taper,  No.  4,  .623"  or  T  to  1'. 

To  Set.  —  Rotate  adjusting 
screws  Af,  M'  until  the  gradua- 
tions on  scale  at  N  indicate  the 
taper.     See  iV',  Fig.  29. 

Graduations  on  one  end  of  bar 
give  a  taper  of  i^  to  1',  and  on 
the  other,  t^"  to  1'  or  in  degrees. 


Fasten  clamp  P  by  bolt  Q  and 
clamp  nuts  R,  R'  on  screw  S, 
Sliding  block  D  and  slide  T  move- 
with  carriage.  Guide  bar  A  and 
base  H  remain  stationary. 

Attention.  —  Take  trial  cuts 
and  test  in  taper  ring  gage  or 
in  spindle,  and  make  corrections 
by  adjusting  guide  bar.  See 
Taper  Fitting,  pp.  226-230. 

Caution.  —  Take  ftp  back  lash 
before  each  cut  by  running  car- 
riage back  at  least  Y  beyond 
end  of  work  to  avoid  turning  a 
portion  at  end  straight. 

Note.  —  To  use  lathe  for 
straight  work  without  disturb- 
ing taper  setting,  remove  nut  R 
and  move  clamp  P  away. 


STRAIGHT  TURNING  AND  FITTING 

72.   To  turn  and  file  a  V  straight  running  fit. 


t 


TO  FIT 
1"  STANDARD  RING  GAGE 


T 
«l   r 

A 


3 


FiQ.  30.  —  Schedule  Drawing  op  Straight  Turning  and  Fitting. 


FITTED  TO  gage 
RUNNING  FIT 


Fig.  31.  —  1*  Standard  Ring  Gage. 
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Speciflcatioiis:  Material,  iron  casting  i"  large;  weight,  2  lb.  8  ox. 

Hardness,  28  to  32  (sderosoope). 

True  live  center.    Set  dead  center  in  approximate  alinementi  see  p.  Il6. 

Carbon-steel  cutting  tools.    See  Exceptiaiif  p.  2o5. 

Time :  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe,  4  min. 

— Set  lathe  straight,  rough  and  finish  turn,  file  and  fit,  45  min.     (With 

blank  prepared.)  —  Clean  lathe,  3  min.    Total,  57  min.    (Preparation  of 

blank,  40  min.  extra.) 

SCHEDULE  OF  OPERATIONS,  MACHINES,    AND  TOOLS 


Operations. 


Machines,  Speeds, 
Feeds. 


Tools. 


To  Make  Fit  by  Trial  and  Correction. 


Snag,  center,  rough  square,  recentor 

and  finish  square.  See  p.  203. 

t 

Rough  turn  1'+  ij^",  one  cut,  (1), 
(or  uae  plain  part  of  blank  used 
for  taper  turning,  4i'  X  l^'.  Fig. 
27). 

Set  dead  center  in  accurate  aline- 
ment  to  turn  straight  using  this 
piece  or  trial  piece  of  equal  length. 
See  pp.  Il8,  ll7. 

Rough  turn  1'  +  ife",  one  cut  (1). 


Grind  and  oilstone  tool.  Oil  man- 
drel and  push  in  gage.  Set  cali- 
pers to  large  end  close  to  gage. 
Take  light  cuts  at  end  about  ^ 
in  length  until  calipers  fit  work 
slightly  harder  than  on  mandrel. 
Oil  and  try  in  gage,  Fig.  31. 
When  it  enters  about  iJj'  with 
hand  pressure,  wipe  off  oil  and 
take  cut  from  end  to  end  by  re- 
versing work,  (2),  one  cut. 

File  a  small  portion  at  end.  Clean 
and  oil  work  and  gage.  Try  in 
gage.  Wipe  off  oil  after  each 
trial.  Continue  fitting  over  whole 
length  in  this  manner,  (3). 


Engine  lathe,  12'' 
to  16*. 

1st  or  2d  speed,  or 
26 F. P.M.  Me- 
dium power  feed 

—  80  to  1*. 

3d  speed,  or  50 
F.  P.  M.  Fine 
power  feed  — 
140  to  1'. 

3d  speed,  or  60 
F.  P.  M.  Me- 
dium power  feed 

—  80tol.' 

3d  speed,  or  60 
F.  P.  M.  Fine 
power  feed  — 
140  to  1*. 


Eng^ine  lathe,  4th 
speed,  or  speed 
lathe,  3d  or  4th 
speed,  or  110 
F.P.M. 


Dog,  calipers,  nde, 
round-nose  tooI» 
side  tool,  15^  rake. 

Copper  under  set 
screw  of  dog, 
diamond-point 
tool,  1.5®  rake, 
calipers,  rule. 

Round-nose  tool,  2' 
micrometer. 


Round-nose  or  dia- 
mond-point tool, 
16^  rake,  calipers, 
rule. 

Hound-nose  or  dia- 
mond-point tool, 
16®  rake,  calipers, 
1*  mandrel,  1* 
ring  gage,  oil- 
stone. 


8'  or  10*  mill  bas- 
tard file,  file  card, 
1*  ring  gage,  ma- 
chine, or  lard  oil. 


Attention.  —  Test  with  calipers  frequently.  Avoid  excessive  filing. 
Test  work  in  both  ends  of  gage.  The  lack  of  oil  when  testing  in  gage 
will  spoil  both  work  and  gage.  Reamed  holes  are  usually  slightly  larger 
at  one  end. 

73.   To  make  a  V  running  fit  by  allowance,  Figs.  30 
and  31. 

i  1  003' 1  Micrometer  calipers 

and 


Turn  to 
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Filelo 
74.  Diagram  of  Horse  tapers. 


Fia.  32. 
76.   Diagram  of  Brown  &  Sharpe  tapers. 


JAKK  ^  tN.  TO  I  FOOT  EXCEPT  N0.10  WHICH  IS.SIfil  PER  FOOT 

Fio.  33. 
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77.  Table  of  Brown  &  Sharpe  tapers.     For  holes  in  milling 
m&chine  spindles,  collets,  and  shanks  of  arbors,  end  mills,  etc. 
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JASNO  TAPERS 

78.  The  Jamo  taper  system  is  0.600''  per  foot  (1  in  20) 
for  all  numbers,  and  the  number  of  the  taper  determines 
all  the  other  dimensions,  as  all  parts  are  functions  of  the 
number.  For  example,  No.  4  taper  is  ^^  at  small  end, 
i"  at  large  end,  and  i"  (or  2'')  in  length. 


Fig.  34.  —  Jarno  Taper  in  Grindxno-machine  Spindle. 

As  there  is  ^'^  in  diameter  between  consecutive  numbers 
at  small  end  and  i^  at  large  end,  the  number  of  a  taper  can 
be  readily  found  by  rough  measurement  with  rule,  or  rule 
and  calipers.  Some  lathe  and  grinding  machine  manufac- 
turers have  adopted  the  Jarno  taper  for  holes  in  spindles, 
and  others  retain  the  Jamo  taper  per  foot  but  modify  the 
other  specifications  by  changing  the  diameters  or  lengths  to 
suit  special  conditions. 

79.  Table  of  Jamo  tapers. 

Taper  per  foot  =  .6  inch.    Taper  per  inch  =»  .050  inch. 
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JARNO  TAPER  0.600"  TO  T 
Na4.   FULL  SIZE 


Fig.  35. 


Diameter  of  small  end  =  —  ^     . 

Diameter  of  large  end  =  No-OaEer  , 

Length  of  taper=  N"'  "^  *^P^'' . 


TABLES  AND  OTHER  DATA 
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NlTMBBB. 

"A." 

«B." 

•'C." 

2 

.20 

.250 

1 

3 

.30 

.376 

H 

4 

.40 

.500 

2 

5 

.60 

.625 

2J 

6 

.60 

.750 

3 

7 

.70 

.875 

3J 

8 

.80 

1.000 

4- 

9 

.90 

1.125 

4* 

10 

1.00 

1.250 

5 

11 

1.10 

1.375   • 

H 

12 

1.20 

1.500 

6 

13 

1.30 

1.625 

6J 

14 

1.40 

1.750 

7 

15 

1.50 

1.875 

7J 

16 

1.60 

2.000 

8 

17 

1.70 

2.125 

8J 

18 

1.80 

2.250 

9 

19 

1.90 

2.375 

9* 

20 

2.00 

2.500 

10 

80.  Diagram  of  footstock  setovers  for  Morse »  and  Brown 
&  Sharpe  tapers. 


END  view 

OF  FOOTSTOCK 


Fig.  36. 
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82.  Number  of  revolutions  required  to  obtain  surface  speeds 
of  from  20  feet  to  70  feet  per  minute. 

Diameters  from  )  Inch  to  24  Inches 


Feet 

PER 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

70 

MiN. 

DiAM., 

Inches. 

Revolutionb  per  Minttte 

i 

152 

191 

229 

267 

305 

344 

382 

420 

458 

496 

535 

i 

101 

127 

152 

178 

203 

228 

254 

279 

305 

330 

356 

1 

76 

95 

114 

133 

152 

172 

191 

210 

229 

248 

267 

li 

68 

85 

102 

119 

136 

153 

170 

187 

204 

221 

238 

U 

61 

76 

91 

106 

122 

137 

153 

168 

183 

199 

213 

1* 

50 

63 

76 

89 

101 

114 

127 

139 

152 

165 

178 

l« 

43 

54 

65 

76 

87 

98 

109 

120 

131 

141 

152 

2 

38 

47 

57 

66 

76 

86 

95 

105 

114 

124 

133 

3 

25 

31 

38 

44 

50 

57 

63 

70 

76 

82 

89 

4 

19 

23 

28 

33 

38 

43 

47 

52 

57 

62 

66 

5 

15 

19 

22 

26 

30 

34 

38 

42 

45 

49 

53 

6 

12 

15 

19 

22 

25 

28 

31 

34 

38 

41 

44 

7 

10 

13 

16 

19 

21 

24 

27 

30 

32 

35 

38 

8 

9 

11 

14 

16 

19 

21 

23 

26 

28 

31 

33 

9 

8 

10 

12 

14 

17 

19 

21 

23 

25 

27 

29 

10 

7 

9 

11 

13 

15 

17 

19 

21 

22 

24 

26 

11 

6 

8 

10 

12 

13 

15 

17 

19 

20 

22 

24 

12 

6 

8 

9 

11 

12 

14 

15 

17 

19 

20 

22 

13 

5 

7 

8 

10 

11 

13 

14 

16 

17 

19 

20 

14 

5 

6 

8 

9 

10 

12 

13 

15 

16 

17 

19 

15 

5 

6 

7 

8 

10 

11 

12 

14 

15 

16 

17 

16 

4 

6 

7 

8 

9 

10 

11 

13 

14 

15 

16 

17 

4 

5 

6 

7 

8 

10 

11 

12 

13 

14 

15 

18 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

19 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

20 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

21 

3 

4 

5 

6 

7 

8 

9 

10 

10 

11 

12 

22 

3 

4 

5 

6 

6 

7 

8 

9 

10 

11 

12 

23 

3 

4 

4 

5 

6 

7 

8 

9 

10 

10 

11 

24 

3 

4 

4 

5 

6 

7 

7 

8 

9 

10 

11 
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83.  Number  of  revolutions  required  to  obtain  surface  speeds 
from  75  feet  to  125  feet  per  minute. 

Diameters  fbom  )  Inch  to  24  Inches 


Feet 

per 

76 

80 

86 

90 

96 

100 

106 

110 

116 

120 

126 

MiN. 

DiAM., 
IlfCHES. 

Revolxttions  per  Minxtte 

• 

i 

673 

611 

649 

687 

726 

764 

802 

840 

878 

916 

966 

i 

381 

406 

432 

467 

482 

608 

536 

660 

686 

612 

637 

1 

286 

306 

324 

344 

363 

382 

401 

420 

439 

468 

477 

li 

266 

272 

289 

306 

323 

340 

367 

374 

391 

408 

426 

u 

228 

246 

260 

274 

290 

306 

321 

336 

361 

367 

382 

u 

101 

203 

216 

229 

241 

264 

266 

280 

292 

306 

318 

If 

163 

174 

186 

196 

2P7 

218 

238 

240 

250 

262 

273 

2 

143 

162 

162 

172 

181 

191 

200 

210 

219 

229 

238 

3 

96 

101 

108 

114 

121 

127 

133 

140 

146 

163 

169 

4 

71 

76 

81 

86 

90 

96 

100 

106 

109 

114 

119 

5 

67 

61 

64 

68 

72 

76 

80 

84 

87 

91 

96 

6 

47 

61 

64 

67 

60 

63 

67 

70 

73 

76 

79 

7 

40 

43 

46 

49 

51 

64 

67 

60 

62 

66 

68 

8 

36 

38 

40 

42 

45 

47 

60 

62 

66 

67 

69 

0 

31 

34 

36 

38 

40 

42 

44 

46 

48 

61 

63 

10 

28 

30 

32 

34 

36 

38 

40 

42 

44 

46 

47 

11 

26 

27 

29 

31 

33 

34 

36 

38 

40 

41 

43 

12 

23 

26 

27 

28 

30 

31 

33 

36 

36 

38 

39 

13 

22 

23 

26 

26 

27 

29 

30 

32 

33 

35 

36 

14 

20 

21 

23 

24 

26 

27 

28 

30 

31 

32 

34 

15 

19 

20 

21 

23 

24 

26 

26 

28 

29 

30 

31 

16 

17 

19 

20 

21 

22 

23 

26 

26 

27 

28 

29 

17 

16 

17 

19 

20 

21 

22 

23 

24 

26 

26 

28 

18 

16 

16 

18 

19 

20 

21 

22 

23 

24 

26 

26 

10 

16 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

20 

14 

16 

16 

17 

18 

19 

20 

21 

22 

22 

23 

21 

13 

14 

16 

16 

17 

18 

19 

20 

20 

21 

22 

22 

13 

13 

14 

16 

16 

17 

18 

19 

19 

20 

21 

23 

12 

13 

14 

16 

16 

16 

17 

18 

19 

19 

20 

24 

11 

12 

13 

14 

16 

16 

16 

17 

18 

19 

19 

AtterUian,  —  To  calculate  any  cutting  speed,  see  pp.  145^147. 
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84.  Time  required  for  tool  to  travel  i"  when  feed  is  t^tf  per 
revolution. 


SURFACB  SriES 

>  FEB 

t  MzNun 

E. 

DiAM., 



DZAlf.t 

Incuss. 

1 

1 

1 

Inches. 

20 

25 

30 

35 

40 

45 

50 

60 

• 

MinSeci 

MinSec 

Min 

Seo 

Min  Seo 

MinSec 

Min 

Seo 

Min  Sec 

MinSec 

\ 

0 

20 

0 

16 

0 

13 

0  11 

0 

10 

0 

9 

0 

8 

0 

7 

i 

p 

0 

25 

0 

20 

0 

16 

0  14 

0 

12 

0 

11 

0 

10 

0 

8 

t 

0 

29 

0 

23 

0 

20 

0  17 

0 

15 

0 

13 

0 

12 

0 

10 

A 

0 

34 

0 

27 

0 

23 

0  20 

0 

17 

0 

15 

0 

14 

0 

11 

/« 

1 

0 

39 

0 

31 

0 

26 

0  22 

0 

20 

0 

17 

0 

16 

0 

13 

* 

p 

0 

44 

0 

35 

0 

29 

0  25 

0 

22 

0 

20 

0 

18 

0 

15 

f 

0 

49 

0 

39 

0 

33 

0  28 

0 

25 

0 

22 

0 

20 

0 

16 

H 

0 

54 

0 

43 

0 

36 

0  31 

0 

27 

0 

24 

0 

22 

0 

18 

u 

1 

0 

59 

0 

47 

0 

39 

0  34 

0 

29 

0 

26 

0 

24 

0 

20 

4 

a 

4 

0 

51 

0 

43 

0  36 

0 

32 

0 

28 

0 

26 

0 

21 

if 

9 

0 

55 

0 

46 

0  39 

0 

34 

0 

30 

0 

28 

0 

23 

i 

14 

0 

59 

0 

49 

0  42 

0 

37 

0 

83 

0 

29 

0 

25 

U 

1 

19 

3 

0 

52 

0  45 

0 

39 

0 

85 

0 

31 

0 

26 

1 

If 

28 

11 

0 

59 

0  50 

0 

44 

0 

39 

0 

35 

0 

29 

11 

l{ 

38 

18 

5 

0  56 

0 

49 

0 

43 

0 

39 

0 

33 

l{ 

1 

48 

26 

12 

1   2 

0 

54 

0 

48 

0 

43 

0 

36 

11 

1 

' 

1 

58 

34 

18 

1   7 

0 

59 

0 

52 

0 

47 

0 

39 

1 

1 

2 

8 

42 

25 

1  13 

4 

0 

57 

0 

51 

0 

42 

1 

1 

2 

18 

50 

31 

1  19 

9 

1 

0 

55 

0 

46 

1 

1 

2 

27 

58 

38 

1  24 

14 

5 

0 

59 

0 

49 

1 

£ 

2 

37 

2 

6 

45 

1  30 

19 

9 

3 

0 

52 

2 

2| 

2 

47 

2 

13 

51 

1  35 

23 

14 

7 

0 

56 

l\ 

2 

2 

56 

2 

21 

58 

1  41 

28 

19 

11 

0 

59 

It 

2} 

3 

6 

2 

29 

2 

4 

1  46 

33 

23 

15 

1 

2 

2| 

l\ 

3 

16 

2 

37 

2 

10 

1  62, 

38 

27 

19 

5 

a 

3 

36 

2 

53 

2 

24 

2  7/ 

48 

36 

27 

12 

?« 

8 

3 

55 

8 

9 

2 

37 

2  15 

58 

44 

34 

18 

3 

31 

4 

15 

3 

24 

2 

50 

2  26 

2 

8 

53 

42 

25 

3i 

P 

4 

35 

3 

40 

3 

3 

2  37 

2 

18 

2 

2 

50 

32 

il 

4 

54 

3 

56 

3 

16 

2  48 

2 

27 

2 

11 

58 

38 

4 

6 

14 

4 

11 

3 

29 

2  59 

2 

37 

2 

19 

2 

6 

44 

4 

41 

5 

33 

4 

26 

8 

42 

3  10 

2 

47 

2 

27 

2 

13 

51 

4i 

11 

6 

52 

4 

42 

3 

56 

3  21 

2 

56 

2 

87 

2 

21 

1 

57 

11 

6 

12 

4 

58 

4 

9 

3  32 

3 

6 

2 

45 

2 

29 

2 

3 

5 

6 

32 

5 

14 

4 

21 

3  44 

3 

16 

2 

54 

2 

37 

2 

11 

5 

5i 

7 

12 

5 

46 

4 

47 

4   8 

3 

37 

3 

11 

2 

54 

2 

24 

5* 

6 

7 

52 

6 

18 

5 

12 

4  29 

3 

56 

3 

28 

3 

9 

2 

31 

6 

6i 

8 

33 

6 

42 

5 

39 

4  52 

17 

3 

46 

3 

25 

2 

50 

6* 

7 

9 

10 

7 

20 

6 

9 

5  14 

35 

4 

3 

40 

3 

3 

7 

.  7§ 

9 

49 

7 

51 

6 

82 

5  39 

54 

21 

3 

58 

3 

16 

7J 

8 

10 

28 

8 

22 

6 

59 

5  68 

14 

39 

4 

11 

3 

29 

8 

Si 

11 

7 

8 

54 

7 

25 

6  20 

34 

56 

4 

27 

3 

43 

8* 

9 

11 

46 

9 

25 

7 

51 

6  42 

53 

14 

4 

42 

3 

55 

9 

9i 

12 

25 

9 

56 

8 

17 

7   5 

12 

32 

4 

58 

4 

9 

9* 

10 

13 

5 

10 

28 

8 

43 

7  30 

32 

5 

49 

5 

4 

4 

22 

10 

lOJ 

13 

44 

10 

59 

9 

2 

7  51 

52 

6 

9 

5 

28 

4 

35 

10* 

11 

14 

29 

11 

31 

9 

34 

8  13 

12 

6 

23 

5 

45 

4 

47 

11 

11* 

16 

2 

12 

2 

10 

2 

8  36 

31 

6 

41 

6 

1 

5 

1 

11* 

12 

15 

41 

12 

35 

10 

28 

8  58 

7 

50 

6 

58 

6 

18 

5 

14 
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SECTION  3 

LATHE  WORK 

Lathe  Tools  for  Ste«l  or  Wrought  Iron.    Holders  and  Cutters.    Turning 

Steel.    Cutting-oi!  Tools.    Threading  or  Screw  Cutting.    Bolt  and 

Nut  Making.     Making  a  Tensile  Test  Specimen.     Making  a 

Stud.    Table  U.  S.  S.  Bolt  Heads,  etc.    International  and 

French  Standard  Threads.    Indexing  in  Engine  Lathe. 

Making  an  Engine  Lathe  Live  Center. 

.Automobile  Screws  and  Nuts. 

LATHE  TOOLS  FOR  STEEL  OR  WROUGHT  IRON 

1.  More  rake  is  used  on  these  tools  than  on  those  used  for 
cast  iron. 

2.  Right-side  tooL  —  Top  face  A,  Fig.  1,  is  given  a  side 
rake  of  about  35°  and 

side    clearance    of    10°.   ^""^         ":::^     w 

A  lubricant  may  be  used, 
but  good  results  are  ob- 
tained in  squaring  and 
turning  small  work  dry. 
See  Lubricants  for  Cut- 
ting Tools,  pp.  14^150. 

3.  Step  method  of  squaring.  —  To  square  a  rough  end  or 
remove  extra  length,  the  step  method  is  used.  The  side  tool, 
Fig.  2,  is  fed  inward  about  tV'^j  tl^en  fed  by  hand  long. 


RICHT  SIDE 
TOOL  FOR 
STEEL  OR 
WROUGHT  IRON 


B  C 

Fia.  1.  —  Side  Tool  for  Squaring 
Steel  or  Wrought  Iron. 


•^o*^ 


STEEL  OR 
WROUQftT  IRON 


STEP    METHOD 
OF   SQUARWO 


STOCK 


Fig.  2.  —  Step  Method 
or  Squaring. 


Fig.  3.  —  Method  op  Squaring 
Large  Amount  of  Stock. 


801 


802 


ADVANCED  MACHINE  WORK 


feed.  This  cuts  the  first  step,  as  at  1.  The  process  is  repeated 
at  2,  and  so  on  to  the  countersink.  Then  a  continuous  rough- 
ing cut  is  taken  outward.  When  a  forging  or  stock  for  a 
shaft,  or  spindle,  is  extra  long,  the  first  end  is  rough  squared 
in  the  regular  way,  and  the  second  end  by  the  step  method,  as 
at  A,  Fig.  3.  The  stem  left  is  chipped  and  filed  off.  The 
stock  is  recentered  and  finish  squared.  If  extra  length 
exceeds  f  ^  a  cutting-off  tool  may  be  used. 

4.  Right  diamond-point  tool.  —^  For  machine  steel  or 
wrought  iron  the  top  face  A,  Fig.  4,  is  given  a  combi- 
nation of  front  and  side  rake  of  about  35°  for  roughing  or 
finishing.  For  carbon  steel 
(annealed)     it     is     usually  trc^,^ 

given  less  rake,  25°  or  30°,  '*'"'*'«''m*,^ 

and  the  cutting  speed  re- 
duced. 


Right  oiamono 
point  tool 

FOR  STCCL  OR 

WROUGHT  IRON 


B 


Fig.  4.  —  Diamoni>-point 
Tool  for  Turning  Steel 
OR  Wrought  Iron. 


Fig.  6.  —  Rough  Turning 
Steel  or  Wrought  Iron. 
Good. 


A  BAD 

i§^  STEELE 

ROUGHING  CHIP— s>. 

J^         OR 

r; 

n  WROUGHT 

/  i 

'  A.      IRON     . 

6.  To  turn  with  a  diamond-point  tool.  —  Fig.  5  shows  a 

diamond-point  tool  taking  a  roughing  cut  on  machinery  steel 

or  wrought  iron. 

6.  Steel  or  wrought-iron 
chips.  —  In  Fig.  5  a  chip 
cut  by  a  tool  with  35°  rake, 
which  produces  a  good  sur- 
face, is  shown,  while  in  Fig. 
6  the  straight  broken  chip 
is  cut  by  a  tool  without  rake, 

which   requires    more  power  and  leaves  a  ragged  surface. 

Only  the  inexperienced  would  use  a  tool  without  rake  for 

squaring  and  turning  steel  or  wrought  iron. 


mOHT  DIAMOND 
POINT  TOOL 


Fig.  6.  —  Rough  Turning  Steel 
OR  Wrought  Iron.    Bad. 
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7.   A  small  roughing  tool,  substitute  for  diamond-point,  as 
in  Fig.  7,  is  often  used  in  roughing  and  finishing  steel  or 


ROUOHINQ   CUT 


FiQ.  7.  —  Rouae  Turning  Steel  or  Wrought  Iron. 

wrought  iron.  It  may  be  used  for  heavy  cuts  on  cast  iron. 
It  is  given  considerable  side  clearance,  see  end  view,  which 
shows  at  A  a  section  taken  at  BC,  The  point  is  shaped  as 
shown  at  D  and  E, 

8.  A  large  roughing  tool  for  steel  or  wrought  iron  is  shown 
in  Fig.  8. 


N,>i 


NfAVY  ROUOHINO  CUT'^, 


A  B 

Fig.  8.  —  Rough  Turning  Steel  or  Wrought  Iron. 
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9.  Large  roughing  tool  grotind  from  bar.  —  Fig.  9  shows  a 
heavy  roughing  cut  on  a  piece  of  tough  nickel  steel  taken 


3Z) 


STCLLITE 
CUTTER 


MACHINC 
STECL 


Fig.  9.  —  Rough  Turning  Steel  or  Wrought  Iron. 

with  a  large  roughing  tool  made  of  high-speed  steel  and  ground 
from  the  bar.    See  Stellite,  p.  3l0. 


^"-X^, 


FINISHING   CUT 


Fig.  10.  —  Finishing  Steel 
OR  Wrought  Iron. 


A  B 

Fig.  11.  —  Finishing  Steel 
OR  Wrought  Iron. 


10.  To  finish  turn  steel  or  wrought  iron.  —  The  diamond- 
point  tool  in  Fig.  10,  with  a  fine  feed,  is  best  adapted  to  use 
for  finishing.  To  save  time,  small  and  large  square-nose  finish- 
ing tools,  Figs.  11, 12,  are  often  used  on  large  work  with  a  lubri- 
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cant,  light  cut  and  coarse  feed.  The  tools  drag  a  little;  that 
is,  the  back  corners  are  set  to  cut  deeper  than  the  front  corners 
to  avoid  chattering.    See  A,  Fig.  12. 

11.  Spring  finishing  tool.  — 
Fig.  13  shows  a  high-speed  steel 
spring  tool  taking  a  light  finishing 
cut  with  a  lubricant  on  a  shaft 
of  nickel  steel. 

Attention.  —  Broad-nose  tools 
have  a  great  tendency  to  chatter 
and  produce  a  rough  corrugated 
surface  caused  by  the  long  cutting 
edge,  and  made  worse  by  frail, 
slender  work,  loose  spindle  bear- 
ings and  loose  cross  slide. 

12.  Action  of  spring  tools.  — 
Broad-nose  finishing  tools  have 
a  tendency  to  dig  into  the  work.  The  curved  portion  of 
tool  in  Fig.  13  serves  as  a  spring,  and  when  the  cutting  edge 
is  set  at  the  height  of  center,  it  will  spring  away  from  rather 


r/D 


B 

Fia.  12.  —  Finishing  Steel  or 
Wrought  Iron. 


STOCK 
NICKEL  STEEL 


Fig.  13.  —  Finishing  Steel  or  Wrought  Iron. 

than  into  the  work  when  a  hard  spot  is  encountered  as  the 
pivoting  point  is  above  the  center.  The  success  of  spring 
tools  depends  upon  having  the  proper  amount  of  spring  in 
proportion  to  length  of  cutting  edge  and  diameter  of  work. 
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13.  A-  left  side  tool  is  shown  in  Fig.  14.  It  is  ground 
with  the  same  angles  as  the  right  side  tool  and  is  used  for 
squaring  left  shoulders. 


FiQ.  14.  —  Left  Side  Tool  for  Steel  or  Wrought  Iron. 

14.  A  left  diamond-point  tool  is  shown  in  Fig.  15.  It  is 
used  for  turning  from  left  to  right. 

16.  A  right  half -diamond  point  tool  is  shown  in  Fig.  16.  A  is 
its  top  face.  It  can  be  used  to  turn  up  to  and  to  square  a  shoulder. 


Fig.  15.  —  Left  Diamond-point 
Tool  for  Steel  or  Wrought 
Iron. 


Fig.  16.  —  Half  Diamond-point 
Tool  for  Steel  or  Wrought 
Iron. 


HOLDERS  AND  CUTTERS 

16.  Holders  with  inserted  cutters  or  bits,  in  Chart,  Fig.  22, 
are  displacing  forged  tools  to  a  large  extent.  The  cutters  are 
high-speed  steel  or  stellite,  see  p.  3l0,  and  obtainable  square, 
roimd,  etc.,  2"  to  3"  in  length,  hardened  and  ready  to  grind 
or  in  unhardened  bars,  which  are  cut  by  nicking  all  four  sides 
with  a  grinding  wheel  and  breaking  off  in  a  vise.  See  Prin- 
ciples of  Machine  Work.  The  cutting  angles  are  the  same  as  on 
forged  tools,  and  a  student  should  become  familiar  with  forged 
tools  before  using  holders  and  cutters. 

17.  Holders  and  cutters  for  cast  iron,  Fig.  17.  —  Cutter  or 
bit  A  is  held  at  an  angle  of  20^  in  holder  B  and  is  secured  by 
screw  C  with  short  wrench  D. 

To  tmn  cast  iron  the  end  of  the  cutter  is  shaped  like  a  right 
diamond-point  tool  as  at  J?  and  for  cutting-in,  facmg,  or 
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squaring,  the  tool  is  shaped  like  a  left  diamond-point  tool  as 
at  F,  and  used  as  G. 

18.  Holders  and  cutters  for  steel  or  wrought  iron,  Fig.  IS. 
—  Cutter  or  bit  A  is  held  at  an  angle  of  20°  in  holder  B  and 
18  secured  by  binder  C. 


FlO.   17.  — HoLDBRS   AND   CnTTBBa    FOE   CaST    IrON. 

To  turn  steel  or  wrought  iron  the  cutter  is  shaped  like  a 
right  diamond-point  tool  with  26°  to  30°  rake  as  at  D.  To 
square  steel  or  wrought  iron  the  cutter  ia  shaped  like  a  right 
side  tool  with  25°  to  30°  rake  as  at  E,  and  used  as  at  F.  See 
Method  of  Squaring,  p.  3oi. 


Fio.  18. — HoLDBBa  AKD  CuTTBRs  FOR  Stbsl  qh  Wrouqht  Iron. 


Fig,  20  shows  at  D,  E,  and  F  some  uses  to  which  straight 
holders  and  cutters  may  be  put;  and  Fig.  21  shows  some  uses  ^ 
of  the  right  and  left  bent  or  offset  holders  and  cutters  G  and  H. 
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19.  Useful  forms  of  cutters.  —  For  convenience,  one  should 
have  a  number  of  cutters  ground  to  suitable  cutting  angles 
for  different  materials  and  for  different  operations,  as  /,  J^ 
K,  L,  M,  N,  Fig.  19. 


^^PAOMM  »  FKONT  TOOC  UOUmO  HCM   TOOt^ 


TO^  VltW 


\\  ■  // 


ttOE  VltW 


I  ant  TOOL  / 


TOP  VIIW 


^ '     '      -—=7 


Moc  View 


v^ 


>-«»i    wKm  rOlllTTOOC  »•"«- 


TOP  View 


^V       '        ^ 


Moc  View 


CUTTmO  Wf  TOOL  Sa  TMO.  TOOL 


^ 


TOP   view 


\  \    ^    // 


sioe  VIEW 


^^  ■  TMO.  TOOL  U.t.«.^^ 


TOP  VIEW 


\\     ■     // 


MOC  VIEW 


FOKMINO  OUTSIDE  NOUNO 


i 


TOP  View 


N 


Z 


SlOE   VIEW 

FiQ.  19.  —  Useful  Forms  of  Hioh-spbbd  Stbsl  Ctttters. 
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CHART  OF  LATHE  TOOL  HOLDERS 

FOR  VARIOUS  FORMS  OF  HIGH  SPEED  STEEL  CUTTERS 

OUTSIDE  TURNING  AND  THREADING 


A 


o 


INSIDE  TURNING  AND  THREADING 


]  <         I 


22  23 


310  ADVANCED  MACHINE  WORK 

20.  High-speed  steel  in  general  is  made  by  alloying  iron 
with  tungsten  and  chromium  or  molybdenum  and  chromium. 
In  some  brands  other  ingredients  are  used  such  as  vanadium, 
manganese,  etc.  The  different  kinds  are  hardened  by  heating 
from  ISOO**  F.  to  2200''  F.  and  cooling  m  air  blast  or  oil.  High- 
speed steel  has  a  much  greater  cutting  efficiency  than  carbon 
steel.  See  Principles  of  Machine  Work.  It  is  largely  used 
for  cutters  in  tool  holders,  for  engine  and  turret  lathe  work, 
screw  machines,  planers  and  shapers. 

Bars  and  disks,  annealed,  are  obtainable  for  making  twist 
drills  and  milling  cutters. 

21.  StelUtei  a  superior  high-speed  cutting  metal,  is  an  alloy 
of  cobalt,  chromium,  tungsten  and  molybdenxmi  in  varying 
proportions.     Since  it  contains  no  iron  it  is  not  a  steel. 

It  is  cast  in  bars  and  has  a  scleroscopic  hardness  of  about 
70.  The  cutters  are  used  in  tool  holders,  see  Figs.  17,  18,  or 
welded  or  braced  to  a  machine-steel  shank  to  eliminate  break- 
age.    See  A,  Fig.  9. 

Round-nose  cutters  are  preferred,  and  sharp  points  avoided. 

Owing  to  its  brittleness,  stellite  should  not  be  used  for  planer 
or  shaper  work  but  for  lathe  work  where  the  cut  is  continuous. 

The  cutter  should  not  project  more  than  one-half  inch  beyond 
holder,  should  fit  well  on  the  bottom  and  be  tightened  only 
enough  to  give  it  a  firm  hold. 

TURNING  STEEL 

22.  To  make  plain  machine  handle,  Fig.  23. 

Speciflcations:  Material,  ma- 
chine steel  tV"  to  J"  large; 
weight,  1  lb.  5  oz. 

Hardness,  15  to  16  (sclero- 
scope). 
Carbon-steel    cutting    tools. 

Fig.  23.  -  Schedule  Drawing.       See  Exception,  p,  2o5 

Lubncant,  dry  or  lard  oil. 
While  a  lubricant  may  be  used  in  all  machining  operations  on  steel 
or  wrought  iron,  it  is  best  to  omit  the  lubricant  when  squaring  (side 
tool)  or  turning  (diamond-point  tool)  small  work. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Center  and  Square,  14  min.  —  Rough  and  finish  turn,  square 
shoulder  and  file,  27  min.  —  Clean  lathe,  3  min.  —  Total,  53  min. 
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Operations. 


File  stem  off  ends. 

Center  to  i\'%  (1),  (S),  hand  or 
machine  method. 

iSee  that  live  center  is  nearly  true 
and  dead  center  in  approxi- 
mate alinement.    See  p.  Il6. 

Oil  bearings. 

Rough  square  (t) ,  reverse  work 
on  centers  and  repeat  on  (4), 
by  step  method  to  4§"  -|- 
^".     See  p.  301. 

Recenter  to  ^'\  (6).  (•). 

Finish  square  (grind  tool),  to 
4i",  (7),  (8). 

Rough  turn  to  ItV"  +  uV.  (»). 
one  cut.  Turn  half  way,  re- 
verse and  turn  other  half. 

Draw  line  1"  from  one  end  (10), 

for  length  of  reduced  part. 
Rough  turn  to  1"  +  ^".  (11), 

and  within  ^V"  o^  ^^®  (!•)! 
two  or  three  cuts. 


Rough  square  shoulder   (12). 

See  p.  l32. 
Finish  turn  (grind  tool),  to  f 

(IS),  one  cut. 


// 


Finish    square     (grind     tool) 

shoulder  to  length  (14). 
Finish  turn  to  1^",  (15),  one 

cut.    Turn  half  way,  reverse 

and  turn  other  half. 
File  to  remoye  tool  marks  (19), 

(17). 


Stamp  name  on  large  end. 


Machines,  Speeds, 
Feeds. 


Vise. 

Speed  lathe  or  center- 
ing machine. 

Engine  lathe,  12"  to 
16". 


2d  speed,  or  25  F.P.M. 
Hand  feed. 


Speed  lathe,  3d  speed. 

Engine  lathe,  3d  speed 
or  50  F.P.M.  Hand 
feed. 

1st  or  2d  speed,  or  25 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

Vise. 

Engine  lathe,  1st  or 
2d  speed,  or  25 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

2d  or  3d  speed,  or  25 
F.P.M.  Hand  feed. 

3d  speed,  or  50  F.P.M. 
Fine  power  feed  — 
140  to  1". 


4th  speed,  or  175 
F.P.M.,  or  speed 
lathe,  3d  or  4th 
speed. 

Vise,  copper  jaws. 


Tools. 


Bastard  or  2d-cut 
file. 

A"  drill,  60"  counter- 
sink, rule,  lard  oil. 


Machine  oil. 

Dog,   side  tool   35^ 

rake,         calipers, 

rule. 

60**         countersink, 

rule,  lard  oil. 
Side  tool  35*=*  rake, 

calipers,  rule. 

Diamond-point  tool 
35°  rake,  calipers, 
rule. 

Copper        sulphate, 

scriber,  rule. 
Dog,    copper  under 

set  screw. 


Side  tool  35°  rake, 

rule. 
Diamond-point  tool 

35°  rake,  calipers, 

rule. 
Side  tool   35°  rake, 

rule. 
Diamond-point  tool 

35°  rake,  calipers, 

rule. 
8"  or  10"  mUl-bas- 

tard  file,  file  card. 


i"  steel  letters,  ham- 
mer. 


Attention.  —  Turn  to  dimensions  with  no  allowances  for  filing  or 
fitting  unless  reduced  part  (13)  is  to  be  a  driving  fit. 

Note. — This  handle  may  be  nurled  or  formed  to  suit  conditions. 
See  pp.  437,  635,  636. 
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23.  Double  holder.— Fig.  24  shows  a  "home-made"  double 
tool  holder  A,  facing  both  sides  of  blank  B  in  one  operation. 


Fia.  24.  —  Facing  Gear  Blank  with  Doubui  Holdbb  and  Curreiis. 
Cutters  C,  C  are  adjusted  to  cut  aa  desired,  then  clamped  by- 
screws  D,  D'. 

For  duplicate  pieces,  clamp  lathe  carriage  and  use  index 
pointer  on  mandrel  press  to  locate  blank  on  mandrel. 

21.  Two  forged   tools  for  facing.  —  Two  bent   tools   A 


Pio.  25.  —  Facipjq  Gear  Blank  with  Two  Forded  Tools, 
and  A',  Y\g.  25,  held  in  two  tool-posts  B  and  B'  or  by  a 
bolt  and  strap,  may  be  used  to  face  the  sides  of  gear  blank  C. 
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CUTTINO-OFF  TOOLS 
26.   Cutting-off  tooL  —  Fig.  26  showa  a  cutting-off  tool 
for  sU  metala.    ^  is  its  top  face.    For  clearance  it  ia  made 


Fia,  26.  —  OnmNo-orr  Tool  fob  All  Mbtals. 


wider  at  the  point,  aa  shown.  For  steel  or  wrought  iron  a 
lubricant  must  be  used,  and  the  tool  is  often  ^ven  front 
rake.  For  cast  iron  or  brass  the  tool  is  used  dry.  The  cut- 
ting speed  is  the  same  as  for  rough  turning. 

Cutting-ofE  stock.  —  The  tool  is  used  close  to  the  chuck  jaws, 
as  in  Fig.  27,  and  should  never  be  used  to  cut  off  stock 


Fia.  27.  —  CornNo-orF  Stock  in  Enoins  Lathb. 

more  than  one  diameter  of  stock  away  from  chuck  jaws  lest 
it  catch  and  break  and  also  strain  the  chuck.  Do  not 
attempt  to  sever  stock  completely,  aa  in  Fig.  28,  but  finish 
cutting  with  a  chisel  or  hack  saw.  Fig.  29  shows  an  offset 
cutting-off  tool  holder  and  cutter. 
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Fia.  28.  —  How  to  Break  ▲  Cutting-opf  Tool. 


'J 


FiQ.  29.  —  CuTTiNG-opp  Tool  Holder  and  Cuttbh. 

26.  To  prepare  two  shaft  blanks,  one  to  turn  and  file 
running  and  driving  fits  (Fig.  30),  and  one  to  grind  running 
and  forcing  fits  (Fig.  31). 


STOCK 

machine  steel 

Fig.  30.  —  Preparing  Shapt  Blank  for  Turning  and  Fujng  Fits 

Schedule  Drawing. 
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Fig.  31. —  Prefabing  Shaft  Blank  fob  Gbinding  Fits. 

Schedule  Drawing. 


.    TURNING  STEEL  315 

SpadllMlioiit:  Material,  michiDe  steel  -ft'  to  i"  large;  weight,  2  lb. 
10  oi.  each.    Machine  <iry,  or  use  lani  oil. 

Hardness,  15  to  16  (aclerescope). 

True  live  ceDter.     Set  dead  center  in  approximate  alinement,  see  p.  lit. 

High-speed  steel  or  stellite  cutting  tooU.    See  Exception,  p.  Sos. 

Tlm«;  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe,  4min. 
—  Cent«r  and  square  both  shafts,  28  min.  —  Rough  turn  both  shafts,  30 
min.  —  (Center  and  square  one  shaft,  15  min.  —  Rough  turn  one  shaft,  16 
min.)    Clean  lathe,  3  min. 


MULTIPLE  SCHEDULE   OF   OPERATIONS, 
MACHINES  AND  TOOLS 


OFERATlONa. 

Machines,  Speeds 
Feeds. 

Tool*. 

Center  (!)*«),  Fig.  30  and  (1),  <»), 

Fig.  zfu,  A'- 

Centering  machine. 

A' or  No.  43  drill, 

Drill  speed,  1200 

R.P.M.Counler- 

lard  oil. 

eink  speed,  600 

R.P.M. 

Rough  square  <3),  (3).  then  (4).  (*) 

Engme  lathe.  12' 

Dog,   side   tool    or 

toSA-. 

to    16'.    2d   or 

holder  and  cutter. 

3d  speed,  or  SO 

35"  rake,  calipers, 

F.P.U.  Hand  or 

rule. 

power  teed. 

Recenter  lo  A'  wd  fini^  square 

3d  or  4th  speed,  or 

(3),  (3),  then  (4).  (4). 

SOF.P.M.  Hand 

Uark  lines  approximately  equidis- 

2d or  3d  speed,  or 

Two  dogs 

tant  from  ends,  (S),  (S).    Rough 

60  F.P.M.  Coarse 

per,    d 

turn  to  1.078-  (6),  {6}.     Beverse 

power  feed— 40 

point 

and  turn  (7),  (7).      One  or  two 

holder 

Ur,  36' 

Hark  lines  at  (8),  (S). 

Copper    sulphate. 
rule,  Bcriber. 

Roughtun.C9),<9)to(B),(9).    One 
cut. 

2d  or  3d  speed,  or 
60F.P.M.  Coarse 
power  feed  —  40 

Cut  reeeaa  to  ^,-  diameter,  (lO). 

let   or'2d   speed. 

Cutting-off   tool 

oi     30    F.P.M. 

Hand  feed. 

lanl  oil,  calipera. 

TogrindfitB.  seep,  7l«. 

rule. 

To  turn  sod  SleGts,  see  pp.  SlI,  Sn. 

* 
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To  turn  and  file  1"  drive  fit,  (10),  (11),  Fig.  32. 


RUNNING   Fir 


•tf 


I  DRIVE   FIT   ! 


SHAFT  BLANK 
MACHINE  STEEt 


® 


®     ® 


FiQ.  32.  —  Schedule  Drawing. 

Specifications:  Material,  shaft  blank  machine  steel,  rough  turned  1.015' 
diameter.    Hardness,  15  to  16  (scleroscope).    Machine  dry,  or  use  lard  oil. 

High-speed  steel  or  stellite  cutting  toots.    See  Exceptiant  p.  2o5. 

Time:  Study  drawing  and  schedule  in  advance,  3  min.  — Oil  lathe,  4  min. 
—  True  live  center.  Set  lathe  straight,  rough  and  finish  turn,  file  and  fit, 
25  min.  (With  blank  prepared.)  —  Clean  lathe,  3  min.  —  Total,  35  min. 
(Preparation  of  blank,  31  min.  extra.) 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Machines,  Speeds. 
Feeds. 


TOOLB. 


To  Make  Fit  bt  Trial  and  Correction,  (10). 


True  live  center. 

Set  dead  center  {n  accurate  allne- 
ment  to  turn  straight  using  this 
shaft  or  trial  piece  the  same 
length,  pp.  lis,  ll7. 

Push  mandrel  into  Beamed  hole  in 
work  (flange  or  gear).  Set  cali- 
pers to  large  end  close  to  work. 
Take  several  light  cuts  about  ^^ 
in  length  until  calipers  fit  work 
slightly  harder  than  on  mandrel. 

Hold  work  in  vise.  Oil  shaft  and 
press  into  large  end  of  hole. 
When  it  enters  from  iJj*'  to  ^* 
with  hand  pressure,  continue  cut 
to  shoulder. 

Square  shoulder,  (11). 


File  small  portion  at  end.  Clean, 
oil,  and  press  into  bole.  Continue 
filing  sparingly  and  testing  until 
shaft  will  enter  hole  one-third 
length  of  fit.  Keyways  are  cut 
and  key  fitted  before  shaft  is 
pressed  or  driven  to  shoulder. 


Engine  lathe,  12", 
16' to  16*.  3dor 
4th  speed,  or  70 
F.P.M.  Fine 
power  feed  — 
140  to  1*'. 

3d  or  4th  speed, 
or     70    F.P.M. 
Fine  i>ower  feed 
—  140  to  1'. 


Vise. 


3d  or  4th  speed, 
or  70  F.P.M. 
Hand   feed. 

Engine  lathe,  4th 
speed,  or  speed 
lathe,  1st  or  2d 
speed,  or  175 
F.P.M. 


Dog,  copper,  dia- 
mond-point tool, 
or  holder  and  cut- 
ter, 35®  rake,  mi- 
crometer. 

1'  mandrel,  dia- 
mond-point tool, 
or  holder  and  cut- 
ter, 35**  rake,  cal- 
pers,  oil-stone. 

Copper  jaws. 


Side  tool,  rule. 


S"  or  10*  mill  bas- 
tard file,  file  card, 
lard  oil. 


TURNING  STEEL 
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Attention,  —  Hand  pressure  means  grasping  dog  with  both  hands,  and 
pressing  shaft  hard  into  hole  with  a  right  rotation.  A  left  rotation  will 
remove  it.  After  each  trial,  the  brightness  of  the  surface  and  testing 
with  calipers  will  indicate  where  to  file.   This  is  often  called  a  wringing  fit. 

28.    To  make  1"  drive  fit  by  allowance,  Fig.  32. 


Turn  to 


H: 


oo3^.. 

004^  .. 
and 
00126*'. 
00100*. 


FUe  to   I  \' 

See  Belt-power  Forcing  Press,  p.  220 


.  Biicrometer. 


29.  To  ttun  and  file  1^^"  running  fit  by  allowance,  (12), 
Fig.  32. 

specifications:  Material,  shaft-blank,  machine  steel,  rough-turned  1.078'^ 
diameter.    Hardness  15  to  16  (sderosoope). 

High-speed  steel  or  stellite  cutting  tools.    See  Exception,  p.  2 06. 

Time :  Study  drawing  and  schedule  in  advance,  3  min. — Oil  lathe,  4  min. 
— True  live  center.  Set  lathe  straight,  rough  and  finish  turn,  file  and  fit, 
42  min.  (With  blank  prepared.)  —  Clean  lathe,  3  min.  — Total,  52  min. 
(Preparation  of  blank,  31  min.  extra.) 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Opbrations. 

Machinbs,  Spbibds, 
Feeds. 

Tools. 

True  live  center. 

Set  dead  center  in  accurate  aline- 

Engine  lathe   15" 

Dog,  copper,  dia- 

ment to  turn  straight  using  this 

or   16".     3d  or 

mond-point  tool, 

shaft   or   trial   piece  the  same 

4th  speed,  or  70 

or    holder    and 

length,  pp.  Il6,  ll7. 

F.P.M.     Fine 

cutter,  36°  rake. 

* 

power  feed  — 
140  to  1'. 

micrometer. 

Grind  and  oilstone  tool.   Take  light 

3d  or  4th  speed,  or 

Diamond-point 

cuts  at  end  about  \  "  in  length 

70 F.P.M.  Fine 

tool,    or    bolder 

until  work  measures 

power  feed — 140 

and    cutter    35** 

j  1.0660" 
\  1.0646" 

tol". 

rake,  oilstone. 

Take  cut  from  end  to  end  by  re- 

versing work,  one  cut. 

File  over  entire  surface  to  erase  tool 

Engine  lathe  4th 

8"  or  10"  mill  bas- 

marks and  until  work  measures 

Bi>eed,  or  speed 

tard  file,  file  card. 

{  1.0620" 

1  1.0615",  (12). 

lathe,  2d  or  3d 

micrometer. 

speed,    or    175 

F.  P.  M. 
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THREADING  OR  SCREW  CUTTING 
30.    Forms  of  threads. — There  are  four  common  forms  of 
threads:  the  Sharp  V,  Fig.  33;  the  United  States  Standard, 
Fig.  34;  the  Square,  see  p.  610,  and  the  Acme  Standard  or 


Fit3.  33.  —  SEcnoNAL  View  of  Sharp  V  Trbbad. 

29°  thread,  see  p.  621.  The  Whitworth  (English)  Standard 
thread,  Fig.  55,  is  very  little  used  in  the  United  States.  It 
is  standard  in  Great  Britain  for  coarse  pitches.  The  British 
Association  Standard  threa'd  is  standard  for  fine  pitches.     It 


Fig.  34.  — Sectional  View  or  U.  8.  8.  Thmead. 

is  similar  in  form  to  the  Whitworth,  but  the  angle  ia  47j 
degrees-  The  International  and  French  Standard  threads, 
used  .with  the  Metric  system  in  some  foreign  countries,  are 
based  on  the  same  formulas  as  the  United  States  Standard 
thread.     See  pp.  337,  351. 

31.   Right  and  left  screw  threads.  —  A  right  screw,  Fig. 
33,  enters  its  nut  when  rotated  to  the  right  (clockwise).     A 
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left  screw.  Fig.  34,  is  the  reverse.  Screws  are  supposed  to 
be  right-threaded  unless  designated  left. 

32.  Uses  of  difierent  threads.  ■ —  A  right  Sharp  V  or  United 
States  Standard  thread  is  used  to  fasten  parts  together.  A  left 
thread  is  also  used  to  fasten  parts  together,  but  only  where 
a  rotary  motion  would  loosen  a  right  thread  as  the  nut  on  the 
near  side  of  a  wagon  axle.  The  Square  and  29°  threads  both 
right  and  left,  are  used  to  transmit  motion. 

33-  Method  of  threading  screws  and  nuts.  —  Screws  for 
fine  machine  parts  are  threaded  in  a  lathe-  Bolts,  studs, 
and  screws  are  threaded  with  dies  by  power  and  by  hand. 
See  Dies,  Principles  of  Machine  Work. 

34.  Lead  screws^  taps,  and  worm  screws  may  be  milled 
with  a  thread  milling  machine. 

30.  Small  nuts  are  threaded  with  a  tap  by  hand  or  power; 


Fia.  35.  —  ScRBV  amd  Nirr. 

large  nuts  are  usually  threaded  in  a  lathe.     Fig.  35  shows  a 
screw  and  section  of  nut. 

36.  Rolled  threads,  produced  by  rolling  the  material  be- 
tween moving  dies,  are  used  on  stove  bolts,  carriage  bolts, 
some  machine  screws,  etc. 

37.  Single  and  multiple  threads.  —  Ordinary  screws  are 
single  threaded,  but  for  special  purposes  screws  are  double 
threaded,  triple  threaded,  etc.     Examine  the  end  of  the  screw ; 
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if  only  tbe  end  of  one  thread  and  one  groove  is  found,  it  is 
single  threaded,  etc.    See  Multiple  Threads,  p.  631. 

38.  The  pitch  of  a  thread  is  the  distance  along  the  axis  of 
the  work  from  the  center  of  one  thread  to  the  center  of 
the  next,  as  P,  Kg.  33. 

39-  The  lead  of  a  thread  is  the  distance  the  screw  advances 
in  one  revolution.  In  a  single  thread,  the  pitch  is  equal  to 
the  lead;  in  a  double  thread,  the  pitch  is  one-half  the  lead,  etc. 

40.  Threads  or  pitches  per  inch  signify  the  number  of 
threads  contained  in  one  inch  in  length.  For  example,  for 
Vrr*  pitch  we  have  10  threads  per  1"  (often  called  10  P). 

41.  The  diameter  of  threaded  work  is  measured  over  the 
tops  of  the  threads,  as  1",  Fig.  33. 

^.  The  root  or  bottom  diameter  is  measured  at  the  root 
or  bottom  of  groove,  as  .7835",  Fig.  33.- 

43.  Thread  calipers,  Fig.  36,  may  be  used  to  test  the 
diameter  of  Sharp  V,  United  States  Standard  or  29"  thread 


Pia.  36.  —  CAUPEBiNa  Screw      Fig.  37.  —  CouNnua  Thkbads 
WITH  Thread  Caupers.  with  Stbbl  Rule. 

screws.  As  the  6t  is  on  the  sides  only  the  points  are  filed  to 
fit  the  thread  gage  and  are  left  truncated  as  at  A  and  A'  to 
avoid  touching  the  bottom.  The  calipers  are  set  to  size  by 
means  of  a  thread  gage,  tap,  or  screw. 

For  accurate  work,  the  screw  is  cut  nearly  to  size  of  calipers 
and  the  final  test  is  made  by  trying  screw  in  the  nut  or  work. 

44.  To  count  threads.  —  Place  rule  A  on  thread  B,  Fig. 
37,  count  grooves  in  one  inch.     To  count  Square  and  29" 
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threads,  place  the  end  of  rule  agiunst  the  right  edge  of  one  of 
the  threads  and  count  the  epaces  to  the  right.  For  double 
threads,  triple  threads,  etc.,  count  all  the  spaces  and  divide  by 
2,  3,  etc.,  respectively, 

A  screw-pitch  gage  A,  Fig.  38,  is  used  to  determine  number 
of  threads  to  one  inch  on  a  screw  or  in  a  nut.     Handle  A 


Fio.  38.  —  CouNTiNQ  Threads  with  ScrbW'Pitch  Qaoi. 

contains  many  blades  notched  with  all  the  ordinary  threads 
to  one  inch.  To  determine  number  of  threads  to  one  inch,  as 
at  C,  select  by  trial  a  blade  that  will  match  thread,  and  the 
number  at  D  on  blade,  as  10,  gives  number  of  threads  to  one 
inch  on  screw.  Decimal  E  is  the  double  depth  of  a  Sharp  V 
thread  of  this  pitch. 

46.  The  Sharp  V  thread,  Fig.  39.  —  The  single  depth  for 
a  1"  pitch  thread  ia  .866",  double  depth  1.732".  For  pitch  P, 
depth  =  .866  P  =  D.     Double  depth  =  1.732  P. 


P  =  pitch  = 


No.  of  threads  per  inch ' 


Root  diameter  >=  Outside  diameter  —  double  depth. 
Formula:  —  Root   diameter  =  Outside    diameter  — 


No.  of  threads  per  inch 

Example.  —  To  find  loot  diameter  of  a 
screw  1"  diameter,  8  threads  per  1". 
Fio.     39.  —  SBcnoM 
Showino  Pitch  and       „  ,     .  1 .732 

Depth  of  Shahp  V      Solutvm. — .       1 -—  =  .7835. 

Thkbad.  8 
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46.  Table  of  Sharp  V-fhread  screws. 


Diam- 

No. Threads 

Diam- 

No. Thbbads 

1 

Diam- 

fl 

No.  Threads 

eter  OF 
Screw. 

PER  Inch. 

eter  OF 
Screw. 

FEB  Inch. 

eter  OF 
Screw. 

per  Inch. 

i 

20 

If 

6 

3i 

3* 

f 

18 

li 

6 

3f 

3i 

16 

H 

5 

3* 

3i 

t 

14 

H 

5 

3f 

3* 

12 

li 

*i 

3i 

3 

A 

'      12 

2 

*i 

3i 

3 

11 

2* 

*i 

4 

3 

i 

11 

2i 

4i 

4t 

n 

10 

2| 

4i 

!! 

2i 

10 

2* 

2i 

9 

2» 

5 

2* 

tt 

9 

21 

6i 

2* 

1 

8 

2i 

6i 

2t 

H 

7 

3 

3i 

Si 

2| 

H 

7 

3 

3i 

6 

2i 

For  Diameter  of  Tap  Drills  for  Sharp  V  Threads,  see  Principles  of  Machine 
Work, 


47.  The  United  States  Standard  thread,  Fig.  40,  has  its  top 

and  bottom  truncated  by  i  of  the  depth,  shown  by  divisions  1, 
2,  3,  etc.,  Fig.  34.  The  single  depth  of  a  1"  pitch  is  .6495,  double 
depth  is  1.299''.  For  pitch  P,  depth  =  .6495  P  =  D.  Double 
depth  =  1.299  P. 


P  =  pitch  = 


1 


No.  of  threads  per  inch ' 


Root  diameter  =  Outside  diameter  —  double  depth. 
Formula.  —  Root  diameter  =  Outside  diameter  — 

1.299 


No.  of  threads  per  inch 


F^  Flat  =  ^ . 
8 


THREADING  T00I5    . 
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Example.  —  To  find  root  diameter  of  a  screw  1"  diameter, 

8  threads  per  1". 

1  299 

Solution.  —  1 '- =  .8376^ 

8 


Fig.  40.  —  Section  Showing  Pitch  and  Depth  of  U.  S.  S.  Thread. 
48.  Table  of  United  States  Standard  thread  screws. 


Diam- 

No. Threads 

Diam- 

No. Trkkads 

Diam- 

No. Threads 

eter  OF 
Screw. 

PER  Inch. 

eter  OF 
Screw. 

FEB  Inch. 

eter  OF 
Screw. 

per  Inch. 

i 

20 

li 

5i 

3f 

3* 

A 

18 

^f 

5 

3* 

3i 

i 

16 

1} 

5 

3f 

3* 

14 

2 

4i 

.   3f 

3 

i 

13 

2i 

4i 

3i 

3 

.  A 

12 

2i 

4i 

•  4 

3 

f 

11 

2f 

4 

4i 

2i 

} 

10 

2i 

4 

4* 

2i 

9 

2f 

4 

4} 

2f 

1 

8 

2} 

4 

5 

3 

u 

7 

2i 

3i 

5i 

n 

7 

3 

3* 

5 

2f 

H 

6 

3* 

3* 

5v 

2| 

1} 

6 

3* 

3* 

6 

n 

For  Diameter -of  Tap  Drills  for  U.  S.  S.  Thread,  see  Principles  of  Machine 
Work, 

49.  The  forged  threading  tool,  Fig.  41,  is  forged,  hardened, 
and  then  tempered  to  a  light  straw  color.  The  clearance  at 
F  Z>  B  is  16®,  and  the  cutting  edges  are  GH  and  JK. 


V   THREADING    TOOL 

B  F    t  O 

Fig.  41. — Shape  op  Sharp  V-threadino  Tool. 
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The  top  is  ground  first  and  then  the  front  faces  are  ground 
to  fit  center  gage  and  the  top  is  then  set  at  height  of  center, 
as  shown  in  Figs.  42^  43  at  L,  M,  N  and  S. 


\  N 


Fig.  42.  —  Setting  Threading  Tool  with  Center  Gage  and  to 

Height  of  Centers. 

60.   To  set  threading  tool  at  height  of  center  and  at  right 
angles  to  work.     Fig.  43. 


SCREW  BLANK     P 


TUF 


uvr^ 


V 

THREAOINO 
TOOL 


Fig.  43.  —  Setting  TJ.  S.  Standard  ob  Sharp  V-thrbading  Tool  at 

Right  Angles  with  Work. 


SCHEDULE  OF  OPERATIONS 


1.  Turn  work  P  to  diameter. 

2.  Chamfer  end  Q  depth  of 
proposed  thread. 

3.  Clamp  tool  R  lightly  with 
point  2"  from  tool-post. 

4.  Adjust  point  to  height  of 
dead  center  (MN^  Fig.  42). 


5.  Hold  gage  jS>  as  shown. 
Adjust  cross  feed. 

6.  Rap  tool  around  until  edge 
TU  is  parallel  to  work  and  about 
it"  from  it. 

7.  Clamp  tool  firmly. 


61.  Threading  taper  work.  —  Preferably  use  a  taper  at- 
tachment to  cut  a  thread  of  correct  pitch,  as  on  pipe  tap  A, 
Fig.  44,  as  footstock  "set  over"  will  produce  a  thread  slightly 
finer. 
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Set  thread  tool  90**  to  the  axis  of  work  as  at  B,  not  as  at  C. 
Thread  tool  D  with  gage  E  against  shank  as  at  F  is  correct. 


THREAOMO 
TOOL 


Fig.  44.  —  SBiriNa  Tool  to  Thread  Taper  Work. 


62.   A  special  threading  tool  that  may  be  used  straight  or 
bent  to  thread  to  a  shoulder,  is  shown  in  Fig.  45. 


FiQ.  46.  —  Threading  Tool  to  Cut  to  Shoulder. 

63.    United  States  Standard  threading  tool.  —  The  United 
States  Standard  thread  is  cut  with  a  Y  tool,  A,  Fig.  46, 


A 


V. 

THREADINO 
TOOL 


Fig.  46.  —  Shape  of  U.  S.  S.  Threading  Tool  Before  Truncating 


A 

U.S.S. 

THREADING 
TOOL 


Fig.  47. — Shape  of  U.  S.  S.  Threading  Tool. 
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truncated  at  point  B,  Fig.  47>  i  depth  of  thread,  which 
varies  for  every  pitch.  It  is  ground  to  fit  notch  A  in  U.  S.  S. 
thread  gage,  Fig.  48,  then  truncated  at  point  to  fit  notch 
which  corresponds  with  the  threads  to  be  cut,  8,  Fig.  48. 
The  tool  is  set  the  same  as  a  Sharp  V-thread  tool. 
Attention.  —  This  thread  is  displacing  the  Sharp  V  thread. 


8  THDS.  TO  f  IN. 

Fio.  48.  —  Gage  for  U.  S.  S.  Thread  Tool. 


54.   The  theory  of  screw  cutting  in  the  engine  lathe.  —  To 

thread  a  screw  in  a  lathe,  the  threading  tool  is  moved  along 
the  bed  a  positive  and  uniform  amount  for  each  revolution 
of  the  lathe  spindle.  This  motion  is  obtained  by  means  of  a 
train  of  change  gears  which  connect  the  lathe  spindle  to  the 
lead  screw,  and  by  half  nuts  in  the  apron  which  connect  the 
lead  screw  to  the  carriage. 

On  most  lathes  the  first  change  gear  is  on  a  separate  shaft 
called  the  stud.  On  some  lathes  this  stud  is  geared  to  rotate 
at  the  same  speed  as  lathe  spindle,  and  on  others  at  a  dif- 
ferent ratio. 
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Ordinary  screws  may  be  cut  with  simple  gearing,  —  two 
change  gears  as  in  Fig.  50.    See  also  Compound  Gearing,  p.  333: 

■ 

55.  To  calculate  simple  gearing  with  spindle  gear  1  to  stud 
gear  1: 

Lead  screw  threads  per  inch  X  constant . 
Threads  per  inch  to  be  cut  X  constant 

teeth  in  gear  on  stud 


teeth  in  gear  on  lead  screw 


The  constant  may  be  the  common  difference  in  number  of 
teeth  between  the  consecutive  change  gears,  and  this  or  any 
multiplier  may  be  used  to  obtain  available  gears. 

56.  Example.  —  To  cut  13  threads  to  I*'.  Lead  screw  5 
threads  to  1';  speed  spindle  same  as  stud;  constant,  5. 


„  ,    .  6X5       26  (gear  on  stud.) 

Solution.  —    — =»  r-  ,  ,     , 

13  X  5      65  (gear  on  lead  screw). 


Attention,  —  For  stud  ratios  other  than  1  to  1,  multiply 
threads  per  inch  of  lead  screw  by  ratio  of  the  stud  gear  to  the 
spindle  gear  and  proceed  as  before. 

67.  Example.  —  To  cut  13  threads  to  l*'  spindle  gear  1  to 
stud  gear  2,  Fig.  50.  Lead  screw  8  threads  per  inch;  constant, 
6;  speed  of  stud  is  one-half  speed  of  spindle. 

„  ,    .  8X2X6      96  (gear  on  stud.) 

ootution.  —     =»  — 

13  X  6        78  (gear  on  lead  screw.) 
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68.  To  prepare  screw  and  nut  blanks  and  to  practice  screw 
cutting,  Fig.  49. 


t* 


4-J-"T0  4-f 


Fig.  49.  —  Schedule  Drawing. 


Speciflcatioiis:  Material,  machine  steel  ^V"  large;  weight,  6  oz. 

Hardness,  12  to  14  (scleroscope).    Carbon-steel  cutting  tools. 

If  high-speed  steel,  or  stelUte  cutting  tools  are  used  the  speed  may 
be  increased.    See  Exception,  p.  205. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Prepare  screw  blank,  15  min.  —  Tap  and  square  nut,  8  min.  — 
"Set  up"  lathe  for  screw  cutting,  6  min. — Thread  one  end,  7  min. 
—  Thread  the  other  end,  6  min.  —  Remove  gears  and  clean  lathe,  5 
min.  —  Total,  56  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


QPfiBATIONB. 

Machxnbs,  Spbbds, 
Fbbdb. 

Tools. 

Pile  ends  flat. 

Vise. 

10"  or  12"  bastord 
file. 

Center  (1),  (t). 

Centering     machine, 

tV"  drill,  60«  coun- 

drUl 1700  R.P.M., 

tersink,  rule,  lard 

countersink        600 

oil. 

R.P.M. 

Omit  s^ttAring. 

See  that  live  center  is  nearly- 

Engine  lathe,  12"  to 

true  and  dead  center  in 

ap- 

16". 

proximate  alinement. 

See 

p.  Il6. 

Rough  turn  to  i"  +  ^", 

(S). 

3d  speed,  or  30  F.P.M. 

Dog,  diamond-point 

one  cut.    Turn  half  way 

,  re- 

Medium  power  feed 

tool  SS"*  rake,  cali- 

verse, and  turn  other  half. 

—  80  to  1". 

pers,  rule. 

Finish  turn  to  i",  (4),  one 

cut. 

3d  or  4th  speed,  or  50 

Turn  half  way,  reverse 

and 

F.P.M.   Fine  power 

turn  other  half. 

feed  —  140  to  1". 
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Chamfer  ends  to  30°  approxi- 
mately (5) ,  (6) .  Fig.  43  and 
p.  841. 

Draw  lines  V^  from  each  end 
for  length  of  thread  (7),  (8). 

Tap  nut  blank.  Hole  in  )''  nut 
blank  is  punched  \i".  See 
Principles  of  Machine  Work. 

Square  both  sides  of  nut  to  i^", 
p.  340. 

Thread  (•)  and  (10)  to  fit  nut. 
See  pp.  8I8-827,  829-332. 


Vise,  copper  jaws. 


Vise. 


Engine  lathe,  3d 
speed,  or  60  F.P.M. 
Hand  feed. 

Arrange  gears  for  13 
threads.  1st  speed, 
or  20  F.P.M. 


Side  tool  35°  rake, 
center  gage. 

Copper  sulphate, 
scriber,  rule. 

i  X  13  U.  S.  S.  tap. 
tap  wrench,  lard 
oil. 

Nut  mandrel,  side 
tool  35°  rake,  cali- 
pers, rule. 

13  pitch  U.  S.  S. 
thread  tool, 
U.  S.  S.  thread 
gage,  center  gage, 
clamp  nut,  lard  oil. 


Attention.  —  A  student  should  leam  screw  cutting  by  threading 
blank  ends  until  he  can  stop  cut  at  same  place  every  time  without 
breaking  point  of  tool  and  ruining  work;  also,  until  he  can  cut  a  smooth 
thread  and  make  good  fit  in  nut. 

59.    Description  of  screw-cutting  mechanism,  Fig.  50. 


A  —  Gear  on  spindle. 

B  —  Spindle. 

C  —  Gear  driven  by  one  or 

both  idle  gears. 
D  &  Jy  —  Idlers  for  reversing. 
E  —  Stud  driven  by  (7. 
F  —  Stud  gear. 
G  —  Lead  screw. 
H  —  Lead-screw  gear. 
K  —  Idler  gear,  loose  on  stud. 


L  —  Stud. 

M —  Radial  arm. 

N  —  Bolt  to  clamp  M  so  that 

F    drives    through   KH 

toG. 
P  —  Reversing    lever;    shifts 

bracket  for  cutting  right 

or  left  threads. 
Q  —  Bracket  carrying  D  and 

zy. 


Exception.  —  On  lathes  that  do  not  have  reversing  gears 
D  and  D\  use  two  idlers  to  cut  a  left  thread. 
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60.  To  set  up  lathe  for  threading  or  screw  cutting.     Hg.  50- 


SCREW  CUTTINO 


Fig.  50.  —  Lathe  Set  v 
Thbbad — SiuPLE  Gbari 

SCHEDULE  OF  OPERATIONS  AND  TOOLS 

CHANGE  OF  GEARS,  THREADING  TOOL,  CENTER  GAGE, 
OIL  BOX  (TIN) 


I.  Place  belt  on  step  1,  Bcrew 
face  plate  2  hard  against  shoulder. 

II.  On  blank  3,  fasten  dog  4 
and  mark  with  chalk  the  place  in 
face  plate  where  dog  is  inserted. 
(Always  return  dog  to  marked 
slot  or  tool  will  not  resume  its 
cut.) 

III.  Grind  tool  5  to  form  of 
thread  desired,  U.  S.  S.  or  Sharp  V, 
fasten  tool  in  post  G,  and  set  with 
gage,  see  p.  l40  and  Figs.  41-43- 

IV.  Feed  tool  in  with  handle 
7  until  it  touches  work,  put  on 
thread  stop  8  with  screw  9  in 
slide  10.  Bring  stop  8  against 
shoulder  of  9  and  clamp  with 
screw  H. 

V.  Set  footstock  to  allow  i* 
traveFof  tool  beyond  work. 

VT,    From  index  plate  obtain 


gears  for  13  threads  and  arrange 
oaFF'a.ndHH'. 

VII.   Select  gear  K  for  idler. 
Preferably  a  gear  nearly  the  size 
-^ .  of  one  of  the  change  gears, 

VIII.  Place  stud  gear  F  on 
,stud  E,  lead-screw  gear  H  on  G, 
\  IX.  Place  gear  K  on  stud  L, 
lA  radial  arm  Af,  oil  stud. 

\X.  Adjust  mesh  of  H  and  K 
and  clamp  in  portion. 

XI.  Swing  radial  arm  Af,  to 
mesh  K  with  F  and  clamp  with 
bolt  JV. 

XII.  Be  certain  that  friction 
feed  is  out  before  throwing  in 
screw  feed. 

XIII.  Connect  lead  screw  to 
carriage  13  by  handle  S  operating 
spUt  nut  R.  Place  tin  box  under 
tool  to  catch  chips  and  drippings. 


PREPARATION  OF  BLANK  AND  NUT 
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61.  To  operate  lathe  to  cut  the  thread. 


SCHEDULE  OF  OPERATIONS 


I.  Push  shipper  14  toward 
headstock,  adjust  stop  screw  9  and 
move  tool  5  to  trace  a  light  line; 
stop  lathe  before  tool  reaches 
end  of  thread. 

II.  Finish  length  of  thread  by 
pulling  belt  by  hand,  the  first 
time  only. 

III.  Move  tool  out  from  work. 
Run  carriage  back.  Adjust  thread 
stop  screw  9  to  take  cut. 

IV.  Count  threads,  Rg.   51. 


Terminate  cut  by  power  by  eas- 
ing tool  out  when  about  J  revo- 
lution from  end  of  cut,  or  point  of 
tool  will  snap  off. 

V.  Stop  lathe  and  reverse  im- 
mediately. 

VI.  During  return,  lubricate 
work  freely  with  lard  oil  and  ad- 
just stop  screw  9  for  next  cut. 

VII.  Feed  tool  inward. 

VIII.  Start  lathe  forward  and 
repeat. 


i|i|iii|i|i|iii|yj|ia 


RULE 

—  A 


FlO.   51. — COXTNTINO  THE  TrACE  OF  A  THREAD. 


Attention.  — The  cutting  speed  for  threading  is  about  one- 
half  to  two-thirds  that  used  for  turning.  The  feed  must  be 
sufficient  to  allow  tool  to  cut,  for  if  tool  is  allowed  to  travel  in 
groove  without  cutting,  it  will  burnish  and  harden  sides  of 
thread  so  that  on  next  cut  the  tool  will  be  likely  to  dig  in  and 
tear  the  thread. 

Oilstone  top  face  of  tool  just  before  taking  last  few  light  cuts. 

62.  Number  of  cuts  for  U.  S.  S.  thread,  13  P.  —  Take  8  cuts 
of  .006''  each,  2  cuts  of  .002^^  each,  then  1  cut  of  .001^;  clean,  oil, 
and  test  in  nut,  and  repeat  until  screw  fits  nut.  Depth  of 
thread  when  outside  diameter  is  not  reduced  =  .0499^ 

63.  Number  of  cuts  for  Sharp  V  thread,  13  P.  —  Take  10 
cuts  .005''  each,  2  cuts.  002''each,  then  1  cut  of  .OOl'';  clean, 
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oil,  and  test  in  nut,  and  repeat  until  screw  fits  nut.     Depth 
of  thread  when  reduced  it"  in  diameter  =  .0588^ 

64.  To  fit  thread  to  nut.  See  p.  320.  — Take  light  cuts  as 
the  thread  approaches  size,  and  after  each  cut  clean  and  oil 
thread  and  try  nut  on.  If  a  close  fit  is  required,  cut  thread 
until  nut  will  go  on  easily  with  a  wrench.  This  smooths  down 
the  burr,  after  which  the  nut  may  go  on  with  the  fingers. 
For  a  hard  fit,  force  nut  on  with  a  wrench.  For  a  loose  fit, 
cut  the  thread  until  the  nut  will  go  on  with  the  fingers.  After 
thread  is  fitted,  chamfer  the  end  to  the  depth  and  angle  of 
the  thread  and  file  tops  of  thread  slightly  to  remove  burr. 

66.  To  reset  threading  tool  to  resume  cut.  —  If  the  tool 
is  dull  and  thread  is  only  partly  cut,  remove  the  tool,  regrind 
and  reset.  If  the  end  that  receives  the  dog  is  cylindrical, 
loosen  the  dog,  and  rotate  the  work  until  tool  fits  the  groove. 
Refasten  the  dog  and  feed  tool  away  from  work,  run  the  lathe 
forward  a  few  revolutions,  by  hand,  to  take  up  back-lash;  now 
notice  if  tool  and  groove  match;  if  they  do  not,  repeat  opera- 
tion. If  end  of  work  is  square  or  hexagonal,  as  a  bolt  head, 
and  driven  by  a  clamp  dog,  disconnect  lead  screw  from  lathe 
spindle  by  reversing  lever  in  headstock,  or  by  removing  stud 
gear,  then  adjust  work. 

66.  To  cut  left  threads.  —  Arrange  gears  as  in  cutting 
right  threads,  with  the  exception  that  the  lead  screw  must 
rotate  in  opposite  direction  which  is  accomplished  by  the 
reversing  gears  D,  D',  Fig.  50,  or  by  an  extra  idler.  At 
beginning  of  thread,  cut  a  groove  in  which  to  start  tool,  and 
begin  at  left  and  cut  to  right. 

67.  To  thread  to  shoulder  or  to  terminate  coarse  thread.  — 

Cut  groove  or  drill  hole  of  diameter  and  depth  equal  to  depth 
and  width  of  thread.     See  pp.  610,  6ll,  621. 

68*  Fractional  threads.  —  A  fractional  thread  is  one  whose 
threads  per  inch  are  expressed  by  a  mixed  number,  as  11 J 
threads  to  V]  or  a  fraction,  as  f  of  a  thread  to  1''  {\Y  P)- 

To  count  fractional  threads.  —  Take  any  number  of  threads 
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that  will  match  with  even  inches  od  the  rule,  then  divide  the 
number  of  threads  by  the  number  of  inches. 

69.  To  calculate  simple  gearing  to  cut  fractional  threads. 
—  Proceed  as  for  whole  threads. 

Example. — To  cut  llj  threads  per  inch  (1*  pipe  tap). 
Lead  screw  5  threads  per  inch;  constant,  4;  speed  of  stud 
same  as  speed  of  spindle. 

5  X  4        20  (gear  on  stud.) 
ilj  X  4      46  (gear  on  lead  screw.) 

70.  Compound  gearing.  —  To  cut  fine  or  coarse  threads 
that  are  not  obtainable  with  simple  gearing,  compound  the 
gearing,  using  4  gears.  Fig.  52. 


Fia.  52.  —  Compound  Gearing  for  THRKADiNa,  —  Foint  Gejuib. 

To  compound  on  some  lathes,  introduce  between  regular 
stud  gear  A  and  lead  screw  gear  B  two  gears  of  different 
diameters,  as  C  and  D,  which  are  feather  keyed  on  a  sleeve 
that  runs  freely  on  intermediate  stud  E,  gear  A  driving  gear  C, 
and  gear  D  driving  gear  B.  The  arrangement  of  gears  is 
shown  in  end  view  at  A',  C,  D',  and  B'. 

71.  To  calculate  compound  gearing.  —  Factor  first  term 
into  two  fractions  and  treat  each  separately. 

Examfie.  — To  cut  60  threads  per  inch. 

Lead  acrew  6  threads  per  inch;  speed  of  stud  same  as  speed 
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of  spindle;  constant,  select  multiple  of  5,  the  common  differ- 
ence between  gears. 

„  ,    .  6       2X3       2  X  20      40       3  X  10       30 

Soluhon. = •    =  —  •    =  —  • 

60      6  X  12      5  X  20     100      12  X  10     120 

Gear  on  stud  A,  40;  gear  on  lead  screw  B,  120;  first  gear  on 
sleeve  C,  100;  second  gear  on  sleeve  D,  30. 

Attention.  —  If  more  convenient,  exchange  drivers  A  and 
C  or  driven  C  and  B. 

72.  To  calculate  compound  gearing  for  fractional  threads, 

proceed  as  for  whole  threads. 

Example,  —  To  cut  2i  threads  per  inch  ■=  |. 
Lead  screw  2  threads  per  inch;  speed  of  stud  same  as  that 
of  spindle;  constant,  multiple  of  5. 

Solution.  —  -  a=  -  = . 

}      9      3X3 

2  X  25  =  50  ;  .      , 

3  X  25  -  75  i  ''''^  P^''  ""^  ^^^"• 

4  X  15  =  60  i   ,,  .      . 

«       - «  ^  .  ^  >  other  pair  of  gears. 

Attention.  —  It  often  happens  that  one  or  more  gears  have 
to  be  made  or  bought.  If  the  threads  per  inch  are  expressed 
decimally,  as  2.833  threads  per  inch,  proceed  as  before,  select- 
ing such  multiple  as  will  give  available  gears,  using  the  nearest 
whole  tooth  in  case  of  resulting  fractional  teeth. 

73.  Result  of  gearing  calculationis  may  be  checked  as 
follows : 

For  stud  ratio  one:  Threads  on  screw  to  be  cut  X  teeth 
of  stud  gear  =  threads  on  lead  screw  X  teeth  of  leadnscrew 
gear. 

For  stud  ratios  other  than  one  and  for  compound  gearing: 
Threads  on  screw  to  be  cut  X  teeth  of  all  drivers  in  succession 
—  threads  on  lead  screw  X  teeth  of  all  followers  in  succession. 
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Example.  —  p.  327  13  X  25  =  6  X  66  «  325. 
Example.  —  p.  327  13  X  1  X  96  -=  8  X  2  X  78  =  1248. 
Example.  —  p.  334  60  X  1  X  40  X  30  =  6  X  1  X  100 

X  120  =  72,000. 

74.  To  calculate  gearing  for  a  given  lead.  —  First  change 
to  threads  per  inch  by  dividing  one  by  the  lead, of  screw  to 
be  cut,  and  proceed  as  before. 

Example.  —  To  cut  screw  i''  lead. 

Lead  screw  2  threads  per  inch;  speed  of  spindle  same  as 
speed  of  stud;  constant,  multiple  of  5. 

1  3 

Solution.  —         a  ~  o  (^^^^^  P®^  inch). 

3        2 

2  4  X  10      40 
J  "3  X  10  ""30' 

75.  Compound  gearing,  ratio  2  to  1,  is  provided  on  some 
lathes  on  an  extra  adjustable  stud.  In  such  cases,  gears  are 
selected  as  in  simple  gearing  for  one-half  or  twice  the  desired 
pitch,  and  the  2  to  1  compound  arranged  to  double  the  pitch 
or  reduce  it  one-half. 

76.  To  calculate  gearing  for  metric  screw  threads  with  an 
English  lead  screw.  —  Gear  up  lathe  as  for  cutting  a  Sharp  V 
screw  of  the  same  number  of  threads  per  inch  and  use  trans- 
lating gears.  One  centimeter  equals  approximately  VW  ot  an 
inch.  Provide  lathe  with  pair  of  translating  gears  of  50  and 
127  teeth.     Arrange  lathe  as  in  compound  gearing,  Fig.  52. 

Example.  —  To  cut  13  threads  to  the  centimeter. 
Lead  screw  5  threads  per  inch;  speed  spindle  same  as  stud; 
constant,  multiple  of  5. 

„  ,    .  5  X  5      25  (gear  on  stud). 

Solution.  —        —      -  «==  — 

13  X  5      65  (gear  on  lead  screw). 

Place  translating  gears  on  feathered  sleeve,  meshing  50  with 
gear  65  and  127  with  gear  25.  A  metric  lead  screw  may  be 
used  for  cutting  English  threads.  - 
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77.  Threading  long  screws.  ''  Catching  fhe  thread " 
(threading  without  backing  belt) .  —  A  method  to  save  time 
in  cutting  long  screws  by  quick  return  of  tool  carriage  after  each 
cut  by  hand. 

1.  If  thread  is  same  as  lead  screw  or  a  multiple  of  it,  throw 
half-nut  out  at  end  of  each  cut,  return  carriage  by  hand,  throw 
in  half-nut  and  tool  will  resume  its  cut. 

2.  If  screw  to  be  cut  and  lead  screw  are  odd,  or  odd  and  even, 
move  carriage  any  whole  number  of  inches. 

3.  If  both  are  even,  any  number  of  half-inches. 

4.  If  screw  is  fractional,  as  4|  threads  to  1",  move  carriage 
number  of  inches  equal  to  denominator  or  multiple  of  denomi- 
nator. To  obtain  this,  clamp  steel  rule  to  bed  or  use  thread 
indicator.  Fig.  53,  which  is  included  in  the  equipment  of  new 
lathes. 

78.  Thread  indicator. —  Example:  To  cut  long  screw  5 
threads  to  1",  using  thread  indicator. 


Fig.  53.  —  Thread  Indicator. 


SCHEDULE  OF  OPERATIONS 


I.  Set  up  lathe  to  cut  5  threads  to  1"  and  adjust  thread  indicator 
to  lead  screw. 

II.  Start  lathe  and  take  one  cut. 

III.  At  end  of  cut  withdraw  tool  and,  without  stopping  lathe, 
throw  out  half-nut. 
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IV.  Move  caxriftge  back  by  hand  until  tool  is  beyond  end  of 
work,  then  throw  in  half-nut  A  by  handle  B  when  any  long  line  on 
dial  C  is  at  zero  line  D  and  take  another  cut. 

V.  Repeat  this  process  for  each  cut  until  threading  is  completed. 

Attention.  —  If  thread  indicator  ia  used  for  all  screw  cutting,  a 
backing  belt  is  unnecessary.  The  second  pulley  on  counter- 
shaft may  be  used  for  another  range  of  forward  speeds. 

79.  Whitwortli  (English)  Standard  thread.  Figs.  54,  55. 
—  The  tops  and  the  bottoms  of  the  55°  threads  are  rounded, 
I  of  pitch,  as  shown  by  divisions  1,  2,  3,  etc. 


WHITWORTH   THREAD 


t't* 


Fio.  54.  —  Sbctionai  Vibw  op  Whttworth  Thrbad. 


Fio.  65.  —  SacnoN  Sbowino  Pftch  and  Dbptb  or  Whitwortb  Thread. 

The  single  depth  of  a  1"  pitch  is  equal  to  -64033,  and  the 
double  depth  1.28066.  For  pitch  P,  depth  -  .64033  P  =  D. 
Double  depth  =  1.28066  P  -  2  D. 


=  pitch  - 


No.  of  threads  to  1  inch 
R  =  radius  =  .1373  P. 
Root  diameter  =  Outside  diameter  —  double  depth. 
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Farmvla.  —  Root  diameter  «=  Outside  diameter  — 

1.28066 


No.  of  threads  to  1  inch 


Example.  —  To  find  root  diameter  of  a  screw  1*  diameter, 

8  threads  to  1^ 

1.28066 
Solution.  —  1 —  =  .8399. 


80.  Table  of  Whitworth  (English)  Standard  threads. 


Diam- 
eter OP 
Screw. 


i 

i 

f 

i 

i 

1 

H 
U 


No.  Thbkaob 

DlAM- 

PBB  Inch. 

BTEB  OP 
SCHEW. 

20 

If 

18 

li 

16 

11 

14 

1} 

12 

i| 

12 

2 

11 

2* 

11 

2i 

10 

2* 

10 

2i 

9 

2t 

9 

2) 

8 

2t 

7 

3 

7 

^ 

No.  Threads 

Diam- 

PER Inch. 

eter  OP 

Screw. 

6 

3i 

6 

3| 

6 

3f 

5 

4i 

» 

41 

4i 

4 

4 

41 

4 

4i 

4 

4| 

4 

5 

3i 

fil 

3i 

H 

3i 

5f 

3i 

6 

No.  Threads 
PER  Inch. 


3t 

3i 

3* 

«i 
3 

3 

3 

2f 
2f 
2f 
2| 
21 
21 
2* 
2* 
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FiQ.  56.  —  Shapb  of  WmrwoRTH  Threading  Tool. 


81.  The  Whitworth  threading  tool.  Fig.  56.  —  A  tool  of 
different  size  and  shape  is  required  for  each  pitch.  It  is  made 
similarly  to  a  formed  cutter  by  milling.     Grind  on  top  face  A. 
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82.  The  bolt  and  nut-making  operations  that  follow  apply 
to  all  work  of  this  class,  as  bolts,  studs,  nuts,  and  screws. 


FlO.  67.  —  TUBNINQ  BODT  OF  BOLT  TO  HeAD. 

To  turn  up  to  head  of  bolt,  slant  tool  to  left  as  at  F,  Fig.  57, 
and  clamp  tool  firmly  in  tool-post. 


Fig.  58.  —  Squaring  Bolt 
UNDER  Head. 


Fig.  50.  —  Squaring  Bolt 
under  Head. 


To  square  under  head,  use  right  bent  side  tool  (7,  Fig.  58, 
or  left  side  tool  Hj  Fig.  59.  To  drive  from  square  or  hexago- 
nal heads  use  clamp  or  square  dog  £,  Fig.  57,  and  to  drive 
from  stem  use  lathe  dog  £,  Fig.  59. 
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83>  Nut  mandrels.  —  Nuts  of  similar  pieces  having  tapped 
or  threaded  holes  are  screwed  on  a  threaded  mandrel  and 
rough  and  finish  squared  to  thickness.  In  Fig.  60  nut  B  is 
screwed  on  mandrel  A  against  equalizing  collar  C,  squared 
with  side  tool  D,  reversed  and  squared  to  thickness.  It  is 
then  placed  on  a  milling  mandrel  and  the  flats  milled  in  a 
milling  machine.  After  this  it  is  replaced  on  regular  nut 
mandrel,  and  side  tool  E  set  at  45",  as  near  as  can  be  deter- 
mined by  the  eye,  and  the  edge  chamfered  as  at  F  to  about 


Fio.  60. — SqcARiNa  and  CBAMFBBnta  Nut. 

^'  on  edge  of  flats  for  4*  nuts  and  more  or  less  for  larger  and 
smaller  sizes,  to  give  them  a  neat  appearance. 

Instead  of  equalizing  collar  C,  a  plain  collar  G  is  often  used, 
with  one  inside  edge  rounded  to  fit  over  filleted  shoulder 
of  mandrel.  For  ordinary  work,  nut  mandrels  are  often 
recessed  at  shoulder  and  used  without  collars.  Threaded 
mandrels,  for  work  threaded  while  held  in  a  chuck,  as  a 
face  plate  for  a  lathe  or  chuck,  need  no  collar,  as  the  work 
is  faced  true  with  bole  while  held  in  chuck,  and  this  true 
face  is  screwed  against  the  shoulder  on  the  mandrel.  See 
Nut  Mandrel,  p.  1208. 


BOLT  AND  NUT  MAKING 


84.  Chamfering  bolt  heads,  nuts,  and  screws.  —  A  clamp 
nut  (spring  or  split  nut),  Fig.  61,  is  used  to  protect  the 
thread  and  prevent  dog  from  bruising  it. 


MT 
SCREW 

D 


'•-mmZ 


11  /  FOKMINO 
/  /  I      TOOL 

CLAMP  ^H 

NUT 

,A 


Fig.  61.  —  Chamfbrinq  and  FoRMma  Boi/r  Head  and  Point. 
SCHEDULE  OF  OPERATIONS  AND  TOOLS 


BoU  Heads. 

1.  Place  clamp  nut  A  on  bolt  B 
and  fasten  dog  C  with  set  screw  D. 

2.  Set  side  tool  E  at  angle 
of  45^,  estimated. 

3.  Chamfer  bolt  head  to  remove 
comers  and  give  neat  appear- 
ance. 

Nuts, 

Mount   nut   on   mandrel   and 


chamfer    same    as    bolts.    See 
E,  F,  Fig.  60. 

Screws.     . 

Set  fflde  tool  F  at  angle  of  30^ 
and  chamfer  to  depth  of  thread. 

To  round  end  of  screw  G,  use 
side  tool  H  shaped  into  a  forming 
tool. 


85.    To  make  a  clamp  nut,  A^  Fig.  6i. 


1.  Drill,  tap,  square  and  turn 
piece  of  round  carbon  steel  to 
size. 

2.  Slit  at  K  and  mill  or  file 


flat  L  to    receive    set    screw  of 
dog. 

3.  Harden  and  draw  to  a  spring 
temper. 


Attention.  —  To  make  an  improvised  clamp  nut,  slit  a  nut 
at  a  comer  with  a  hack  saw. 

A  clamp  nut  and  dog  may  be  used  to  set  or  remove  studs. 


/' 


/ 


/ 
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86.  To  make  a  finished  bolt  \"  diameter.    Fig.  62. 


«MAMrCR 


19  U.t.t.THOS.TO  1  IN.  I 


RUNNINO  FIT 
IN.tTAN0ARO  RINQ  QAQC 
CLA8t  A  —  flNE  WORK 


STOCK-  MACH.  STCCL 

OR  WROUGHT  IRON 

rOROeO  BOLT  BLANK 

AND  COLO  PUNCHCD  NUT  BLANK 


Fig.  62. — Schedulb  Drawing  of  Boi/r. 


Specifications:  Materiali  machine-steel  foiginf,  ^"  laise;  weight,  10  oz. 

Machine-steel  or  wrought-iron  hexagonal  nut  blank  |V    large. 

Hardness,  14  to  17  (scleroscope). 

True  live  center,  set  dead  center  in  approximate  alinement,  see  page  li6. 

Carbon-steel  cutting  tools     See  Exception^  p.  2o5. 

Time:  Study  drawing  and  schedule  in  advance,  10  min. — Oil  lathe,  4 
min.  —  Prepare  blank  bolt,  45  min.  —  Tap  and  square  nut,  8  min.  —  "  Set 
up  "  for  thread,  6  min.  —  Cut  thread,  7  min.  —  Mill  bolt  and  nut,  10  min. 
—  Chamfer,  file  and  polish  bolt  head  and  nut,  and  stamp,  10  min.  —  Clean 
lathe,  3  min.  —  Total,  1  h.  43  min. 

SCHEDULE   OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Straighten  and  file  ends  fiat. 

Center,   machine   method,   ^^, 
(l)f  (3),  straisrhten. 


Mount  on  centers. 

Rough   square   to  4^*  +  ^Jj*, 

(3),  (4).     Take  as  little  as  pos- 
'  sible  off,  (3) .    See  step  method 

of  squaring,  p.  301. 
Recenter  to  i^  (6),  (6). 


Regrind  and  oil  stone  tool. 
Finish  square  to  4^*,  (7),  (8). 


Machines,  Speeds, 
Feeds. 


Vise.  Stnughtening 
press. 

Centering  machine 
drill,  1700R.P.M.; 
countersin  k ,  6  00 
R.P.M.  j  straighten- 
ing p^ess. 

Engine  lathe  12^  to 
16*.  3d  speed,  or 
30  F.P.M.  Hand 
feed. 

Speed  lathe,  drill  4th 
speed,  countersink 
3d  speed. 

3d  or  4th  speed,  or  50 
F.P.M. 


Tools. 


File,  chalk. 

^^  drill,  60"  counter- 
sink, lard  oil. 
Chalk. 


Regular  and  clamp 
dogs,  side  tool,  35* 
rake,  calipers,  rule. 


Side   tool,   35*   rake, 
calipers,  rule. 
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Rough  turn  to  i*  +   A*  (9) 
one  or  two  outs. 

Rough  square  under  head  i^'+ 

A'.  (10). 

Set  dead  center  in  accurate  aline- 
ment  to  turn  straight  using  this 
bolt  or  a  trial  piece  the  same 
length.    See  pp.  Il6,  ll7. 

Rough  turn  i'  +  A',  (9)  one  cut 


Regrind  and  oilstone  tool. 

Finish  turn  to  fit  gage  with 
allowance  for  filing,  using  cali- 
pers, mandrel  and  gage  to  ob- 
tain size;  or  measure  with  I'' 
micrometer  and  allow  .003' 
for  filing.     (11).     One  cut. 

Regrind  and  oilstone  tool  and 
finish  square  under  head,  (12). 

File  to  fit  gage,  running  fit. 
Oil  work  with  machine  or  lard 
oil  when  testing  in  gage.  (13.) 

Chamfer  point  to  30^  (14). 


Tap  i*  nut  blank  by  hand, 
square  to  thickness,  (15). 

Draw  line  1"  from  end  for  length 
of  thread  (16). 

Grind  threading  tool  to  fit  gage, 
and  thread  bolt  to  fit  nut. 
Make  close  fit,  (16) ,  see  pp.  326, 
331,  rechamfer  point,  (17). 

File  burr  ofif  top  of  thread. 

Remove  gears,  empty  drip  pan 
and  clean  lathe. 

Mill  head  and  nut  to  size  ^'  + 
.003^^  for  filing  and  polishing, 
(18),  (19).  See  pp.  102o,  1026. 


Chamfer  head  and  nut  to  45**, 
(20),  (21),  pp.  340,  341. 

File  and  polish  milled  sides  of 
bolt  head  and  nut  only .  ( 22) , 
(23). 


3d  speed  or  30  F.P.M. 

Medium  power  feed 

—  80tol^ 
3d     speed,     or     30 

F.P.M.  Hand  feed. 

4th  speed,  ar  50 
F.P.M.  Fine  power 
feed—  140  to  1'. 

3d  speed,  or  30  F.P.M . 

medium  power  feed 

—80  to  1'. 
3d  or  4th  speed,  or  50 

F.P.M.   Fine  power 

feed  — 140  to  1'. 


3d  speed,  or  50 
F.P.M.  Hand  feed. 

En^me     lathe,     4th 

speed,  or  speed  lathe 

3d  or  4th  speed,  or 

175  F.P.M. 
Engine      lathe,     3d 

speed,  or  30  F.P.M. 

Hand  feed. 
Vise.  Engine  lathe  3d 

speed,  or  50  F.P.M. 

Hand  feed. 
Vise  copper  jaws. 

Engine  lathe,  Ist 
speed,  or  20  F.P.M. 
Arrange  for  13 
threads. 

4th  speed. 


Milling  machine.  3d 
or  4th  speed.  Back 
gears  in,  or  50 
F.P.M.  Medium 
power  feed. 

Engine  lathe,  3d 
speed,  or  50  F.P.M. 

Vise. 


Clamp  dog,  diamond' 
point  tool,  35®  rakei 
calipers,  rule. 

Left  side  or  bent 
right  side  tool,  cal- 
ipers, rule. 

Clamp  dog,  diamond- 
point  tool,  35° rake, 
1'  micrometer. 

Clamp  dog,  diamond- 
point  tool,  35°  rake, 
calipers,  rule. 

Diamond-point  tool, 
35*  rake,  calipers,  i' 
mandrel  (or  1'  mi- 
crometer), i*  ring 
gage. 


Left  side  or  bent  right 
side  tool,  35**  rake, 
calipers,  rule. 

8'  or  10*  mill  bastard 
file,  calipers,^'stand- 
ard  ring  gage,  oil, 
1*  micrometer. 

Side  tool  35°  rake, 
centre  gage. 

i'X13U.S.S.tap,tap 
wrench,  oil,  nut  man- 
drel, calipers,  rule. 

Copper  sulphate, 
scriber,  rule. 

Clamp  dog,  13  pitch 
U.S.S.  thread  tool, 
center  gage,  thread 
calipers,  rule,  oil, 
drip  (tin)  pan. 

8'  to  10'  mill  bastard 
file. 

Heading  mills,  index 
head  and  chuck, 
milling  machine  nut 
mandrel,  oil,  1' mi- 
crometer. 

i^  X  13  damp  nut, 
and  nut  mandrel, 
rule,  side  tool. 

8*  or  10*  hand-smooth 
file,  nut  mandrel, 
copper  jaws,  90  em- 
ery doth,  lard  oil. 
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87.  To  make  pair  of  spring  bolts,  duplicate  process,  Fig.  63. 


^^^ 


Fia.  63.  —  ScBEDULE  Drawinq. 

:  Material,  J"  hexagonal  "special"  steel  J"  long; 
weight,  1  lb.  9  oz.    Hardness,  15  to  16  (scleroHcope), 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Center  and  square,  7  min.  —  Rough  and  finish  turn,  file  and 
fit,  41  min.  —  Thread,  25  min.  —  Drill  No.  42  hole  and  mill  or  cut 
spiral  grooves,  34  min.  —  Cut  off  bolts  and  drill  and  tap  for  grease 
eupe,  35  min.  —  Clean  lathe,  3  min.  —  Total,  2  h.  34  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Opebations. 

MAcnmes.  Speeds, 
Feeds. 

Too  LB. 

Center. 

See  that  live  center  in  nearly 

Engine  lathe.  12"  to 

true  and  dead  center  in  ap- 

16". 

proximate  alincment. 

KoQEh  aqtiare  7i"  +  ^"  (1). 

3d  or  4th  speed,  or  50 

Dog,  holder  and  cut- 

(!■)■ 

F.P.M.  Hand  feed. 

ter  3S'  rake,  cali- 
pers, rule. 

Becenter. 

Omit  Bnlah  wpiue. 

Draw  linaa  for  eroove  in  center 

Viae,  copper  jaws. 

Copper   sulphate. 

of  work  (I),  and  grooves  for 

rule,     scriber     or 

lengthof  bodiP8(S).(B0. 

half-round  file. 

Cot  EToovea  to  form  heads  at 

Engine  lathe,  2d  or  3d 

i"   cutting-off   tool. 

(»)  and  (»,  (»').  to  Ji"  di- 

speed,  or  40  F.P.M. 
Hand  feed. 

calipers,  rule,  oil. 

RouEh  turn  to  J"  +  Vt"  (*). 

2d  or  3d  speed,  or  50 

Holder    and    cutter 

{i').  three  or  four  cuts. 

F.P.M.       Coarse 

35'  rake,  calipers. 

power  feed  —  40  to 
1". 

rule. 
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True  live  center.       Set  dead 
center  in  accurate  alinement. 
Finish  turn  (ft),  (ft')  to  .499" 
+  .003". 

File  to  limit  (ft),  (O  or  to  fit 
I"  ring  gage. 


Draw  lines  for  length  of  thread 

(•)  (•'). 
Form  ends  (1),  (1').  to  length. 

Thread  ends  to  fit  i"  X  20 
U.  S.  F.  nut,  (6) ,  (6') ,  five  cuts 
.005"  each,  two  cuts  .003" 
each,  three  cuts  .001"  each. 

Drill  grease  holes  through  the 
body  of  bolts,  (7),  (7'). 

Mill  or  cut  spiral  oil  grooves  (8) , 
(80,  lead  one  turn  in  2"  to 
2i". 

Mount  in  chuck. 
Cut  off  bolts  (2). 

Chamfer  heads  to  45''  and  A" 
wide,  (f).  (to. 

Drill  holes  into  ends  of  bolts 
for  grease  cups  and  grease 
holes  (10),  (ir). 

Tap  holes  for  grease  cups  (11), 
(11')*  Start  tap  in  lathe,  pull 
belt  downward  and  follow 
with  dead  center,  remove 
work,  finish  tap  in  vise. 

Case-harden  bodies  only,  or  all 
over. 


Engine  lathe. 

3d  or  4th  speed  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 

4th  speed  or  speed 
lathe,  3d  or  4th  speed 
or  175  F.P.M. 

Vise,  copper  jaws. 

3d  speed,  or  70  F.P.M. 
Hand  feed. 

Arrange  for  20 
threads.  1st  or  2d 
speed,  or  25  F.P.M. 

Speed  lathe,  4th  speed 
or  1400  R.P.M. 

Milling  machine,  2d 
or  3d  speed  or  en- 
gine lathe,  1st  speed, 
back  gears  in. 

2d  or  3d  speed,  or  40 
F.P.M.  Hand  feed. 

3d  speed,  or  70  F.P.M. 
Hand  feed. 

4th  speed,  or  450 
R.P.M.  Hand  feed. 


Engine    lathe, 
copper  jaws. 


vise. 


Gas  furnace,  1325°  F. 
to  1350°  F. 


1"  micrometer. 


8"  or  10"  miU  bt»- 
t^d  file.  1"  mi- 
crometer or  i"  ring 
gage. 

Copper  sulphate, 
rule,  scriber. 

Forming  tool  and  oil, 
or  graver. 

20  pitch  U.  S.  F. 
thread  tool,  center 
gageJ"x20U.S.F. 
clamp  nut. 

V  center,  drill  chuck. 

No.  42  twist  drill, 
oil. 

T^"  convex  cutter, 
milling  machine 
centers,  or  t**" 
grooving  tool  oil. 

Universal  chuck. 

J"  cutting-off  tool, 
oil. 

Holder  and  cutter  35^ 
rake,  or  right  side 
tool. 

Centering  tool,  drill 
chuck,  J}",  and 
No.  12  twist  drills, 
oil. 

i"  pipe  tap,  tap 
wrench,  oil.  See 
Principlea  of 
Machine  Work, 

Tongs,  cyanide  of 
potassium. 


Exception,  —  If  convenient  to  use  a  universal 
rough  turn  bodies  of  bolts  to  .499"  +  .012"  (4), 
bolts  are  case-hardened  mount  on  threaded  center 


grinding  machine, 
(4')  and  then  after 
and 


Grind  to  limit  (12),  (12'). 
p.  7l5. 


See 


Universal 
machine. 


grinding 


Grinding  dog,  grind- 
ing wheel   60   /C, 


vitrified, 
crometer. 


I// 


mi- 


Informaiion,  —  If  castle  nuts  are  to  be  used,  holes  are  drilled  and 
cotter  pins  inserted  and  the  points  bent  back  as  shown  at  ii.  Fig.  63. 

Attention,  —  If  desired,  the  spiral  oil  grooves  may  be  omitted  and 
a  straight  oil  groove  chipped,  on  one  side  only  of  each  bolt,  as  at  B, 
Fig.  63. 


846 


ADVANCED  MACHINE  WORK 


MAKING  A  TENSILE  TEST  SPECIMEN 

88.  To  make  tensile  test  speeimen  for  steel,  wrought  iron, 
brass  or  bronze,  Fig.  64. 


4^"to4 


3- 


-N 


FILLtT8-fR 


I  to  U.ft.S.1 
I    THOS.  I 


Fig.  64.  —  Schedule  Drawing. 

Specifications:  Material,  machine  steel  tV"  to  J"  large;  weight, 
11  oz.    Hardness,  15  to  18  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathes, 
6  min.  —  Prepare  specimen,  30  min.  —  Thread,  20  min.  —  File  and 
polish,  4  min.  —  Clean  lathes,  5  min.  —  Total,  1  h.  10  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 

Machines,  Speeds, 
Feeds. 

Tools. 

File  ends  flat. 

Center. 

See  that  live  center  is  nearly 

Engine  lathe,  12"  to 

true,  and  dead  center  in  ap- 

16". 

proximate  alincment. 

If  ends  of  work  are  nearly  flat 

and  length  is  within  the  limit. 

all  squaring  may  be  omitted, 

otherwise 

Rough  square  to  limit  (1),  (1'). 

3d  speed,  or  50  F.P.M. 

Dog,      holder     and 

Hand  feed. 

cutter    35®    rake, 
calipers,  rule. 

Recenter. 

Omit  finish  square. 

Rough  turn  to  }"  +  t**".  (2), 

2d  or  3d  speed,  or  50 

Holder    and    cutter 

(!8')i  one  cut.        Turn  half 

F.P.M.       Medium 

35**  rake,  calipers. 

way,  reverse  and  turn  other 

power  feed  —  80  to 

rule. 

half. 

1". 

MAKING  A  TENSILE  TEST  SPECIMEN 
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Draw  lines  |"  from  each  end 
for  length  of  thread  (3),  (r). 

Rough  turn  to  H"  (*).  (*'). 
two  cuts. 


Draw  lines  V  from  each  end  to 
give  length  of  body  (ff),  (ff')* 

Rough  turn  to  ff  (6),  one  or 
two  cuts. 


True  live  center  and  set  dead 
center  in  accurate  alinement. 

Finish  turn  to  I",  (2),  (r),  one 
cut. 


Finish  turn  to  .505"  +  .002" 
for  filing  (6),  two  or  three 
cuts.  Adjust  fornaing  tool 
with  thread  stop  and  turn 
body  and  both  fillets  (7), 
(7')f  with  same  setting. 

Chamfer  ends  to  30°. 


Thread  to  fit  nut  or  to  limit  (2) , 

(2')f  nine  cuts  .005"  each, 
five  cuts  of  .003"  each,  and 
three  to  five  cuts  of  .001" 
each. 


File  to  remove  tool  marks  and 
to  limit  (6). 


PoUsh  (•). 


Vise. 

Engine  lathe,  2d  or  3d 
speed,  or  50  F.P.M. 
Medium  power  feed 

—  80  to  1". 

Vise. 

E!ngine  lathe,  2d  or  3d 
speed,  or  50  F.P.M. 
Medium  power  feed 

—  80  to  1". 


3d  or  4th  S];>eed,  or 
70  F.P.M.  Me- 
dium power  feed  — 
80  to  1". 

2d  or  3d  speed,  or  50 
F.P.M.  Fine  power 
feed  — 140  to  1". 
Hand  feed  for  fillets. 


3d  speed  or  70  F.P.M. 
Hand  feed. 

Arrange  for  10  threads. 
2d  or  3d  speed,  or 
25  F.P.M. 


Speed      lathe,      175 
F.P.M. 


Highest  speed. 


Copper       sulphate, 
scriber,  rule. 
Calipers,  rule. 


Copper       sulphate, 
soriber,  rule. 

Calipers,  rule. 


1"  micrometer. 


Forming  tool  35° 
rake,  1"  microm- 
eter, apply  oil 
with  brush  or  can. 


10  pitch  U.  S.  S. 
thread  tool, 
U.  S.  S.  thread 
gage,  1"  X  10 
U.  S.  S.  nut,  or 
thread  micrometer 
(see  p.  1214),!''  X 
10  damp  nut,  dl. 

I"  X  10  damp  nut, 
8"  or  10"  mill- 
bastard  or  mill- 
smooth  file. 

120  emery  cloth,  pol- 
ing damps,  oil. 


Attention.  —  If  the  feed  is  fine  and  the  finishing  cut  smooth,  filing 
may  be  omitted  as  polishing  alone  will  remove  the  tool  marks. 

Important,  —  The  body  must  be  smooth  and  tangent  with  fillets 
as  any  shoulder  or  groove  will  make  the  specimen  useless. 
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MAKING  A  STUD 
89.  To  make  a  stud.  Fig.  65. 


Fig.  65.  —  Schedxtlb  Drawing. 

Specifications:  Material,  machine  steel  ^"  to  i"  large;  weight, 
2  lbs.    Hardness,  14  to  16  (scleroscope). 

Highnspeed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Square,  rough  tiun,  file  and  fit,  1  h.  10  min.  — Thread  and 
drill  hole,  18  min.  —  Clean  lathe,  3  min.  —  Total  1  h.  40  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Center. 

See  that  live  oenter  is  nearly 
true,  and  dead  oenter  in  ap- 
proximate aiinement. 

Rough  square  4f  \  (1),  (S). 


Recenter. 

Omit  finish  square. 

Rough  turn  to  li'\  (3),  one  or 
two  cuts.  Turn  half  way,  re- 
▼erse  and  turn  other  half. 

Draw  Unes  (4),  (ft),  (6),  for 
lengths  of  running  and  forc- 
ing fits  and  thread. 

Cut  grooves  at  lines  (4),  (S), 
.01"  smaller  than  diameters 
(8).  (f),  and  }"  at  (•),  the 
root  diameter  of  thread. 


Machines,  Speeds, 
Feeds. 


Engine  lathe,  12''  to 
16". 

2d  or  3d  speed,  or  50 
F.P.M.  Hand  feed. 


Medium  power  feed 
—  80  to  1". 

Vise,  copper  jaws. 


Engine  lathe,  1st  or 
2d  speed,  or  30 
F.P.M. 


Tools. 


Dog,  holder  and  cut- 
ter SS""  rake,  cali- 
pers, rule. 


Holder  and  cutter 
35**  rake,  calipers, 
rule. 

Copper  sulphate, 
rule,  scriber. 

i"  cutting  off  tool, 
calipers,  rule,  oil. 


MAKING  A  STUD 
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Rough  turn  (7),  (8).  (f).  it" 
large,  one  or  two  cuts  termi- 
natiag  in  grooves. 

True  live  center.  Set  dead 
center  in  accurate  alinement. 

Finish  turn  (7)  to  t''»  (8)  to 
.7510"  -h  .003",  (f )  to  .9990" 
'   +.003." 

Chamfer  ends  (10),  45^;  (11) 
30°. 

File  (f )  to  a  running  fit  in  work 
or  gage,  or  to  limit,  and  (8), 
to  a  light  forcing  fit  in  work, 
or  to  limit. 

Thread  (7)  to  fit  nut.  Take 
ten  cuts  .005"  each,  three 
cuts  .002"  each.  Then  take 
one  cut  .001".  Clean  thread 
and  test,  and  repeat  cuts  of 
.001",  if  necessary.  Depth 
of  thread  .059". 

Rechamfer  to  30**  (11). 

Drill  and  slightly  countersink 
cotter  pin  hole  (19). 


2d  or  3d  speed,  or  50 
F.P.M.  Medium 
power  feed  —  80  to 
1". 


3d  or  4th  speed.  Fine 
power  feed  —  140 
tol". 

Hand  feed. 


4th  speed. 


Arrange  for  1 1 
threads.  1st  or  2d 
speed,  or  25  F.P.M. 


Calipers,  rule. 


Stamp  name  on  large  end. 


3d  speed,  or  70  F.P.M. 

Vise,  copper  jaws. 
Speed  lathe,  3d 
speed,  or     600 

R.P.M. 


Vise,  copper  jaws. 


Calipers,  1"  microm- 
eter. 

Center  gage. 

8"  or  10"  mill  has- 
tard  file,  file  card, 
1"  micrometer. 

11  pitch  U.  S.  S. 
thread  tool  and 
gage,  center  gage, 
f"xll  U.  S.  S. 
nut,  oil. 


Center  gage. 

Scriber,  rule,  center 
punch,   hammer, 
A"  twist  drill,  driU 
chuck,      counter- 
sink, V  center,  oU. 

t"  steel  letters,  ham- 
mer. 


Exception.  —  Grooves  at  (4)  and  (6)  may  be  cut  .01"  under  size, 
and  diameters  (8)  and  (9)  rough  turned  .008"  over  size  and  groimd 
to  size. 

Information.  —  There  are  two  methods  of  making  a  shoulder  on 
studs,  bolts,  shafts,  etc.  One  is  to  cut  a  groove  and  terminate  all 
cuts  in  this  groove.  The  other  is  to  turn  close  to  a  desired  point, 
then  square  the  shoulder  by  the  ''step  method." 

90.  Formulas  of  bolt  heads  and  nuts.  —  While  finished,  heads 
and  nuts  (U.  S.  S.)  are  often  made  iV^  smaller  than  the  rough, 
it  is  best  to  make  both  the  same  size  and  to  use  the  same 
wrench. 

The  short  diameter  or  width  across  flats  »  ^  X  (diameter 
of  bolt)  +  i''. 
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The  long  diameter  or  distance  across  comers  of  square 
head  or  nut  =  short  diameter  X  1-414. 

The  long  diameter  of  hexagonal  head  or  nut  =  short  diam- 
eter X  1.155. 

Thickness  of  nut  =  diameter  of  bolt. 

Thickness  of  head  -  }  short  diameter  of  head. 

Table  of  United  States  Standard  bolt  heads  and  nuts     . 


k 

e 

EB 

J^^M 

O 

^ 

iMjvw^r¥WV1rinnrvwvw1n 

i 

s 

e 

IS3 

sss 

s« 

1 

S 
a 

a 

Q 

s 

1 

a 
s 

u 

1 

s 

s 

Ifl 

|6a 

.L. 

B 

G 

D 

E 

F 

Q 

1 

i 

.26 

20 

.185 

.0056 

.61 

A 

! 

.3125 
.376 

18 
16 

.2403 
.2996 

.0069 
.0078 

II 

75 

88 

! 

A 

.4376 

14 

.3447 

.0089 

1 

01 

. 

.5 

13 

.4001 

.0096 

1 

14 

1 

b 

.6626 

12 

.4642 

.0104 

I 

11 

28 

A 

1 

.625 

11 

.6069 

.0114 

A 

41 

.75 

10 

.6201 

.0126 

li 

lA 

87 

.876 

9 

.7307 

.0139 

lA 

94 

i 

. 

6 

.8376 

.0166 

i» 

1} 

2 

20 

11 

.126 

7 

.9394 

-0179 

IH 

2A 

2 

47 

i 

11 

.25 

7 

.0644 

.0179 

2 

2A 

2 

74 

It 

.375 

8 

.1585 

.0208 

2A 

2  J 

3 

00 

lA 

11 

.6 

e 

.2835 

.0»)8 

21 

2 

3 

lA 

U 

.626 

fii 

.3S8S 

.0227 

2A 

21 

3 

63 

li 

.875 

fi 

.4902 

.0260 

21 

n 

3 

70 

2 

. 

6 

.6162 

-0260 

2H 

4 

06 

24 

.25 

41 

.7113 

.0278 

H 

31 

4 

2 

21 

.6 

41 

.9613 

.0278 

31 

4A 

5 

39 

21 

21 

,76 

4 

.1762 

.0313 

3i 

4i 

93 

21 

3 

. 

.4252 

.0313 

41 

*H 

6 

45 

2| 

2* 

31 

.6288 

.0367 

H 

6| 

«.es 

3 

2A 

Attuili^.  — A  bolt  is  UBUAlly  threaded  &  distuioa  eqiul  t 


TABLES  AND  OTHER  DATA 


851 


91.  International  and  French  Standard  threads. 

Diameter  and  pitch  in  Metric  Measure. 

p  =  pitch. 

d  =  depth  =  p  X  .6495, 


Formula 


/  -  flat  =  2  . 
■^  8 


FiQ.  66. 


92.  International  Standard  thread. 
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7 

8 

9 
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1.0 

1.25 

1  25 

1.6 

1.5 

1.75 
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DiAM. 

• 

Pitch  in 
Millimeters. 

AT  Root 

OF 

Thread, 

M/M. 

Dlvmeter 
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20 
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22 
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6.38 

24 
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5.5 
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6.5 
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OF 

Thread, 

M/M. 
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45.51 
48.86 
62.86 
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60.21 
63.56 
67.56 
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93.  French  Standard  thread. 
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INDEXING  IN  ENGINE  LATHE 

94.  To  index  in  engine  lathe,  Fig.  67.  —  To  file  round 

work  square  or  hexagonal,  or  to  drill  diametrically  through 

a  shaft,  equidistant  lines  may  be  drawn  on  the  work  to 

facilitate  the  operations. 


Fid.  67.  —  Indbxikq  in  thi;  Lathe. 
SCHEDULE  OF  OPERATIONS 


To  divide  tap  shank  or  bolt 
bead  circumference  into  four  equal 
parts.  A,  B,  C,  D,  Fig.  67.  Select 
engine  lathe  witli  headstock  gear 
divisible  by  4,  as  72  +  4  -  18. 
Count  headatock  gear  and  mark  di- 
visions with  chalk.  Mount  blank 
E  on  centers  with  wedge  F  between 
dog  and  faceplate  toprevent  back- 
lash. Uae  pointed  tool  G  to  mark 
line  H  required  distance  from  end. 

Place  file  /  against  under  ude 
of  chalked  tooth;  rotate  lathe 
until  file  touches  headstock  at  /. 


With  the  left  hand  press  the 
handle  downward  until  file  touches 
the  bed  at  K  and  hold  it  in  this 
position. 

With  the  right  hand  operating 
cross  feed,  move  tool  to  lightly 
touch  work,  then  change  the 
right  hand  to  long,  feed  handle 
and  move  the  carriage  to  make  a 
line  with  the  tool.  For  the  other 
lines  repeat  at  the  other  chalked 
teeth  on  gear.  Two  lines  are 
also  shown  at  A',  W. 


95.  To  make  14"  ei^ine  lathe  live  center,  Fig. 

-  6-i-' ,w 

T— t— i— t4^^ 


Fio.  68.  —  ScHBDCLE  Drawim 


MAKING  ENGINE  LATHE  LIVE  CENTER 
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Specifications:  Material;  machine  steel  ^"  to  i'^  large;  weight, 
1  lb.  9  oz.    Hardness,  15  to  18  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  lathe, 
4  min.  —  Make  center,  53  min.  —  Clean  lathe,  3  min.  —  Total,  1  h.  5 
min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Center. 

See  that  live  center  is  nearly 
true  and  dead  center  in  ap- 
proximate alinement. 

Rough  square  to  6i'\  (1),  (9). 


Recenter. 

Omit  finish  squnre. 

Turn  taper  shank  .602"  to  1', 

Set  over  footstock  to  .1568''  or 
/f ',  or  use  taper  attachment. 

Rough  turn  taper  (8),  to  If"  at 
small  end,  one  or  two  cuts. 
Terminate  cuts  close  to  dog. 

Take  a  light  trial  cut  about 

.004"  or  .005".   (4).        To 

complete    this    taper,     see 

Schedule  of  Operations,  p. 

229. 
Smooth  turn  reduced  part  to 

ii".  (*)»  oil©  cut.      Round 

corner  (•). 
Reverse  work  and  set  tool  at 

30°,     approximately,     with 

work. 
Rough  turn  point  of  center  (7), 

to  leave  stem  (8),  as  shown, 

seven  or  eight  cuts. 

To  finish  point  (f),  place  center 
in  live  spindle.  See  Truing 
centers,  p.  Il4. 

Stamp  name  on  (1). 


Machines,  Speeds, 
Feeds. 


Engine  lathe.  12" 
16". 


to 


3d  or  4th  speed,  or  50 
F.P.M.  Hand  or 
power  feed. 


2d  or  3d  speed,  or  40 
F.P.M.  Coarse 
power  feed  —  40  to 
1". 

3d  or  4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 


3d  or  4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  to  I". 


2d  or  3d  speed,  or  50 
F.P.M.  Medium 
power  feed  —  80  to 
1",  or  hand  feed. 

2d  or  3d  speed,  or  50 
F.P.M.    Hand  feed. 

Vise,  oopper  jaws. 


Tools. 


Dog,  holder  and  cut- 
ter 35**  rake,  cali- 
pers, rule. 


Rule,  dividers. 

Holder  and  cutter 
35*^  rake,  calipers, 
rule. 

Morse  taper-ring 
gage  No.  3,  chalk 
or  Prussian  blue. 


Holder   and   cutter, 
graver. 

Center  gage. 


Center  truing  tool, 
side  or  cutting-off 
tool,  center  gage. 

J"  steel  letters,  ham- 


mer. 


Information,  —  Live  centers  are  usually  machine  steel.  Dead 
centers  are  carbon  steel  fitted  to  footstock  spindle  and  of  a  length 
that  when  spindle  is  run  back  nearly  as  far  as  it  will  go,  the  center 
will  be  forced  out.  The  conical  point  is  hardened  and  tempered  to 
a  straw  color  and  often  groimd.  If  a  center  is  made  of  annealed 
carbon  steely  the  cutting  speeds  may  have  to  be  reduced. 
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AUTOMOBILE  SCREWS  AND  NUTS 

96.  The  Society  of  Atttomobile  Engineers'  standard  screws 
and  nuts. 


ANY 


CASTLE 
NUT 


AUTOMOBILE 
BOLT 


« 
I 


-HHH- 


Formula 


pitch. 

depth  =  p  X  .6495, 

flat  =  £ . 
8 


Fig.  70. — United  States 
Standard  Thread. 

For  sizes  of  tap  drills,  see  Principles  of  Machine  Work. 

Diameter  of  screw  =  nominal  diameter  —  .001'^. 

Thread  =  U.  S.  S.  in  form  but  with  finer  pitches.  Taps  and 
dies  are  marked  U.S.F. 

Heads  and  nuts  are  semi-finished  but  smaller  than  U.  S.  S. 

Screws  soft.  Plain  nuts  soft.  Castle  nuts  case-hardened. 
Nuts  should  be  a  good  fit  on  screw —  without  perceptible  shake. 

The  tap  is  from  .002"  to  .003''  larger  than  standard  at  the  top 
of  thread  to  give  the  screw  clearance  in  the  nut.  Material 
for  screws  and  nuts,  machine  steel ;  tensile  strength,  100,000  lbs. 
per  square  inch;  elastic  limit,  60,000  lbs.  per  square  inch. 

Threaded  portions  of  screw  should  be  one  and  one-half  times 
the  body  diameter. 

Attention,  —  The  castle  nut  is  used  where  a  positive  lock- 
ing system  is  desired. 

Important,  —  It  is  best  to  use  U.S.S.  threads  on  soft  material 
such  as  aluminum  and  cast  iron;  and  also  on  brass  and  bronze 
if  subjected  to  great  strains. 


AUTOMOBILE  SCREWS  AND  NUTS 
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97.  Lock  washers  are  used  to  hold  plain  automobile  nuts,  as 
in  Fig.  71.  The  washer  is  cut  open  at  A,  and  bent  up  at  B  and 
down  at  B\  When  nut  is  screwed  down  hard  these  projections 
cut  into  both  nut  and  seat  and  prevent  nut  becoming  loose. 


r-^^ 


LOCK 
WAtHCR 


Fig.  71.  —  Fastening  a  Plain  Nut  with  Lock  Washer. 

98.  Constants  for  finding  diameter  at  bottom  of  U.  S.  S., 
U.  S.  F.  and  V  threads. 


TBBKAD8 

U.  8.  8.  AND 

U.  8.  F. 
Constant 

V  Thrbad 

Trrsadb 

U.  8.  8.  AND 

U.  S.  F. 
Constant 

V  Thbxad 

pkrIncr 

Constant 

ft 

PUR  Inch 

Constant 

3 

.43301 

.57733 

18 

.07217 

.09623 

3} 

.37115 

.49487 

20 

.06495 

.08660 

4 

.32476 

.43301 

22 

.05905 

.07873 

4} 

.28868 

.38490 

24 

.05413 

.07217 

5 

.25981 

.34641 

26 

.04996 

.06662 

5i 

.23619 

.31492 

28 

.04639 

.06186 

6 

.21651 

.28868 

30 

.04330 

.05773 

7 

.18558 

.24744 

32 

.04059 

.05413 

8 

.16238 

.21651 

36 

.03608 

.04811 

0 

.14434 

.19245 

40 

.03248 

.04330 

10 

.12990 

. 17321 

44 

.02952 

.03936 

11 

.11809 

.15746 

48 

.02706 

.03608 

12 

. 10825 

.14434 

50 

.02598 

.03464 

13 

.09993 

. 13323 

56 

.02320 

.03093 

14 

.09279 

. 12372 

60 

.02165 

.0288 

16 

.08119 

.10825 

64 

.02030 

.02706 

Formula,  — 


A 

Ia 


C  B  Constant  for  number  of  threads  per  inch. 
D  »  Outside  diameter. 

Diameter  at  bottom  of  thread. 

Example.  —  Given  outside  diameter  of  U.  S.  F.  screw  thread,  J  inch, 
20  threads  per  inch,  find  diameter  at  bottom  of  thread.  Expressed 
in  decimals  D  =  .600'  constant  for  20  threads,  U.  S.  F.,  C  =  .06495; 
diameter  at  bottom  of  thread  A  =  .500'  —  .06495  =  .43605'  or  prac- 
tically iV*. 
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SECTION  4 

LATHE  WORK 

Chucks.     Face   Plates.     Chucking.     Reaming.     Machining  Alloys, 

etc    Mandrels  or  Arbors.    Turning  Flanges.    Turning  PuUeys. 

Polishing  Lathe  Work.    Curve  Turning  and  Forming.    Making 

Formed  Machine  Handles.  Polishing,  BufSng  and  Lacquering. 

CHUCKS 

1.  The  term  chuck  has  a  double  meaning.  —  First,  it  is  the 
device  used  for  holding  work,  drills  or  other  tools.  Second,  it 
is  the  act  of  securing  work  in  a  holding  device.     See  Chucking. 

Chucks  are  indispensable  to  a  large  class  of  work. 

2.  Attaching  chucks  to  machine  spindles.  —  Drill  and  other 
small  chucks  are  attached  by  a  double-ended  taper  arbor  or 
shank;  one  end  fitting  the  taper  hole  in  chuck  and  the  other 
the  taper  hole  in  spindle.  Lathe  chucks  are  usually  attached 
by  a  threaded  back  plate.     See  p.  608. 

3.  Chuck  jaws.  —  Pour  general  kinds,  Fig.  1 : 


DRILL  LATHE  MILLING  BRASS 

JAWS  JAWS  MACHINE  (SLIFO 

JAWS  JAWS 

Fig.  1.  —  Chuck  Jaws.    Foue  Kinds. 

Drill  jaws,  for  holding  drills,  rods,  and  similar  pieces,  also  for 
holding  hollow  work  by  the  inside. 

Lathe  jaws,  for  lathe  work  of  large  diameter. 
MiUing-machine  jaws,  used  on  milling  machines. 
Brass  {slip)  jaws,  for  brass  work. 
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Information-  —  The  jaws  of  aome  chucka  may  be  reversed 
and  used  either  as  drill  or  lathe  jaws. 

4.  Classes  of  chucks.  —  Drill,  independent,  umTersal  and 
combination,  besides  draw-in  chucka. 

6.  A  drill  chuck  is  used  to  hold  drills  and  stnall  work. 

6.  An  independent  chuck,  Fig.  2,  is  one  in  which  each 
jaw  is  moved  independently  with  wrench.  Chuck  A  con- 
sists of  disk  B  screwed  to  spindle  of  headstock  C.  Lathe 
jaws  D,  stepped  to  suit  different  diameters  of  work,  slide  in 
slots  in  disk  B  and  are  moved  by  screws  B,  E,  operated  by  a 
special  wrench. 


Flo.  2.  —  Independent  Chitck.    Facing  Disk. 

Important.  —  Concentric  circles  are  marked  on  the  face  of 
some  independent  and  combination  chucks  to  facilitate  set- 
ting jaws  and  work.     See  p.  12l2. 

Attention. — Independent  chucka  are  better  adapted  for 
rough  work  than  universal  chucka. 

7.  To  true  up  and  hold  work  in  an  independent  chuck.  — 
Grip  work  tightly.  Run  lathe  at  a  moderately  high  speed, 
rest  hand  on  carriage  and  hold  a  piece  of  chalk  to  just 
touch  work.     Stop  lathe,  looaen  jaw  or  jaws  opposite  part 
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marked  by  chalk  and  set  others  in.  Erase'  chalk  mark  and 
test  again,  continuing  until  work  runs  true,  then  set  all  jaws 
up  hard.  Fig.  2  shows  also  the  operation  of  facing  work  F 
with  cutting-in  tool  Q. 

8.  A  universal  chuck,  Fig.  3,  is  one  whose  jaws  move 
to  and  from  the  center  simultaneously  and  concentrically. 
Chuck  A  is  screwed  to  spindle  of  headstock  B.  This  is  known 
as  a  geared  scroll  chuck,  and  is  made  with  either  drill  jaws,  aa 
shown,  or  lathe  jaws.  It  consists  of  shell  C,  three  bevel 
pinions  E  in  mesh  with  an  annular  bevel  gear,  upon  whose 
face  is  a  scroll  which  engages  jaws  D.  This  chuck  should  be 
used  for  smooth  work. 


Fig.  3. — Universal  Chuck.    Tornino  Sleeve. 

9.  To  true  up  and  hold  work  in  a  universal  chuck.  — 
Place  work  in  chuck,  "set  up"  jaws  by  one  pinion,  run  lathe 
and  use  chalk  as  before.  If  not  true  enough,  loosen  and 
turn  work  about  one-quarter  of  a  revolution;  tighten  pinion 
and  test  again;  when  right,  tighten  pinions  hard. 

Fig.  3  also  shows  how  a  bushing  is   made  from  bar   F. 
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The  bar  is  squared,  then  drilled  and  reamed  by  chucking 
method  (see  pp.  409. 417),  turned  with  tool  G,  and  cut  off  with 
cutting-off  tool. 

10.  A  combination  chuck,  Fig.  4,  is  a  chuck  in  which 
the  jawa  may  be  moved  independently  or  simultaneously. 
When  moved  simultaneously,  jaws  may  be  set  either  con- 
centrically or  eccentrically.  Chuck  A  consists,  of  shell  B  and 
jaws  C  moved  by  screws  D.  These  screws  mesh  with  thread 
on  back  of  jaws,  and  carry  pinions  which  can  be  placed  in 
mesh  with  an  annular  bevel  gear  controlled  by  device  on 
back  of  chuck.  When  in  mesh,  chuck  is  universal;  out  of 
mesh,  each  jaw  can  be  moved  independently.    In  Fig.  4  the 


Fio.  4. — CouBJNATioN  Chock  Holdino  an  Bcckntric. 

jaws  are  set  eccentrically  with  annular  out  of  mesh,  then  an- 
nular is  thrown  in  mesh  and  the  jaws  are  controlled  as  in  a 
universal  chuck.  To  make  the  chuck  universally  concentric, 
adjust  each  jaw  to  a  circle  on  face  of  chuck  and  throw  id 
annular. 

11.  Special  chucks  can  be  made  or  ordered  from  a  manu- 
facturer. For  some  classes  of  work,  jaws  of  special  shape 
may  be  home-made  to  6t  a  regular  chuck. 
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12.  Face  plate  jaws  are  obtainable  which  may  be  bolted 
to  a  face  plate  and  used  as  a  chuck. 

13.  Draw-in  (spring)  chocks,  or  collets,  Fig.  5,  are  used  on 
toolmakers'  and  watchmakers'  lathes  and  also  on  some  engine 
and  turret  lathes  to  hold  bars  or  rods,  as  BB'.  The  rod  is 
passed  through  the  spindle  and  accurately  held  by  the  chuck, 
and  from  the  rod  small  screws,  studs,  bolts,  etc.,  may  be 
conveniently  made  without  preliminary  cutting  off,  centering, 
squaring,  etc. 


Fia.  S. — Tdrnino  Rod  Held  in  Draw-in  Chuck. 

The  steep  taper  on  the  chuck  fits  the  conical  hole  in  end 
of  spindle.  The  chuck  is  slitted  a  short  distance  at  three 
equidistant  points,  and  rotating  wheel  C,  which  operates  a 
hollow  shaft  that  passes  through  the  spindle  and  makes  a 
threaded  connection  to  end  of  chuck,  draws  the  chuck  into 
its  seat  to  grip  the  bar  or  rod, 

14.  Care  of  chucks.  —  All  chucks,  and  especially  universal 
chucks,  are  shortlived  for  accurate  work  unless  used  intelli- 
gently and  properly  cared  for;  they  should  be  cleaned  and 
oiled  frequently, " 
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15*  Mounting  and  removing  chucks.  —  Clean  and  oil 
thread  of  both  chuck  and  spindle,  remove  live  center  and 
plug  hole  with  clean  waste.  Hold  chuck  square  against  nose 
of  spindle  with  right  hand  or  arm  and  rotate  lathe  with 
left  hand  untilthe  chuck  comes  against  shoulder  on  spindle. 
Small  chucks  may  be  loosened  by  grasping  one  jaw  with  a 
monkey  wrench  and  striking  the  handle  a  sharp  blow  with 
the  hand;  large  chucks,  by  placing  a  block  of  wood  between  a 
jaw  and  the  bed  of  lathe  and  rotating  lathe  backward  (with 
back  gears  in)  by  hand.  Arbor  or  shank  chucks  are  inserted 
and  removed  the  same  as  lathe  centers. 

Attention.  — To  avoid  springing  work  held  in  a  chuck,  the 
jaws  should  be  forced  against  the  solid  parts,  if  convenient, 
as  the  arms  of  a  pulley. 

In  some  classes  of  light  work,  it  is  often  necessary  to 
loosen  the  jaws  slightly  before  taking  a  finishing  cut  either 
when  turning  work  held  in  a  chuck  or  when  boring  or 
reaming. 


FACE  PLATES 

16.  To  hold  work  on  face  plate.  —  Some  work  can  be 
clamped  to  a  large  face 
plate  and  machined  more 
accurately  and  conven- 
iently than  if  held  in  a 
chuck.  The  work  B  is 
clamped  to  face  plate  A, 
Fig.  6,  by  clamps  C 
and  C  and  bolts  D  and 

If  a  finished  surface 
is  to  be  clamped  against 
a  face  plate  or  other  fin- 
ished   surface,    insert    a 

sheet    of   paper   between       pia.  6. -Clamping  Work  to  Face 
to  prevent  slipping.  Plate. 


FACE  PLATES 


17.  To  damp  an  ensine  crank  to  fac«  plate,  V\g.  7.  — To 
face  plate  A,  crank  B  is  bolted  by  bolts  C  and  C  and  clamp 


Fio.  7. — Tbbtino  LocATioK  of  Enoinb  Crank  ow  Faob  Plats. 

D,  in  order  to  bore  out  hole  E  and  turn  and  face  hub  F. 
Before  clamping  to  face  plate,  plane  the  crank  on  its  face 
and  line  out  the  holes,  as  at  tf  and  /,  Fig.  8.     Describe 


Fia.  8. — Latino  Out  Holes  in  Engine  Crank. 


circles  of  the  required  diameter  around  the  cored  holes  the 
proper  distance  apart  for  the  crank  throw.  To  provide 
centers  for  circles,  drive  pieces  of  wood  into  holes  to  form 
bridges,  as  at  /  and  J'.  Turn  down  the  corners  of  a  piece 
of  tin,  and  drive  it  into  the  center  of  the  bridge,  as  at  K  and 
K'.  Rotate  lathe  by  hand  and  move  crank  by  rapping  until 
circle  is  true  to  axis  of  rotation  when  tested  with  scriber  L, 
Fig.  7,  then  clamp  crank  hard  to  face  plate. 
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18.  A  counter  weight  to  balance  work  is  bolted  to  face 
plate  at  M,  Fig.  7,  in  order  to  balance  the  eccentrically  placed 
work  and  insure  smooth  running  and  accuracy. 

19.  To  hold  work  with  an  angle  plate.  —  Angle  plate  A, 
Fig.  9,  is  a  useful  fixture  for  various  machine  tools.  It 
is  planed  all  over  with  the  faces  at  right  angles  (90°).  It 
ia  bolted  to  face  plate  B,  and  pillow  block  C  ia  clamped  to 


Flo.  9. — TJsB  OF  Anolb  Platb  Cluipbd  to  Face  Pi^tb. 

inside  surface  by  bolta  D  and  D'  and  clamps  E  and  E'.  F  ia 
a  counterbalance.  Before  boring,  the  pillow  block  has  bad 
its  base  planed  and  the  cap  fitted  and  screwed  on.  A  circle 
of  proper  diameter  Is  described  around  the  cored  hole  and 
center  punched.  The  angle  plate  and  work  must  be  adius,ted 
until  this  circle  runs  true,  after  which  hole  0  may  be  bored 
and  reamed. 

CHUCKING 
20.  A  method  of  drilhng  and  reaming.  —  In  chucking,  the 
drill  is  stationary,  while  the  work  rotates.  In  drilling,  the  drill 
rotates  and  the  work  is  stationary.  Boring  is  tke  enlarging 
of  a  hole  with  a  boring  tool,  or  boring  bar.  Chucking  is  used 
where  it  would  be  impracticable  to  drill. 
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21.  Chocking  with  twist  drill  in  engine  lathe,  Figs.    10,  11. 


Fio.  11. — CnucKiMa  Holk  with  Twiar  Drill. 

SCHEDULE   OF  OPERATIONS  AND  T00I5 
Set  dead  center  in  approximate  alinement. 
Drill,  jin"  to  ^^"  small.    Hand  reamer,  standard  sice. 


1.  Mount  work  A  in  indepen- 
dent chuck  B,  Fig.  10. 

2.  True  up  work.  See  pp.  i02, 
403. 

3.  Cut  cavity  of  same  angle 
and  diameter  as  drill,  Id  center 
of  work  to  start  drill  true,  with 
graver,  right  aide  tool  or,  prefer- 
ably, centering  tool  C,  Fig,  10. 

4.  Fasten  dog  E  to  ^nk  of 
twist  drill  D,  Fig.  11. 

5.  Place  tool  F  in  tool-pOBt  0. 

6.  Hold  tool  F  against  dog  B 
by  long,  feed  handle  with  left  hand, 


to  prevent  drill  feeding  away  from 
center  H  at  end  of  cut. 

7.  Feed  footatock  spindle  with 
right  hand. 

8.  Help  carriage  along  with 
left  hand  by  operating  the  long, 
feed  handle. 

Wammg,  —  To  prevent  drill  D, 
Fig.  11,  supping  off  dead  center 
H,  hold  tool  F  hard  t^uDst  d(w  E. 
To  n^lect  this  often  ruins  drill 
and  work.  See  p.  (41. 
To  ream  hole,  see  pp.  414^18. 
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Attention.  —  Solid  work,  especially  steel,  ia  chucked  with  a 
two-lip  twist  drill.  Three  and  four-groove  drills  are  used  for 
cored  work  (castings)  or  to  follow  a  two-groove  drill.  Smooth 
holes  may  be  made  with  a  drill  tIs"  to  ^"  small  and  s  hand 
reamer;  but  better  results  are  obtained  by  also  using  a  fluted 
chucking  reamer  .005"  small  before  the  hand  reamer.  See 
pp.  417,  418. 

22.  Drill  holder  and  steady  rest,  A,  Ilg.  12,  is  used  with 
taper  shank  drills.  Rest  B  and  guide  bushing  C  are  used  to 
center,  steady,  and  guide  three-groove  twist  drill  D  in  work 
E  which  is  a  cored  casting  held  in  chuck  F.  Extra  guide 
bushings  are  supplied  to  fit  drills  of  different  diameters. 


Flo-  12. — Cbuckinq  with  Drill  Holder  and  Steasi  Rest. 

23.  Flat  chucking  drills  for  chucking  in  an  engine  lathe, 
for  either  cored  holes  or  solid  work,  Fig.  13.    Large  counter- 


°Cj 
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Pig.  13.  —Flat  Chpckino  Drill. 

sink   A,  Fig.   13,  provides  a  firm  bearing  on   dead   center. 
End  B  is  i^*  smaller  in  diameter  than  the  chucking  reamer. 
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Point  CC  is  central  and  either  thinned  or  grooved  on 
both  sideS;  as  at  D.  To  give,  the  cutting  lips  some  rake, 
grooves  may  be  ground  above  them,  one  of  which  is  shown 


3 


Fia.  14.  —  Grooyed-Lip  Flat  CmjcKiNo' Drill. 


at  EE\  Fig.  14.    A  better  way  is  to  twist  the  lips  as  at  F  and 
G,  Fig.  15. 
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Fig.  15.  —  Twisted-Lip  Flat  Chuckino  Drill. 

24.  Flat  chucking  reamers.  Fig.  16.  —  The  cutting  edges 
are  AB  and  CD.  Head  E  is  from  .006''  to  .010''  under  size 
to  allow  for  hand  reaming. 


B 


0 


1 
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Fig.  16.  —  Flat  Chucking  Reamer. 


Attention.  —  Reamed  holes  have  a  very  slight  taper  and  the 
end  the  reamers  enter  is  always  the  larger;  therefore  drill  and 
ream  work  from  the  side  into  which  the  shaft  is  to  be  fitted. 

26.  Chucking  with  a  flat  drill  and  chucking  reamer  in  an 
engine  lathe.    Fig.  17. 
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iiiQ.  1/.  —  fJBUCKOia  iVLLXj  WITH  tliAT  Drill. 

SCHEDULE   OF   OPERATIONS  AND   T00I5 
Set  dead  center  in  approximate  alinemeDt. 
Drill,  ^f"  to  b'j"  small.    Chucking  reamer,  y^j"  small. 
Drill  rest.     Monkey  wrencb.     Hand  reamer,  standard  sise. 


1.  Mount  pulley  A  \a  inde- 
pendent chuck  B. 

2.  True  up  by  inmde  of  rim. 

3.  Clamp  drill  holder  C  in  post 
B  to  tool  block  F. 

4.  Set  holder  with  dead  center 
H'  exactly  in  middle  of  slot  aa 
at  Oand  with  drill  approximately 
central  as  C,  C. 

5.  Set  hokler  near  work  as  at 
C,  A'. 

6.  Place  point  of  drill  central 
agEunst  hub  A'. 

7.  Place  dead  center  H  in  other 
end. 

8.  Pull  wrench  K  forward  to 
pinch  drill  in  slot. 

9.  Start  lathe  at  speed  for 
twist  drills. 

10.  Feed  spindle  until  drill  cuts 
half  the  deptn  of  its  point. 

11.  Remove  wrench.  Feed 
drill  rapidly. 


12.  Hold  drill  back  on  dead 
center  with  left  hand,  when  point 
breaks  through. 

13.  Stop  lathe  when  through. 

14.  Place  flat  chucking  reamer 
in  slot  as  in  operation  4. 

15.  Hold  with  wrench  until 
reamer  is  started.  When  through 
stop  lathe.  To  ream  hole,  see 
pp.  414,  416,  417. 

Attention.  —  If  slot  in  holder  is 
not  at  height  of  dead  center,  the 
drill  or  reamer  will  cut  large  and 
may  spoil  work.  If  drill  moves 
aide  wise  when  starting,  replace 
wrench  and  repeat.  Drill  must 
cut  true  before  reaching  full  diam- 
eter. For  large  holes  or  cored 
holes,  use  two  or  three  flat  drills 
of  increanng  diameters. 
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REAMING 

26.  Reamers  are  used  for  sizing,  smoothing,  and  standard- 
izing straight  and  taper  holes.  See  Taper  Reamers,  pp.  418, 
419,  619,  620. 

There  are  two  general  classes:  chucking  or  roughing  ream- 
ers, used  in  a  machine,  and  finishing  reamers,  used  by  hand  or 
power.  The  usual  amount  for  the  finishing  reamers  to  cut 
is  .005'^  to  ■^''  for  cast  iron,  and  .005''  to  .010^  for  steel  and 
brass. 

27.  Irregularly  spaced  teeth.  —  To  prevent  chattering, 
reamer  teeth  or  blades  are  spaced  progressively  wider  as  in 
Fig.  18,  il  to  1  to  the  right,  and  from  1  to  il  to  the  left. 

The  clearance  G  is  given  the  teeth  or  lands  to  relieve  the 
cutting  edge.  The  point  of  a  hand  reamer  is  slightly  tapered 
a  distance  equal  to  its  diameter,  to  enter  the  hole.  The  shank, 
Hf  Fig.  20,  is  ground  .001^  small,  to  prevent  binding  in  hole. 


A" 


Fig.  18.  —  Tebth  of  Hand 
Reamer  Irrsqularlt 
Spaced. 


Fia.  19.  —  Teeth  op  Hand 
Reamer  with  Negative 
Raxe. 


28.  To  ream  brass,  the  face  of  teeth  is  inclined  2QP  back 
of  radial  (negative  rake)  to  prevent  chattering,  as  in  Fig.  19. 
See  Broaching,  pp.  646-648. 

Attention,  —  Cast  iron  and  brass  are  reamed  dry;  steel  and 
wrought  iron  with  oil. 

Warning,  —  To  ream  thin  work  in  a  vise  use  a  jig  similarly 
constructed  to  the  tapping  jig.      See  Principles  of  Machine 
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Work,  To  ream  work  in  a  vise  without  a  jig  and  also  with- 
out chattering  and  spoiling  the  work,  the  length  of  hole  should 
be  about  twice  the  diameter  of  the  reamer.     See  pp.  4l6,  417. 


Fia.  20.  — ^Reaming  in  Vise. 


29.  Hand  reaming  work  held  in  vise.     Fig.  20. 


SCHEDULE  OF  OPERATIONS  AND  TOOLS 
Hole  in  flange  casting  drilled  or  drilled  and  reamed  .005^  to  -J^^  small. 


1.  Chuck  work  B  in  engine 
lathe  then  fasten  firmly  in  vise  C. 

2.  Place  adjustable  reamer 
wrench  D  on  square  end  of 
reamer  A  and  fasten  with  thumb 
BcrewE. 


3.  Rotate  wrench  rapidly  in 
direction  of  arrow  F  and  at  same 
time  press  downward  in  direction 
of  arrow  G,  continue  rotating  and 
pressing  downward  until  reamer 
passes  clear  through  the  casting. 


Attention, — Hand  reamers  should  never  be  rotated  back- 
ward as  it  quickly  destroys  their  cutting  edges,  and  they  should 
be  used  vertically  when  the  nature  of  the  work  will  permit. 

Note.  —  Before  placing  reamer  in  hole,  see  that  there  are  no 
burrs  on  shank  H,  which  would  be  likely  to  scratch  the  reamed 
surface  as  the  reamer  is  passed  through  the  hole. 


REAMING 
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30.  To  ream  a  hole  by  hand  in  a  vertical  drilling  machine, 
Fig.  21. 


FiQ.  21.  —  Hand  Reaming  in  a  Vertical  Drilling  Machine. 


SCHEDULE  OF  OPERATIONS  AND  TOOLS 
Hole  in  work  drilled  .OOS'^  to  i^''  small. 


1.  Place  drill  in  socket  and  the 
socket  in  spindle. 

2.  Unclamp  table  at  swivel  and 
column. 

3.  Adjust  table  until  drill  will 
pass  down  through  any  con- 
venient hole  and  reclamp. 

4.  Clamp  block  A  to  table  B 
with  clamps,  bolts,  and  step 
blocks  C,  C\ 


5.  Drill  hole  with  reamer  drill. 
See  Accurate  Drilling,  Principles 
of  Machine  Work, 

6.  Insert  center  D  and  place 
wrench  E  and  reamer  F  in  place. 

7.  Rotate  reamer  in  direction 
of  arrow,  following  with  center  D. 


31.  Adjustable  reamers.  —  A,  Fig.  23,  may  be  adjusted 
to  compensate  for  wear  and  to  ream  special-size  holes. 

32.  Reaming  stand  £,  Fig.  22,  is  more  convenient  than 
a  vise.  It  consists  of  an  independent  chuck  C,  supported 
by  column  D.  The  work  E  is  firmly  gripped  in  the  jaws  F 
by  operating  the  handle  0. 
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Flo.  22. — Hand  Rbaiono  in  BiAiiiMa  Stand. 


33.  To  nam  work  bf  hand  in  the  lathe  with  a  liand  reamer^ 

Fig.  23. 


FiQ.  23.  —  Rbamino  in  Latbk  bt  Haitd. 


417 


SCHEDULE  OF  OPERATIONS  AND  TOOLS 

Hole  in  blank  drilled  or  bored  .005*  to  ^'  small. 
Set  dead  center  in  approxiniAte  atinement. 


1.  Place  reamer  A  in  driQed 

2.   Place    arm    of    wrench    D 

or  bored  hole  in  work  B  held  in 

agtuQBt  tool  block  E. 

chuck  C. 

I       3.  PuU    belt   downward    and 

follow  with  dead  center. 

Attention.  —  Carefully  follow  reamer  with  dead  center  to 
prevent  spoiling  reamer  and  work. 

On  thick  work,  start  hand  reamer  in  above  manner  in  lathe, 
and  then  take  both  work  and  reamer  to  reaming  stand  or 
vise  for  finishing.     See  p.  4l4. 

34.  Fluted  chuddng  reamer,  Pig.  24,  is  obtainable  in 
standard  sizes  or  .005*  email,  to  be  followed  by  standard 
hand  reamer.  This  class  of  reamers  has  its  points  always 
beveled,  and  some  points  are  slightly  tapered  the  same  as  on 
hand  reamers.  Chucking  reamers  are  also  obtainable  with 
taper  shanks  to  fit  drill  sockets. 

36.  To  ream  in  lathe  by  power  with  fluted  chucking  reamer, 
Fig.  24. — Fasten  dog  D  to  shank  of  reamer  A  and  insert 
reamers  in  drilled  hole  of  work  B,  held  in  chuck  C,  allowing 
dog  D  to  rest  on  tool  block  E. 


Fio.  24.  —  REAioNa  Geab  Blank  in  Lathe  e 


418 


ADVANCED  MACHINE  WORK 


SCHEDULE  OF  OPERATIONS  AND  TOOLS 

Hole  in  casting  drilled  j^js"  ^  ^^  small. 
Set  dead  center  in  approximate  alinement. 


1.  Place  reamer  A  in  drilled 
hole  in  work  B  held  in  chuck  C. 
Fasten  dog  D  to  shank  of  reamer 
and  rest  on  tool  block  E. 

2.  Fasten  tool  F  in  post  G  and 
adjust  to  prevent  reamer  drawing 
off  dead  center. 

3.  Use  power  and  help  carriage 
along  by  hand.    Use  about  two- 


thirds  the  speed  recommended 
for  twist  drills  of  same  diameter. 

Warning,  —  To  prevent  reamer 
Af  Fig.  24,  slipping  off  dead  cen- 
ter, press  tool  F  hard  against  dog 
D,  Neglect  of  this  often  ruins 
drill  and  work. 

To  hand  ream,  see  pp.  416,  417. 


36.  Rose  chucking  reamer.  Fig.  25,  is  made  with  either 
straight  or  helical  flutes,  with  cutting  teeth  on  end  only.  It 
will  not  produce  as  smooth  a  hole  as  a  hand  or  fluted  chuck- 
ing reamer  and  is  not  used  when  a  smooth  hole  is  required. 
See  pp.  417,  418.  It  is  obtainable  in  standard  sizes  and  also 
with  taper  shank  to  fit  drill  sockets. 


Fig.  25.  —  Reaming  Flange  Casting  by  Power  in  Lathe. 


37.  Broach  reamers  for  small  taper  pins.  —  Collars,  A,  and 
similar  work  are  often  fastened  to  shafts  by  drilling,  ream- 
ing, B,  and  pinning,  C,  Fig.  26. 
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HAND  BROACH  REAMER 
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Fig.  26.  —  Reaming  Taper  Pin  Holes 
WITH  Broach  Reamer  in  Speed  Lathe. 


Broach  reamers  may  be  supplied  with  a  handle,  as  at  E, 
and  used  by  hand  to  enlarge  holes  and  to  remove  burrs.  They 
are  obtainable  in  tapers  of 
i"  and  -j^^^  per  foot,  and  in 
sizes  from  No.  1  to  No.  70 
(drill  and  wire  gage  sizes). 
Taper  pin  fluted  reamers 
and  taper  pins  having  a 
taper  of  J'^  per  foot  are 
used  for  pinning  or  dowel- 
ing, and  are  obtainable  in 
sizes  from  i"  to  IJ^,  Each 
reamer  overlaps  the  next 
smaller  size. 

Attention.  —  To  avoid  breaking  taper  reamers,  feed  slowly, 
oil  freely,  and  withdraw  frequently  to  remove  chips. 

MACHINING  ALLOYS,  ETC. 

38.  To  machine  bronze.  —  Phosphor,  Tobin,  and  other 
bronzes  are  tougher  than  ordinary  brass,  and  are  machined 
with  cutting  tools  similar  to  those  used  for  steel  and  wrought 
iron,  and  lubricated  with  lard  oil. 

39.  To  machine  copper.  —  Copper  is  machined  with  tools 
similar  to  those  used  for  steel  but  preferably  with  more  rake 
as  a  keen  edge  is  desirable,  and  with  the  point  slightly 
rounded.  Lubricate  with  milk,  soda  water,  or  soap  mixture. 
Use  speed  nearly  as  fast  as  for  brass. 

40.  To  machine  aluminum.  —  Aluminum,  owing  to  its  light 
and  ductile  nature,  is  machined  with  tools  having  acute  cutting 
angles,  more  rake  than  is  used  for  steel,  and  at  a  moderately 
fast  cutting  speed.  See  Lubricants  for  Cutting  Tools,  p.  l48. 
A  very  high  polish  may  be  obtained  on  a  cotton  buffing  wheel. 

41.  To  machine  Babbitt  and  lead. — Babbitt  and  lead  are 
machined  dry  and  with  keen  tools,  the  same  as  aluminum. 

42.  To  machine  vtilcanite  or  hard  rubber  or  fiber. — 
Rubber  and  fiber  are  machined  dry,  at  a  moderately  fast 
speed,  with  cutting  tools  similar  to  those  used  for  steel.    They 
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are  finished  and  polished  the  same  as  steel,  for  a  very  high 
finish  bu£f  on  a  cotton  buffing  wheel  charged  with  tripoli  or 
rottenstone. 

43.  To  machine  rawhide^  use  tools  similar  to  those  used 
for  steel,  but  preferably  with  more  rake  and  with  a  cutting 
speed  about  the  same  as  for  brass,  and  machine  dry.  For 
gear  blanks,  the  several  layers  are  confined  between  riveted 
plates,  and  should  be  shellacked  as  soon  as  machined  to  pre- 
vent swelUng.  Rawhide  is  milled  and  drilled  dry,  and  the 
chips  are  removed  by  compressed  air  or  a  fan. 

MANDRELS  OR  ARBORS 

44.  A  mandrel,  often  called  an  arbor,  is  pressed,  driven,  or 
threaded  into  work  to  provide  centers  so  that  it  may  be 
machined. 

An  arbor  is  a  shaft  used  to  carry  a  cutting  tool,  as  a  mill- 
ing machine  arbor,  a  saw  arbor,  etc. 

Four  classes  of  mandrels  are  used:  solid,  expanding,  built-up 
and  gang.    See  pp.  421, 422, 6l3  and  Nut  Mandrel,  pp.  340, 1208. 

45.  Standard  solid  mandrel,  AB,  Fig.  27,  is  made  of  tool 


MANDREL 


Section  of  Mandrel  End. 


LARGE    END 
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r" 


SMALL  END 
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Fio.  27.  —  Mandrel  or  Arbor. 
steel,  hardened  and  ground.  See  Table  of  Mandrels,  p.  1204. 
The  size  is  stamped  at  large  end,  as  at  C.  A  portion  of 
each  end  is  reduced  and  flattened  to  receive  the  driving  dog. 
The  ends  are  recessed  as  at  D,  Fig.  27,  around  the  counter- 
sinks to  protect  them  from  injury. 

Important. — For  accurate  work,  mandrels  should  be  tested 
to  see  if  they  run  true.    See  12ll. 


MANDRELS 
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46.  Expanding  mandrel.  —  fig.  28  consists  of  shaft  A 
having  viniformly  tapered  slots  as  at  B.  Sleeve  C  guides  ta- 
pered jaws  D  (see  D')  while  they  are  being  adjusted  to  the  work 
by  the  sliding  of  the  shaft  A. 


Fra.  28.  —  EzpANDiMs  Hjutorkl. 


47.  Bridges  in  hollow  castings  A,  fig.  29,  are  often  cast 
across  the  ends  as  at  B,  to  provide  for  center  holes. 


Fio.  29.  —  Bbidoe  ih  Hollow  CAsnua  n>R  Centbr  Holb. 

48.  Revolnog  dead  center  for  pipe  turning.  —  To  square 
or  turn  small  pipe,  mount  upon  ordinary  lathe  centers.  For 
large  pipe  or  cored  work,  a  special  large  dead  center  is  needed, 


Fio.  30.  —  RBvoLvmo  Dbad  Cbmtbr  ivr  Pifb  Tcbnino. 


preferably  one  that  will  revolve  as  at  A,  Fig.  30,  in  which 
cone  B  revolves  upon  shank  C,  A  solid  live  center  or  chuck 
may  be  used  at  other  end. 
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49.  Built-up  mandrels.  —  To  face  the  ends  of  small  en^ne 
cylinders  or  similar  work,  a  built-up  mandrel  is  used.  To 
face  the  ends  of  a  piece  of  pipe  or  cored  work,  make  a  mandrel 
by  drilling  and  tapping  three  or  four  holes  around  each  end 
of  a  stiff  shaft  and  inserting  adjusting  screws  to  bear  against 
the  inside  of  work. 

For  large  shells,  tubes,  etc.,  castings  called  "  spiders  "  are 
used  consisting  of  arms  projecting  from  a  hub,  each  arm 
supplied  with  a  screw  to  bear  against  the  work,  and  the  hub 
supplied  with  set  screws  to  fasten  spider  to  mandrel. 
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QEAR  OR  CUTTER  BLANKS 

Fig.  31.  —  Gang  Mandrel. 

Gang  mandrels  are  used  to  hold  several  gears  or  cutter  blanks 
at  once  and  are  made  with  shoulder  and  reduced  part  to  receive 

blanks  which  are  fastened  by  collar 
and  nut  on  end  of  mandrel,  as  in 
Fig.  31. 

A  special  mandrel  may  be  made  of 
any  suitable  piece  of  stock  by  center- 
ing, turning,  and  filing  to  fit  the  hole. 
60.  Soft  hammers  for  driving 
mandrels  into  work  are  made  of  lead 
or  rawhide.  A  steel  hammer  should 
never  be  used  without  protecting 
work  with  a  block  of  wood,  copper, 
or  lead. 

Attention,  —  Molds  are  obtainable 
for  molding  lead  hammers. 

51.  Mandrel  or  arbor  block. — 
Fig.  32  shows  the  relative  position 
of  block  Aj  mandrel  B,  work  C,  and  soft  hammer  D  when 
driving  a  mandrel  into  the  work. 
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OR 

ARBOR 
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A 


Fig.  32.  —  Driving  Mandrel 
INTO  Flange. 
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62.  Mandrel  or  arbor  press,  A,  Fig.  33,  is  used  to  press  man- 
drel B  into  work  C  by  forcing  spin- 
dle  D  agmnst  the    mandrel   with 

handle  E.  Pointer  F  be  may  set 
to  adjust  mandrel  for  duplicate 
pieces.  The  press  may  be  bolted 
to  a  lathe  aa  at  Q,  or  mounted  on 
a  stand'.  It  may  be  used  also  for 
forcing  fits. 

63.  Center  mandrel  for  bottom    "c 
holes.  —  Mandrels  made  to  fit  the 
hole  in  the  live  spindle  of  a  lathe 

are  used  to   hold   caps,   oil  cups, 

bottom  or  bUnd  nuts  and  similar 

work    that    must     be    machined. 

The  projecting  end  is  turned  either 

to  a  slight  taper  to   receive   work  ^^^   ^,^yo^^«o  Mandrzl 

with  a  plam   hole,  or  threaded  to    ^^^  Flanoe  with  Mandrel 

hold  threaded  pieces.  pREaa. 

64.  Studs  for  driving  large  work  instead  of  dog.  —  Work 
of  large  diameter,  as  a  large  pulley,  may  be  driven  by  its  arms 
with  one  or  more  studs  fastened  to  the  face  plate  of  lathe. 

AUerOion.  —  Oil  mandrel  before  pressing  or  driving  it  into 
work.  Take  hght  cuts  when  using  small  mandrels  to  avoid 
springing  of  mandrel  and  chattering,  producing  irregular  tool 
marks. 

Warning.  —  To  avoid  breaking  the  spokes  of  a  pulley  or  sim- 
ilar piece  of  work  when  driving  a  mandrel  in  or  out  at  mandrel 
or  arbor  block  or  pressing  a  mandrel  in  or  out  with  mandrel  or 
arbor  press,  place  a  collar  under  hub  of  pulley  so  that  the  pres- 
sure will  come  on  the  hub  and  not  on  the  rim  of  the  pulley. 
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TURNING  FLANGES 

66.  To  clamp  carriage  to  face  large  work  in  engine  lathe.  — 

Feed  tool  to  its  cut  by  hand,  then  clamp  carriage  with  bind- 
ing screw  and  use  power  cross  feed. 

In  the  absence  of  power  cross  feed  and  clamp,  throw  feed 
belt  off  or  feed  gears  out  of  mesh.  Run  tool  close  to  work, 
tighten  long,  feed  friction  knob,  revolve  feed  shaft  by  hand 
until  tool  takes  required  cut  and  then  feed  tool  inward  or 
outward  with  hand  cross  feed. 


Fig.  34.  —  Rough  Facing  Flange. 


66.  To  rough  turn  face  of  cast-iron  flange.  Fig.  34.  — 
Use  round-nose  tool  A  for  roughing  flarrge  B  on  mandrel  C, 
Fasten  tool  in  post  D,  and  clamp  earn  ,ge.  Feed  in  direction 
of  arrow  E  to  outer  edge  of  fillet. 


TURNING  FLANGES 
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57.  To  finish  and  scrape  face  of  cast-iron  flange  to  pre- 
pare for  polishing.  Fig.  35-  —  Take  light  finishing  cuts  with 


EXPANOINQ 
MANDREL 


Fig.  35.  —  Finish  Facinq  Flangb. 

facing  tool  A  ground  to  60**,  as  at  C  and  D,  at  medium  high 
speed.  Grind  and  oilstone  top  face  of  tool.  Set  it  to  drag  a 
little  as  at  B  and  feed  in  direction  of  arrow  F.    Use  scraper 


TOP  VIEW 


EXPANOINQ 
MANDREL 


CAST 

IRON 

FLANQE 


\     n  i\  »ioE  view 


Fig.  36.  —  Scraping  Radial  Facb  of  Flangb. 

ii,  Fig.  36,  with  cutting  edge  C  D  ground  straight,  or  slightly 
convex,  at  medium  speed.  Hold  scraper  on  rest  E  and  move 
in  direction  of  F  with  point  dragging  a  little  as  at  G.  A  piece 
of  leather  placed  under  scraper  will  often  prevent  chattering. 
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68.  To  scrape  inside  rotinds  or  fillets  to  the  desired  curva- 
ture. First  shape  with  a  round-nose  lathe  tool.  Then  use  a 
round-nose  hand  tool.  A,  Fig. 
37,  to  prepare  filleted  comer  of 
flange  B  for  polishing.  C  and 
D  show  point  and  clearance  of 
tool.  To  avoid  chattering,  cur- 
vature of  end  E  should  be 
greater  than  that  of  fillet  for 
clearance  and  the  tool  should  be 
held  firmly  on  rest.  A  round 
or  half-round  file  is  sometimes 
used  to  smooth  a  fillet. 

AUenlion.  —  Cylindrical  sur- 
faces are  more  easily  prepared 
for  polishing  than  radial  and 
curved  surfaces.  On  small  work  a  light  finishing  cut  is  taken 
with  a  fine  feed,  and  on  very  large  work  a  light  finishing  cut  is 
taken  with  a  broad-nose  tool  and  a  coarse  feed,  and  the  surfaces 
filed  to  erase  the  tool  marks. 

Warning.  —  Do  not  rub  greasy  fingers  on  cast  iron  before  or  during 
filing  or  scraping  as  the  file  or  scraper  will  slip,  glaze  and  scratch  a 
greasy  oast  iron  surface. 


Fio.  37. - 


FiQ.  38. — ScHKDULs  DRAwrao  OP  ILuuNQ  A  Cast-iron  Flanob 
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59.  To  make  a  cast-iron  flange  finished  all  over^  Fig.  38. 
Speciflcations:  Material,  iron  casting  Y  large;  weight  4  lb.  4  oz. 
Hardness,  26  to  28  (scleroscope). 
Set  dead  center  in  approximate  alinement. 
High-speed  steel  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5-min.  —  Oil  ma- 
chines, 7  min.  —  Chuck,  25  min.  —  Hough  turn,  25  min.  —  Finish, 
25  min.  —  Polish,  20  min.  —  Drill,  10  min.  —  Cut  keyway,  8  min. 
—  Clean  machines,  12  min.  —  Total,  2  h.  17  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Snag  casting.  Mount  in  chuck 
and  adjust  until  hub  runs 
true.  Drill  and  rough  ream 
hole,  (1).  (a). 

Finish  ream  hole  by  starting 
reamer  in  lathe,  pull  belt  by 
hand,  complete  at  reaming 
stand  or  vise,  (3).  See 
pp.  4l5.  4u. 

Oil  mandrel  and  press  into 
hole  in  direction  hole  was 
reamed.  See  pp.  422.  423, 
and  mount  on  centers. 

True  live  center. 
Rough    turn     ifi"    oversise, 
(4),  (5). 


Rough  face,  (6);  feed  inward; 
rough  fillet,  (7) ;  rough  face, 
(8);  reverse  work  on  cen- 
ters, then  rough  (9). 

Finish  turn,  (10)    (see  Atten- 
itpn),  (11). 


File,  (10),  (11). 

Finish  face  with  cuts  .002^  to 
.003'  deep  and  scrape,  (13). 


Machines,  Fbbds, 
Speeds 


Engine  lathe,  12^  to 
!&'.  2d  or  3d  speed, 
or  116  R.P.M.  Hand 
feed. 

Reaming  stand  or 
vise. 


Mandrel  press. 


Engine  lathe,  4th  speed. 
Back  gears  in,  or 
36  F.  P.  M.  Me- 
dium power  feed. 

4th  speed.  Back  gears 
in,  or  36  F.P.M. 
Hand  or  medium 
power  feed. 

2d  or  3d  speed  (back 
gears  out)  or  126 
F.P.M.  Fine  power 
feed  — 140  to  1'. 


3d     speed, 
F.P.M. 


or     176 


2d   or  3d    speed,  or 
125  F.P.M. 


Tools. 


File,  independent 
chuck,  chalk,  drill 
rest,  flat  drill,  H', 
flat  reamer,  /^V. 

1'      standard      hand 
reamer 


reamer, 
wrench. 


1'  mandrel. 


Holder  and  cutter  or 
diamond-point  tool, 
15**  rake,  calipers, 
rule. 

Holder  and  cutter  16® 
rake  or  round-nose 
tool.  2  rules  to 
measure  length  of 
hub. 

Holder  and  cutter  or 
diamond-point  tool, 
15°  rake,  calipers, 
rule. 

8'  or  lO'  mill  bastard 
file,  file  card. 

Facing  tool,  flat 
scraper. 
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Finish  and  scrape  fillet»  (13). 

2d  or  3d  speed,  or  125 
F.P.M. 

Round  -  nose      tool, 
round-nose   scraper. 

Finish  face  and  scrape,  (14). 

2d  or  3d  speed,  or  125 
F.P.M. 

Facing  tool,  flat 
scraper. 

Finish  (do  not  scrape  or  pol- 
ish), (15)  (see  AUention). 

1st  or  2d  speed,  or  60 
F.P.M. 

Facing  tool,  calipers, 
rule. 

Cut  recess  ■^*  deep.    Set  side 
tool  at  45%  feed  outward, 
two  or  three  cuts,  (16). 

1st  or  2d  speed,  or  50 
FJPJf.      Hand    or 
medium  power  feed 
—  80  to  1*. 

Side  tool,  calipers, 
rule. 

Polish,  (10),  (11),  (12),  (13), 
(14).     See  pp.  432,  433. 

Speed  lathe,  highest 
speed. 

Polishing  stick,  60, 
90, 120,  emery  cloth, 
oil. 

Jig  drill,  and  ream  holes,  (17). 

2-8pindle  drilling  ma- 
chine.       DriU  600 
R.  P.  M.       Power 
reamer,   400  R J* .M. 
Hand  feed. 

Box  jig,  W  drill,  1-^ 
power  reamer. 

Cut  keyway  central,  (18). 

Planer  and  vise  or  key 
seating  machine. 

Keyway  tool  holder 
and  cutter,  Y'  wide. 

Stamp    name    or  initials   in 
recess,  as  E.R.N. 

Steel  name  stamp, 
hammer. 

Attention.  —  Finishing  cuts  10  and  15  may  be  omitted  until  flange  is 
keyed  to  its  shaft.  The  hole  may  be  chucked  with  a  f  f'^  twist  drill 
or,  if  cored,  with  a  three  or  four-groove  drill,  and  hand  reamed 
(1),  (3).    The  hand  tools  may  be  carbon  steel. 

Note.  —  Bushings,  coUars  and  step  pulleys  or  any  other  work 
mounted  on  a  mandrel,  with  one,  two,  or  more  diameters,  are  machined 
in  the  same  general  manner  as  the  flange  in  Fig.  38. 

TURNING  PULLEYS 

60.  The  taper  or  crowning  on  the  face  of  pulleySi  ranges 
from  i"  per  foot  for  large  pulleys  to  J"  per  foot  for  small  pulleys. 
Tapered-face  pulleys  are  made  commercially  in  a  pulley  lathe 
with  two  cutting  tools  operating  at  same  time,  —  one  on  the 
front,  the  other  on  the  back  of  machine,  or  in  turret  lathes 
with  special  tools. 

The  face  of  the  pulley  is  often  crowned  in  a  forming  lathe 
or  ground  in  special  grinding  machines  from  the  rough  casting. 
The  hubs  of  pulle3r8  used  in  combination,  as  tight  and  loose 
pulley  mechanism,  are  squared. 


TURNING  PULLEYS  429 

Pulley  A,  Fig.  39,  b  turned  in  an  engine  lathe.  The  rim 
is  faced  aa  at  B.  The  face  ia  tapered  as  at  C.  The  rim  may 
be  chamfered  aa  at  D,  or  rounded  with  a  right-and-left  form- 
ing tool  as  at  E,  E'. 


^   f     ^ 


Fio.  39.  —  Pulley  ToRNDia  in  Enoinb  Lathe. 
The  set-aver  offootstock  tor  ordinary  tapers  is  forward,  as  at 
A,  Rg.  40,  and  for  pullej^  it  ia  backward  as  at  B. 


Fia.  a. 

Infoimatloii.  —  Omit  straight  tuniiiig  on  large  pulleys  and  pulleys 
for  rough  work.  Rub  chalk  on  face,  find  middle  with  rule,  turn  taper 
from  rough  casting,  then  round  edges  of  rim  with  forming  tool  (see 
E,  B',  Fig.  39)  and  file  face. 
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61.  To  make  a  pulley  s'  in  diameter.    Fig.  41. 


F[Q.  41.  —  Schedule  Drawing. 
Specifications:  Material,  pulley  canting  with  surfaces  to  be  finished 
1^'  large;  weight,  2  lb.  5  oz.     Hardness,  24  to  30  (scleroscope). 
Set  dead  center  in  approximate  alinemcnt. 
High-speed  steel  or  atellite  cutting  tools. 

Time;  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  ma- 
chines, 5  min.  —  Chuck,  20  min.  —  Turn,  square,  and  taper,  40  min, 
—  File  and  polish,  15  min.  —  Drill  and  tap,  10  min.  —  Stamp,  snag 
and  paint,  8  min. —  Clean  machines,  7  min.  —  Total,  1  h.  50  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 

MAcnmBB,  Sfbeus, 

Tools. 

Saagcaeling.    Nfountinchuck 
and  adjust  until  edge  and 

Drill  and  roueb  ream  hole^ 

EoRlne  lathe,  12-  to 
16'.       Sd  speed,  or 
400  R.P.M.     Hand 
reed. 

File,  chuck,  chalk, 
1  Hi  he  centering  tool, 
Jf  twist  drill,  dog. 

.005'  small. 

FiniBh   ream   hole   by    liand 

ReamingstaDdorviae. 

A*     standard     hand 

at  reaming  fltand   or   viae, 
pp.4lS,4l4.  (3). 

wiench. 

Oil  mandrel  and   press   ioto 
hole.    See  pp.  4J!.  4lJ. 

Mandrel  preaa. 

/,"  standard  man- 
drel. 

True  live  center. 

3d  speed. 

Center    truing    tool. 

TURNING  PULLEYS 
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Mount  pulley  on  centers. 
Rough  turn  to  5',  (4),  one  or 
two  cuts.     See  A,  Fig.  39. 


Rough  square  edge  of  run 
(5),  reverse  pulley  on  cen- 
ters and  rough  square  (6) 
to  ir  +  A".*  See  B, 
Fig.  39. 

Ftniflh  square  edge  (7),  reverse 
pulley  on  centers  and  finish 
square  (8)  to  if  one  cut 
each.     See  B,  Fig.  39. 

Coat  a  small  portion  of  face 
with  copper  sulphate  or  chalk 
and  make  line  midway  be- 
tween edges,  (9). 

Regrind  tool. 

Set  footstock  back  to  turn 
taper  of  i*  per  foot  (|^*  for 
5^'  between  centers)  and 
set  tool  to  touch  line  (9), 
see  C,  Fig.  39,  and  feed 
toward  headstock.  Re- 
verse pulley,  reset  tool 
and  repeat,  (10),  (11). 

Chamfer  at  45^  inside  comers 
of  rim,  see  D,  Fig.  39,  or 
roimd  with  forming  tool, 
(12),  (13). 

File  face,  (14),  (15).  Scrape 
edges,  (16),  (17). 

Polish  face  and  edges,  (18), 
(19),  (20),  (81),  See  pp. 
432.  433. 

Drill  and  tap  hole  for  set 
screw,  insert  {"  X  i*  round- 
point  set  screw. 

Stamp  name  or  initial  on  end 

of  hub. 
Snag    and    paint    unfinished 

parts. 


£ngine  lathe,   3d   or 
4th     speed,     back 
gears     in,    or     35 
F.P.M.  Medium  pow- 
er feed— 80  to  1". 

3d  or  4th  speed,  back 
gears  in,  or  50 
F.  P.  M.  Hand  or 
medium  power  feed 
—  80  to  1*. 


Dog,  holder  and  cut- 
ter or  diamond, 
point  tool,  15^  rake 
calipers,  rule. 

Holder  and  cutter  or 
round-nose  tool, 
calipers,   rule. 


3d  or  4th  speed,  back 
gears  in,  or  50 
F.P.M.  Fine  power 
feed  —  140  to  1^. 


Copper  sulphate  or 
chalk,  divider  cali- 
pers or  dividers, 
rule. 

Rule,  dividers,  holder 
and  cutter  or  dia- 
mond-point tool. 


2d  speed,  back  gears     Side  tool,  15®  rake, 
in,   or   25    F.P.M., 
hand  feed. 


2d     speed,     or     175 

F.P.M. 
Speed   lathe,   highest 

speed. 

Vertical  drilling  ma- 
chine, 3d  speed, 
hand  feed.  Tilting 
vise  or  fixture. 


8'  or  lO'  mill  bastard 

file,  graver. 
60,    90,     120    emery 

cloth,         polishing 

stick,  oil. 
f^*     extension    drill, 

V  X  20      U.  S.  S., 

pulley  tap,  wrench, 

lard  oil. 
Steel     name     stamp, 

hammer. 
Special  black  paint. 


*  Information,  —  Take  an  equal  amount  of  material  from  each  edge 
of  rim  so  that  the  arms  will  be  approximately  central.   . 

Important.  —  Filing,  scraping  and  polishing  are  omitted  on  large 
puUej^'s  and  rough  work. 

Attention,  —  Power  chucking  reamer  may  be  omitted,  as  a  good 
hole  may  be  obtained  with  a  drill  and  hand  reamer. 

When  possible,  place  arms  of  pulley  opposite  chuck  jaws.  The  hand 
tools  may  be  carbon  steel. 
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62.  To  locate  set  screwSi  Fig.  41. — If  the  boss  is  central 
as  at  A,  drill  body  hole  D  in  rim  through  which  to  tap  hole  A, 
and  use  a  cup  or  round-pointed  set  screw.  Where  the  boss  is 
flat  as  at  fi  and  placed  at  one  side,  drill  a  body  hole  through 
rim  E.  If  a  body  hole  through  rim  is  objectionable,  hold 
pulley  in  a  tilting  vise  or  fixture  and  drill  and  tap  hole  at 
angle,  as  at  C.    In  large  pulleys  use  two  set  screws  or  key. 

POLISHING  LATHE  WORK 

63.  Use  a  speed  lathe  for  polishing  but  never  an  engine 
lathe  when  it  can  be  avoided,  as  the  gritty  spatterings  injure 
its  bearings.  Make  exception  only  to  work  machined  in  a 
chuck  of  an  engine  lathe  which  must  be  polished  before  it  is 
removed. 

An  effective  polishing  speed  for  emery,  alundum,  car- 
borundum or  aloxite  cloth  is  between  5000  and  6000  F.P.M.: 
that  is,  surface  speed  of  about  a  mile  a  minute  (5280  feet). 

It  is  not  always  possible  to  obtain  this  high  speed,  as  speed 
lathes  are  usually  belted  for  a  great  variety  of  work,  as  drilling, 
hand  turning,  etc.,  and  their  highest  speed  will  not  give  the 
maximum  poUshing  speed  for  small  work. 

On  work  that  is  unbalanced,  it  is  not  desirable,  and  often 
dangerous,  to  polish  at  the  maximum  speed,  as  it  will  shake 
the  lathe  and  the  work  may  fly  off  the  centers.  It  is  best  to 
use  as  high  a  speed  as  the  nature  of  the  work  will  permit,  since 
the  polishing  can  then  be  done  with  less  labor  and  with  less 
tendency  to  destroy  the  truth  of  the  work. 

64«  Order  of  applying  di£ferent  numbers  of  emery  cloth. — 
If  the  work  is  carefully  finished,  limited  application  of  60 
and  90  will  produce  an  effective  polish;  and  if  the  work  is 
finished  extra  fine,  90  will  be  sufficient.  If  a  more  brilliant 
polish  is  desired,  use  120  and  flour.  For  large  work  not  given 
a  fine  finish  it  may  be  necessary  to  begin  with  46  or  54. 

Apply  60  emery  first  with  hard  pressure  until  all  tool 
marks  and  scratches  are  removed  and  the  pores  in  the  metal 
have  nearly  disappeared.  Then  apply  90  emery  with  lighter 
pressure  until  all  evidence  of  60  is  removed.     If  on  applying 
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90,  tool  marks,  deep  scratches,  or  large  pores  appear,  return 
at  once  to  60  emery.  Follow  this  method  in  applying  succea- 
sive  grades  of  emery. 

Use  lard  oil  on  the  emery  cloth  or  work,  distributing  it  with 
the  fingers. 

66.  To  polish  flange,  Fig.  42.  —  Oil  speed  lathe  and  shift 
belt  to  highest  speed.  Press  mandrel  into  flange  A,  which  has 
been  carefully  finished  by  turning,  filing,  and  scraping.  Fasten 
dog  on  mandrel.  Mount  and  adjust  on  centers.  Wrap  a 
strip  of  No.  60  emery  cloth  B  around  end  of  wedge-shaped  soft- 
pine  stick  C.  Drop  a  little  oil  on  emery  cloth  or  flange  and 
distribute  with  fingers.  Start  lathe  and  pivot  stick  on  rest  D 
which  should  be  clamped  from  2'  to  2i'  from  the  work. 

Keep  emery  moving  back  and  forth  slowly  along  the  work 
80  that  the  marks  will  cross  and  recross  each  other,  to  avoid 
cutting  grooves.  Grades  60  and  90  will  produce  a  good  pol- 
ish on  a  flange. 

To  polish  radial  faoe  of  flange,  clamp  rest  D  parallel  to  face 
and  from  2"  to  2J*  distant.     Apply  emery  cloth  in  same  order 


Pia.  42.  —  FoLiBHiHa  a  Fuxok  m  Spkid  Lathi. 

as  on  hub.  Keep  emery  moving  slowly,  advance  and  recede  in 
short  strokes  toward  the  center  to  avoid  cutting  grooves,  then 
recede  in  the  same  order.  To  polish  the  fillet,  move  emery 
cloth  back  and  forth  in  short  strokes  following  the  curve. 
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66.  To  polish  a  shaft  with  wood  polishing  clamp,  AA' 
Fig.  43,  hinged  b;  leather  at  end.  —  Oil  speed  lathe  and  shift 
belt  to  highest  speed.  Place  dog  on  shaft  with  copper  under 
set  screw,  and  mount  shaft  on  centers.  Drop  a  little  oil  od 
emery  cloth  or  shaft  and  distribute  with  the  fingers.     Wrap 


Fig.  43.  —  FoLiSHiNa  a  Sbait  in  Speed  La.thb. 

emery  cloth  B  around  shaft  C  in  one  fold  only,  and  hold  end 
as  at  Z),  to  prevent  it  from  winding  around  shaft.  Apply 
pressure  with  the  left  hand,  and  with  the  right  move  clamp 
back  and  forth  in  short  strokes  along  shaft  so  that  the  marks 
will  cross  and  recross  each  other.  Move  clamp  continuously 
when  in  contact  with  revolvmg  work,  otherwise  emery  will  cut 
grooves.  Grades  60  and  90  will  produce  a  good  polish  on  a 
shaft. 

67.  To  polish  brass  and  copper,  use  a  finer  emery  cloth  than 
for  steel  or  iron,  as  the  material  is  softer.  Start  with  a  No.  90, 
continue  with  No.  120  flour,  and  crocus  cloth.  If  a  more 
brilhant  luster  is  desired,  the  work  may  be  buffed. 

For  Polishing  and  Buffing  with  Wheels'  and  Belts,  and 
Lacquering,  see  p.  440. 
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Attention,  —  Use  oil  sparingly  to  avoid  excessive  spatter- 
ing. Do  not  allow  the  emery  cloth  to  slip  off  the  edge  of 
work  as  it  will  round  the  comers.  Adjust  mandrel,  or  work 
freely  on  centers,  and  occasionally  loosen  and  oil  dead  center, 
as  the  heat  generated  will  expand  the  work  or  mandrel  and 
bum  oflf  the  dead  center. 

To  lay  lines  uniformly  after  work  is  polished,  moisten  a 
piece  of  worn  emery  cloth  of  fine  grade  with  oil  (or  oil  the 
work,  distributing  it  with  the  fingers)  and  move  the  emery 
cloth  slowly  along  the  work. 

Important,  —  If  holes  are  to  be  drilled  in  a  surface  that  is  to 
be  polished,  polish  the  surface  first  and  drill  the  holes  afterward. 

Warning. — To  avoid  excessive  vibration  of  lathe  when  pol- 
ishing which  may  cause  the  work  to  fly  off  the  centers,  use  a 
light  malleable  iron  dog. 

CURVE  TURNING  AND  FORMING 

68.  Curve  turning.  —  Small  outside  and  inside  rounds 
(convex  and  concave  surfaces),  ogees  and  other  irregular 
curves  may  be  rough  formed,  as  in  Fig.  44,  with  one  hand 
operating  the  cross  feed  and  the  other  the  long.  feed.    The  tool 


CAST  IRON  OR  BRASS 


Fia.  44.  —  Curve  Turning,  Opbratinq  Feeds  by  Hand. 

for  the  inside  round  is  moved,  approximately  to  the  correct 
curve,  repeatedly  from  A  to  JB;  for  the  outside  round,  from 
C  to  D  and  from  C  to  E.  By  moving  one  feed  more  rapidly 
than  the  other,  as  the  curve  may  require,  good  results  may  be 
obtained.    If  the  work  is  slender  or  the  curve  large,  it  is 
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usually  finished  with  hand  tools  in  the  speed  lathe  (see  Tem- 
plet, p.  437).    If  the  curve  is  small  and  work  stiff,  forming 
tools  may  be  used. 
69.  Forming  tools  for  engine    lathe  work    are  used  for 

forming  duplicate  pieces.  They  may  be 
made  by  milling  or  filing.  If  much  stock 
has  to  be  removed,  rough  form  with  a 
suitable  lathe  tool.  Forming  tool  A, 
Fig.  45,  is  rounding  the  end  of  shaft, 
after  which  it  may  be  filed  and  polished. 
Forming  tools  are  also  used  in  turret 
Fio.46.— FoRMiNQwrrH  lathes,  screw  machines  and  planers. 

FoEGBD  Tool.  70.  Forming  cutters  and  holders.  — 

Forming  cutters,  to  fit  thread  tool  holders,  are  obtainable. 
In  Fig.  46,  forming  cutter  A,  held  in  holder  B,  is  forming 
wheel  C, 


HAND 
WHUL 


Fig.  46.  —  Fobminq  with  Holder  and  Cutter. 


The  manufacturing  method  of  machining  hand  wheel  rims 
is  to  mill  them  with  a  vertical  milling  machine  or  form  them  in 
a  special  machine  which  carries  a  pointed  tool  mounted  on  a 
turn  table  around  the  curve.     See  pp.  l27,  309. 


MAKING  MACHINE  HANDLE 


437 


MAKING  FORMED  MACHINB  HANDLES    ' 

71.  Single  handles  are  made  as  outlined  in  Figs.  47,  48, 
49.  When  manufactured  in  quantities,  they  are  drop-forged 
to  shape  or  made  from  bar  stock  with  a  forming  tool  in 


TEE 
REST 


r_ORAVER 


Fia.  47.  —  CuBVB  Turning  with  Hand  Tools.    Testing 

WITH  Tbmplbt. 


Fig.  48.  *-  Finishing  Formed  Handle  wiih  Hand  Tools. 

Overhead  Turning. 

a  turret  lathe.     By  either  of  the  latter  methods,  they  require 
but  a  small  amount  of  hand  finishing. 

72.  Templets  of  sheet  brass  or  steel,  E,  Fig.  47,  are  used 
for  duplicate  work,  serving  as  a  pattern  or  guide  to  uniform 
production. 
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They  are  lined  out  from  specifications  on  the  drawing,  and 
are  rough  cut  by  chipping,  or  with  shears,  and  finished  by- 
filing.  Templets  are  used  as  guides  when  rough  turning  or 
planing,  and  for  careful  tests  when  finishing. 

73.  To  make  a  formed  machine  handle  to  templet,  Fig.  49. 

/i 


Fia.  49.  —  Schedule  Drawinq  of  Machine  Handle. 

SpedficationB:  Materi&l,  machine  steel  7^'^  l'l^<'S^i  weight,  15  oz. 
H  Hardness,  15  to  16  (scleroscope). 

True  live  center.  Set  dead  center  in  approximate  alinement. 
Lard  oil  tnny  or  may  not  lie  used  in  squaring  and  turning  steel  or 
wrought  iron.  Cftrbon-stee!  or  Btellite  cutting  tools. 
Tim«:  Study  drawing  and  schedule  in  advance,  5  miu.  —  Oil  lathe, 
6  min.  —  Center  and  square,  10  min.  —  Rough  turn,  10  min. — 
Rough  form,  10  min.  —  Finish  with  hand  tools.  30  min.  —  File  and 
polish,  14  min.  — Clean  lathes,  5  mm.  — Total,  1  h.  30  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


OprjiATioKa. 

Hacbines,  Speedb, 
Feeds. 

TOOM. 

File  eniU  Bat. 
Center,  (1),  (I). 

Rough>quarc,(3),(4)  to3S". 
See  Step  Melhod  of  Rough 
[Squaring,  p.  30t. 

Vbe. 

Centering      machine. 

DriU.  1260  R.P.M. 

Countersink,      700 

R.P.M. 
Engine  Uthe,   12   to 

16'.  2d'peed,or35 

F.P.M.    Hand  teed. 

File. 

A'  drill.  W  counter- 
sink.  I>rd  oil. 

DolC.    <dde    tool.   35- 
nke,  calipers,  mle. 

MAKING  MACHINE  HANDLES 
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R^center .    Omit  fi  nish  square. 

Rough  turn  A'  W»  l&rge. 
One  cut.  Turn  one-half  of 
length,  reverse  and  turn  the 
other  half. 

Rough  turn  (6),  A'  lai^- 
One  cut.  Turn  (60#  to 
about  l^''  from  end. 

Hold  in  vise  and  mark  lines  1' 
from  each  end  at  (A)  and 
(B). 

Rough  turn  A^  large,  (7). 
Two  or  three  cuts. 

Rough  turn  convex  parts  (8), 
(0),  and  concave  part  (10), 
several  cuts.  Operate  both 
feeds  in  combination,  by 
hand,  and  test  with  templet, 
as  at  E,  Fig.  47. 

Rough  turn  with  graver,  (11), 
(12).  See  yl  and  A',  Fig. 
47.  Test  often  with  tem- 
plet. 

Rough  turn,  (13).  See  B, 
Fig.  47 .  Test  with  templet 
and  calipers  at  diameters 
i^  and  1*. 

Finish  turn,  (14),  (Iff).     See 

C,  Fig.  48. 
Finish   turn,    (16).    See    D, 

Fig.  48. 

Finish  turn,  (17). 


Rough  and  finish  turn,  (18). 
Copy  the  reverse  curve  (the 
ogee)  as  accurately  as  can 
be  determined  by  the  eye, 
or  make  a  templet  from 
specifications  or  curve  on 
drawing.    See  p.  437. 

Pile,  (18)  and  (16) 


Speed  lathe,  2d  or  3d 
speed. 

2d  speed,  or  36  F.P.M. 
Medium  power  feed 
—  80  to  1^. 


Vise. 

3d  speed,  or  35  F.P.M. 
Medium  power  feed 
—  80tol^ 

3d  speed,  or  50  F.P.M. 


Speed  lathe,  8  to  12^, 
2d  speed,  or  150  or 
F.P.M. 


Polish,  (18). 


3d     speed, 
F.P.M. 


or     225 


£]ngine  lathe,  12  to 
16',  3d  speed,  or 
50  F.P.M.  Fine 
power  feed  — 140 
to  1''. 

Speed  lathe,  3d  speed, 
or  225  F.P.M. 


Speed   lathe,  highest 
speed. 


Diamond-point  tool , 
or  holder  and  cut- 
ter, 36*  rake,  cali- 
pers, rule. 


Copper  sulphate, 
scriber,  rule. 

Calipers,  rule. 


Copper  under  set 
screw  of  dog,  dia- 
mond-point tool,  or 
holder  and  cutter, 
35®  cake,  templet. 

Graver. 


Round  -  nose  hand 
tool,  templet,  cal- 
ipers, rule. 

Graver,  templet,  cali- 
pers, rule. 

Roimd-hand  tool 

templet,  calipers, 
rule. 

Diamond-point  tool, 
or  holder  and  cut- 
ter, 35®  rake,  cali- 
pers, rule. 

Graver,      round-nose 
hand  tool. 
Use   two  pieces  of 
copper  under  No.  2 
clamp  dog. 


5"  to  8""  half-round 
smooth  file. 

60,  90,  120  and  flour 
emery  cloth  and 
stick,  oil. 
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File,  (14)  and  (15). 

3d    speed,    or 

176 

S^toKTmill  bastard 

FJP.M. 

file. 

Polish,  (14)  and  (15). 

Stamp  name  or  initials,  (19). 

Vise. 

Steel  name  stamp, 
hammer,  copper 
jaws. 

(File  off  burr.) 

Attention,  —  Part  17  is  usually  fitted  to  a  hand  wheel,  or  other 
machine  part,  by  a  forcing  or  threaded  fit;  if  so,  operation  17  is  omitted 
to  allow  the  desired  fit  to  be  made  later. 

Note.  —  The  machine  handle  may  be  finished  with  graver  and  roujid- 
nose  hand  tool  used  horizontally,  as  in  Fig.  47,  or  with  graver  and 
round  hand  tool,  by  overhead  turning,  as  in  Fig.  48. 


POLISHING,  BUFFING,  AND  LACQUERING 

74.  Polishing  and  bufl^  with  wheels  and  belts.  —  The 

term  polishing  is  applied  to  the  production  of  surfaces  of  the 
ordinary  degree  of  finish;  and  buffing,  to  the  production  of 
brilliant  lustre.  These  methods  are  employed  upon  castings 
and  forgings  which  require  lustre  rather  than  accuracy;  and 
on  work  of  irregular  outline,  as  automobile  and  bicycle  parts, 
electrical  instruments,  silverware  and  nickel-plated  work. 
The  polishing  is  done  on  felt  wheels  and  canvas  belts  to  which 
emery  is  glued. 

Buffing  is  done  on  cloth  wheels  of  cotton  or  muslin  charged 
with  flour  of  emery,  crocus,  tripoli,  rouge,  etc.,  according  to 
grade  of  lustre  desired.  The  work  is  held  with  the  hands  and 
brought  against  the  revolving  wheel  or  belt,  moved  and 
turned,  changing  from  a  coarse  to  a  finer  wheel  and  so  on, 
and  then  continued  on  the  buffing  wheels. 

76.  Lacquering  is  coating  highly  polished  useful  and  orna- 
mental articles  of  silver,  brass,  bronze,  etc.,  with  a  liquid 
called  lacquer  to  prevent  them  from  tarnishing  or  oxidizing. 
Some  lacquers  are  transparent,  others  are  colored,  according 
to  the  shade  desired  upon  the  work.  To  lacquer,  clean  work 
by  wiping  or,  preferably,  by  dipping  in  a  solution  of  potash 
and  apply  lacquer  with  a  brush.  Some  work  is  dipped  in  a 
tank  of  lacquer. 
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SECTION  5 

LATHE  WORK 

Inside  Calipers  and  Inside  Micrometers.    Boring  and  Inside  Threading. 

Square  Tlireads.  Acme  Standard  or  29^  Threads.  Multiple  Threads. 

Brass  Finishing.     Alinement  Drilling  and  Tapping. 

Drilling,  Tapping  and  Hand  Threading  In 

Speed  Lathe.    Broaching    Holes, 

Keywajrs  and  Slots. 

INSIDE  CALIPERS  AND  INSIDE  MICROMETERS 

1.  To  set  inside  calipers.  Fig.  1.  —  Hold  rule  A  perpen* 
dicularly  against  carriage  B.  Place  calipers  C  with  point  at  D, 
and  adjust  nut  E  until  other  point  coincides  with  middle  of 
Une  F. 


Fig.  1.  —  Settino  Inside  Galipebs. 

Another  method  is  to  set  calipers  to  a  standard  ring  gage, 
or  to  a  hole  of  the  desired  diameter  in  any  piece  of  work. 
2.  To  measure  diameters  of  holes  with  inside  calipers. — 

Work  to  be  measured  may  be  held  in  any  position  on  the  bench, 
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in  vise  or  chuck.  To  measure  work  G,  Fig.  2,  in  chuck  H, 
set  calipers  K  to  size  and  insert  point  M  in  the  lower  side 
of  hole,  and  steady  with  finger  while  a  gentle  effort  is  made  to 


FiQ.  2.  —  MEABDRma  with  Inside  Caupers. 

insert  point  N,  pivoting  cahpera  on  point  M  by  numng  and 
lowering  the  outer  end;  also  move  point  N  to  right  and  left  to 
locate  maximum  diameter. 

3.  To  adjust  the  tool  to  bore  a  hole  to  diameter  to  which 
inside  calipers  are  set. — Take  trial  cuts  and  test  frequently  with 
calipers.     See  pp.  604,  B05. 

4.  Small  inride  micrometer  calipers,  Figs.  3,  4  and  5,  are 
obtfunable  in   two   sizes,   one    measuring  from  two-tenths 


Meabubino  with  1'  Inside  MtcROUETXR. 


of  an  inch  to  one  inch,  and  the  other  from  one  inch  to  two 
inches. 
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Except  that  the  barrels  are  figured  from  right  to  left,  they 
are  similar  to  outside  micrometers  having  40  threads  to  the 
inch. 

The  reading  of  the  one-inch  micrometer  in  Fig.  3  equals 
10  X  .025  =  .250*  +  .002  -  .262'  or  i*  +  .002". 


In  fig.  1  a  two-inch  micrometer  ia  shown  as  used  to  measure 
the  hole  in  bushing  A. 

Solid  jaw  B  is  placed  agiunst  the  lower  wall  of  hole. 

Sliding  jaw  C  is  moved  agmnst  the  upper  wall  of  hole  by 
turning  thimble  I*  to  right.  The  hole  is  bored  out  with  a  bor- 
ing tool  (see  pp.  S04,  605)  until  the  two-inch  micrometer  reads 
2  X  .025'  =  .050'. 

1'  +  .050'  =  1.050'  diameter  of  bore  of  bushing,  as  in 
Fig.  5. 

6.  Large  imide  micrometer  caliper.  —  fig.  6  consists  of 
barrel  A  graduated  into  40  divisions  to  the  inch,  thimble  B 
graduated  into  25  divisions,  attached  to  a  screw  having  40 
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threads  to  the  inch,  passing  through  a  nut  in  end  of  barrel  A. 
The  screw  has  a  movement  of  half  an  inch.  Measuring  point 
C  is  fixed  to  the  thimble,  but  measuring  point  or  rod  D  is 
held  in  chuck  E  and  clamped  by  nut  F  and  is  removable  in 


Fio.  6.  —  Measubino  Bore  of  Cylinder  with  Large  Inside 

Micrometer. 

order  to  insert  extension  rods,  a  number  being  supplied  vary- 
ing in  length  by  half  an  inch  (i");  oi^e  being  shown  at  O. 
Adjustment  for  wear  on  rods  is  provided  by  adjusting  nuts 
H.  Pig.  6  shows  how  the  micrometer  is  used  to  measure  the 
bore  of  a  cylinder.  The  net  length  of  micrometer  is  3''  and  the 
reading  is  3.200''  +  2  X  .025  =  3.260''. 

BORING  AND  INSIDE  THREADING 

6.  Boring  tools.  —  Pig.  7  shows  a  forged  boring  or  inside 
turning  tool.  Cutting  edges  A  and  B  must  be  shaped  with 
accuracy.    The  point  is  rounded  slightly  in  order  to  make  it 


^ 


TOP  VIEW 


-5 


X 


•IDE  VIEW 


FiQ.  7.  —  Forged  Boring  Tool. 

cut  smoothly,  and,  also,  not  dull  quickly;  if  rounded  too  much, 
the  tool  will  spring  away  from  the  cut,  or  chatter. 


BORING  AND  INSIDE  THREADING 
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7.  To  set  and  use  boring  tool  in  lathe.  —  Fig.  8. 


DEAD 
CENTER 


Fig.  8.  —  Boring  in  Engine  Lathb. 


SCHEDULE  OF  OPERATIONS 


1.  True  up  cored  work  C  in 
chuck  D  and  face  front  end. 

2.  Set  tool  E  height  of  dead 
center  /  as  at  H',  reverse  tool 
and  post  F  into  position  parallel 
to  ways  of  lathe  and  clamp 
tightly  on  O. 

3.  Run  tool  in  length  of  hole 


to  see  that  shank  clears  walls, 
also  chalk  top  of  tool  to  show 
length  of  hole. 

4.  Rough  bore  hole  and  caliper 
freq\iently. 

5.  Tal^  two  or  three  light 
finishing  cuts  to  leave  hole  smooth 
and  true.    See  pp.  601-603. 


AUerUicn.  —  A  method  sometimes  used  to  bore  a  straight  and 
smooth  hole  is  to  take  a  light  finishing  cut  inward,  then  reverse  the 
feed  and  let  the  tool  cut  outward. 

Note.  —  While  a  boring  tool  will  cut  satisfactorily  if  set  at  height  of 
centers,  as  H',  Fig.  8,  still,  the  tool  will  cut  better  if  set  below  the 
centers,  the  amount  increasing  with  the  diameter  of  the  hole,  as  is 
inversely  true  with  outside  turning  tools.    See  pp.  l33,  l34. 

This,  however,  is  not  always  possible,  especially  in  small  holes  as 
the  size  of  tool  will  not  allow  sufficient  clearance  and  will  cause  it  to 
ride  on  the  wall  of  the  hole,  which  must  be  avoided. 

8.  Squaring  of  an  inside  shoulder  with  the  tool  K,  Fig. 
9.  L  is  a  section  taken  at  MN.  The  rounded  point  of 
a  boring  tool  leaves  a  fillet  at  the  termination  of  the  cut  and  if 
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a  square  shoulder  is  desired  an  inside  squaring  tool  is  used  to 
remove  the  fillet  and  square  the  shoulder  by  cutting  to  or  from 
the  center. 

M 


+ 


WORK 


Zk. 


N 

Fia.  9.  —  Inside  Squaring  Tool. 

9.  Boring  holders    and    cutters    are    used    in   the    same 
manner  as  a  forged  tool.      A^  Fig.   10,  shows    holder  and 

^^^^      double-end  cutter  rough  boring 

a  cored   hole,    5,   in   work   C 

For  inside  squaring  a  special  cap 

is  supplied  which  holds  the  cutter 

at  an  angle  of  45^  as  at  Z).     See 

No.  20,  Chart,  p.  309. 

BoRiNQ  AND  In-       At  E,  Fig.  II ,  a  right-bent  out-  Boring  and 

SIDE  Squaring  side  holder  and  cutter  is  shown      Facing  with 

wrrH  Holders  used    as    a  boring  tool  and  for      Bent  Holder 

AND  Cutters.    «^„«^«„    „«j    *««:,,«,    ««    «+     i?        and  Cutter. 

squaring   and  facing  as  at   r. 

For  boring  long  holes  it  is  more  practical  to  use  drills,  boring 

bars,  boring  heads,  etc. 

10.  Inside  threading  tools.  United  States  Standard  or  Sharp 
V  threads.  —  Fig.  12  shows  point  of  inside  threading  tool.     It 


i^^^^^i^;^^ 


Fig.  10.  — 


^ 


Fig.  11. 


s 


\ 


Fig,  12.  —  Inside  V-Thrbading  Tool. 

may  be  ground  as  at  A  and  B  for  United  States  Standard  or 
Sharp  V  threads.  It  is  similar  to  a  boring  tool.  See  No.  34, 
Chart,  p.  l27. 
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The  method  of  setting  an  inside  United  States  Standard  or 
Sharp  V-threading  tool  at  right  angles  to  the  work  is  shown 


rui 


in  Fig.  13.     Work  C  is  held  In  chuck  D  and  is  bored  to  size 
and  end  rough  and  finish  squared.    Tool  E  is  then  set  to 
gage  F. 
11.   To  cut  an  inside  thread  in  lathe.  —  Hg.  14. 


Fra.  14.  —  Inside  THRHADiKa  is  Enqine  Lathb. 
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SCHEDULE  OF  OPERATIONS 


1.  True  up  work  G  in  chuck 
H|  square  end  and  bore  hole  about 
^^  larger  than  root  diameter  of 
screw  that  it  is  to  fit.  See  Table 
of  Tap  Drills  and  Screw  Cutting, 
Principles  of  Machine  Work, 

2.  Assemble  holder  J,  cutter 
bar  K,  threading  tool  L,  which 
should  be  ground  to  fit  thread 
gage,  and  clamp  in  tool  post  M 
supported  by  blocks  N  and  N^ 
in  tool  block  P. 

Adjust  tool  to  height  of  center, 
set  by  gage  F,  Fig.  13,  and 
damp  bar  and  cutter  firmly  by 
screw  Q  and  cap  R. 

3.  The  cutter  may  be  removed, 
reground  and  reset  to  resume  its 
cut  by  means  of  cap  R. 

4.  Clamp  thread  stop  S  to 
slide  T  by  screw  U  and  adjust 
feed  of  tool  by  rotating  nurled 
head  W  which  \b  fast  on  screw  V. 

5.  Rough  thread  with  cuts 
from  .003''  to  .004''  nearly  to  size. 
Finish  thread  with  cuts  from  .OOl'' 


to  .002''  until  thread  fits  screw, 
as  follows: 

Set  outside  calipers  to  the  out- 
side of  the  thread,  then  transfer 
setting  to  inside  calipers  or  to  a 
wire  filed  to  fit  outside  calipers, 
and  pointed  at  each  end  more 
acute  than  the  thread.  Cut 
thread  slightly  smaller  than  inside 
calipers  or  wire,  then  test  it  with 
the  screw. 

If  work  is  to  fit  a  lathe  spindle 
or  other  work  that  cannot  be 
removed,  take  chuck  and  work 
from  lathe,  clean,  oil,  and  try  on 
the  screw.  If  it  does  not  fit 
take  another  light  cut,  and  so 
on  until  desired  fit  is  obtained. 

Attention, — ^^If  work  is  cast  iron, 
thread  dry;  if  steel  or  wrought 
iron,  use  lard  oil. 

Use  oil  for  all  materials  when 
fitting  to  screw  or  work  may 
seiase  screw  and  have  to  be  split 
off,  thereby  destroying  work  and 
possibly  the  screw. 


12.  To  finish  tap  the  back  plate  of  a  chuck,  Fig.  15.  — 
When  cutting  an  accurate  thread  such  as  that  in  a  back 
plate.  A,  of  a  chuck  or  face  plate  of  a  lathe,  it  is  best,  if  a  , 
suitable  tap  is  available,  to  cut  about  three-quarters  of  a  full 
thread  with  a  threading  tool,  then  finish  tap  as  in  Fig.  15. 
Clean  and  oil  thread  and  tap  and  place  tap  wrench  B  on  tap 
C,  and  mount  on  dead  center  with  tap  in  thread.  Start  tap 
carefully  so  that  it  will  follow  the  thread  already  cut  and  not 
split  and  destroy  it.  Pull  belt  D  by  hand  and  follow  tap  with 
dead  center  with  handle  E,  To  back  out  tap,  unclamp  foot- 
stock  and  run  lathe  backward  by  hand  or  by  power.  Then 
square  up  end  F  and  bore  out  about  two  threads,  as  at  G,  to 
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permit  screwing  plate  to  shoulder  oa  nose  of  spindle  or  on 
a  mandrel  to  be  machined. 

13.  Interrupted  thread  tap,   Fig.  15.  —  Instead  of  using 
adjustable  tap  C,  with  regular  thread,  preferably,  use  an 

EMOtNC  LATHE— OEAII  HEADSTOCK 


FiO.  15.  —  FiNiSBiNa  Thriad  with  a  Tai . 

interrupted  thread  tap,  as  at  H,  which  is  obtainable.  This 
tap  requires  less  power  to  drive  it.  Every  other  tooth  is  cut 
away.  J^e  teeth  of  each  land  follow  in  the  spaces  of  the  land 
preceding  as  shown  by  arrows  /  and  K. 

14.  Engine  lathe,  gear  headstock,  Fig.  15,  shows  au  en- 
gine lathe  equipped  with  a  gear  speed  change  located  in  the 
head  in  place  of  the  cone  pulley.  The  different  speeds  and 
positions  of  the  levers  L  and  M  to  obtain  them  are  ^ven 
in  a  table  at  N. 

Attention.  — Some  all-gear  headstock  engine  lathes  have  a 
variable  speed  countershaft  to  g?ve  a  still  greater  variety  of 
speeds. 

This  lathe  is  also  equipped  with  a  rapid  change-gear 
mechanism  for  feeds  and  threads.  In  a  table  at  P  are  given 
the  different  threads,  and  positions  of  the  levers   Q,  R,  and 
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S,  to  obtfUQ  them.    The  feed  is  usually  seven  times  threads 
per  inch. 
16.  To  cut  right  inside  thread  to  shoulder.  —  Fig.  16. 


NO  Inside  Unitcd  States  Standard  or  Sharp 
V  Thbkad  to  a  Shoulder. 


SCHEDULE  OF  OPERATIONS 


1.  Work  A,  held  in  chuck  B, 
is  bored  to  correct  diameter  and 
depth. 

2.  Cut  groove  C  to  full  diam- 
eter of  thread  with  inode  form- 
ing tool. 


3.  Mark  line  E  with  chalk  to 
indicate  when  tool  D  reaches 
groove. 

4.  Cut  thread  to  demred  depth. 


16.  To  cut  a  left  inside  thread  to  a  shoulder,  or  any  portion 
of  the  hole  less  than  its  entire  length,  cut  groove  as  at  C,  Fig. 
16,  from  which  start  tool  outward,  and  make  a  mark  at  E  to 
know  when  to  adjust  the  tool  forward  into  groove  preparatory 
to  starting  to  cut  outward. 

SQUARE  THREADS 

17.  Square  threads,  Fig.  17,  right  ur  left,  are  used  forscrews  to 
transmit  motion,  as  the  cross  feed  and  lead  screws  of  an  en^pne 
lathe,  valve  stems,  presses,  rock  drill  feed  screws,  etc.  They  can- 
not be  cut  successfully  with  dies,  or  milled  with  a  thread  milling 
machine.    See  Acme  Standard  or  29°  Threads,  pp.  621-631. 


SQUARE  THREADS 


SlI 


The  thickness  of  thread  and  width  of  space  are  each  Qomi- 
nally  one-half  the  pitch.  The  depth  is  one-half  pitch  plus 
the  clearance.  The  fit  is  on  the  sides  of  the  thread  with 
clearance  top  and  bottom.  A  larger  clearance  \a  advisable  for 
large  diameters  and  coarse  pitches. 


FiQ.  17.  —  SncTtoifAi.  View  of  Sqdare  Thread  Screw  a 


NAMES  OF  PRINCIPAL  PARTS  t)F  SQUARfi  THREAD 


C.  —  Pitch. 

D.  —  Diameter  standard. 

E.  —  Root  diameter  (which  is 
also  root  diameter  of  tap). 

F.  —  Diameter  of  bottom  of 
nut  (which  is  also  diameter  of 
tap). 


G.  —  Bore  of  out. 

H  and  H',  clearances;  same  for 

all  pitches.    H  made  by  cutting 
the  thread  .005*  deeper  than  J  P. 
H'  made  by  making  tap.  01* 
larger  in  diameter  than  Z>. 


18.  To  obtain  parts  of  Square  thread. - 
Width  of  tool  for  screw  thread  ■- 


No.  of  threads  per  inCh 
Width  of  tool  for  tap  thread  = 


No.  of  threads  per  inch 


»12  ADVANCED  MACHINE  WORK 

.0005'  for  each  linear  inch  of  nut  for  shrinkage  of  tap. 
JMameter  of  screw     =  any 
Diameter  of  tap        •-  diameter  of  screw  +  .010* 
Diameter  of  screw  or  tap  at  root  of  thread  = 
diameter  of  screw  — 

+  .010*. 


No.  threads  per  inch 
Diameter  to  bore  nut  -=  diameter  of  screw  — 


No.  of  threads  per  inch 
Clearance  =-  .005",  top  and  bottom  of  thread. 
19.  Table  of  Square  threads,  —  While  any  pitch  may  be 
assumed,  it  is  best,  when  it  will  answer  the  purpose,  to  use 
whole  numbers  of  threads  per  inch  as  near  as  possible  to 
three-quarters  of  the  United  States  Standard  thread.  See 
p.  323. 
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20.  Square  threading  tool,  F^g.  18. 


•JIO+-  c 

-OnraiDB  Square  Threadino  Toou 


A,  top  face,  B,  side  view  partially  rotated,  and  C,  end  view. 
DE  and  FQ  incUned  to  line  QR  to  give  clearance. 


TO  FIND  INCLINATION  OF  THREAD 
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21.  To  find  inclination  of  thread  and  to  file  tooL 

SCHEDULE  OF  OPERATIONS 


H  M      K 

FiQ.  19.  —  Making   a   TEMPLirr  and  Seitinq  Gage  to  Angle  of 
Inclination  fob  Square  Threading  Tool. 


Inclination.    Fig.  19. 

5.  FUe  to  LM  which  gives 
inclination  of  thread  and  use  as 
a  templet  to  test  tool  or  omit 
filing  and  set  angle  gage  U,  Fig. 
19,  to  angle  LM  as  at  F. 


1.  File  line  HK  true. 

2.  Draw  if L  at  90°  to  HK. 

3.  Make  KL  equal  to  circum- 
ferenoe  at  root  of  thread. 

4.  Make  MK  equal  to  pitch. 


t,^        ^  !  J.  _^ 


Fio.  20.  —  Testing  Inclination  of  Square  Threading  Tool 

WITH  Angle  Gage. 


To  File  Tool 

1.  File  bottom  of  tool  flat,  and 
end  square  as  in  Fig.  18.  File 
sides  with  an  S"  or  l(f  hand 
smooth  file  and  S"  dead  smooth 
file  to  give  inclination,  clearance, 
and  size. 

2.  Test  tool  with  gage  (7  as  at 
X  and  X',  Fig.  20,  or  with  sheet 


Fig.  20. 

metal  templet  V,  as  in  Fig.  19. 

3.  Measure    with    micrometer 
calipers. 

4.  Harden  and   temper  to  a 
straw  color. 

5.  Grind  on  end  and  a  little  on 
top. 

Do  not  grind  on  sides. 


Attention.  — The  amount  of  inclination  varies  with  different  pitches 
and  diameters,  but  with  a  generous  side  clearance  one  tool  will  do 
for  several  diameters.     The  tool  is  parallel  from  O'  to  P,  Fig.  18. 
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For  very  coarse  pitches  tool  is  narrower  at  P  than  at  O'.  For  fine 
pitches  top  face  A  is  ground  horizontal;  for  coarse  threads  it  is  ground 
on  line  ST  at  right  angles  to  line  QR. 

Note,  —  The  tool  may  be  forg^,  and  ground  to  the  proper  angle 
with  a  universal  tool  grindei!,  see  Principles  of  Machine  Work,  then 
hardened  and  tempered,  reground  and  the  filing  omitted. 

22.  An  outside  Square  threading  holder  and  cutter  is  shown 
at  A  and  B,  Fig.  21.  Holder  C  supports  cutter  D.  Clamp  E 
and  bolt  F  fasten  cutter  to  holder  and  hold  different  widths  of 


CUTTER 


HOLDER  C 


A  B 

FiQ.  21.  —  OuTsroE  Square  Threading  Holder  and  Cutter. 

cutters.  Cutter  is  ground  upon  end  0  only.  Roughing  and 
finishing  cutters  are  used  for  coarse  threads.  End  H  is  for 
left  threads. 

23.  Method   of  setting  outside  Square    threading    tool.  — 

Fasten  tool  A,  Fig.  22,  in  tool-post  lightly  and  adjust  to 
height  of  dead  center.     Mount  screw  blank  B  on  centers. 


SCREW    BLANK 
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Fio.  22.  —  Setting  Square  Threadinq  Tool  with 

Steel  Rule. 


Place  steel  rule  C  against  blank  parallel  to  axis  and  rap 
tool  until  parallel  to  end  of  rule,  testing  from  both  sides  as 
at  C  and  C\     Fasten  tool  firmly. 


CUTTING  A  SQUARE  THREAD  SCREW 
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24.  An  inside  Square  threading  tool.  Fig.  2S,  is  used  for  cut- 
ting inside  threads.  The  blade  AB  iq  inclined,  shaped  and 
sized  to  suit  thread  to  be  cut  in  the  same  manner  as  the  outside 
Square  threading  tool,  Fig.  20,  p.  6l2.    Inside  Square  threads 


TOP  VIEW 


IS 


B 


g 


\ 


SIDE  VIEW 


FiQ.  23.  —  lNBn>E  Squabb  Threading  Tool. 


are  cut  also  by  inserting  properly  shaped  cutters  in  boring  tool 
holders.    See  No.  23,  Chart,  p.  309. 

26.  Method  of  setting  inside  Square  threading  tool. — 
Nut  blank  C,  Fig.  24,  is  held  in  chuck  D.  End  E  is  faced 
and  hole  bored  to  size.  Place  tool  G  in  tool-post  and  adjust 
to  height  of  dead  center  (see  No.  2,  p.  605)  and  fasten  lightly 


Fig.  24.  —  Setting  lN8n>E  Square  Threading  Tool. 

in  approximate  position.  Hold  rule  F  against  end  E  and 
rap  tool  until  blade  of  tool  is  parallel  with  rule.  Then  clamp 
firmly. 
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26.  Roughing  tool.  —  For  Square  threads,  five  pitch  or 
coarser,  use  a  roughing  tool  .010^  less  in  width,  0,  Fig.  18, 
than  finishing  tool. 

27.  Square  thread  tap  1^^  diameter,  5  threads  to  V, 
Fig.  25,  is  used  to  tap  both  loose  and  fixed  nuts.  Loose  nuts 
are  usually  rough  threaded  in  the  engine  lathe  with  an  inside 
rough  Square  threading  tool.  Fig.  23,  then  finish  threaded 
with  one  or  more  taps. 


1^ 

U04" 

1 


liS-^^AnnnnnMniuuififimwvwwiM 


»»y  ifflmm»iumm»ui\mmmiHiuiw»i 
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1/ 


FiQ.  25.  —  Square  Thread  Tap,  1}  x  5. 

For  fixed  nuts  such  as  parts  of  machine  frames,  one  or  two 
roughing  taps  are  used,  followed  with  the  finishing  tap. 

They  are  made  without  a  leader  as  at  il.  Fig.  25,  or  with 
plain  or  threaded  leaders.  A,  Fig.  33.  See  Alinement  Drill- 
ing and  Tapping,  p.  638. 

The  diameter  is  made  one-hundredth  of  an  inch  larger  than 
the  screw  for  clearance.  The  root  diameter  is  the  same  as  the 
screw.    See  pp.  6ll,  612. 

Shank  B  is  made  about  one-hundredth  of  an  inch  smaller 
than  the  bore  of  the  nut. 

These  taps  cannot  be  obtained  commercially,  but  must  be 
specially  made. 

2S.  To  cut  a  Square  thread  screw.  Fig.  26. 


7 
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STOCK 
MACHINE  STEEL 


FiQ.  26.  —  Schedule  Drawing  of  Square  Thread  Screw. 


CUTTING  A  SQUARE  THREAD  SCREW 
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Specifications:  Material,  machine  steel  A'  large;  weight,  3  lb.  8  oz. 
Hardness,  14  to  16  (scleroscope). 

True  live  center.     Set  dead  center  in  approximate  alinement. 
Hi^h-speed  steel  or  stellite  cutting  tools. 
Time  :  Study  drawing  and  schedule  in  advance,  5  min.  — 
Oil  lathe,  4  min.  —  Prepare  screw  blank,  1  h.  5  min.  — 
Rough  and  finish  thread  and  fit  to  nut,  1  h.  10  min. —  (All  tools 
furnished.)  — 

Clean  lathe,  3  min.  —  Total,  2  h.  27  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND    TOOLS 


Opsrationb. 


Center. 


Rough  square,  (1),  (2). 


Recenter. 


Finish  square,  (1),  (8). 


Rough  turn  A^  large,  (3),  one 
cut. 


Set  dead  center  in  accurate 
alinement  to  turn  straight 
using  this  shaft  or  a  trial 
piece  the  same  length. 
See  pp.  Il6.  Il7. 

Finish  turn  1.26*'+.003^  (4). 


FUel.26'H-.00l'.  (5). 
Polish  1.25',  (5). 


Or  rough  turn  .Ol''  large,  and 
grind,  after  threading. 


Machines,  Speeds, 
Feeds. 


Centering  machine. 

Engine  lathe  12*  to 
16'.  2d  or  3d  speed, 
or50F.P.M.  Hand 
or  power  feed. 

Speed  lathe,  drill,  4th 
speed;  countersink 
3d  speed. 

Engine  lathe,  3d  or  4th 
speed  or  80  F.P.M. 
Hand  or  power  feed. 

2d  or  3d  speed,  or  60 
F.P.M.  Coarse 

power  feed  —  40  to 
1". 

3d  or  4th  speed  or  80 
F.P.M.  Fine  power 
feed  —140  to  1'. 


3d  or  4th  speed,  or  80 
F.P.M.  Fine  power 
feed  -  140  to  1*'. 


4th  or  5th  speed,  or 
176  F.P.M. 

Speed   lathe,   highest 
speed. 

See  Cylindrical  Grind- 
ing Machine,  p.701. 


Tools. 


A*'  drill,  60*  counter- 
sink, lard  oil. 

Dog,    rule,    calipers, 
side  tool,  35®  rake. 


Diamond-point  tool 
or  hoider  and  cut- 
ter, 35®  rake,  cali- 
pers, rule. 

Dog,  copper,  dia- 
mond-point tool 
or  holder  and  cut- 
ter, 35^  rake,  mi- 
orometer^ 

Copper  under  set 
screw  of  dog,  dia- 
mond-point tool  or 
holder  and  cutter, 
35®  rake,  microm- 
eter. 

8'  or  10*  mill  bastard 
file. 

60  and  90  emery 
cloth,  polishing 
clamps. 
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Operations. 

Machinbs,  Spbed6, 
Fbeds. 

Tools. 

Drill  hole,  (6). 

Speed      lathe, 

drill 

Center  punch,  fi' 

chuck,    3d   or 

4th 

straight  shank  twist 

speed,      or 

1000 

drill,  V  center,  depth 

R.F.Jft. 

gage,  lard  oil. 

Grind  square  thread  roughing 

• 

tool. 

• 

Set  tool  (see  p.  6 14)  and  thread 

Engine   lathe. 

1st 

Forged  Square  thread 

stop,   arrange  lathe  for  5 

speed,  or  25  F.P.M. 

roughing  tool,  width 

threads.     Pull   belt  down- 

.000'.   See  Fig.  18, 

ward  to  take  up  back-lash, 

or  use  holder  and 

loosen    set    screw    of    dog 

cutter,  see  Fig.  21, 

and  adjust  shaft  until  tool 

calipers,  rule,  lubri- 

terminates   in    hole,     (6). 

cate  freely  with  lard 

Tighten  set  screw. 

oU. 

Rough  thread  to  l.CM*"  +  .01^ 

(7),  twenty  cuts  .005*'  each. 

Depth  of  thread  .100*. 

Set  finishing  tool  to  cut  on 

1st     speed,     or 

25 

Forged  finishing  tool. 

both    sides    of    groove    by 

F.P.M. 

width  .lOO*  +  .002* 

loosening     dog,     adjusting 

for  fit,  I''  microme- 

shaft and  testing  cut  at  end 

ter,  file,  harden  and 

thread.    Tighten  set  screw. 

temper   and   grind 

Finish   thread   to  1.04^  (8), 

or  use  holder  and 

twenty  cuts  .005',  two  cuts 

cutter,  calipers. 

.002',  one  cut  .001'.  Depth 

rule,  lard  oil. 

of  thread  .105'. 

Turn  off  thick  end  thread,  (9), 

2d  or  3d  speed,  or  50 

Diamond-point     and 

and  smooth  thread  with  file. 

F.PJii.    Hand  feed. 

side  tools,  or  holder 

and   cutter,   8'   or 

10*  mill  bastard  file. 

File  top  of  threads  to  remove 

4th  or  5th  speed,  or 

8'  or  10*  mill  bastard 

burr. 

175  F.P.M. 

file. 

File  sides  of  thread  slightly  if 

Istspeed.orlOF.P.M. 

5'  or  6'  warding  bas- 

needed to  make  the  fit  easier. 

tard  file,  two  safe 

(Preferably    with    file    and 

edges. 

speed  reversed.) 

.  AUerUion.  —  Terminate  each  cut  as  follows:  stop  lathe  when  tool 
is  }  or  ^  revolution  from  hole,  then  carefully  pull  belt  to  continue  cut 
almost  to  hole  and  end  the  cut  by  moving  tail  of  dog  in  slot  of  face  plate. 

Note.  —  Roughing  tool  may  be  removed,  ground,  and  reset  if  neces- 
sary, but  not  the  finishing  tool. 


SQUARE  THREAD  NUT 
1  Square  thread  nut,  Fig.  27. 

TAP   ij"  DIA.  S  THOS.  TO  l" 


Fis.  27.  —  ScHBDCLE  Drawino  or  Square  Thread  Nut, 

Speciflcatiaiis :  Preparing  nut  blank.    Rough  threading.    Tapping. 

Material,  iron  casting,  cored;  weight,  1  lb.  6  oz. 

Hardness,  29  to  31  (scloroscope.) 

H^-speed  steel  or  steltite  cutting  tools. 

Time :  Study  drawing  and  schedule  in  advance,  5  min.  — 

Oil  lathe,  4  min.  —  Bore,  thread,  and  tap  nut,  40  min.  — 

Square,  turn,  and  nuri  nut,  28  min.  —  (AU  tools  furnished.)  — 

Clean  lathe,  3  min.  — Total,  1  h.  20  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 

Opkbations. 

Uachinb,  Speeds, 

FiBDa. 

Tools. 

Mount  in  chuck,  true  up  and 
clamp  bud  in  chunk. 

Rough  oquBTe,  (1),  one  or  two 
cuta.    F«ed  inwiurd. 

Rough    bore   hole   to   >bout 
1X)3',  (3),  two  or  three  cute. 

Engine   lethe   12*   to 
le*.      3d  speed,  or 
lis  F.P.M. 

2d  or  3d  ipeed,  or  40 
F.P.M.       Hand  or 

let  or  2d  epe^,  or  40 
F.P.M.          Medium 
power  feed  — 80  to 

Independent     chuck, 
dudk. 

Round-nose  tool,  or 
holder  and  cutler, 
15°  rake. 

Boring  tool,  eee  p.  6oi. 
Iiuddecalip«n,ru]e. 

finish  bore  hole,  (3),  two  or 
tlireecuta. 

3dflpeed.or60F.P.M. 
line  power  feed  — 

Or  omit  boring,  bevel  ctwner 
of  hole  uid  drill  to  aiie. 

2d  or  3d  speed,  or  60 
F.P.M.J 

3  or  4-gTooTe  high- 
speed steel  twist 
drill  (1.06*). 

See  p.  ilD  and  Prin- 
eiviet  0/  Maehint 
Work. 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 

CorUinr^ed 


QpSaATIONB. 


Set  inside  Square  thread  tool 
(see  Fig.  24),  and  cut  re- 
cess for  improvised  gage  ^^ 
X  ir,  (8).    See  (A). 

Arrange  lathe  for  5  threads 
with  thread  stop  reversed. 

Rough  thread  to  1}^  the  di- 
ameter of  gage  A,  (4),  fif- 
teen cuts,  .006'^  each,  five 
cuts,  .002*  each.  Depth  of 
thread,  .100*. 

Start  tap  in  lathe,  pull  belt 
downward  and  follow  with 
dead  center.  Be  sure  that 
tap  follows  thread  or  it  may 
ream.  Remove  nut  and 
tap  to  reaming  stand  or 
vise,  and  finish  tapping,  (5). 

Mount  nut  on  nut  mandrel 
and  rough  square,  (6),  one 
or  two  cuts. 


Finish  square,  (0),  one  or  two 
cuts. 

Reverse  nut  and  square  to 
length  to  remove  recess, 
(7),  two  or  three  cuts. 

Rough  turn,  (8),  one  or  two 
cuts. 


Finish  turn,  (8),  one  cut. 


File,  (9). 

Nurl,  two  to  four  times,  (10). 
See  Machine  Nurling,  p.  636. 


File   comers   slightly   to   re- 
move burr,  (11),  (12). 


Machinkb,  Spbbdb, 
Fbbda. 


2d  speed  or  50  F.P  Jii. 
Hand  feed. 


Ist  speed,  or  30  FP.M. 


Reaming  stand  or  vise 
and  grooved  wooden 
jaws. 


2d  or  8d  speed,  or  40 
F.PJi. 


3d  or  4th  speed,  or  60 

F.P.M. 
2d  or  3d  speed  or  60 

F.P.M. 


1st  or  2d  speed,  or  35 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

2d  or  3d  speed,  or  50 
F.P.M. 


4th    speed,     or    175 

F.P.M. 
1st  or  2d  speed,  or  35 

F.P.M.         Medium 

power  feed  —  80  to 

1*. 
4th     speed     or     175 

F.P.M. 


Tools. 


Forged  Square  thread 
tool,  width  .090*, 
or  holder  and  cut- 
ter, inside  calipers, 
rule. 


Without  oil. 


1}''X5  Square  thread, 
tap  and  tap  wrench, 
lubricate  tap  freely 
with  lard  oil. 


li*X5  S'quare  thread 
nut  mandrel,  dog, 
round-nose  tool,  or 
holder  and  cutter, 
calipers,  rule. 

Facing  tool  or  holder 
and  cutter. 

Round-nose  tool  or 
holder  and  cutter, 
and  facing  tool, 
calipers,  rule. 

Diamond-point  tool 
or  holder  and  cut- 
ter, 15®  rake,  cali- 
pers, rule. 

Diamond-point  or 
round-nose  tool,  or 
holder  and  cutter, 
calipers,  rule. 

8""  or  10*  mill  bastard 
file. 

Machine  nurling  tool, 
medium  pitch,  oil. 


S"  or  10*  mill  bastard 
file. 


See  Attention  and  Note^  p.  621. 
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Attention.  —  In  tlie  abeenoe  of  a  t^  an  inside  tool  may  be  made 
one-half  pitch  X  .001*  to  finish  the  thread,  but  the  thread,  vill  not 
be  as  smooth  or  the  fit  of  ecrew  and  nut  as  good. 

Note. — The  nut  in  Fig.  27  ia  nurled  for  convenience  in  handling 
as  a  problem.  For  practical  eityles  of  nute  to  transmit  motion,  see 
p.  638. 

30.  To  fit  screw  to  nut.     Figs.  26  and  27. 

SCHEDULE  OF  OPERATIONS 

with    both   hands  and    force    in 
with  hand  pressure. 

3.  If  need  be  file  ade  of  threads 
with  a  warding  file 

4.  After  screw  is  fitted  to  nut, 
polish  top  of  thread  with  90 
emery  cloth,  polishing  clamps 
and  lard  oil. 


1.  Ascertain  if  thread  binds  on 
top  or  bottom  by  testing  with 
calipers  and  comparing  with  tap, 
Fig.  25;  if  so,  file  top  of 
threads  on  screw  or  cut  thread 
deeper. 

2.  Hold  nut  in  grooved  wooden 
jaws  in  viae.     Oil  screw,  grasp  dog 


Attention. — To  file  ndes  of  a  right  thread,  preferably,  run  lathe 
backward  at  a  slow  speed,  reverse  file  and  file  toward  footstock. 

ACME  STANDARD  OR  29°  THREADS 
31.  Acme  Standard  or  39°  threads,  Fig.  28,  right  or  left, 
are  used  for  screws  to  transmit  motion,  as  on  lead  screws,  feed 


screws,  elevating  screws,  valve  stems,  presses,  rock  drills,  etc., 
and  they  are  displacing  Square  threads  for  other  purposes 
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because  they  can  be  more  readily  cut  in  the  lathe,  and  also 
successfully  and  rapidly  cut  with  dies,  with  bolt  cutters  and 
turret  lathes,  and  milled  with  thread  milling  machines. 

The  depth  of  the  thread  is  equal  to  one-half  the  pitch  plus 
.Ol'^  for  clearance.  The  fit  is  on  the  sides  with  clearance  on 
top  and  bottom. 

NAMES  OF  PRINCIPAL  PARTS  OF  29°  THREAD 


C  —  Pitch. 

D  —  Diameter,  standard. 

E  —  Root  diameter  (which  is 
also  root  diameter  of  tap). 

F  —  Diameter  at  bottom  of 
thread  on  nut  (which  is  also  dia- 
meter of  tap). 

G  —  Bore  of  nut. 


H  and  H^  —  Clearances,  same 
for  aU  pitches.  (H  obtained  by 
cutting  thread  .01^  deeper  than 
iP;  H',  by  making  tap  .02^ 
larger  than  diameter  of  screw.) 

K  —  Included  angle  29^. 

L  — Side  angle  14J^ 


32.  To  obtain  parts  of  thread.  — 

Width  of  point  of  tool  for  screw  or  tap  thread 

■3707 QQg2. 

No.  threads  per  inch 

Width  of  point  of  screw  or  nut  thread  = 

.3707 


No.  threads  per  inch 

Diameter  of  tap         =  diameter  of  screw  +  .020. 

Diameter  of  screw     =  any 

Diameter  of  tap  or  screw  at  root  of  thread  =  diameter  of 


screw 


.( 1 

\No.  thread 


threads  per  inch 


1 


+ 


.02oA 


Depth  of  thread  =  jt-ttt? — lu 1 = — l  +  -OlO- 

'^  2  X  No.  threads  per  inch 

Diameter  to  bore  nut  =  diameter  of  screw  — 

1 

No.  threads  per  inch 

Clearance  «  .01^  top  and  bottom  of  thread. 


ACME  STANDARD  OR  29*»  THREAD 
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33.  Table  of  Thread  Parts  for   Acme  Standard  or  ag'' 
Thread. 


Pitch. 

No.  OF 

Thbsads 

Depth  OF 
Thread. 

Width  AT 
Top  of 

Width  at 
Bottom 

Space  at 
Top  OF 

Thicknebb 
at  Root  of 

PER  Inch. 

Thread. 

OF  Thr'd. 

Thread. 

Thread. 

2 

i 

1.010 

.7414 

.7362 

1.2586 

1.2637 

1{ 

t 

.9475 

.6950 

.6897 

1.1799 

1.1850 

If 

.8850 

.6487 

.6435 

1.1012 

1.1064 

H 

ft 

.8225 

,6025 

.5973 

1.0226 

1.0277 

li 

1, 

.7600 

.5560 

.5508 

.9439 

.9491 

iiV 

,7287 

.5329 

.5277 

.9046 

.9097 

i| 

T^r 

.6975 

.5097 

.5045 

.8652 

.8704 

ift 

a 

.6662 

.4865 

.4813 

.8259 

.8311 

li 

.635 

.4633 

.4581 

.7866 

.7918 

lA 

•  i 

.6037 

.4402 

.4350 

,7472 

.7525 

li 

' 

.5725 

.4170 

.4118 

.7079 

.7131 

ii^ 

h 

.5412 

.3938 

.3886 

.6686 

.6739 

1 

1 

.510 

.3707 

.3655 

.6293 

.6345 

« 

\t 

.4787 

.3476 

.3424 

.5898 

.5950 

i 

,4475 

.3243 

.3191 

.5506 

.5558 

H 

lA 

.4162 

.3012 

.2960 

.5112 

.5164 

i 

li 

.385 

.2780 

.2728 

.4720 

.4772 

H 

lA 

.3537 

.2548 

.2496 

.4327 

.4379 

} 

li 

.3433 

.2471 

.2419 

.4194 

.4246 

A 

i| 
1^ 

.3225 
.2912 

.2316 
.2085 

.2264 
.2033 

.3934 
.3539 

.3986 
.3591 

i 

2 

.260 

.1853 

.1801 

.3147 

.3199 

2» 

.2287 

.1622 

.1570 

.2752 

.2804 

1 

2i 

.210 

.1482 

,1430 

.2518 

.2570 

1 

2| 

.1975 

.1390 

.1338 

.2359 

.2411 

i 

3 

,1766 

.1235 

.1183 

.2098 

.2150 

ft 

3i 

.1662 

.1158 

.1106 

.1966 

.2018 

f 

3J 

,1528 

.1059 

.1007 

.1797 

.1849 

i 

4 

.1350 

.0927 

.0875 

,1573 

.1625 

i 

4i 

.1211 

.0824 

.0772 

.1398 

.1450 

5 

.110 

.0741 

.0689 

.1259 

.1311 

ft 

5i 

.1037 

.0695 

.0643 

.1179 

.1232 

1 

6 

.0933 

.0617 

.0565 

.1049 

.1101 

7 

.0814 

.0530 

.0478 

.0899 

.0951 

i 

8 

.0725 

.0463 

.0411 

.0787 

.0839 

i 

9 

.0655 

.0413 

.0361 

.0699 

,0751 

A 

10 

.060 

.0371 

.0319 

.0629 

.0681 

ft 

16 

.0412 

.0232 

.0180 

.0392 

.0444 
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34.  Table  of  Acme  Standard  or  29°  threads.  —  While  any 
pitch  may  be  assumed,  it  is  best  to  use  whole  numbers  of 
threads  per  inch  as  near  as  possible  to  three-quarters  of  the 
United  States  Standard.     See  p.  323. 


Diameter. 

Threads  Per 
Inch. 

Diameter. 

Threads  Per 
Inch. 

i' 

i' 
i' 

10 
9 

8 
7 

1' 
2* 

6 
6 

4 
3 

36.  To  file  or  grind  Acme  Standard  or  29°  threading  tool.  Fig. 
29. — A  is  top  face,  B  and  C  are  side  and  end  views.  For 
method  of  finding  inclination  of  thread,  see  Square  Threading 
Tool,  pp.  613,  614. 


B 


^'15'U. 


Fig.  29.  —  Acme  Standard  or  29®  Threading  Tool. 
SCHEDULE  OF  OPERATIONS 


\ 


1.  File  bottom  and  end  of  tool. 

2.  File  sides  to  fit  gage  D  as  at 
Ey  Fig.  30. 

3.  Harden  and   temper  to  a 
straw  color. 


4.  Grind  end  until  point  F, 
Fig.  29,  will  fit  notch  in  gage  as 
at  G,  Fig.  30,  the  desired  pitch. 

5.  Grind  top  face,  A,  Fig.  29, 
slightly. 


AtierUion.  —  For  fine  pitches,  use  same  tool  for  roughing  and 
finishing.  For  5  pitch  or  coarser,  rough  with  Square  threading  tool 
.01"  narrower  than  point  of  29**  tool.  In  case  of  very  coarse  pitches, 
cut  a  square  groove,  then  with  right  and  left  side  tool  cut  down  sides 
of  thread,  after  which  use  finishing  tool  of  desired  shape.  A  com- 
pound rest  is  often  used  for  coarse  pitches. 

Note. —  The  tool  may  be  forged  and  ground  to  the  proper  angle  with 
a  universal  tool  grinder  (see  Principles  of  Machine  Work)^  then  hard- 
ened and  tempered,  reground,  and  the  filing  omitted.  The  thread  is  also 
cut  with  29**  threading  holder  and  cutter.     See  No.  16,  Chart,  p.  309. 


TO  FILE  AND  GRIND  TOOL 
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SCREW    BLANK 

H 

10  987      6543    2- 

— r***"-*.^®"  SCREW  THD.  /-\ 
1        E^^O  TOOL  QAQE      ^ 

l-t      l-s-     l4    2 


Fig.  30.  —  SBmNa  Tool  to  Cut  Acmb 
Standard  or  29®  Thread. 

36.  Method  of  setting  outside  Acme  Standard  or  2Q^  thread- 
ing tooL  —  Fasten  tool  K,  Fig.  30,  in  tool  post  lightly  and  ad- 
just to  height  of  dead  center.  Mount  screw  blank  H  on  centers. 
Place  gage  D  against  screw  blank  H  parallel  to  axis  and  rap 
tool  until  angle  of  tool  fits  angle  of  gage.  Then  fasten  tool 
firmly. 

37.  An  inside  Acme  Standard  or  2g^  threading  tool.  —  Fig. 
31  is  used  for  cutting  inside  threads.  The  blade  AB  is  in- 
clined, shaped  and  ground  to  suit  thread  to  be  cut  in  the  same 


TOP    VIEW 


1 


Fig.  31.  —  Inside  Acme  Standard  or  29® 
Threading  Tool. 

manner  as  the  outside  Acme  Standard  or  29°  threading  tool, 
Fig.  29. 

Inside  29°  threads  are  cut  also  by  inserting  properly  shaped 
cutters  in  boring  tool  holders.    See  No.  24,  Chart,  p.  309. 
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38.  Method  of  setting  inside  Acme  Standard  or  ig^  thread- 
ing tool.  —  Nut  blank  C,  Fig.  32,  is  held  in  chuck  D,  End 
E  is  faced  and  hole  bored  to  size.    Place  tool  F  in  tool  post 


NUT  BLANK 

c 


Fig.  32.  —  SsTTiNa  Inside  Acme  Standard  29^ 

Threading  Tool. 


and  adjust  to  height  of  dead  center  (see  No.  2,  p.  605)  and  fasten 
lightly  in  approximate  position.  Hold  gage  G  against  face  of 
chuck  D  and  rap  tool  until  angle  of  tool  fits  angle  of  gage. 
Then  fasten  tool  securely. 

39.  Acme  Standard  or  2if  thread  tap  lY  in  diameter, 
5  threads  to  1,  Fig.  33,  is  used  to  tap  both  loose  and  fixed 
nuts. 

^♦^^  luinuHiXmiHinuuuHiflmmmT 


T 


B      L04ir'        L2S-»«2 

i 


A-^^  WAAAA/U\AA/W>AAAAAA/www»«>«— 


^ 


Fig.  33. —  Acme  Standard  or  29®  Thread  Tap  IJx  6. 

Loose  nuts  are  usually  rough  threaded  in  the  engine  lathe 
with  an  inside  threading  tool,  Fig.  32,  to  about  J  of  a  full 
thread,  then  finish  threaded  with  a  tap. 


CUTTING  A  29*^  THREAD  SCREW 
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For  fixed  nuts,  such  as  parts  of  machine  frames,  one  or  two 
roughing  taps  are  used,  followed  by  the  finishing  tap,  prefer- 
ably of  type  sliown  at  H,  Fig.  15.  These  taps  are  made  with 
leaders  as  at  i4 ,  Fig.  33,  or  without  leaders.  A,  Fig.  25.  See  Aline- 
ment  Drilling  and  Tapping,  p.  638.  The  diameter  is  made  two- 
hundredths  of  an  inch  larger  than  the  screw  for  clearance. 
See  p.  622.    The  root  diameter  of  tap  is  the  same  as  screw. 

Leader  A  and  shank  B  are  two-thousandths  of  an  inch 
smaller  than  bore  of  nut,  and  the  leader  may  be  used  as  a  gagd 
to  test  the  bore  of  nut.  These  taps  cannot  be  obtained  com- 
mercially but  must  be  specially  made. 

40.  To  cut  Acme  Standard  or  29°  thread  screw.  Fig.  34. 


Fig.  34.  —  Schedule  Drawing  of  Acme  Standard  or  29® 

Thread  Screw. 

Specifications:  Preparing  screw  blank.  Threading.  Material, 
machine  steel  t^'  large;  weight,  3  lb.  8  oz. 

Hardness,  14  to  16  (scleroscope). 

True  live  center.     Set  dead  center  in  approximate  alinement. 

High-speed  steel  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  — 

Oil  lathe,  4  min.  —  Prepare  screw  blank,  65  min.  —  Rough  and  finish 
thread,  and  fit  to  nut,  1  h.  10  min.  —  (AH  tools  furnished.)  —  Clean 
lathe,  3  min.  —  Total,  2  h.  27  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES,   AND  TOOLS 


Operations. 

Machines,  Speeds, 
Feeds. 

Tools. 

Center. 

Rough  square,  <i),  (2). 

Centering  machine. 

Engine  lathe   12^   to 
16*.    2d  or  3d  speed, 
or  50  F.P.M.  Hand 
or  power  feed. 

^j'  drill   60**  counter- 
Rink,  lard  oil. 

Dog,     ru  le,     calipers 
side  tool,  35*"  rake. 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 

Continued 


Operations. 


Recenter. 


FiniBh  square,  (1),  (2). 


Rough  turn  A'  large,  (3),  one 
cut. 


Set  dead  center  in  accurate 
alinement  to  turn  straight 
using  this  shaft  or  a  trial 
piece  the  same  length.  See 
pp.  Il6,  ll7. 

Finish  turn  1J25'  +  .003^  (4). 


File  1.26'  +  .001',  (5;. 

Polish  1.26',  (5). 

Cut  groove,  (6),  to  root  diam- 
eter of  thread,  1.03'. 

Grind     Square     thread    29"* 

roughing  tool. 
Set  tool  (see  p.  6l4)  and  thread 

stop,   arrange   lathe   for   6 

threads. 

Rough  thread  to  1.03'  +  .02*, 
(7),  twenty  cuts  .OOd'each. 
Depth  of  thread,  .100*. 

Set  finishing  tool  to  cut  on 
both  sides  of  groove  by  tak- 
ing up  back-lash,  loosening 
dog,  adjusting  shaft  and 
testing  cut  at  end  thread. 

Finish  thread,  (8),  twenty 
cuts  of  .006'  each,  two  cuts 
of  .002*  each.  Then  take  1 
cut  .001',  clean,  oil,  and 
test  and  repeat  until  screw 
fits  nut.  Depth  of  thread 
.110*.     See     (8). 


Mac&inbs,  Speeds, 
Feeds. 


Speed  lathe,  drill,  4th 
speed;  countersink, 
3d  speed. 

Engine  lathe,  3d  or 
4th  speed,  or  80 
F.P.M.  Hand  or 
power  feed. 

2d  or  3d  speed,  or  00 
F.P.M.  Coarse 
power  feed — 40  to 
1'. 

3d  or  4th  speed  or  80 
F.P.M.  Fine  power 
feed  — 140  to  1*. 


3d  or  4th  speed,  or  80 
F.P.M.*  Fine  power 
feed  — 140  to  1'. 


4th  or  6th  speed,  or 

176  F.P.M. 
Speed   lathe,   highest 

speed. 
Engine  lathe,   1st  or 

2d    speed,     or    26 

F.P.M.    Hand  feed. 
Engine      lathe,       1st 

speed,  or  30  F.P.M. 


1st      speed, 
F.P.M. 


or     26 


Tooia. 


Diamond-point  tool 
or  holder  and  cut- 
ter, 36^  rake,  cali- 
pers, rule. 

Dog,  copper,  dia- 
mond-point tool  or 
holder  and  cutter, 
36^  rake,  microm- 
eter. 

Copper  underset  screw 
of  dog,  diamond- 
point  tool  or  holder 
and  cutter,  36**  rake, 
micrometer. 

8'  or  10*  mill  bastard 
file. 

60  and  90  emery  cloth, 
polishing  clamps. 

29**  grooving  tool,  cal- 
ipers, rule,  lard  oil. 

Forged  Pquare  thread 
(29"*  roughing  tool) 
—  width  .060*,  see 
Fig.  18,  or  liolder 
and  cutter,  see  Fig. 
21. 

Calipers,  rule;  lubri- 
cate freely  with  lard 
oil. 

Forged  29''  finishing 
tool,  ground  to  fit 
angle  and  notch  6 
on  gage,  Fig.  30. 
or  use  ^6](der  and 
cutter,  calipers, 
rule,  lard  oil. 


• 


29=  THREAD  NUT 


SCHEDULE  OP  OPERATIONS,  MACHINES  AND  TOOLS 
Concluded 


File  top  or  threads  to  remove 

File  sides  of  thrend  slightly  if 
needed  to  make  the  fit 
easier,  (PreteraWy  with  file 
and  speed  reversed.) 

Polish  tops  of  threads. 


F.PJI.    Hwidteed. 


lBt8peed,orlOF.P.M. 


10*  mill  bastard 
file. 

8*  or  IC  roiU  bas- 
tard file. 

E'  or. 6'  warding  bas- 
tard   file,  two  safe 


Attention.  — Terminate. each  cut  as  foUowe:  atop  lathe  when  tool  is 
i  or  }  of  a  revolution  from  groove,  then  carefully  pull  belt  to  continue 
cut  to  groove. 

A  hole  instead  of  a  ^oove  is  aometimes  used  in  which  to  terminate 
the  cut.    See  K,  Fig.  17. 

For  fine  pitehes  a  groove,. or  hole,  is  eometiniea  omitted  and  a  taper- 
ing termination  used!the  same  as  United  States  Standard  and  Sharp  V 
threads.    See  p.  330,  331. 

Warning.  —  Roughing  tool  nmy  be  removed,  ground,  and  reaet,  if 
necessary,  but  it  is  best  not  to  remove  the  finiatiing  tool  until  thread 
is  completed. 

Important.  —  A  29°  thread  nut  must  be  made  first  in  order  to  fit  the 
screw  to  it, 

41.  To  make  an  Acme  Standard  or  29°  thread  nut,  Fig,  35. 

TAP  li'  DU,  e  TMD8.  TO  l" 


I  29°  Thread  Nut. 


AcMB  Standard 
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Specifications:  Preparing  nut  blank.  Rough  threading.  Tapping. 
Material,  iron  casting,  cored;  weight,  1  lb.  6  oz. 

Hardness,  29  to  31  (scleroscope). 

Highnspeed  steel  or  stellite  cutting  tools. 

Time :  Study  drawing  and  schedule  in  advance,  5  min.  — 

Oil  lathe,  4  min.  — Bore,  thread,  and  tap  nut,  40  min.  — Square, 
turn,  and  nuri  nut,  28  min.  —  (All  tools  furnished.)  Clean  lathe,  3 
min.  —  Total,  1  h.  20  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Mount  in  chuck,  true  up,  and 
clamp  hard  in  chuck. 

Rough  square.  (1),  one  or  two 
cuts.    Feed  inward. 

Rough   bore   hole    to    about 
1.03",  (2),  two  or  three  cuts. 


Finish  bore  hole  1.06',  («),  two 
or  three  cuts. 

Or  omit  boring,  bevel  comer 
of  hole  and  drill  to  size. 


Set  inside  29®  thread  tool.  Fig. 
32,  cut  recess  for  impro- 
vised gage  A'  X  li',  (3). 
See  (A). 

Arrange  lathe  for  5  threads 
with  thread  stop  reversed. 

Rough  thread  to  IJ'  the  di- 
ameter of  gage  A,  (4),  fif- 
teen cuts  .006*  each,  five 
cuts  .002"  each.  Depth  of 
thread  .100*. 

Start  tap  in  lathe,  pull  belt 
downward  and  follow  with 
dead  center.  Be  sure  that 
tap  follows  thread  or  it  may- 
ream  out  thread.  Remove 
nut  and  tap  to  reaming 
stand  or  vise,  and  finish  tap- 
ping, (5). 


Machines,  Speeds, 
Feeds. 


Engine  lathe   12^   to 

16*.     3d  speed,  or 

115  F.P.M. 
2d  or  3d  speed,  or  40 

F.P.M.       Hand  or 

power  feed. 
1st  or  2d  speed,  or  40 

F.P.M,  '  medium 

power  feed  —  80  to 

1*. 
3d  speed,  or  60  F.P.M. 

Fine'  power  feed  — 

140  to  1'. 
2d  or  3d  speed,  or  60 

F.P.M. 


2d  speed,  or  50  F.P.M. 
Hand  feed. 


1st  speed,  or  30  F.P.M. 


Reaming  stand,  or 
vise  and  grooved 
wooden  jaws. 


TooiA. 


Independent  chuck, 
chalk. 

Round-nose  tool  or 
holder  and  cutter , 
15**  rake. 

Boring  tool,  p.  504. 
Inside  calipers,  rule. 


3  or  4-groove  high 
speed  steel  twist 
drill  (1.05'). 

See  p.  4 10  and  Prin- 
ciplea  of  Machine 
Work. 

Forged  29''  thread 
tool,  or  holder  and 
cutter,  inside  cali- 
pers, rule. 


Without  oil. 


IJ'  X  5,  29*»  thread 
tap  and  tap  wrench, 
lubricate  tap  freely 
with  lard  oil. 


MULTIPLE  THREADS 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 

Concluded 


Operations. 


Mount  nut  on  nut  'mai^drel 
and  rough  square,  (6),  one 
or  two  cuts.  '    ' 


Finish  square,  (0),  one  or  two 
cuts. 

Reverse  nut  and  square  16 
length  to  remove-  recess, 
(7),  two  or  thi«e  cuts* » 

.    '    •    ** 
Rough  turn,  (8),  one  or  two 

cuts. 


Machines,  Spsbob, 
Fbbds. 


2d  or  3d  speed,  or  40 
F.P.M. 


Tools. 


Finish    turn,    (8),    one    cut. 
File,  (9). 


Nurl,  (10),  two  to  four  timed. 
See  Machine  Nurling,  p.  636. 


File  comers  slightly  to  remove 
burr,  (11),  (12). 


3d  or  4th  speed,  or  60 
F.P.M. 

2d  or  3d  speed,  or  60 
F.P.M. 


1st  or  2d  speed,  or  36 
F.P.M.  Medium 
|}Ower  feed. 


2d  or  3d  speed,  or  50 
F^P.M!  4th  speed, 
orl76F.P.M. 


1st  or  2d  speed,  or  35 
F.P.M.  Medium 
power  feed  —  80  to 
1*. 

4th  speed,  or  175 
F.P.M. 


IJ"  X  5,  29»  thread 
nut  mandrel,  dog, 
round-nose  tool  or 
holder  and  cutter, 
calipers,  rule. 

Facing  tool,  or  holder 
and  cutter. 

Round-nose  tool,  or 
holder  and  cutter 
and  facing  tool. 

Diamond-point  tool 
or  holder  and  cut- 
ter, 15^  rake,  call* 
pers,  rule. 

Diamond-point  or 
round-nose  tool,  or 
holder  and  cutter, 
calipers,  rule.  8' 
or  10*  mill  bastard 
file. 

Machine  nurling  tool, 
medium  pitch,  lard 
oil. 

8'  or  10*  mUl  bastard 
file. 


Attention,  —  In  the  absence  of  a  tap  the  inside  2d^  thread  tool  may 
be  used  to  finish  the  thread  but  the  thread  will  not  be  as  smooth  or 
the  fit  of  screw  and  nut  as  good. 

Note.  —  The  nut  in  Fig.  35  is  nurled  for  convenience  in  handling  as 
a  problem.    For  practical  styles  of  nuts  to  transmit  motion,  see  p.  63S. 

MULTIPLE  THREADS 

42.  Multiple-threaded  screws,  such  as  double  and  triple 
threads,  etc.,  in  Square,  29°,  and  other  forms  of  threads,  are 
used  in  cases  where  a  quick  lead  is  required,  but  a  deep 
thread  is  not  desirable. 
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43.    To  cut  double   Square  thread,  Fig.  36,  8  threads  to 
1»,  pitch  i'. 


RIOHT 


Fio.  36.  —  Double  Square  Thread  Screw. 
SCHEDULE  OF  OPERATIONS 


1.  Gear  lathe  to  cut  4  threads 
per  inch.  Dog  the  work  and  with 
threading  tool  trace  a  line  for 
groove  1. 

2.  At  end  of  line  center  punch 
and  drill  finishing  hole  A  to  termi- 
nate groove  1.    See  pp.  6I6-6I8. 

3.  Cut  groove  1  to  diameter. 

4.  If  ratio  of  stud  spindle 
and  lathe  spindle  is  1  to  1,  and 
stud  gear  has  an  even  number 
of  teeth,  mark  with  chalk  a  tooth 
on  stud  gear  and  the  correspond- 
ing space  in  idler  gear.  Then 
mark  a  tooth  on  stud  gear  dia- 


metrically opposite,  which  is  de- 
termined by  counting  half  the 
teeth  in  the  stud  gear. 

Disengage  idler  gear  from  stud 
gear,  rotate  lathe  spindle  and 
bring  gears  into  mesh  as  indi- 
cated by  chalk  marks  on  the 
teeth  of  the  gears. 

5.  Now,  with  threading  tool 
trace  a  line  for  groove  2  and  on 
this  line  opposite  A,  center  punch 
and  drill  finishing  hole  A'  (not 
shown)  to  terminate  groove  2. 

6.  Cut  groove  2  to  diameter. 


AUention. —  To  cut  a  triple  thread,  the  lathe  spindle  is  rotated  one- 
third  of  a  revolution  to  cut  the  second  thread,  and  another  third  to  cut 
the  third  thread.  If  gear  on  stud  is  not  divisible  by  number  of  threads 
to  be  cut,  select  change  gears  that  have  a  stud  gear  that  is. 

Important. — Special  face  plates  with  multiple  equidistant  slots 
(index  milled)  are  convenient  for  cutting  multiple  threads,  as 
the  tail  of  the  dog  can  be  more  readily  shifted  than  the  gears 
after  each  thread  is  cut. 

44.  Width  and  inclination  of  tool  for  multiple  threads.  — 
The  width  or  shape  of  tools  for  multiple  threads  is  governed  by 
pitch  of  the  screw;  and  the  inclination  by^the  lead  of  the  screw. 

45.  Multiple-thread  taps  are  similar  to  those  for  square  and 
29**  thread  nuts.  See  pp.  616,  626,  627.  The  Sharp  V  and  29® 
forms  of  this  thread  can  be  cut  with  dies. 
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BRASS  FINISHING 

46.  To  turn  brass  in  the  engine  lathe.  —  Brass,  also  known 
as  composition,  ranging  in  hardness  from  soft  yellow  to  hard 
brass  or  bronze,  is  generally  turned  with  tools  havmg  little  or 
no  rake.  High  speeds  and  fine  feeds  are  used  and  the  tools 
must  be  kept  sharp  by  frequent  grinding  to  obtain  the  best  re- 
sults.   See  To  Machine  Bronze,  p.  419.     For  Cutting  Speed,  see 

p.  145. 


BRASS  TURNING 
LARGE   WORK 


BRASS  TURNING 
SMALL  WORK 


ROUND    NOSE   TOOL 
FOR  BRASS 

SIDE  VIEW 

Fio.  37.  —  Brass  Turning  wtfh 
RouND-NosB  Tool. 


FACING  OR  FRONT  TOOL 
FOR  BRASS 

SIDE  VIEW 


Fio.  38.  —  Brass  TuRNmo  with 
Front  Tool. 


47.  The  round-nose  tooly  as  at  A  and  B,  Fig.  37,  is*  generally 
used  for  large  brass  work.  It  may  be  used  to  turn  the  diameter 
as  at  C,  the  shoulder,  as  at  D,  and  the  round  comer  or  fillet  as 
at  E,  without  change  of  position  in  the  tool  post. 

48.  Use  front  tool,  Fig.  38,  with  point  Aj  B  ground  at 
angle  from  50°  to  60°  for  squaring,  turning,  or  facing,  without 
change,  as  at  C,  D,  and  E.  If  the  work  is  rigid,  cut  inward 
or  outward;  if  slender,  cut  inward  only.  This  tool  may  be 
ground  to  fit  thread  gage,  and  used  as  a  threading  tool  for 
United  States  Standard  or  Sharp  V  threads. 
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Attention.  —  As  bronze  and  brass  will  stretch,  it  is  neces- 
flary,  when  fitting  &  steel  screw  to  a  bronze  or  brass  nut,  to 
force  the  screw  in  hard  at  first  to  avoid  a  loose  fit. 

Reamed  and  drilled  holes  in  brass  or  bronze  are  usually  smaller 
than  botes  made  witli  the  same  tooh  in  cast  iron  on  account  of 
the  resilient  and  adhesive  quality  of  these  materials. 

Taps,  dies,  reamers,  and  files  that  are  used  on  steel  or  iron 
may  be  used  on  brass,  but  it  is  best  to  have  separate  tools, 
for  such  tools  never  work  as  well  on  brass  after  they  are  used 
on  steel  or  iron. 

Brass  in  general  is  machined  dry,  but  to  thread  rolled  brass, 
as  rod  and  tubing,  with  a  die,  it  is  usually  necessary  to  use 
lard  oil  to  prevent  the  chips  from  clin^ng  to  the  threads  of  ijie 
die  and  stripping  the  threads  on  the  work. 

Monel  metal  is  a  natural  nickel-copper  alloy  made  directly 
from  the  ore,  67  per  cent  nickel,  28  per  cent  copper  and  5  per 
cent  of  other  metals. 

It  takes  the  same  finish  as  pure  nickel  and  b  used  for  pump 
rods,  valve  stems,  boat  fittings,  dairy  and  tannery  machinery 
and  other  purposes  where  strength  and  non-corrodibility  are 
required.  It  can  be  machined,  forged,  soldered,  brazed  and 
welded  by  the  autogenous  and  electric  processes. 

To  machine,  use  tools  with  25°  to  30°  rake,  dry  or  with  a  lu- 
bricant of  lard  oil,  borax  and  aquadag. 

49.  To  make  brass  binding  post,  Fig.  39. 


Fia.  39.  —  ScBBDULB  Drawinq  of  a  BiNDna  Post. 
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Specifications:  Material,  composition  or  brass  castings  ^^  large; 
weight,  10  oz.    Hardness,  10  to  12  (scleroscope). 

True  live  center.    Set  dead  center  in  approximate  alinement. 

Carbon-steel  cutting  tools. 

Time :  Study  drawing  and  schedule  in  advance,  10  min.  —  Oil  lathe, 
3  min.  —  Make  post,  38  min.  —  Chuck  and  true  nuts,  37  min.  — Nurl 
nut  and  thread  post,  40  min.  —  Assemble,  finish,  polish,  and  lacquer, 
34  min.  —  Clean  lathes,  6  min.  —  Total,  2  h.  48  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operation. 


File  ends  flat  and.  center  to 
^^  diameter. 


Rough  flquare,  (1),  (2),   (8), 
(4).    Take  as  little  as  pos- 
•     5ible  off  1.      See  pp.  633, 
534. 

Reoenter  to  }'  diameter. 


Finish  square,  (ff),  (6),  (7), 
(8). 


Rough  turn  diameter  to  iJt' 
large,  (9),  (10),  (11),  (1«). 


Finish  turn,  (13),  (14),  to  fit 
V  g^So  (easy  fit)  or  use  mi- 
crometer, tool  finish,  filing 
not  necessary.  Finish  turn, 
(1«),(16.) 

Chamfer  ends  30^  to  depth  of 
thread,  (17),  (18). 

Thread  in  engine  lathe  to  fit 
nuts,  (19),  (20),  or 


Machines,  Speeds, 
Feeds. 


Vise,  centering  ma- 
chine, drill,  3500 
R.P.M.,  coimter- 
sink,  1700  R.P.M. 

Engine  lathe,  12*  to 
16',  4th  or  6th 
speed,  or  90  F.P.M. 
Hand  feed. 

Speed  lathe,  3d  or  4th 
speeci. 

Engine  lathe,  4th  or 
5th  speed,  or  150 
F.P.M.    Hand  feed. 


4th  or  5th  speed,  or 
90  F.P.M.  Fine 
power  feed  — 140 
to  1*. 

4th  or  5th  speed,  or 
150  F.P.M,  Fine 
power  feed  — 140 
tol^ 


Hand  feed. 


2d  or  3d  speed,  or  25 
F.P.M.  Arrange 
change  gears  for  24 
threads. 


Tools. 


File,    A'    drill,    60» 
countersink. 


Round-nose    tool    i' 
wide,      (1),      (4), 
front  tool,  (a),  (3), 
calipers,  rule. 

60^  countersink. 


Round-nose  tool,  (5), 
(8),  front  tool, 
(6),  (7),  calipers, 
rule. 

Copper  under  set 
screw  of  dog,  round* 
nose  tool,  calipers, 
rule. 

Calipers,  rule,  f  man- 
drel, f*' ring  gage,  or 
micrometer. 


Front  tool. 


U.S.F.-threading  tool. 
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.Thread  withf  X  24  U.S.l".  die, 
(19),  (80).     Start  in  lathe. 
Pull  belt  by  hand,  and  HDish 
inviw.     Se«p.6«.    If  de- 
wred,  post  and  nuts  may  be 
threaded   |-  X  16,   United 
Btstea  standard  thread. 

Eechamfer,  (21). 

Round  end  wiUi  forming  tool. 
By  hand  tool,  (8S). 

Speed  lathe  — 8'  t« 
12'.    Viae. 

Engine  lathe,  4th  or 
6th  speed,  or  BO 
F.P.M. 

Z'    universal    chuck, 
r    X  24     U.a.K. 
thread  die  and  die 
stock,   speoial  vise 
jaws.   See  Automo- 
bile    Screws,     pp. 
3m,  Sis. 

Cbunp  nut,  front  tool 

Forming  tool. 
Planiaher  or  Braver 

Speed  Uthe,  4th  or 
.-ith  speed,  or  500 
K.P.M. 

BO.    To  make  brass  aurled  thumb  auts,  Fig.  40. 


Fia.  40.  —  ScHBDuiE  Drawing  of  Nurlrd  Nuts. 
SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


on  nut  mandrel,  mount 

:enters,   rough   square. 

Finish  square,  (D). 


Speed  lathe,  4th  or 
Gth  speed,  or  1500 
RJ.M.     Vise. 


Engine  uthe,  4th  or 
6th  speed,  or  90  to 
150  F.P.M.  Hand 
feed. 


r  universal  chuck, 
planisher  or  Eraver. 
P,  or  W  drill,  dog, 
i"  X  21     U.S.  F.- 


Dog,  |-  X  24  U-  S.  F. 
thread,  nut  man- 
diel.  front  tool. 
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Opbratzons. 


Reverse  on  mandrel,  rough 
square.  (£).  Finish  square 
to  thickness,  (F). 

Rough  turn  to  diameter,  1|^^, 
(G). 


Rough  and  finish  turn  to  di- 
ameter, (H).  Rough  and 
finish  square  to  thickness, 
(K). 

Square  and  turn  nut  (B)  in 
same  order  as  (A),  except 
leave  diameters  (L)  (M)  t^i' 
large. 

Round  nut  (N)  to  fit  concave 
single  nurl.     See  p.  635. 

Nurl  (P),  also  round  and 
nurl  nut  (B).     See  p.  685. 

Hold  nut  mandrel  in  chuck, 
screw  on  nut  (B),  and  recess 
(R)  to  fit  against  4  on  bind- 
ing post,  Fig.  39. 

Screw  nuts  on  binding  post, 
mount  on  centers  and  hand 
turn,  (S).  (T),  to  correct  di- 
ameter of  post  and  nut  (A) . 

File. 


Stamp  name  or  initials  at  end, 
(C). 

Polish  and  lacquer  posts  and 
nuts  all  over,  except 
threads  and  nurling.  See 
pp.  432,  440. 


Machines,  Speeds, 
Feeds. 


Engine  lathe,  4th  or 
5th  speed,  or  90  to 
ISO  F.P.M.  Vme 
power  feed  — 140 
toK. 


Speed  lathe,  4th  or 
5th  speed,  or  500 
F.P.M. 

2d  or  3d  speed  or  300 
F.P.M. 

4th  or  5th  speed,  or 
600  F.P.M. 


4th  or  5th  speed,  or 
600  F.P.M. 


3d  or  4th  speed,  or 
250  F.P.M. 

Place  on  metal  block. 


Highest  speed,  or  6000 
F.P.M.  See  Prin- 
ciples of  Machine 
Work, 


Tools. 


Front   tool,    calipers, 
rule. 


Round-nose  tool,  cali- 
pers, rule. 


Round-nose  tool,  cali- 
pers, rdle. 


Planiaher. 


Hand  nurling  tool. 

Chuck,  nut  man<lrel 
with  thick  collar, 
planisher  or  graver. 


Clamp     nut,    round- 
nose  hand  tool. 


5'  half-round  smooth 
file. 

Steel  name  stamp, 
hammer. 

120  and  flour  emery 
cloth,  crocus  cloth 
(an  oxide  of  iron), 
rouge  (a  red  iron 
peroxide),  lacquer^ 
brush. 


T' 


Attention.  —  The  cutting  speeds  in  schedule  are  for  soft  bttt^  or 
composition  castings;  but  if  castings  are  hard,  reduce  the  cutting 
speed. 


y 
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ALINEMENT  DRILLING  AND   TAPPING 

61.  Fixed  nuts,  Fig.  41,  which  receive  screws  to  trans- 
mit motion  are  made  in  various  forms,  as  bushing  nut  A, 
which  is  threaded  and  forced  into  a  bored  hole  and  used  to 


STOCK-  BRONZE 
OR  MACHINE  STEEL 


STOCK— BRONZE 
OR  IRON  CASTING 


Fig.  41.  —  Bushing  and  Bracket  Nuts. 

receive  vertical  feed  screw  on  a  milling  machine,  or  bracket  nut 
B,  used  to  receive  cross-slide  screw  on  a  lathe,  or  bracket 
nut  C,  Fig.  42,  for  cross-slide  screw  on  a  milling  machine. 

Bracket  nuts  are  drilled  and  tapped  in  alinement  with 
scraped  slide  and  bearing  of  screw,  and  the  work  may  be  done 
with  a  regular  jig,  or  with  a  part  of  the  machine  itself  used  as 
an  improvised  jig,  as  knee  B,  Fig.  42. 


LCADeR  BRONZE  OR 
*■  U  "  CAST-IRON 
"  NUT 


SADDLE 

A 

I 


LEFT  HAND 

29*  OR  Sa  THO. 

TAP 


Fig.  42.  —  Alinement  Drilling   and   Tapping,  Milling    Machine 
Cross-Feed  Screw  Nut.  Hole  in  Knee  Used  as  a  Jig. 


62.  To  drill  and  tap  cross-feed  screw  nut  in  axial  alinement 
in  milling  machine  saddle  and  knee.  Fig.  42.  Improvised  jig, 
29^  or  Sqtiare  thread  tap. 
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SCHEDULE  OF  OPERATIONS 


Place  saddle  A  on  knee  B.    Fit     from  hole  D,  and  clamp  saddle. 


and  bolt  nut  C  to  saddle  and 
move  close  to  hole  D. 

Clamp  saddle  and  knee  to  angle 
plate  at  vertical  drilling  machine 
or  to  table  of  horizontal  drilling 
machine  and  aline  with  spindle. 

In  hole  ly  insert  jig  bushing  E, 
and  drill  nut  with  tap  drill  F. 

Move    saddle    and    nut   away 


Remove  bushing,  insert  tap  G, 
and  tap  hole  by  hand.  Three  or 
four  taps  of  increasing  diameters 
are  used. 

AUentian,  —  Taps  without  lead- 
ers are  used,  but  taps  with  lead- 
ers, either  threaded  or  plain,  as 
at  H,  are  preferred  for  accuracy. 


63.  To  make  bronze  bushing,  Fig.  43. 


U508--r 


Fia.  43.  —  Schedule  Drawing. 

Specifications:   Material,  bronze  casting  ^''  large,  cored;  weight, 
10  oz. 
Hardness,  11  to  14  (scleroscope). 
High-speed  steel,  or  steUite  cutting  tools. 
Time:  1  h.  30  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 

Machines,  Speeds, 
Feeds. 

Tools. 

Snag  casting. 

Set  dead  center  in  approximate 

alinement. 
Mount  casting  in  chuck,  true 

up  and  damp  firmly. 

Engine  lathe,  12"  to 

16". 
3d  speed. 

Independent  chuck, 
chalk. 
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Ronih  ud  Bnlih  iqw*  end 

*th  or  5th  speed,  or 

Holder  and  cutter  no 

(1).  two  or  thRie  cuts. 

150  F.P.M.    Hand 

feed. 

rake,  or  front  tool. 

HotwhbMeholeWlH".  («). 

Medium   power   feed 

Boring  tool  no  rake. 

two  or  three  cuU.   3eep.604. 

—  BOtol". 

inside  calipera, 
rule. 

Flnlili  boie  hole  to   1.1826". 

Fine    power    feed  — 

2"    inside    mierom- 

(D.onecut. 

140  to  1". 

eter    (or    caUpera 

and  rule). 

Flnlih  nam  hols  by  hand  with 
hftDd   reamer  in  lathe   (t). 

lA"  band  r««.er. 
reamer  wrench. 

See  p.  4l«. 

Oil  mandrel  and  prew  lightly 

Mandrel  press. 

lA"  mandrel,  oU. 

True  live  center.   Set  dead  cen- 

Engine  lathe. 

pp.  ll«,  llT).  Ufluig  a  shaft 

same  length  ai  mandrel. 

Koush  tnm  U>  1.603"  +  010". 

4th  or  5th  speed,  or 

Holder  and  cutter  no 

(!).(»').  one  or  two  cuts. 

160  F.P.M.       Me- 

rake,   or    round- 

dium  power  teed  - 

nose  tool,  2"  mi- 

80  to  1". 

Flmah  torn  to  1.S03"  +  -003". 

Fine    power    feed  — 

<•).  (I'),  one  cut. 

140  to  1". 

Rongh   and   flnith   iqnar*   to 

Engine  lathe.  4th  or 

Calipers,  rule. 

length  («).  three  or  four  cuts. 

6th   speed,  or   160 
F.P.M.  Hand  feed. 

Turn  grooTe  in  center  of  hush- 

Fine   power    feed  — 

Tool      holder      and 

ing  (i).  two  cuts. 

140  to  1". 

ChtmfM  and*  (i).  (*),  to  45°. 

FUb  to  limit  (■).(>')- 

4th  speed. 

8"  or  10"  mill-baa- 
tard  me,  tUe  card. 

Rule,  scriber.  center 

Drill  oil  holes  (■),  (•'). 

Vise,     copper     jaws. 

Speed  lathe,  4th  or 

punch,     hammer. 

5th  speed,  or  1500 

A"  straight  nuted 

R.P.M. 

drill,  V  center. 

Chip  (or  plane)  oil  grooves  (1). 

Viee.     copper     jaws 

Bent   center   chisel, 

or 

(shaper). 

hammer  (or  inside 
grooving  tool). 

Remove   burr    from   hole   by 

Half-round    smooth 

ninnina  reamer  through  by 

file. 

hand. 

64,  To  cut  a  conical  cavity 

aziallytnie  with  graver,  Fig.  44, 

'  —  Hold  nut  A  in  cbuck    B. 

Set  Tee  rest  C  to  bring  edge 

of  graver  Z>  at  hwgbt  of  center. 

Hold  graver  down  hard  on  Tee 

Fia.  44.  — CuTiTOo  a  Conical    rest  and  at  the  same  tinw  press 

Cavitt     AXUU.T     True     with     -.   •   .  in  ■         i 

Gbavbb  to  Stabt  Twist  Dbill.    '*  "^^  work.     If  graver  is  not 


DRILLING,  ETC.,  IN  SPEED  LATHE  541 

held  firmly,  it  will  not  produce  a  cavity  axially  true.    If  the 
work  is  brass,  it  is  best  to  use  the  comer  of  the  planisher. 

65.  To  chuck  with  twist  drill  in  speed  lathe,  Fig.  45.  —  Make 
a  conical  cavity  in  work  E,  true  to  axis  of  rotation  and,  ap- 
proximately, to  the  angle  and  diameter  of  drill.  Fasten  dog 
G  to  drill  F  aud  place  in  conical  hole,  with  dog  on  rest  J  and 
dead  center  H  in  end  of  drill.  Grip  dog  with  left  hand,  start 
lathe  and  feed  drill  toward  headstock  with  the  right  hand. 


Fia.  45.  —  CHDCKiHa  with  Twist  Dbill  in  Speed  Lat&b, 

Warning.  —  Drills  not  larger  than  f  in  diameter  may  be  safely  held 
on  dead  center  by  hand  pressure.  A  larger  drill  may  draw  off  dead 
center  when  point  of  drill  breaks  through  the  work.  This  is  liable  to 
injure  the  hand,  break  the  drill  and  spoil  the  work.  For  larger  drills, 
see  p.  409. 

Itiformalion.  — Small  drills,  as  at  F',  Fig.  45,  may  be  conveniently 
held  for  chuckii^  by  fitting  a  chuck  to  the  f ootstock  spindle  of  a  speed 
lathe  or  engine  lathe, 

66.  To  tap  work  in  speed  lathe,  Fig.  46.  See  Tapping,  Prin- 
ciples  of  Machine  Work,  —  Place  tap  wrench  K  on  tap  L  and 
then  insert  in  hole  in  work  M,  held  in  chuck  N.  Guide  tap 
by  dead  center  0,  allowing  handle  of  wrench  to  bear  on 
rest  P. 
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Rotate  work  by  pulling  belt  Q,  or  rotate  cone  B,  and  feed 
footstock  spindle  to  follow  up  tap  with  dead  center. 

AttBTiiion.  —  Carefully  follow  up  tap  with  dead  center,  as 
the  tap  will  break  if  it  slips  off. 

Important.  —  As  small  taps  break  ea^y,  it  is  best  only  to 
start  tap  in  the  lathe  and  then  finish  at  vise. 


Fia.  46. — Tappinq  in  a  Speed  Lathe. 


Fig.  47. — TsRiADiHa  Work  in  Speed  Lathe  with  a  Die  bt  Hand. 

S7.  To  thiead  work  held  in  chuck  with  die  and  stock  by 
hand,  Fig.  47.  —  Chamfer  end  of  work  A,  held  In  chuck  B,  as 
at  C",  to  assist  starting  die  centrally.     Remove  dead  center, 
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insert  table  center  D,  place  muzzle  side  of  die   E  against 
work  (see  E')  and  handle  G  on  Tee  rest  H.    Feed  spindle  F 
in  until  D  presses  against  die  stock.    Rotate 
lathe  by  hand,  following  up  die  with  D  until 
thread  is  started.     To  terminate  thread  abruptly 
reverse  die.  8 

Attention.  —  The  wort  must  be  adjusted  in  i 
chuck  to  run  true,  otherwise  die  will  cut  a  crooked  | 
thread.  g 

Warning.  —  Chamfer  ends  of  work  as  at  C,  Fig. 
47,  before  mounting  in  chuck.  « 

BROACHING  HOLES,  EE7WATS  AND  SLOTS  \ 

68.  Machine  broaching  is  a  process  used  in  pro-      ■ 
ducing  non-circular  holes,  such  as  square,  hex- 
agonal, rectangular  and  irregularly-shaped  holes 
that  have  been  drilled,  cored  or  punched;  also  for 
cutting  slots,  keywaya,  etc.     See  Chart,  Fig.  49, 
For  large  quantities  of  work,  the  broaching  pro- 
cess is  more  economical  than  the  production  of 
such  holes  by  milling,  slotting,  planing,  filing,  etc. 
One  or  more  long  cutters  called  broaches,  as  in 
Fig.  48,  are  drawn  through  a  drilled  or  cored  hole 
in  work  in  a  broaching  machine,  as  in  Fig.  51,  or 
om  or  more  short  broaches  are  forced  or  pushsd 
through  in  a  prass,  a3  in  Fig.  53.     The  broach  is 
the  same  shape  as  the  cross  section  of  the  desired 
hole.     A  typical  square  machine  broach  is  shown 
in  Fig,  48.     E^ach  tooth  on  the  tapered  part  A  is 
from  ,002'  to  .005'  larger  than  the  preceding  tooth 
and  gradually  changes  a  round  hole  to  a  square  - 
hole.     Part  B  is  straight  and  full  size.    The  broach 
is  fastened  in  the  broach  holder  C  by  key  D,     The        """'"-"■ 
threaded  end  E  is  screwed  into  the  end  of  the  driv- 
ing screw  on  machine.     Guide  bushing  F  centers  the  broach. 
A  sectional  view  of  a  broach  producing  a  square  hole  is  shown 
in  Fig.  50.    The  teeth  are  often  inchned  and  in  opposite  direc- 
tions on  the  sides,  and  may  be  undercut,  as  at  A  to  give  rake  and 


Fia.  48.— 
Square 
Machine 
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CHART  OF  BROACHED  HOLES  SLOTS  AND  KEYWAY5 
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produce  a  shearing  cut.     Rounded  or  truncated  corners  should 
be  used  whenever  possible  as  sharp  comers  are  liable  to  break. 


Fio.  50.  —  Showing  How  a  Bboach  Cuts. 


A  broaching  machine  (draw-cut  principle)  is  shown  in  Fig. 
51  broaching  six  keyways  in  yoke  A  of  an  automobile  universal 


joint  with  one  stroke  of  broach  B.  The  finished  hole  is  shown 
in  section  at  C.  The  work  is  held  against  bushing  D  by  the 
pressure  of  the  cut. 
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69.  Preparation  of  holes  for  broaching.  —  Only  a  small 
amount  of  stock  should  remain  in  holes  to  bs  broached.  Cored 
castings  and  drop  forgings  may  be  broached  successfully.  The 
amount  of  stock  that  the  broach  has  to  remove  is  reduced  by 
drilling  hole  C,  Fig.  50,  larger  than  desired  size  of  broached  hole 
B  which  leaves  sufficient  bearing  for  aft  mechanical  purposes. 

Where  keyways  are  to  be  broached  in  the  work,  the  hole  is 
prepared  in  the  regular  way  by  reaming. 

60.  Cutting  speeds  for  broaching.  —  Nickel  steel  18  F.P.M., 
machine  steel  and  wrought  iron  40  F.P.M.,  cast  iron,  malleable 
iron,  and  brass,  108  F.P.M. 

61.  Lubricants  for  broaching.  —  For  steel,  wrought  and 
malleable  iron  the  broach  and  work  are  lubricated  with  lard  oil 
or  a  good  lubricating  compound.  For  cast  iron  the  sides  of 
broach  may  be  lubricated  with  lard  oil  or  the  breach  may  be 
flooded  with  a  soap  inixture.  Brass  and  bronze  are  machined 
dry. 

62.  Hand  broaching  or  drifting.  —  A  plain  broach  or  drift  is 
used  for  bottom  hole,  as  the  socket  or  chuck  screw  wrench  in 

Fig.  52.    The  broach  at  A  and  A,  Fig.  53,  is 

^^^     made  of  carbon  steel  with  shank  to  fit  the 

spindle  of  mandrel  press.    It  is  hardened, 

tempered  and  ground  a  little  smaller  at  B  than 

■ru    r«      a  at  C  for  clearance,  and  sharpened  by  grinding 

Fig.  52.— Socket        _    _      _,      ,    J     .  ^     j    u      j  -it 

Wrench.         ^^^  ^-     ^he  hole  is  prepared   by  drilling 

slightly  larger  than  the  square  and  consider- 
ably deeper,  as  at  E  and  B',  to  receive  the  chips.  The  socket 
wrench  F  is  held  by  holder  G  and  the  square  broach  is  then 
pressed  into  the  drilled  hole  as  shown  in  Fig.  53.  Small  broaches 
of  this  type  may  be  driven  in  with  a  hammer. 

63.  Improvised  broach  or  drift.  —  For  small  bottom  holes  a 
broach  or  drift  may  be  made  by  grinding  a  chisel  to  a  desired 
shape  and  driving  it  into  a  drilled  hole  with  a  hammer. 

64.  Broaching  circular  holes,  Fig.  54.  —  Broaching  produces 
better  holes  in  bronze  and  brass  than  reaming  and  is  used  on 
some  classes  of  work. 

Broach  A  is  forced  through  bronze  bushing  B.    Cored  holes 
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Fio.  63.  — Broacbbhq  Wrinch  in  Mandril  Pbbbb  With  Plain  Bboach. 
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require  two  or  more  broaches.  Holes  bored  nearly  to  size 
require  but  one.  Broaches  are  made  1/100"  oversize  then 
hardened  and  ground  to  size.  For  finishing,  hole  is  .002" 
undersize  and  leader  on  broach  must  fit  hole.  Broaches  are 
also  grooved  spirally  with  a  ratchet  thread.  Ratchet  groove 
on  broach  A  is  cut  60^,  making  perpendicular  tooth. 
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SECTION  6 

DRILLING  JIGS    BORING  BARS    ECCENTRIC 

TURNING 

Drtlling  Jigs  and  Multiple-Spindle  Drilling  Machines.    Radial  Drilling 

Machines.    Boring,  Boring  Bars  and  Boring  Machines.      Vertical 

Boring  and    Reaming.    Taper   Holes,   Taper   Reamers  and 

Spindle     Making.     Magnetic     Chucks.    Steady     and 

Follower  Rests.    Eccentric  Turning.     Nurling. 

DRILLING  JIGS,  AND  MULTIPLE-SPINDLE  DRILLING 

MACHINES 

1.  The  demand  for  machinery  with  interchangeable  parts 

has  compelled  builders  to  design  drilling,  milling  and  planing 
jigS;  gages,  and  templets  to  produce  standard  and  duplicate 
parts  accurately  and  economically.  See  Precision  Methods  of 
Locating  Holes  for  Jigs  and  Accurate  Machine  Parts,  pp.  1248- 
1263. 

2.  Drilling  jigs  are  fixtures  carefully  made  with  hardened 
bushings  to  guide  drills,  reamers,  etc.,  so  that  their  operation 
shall  be  the  same  on  each  piece.  They  may  be  divided  into 
about  five  classes,  and  each  class  is  best  adapted  to  some  par- 
ticular kind  of  work. 

I.  Plate  jigs  are  used  for  flanges,  machine  frames,  etc. 
See  pp.  602,  6o3. 

II.  Solid  jigs  are  used  for  work  that  can  be  readily  clamped 
to  jig  body.  These  jigs  are  preferred  by  some  for  general 
work.    See  pp.  609,  6X0. 

III.  Box  jigs  are  used  for  general  work.  The  work  is  placed 
in  a  box,  the  hinged  cover  closed  and  fastened  and  the  work 
held  in  place  by  binding  screws.    See  pp.  604,  606. 

IV.  Rotary  jigs  are  for  work  where  the  jig  is  too  heavy  to 
be  easily  turned  over  at  the  drilling  machine.  The  jig  con- 
sists of  a  box  mounted  on  trunnions  to  facilitate  revolution. 

V.  Multiple  jigs  are  for  work  that  is  to  be  index-drilled. 
The  bushings  are  placed  in  a  turret  head. 

3.  An  improvised  jig  or  templet.  —  To  drill  and  ream 
bolt  holes  B,  C,  and  D,  Fig.  1,  equidistant  in  two  or  more 
flanges:  First,  lay  out,  drill,  and  ream  one  flange  carefully. 
Next,  clamp  one  drilled  flange  to  another  in  the  way  they  are 
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Fig.  1.  —  CoupuNO  Flanqb. 


to  fit,  and  insert  a  plug  or  mandrel  through  centers  A  to 
aline  them.  Drill  and  ream  holes  in  the  other  flange.  Other 
methods  are  to  drill  both  flanges  then  ream  together,  or  drill 
and  ream  in  pairs. 

4.  Plate  (flange)  drilling  jig,  Fig.  2,  is  a  cast-iron  disk  E 
supplied  with  a  plug  FG  to  aline  flange  and  jig,  a  hardened 


FiQ.  2.  —  FiiAifQB  Drilunq  Jiq.  (Platb  Jio.) 

steel  drill  bushing  H  and  reamer  bushing  J.  Plug  T  is  for 
alining  drill  and  jig  and  plug  FT  to  prevent  relative  movement 
of  flange  and  jig. 
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6.  To  use  flange  jig,  Fig.  3.  —  Place  flange  K  on  parallel 
pieces  L  and  M,  with  jig  N  on  top  of  flange;  clamp  lightly  by 
strap  P,  block  Q,  and  bolt  R  to  table  <S.  Alioe  jig  and 
drill  spindle  with  plug  T,  Fig.  2,  moving  work  by  rapping 
with  a  soft  hammer  until  the  plug  will  enter  bushing  exactly 
central;  clamp  firmly.    Drill  hole  with  reamerdrill  U.    Substi- 


Tia.  3.  —  Drilunq  and  Reamino  wtth  Fluu^oe  Jia. 

tute  reamer  bushing  /'  for  drilling  bushing  H',  and  ream  with 
fluted  reamer  V.  Place  plug  W,  Fig.  2,  in  first  hole  to  keep 
jig  and  flange  in  alinement  as  at  W,  Fig.  3,  while  drilling 
and  reaming  second  and  third  boles.  Reverse  jig  to  drill  the 
second  flange. 

6.  Drilling  and  tapping  engine  cylinder  heads.  —  When 
two  pieces  of  work  are  to  be  clamped  together  with  cap  screws 
or  stud  bolts,  as  a  cylinder  and  cylinder  head,  two  removable 
bushings  are  required  for  the  jig;  the  first  with  body  drill 
holes  for  the  head,  the  second  with  tap  drill  holes  for  the 
cylinder.  To  tap  the  holes  by  hand,  a  tap  bushing  is  some- 
times used  to  guide  the  tap.  See  Automatic  Tapping  Attach- 
ment, Fig.  6. 

7.  Hultiple-spindle  drilling  machines  are  used  to  save  time 
in  changing  drills,  reamers,  and  counterbores,  in  moving  work 
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from  one  machiae  to  another,  as  is  necessary  with  a  one-spin- 
dle drilling  machine.  One  spindle  holds  a  tap  drill,  another  a 
body  drill,  another  a  counterbore,  etc.,  all  running,  and  the  work 
is  moved  along  the  table  from  one  spindle  to  another  without 
stopping  the  machine.     See  Figs.  4  and  8. 

8.  Box  jigs  are  used  to  further  increase  the  rapidity  and 
accuracy  of  drilling,  reaming,  tapping,  and  counterboring. 

The  work  is  locked  in  a  box  provided  with  accurately 
machined  bearings  to  rest  on  the  drilling  table.  The  jigs  are 
made  heavy  and  are  held  in  position  by  their  own  weight,  thus 
saving  the  time  that  would  be  consumed  in  clamping  and 
alining. 

9.  To  drill  and '  ream  bolt  holes  in  coupling  flange  with  a 
box  jig  and  a  two-spindle  high-speed  drilling  machine,  Fig.  4. 
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SCHEDULE  OF  OPERATIONS 


}}'  High-speed  steel  drill, 
600  R.P.M. 
Time,  6  min. 


f  High-speed  steel  reamer, 
400  R.P.M. 


1.  Place  box  jig  A  on  table. 
Insert  drill  B  and  reamer  C,  C  in 
spindles. 

Locate  heads  D  and  E  on  col- 
umn and  clamp  stops  F  and  G  on 
spindles  to  limit  travel  of  drill  and 
reamer  as  tested  by  passing  drill 
and  reamer  through  bushing  into 
empty  jig,  or  test  drill  and  reamer 
by  lines  placed  on  outside  of  jig 
which  indicate  position  of  bush- 
ings. 

Place  flange  H  in  jig  with  hub  up, 
and  secure  with  button  J  and  screw 
K.    Start  machine  by  shipper  L. 


2.  With  left  hand  move  jig 
to  aline  drill  bushings  with  drill. 
Use  lever  feed  M  and  drill  three 
holes. 

3.  Turn  jig  over  as  shown, 
dotted,  at  A\ 

4.  Ream  the  holes,  using  lever 
feed  N,  P  shows  position  of 
flange  as  it  is  reamed,  and  Q  shows 
two  flanges  bolted  together. 

AUerUion,  —  Stop  G  must  check 
reamer  before  it  strikes  drill  bush- 
ing or  reamer  and  bushing  will 
be  spoiled. 


Important.  — A  reamer  tapered  at  the  end  has  a  tendency  to  follow 
the  drilled  hole.  Jig  reamers  are  beveled  at  the  point,  as  at  C,  Fig. 
4,  to  correct  the  error  of  the  hole  when  used  in  a  jig,  see  F,  p.  820. 

Note,  —  Before  placing  jig  on  table,  and  before  turning 
jig  over,  brush  ofif  table. 

To  prevent  abrasion  of  bushings,  drill,  and  reamer,  apply  a 
little  oil  with  finger  to  upper  part  of  drill  and  reamer. 

10.  Box  jig  for  pieces  to  be  driUed,  reamed,  and  tapped 
in  different  directions.  Fig.  5. 


SCHEDULE  OF  PARTS 


A  —  Box  jig  for  pieces  to  be 
drilled,  reamed,  and  tapped  in 
different  directions. 

B  —  Duplicate  of  work  held  in 

jig^. 

C  —  Cover  held  in  place  by 

thumb  nut  D, 

E  and  E'  —  Two  of  the  binding 

screws  for  adjusting  work  in  jig. 


F  —  Table. 

G  —  Hole  in  piece  B  that  is 
being  drilled  in  the  duplicate. 

H  —  Drilling  bushing. 

K  —  Reaming  bushing  put  in 
position  after  drilling. 

L  —  Drill  5^'  small  to  allow 
for  reaming. 
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VERTICAL  DRILLING  MACHINE 


Fia.  5.  —  A  Box  Jig  for  Drilung,  Reaming,  and  Tapping  in 

Different  Directions. 


RADIAL  DRILLING  MACHINES 

11.  Radial  drilling  machines,  commonly  called  radial  drills, 
differ  from  vertical  drilling  machines  in  that  the  drill  is 
moved  to  aline  with  the  work,  which  is  more  convenient  for 
large  work,  such  as  machine  frames,  that  cannot  be  moved 
easily. 

A  plain  radial  drilling  machine  can  be  used  only  for  vertical 
drilling,  while  a  universal  radial  drilling  machine  may  be  used 
not  only  for  vertical  drilling  but  may  be  adjusted,  also,  to 
drill  at  almost  any  angle  and  used  with  hand  or  power  feed. 


RADUL  DRILLING  MACHINES 
12.  Plain  radial  dIilfiI^^  machine,  Fig.  6. 


—  DiuLLma,  AtrrouATic  TAPPiNa,  and  Shtd  Seitino, 
SCHEDULE  OF  PARTS 


A  —  Radial  arm;  may  be 
swung  around  column  by  hand, 
and  raised  up  or  down  by  power. 

B  —  Column. 

C  —  Spindle  head;  may  be 
moved  back  and  forth  on  arm  A. 

D — Spindle ;  may  be  moved  up 
and  down  in  head  C  by  hand. 


E  —  Levers  for  quick  move- 
ment of  spindle  D. 

P  —  Hand  wheel  for  alow 
movement  of  spindle. 

0 — Knob  operating  clutch 
throwing  "  in  "  or  "  out  "  power 
feed. 

H — Drillin  %  table  for  light  worit. 

K — Base  table  for  heavy  work. 
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13.  Automatic  tapping  attachment,  friction  drive  is  shown 
at  1,  Fig.  6,  fitted  to  the  spindle  of  a  radial  drilling  machine 
for  drilling,  tapping,  and  setting  studs  in  an  engine  cylinder 
2,  without  stopping  or  reversing  the  drill  spindle.  Socket  3 
holding  tap  drill  4  is  used  to  drill  the  hole,  and  is  followed  by 
tap  5  in  tap  socket  6,  which  in  turn  is  replaced  by  stud  socket 
7  that  sets  stud  8  in  place.  Shell  9  holds  reversing  mechanism 
and  is  kept  from  revolving  by  rod  10  resting  against  rod  11. 
The  attachment  holds  drill  sockets  and  will  drill  holes  in  the 
regular  way.  To  tap,  press  spindle  D  downward  by  hand  lever 
E  until  the  tap  reaches  the  bottom  of  the  hole  as  indicated 
by  the  slip  of  the  friction  drive,  then  raise  handle  E,  which 
throws  in  the  reversing  mechanism  and  backs  out  the  tap. 
After  setting  stud  8,  raise  handle  E  to  back  off  holder  13, 
leaving  stud  8  in  cylinder  2.    See  Principles  of  Machine  Work, 

With  some  stud  holders,  stud  8  is  released  by  rapping  pin  12 
lightly  with  a  hammer  before  reversing  the  holder;  on  others, 
the  release  of  stud  is  obtained  by  a  stud  nut  which  operates 
on  the  principle  that  the  coarser  threads  of  the  holder,  when 
reversed,  will  release  the  finer  threads  of  the  stud.  The  cyl- 
inder is  clamped  to  base  table  /C  at  14. 

Attention,  —  The  studs  may  be  set  to  project  to  any  uniform 
height  by  using  a  gage  block  between  stud  holder  and  cylinder. 

Note.  —  Cap  screws,  nuts,  and  slotted  screws  may  be  set  in 
like  manner  by  using  special  wrenches  and  screw  drivers. 

14.  Jig  vise.  —  In  the  absence  of  a  regular  jig,  duplicate 
work  of  certain  classes  may  be  done  with  the  aid  of  a  jig  vise 
as  in  Fig.  7.  To  use  this  vise  lay  out  and  drill  one  piece 
and  use  it  as  a  gage  by  which  to  set  the  stop  and  jig  plate. 
Vise  A  is  heavy  and  rests  without  clamping  on  table  B  of 
drilling  machine  C  Work  D  is  set  against  adjusting  stop  E 
and  clamped  by  setting  up  sliding  jaw  F  with  lever  0.  Jig 
plate  H  carr3ring  removable  bushing  K  is  then  adjusted  to 
the  desired  position  for  the  hole  and  clamped  to  fixed  jaw 
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of  vise.  A  radial  drilling  machine  being  used,  spindle  L  and 
drill  M  may  be  moved  to  suit  the  position  of  work.  Cylin- 
drical distance  gage  N,  cut  to  its  center,  is  sometimes  used  to 
set  the  center  of  the  hole  in  the  jig  a  given  distance  from  the 
fixed  jaw. 


Fio.  7.  —  Driluno  with  Jiq  Vise. 


16.  To  drill  and  counterbore  duplicate  parts.  —  In  Fig.  8, 
a  multiple-spindle  drilling  machine  is  arranged  to  drill  and  spot 
face  casting,  as  A,  A'  held  by  jig  B.  Insert  drill  C  m  spindle i> 
and  drill  a  hole  until  arrested  by  stop  E.  A  smaller  drill  in 
epindle  F  finishes  the  hole  as  shown  in  section  at  F'.  The 
jig  is  turned  over  and  drill  G  used  to  drill  the  holes  in  lugs 
H  and  H'  through  bushings  K  and  K'.     Counterbore  L  is 
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fitted  to  Bpindle  M  tor  spot  facing  lugs  H  and  H'  for  the 
Bcrew  or  bolt  heads,  fixture  N  of  the  jig  is  used  to  clamp  the 
rod  of  the  other  half  of  the  strap  while  it  is  being  drilled. 


Fio.  8.  —  Dbiluno  and  ComiTBRBORtNQ  Dupucatb  Parts 


BORING,  BORING  BARS  AND  BORING  MACHINES 

16.  To  bore  a  cylinder  or  holes  in  frame  of  machine  where 
it  is  not  practicable  to  use  drill  or  boring  tool,  a  boring  bar 
and  cutter  is  used. 

17.  Three  types  of  boring  bars  are  the  fixed  cutter,  Fig.  9, 
traveling  head,  Figs.  11  and  12,  and  sliding  bar.  Figs.  15,  17. 

18.  Fixed  cutter  type  of  boring  bar  borii^  cylinder,  Figs, 
9,10. 


BORING  BARS 


-Boring  Cilindbr  with  Fixed  Ccttee  Boring   Bab  in 
Ekginb  Lathb. 


SCHEDULE  OF  PARTS 


Boring  bar  A  is  mounted  on 
centers  of  an  enpne  lathe  to  bore 


FiQ.  10.  —  Boki\g  Bah  Cotter8. 

cylinder  B.  Double-end  high- 
speed finiBhii^  cutter  C,  detail  C, 
Fig.  10,  Is  used.  Bar  is  filed  at 
D,  D',  Fig.  9,  and  cutter  at  E, 


E',  Fig.  10,  to  set  cutter  true. 
Cutter  is  fastened  by  key  F, 
turned  on  top  and  face,  clear- 
ance filed  as  at  G,  G',  Fig.  10, 
hardened  and  tempered.  The 
bore  is  first  roughed  out  with 
double-end  cutters  to  within  ^" 
or  ^"  of  size  or  with  a  single-end 
roughing  cutter  H,  Fig.  10,  cut- 
ting point  at  /. 

Single-end  cutters  of  high-speed 
steel,  Fig.  13,  of  round  stock,  for 
roughing  and  finishing,  fastened 
by  set  screw  and  adjustable,  are 
often  used.  The  cylinder  is  set 
on  parallels  J,  J'  and  clamped  to 
carriage  K. 

A  suitable  speed  and  feed  are 


Information.  —  Cylinders  are  set  true  with  bar  by  using 
inside  CEdipers  to  test  work  and  bar  at  either  end,  or  by 
fastening  piece  of  wire  in  head  in  place  of  one  of  cutters  and 
revolving  bar,  testing  cylinder  at  both  ends  and  adjusting. 
When  set  true,  cylinder  is  securely  fastened.  The  screws  may 
be  slacked  slightly  for  finishing  cut. 
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19.  Continous  finiehing  cut.  —  The  machine  should  not 
be  stopped  during  finishing  cut  as  change  in  sise  of  work 
by  expansion  and  contraction 
caused  by  heat  generated  by  cut, 
combined  with  spring  of  bar  will 
make  a  ridge  wherever  cutter  is 
stopped  and  a  second  cut  may  be 
necessary. 

20.  Boring  heads. — For  holes 
too  large  for  boring  bar,  boring 
heads  of  different  sizes  with 
adjustable  multiple  cutters  A, 
B,  C,  Fig.  U,  are  used. 

21.  Traveling  head  type  bor- 
ii^  bar  boring  cylinder,  Figs.  12,  13. 


— BoBiNQ  Engine  Cyundbr  with  Tbaveung  Head 
BoRiNQ  Bar  in  Engine  Latbk. 


TRAVELING-HEAD  BORING  BAR 


Tbaveling-Head  Boring  Bar. 


SCHEDULE  OF  PARTS 


Borii^  bar  A  is  mounted  on 
centers  to  bore  cylinder  B. 

Traveling  head  C  carries  cut^ 
ters  as  at  D.  Head  is  fed  along  i 
bar  by  feed  screw  E  operated  by  I 
gears  F  meshing  with  stationary 
gear  G  fast  to  dead  center.  | 


Several  cutters  may  be  used, 
held  by  set  screws  H.  Roughing 
and  finishing  cutt«rs  are  shown 
at  K,  L.  Fig.  13. 

Special  fixtures  M,  M'  for  hold- 
ing cyhnder,  are  bolted  to  lathe 
bed. 


22.  Portable  boring  machines  are  obtainable  for  use  when 
it  is  more  convenient  to  take  machine  to  work;  and  for  re- 
boring  large  cylinders,  and  work  of  that  class,  in  place. 


Flo.  14.  —  To  Facte  a 
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23.  Radial  facing  or  turning  ends  of  cylinders. — After 
boring,  small  cylinders  are  sometimes  placed  on  built-iip 
mandrels  mounted  on  lathe  centers,  as  at  A,  Fig.  14,  and  the 
ends  squared  with  lathe  tooh.  Mandrel  consists  of  shaft  B, 
two  large  collars  C  and  C  which  Eire  fastened  by  screws  D 
and  D'.  Collars  are  turned  slightly  taper  to  fit  counterbored 
portions  E  and  E'  of  cylinder. 


Fig.  15.  —  Facing  Large  Cvlindbr. 


A  facing  arm  may  be  clamped  upon  an  ordinary  boring 
bar  for  facing  cylinders. 

A  compound  rest,  or  any  slide  that  will  carry  a  cutter,  may 
be  clamped  to  lathe  face  plate  and  operated  by  hand  or  star 
feed. 

24.  Radial  facing  ann  with  star  feed,  Fig.  15. 


FACING  LARGE  CYLINDER 


615 


SCHEDULE  OF  OPERATIONS 


Radial   facing  arm  A   is  at- 
tached to  nose  of  spindle  of  bor- 
ing machine. 
Cylinder  B  clamped  to  table  C  is 


bored  with  sliding  bar  Z>,  sliding 
in  headstock  spindle  E. 

Tool  block  F  carries  tool  holder 
G  and  cutter  H. 


Feed  is  obtained  by  star  wheel  K  striking  pin  L  on  bracket 
M  at  each  revolution  of  radial  facing  arm.  To  feed  in  oppo- 
site direction,  pin  U  is  used.  To  turn  outside  of  flange,  as 
at  N,  tool  block  is  set  parallel  to  bar,  and  feed  obtained  by 
wheel  P  and  pin  Q.    Cylinder  is  clamped  as  at  J2  and  S. 

As  a  time  saver,  a  similar  radial  facing  arm  is  sometimes 
used  on  opposite  end  and  both  ends  faced  and  cylinder  bored 
simultaneously. 

26.  Drillings  reaming  and  cotinterboring  in  horizontal  bor- 
ing machines,  Fig.  16.      Bracket  casting  A,  is  faced  and 


ANGLE 
TWIST  DRILL     PLATE 

0  B 


PLOATINQ  REAMER 
On 


OOUNTERBORC 


Fio.  16.  —  Drilunq,  Rsaming   and  Counterboring  in   Horizontal 

Boring  Machine. 


bolted  to  angle  plate  B.  If  casting  A  is  solid,  the  hole  is 
drilled  with  two-groove  twist  drill;  if  cored,  with  three-  or 
four-groove  twist  drill  C,  reamed  with  floating  reamer  D,  and 
faced  to  length  with  counterbore  E.  The  floating  reamer  has 
side  or  floating  movement  and  will  produce  a  true  hole. 
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26.  Sliding  bar  type  boring  bar,  Fig.  17. 


SCHEDULE  OF  PARTS 
Parallel  Boring    Alinement  Boring  and  Reaming 


Frame  casting  A  is  bolted  to 
table  of  horizontal  boring  ma- 
chine. Cored  lioles  B,  B'  and 
C,  C,  are  bored  and  reamed  par- 
allel to  each  other. 

Circles  are  described  about 
holes.  Boring  bar  D  held  in 
sliding  spindle  E,  is  supported  in 
bushing  F'  in  yoke  G. 

Holes  are  rough  and  finish 
bored  with  cutter  H,  and  line- 


reamed  with  shell  reamers  sup- 
ported on  bar  K.  Bar  is  held  by 
key  L  and  drawn  in  direction  of 
arrows. 

Holes  C,  C,  are  bored  and 
reamed  exact  distance  from  B 
and  B'  by  raising  bed  required 
number  of  thousandths  as  indi- 
cated by  dial  graduated  to  read 
to  one-thousandth  of  an  inch. 


VERTICAL  BORING  AND  REAMING 
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VERTICAL  BORING  AND  REAMING 

27.  Vertical  drilling  machines,  radial  drilling  machines 
and  vertical  boring  mills  are  used  for  vertical  boring  and  ream- 
ing holes  in  alinement  in 

I     n     I       VERTICAL 
J     H     j^       DRILLINO 

FEED  SCREW  P 


frames  of  machines,  small 
cylinders,  etc.  Holes  are 
cored  nearly  to  size  then 
bored  with  boring  bars  and 
reamed  with  special  or  shell 
reamers.  The  boring  bar 
has  taper  shank  to  fit  slid-  feed  wheel  G 
ing  spindle  of  machine,  and 
lower  end  is  straight  to  run 
in  guide  bushing  fitted  to 
hole  in  table  or  base. 
Work  may  be  held  in  jigs, 
fixtures,  or  clamped  to 
table  or  base  of  machine. 
28.  Shell  reamers  are 
hollow  reamer  heads  fitted 
to  an  arbor.  One  arbor 
can  be  used  for  a  number 
of  sizes.  They  are  obtain- 
able to  5"  diameter,  fluted, 
rose  and  adjustable,  with 
straight  or  spiral  teeth,  and 
are  much  used  in  chucking 


spindle 


TAPER  dORINQ 
HEAD 

A 


Fig.  18.  —  Borinq  Taper  Hole. 


lathes,  horizontal  and  vertical  boring  machines,  boring  mills, 
etc. 
29.  Boring  taper  holes  with  boring  bar,  Fig.  18. 


SCHEDULE  OF  PARTS 


Taper  hole  in' milling  machine 
frame  is  bored  with  taper  boring 
head  A,  Holes  B  and  C  are  first 
bored  straight.    Hole  B  is  then 


step  bored.  Slide  D  carries  cut- 
ter Ey  which  is  fed  downward  by 
star-feed  mechanism  F,  G,  H. 
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30.  Boring  taper  holes  with  boring  bar  in  lathe.  —  Large 
cored  work  may  be  bored  taper  by  clamping  to  lathe  carri^e 
or  in  steady  reat,  and  bored  with  traveliag  head  boring  bar. 
A  special  center  is  clamped  to  face  plate  a  calculated  distance 
from  line  of  centers.  Bar  is  mounted  on  special  live  center 
and  dead  center.  One  cutter  is  used.  In  principle  this 
method  is  similar  to  taper  boring  head. 

31.  Hand  alinement  reaming  with  shell  reamer,  Fig.  19. 


Fio.  19,  —  Hand  Aunement  Reauino.  . 


SCHEDULE  OF  OPERATIONS 


1.  —  Bore    taper  hole   A    and 
straight  hole  B  in  alinement. 

2.  —  Place  bushing  C  in  lower 
hole  to  aline  reamer  bar  D. 

3— Ream  taper  hole  A  with 


reamer  E  then  remove  both  C 
and£. 

4.  —  Place  taper  bushing  P  in 
hole  A  and  reamer  0  on  b«,  and 
ream  hole  B. 


32.  Power  alinement  reaming  with  jig,  Fig.  20. 
SCHEDULE  OF  OPERATIONS 


1.  — Place  frame  casting  A  in 
jig  B  and  drill  holes  C  and  C. 

2.  —  Bring  reamer  bar  D  and 
ahell  reamer  E  down  part  way. 

3.  —  Place  shell  reamer  E'  and 


its  driving  collar  F  in  posiUon 
and  adjust  bushings  G  and  <?'  to 
keep  reamer  bar  in  aUnement. 
4.  —  Ream  both  holes  at  once. 


POWER  ALINEMENT  REAMING 


Pio.  20.  —  Power  Aunehbnt  Rgaiuno. 

TAPER   HOLES,   TAPER   REAMERS  AND   SPINDLE  MAKING 

33,  Small  taper  holes  are  made  by  drilling  a  straight  hole 
slightly  smaller  than  diameter  of  small  end,  then  reaming  with 
roughing  and  finishing  taper  reamers.  Large  taper  holes  are  . 
made  by  boring  and  reaming,  or  boring  without  reaming. 


Fio.  21.  —  Taper  Reaubrb. 


620 


ADVANCED  MAQHINE  WORK 


34.  Taper  reamers  A  and  B,  Fig.  21,  obtainable  in  Morse 
and  Brown  &  Sharpe  tapers  and  also  in  special  tapers  for 
spindles,  sockets  and  collets.  Fig.  22,  is  a  stepped-roughing 
reamer  for  large  holes. 


SECTION 


MILLING  MACHINE 
SPINDLE 


Fig.  22.  —  Stepped  Roughing  Taper  Reamer. 

36.  Stepping  work  for  taper  holes.  —  Above  2"  at  small 
end,  taper  holes  are  stepped  with  drill  or  boring  tools  to  re- 
move stock,  as  in  Fig.  23,  or  bored  with  taper  boring  head. 


Fig.  23. — Step-Boring  for  Taper  Holes. 

36.  Boring  taper  holes.  —  Instead  of  stepping  hole,  it  may 
be  bored  to  required  taper  with  taper  attachment  or  compound 
rest  and  may  or  may  not  be  reamed. 


TAPER  PLUGS  AND  RING  GAGES 


621 


37.  Taper  plug  and  ring  gages  are  used  for  standardizing 
taper  holes  and  shanks,  diameters  and  lengths.  See  Morse 
tapers,  pp.  233,  234,  Brown  &  Sharpe  tapers,  pp.  233,  235. 
Spindle  A,  Fig.  24,  is  reamed  until  line  B  of  gage  C  is  even 
with  end. 


MILLING  MACHINE  SPINDLE 

A 


Fig.  24.  —  Taper  Plug  Gage. 


Shank  1,  Fig.  25,  of  arbor  2,  is  filed  or  ground  to  fit  gage  3 
until  end  is  even  with  end  of  gage  at  4.  The  flat  portion  at  5 
is  the  gage  for  milled  tang.  Line  6  gives  reamer  depth;  line 
7,  plug  depth.     The  gage  is  adjustable  to  compensate  for  wear. 


MILLING  MACHINE  ARBOR  2 


taper  shank 

Fig.  25.  —  Taper  Ring  Gage. 


38.  Stub  mandrel  A,  Fig.  26,  is  used  for  spindles  and 
drill  sockets  which  have  to  be  turned  after  taper  hole  is  reamed. 
The  body  is  accurately  ground  to  fit  taper  hole  in  spindle  B. 


Fig.  26.  —  Stub  Mandrel  for  Taper  Work  in  Spindle  or  Socket. 
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39.  To  make  small  lathe  spindle,  Fig.  27. 


Fig.  27.  —  Chdckino  Spindle. 

Specifications:  Material,  crucible  steel  spindle  forging  J" 
to  \"  large. 

Machines  and  tools :  Engine  lathe,  holder  and  cutter,  cali- 
pers, rule,  micrometer,  steady  rest,  drills,  roughing  and  finish- 
ing taper  reamers,  proof  bar,  teat  indicator,  center  scraper, 
stub  mandrel,  spring  dog,  threading  tool,  universal  grinding 
machine. 

SCHEDULE  OF  OPERATIONS 


I.  Preparine  blank.  Center, 
square  to  length,  rough  turn  all 
diameters  -fg"  large,  turn  and  file 
spot  on  nase-ecd  of  spindle  for 
steady  rest. 

n.  Mounting  in  stead;  rest 
Clamp  ateady  rest  A,  Fig.  27,  to 
lathe  bed.  Mount  spindle  B  on 
centers  and  adjust  jaws  CCC  to 
spot,  fasten  spring  dog  D  to  face 
plate  and  secure  dog  E  (or  tie  dog 
to  face  plate  with  belt  lacing)  to 
hold  spindle  on  live  center. 
Move  dead  center  away  from 
work. 

in.  Drilling  and  reaming  hole. 


Drill  hole  in  spindle  B  proper  uze, 
deeper  than  required  depth  of 
reamer  hole,  power  ream  with 
roughing  taper  reamer  F.  Hand 
ream  taper  hole  carefully  at  vise 
with  finishii^  reamer. 

IV.  Testing  truth  of  hole  with 
proof  bar  and  indicator.  Place 
tapered  end  of  proof  bar  H  in 
spindle  and  mount  on  centers,  as 
in  Fig.  28.  Adjust  feeler  K  of 
indicator  to  proof  bar,  rotate  spin- 
dle by  hand  and  determine  error. 

V.  Correcting  error.  Remove 
spindle  from  lathe  and  scrape 
center  hole  on  side  where  spindle  la 
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most  eccentric,  with  center 
Bcraper.  Test  i^un.  Repeat 
process  until  error  is  less  than 
.001". 

VL  Mount  oppodte  end  of  spin- 
dle in  steady  rest  Insert  stub 
mandrel,  as  in  Fig.  26,  reverse 
spindle  in  lathe,  turn  and  file  spot 
on  spindle  near  dead  center  for 
steady  rest.  Adjust  steady  rest 
to  spot  and  secure  work  on  live 
center. 

vn.  Drill  liole  tiirough  spindle. 
Drill  hole  throuRh  spindle  to  meet 


hole  in  opposite  end.  Center  and 
fit  plug  to  hole. 

Vin.  Test  Again  uae  proof 
bar.  Mount  on  centers,  test  and 
correct  as  in  V. 

IX.  Finish  besriogs.  Place 
stub  mandrel  agiun  in  taper  hole. 
Mount  on  centers,  turn  and  grind 
all  bearings,  and  thread  nose  of 
spindle. 

AUeTtlion.  —  Solid  spindles  are 
slotted  at  end  of  taper  hole  to 
allow  use  of  center  key  to  force 
out  arbor  or  center. 


Fig.  28.  —  Tebtino  Spindlb. 

40.  To  make  large  spiodles,  first  turn  and  fit  all  bearings, 

then  mount  in  its  own  bearings  and  drill  straight  hole  through 

it.    Bore  taper  hole  in  end,  either  with  taper  attachment  or 

compound  rest,  finish  with  hand  reamer. 


Fio.  29.  —  Facino  Piston  Ring.    Hbu>  with  Magnetic  Chuck. 
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MAGNETIC  CHUCKS 

41.  Magnetic  chucks  are  used  to  hold  accurately  by  mag- 
netic contact,  thin  work,  iron  or  steel,  to  be  finished,  as 
disks,  rings  and  parallels.  These  chucks  are  best  adapted 
for  surface  and  cylindrical  grinding  machines,  but  may  be 
applied^  jbo  any  machine  tool.    See  pp.  802-804. 

42.  Lathe  magnetic  chuck,  Fig.  29,  shows  magnetic 
rotary  chuck  A,  applied  to  an  engine  lathe.  Projecting  from 
back  of  chuck  shell  are  two  insulated  brass  rings  (not  shown) 
connected  to  terminals  of  electric  coils,  forming  magnets  within 
chuck.  Bracket  B  is  fastened  to  headstock  of  lathe  and 
carries  at  one  end  fiber  collars  C  and  brushes  D,  which  bear 
against  contact  rings.  Bracket  B  is  also  fastened  to  switch 
E  and  is  opened  and  closed  by  handle  F.  The  switch  is  con- 
nected at  one  end  to  brushes  and  at  other  end  to  direct  current 
supply  wire  G,  (Not  an  alternating  current.)  The  chuck  is 
supplied  with  detachable  face  plate  H  made  up  of  magnetic- 
ally insulated  segments  J  J  and  J' J'  which,  when  in  place, 
form  surfaces  of  opposite  polarity.  The  contour  of  these 
segments  or  interlocking  surfaces  may  be  varied  to  suit  differ- 
ent kinds  of  work. 

In  Fig.  29,  edge  of  piston  ring  K,  is  being  faced  with  tool 
L.  The  piston  ring  is  turned  inside  and  outside  and  finished 
on  one  side  in  usual  way,  then  cut  oflF  a  little  oversize. 

The  finished  side  is  held  against  magnetic  chuck  and  handle 
F  swung  downward  closing  circuit,  as  in  full  lines,  and  the 
rough  side  faced  smooth  to  size  and  perfectly  parallel.  To 
release  ring,  handle  F  is  swung  upward  breaking  circuit  as 
dotted  at  F,  To  avoid  slipping  under  heavy  cut,  stops, 
M,  M,  M,  M,  are  placed  against  ring. 

43.  Magnetic  planer  chuck.  —  Fig.  30  is  used  to  hold 
work  to  be  finished  in.  iron  or  steel  by  magnetic  contact. 
It  is  adapted  to  thin  work  that  cannot  be  accurately  held  by 
other  methods. 

Magnetic  chuck  A  is  clamped  to  planer  table  and  arranged 
to  hold  pieces  B,  The  pieces  are  separated  about  tV"  by 
non-magnetic  material,  as  brass,  wood  or  fiber,  otherwise 
holding  action  will  be  weakened.    The  direct  current  is  sup- 
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plied  by  wire  C,  and  switch  D  is  cloaed  to  grip  work  and 
opened  to  release  it.  Lamp  E  indicates  whether  current  is  on 
or  off. 


Pio.  31,  — Dbmaonhtizing  Stbkl  ob  Cast  Ieon. 
44.  To  demagnetize  work,  Fig.  31. — Hardened  steel  and, 
to  some  extent,  cast  iron,  coming  in  contact  with  magnetic 
chucks,  becomes  permanently  magnetised.  To  demagnetize 
work,  start  demagnetizer  A  (1200  R.P.M.)  and  place  work  B 
on  plates  C,  C.  Then  vibrate  work  upward  1"  to  2"  from 
plates  as  shown  dotted  at  B',  and  replace  on  plates.  Repeat 
operation  several  times.  Each  time  work  is  lifted  out  of 
magnetic  influence,  a  portion  of  the  magnetism  is  left  behind. 
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46.  Electrical  units. — 

Volt.  —  The  unit  of  dectro-motive  force,  (E.M.F.)  The 
force  required  to  send  one  ampere  of  current  through  one 
ohm  of  resistance. 

Ampere.  —  The  unit  of  current.  The  current  which  will 
pass  through  one  ohm  resistance  when  impelled  by  one  volt. 
A  milli-ampere  =  one-thousandth  of  an  ampere. 

Ohm.  —  The  unit  of  resistance.    The  resistance  offered  to 
the  passage  of  one  ampere  when  impelled  by  one  volt.    The 
megohm  »  one  million  ohms. 
Watt.  —  The  unit  of  power: 

One  ampere  X  one  volt  =  one  watt. 
Amperes  X  volts  =»  watts. 
(Amperes)'  X  ohms  «=  watts. 
(Volts)'  -^  ohms  =  watts. 
746  watts  =  1  horse  power. 
1000  watts  =  1  kilo  watt, 
approximately  1 J  horse  power. 
Coulomb.  —  The  quantity  of  current  which  impelled  by 
one  volt  would  pass  through  one  ohm  in  one  second. 

Joule.  —  The  unit  of  work.  The  work  done  by  one  watt 
in  one  second. 

Information.  —  In  ordering  electric  motors,  it  is  absolutely  necessary 
to  state  voUage  and  whether  current  is  direct  or  aUemating,  and  if 
alternating,  whether  one^  two  or  three  phase  and  number  of  cycles. 

STEADY  AND  FOLLOWER  RESTS 

46.  A  steady  rest,  Fig.  32,  is  used  to  support  a  slender 
shaft  to  prevent  vibration. 

SCHEDULE  OF  PARTS 


A  —  Rest ;  two  parts,  —  base 
and  top. 

B  —  Base. 

C  —  Top,  hinged  to  base. 

D  —  Clamp  strap. 

E  —  Bolt  to  clamp  rest  at  any 
location,  on  ways  of  lathe. 


F  —  Bolt,  hinges  top  to  base. 

G  —  Clamp,  fastens  top  to  base. 

H  —  Sliding  jaws  adjusted  to 
spot  /  on  shaft. 

K^  K2  K^  —  Adjusting  screws. 

L  —  Nuts  to  clamp  jaws  in 
position. 
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47.  To  turn  spot  on  shaft,  then  adjust  jaws  to  that  spot 
and  turn  shaft,  Fig.  32. 


—  TuRNiNa  Slendeb    Shatt    Supported  i 
Sbt  to  a  TuROTiD  Spot, 


A  Steadt  Rest 


SCHEDULE  OF  OPERATIONS 
True  live  center    Set  dead  center  in  accurate  aliuement 


1.  Center  and  etrsighten  shaft, 
rough  square,  recenter,  finish 
square. 

2.  Turn  spot  /  A*  to  A'  lai?e 
and  wider  than  jaws  H,  central 
or  nearer  live  center,  and  file 
smooth. 

3.  Move  jawB  H  back  to  clear 
shaft  and  swing  top  C  backward. 
Mount  and  clamp  rest  opposite 
spot.  Adjust  jawa  H  by  screws 
K,  first,  then  K^  to  touch  shaft. 
Swing  top  C  forward  and  clamp, 


and  adjust  third  jaw  H  by  screw 
K,,  Clamp  jaws  by  nuts  L  and 
oil  spot  J. 

4.  Turn  one-half  shaft,  re- 
verse shaft,  adjust  jaws  to  turned 
portion  and  turn  rest  of  shaft, 
or  spot  the  abaft  in  center  and 
rough  and  finish  both  halves  to 
spot  by  reverang  staft,  then 
move  rest  along  toward  live 
center,  readjust  jaws  and  finish 
spot  to  size. 


48.   The   cat  head,  M,   Big.  33,  is   used  to   hold  slender 
shafts  to  be  spotted  as  well  as  for  steadying  slender  shafts  to 


628  ADVANCED  "MACHINE  -WORK 

be  turned  without  spotting.  It  is  also  used  to  hold  square, 
hexagonal,  or  work  of  irregular  section  to  be  turned,  as  valve 
stems  that  have  one  part  square  and  the  other  round. 


49.  To  true  cat  head  on  shaft.  —  Place  it  on  shaft  and 
true  up  accurately  by  adjusting  screws.  Test  its  truth  by 
chalk,  copper  tool,  or  a  test  indicator.  If  the  cat  head  is  used 
in  turning  the  second  end  of  the  shaft,  it  must  be  placed  on  the 
turned  part  and  trued  up  as  before.  Usually  the  jaws  of  the 
steady  rest  are  set  directly  on  the  shaft  for  the  second  half. 

Attention. — Do  not  adjust  jaws  carelessly  to  cause  the 
shaft  to  spring.  If  piece  springs  when  outside  skin  is  removed, 
straighten  in  a  press,  or  if  the  shaft  is  slender,  mount  on 
centers  and  straighten.  Use  wooden  jaws  in  steady  rests  for 
finished  work. 

60.  Follower  (Traveling)  rest,  A,  Fig.  34,  is  used  for  turn- 
ing shaft  from  end  to  end,  and  it  is  more  convenient  and  pro- 
duces more  accurate  work  than  a  steady  rest.  The  rest  consists 
of  two  jaws  and  a  frame  bolted  to  carriage  B.  A  spot  of  the 
desired  diameter  is  turned  at  end  C  of  shaft  D,  and  the  jaws 
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E  and  E'  are  adjusted  to  it.    The  tool  must  be  slightly  in 
advance  of  the  jaws,  which  should  be  well  lubricated  where 


Fto.  34.  —  TuBMiNd  SuiHDEB  Bhait  Supported  bt  a.  Fou-owxb  Rcbt. 

they  bear  on  the  work.  One-half  of  shaft  is  turned,  then 
it  is  reversed  and  the  second  half  turned.  For  more  effective 
support,  use  bushings  to  suit  different  diameters  of  shafts  in 
place  of  jaws.  When  cutting  Square  or  29°  threads  on  slender 
pieces  a  follower  rest  is  necessary  to  support  the  work. 

ECCENTRIC  TURNING 

61.  Eccentric  turning.  —  Besides  ordinary  straight  and  taper 
turning,  in  which  there  is  only  a  single  axis  and  a  single 
pair  of  centers,  there  is  another  class  of  turning,  known  as 
eccentric  or  offset  turning,  in  which  there  is  more  than  one 
axis  and  consequently  more  than  one  pmr  of  centers.  See 
Eccentric  Shaft,  Elg.  35,  Engine  Eccentric,  Fig.  38,  and  crank- 
shaft, Fig.  41. 

Crankshafts  are  made  with  one  or  more  cranks  and  may 
have  sohd  eccentrics  as  well.  Small  crankshafts,  in  the 
rough,  may  be  obtained  drop-forged  of  machine  steel,  cut 
from  steel  slabs  or  in  steel  castings.  The  larger  sizes  come 
partly  machined  after  being  forged  under  the  steam  hammer. 
Crankshafts  are  also  built  up  by  autogenous  welding. 
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62.  To  make  eccentric  shaft,  Fig.  35. 


Fig.  36.  —  Schedule  Drawing. 

Specifications:  Material,  machine  steel  ^^"  to  4"  large;  weight, 
1  lb.  15  oz.     Hardness,  14  to  16  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time :  Study  drawing  and  schedule  in  advance,  6  min.  —  Oil  lathe, 
4  min.  —  All  squaring,  turning,  and  filing  on  concentric  centers  A, A', 
40  min.  —  Making  eccentric  centers,  18  min.  — All  turning,  squaring, 
and  filing  on  concentric  centers  5,B',  39  min.  —  Clean  lathe,  3  min.  — 
Total,  1  h.  50  min. 

SCHEDULE  OF  OPERATIONS,   MACHINES  AND  TOOLS 


Operations. 

Machines,  Feeds, 
Speeds 

Tools. 

Center  (A),  (A'),  j\". 

Engine  lathe,   12"  to 

See  that  live  center  is  true  and 

16". 

dead  center  in  approximate 

alinement. 

Rough  square  (1),  (9). 

3d   or  4th  speed,    or 

Dog,     holder     and 

50F.P.M.  Hand  feed. 

cutter    35^    rake, 
calipers,  rule. 

Recenter  (A).  (A'),  A". 

Finish  square  to  length,  (1), 

(2). 

Rough  turn  to  1  J"  +  ^".  (8), 

2d   or    3d    speed,  or 

Holder    and   cutter 

(4) ,  one  or  two  cuts.     Turn 

60  F.P.M.    Coarse 

35°  rake,  calipers. 

half-way,  reverse  and  turn 

power      feed  —  40 

rule. 

other  half. 

to  1". 

Make  eccentric  centers  B,B\ 

then 

Test  and  correct  throw. 

Lay  out  eccentric  centers  B,  B\  distance  at  C,  as  follows:  Clamp 
pointed  tool  in  tool  post  at  height  of  centers.  Mount  shaft  on  cen- 
ters without  dog,  and  make  short  lines  at  each  end  in  same  plane  as 
at  (1)  and  (2),  Fig.  36.  Draw  lines  on  each  end  as  at  D,  with 
pointed  tool  or  center  square  and  scriber.  Slant  pointed  tool  to  the 
left  with  point  y\"  (half  the  required  throw  of  eccentric)  from  lathe 
center,  and  draw  lines  at  both  ends  intersecting  radial  lines  as  at  E, 
Make  center  punch  marks  at  these  intersections,  and  drill  and  coun- 
tersink ^V"  small. 
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FiQ.  36. — EccBNTBic  Shajt  Blank.    Fig.  37.  —  Cbntbb  Hole  Scrapbr. 

Test  and  correct  throw.  —  Mount  in  lathe  on  eccentric 
centers  B,  B',  Fig.  35,  and  measure  throw  between  lathe  tool 
and  work  with  rule  and  inside  cfdipers.  Correct  throw  to  t\"  at 
both  ends  by  scraping  over  countersinks  with  center  scraper, 
Fig.  37.  Test  also  with  indicator,  p.  12l0,  and  make  throw 
same  at  both  ends.  Countersink  to  ^'\  test  and  scrape  again, 
if  necessary.    Limit  of  error  permissible  .001". 


Dnw  lines  on  concentric  side 
of  shaft  (S),  (•),  for  length 
of  reduced  parts.    (Fig.  35.) 

Rough  turn  reduced  parts 
(7),  (8),fiveorsLZ  cuts  each. 


Rough  square  shoulders  to 
within  ■^"  of  Unes  (•),  (ft). 

Finish  turn  ends  (7),  (8),  one 
cut. 

Finish  square  shoulder  to 
lines  (•),  (ft).  Change  to 
centers  ilt  A'. 

Finish  turn  (1),  (4)  to  \\", 
one  out. 

Draw  lines  (t),  (it). 

Rough  turn  to  \^^',  (11),  one 
cut. 


File  (1),   (4).  (7).  (8).  to  re- 
move tool  marlcs. 


Vise,  copper  jaws. 


2d   or  3d   speed,    or 

50  F.P.M.  Medium 

power    f  e  e  d  —  80 

tol". 
2d   or    3d  speed,   or 

50  F.P.M.      Hand 

feed. 
3d  speed,  or  70  F.P.M. 

Fine  power  feed  — 

140  to  1". 
Hand  feed. 


Pine  feed  — 140  to  1". 


EIngine  lathe,  3d 
speed, or  50 F.P.M. 
Medium  power 
feed  — 80  to  1". 

4th  speed,  or  speed 
lathe,  2d  or  3d  speed . 


Copper  sulphate, 
rule,  soriber. 

Holder  and  cutter 
35^  rake,  calipers, 
rule. 

Holder  and  cutter 
35°  rake,  rule. 

Holder  and  cutter 
35**  rake,  calipers, 
rule. 

Holder  and  cutter 
35''  rake. 

Holder  and    cutter 

35**  rake,  calipei^, 

rule. 
Copper  sulphate, 

rule,  scriber. 
Holder    and  cutter 

35**  rake,  calipers, 

rule. 

8"  or  10"  miU-bas- 
tard  file,  file  card. 


Information.  —  If  desired,  parts  (3),  (4),  (7),  (8)  may  be  fitted  to 
standard  holes  the  same  as  a  back  gear  eccentric  shaft  by  filing  or 
grinding. 

Attention.  —  To  save  time  in  making  a  number  of  eccentric  shafts, 
make  a  jig  to  drill  and  countersink  ends  or  use  eccentric  fixtures. 
See  p.  632. 
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S3.  To  turn  engine  eccentric,  Fig.  38. 
ENGINE 


].  38.  —  TuRNiNO  AN  Enoinb  Ecckntrio. 
SCHEDULE  OF  OPERATIONS 


1.  Make  eccentric  mandrel  Fig. 
38,  of  required  throw  by  method, 
pp.  630,  631. 

2.  Chuck,  ream,  and  push  ec- 
centric casting  lightly  onto  man- 
drel. Mount  in  lathe  and  rap 
eccentric  until  it  runs  true. 
Take  from  lathe  and  press  man- 
drel hard.  On  lai^  eccentrics, 
aet  screws  are  used  to  fasten 
eccentric  to  mandrel.  Do  all 
facing  operations  and  turning  of 


hubo  on  regular  centers  AA.',  and 
all  eccentric  diameters  on  eccen- 
tric centers  BB'. 

AUenOon.  —  When  eccentric 
centers  lie  outside  shaft,  eccentric 
may  be  turned  on  disk,  carrying 
split  stud  with  expanding  screw, 
the  whole  being  bolted  to  face 
plate  of  lathe  in  position  to  give' 
desired  throw.  Some  prefer 
this  fixture  to  an  eccentric  man- 
drel. 


M.  Crankshaft  turning,  Fig.  41.  — The  centers  or  axes  lie 
outside  of  the  shaft,  so  that  fixtures,  arms  or  flanges,  carry- 
ing the  centers  must  be  provided. 

66.  To  lay  out  two-throw 
90°  crankshaft  center  fixtures, 
Fig.  39. 

SCHEDULE  OF  OPERATIONS 
1.  In  two  fixture  castinp 
chuck  and  ream  holes  to  next 
regular  diameter  larger  than  re- 
quired diameter  of  ends  of  crank- 
shaft, mount  on  mandrel  and 
square  arms  and   hub.      Plane 


o 


Fio.  39,  —  Latino  Out  a  Center 
Fixture  tor  a  Two-Throw  90° 
Engine  Crankshaft. 
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edges  AB,  at  right  angles  and  an 
equal  distance  from  hole. 

2,  Set  pointed  tool  SJ'  from 
point  of  dead  center  and  describe 
arcs  CD.  If  fixtures  are  not 
planed,  points  CD  are  obtained 
as  follows: 

Center  punch  point  on  C,  in 
middle  castjng  on  the  arc.  Set 
dividers  49497*  the  hypoth- 
enuse  of  right  triangle  whose 
base  is  3)',  u£nng  the  one-hun- 
dredth graduation  of  the  rule,  and 
TJth  C  as  center  intersect  arc 
at  D.  Distance  CD,  may  be 
obtained  by  the  following  rule: 
Find  the  square  root  of  the  sum 
of  the  squares  of  the  two  throws. 

Example:       VZh*  +  3^' - 


4.9497,  answer.  Lines  EF,  on 
each  fixture  are  used  to  aline 
cranks  with  fixtures  when  «dea 
of  fixtures  are  not  90°. 

AUention.  —  If  only  one  crank- 
shaft is  to  be  turned,  the  fixture 
may  be  drilled  and  countersunk 
in  casting.  For  a  number  of 
crankshafts,  chuck  large  holes 
and  drive  in  hardened  and  ground 
steel  plugs  carrying  large  center 

To  make  these  holes  in  correct 
location,  clamp  fixtures  to  face 
plate  of  lathe  with  marks  C  and  D, 

in  axis  of  rotation  as  tested  with 
axis  indicator  (see  Lathe  Axis 
Indicator,  1313),  then  drill  and 
bore  to  siee. 


66.  To  aline  center  fixtures  and  lay  out  cranks,  Fig.  < 


SCHEDULE  OF  OPERATIONS 
Adjust    fixtures,    center    and        Turn  AB  to  fit  center  fixtures 
square  shaft  in  relation  to  crank     CC. 
webs.  Mount  fixtures  and  adjust 
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centers  of  cranks  D  and  E  to  Mount  in  lathe  on  one  pair  of 
aline  with  centers  of  fixtures  by  crank  centers  and  revolve;  reg- 
wedgea  F  and  test  with  surface  ular  centers  are  horizontally  op- 
gage.  Lay  out  crank  web  by  poaite.  Test  top  of  turned  ends 
lines  and  center  punch  at  Q,  H,      with  surface  gage. 

K,  L,  M,  N,  P.  Q. 

67.  To  turn  crankshaft,  Fig.  41. 


SCHEDULE  OF  OPERATIONS 


Rough  turn  blank.  Mount  up- 
on regular  centers  AA',  Fig.  41. 
Rough  square  faces  of  webs  1,  2, 
3,  4,  and  rough  turn  shaft  5,  6, 
and?. 

Change  to  crank  centers  BB'. 
Rough  square  and  turn  8,  9,  and 
10. 

Change  to  crank  centers  CC 
and  rough  square  and  turn  11, 12, 
13. 

Counterbalance  crank  fixtures 
by  using  weight  D,  or  preferably 
by  adjustable  weighte  BE', 


Use  driver  FF'  with  piece  of 
leather  to  reduce  jar. 

Season  crankshaft  be  t  we  e  n 
roughing  and  finisbing,  if  time 
will  pennit. 

Finish  square  and  turn  in 
reverse  order. 

It  is  best  to  spot  7  and  use 
steady  rest  for  fmishing.  For 
slender  crankshafte  use  jack  or 
braces  as  shown  by  dotted  lined. 
European  tool  post  0  is  preferred 
to  a  ungle  tool  post.  Mill  or 
plane  edgea  of  weba. 


Attention.  —  Crankshaft  lathes  are  obtainable.  Automobile  and 
motorboat  crankshafts  may  be  rough  turned,  then  ground,  or  ground 
direct  from  drop  forginga  or  steel  caatings. 

NTTKLING 

58.  Hand  and  machine  nuiluig  or  milling  tools,  Figs.  42 
and  43,  are  used  to  check  or  mill  surfaces  of  nuts,  screw 
heads,  handles,  knobs,  etc.,  to  increase  the  grip  and  facilitate 
rotation.  These  indentations  are  similar  to  those  on  the  edges 
of  silver  and  gold  coins  to  detect  the  removal  of  metal  and 
called  milled  edges. 

69.  Hand  nurling.  Fig.  42. — Thumb  nuts  and  screw 
head.^  are  often  nurled  with  single  nurl  wheel  A  and  holder  B, 
Fig.  42.     Oil  work  and  nurl. 


Fio.  42.  —  Hun)  Nubuno  im  Spebd  Lathb. 
SCHEDULE  OF  OPERATIONS 
Speed  for  hand  nurling  brass,  Speed  for  hand  nurling  steel, 

300  F.P.M.  200  F.P.M. 


Place  holder  on  rest  C  which 
should  be  firmly  clamped,  and 
place  wheel  under  thumb  nut  D. 
Press  down  firmly  with  right 
hand,  at  same  time  steadying  tool 
with  the  left,  until  desired  effect 
is  produced. 


Infotmalion. — Hand  nurls  are 
obtainable  in  a  variety  of  patterns 
for  thumb  twits  and  screw  heads, 
as  shown  in  Fig.  42. 

AUention.  —  Use  fine  nurls  on 
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60.  Machine  nurling.  Fig.  43. 


FINE 


MEDIUM 


COARSE 

Fig.  43.  —  Machine  Nurung  in  Engine  Lathe. 


SCHEDULE  OF  OPERATIONS 
Speed  for  machine  nurling  iron 
and  steel.  40  F.P.M. 


Feed     for     nurling,    medium 
power  feed,  80  to  1". 


Nurling  tool,  lig.  43,  con- 
sists of  holder  A  and  two  hard- 
ened steel  nurling  wheels  B,  J5', 
mounted  in  head  C,  connected 
with  holder  by  rocking  joint. 
Nurls  have  opposed  helical  teeth 
as  at  D,  ly.  Holder  is  fastened 
at  right  angles  to  work  E^  and  ad- 
justed to  have  both  wheels  bear 
equally  on  work. 

Use  power  feed.  Oil  work  and 
nurls.  Start  lathe.  Force  nurls 
with  cross  feed  screw  hard  against 
work,  preferably  with  half  width 
of  nurls.  Stop  lathe,  and  if 
pitch  of  checking  on  work  is 
same  as  nurls,  reduce  pressure 
and  throw  in  power  long,  feed  to 
travel  batkand  forth  over  surface 
until  projections  come  nearly  to 
a  point. 


AtUntion,  —  To  prevent  ma- 
chine nurls  from  cutting  double 
set  of  projections  twice  as  fine 
as  the  nurls  and  spoiling  the 
work,  press  nuj-ls  hard  at  start 
and  move  carriage  slightly  to  left 
and  right  by  hand  until  desired 
effect  is  produced,  then  partially 
relieve  pressure  before  starting 
power  feed,  to  avoid  undue  wear 
on  centers  and  center  holes.  A 
slow  but  sure  process  is  to  press 
nurls  hard  on  work  and  pull  belt 
forward  and  backward  by  hand 
until  nurling  is  reproduced  all 
around  work,  then  start  machine 
and  use  power  feed. 

Note,  —  N  urls  for  machine  work 
are  obtainable  for  fine,  medium, 
and  coarse  pitches  as  shown  in 
Fig.  43.     Medium  is  most  used. 
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SECTION   7 

CYLINDRICAL  GRINDING   (EXTERNAL) 
INTERNAL  GRINDING 

Cylindrical  Grinding.    Grinding  on  Two  Dead  Centers.    Universal 

Grinding  Machines.    Grinding  Wheels.    Problems  in 

Cylindrical  Grinding.    Internal  Grinding. 

CYLINDRICAL  GRINDING 

1.  Machine  grinding  is  a  scientific  method  of  producing 
cylindrical,  conical,  and  plane  surfaces  accurately,  rapidly, 
and  economically,  with  automatic  grinding  machinery;  also 
of  duplicating  parts. 

Almost  *any  material,  as  hardened  and  soft  steel,  wrought 
iron,  cast  iron,  brass,  copper,  aluminum,  vulcanite,  and  wood 
fiber,  may  be  ground  accurately.  Grinding  machines  are 
not  designed  to  remove  a  large  amount  of  stock  but  to  produce 
accurate  dimensions  on  work  that  has  been  rough  turned. 

GRINDING  ON  TWO  DEAD  CENTERS 

2.  The  principle  of  grinding  on  two  dead  centers.  —  Ground 
work  is  more  accurate  than  turned  work.  This  accuracy  is 
obtained   by   grinding 

the  work  on  two  dead        '~^moead cehteh  wlley  m\ 
centers  as   in    Fig.   1, 
which    eliminates    the 

.  error  caused  by  wear 
of  spindle  bearings. 
The  wear  of  dead 
centers  is  readily  cor- 
rected by  grinding  the  centers,  but  the  wear  of  spindle  bear- 
ings cannot  be  readily  corrected. 

Machine  grinding  is  also  used  for  finishing  as  a  substitute 
for  pohshing  as  it  is  more  economical  than  using  files  and 

emery  cloth. 
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UNIVERSAL  GRINDING  MACHINES 

3.  Grinding  machines  may  be  divided  into  four  general 
classes:  Universal  grinding  machines  for  general  work;  plain 
grinding  machines  for  outside  work  only;  cutter  grinding 
machines  for  grinding  cutters  and  similar  work;  and  surface 
grinding  machines  for  surface  grinding  only. 

Special  grinding  machines  are  designed  for  special  purposes, 
as  internal  grinding  machines,  piston  grinding  machines,  and 
crank  grinding  machines  to  rough  as  well  as  to  finish  auto- 
mobile crank  shafts  without  rough  turning. 

4.  Universal  grinding  machine,  Fig.  2,  Uke  the  engine  lathe, 
is  designed  for  general  work,  as  straight  and  taper  grinding, 
both  external  and  internal,  facing  sides  of  disks,  grinding 
clearances  on  cutters,  reamers,  etc. 

SCHEDULE  OF  PARTS 
Countershaft  Drive.  Belt  Feed. 


6*  Machine  Parts. 

A  —  Base,  contains  locker  for 
small  parts. 

B  —  Bed,  contains  feed  and 
reversing,  mechanism. 

C  —  Table. 

C  —  Swivel  table. 

Z)  — Swivel  headstock  (90°), 
position  adjustable. 

E  and  E'  —  Dead  centers. 

F  and  F' — Dead  center  pulleys ; 
large  or  small  may  be  used. 

G  —  Live  spindle  pulley. 

H  —  Stop  for  live  spindle 
pulley. 

/  —  Footstock,  position  ad- 
justable. 

K  —  Lever  to  spring  dead 
center  "  m  "  or  "  out." 

L  —  Grinding  wheel,  head 
mounted  on  swivel  slide  and 
adjustable  "  forward  "  or  "  back- 
ward;" it  can  also  be  fed  by 
hand  to  grind  steep  tapers. 

3/  —  Grinding  wheel. 


N  —  Water  supply  pipe. 
P  —  Belt  to  drive  work. 
Q  —  Belt    to    drive    grinding 
wheel. 

R  —  Belt  to  drive  feed  cone. 
S  —  Belt  to  drive  pump. 

6.  Countershaft  Parts, 

I.  Line  shaft. 

II.  Tight    and    loose    pulley 
mechanism  controlled  by  shipper. 

III.  Belt  to  drive  sleeve  carry- 
ing feed  cone. 

IV.  Belt  to  drive  work  drum. 

V.  Work  drum. 

VI.  Clutch  operated  by  ship- 
per brake. 

VII.  Belt   to   drive   grinding 
wheel  drum. 

VIII.  Grinding  wheel  drum. 

IX.  Belt  to  drive  dead  center 
pulley  F  to  give  higher  speed. 

X.  Belt  to  drive  live  spindle 
pulley  G. 
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Fia.  2.  —  Univxrsai.  Griivdino  Machimx. 
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GRINDING  WHEELS 

7.  Grinding  wheels.  Chart,  Fig.  3,  are  made  from  various 
abrasiveS;  —  emery,  corundum,  alundum,  aloxite,  carborun- 
dum, crystolon,  carbolite.  The  abrasive  is  mixed  with  a  bond, 
the  amount  and  composition  of  which  makes  a  wheel  hard 
or  soft  and  determines  its  grade  or  degree  of  hardness. 

They  are  molded,  baked,  turned,  balanced,  and  tested  for 
hardness  and  speed. 

The  number  of  a  wheel  is  determined  by  the  number  of 
meshes  per  linear  inch  of  the  sieve  through  which  the  abrasive 
has  passed,  and  for  giinding  wheels  runs  from  No.  12  to 
No.  120.  Lower  numbers  indicate  coarser  wheels  and  higher 
numbers  finer  wheels.    See  Principles  of  Machine  Work. 

8.  Coarseness.  Grade  of  Hardness. 

Coarseness  determined  by     Hardness  determined  by  bond 
No.  of  abrasive.  binding  grains  of  abrasive 

together. 

Processes. 

Vitrified.  Tanite. 

Silicate.  Vulcanite. 

Elastic.  Celluloid. 

Each  process  is  best  adapted  to  certain  daasea  of  grinding, 
yet  each  may  be  used  for  general  grinding. 

9.  Vitrified  wheels,  reddish  brown  in  appearance,  are  made 
by  mixing  the  abrasive  with  a  bond  of  clay,  sand,  spar,  etc., 
they  are  then  molded  into  shape,  placed  in  ovens  similar  to 
pottery  kilns  and  subjected  to  a  prolonged  and  intense  heat 
(3000°  F.).  These  wheels  are  even  in  texture,  open  and  po- 
rous. They  are  especially  adapted  to  grinding  hardened  steel, 
as  they  will  not  glaze  easily  and  are  thus  cool-cutting.  Wheels 
made  by  this  process  are  used  for  general  work  and  for  cylindri- 
cal and  cutter  grinding.     See  Table  of  Grades,  p.  707. 
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10.  Silicate  wheels,  light  gray  in  appearance;  are  made  by 
mixing  the  abrasive  with  a  bond  of  siUcate  of  soda,  and  then 
subjecting  to  a  low  heat  (300°  to  400°  F.).  These  wheels  are 
made  porous  or  dense,  as  desired,  are  even  in  hardness  and 
have  unusual  strength.  They  are  adapted  for  wet  tool  grind- 
ing and  general  purposes.  All  wheels  above  30"  in  diameter 
are  made  by  this  process.    See  Table  of  Grades,  p.  707. 

11.  Elastic  wheels,  black  in  appearance,  are  made  by  mix- 
ing the  abrasive  with  a  bond  of  shellac,  etc.;  and  then  sub- 
jecting to  a  low  heat  (300°  to  400°  F.).  These  wheels  are  not 
brittle,  and  can  be  made  as  thin  as  A''.  They  are  used  for 
grinding  arbors,  cutters,  reamers  for  saw  gumming,  and  for 
cutting  off  small  stock,  such  as  thin  steel  tubing,  wire,  etc., 
also  for  grinding  in  narrow  openings.  See  Table  of  Grades, 
p.  707. 

12.  Tanite  wheels  are  made  by  mixing  the  abrasive  with 
tanite  (a  chemical  and  mechanical  transformation  of  leather) 
and  then  subjecting  to  heat  under  hydraulic  pressure.  They 
are  used  for  general  grinding  in  a  similar  manner  to  silicate 
wheels. 

13.  Vulcanite  wheels  are  made  by  mixing  the  abrasive 
with  a  bond  of  rubber  and  sulphur,  and  subjecting  to  a  low 
heat  (225°  F.).  These  wheels  are  not  brittle  and  have  a  high 
factor  of  safety.    They  are  used  for  special  work. 

14.  Celluloid  wheels,  brown  in  appearance,  are  made  by 
mixing  the  abrasive  with  celluloid;  both  are  subjected  to  a 
low  heat  (250°  F.). 

16.  Combination  wheels  are  made  by  mixing  several 
numbers  of  the  abrasive  together  in  the  formation  of  the 
wheel.  Three  numbers  are  generally  used  for  this  purpose, 
as  24,  36,  46, — the  coarsest  grade  is  used  for  fast  cutting 
and  the  finest  grade  is  used  for  a  smooth  finish.  The  addi- 
tion of  a  small  amount  of  fine  abrasive  to  a  coarse  wheel  will 
produce  wheel  of  great  durability. 


GRINDIN  }  WHEELS 

16.    Table  of  Grades  of  Wheels  Made  by  Different 

Processes 


707 


Vitrified 

Silicate 

Elastic 

Process. 

Process. 

Process. 

Very  soft. . . 

E 

t 

IE 

F 

1 

1    E 

G 

H 

HE 

• 

H 

H 

HE 

Soft 

I 

If 

1|E 

J 

2 

2    E 

K 

2i 

2iE 

L 

2* 

2iE 

Medium .... 

M 

3 

3    E 

• 

N 

3i 

3^E 

O 

4 

4    E 

P 

4i 

4iE 

Hard 

Q 

5 

6    E 

R 

6* 

5iE 

S 

6 

6    E 

T 

6i 

6iE 

Very  hard . . 

U 

7 

7    E 

Attention.  —  The  grade  of  a  grinding  wheel  is  more  important  than 
the  number  of  the  abrasive.  The  number  influences  the  grade  to  a 
slight  extent,  a  fine  wheel,  as  No.  90,  grade  M,  is  slightly  harder 
than  a  coarse  wheel  same  grade  as  No.  60,  grade  M. 

17.  Shapes  of  wheels.  —  Plain  disk  wheels  are  used  for 
straight  and  taper  work,  and  plain  and  cup  wheels  for  surface 
grinding. 

Cup,  bevel,  and  disk  wheels  are  used  for  grinding  drills, 
cutters,  and  for  grinding  to  shoulder.  Small  wheels  are  used 
for  internal  grinding.     See  Chart  of  Grinding  Wheels,  Fig.  3. 

18.  Selection  of  wheel  depends  on  hardness  of  material 
and  nature  of  work.  In  general,  use  a  hard  wheel  for  rough 
grinding  and  a  medium  or  soft  wheel  for  accurate  grinding 
and  fine  finish.  If  a  wheel  is  too  hard,  it  will  glaze  quickly 
and  heat  the  work;  if  too  soft,  it  will  wear  rapidly  and  prevent 
accurate  grinding.  A  coarse  wheel  is  less  liable  to  heat  than  a 
fine  wheel,  as  the  latter  is  apt  to  glaze.  A  perfect  wheel  is 
one  with  a  bond  that  will  release  the  grains  before  glazing 
takes  place,  and  hard  enough  to  take  a  series  of  cuts  without 
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changing  its  shape  or  diameter,  as  accurate  grinding  depends 
upon  the  sizing  power  of  wheel. 

19.  To  mount  wheels.  —  Place  rubber  or  blotting-paper 
washers  between  wheels  and  flanges,  and  clamp.  Wheels 
should  fit  easily  on  arbors.  Some  are  bushed  with  soft  metal 
to  fit  standard  shafting  and  will  run  fairly  true.  Wheels  to 
be  interchangeable  without  truing  are  provided  with  indi- 
vidual taper  bushings.  Small  wheels  for  internal  grinding 
have  counterbore  depressions  for  fillister  head  screws. 

20.  The  periphery  speed  for  wheels  should  be  approximately 
from  5000  to  6500  feet  per  minute  (F.P.M.).  A  higher  speed 
may  cause  the  wheel  to  break.  Should  a  wheel  heat  or  glaze, 
run  it  slower.  If  it  is  too  soft,  it  can  often  be  made  to  hold 
its  size  by  using  a  higher  speed. 

Table  of  Speeds  for  Grinding  Wheels 

The  table  given  below  designates  number  of  revolutions  per 
minute  for  specified  diameters  of  wheels,  to  cause  them  to  run 
at  the  respective  periphery  rates  of  4000,  5000,  and  6000  feet 
per  minute. 


Revolutions  per 

1 
Revolutions  per 

Revolutions  per 

DiAM.  Wheel. 

Minute  for  Sur- 
face Speed  of 

Minute  for  Sur- 
face Speed  or 

Minute  for  Sur- 
face Speed  or 

4000  Ft. 

5000  Ft. 

6000  Ft. 

1  inch. 

16,279 

19,099 

22,918 

2     " 

7,639 

9,549 

11,459 

3     " 

5,093 

6,366 

7,639 

4     " 

3,820 

4,775 

5,730 

6    •• 

3,056 

3,820 

4,584 

6     " 

2,546 

3,183 

3,820 

7     " 

2,183 

2,728 

3,274 

8     " 

1,910 

2,387 

2,865 

10     " 

1,528 

1,910 

2,292 

12     " 

1,273 

1,592 

1,910 

14     " 

1,091 

1,364 

1,637 

16     " 

955 

1,194 

1,432 

18    " 

849 

1,061 

1,273 

20    " 

764 

955 

1,146 

22     " 

694 

868 

1,042 

24     " 

637 

796 

955 

30     " 

509 

637 

764 

36     " 

424 

531 

637 
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21.  The  periphery  speed  of  work  (F.P.M.)  should  be  pro- 
portional to  the  grade  and  speed  of  wheel;  also  to  the  diameter 
of  work.  The  speed  varies  from  15  to  60  feet  per  minute  for 
different  classes  of  work.  The  higher  speed  is  best  for  cast 
iron  and  the  lower  for  duplicate  work. 

22.  Direction  of  rotation  of  wheel  and  work  must  be  op- 
posite at  cutting  point  as  in  Fig.  4. 


Fig.  4.  —  Direction  of  Rotation  of  Wheel 
AND  Work  for  External  Grindinq. 

23.  Feed  of  table  or  traverse  speed  is  in  proportion  to  the 
width  of  wheel  face  and  finish  required.  Use  coarse  feed  for 
roughing.  For  large  work  with  a  heavy  machine,  use  one-half 
to  three-fourths  width  of  wheel  to  each  revolution  of  work;  on 
light  machines  use  one-third  to  one-half  width  of  wheel.  For 
a  very  fine  and  accurate  finish,  use  one-fourth  to  one-third 
width  of  wheel. 

24.  Depth  of  cut.  —  For  roughing  take  deep  cuts,  —  .OOl'^ 
to  .004"  at  each  stroke;  for  finishing,  light  cuts,  —  .00025"  to 
.0005"  at  each  stroke.  The  sparks  thrown  off  by  the  grinding 
wheel  indicate  the  depth  of  cut:  a  large  volume  of  sparks  indi- 
cates a  heavy  cut,  and  a  small  volume  a  light  cut. 

26.  Width  of  face  of  wheel. —  A  wide  wheel  with  a  coarse- 
feed,  removes  stock  rapidly,  and  is  used  where  it  can  pass 
from  one-fourth  to  one-half  its  width  beyond  the  end  of  work 
or  recess. 

A  narrow  wheel  is  used  to  grind  to  a  shoulder  not  recessed 
to  produce  an  accurate  diameter  next  to  shoulder  or  with 
narrow  recess.  The  face  of  a  wheel  may  be  narrowed  by 
beveling  a  corner  with  a  diamond  tool. 

26.  To  true  grinding  wheel. — Grinding  wheels  wear  smooth 
or  become  glazed  by  use,  so  that  they  will  not  cut  freely.  A 
new  wheel  will  not  run  true  and  must  be  trued  before  using. 


710-  ADVANCED  MACHINE  WORK 

To  true  face  of  wheel,  mount  diamond  tool  A,  Fig.  5,  in 
fixture  B.  Feed  tool  to  touch  revolving  wheel  with  cross 
feed,  then  traverse  tool  by  power  or  hand  long.  feed.     To  true 


Fig.    5. —  Truinq  Face  or  Wrbbl   Fia.  6.^TRt)iNo  Side  of  Wheel 
wrra  A  Diamond  Tool.  with  a  Diamond  Tool. 

airfe  of  wheel,  clamp  diamond  tool  A,  Fig.  6,  in  slide  of  fixture 
J8  at  right  angles  to  wheel.  Feed  tool  to  wheel  by  hand  long. 
feed  until  it  touches  revolving  wheel,  then  operate  tool  by 
hand  with  cross  feed. 

If  a  wheel  is  soft,  but  little  attention  may  be  given  it  while 
roughing,  as  it  will  wear  away  fast  enough  to  keep  sharp,  but 
it  must  be  sharp  and  also  true,  to  produce  a  fine  finish. 

Aiieniion.  —  Grinding  wheels  may  be  trued  dry,  but  the 
wear  on  the  diamond  tool  is  much  less  if  plenty  of  water  is 
used. 

27.  To  true  centers,  Fig.  7.  —  Remove  centers,  clean  holes 
with  waste.  Clean  dead  center  and  insert  it  in  live  center 
spindle.  Belt  machine  to  revolve  live  spindle,  pull  out  pin  A, 
swivel  headstoek  to  30°  and  damp.  Set  reversing  dogs  and 
grind  center  by  trial  and  correction  to  fit  center  gage  (60°). 
See  p.  lis.  Replace  dead  center,  clean  and  insert  live 
center  in  its  spindle  and  grind.  Both  centers  are  hardened 
and  tempered.  In  a  plain  grinding  machine,  use  a  special 
attachment.  Some  small  grinding  machines  permit  swinging 
of  table  to  grind  centers. 
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r  Univerb&i.  Grindino 

28.  Methods  of  driving  work.  —  (Two  dead  centers.)  Cen- 
tered work  13  ground  on  two  dead  oentere  and  driven  by 
dead   center  pulley  and  balanced   dog,   as   in   Fig.   I.      To 


Fio.  8.  —  End  Dbivino  Doa  for  Work  or  One  Diameter. 

grind  work  of  one  diameter,  use  end  driving  dog,  as  in  Fig.  8. 
(With  revolving  spindle.)  For  work  held  in  chuck,  as  face 
and  internal  grinding,  the  spindle  revolves. 

Some  classes  of  centered  work  may  be  rapidly  handled  and 
ground  by  using  spindle  and  triangular  live  center  drive,  as 
in  Fig.  9. 
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A  triangular  center  punch  is  driven  lightly  into  one  center 
hole  to  make  it  fit  center.  The  work  is  then  mounted  on 
centers  and  not  moved  until  finished. 


EMERY 
WHEEL 


Fig.  9.  —  Triangular  Center  Drive  for  Rapid  Production. 

29.  To  set  swivel  table  to  grind  straight  work.  —  Set  both 
zero  lines  on  headstock  swivel  (graduated  in  degrees)  to  coin- 
cide, then  set  both  zero  lines  on  swivel  table  (graduated  scale 
in  inches  per  foot  and  degrees)  to  coincide.  To  obtain  accu- 
rate setting,  take  a  few  light  cuts  and  caliper  both  ends  with 
micrometer.  If  they  dififer,  release  clamp  bolts  and  swing 
swivel  table  a  little  with  adjusting  screw  at  end,  clamp  bolts 
and  repeat  above  process  until  desired  accuracy  is  obtained. 

Attention.  —  The  graduations  on  headstock  swivel  and 
swivel  table  are  helpful,  but  the  coincidence  of  Unes,  even  if 
located  with  a  magnifying  glass,  give  only  approximate  accu- 
racy, and  it  is  only  by  the  process  of  trial  and  correction  that 
accuracy  is  obtained. 

30.  Slight  tapers  are  obtained  by  setting  swivel  table  to 
approximate  taper  by  scale  and  using  a  standard  taper  ring 
gage  to  determine  exact  taper,  which  is  obtained  by  trial  and 
correction  in  the  same  manner  as  a  straight  setting. 

31.  Steep  tapers  on  work  held  in  chuck  or  on  headstock 
spindle  are  obtained  by  swiveling  the  headstock.  For  work 
mounted  on  centers,  tapers  are  obtained  by  setting  wheel  slide, 
and  for  two  abrupt  tapers,  outside  or  inside,  by  setting  both 
headstock  and  wheel  slide  at  proper  angles. 

32.  Wet  and  dry  grinding.  —  Wet  grinding  is  rapid  and 
accurate.     An  insufficient  or  fluctuating  supply  of  water  will 
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cause  a  change  of  temperature  and  produce  inaccurate  work. 
If  the  nature  of  the  work  will  not  permit;  or  the  machine  is  not 
arranged  for  wet  grinding,  good  results  may  be  obtained  by 
grinding  dry  with  very  light  cuts.  Water  guards  for  wet 
grinding  are  supplied.    See  A,  Fig.  10. 

33.  Lubricants  for  grinding.  —  Use  water,  and  to  prevent 
rusting  of  machine,  add  enough  sal  soda  to  the  water  to  show 
a  deposit  on  machine.  Machine  oil  is  sometimes  added  to 
mixture. 

Aluminum  is  ground  with  a  lubricant  of  kerosene,  or  a 
mixture  of  kerosene  and  machine  oil. 

As  most  cutter  grinders  are  not  arranged  for  wet  grinding, 
cutters  and  reamers  are  ground  dry. 

34.  To  prepare  work  to  be  ground.  Allowance  for  grind- 
ing. —  Short  work  that  is  not  to  be  hardened  is  rough  turned 
from  .006''  to  .OlO''  large.  For  large  work  and  long,  slender 
work  that  will  spring  and  run  out  of  true  after  turning,  and  for 
hardened  steel  that  is  liable  to  spring  in  hardening,  it  is  good 
practice  to  allow  from  .020"  to  .030"  to  grind  off.  A  large 
allowance  means  but  one  cut  in  the  lathe,  and  it  is  more  eco- 
nomical to  grind  with  the  modem  grinding  machine  than  to 
take  a  second  cut  in  the  lathe  to  reduce  the  allowance. 

36.  Rough  and  finish  grinding.  —  In  manufacturing  ma- 
chine parts  in  lots,  it  is  good  practice  to  rough  grind  all 
pieces  to  within  .002"  or  .003"  before  finishing  any.  The 
wheel  then  need  be  trued  only  twice,  —  once  in  roughing 
and  once  for  finishing. 

36.  The  finish  of  work.  —  An  ordinary  shaft  should  be 
given  a  ''  commercial ''  finish;  that  is,  it  should  be  ground 
to  a  good  smooth  surface.  A  forcing  fit  need  not  be  ground  to 
such  a  fine  finish,  but  close  to  size.  Gages  and  fine  work  of 
this  class  must  be  ground  both  to  a  fine  finish  and  to  an  exact 
size.  A  fine  accurate  finish  is  generally  obtained  with  Ught 
cuts,  slow  feed,  a  true  wheel,  and  a  liberal  supply  of  water. 

37.  Expansion  of  work  while  grinding.  —  Expansion  is 
caused  by  the  friction  of  the  wheel.  In  grinding  work  dry, 
particularly  long  shafts,  it  sometimes  is  made  to  run  out  of 
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true  and  this  is  due  to  its  own  internal  strains  or  unequal 
expansion.  A  grinding  operation  shows  error  or  truth;  an  un- 
even volume  of  sparks  indicates  error,  and  an  even  volume  of 
sparks  truth  of  work.  To  remedy  this,  flood  work  with  water, 
reduce  speed  of  work  and  feed  one-fourth  thousandth  at  each 
end  of  stroke  until  work  is  cylindrically  true.  When  the  work 
becomes  round  again,  increase  its  speed  and  the  depth  of  cuts. 
Spring  back  rests  B,  B,  B,  Fig.  17,  are  often  used  to  remedy 
this  error. 

Attention,  —  A  distinct  difference  in  the  sparks,  however, 
may  indicate  an  error  as  small  as  one-tenth  to  one-fourth 
thousandth  of  an  inch  or  less,  which  may  be  ignored  for  some 
classes  of  work. 

38.  Seasoning  work,  —  Long  slender  work  is  often  laid 
away  for  a  period  of  time  between  roughing  and  finishing,  to 
relieve  internal  strains,  when  great  accuracy  is  required.  This 
is  usually  unnecessary  for  short  or  heavy  work. 

39.  Care  of  machine  and  work.  —  All  bearings  should  be 
kept  well  oiled.  The  cross  slide  should  be  cleaned,  oiled,  and  if 
need  be,  adjusted  to  move  smoothly.  The  centers  and  center 
holes  in  work  must  be  kept  absolutely  true  and  clean  and  well 
oiled  to  produce  accurate  work.  While  most  of  the  l^earings 
on  modern  grinding  machines  are  dust-proof,  nevertheless  the 
machines  should  be  kept  clean. 

40.  Measuring  tools  for  grinding.  —  Use  micrometer  calipers 
and  limit  gages  for  general  work.  For  very  accurate  work 
use  a  ten-thousandth  micrometer  or  measuring  machine. 

Warning,  —  Push  the  shipper  slowly  and  watch  the  grind- 
ing wheel  as  it  slowly  starts.  Never  stand  in  front  of  a  wheel 
when  it  is  starting,  to  avoid  injury  if  the  wheel  should  happen 
to  break.  Modern  grinding  wheels  have  a  high  factor  of  safety 
and  seldom  burst  at  the  speed  recommended,  but  any  wheel 
may  be  broken  by  careless  usage;  accidentally  moving  the 
headstock,  or  footstock,  or  work,  against  the  side  of  the  wheel, 
especially  a  thin,  vitrified  wheel,  revolving  or  stationary,  may 
break  it. 
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41.    Adjustments    and    movements    to    operate   universal 
grinding  machine,  Fig.  10. 


WNivanML  aKiNOiNO 


Fto.  10.  —  Grivdino  a  Ro(*Niva  Fit. 
SCHEDULE  OF  PARTS 


1.  Shipper  to  etart  and  stop 
grinding  wheel. 

2.  Shipper  brake  to  start  and 
stop  work. 

3.  Knob  to  start  or  stop  long, 
power  feed  work  (table  feed). 

4.  Long,  feed  hand  wheel. 

5.  Lever  to  reverse  long,  feed 
by  hand. 

6  and  7.  Dogs  to  reverse  long, 
feed  automatically. 

8.  Cross  feed  hand  wheel. 

Auiomatic  Cross  Feed. 

9.  Pawl. 

10.  Ratchet  wheel  (each  tooth 
R'duces  work  l/VlOOC  in  diam- 
eter and  each  graduation  I/IOOCT). 


11  and  12.  Adjusting  screws 
which  control  movements  of  pawl 
9  and  depth  of  cut  at  each  end  of 
stroke. 

13.  Perpendicular  latch. 

14.  Latch  head. 

15.  Shield. 

16.  Horizontal  latch. 

Swivel  Table. 

17  and  18.  Bolts  to  clamp 
swivel  table. 

19.  Screw  to  adjust  swivel 
table.  To  grind  straight  or  taper, 
see  Graduated  Scale  at  end  of 
swivel  table. 


716 


ADVANCED  MACHINE  WORK 


42.  To  grind  numing  fit  on  two  dead  centers,  Fig.  11. 
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SHAFT  BLANK— MACHINE  STEEL      @ 

Fig.  11.  —  Schedule  Drawing. 

Specifications:  Shaft  blank,  machine  steel  rough  turned  1.078'' 
diameter. 

Machines  and  tools:  Universal  grinding  machine. 

Grinding  wheel  12"  X  }",  No.  54,  Grade  ilf ,  vitrified,  grinding  dog. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed  J  width  of  wheel  per  revolution. 

Oil  bearings  and  two  dead  centers  with  machine  oil. 

Lubricant,  solution  of  sal  soda  and  water. 

Time:  Study  drawing  and  schedule  in  advance,  10  min.  —  Oil 
machine  and  true  wheel,  7  min.  —  Grind  fit  with  machine  "  set  up," 
20  min.  —  Clean  grinder,  3  min.  —  Total,  40  min.  ("  Set  up  machine 
to  grind  straight,  20  min.  extra.) 

SCHEDULE  OF  OPERATIONS 


I.  Preparatory  Adjustments. 
True  wheel  and  centers,  p.  709. 
Set  zero  lines  on  head  stock 
and  swivel  table  to  grind 
approximately  straight,  p.  7 12. 
Arrange  water  guards.  See 
Fig.  10.  Unlock  horizontal 
latch  16  from  latch  head  14, 
throw  put  pawl  9  and  move 
grinding  wheel  back  with  hand 
cross-feed  wheel  8,  to  allow  space 
to  mount  work.  Mount  shaft  B 
on  cent^  with  copper  under  set 
screw  of  grinding  dog  C.  Start 
grinding  wheel,  work  and  feed, 
1,  2,  3,  and  adjust  table  dogs  6, 
7,  to  obtain  length  of  stroke  and 
avoid  wheel  striking  dog  or  foot- 
stock. 


'  Set  automatic  cross  feed  11, 
12,  Fig.  10,  to  feed  .001"  (4 
teeth  on  ratchet),  at  each  end  of 
stroke. 

n.  Grind  Trial  Diameter  (11), 
Fig.  11.  (Grind  out  tool  marks 
only.)  Move  grinding  wheel  to 
cut  revolving  work  lightly  with 
hand  cross-feed  wheel  8.  Turn 
on  water  and  throw  in  feed 
pawl  9  to  mesh  with  ratchet 
wheel  10,  and  allow  automatic 
cross  feed  to  take  three  or  four 
trial  cuts  whole  length  of  work 
to  grind  out  tool  marks.  Then 
throw  out  pawl  9  and,  without 
moving  cross  feed,  allow  wheel 
to  pass  over  work  several  times 
until    cutting    nearly    dies    out. 
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Stop  wheel,  work  and  feed  1,  2, 
3,  with  wheel  at  footstock  end. 

nL  Correct  Straightness.  Meas- 
ure work  at  both  ends  with  2" 
micrometer,  and  if  not  straight, 
move  swivel  table  (see  p.  7 12). 
Take  one  or  two  cuts  with  auto- 
matic cross  feed.  Measure,  and 
repeat  until  machine  grinds 
straight.  If  there  is  danger 
thereby  of  grinding  shaft  too 
small,  use  trial  piece  same  length. 

IV.  Find  Amount  Oversize. 
Measure  work  with  2"  microm- 
eter. Subtract  1.0640"  (1.0620" 
-|-  .002"  for  finishing)  from  read- 
ing of  micrometer.  For  example, 
reading  of  micrometer  may  be 
1.0740",  then  1.0740"  -  1.0640" 
=  .0100"  for  rough  grinding. 
As  each  tooth  in  ratchet  wheel 
12  =  i/1000"  in  diameter  of 
work  and  work  is  .010"  large, 
work  is  40  teeth  large. 

V.  Set  Automatic  Cross  Feed. 
Raise  perpendicular  latch  13  in 
head  14,  throw  in  pawl  9  and, 
without  moving  cross  feed,  move 
shield  15  to  right  or  left  imtil 
end  of  shield  and  pawl  are  40 
teeth  apart,  then  drop  latch  13 
in  ratchet  wheel  10. 

VL  Rough  Grind  (11),  .0020" 
Large,  as  follows:  Start  wheel, 
work  and  feed,  1,  2,  3,  and  rough 
grind  automatically  until  shield 
15  lifts  pawl  9.  Then  lock  latch 
head  14,  with  horizontal  latch  16 
(this   locks    coarse    cross    feed). 


Throw  out  pawl  9  and  allow  wheel 
to  pass  over  work  several  times 
imtil  cutting  nearly  dies  out. 
Stop  work  with  wheel  at  foot- 
stock  end  with  shipper  brake  2,. 
shut  off  water  and  measure,  and 
from  reading  subtract  1.0620" 
(1.0640"  -  1.0620"  =  .0020".) 

Vn.  Fini8hGrind(ll),  Fig.  11, 
with  pinch  feed  (fine  cross  feed) 
i/1000"  in  diameter  of  work,  as 
follows:  Start  work.  Take  two 
cuts  1/1000"  each  (two  pinches 
at  each  end  of  work).  Stop  work 
and  measure  (1.0630").  Take 
one  cut  }/1000"  (one  pinch  at 
footstock  end  of  work)  and  meas- 
ure and  repeat  until  work  meas- 
ures 1.0620". 

Lhnit  1.0620"  to  1.0615". 

Attention.  —  This  shaft  is  for 
running  fit  in  l-j^^"  hole.  Hole 
Hmit  1.0625"  +  or  -.00025". 
See  Rimning  Fits,  pp.  2l4,  2l5. 

Information.  —  The  equipment 
for  wet  grinding  consists  of  water 
tank,  piunp,  piping  and  valve  to 
supply  water  to  work  and  water 
guards,  channels  in  table  and 
frame  to  carry  water  back  to 
filter  and  tank. 

Note.  —  When  through  grind- 
ing, unlock  horizontal  latch  16 
from  latch  head  14,  move  grind- 
ing wheel  back  to  allow  space  to 
mount  next  piece  of  work.  Clean 
machine  with  waste. 

Warning.  —  To  avoid  accident, 
start  grinding  wheel  slowly. 
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13;  To  grind  a  phosphor  bronze  taper  bushuig,  A,  Fig.  12. 

Bushing  blank,  phosphor  bronze.  Rough  turned  to  enter 
taper  hole  within  f  of  amall  end. 

Corundum  grinding  wheel  (plain),  12"  X  J',  No.  54,  Grade  M, 
vitrified. 

Speed  of  wheel,  6500  F.P.M.     Speed  of  work,  75  F.P.M. 

Feed,  \  width  of  wheel. 

True  wheel  and  centers. 


Fia.  12.  —  GntNDiNO  &  Bronze  Taper  Busbino. 


Set  automatic  feed  to  feed  .001'  at  both  ends  of  stroke  and 
to  grind  .002"  large,  then  use  pinch  feed  to  Enish. 

Place  bushing  A  on  a  built-up  taper  mandrel  B  and  mount 
on  dead  centers. 

Set  swivel  table  to  grind  taper.  To  obtain  correct  taper, 
take  light  cuts  and  test  taper  in  taper  hole  in  headstock  or 
frame  of  machine,  and  adjust  table  until  taper  fits. 

44.  Adjustments  and  movements  to  operate  uoiversal  and 
tool  grinding  machine,  Fig.  13. 
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UNIVKRSAL  AND  TOOL  0 


Fm3.  13.  —  Geindino  a  FoaciNfl  Fit, 


SCHEDULE  OF  PARTS 


1.  Shipper  to  start  and  atop 
grinding  wheel. 

2.  Shipper  brake  to  start  and 
atop  work, 

3.  Lever  to  start  or  stop  long, 
power  feed  (table  feed). 

4.  Long,  feed  hand  wheel. 

5.  Lever  to  reverse  long,  feed 
by  hand. 

6  and  7.  Doga  to  reverse  long, 
feed  automatically. 

8.  Grogs  feed  hand  wheel. 
Each  graduation  reduces  work 
1/1000'  in  diameter. 

Fine  Cross  Feed, 

9.  Thumb  nut  for  controlling 
fine  or  coarse  cross  feed. 


10.  Thumb  screw  for  operat- 
ing fine  cross  feed. 

Swivel  Table. 

17.  Bolt  for  clamping  swivel 
table. 

18.  Spring  knob  for  quick 
adjustment  of  swivel  table. 

19.  Thumb  screw  for  line  ad- 
justment of  awivel  table.  To 
grind  straight  or  taper,  see  Grad- 
uated Scale  at  end. 

Grinding  Wheels. 

20.  Hand  wheel  to  elevate 
grinding  wheel. 
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46.  To  grind  forcing  fit  on  two  dead  centers,  Fig.  14. 
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SHAFT  BLANK^MACHINE  STEEL 

Fia.  14.  —  ScHEDULB  Drawing. 


I 


Specifications:  Shaft  blank,  machine  steel  rough  turned,  1.015^' 
diameter. 

Machines  and  tools:  Universal  grinding  machine. 

Grinding  wheel  7"  X  i",  No.  80,  K,  vitrified,  grinding  dog. 

Speed  of  wheel,  6000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed  J  width  of  wheel  per  revolution. 

Oil  bearings  and  two  dead  centers  with  machine  oil.    Grind  dry. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil 
machine  and  true  wheel,  7  min.  —  Grind  fit  with  machine  "  set  up," 
15  min.  —  Clean  grmder,  3  min.  —  Total,  30  min.  (*'  Set  up  "  machine 
to  grind  straight,  10  min.  extra.) 

SCHEDULE  OF  OPERATIONS 


I.  Preparatory  Adjustments 
True  wheel  and  centers,  p.  709. 
Set  zero  lines  on  swivel  table 
to  grind  approximately  straight. 
See  p.  7 12.  Loosen  nut  9, 
Fig.  13,  and  move  grinding 
wheel  back  with  hand  cross- 
feed  wheel  8  to  allow  space 
to  mount  work.  Mount  shaft  B 
on  centers  with  copper  under  set 
screw  of  grinding  dog  C  Start 
grinding  wheel,  work  and  feed, 
1,  2,  3,  and  adjust  dogs  6,  7  to 
obtain  length  of  stroke  of  part  D 
and  avoid  wheel  touching  shoul- 
der of  work  or  footstock. 

n.  Grind  Trial  Diameter  (1!^), 
Fig.  14.  (Grind  out  tool  marks 
only.)  Move  grinding  wheel  to 
cut  revolving  work  lightly  with 
coarse  hand  cross-feed  wheel  8. 
Tighten  nut  9  (this  locks  coarse 
cross  feed),  and  use  fine  cross-feed 


thumb  screw  10.  Graduations  on 
cross  feed  reduce  work  1/1000"  in 
diameter.  Take  two,  three,  or 
four  trial  cuts  (i/\000"  each),  to 
grind  out  tool  marks,  feeding  at 
footstock  end  only,  and  allow 
wheel  to  pass  over  work  several 
times  until  cutting  nearly  dies 
out,  then  stop  table  and  work 
with  grinding  wheel  at  footstock 
end  with  shippers  3,  2. 

in.  Correct  Straightness.  Meas- 
ure work  at  both  ends  with  2" 
micrometer  and,  if  not  str^ght, 
move  swivel  table  (see  p.  7l2). 
Take  one  or  two  cuts  with  fine 
cross  feed.  Measure  and  repeat 
until  machine  grinds  straight. 
If  there  is  danger  thereby  of 
grinding  shaft  too  small,  use  trial 
piece  same  length. 

IV.  Find  Amount  Oversize. 
Measure  work  with  2"  microm- 
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eter.  Subtnwt  rough  diameter  of 
work  1.0025"  +  .002"  for  finiah- 
ing  from  reading  of  micrometer. 
For  example,  reading  of  microm- 
eter may  be  1.012",  then  1.012"  - 
1.0045"  -  .0075"  for  rough  grind- 
ing. 

V.  RooKh  Grind  (»),  .008" 
Luge,  as  follows:  Use  j/lOOO" 
cute  with  thumb  screw  10  at  foot- 
stock  end  only,  as  follows:  Take 
12  cuts  and  measure  (1.0060"); 
take  3  cuts  and  measure  (1 .0045") . 


VL  Finish  Grind  (12),  Pig.  14. 
Use  1/1000"  cuts  and  fe^  at  . 
footstock  end  only,  as  follows: 
Take  5  cuts  and  measure 
(1.00325");  take  one  cut  and 
measure,  and  repeat  until  work 
measures  1.0025".  Limit  1.0025" 
to  1.0020.". 

AUenlum.  —  This  shaft  is  to  be 
forced  into  1"  hole.  Hole  limit 
1.000"  + or -.00025".  See  Forc- 
ing Fits,  p.  217.  Clean  maclune 
with  brush  and  wast«. 


46.  To  grind  a  shoulder,  Fig.  15.  —  Spindle,  crucible  steel. 
Grinding  wheel  (plain)  12'  X  i',  No.  60,  Grade  K,  vitrified. 
Speed    of    wheel, 

5000  F.P.M.     Speed 
of  work,  50  F.P.M. 

Feed,  J  width  of 
wheel. 

True  wheel  and 
centers.  Set  machine 
to  grind  straight. 

Mount  spindle 
blank  A,  recessed  as 
At  B  for  side  clear- 
ance, on  centers. 
Control  depth  of  cut 
by  long,  feed,  and  feed  by  cross  feed.  If  shoulder  is  large 
use  spedal  wheel  mounted  on  end  of  wheel  spindle  C  and 
set  swivel  i"  from  90"  to  (pve  clearance. 

47.  Plain  grinding  machine  for  commerdal  grinding, 
Fig.  16.  —  The  essential  parts  of  this  machine  are  similar  to 
those  of  a  universal  grinding  machine  except  that  the  head- 
stock  and  wheel  slide  do  not  swivel,  and  the  swivel  table  forma 
a  water  guard.  It  is  designed  for  striught  and  taper  outside 
work  only.     It  is  made  strong  and  rigid  to  grind  work  rapidly. 


Fia.  15.  —  Grindino  a  Shocldeb. 
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Some  plain  grinding  machines  have  a  traveling  grinding 
wheel  instead  of  a  traveling  table. 

48.  To  grind  cast-iron  roll,  A,  Fig.  16. 

Roll  blank,  cast  iron.     Rough  turned  .010"  to  .020'  large. 

Alundum  grinding  wheel  (plain)  20"  X  2',  No.  24  Combi- 
nation, Grade  K,  vitrified. 

Speed  of  wheel,  6000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed,  J  width  of  wheel. 

True  wheel  and  centers.    Set  machine  to  grind  straif^t. 

PLAIN  GRINDING  MACHINE 


Fio.  16.  —  Grindino  a  CAsr-iitoN  Roll. 

Set  automatic  feed  to  feed  at  both  ends  of  stroke  and  to 
grind  .002'  large,  then  use  pinch  feed  to  finish. 

Mount  roll  A  on  dead  centers. 

Place  universal  back  rests  6  to  10  diameters  apart  and  grind 
to  required  diameter  with  water. 

49.  To  grind  slender  shaft,  A,  Fig.  17. 

Shaft  blank,  machine  steel  smooth  turned  .012"  large. 

Alundum  grinding  wheel  (plain)  12*  X  }',  No.  60,  Grade  L, 
vitrified. 
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Speed  of  wheel,  6500  F.P.M.    Speed  of  work,  90  F.P.M. 

Feed,  J  width  of  wheel. 

True  wheel  and  ceatera.     Set  machine  to  grind  straight. 

Set  automatic  feed  to  feed  at  both  ends  of  stroke  and  to 
grind  .002"  large,  then  use  pinch  feed  to  finish. 

Mount  shaft  A  on  dead  centers.  Place  three  universal 
back  rests  B  against  shaft,  6  to  10  diameters  apart,  see  Fig.  17, 
and  grind  to  required  diameter. 


Fia.  17.  —  Grindino  a  Si.bhdbr  Shajt. 

60.  Back  rests,  plain  and  universal,  are  fixtures  used  to 
reduce  vibration  and  permit  a  greater  depth  of  cut  on  straight 
and  taper  work  both  large  and  small. 

The  plain  rest  has  a  single  shoe  of  wood  or  soft  metal  and  is 
used  for  small,  short  work. 

The  universal  rests  B,  B,  B  can  be  delicately  adjusted. 
Select  bronze  shoes  1, 1,  1,  (see  det^l)  the  size  of  finished 
work,  move  screws  2  to  maintain  contact  of  shoe  upon  work 
while  grinding  trial  piece,  and  adjust  stop  screw  3  to  preserve 
diameter  when  finished. 

Adjust  screws  4  and  5  to  regulate  pressure  of  springs  upon 
shoes  and  work. 
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Duplicate  pieces  are  ground  without  disturbing  adjuatments 
except  slightly  for  wear  of  shoe  2  and  diameter  3. 

Follower  rest  C  is  used  on  slender  work  that  has  been  rough 
ground  .001'  large.  It  cannot  be  used  on  taper  work.  Adjust 
with  wheel  and  work  in  motion. 

61.  Automatic  magnetic  sizing  grinder,  Fig.  18. 

The  mechanical  automatic  feeding  mechanism  is  electrically 
controlled  and  dupUcates  straight  and  taper  work  regardless 
of  wear  of  grinding  wheel. 

A  coarse  feed  for  roughing  automatically  switches  to  a  fine 
feed  for  finishing,  and  when  work  is  finished  to  size  the  feed 
automatically  stops. 

62.  To  rough  and  finish  grind  spindles  in  an  automatic 
magnetic  sizing  grinder,  Fig.  18.     Duplicate  work. 

Spindle  blank,  machine  steel,  rough  turned  0.020*  large. 
Corundum  grinding  wheel  (plain)  18'  X  li^',  No.  40,  Grade 
M,  vitrified, 
Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 
Feed,  J  width  of  wheel. 
True  wheel  and  centers.    Set  machine  to  grind  strugbt. 


Fto.  IS.  —  AcTouATic  Sizing  Dsticb  for  Grindino  Duplicats  Work. 
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To  set  automatic  sizing  device,  rough  and  floish  grind  one 
piece  to  required  size  with  automatic  mechanical  feed,  and  use 
this  as  a  master  piece  to  set  sizing  device.  Place  diamond- 
point  bearer  A,  on  master^piece  B  and  adjust  arm  C  by  screw 
D  to  make  an  electrical  contact.  Then  mount  blank  for  next 
piece  on  centers.  Adjust  coarse  feed  for  roughing  by  screw  E 
to  feed  ,001"  at  each  end  of  stroke,  and  adjust  screw  F  to 
have  magnet  G  throw  out  the  coarse  and  throw  in  the  fine 
feed  one  tooth  (one-eighth  thousandth)  when  piece  is  within 
.002'  of  size. 

Magnet  H  throws  out  latch  J  and  stops  feed  when  piece  ia 
gound  to  correct  diameter. 

Attention.  —  The  coarse  and  fine  feeds  and  the  amount 
allowed  for  finishing  may  be  varied  for  different  classes  ^of 
work.  Dry  batteries  or  a  plug  in  a  lamp  socket  of  a  direct- 
current  circuit  will  operate  device. 

63.  To  grind  a  straight  and  taper  bearing  on  a  spindle, 
Fig.  19. 

Spindle  blank,  crucible  steel  unannealed.  Rough  turned 
.010'  to  .020'  large. 

Corundum  grinding  wheel  (plain)  12*  X  1",  No,  54,  Grade  M, 
vitrified. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed,  J  width  of  wheel. 

True  wheel  and  centers. 


Fro-  19,  —  Grimddio  a.  Tapib  Spindls. 
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Set  automatic  feed  to  feed  .001'  at  both  ends  of  stroke  and 
to  grind  .002"  large,  then  use  pinch  feed  to  finish. 

Mount  spindle  A  on  dead  centers. 

Place  two  universal  back  rests  B  and  B'  against  straight 
portions  of  work.  After  straight  portions  are  ground,  set 
swivel  table  to  grind  taper  bearing  C.  To  obtain  correct 
taper,  take  light  cuts,  try  taper  in  box  and  adjust  table  until 
taper  fits.     Use  Prussian  blue  for  marking  in  taper  hole. 

64.  To  grind  taper  collet,  A,  Fig.  20. 

Collet  blank,  machine  steel.  Rough  turned  .010'  to  .020' 
large  and  recess  at  B. 

Corundum  grinding  wheel  (plain)  12*  X  }",  No.  54  Combi- 
nation, Grade  M,  vitrified. 

Speed  of  wheel,  5000  F.P.M.     Speed  of  work,  50  F.P.M. 

Feed,  J  width  of  wheel. 

True  wheel  and  centers. 


Fia.  20.  —  GaiMDiNQ  t.  Taper  Collit. 

Set  automatic  feed  to  feed  at  both  ends  of  stroke  and  to 
grind  to  .002"  large,  then  use  pinch  feed  to  finish. 

Place  stub  mandrel  C,  C'in  taper  hole  of  collet  A,  mount  on 
centers. 

Set  swivel  table  to  grind  taper.  To  obtain  correct  taper, 
take  light  cuts,  try  taper  in  gage  or  spindle  hole  and  adjust 
table  until  taper  fits.  Use  Prussian  blue  for  marking  in 
bole. 
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nrTERNAL  GRIITDIHO 

66.  Internal  grinding  is  the  process  of  grinding  straight  or 
taper  holes  smooth  and  true,  in  gears,  milling  cutters, ) 
spindles,  cyUnders,  machine  parts,  etc., 
hardened,  case-hardened  or  unhardened . 
Special  internal  grinding  machines,  and 
internal  grinding  attachments  are  used 
for  universal  and  cutter  grinding  ma- 
chines. Softer  wheels  are  used  than  for 
external  grinding  as  the  contact  is  Fio.  21.  — Direction  of 
greater.  Fig.  21  shows  relation  of  work  Rotation  of  Work  and 
and  wheel  ^"*'''   ^^^   Internal 

anawneei.  Gbinping. 

Vitrified  grinding  wheels  for  internal 
grinding  range  from  J"  to  2J"  in  diameter,  and  from  }"  to 
I"  face.     They  are  made  from  Nos.  120,  90,  80,  70  and  60 
of  the  different  abrasives  in  grades  J,  K,  I,  J  and  1.     Elastic 
wheels  are  used  for  brass. 

Allowances  for  internal  grinding  should  be  much  less  than 
for  external  grinding  as  the  operation  is  much  slower  on 
account  of  the  small  wheel  and  lack  of  rigidity. 


Flo.  22.  —  Grindimq  Hole  in  Adtouobile  Gear. 

66.  To  set  machine  to  grind  strai^t  hole,  select  shaft 
about  I}"  diameter  and  longer  than  hole  to  be  ground  and 
mount  in  chuck.  Grind  shaft  and  adjust  swivel  head  until 
machine  grinds  perfectly  straight,  then  arrange  machine  for 
internal  grinding. 

67.  To  grind  hole  in  case-hardened  automobile  bevel  gear. 
Fig.  22. 
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Specifications :  Gear,  case-hardened.    Hole  0.010"  small. 

Machine  and  tools :  Universal  grinding  machine,  grinding 
wheel  (plain)  2"  X  |",  No.  46,  Grade  K,  vitrified.  Plug 
gage. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed:  Set  automatic  cross  feed  to  feed  .001"  at  one  end  of 
stroke  only  and  to  grind  .002"  small;  then  use  pinch  feed  to 
finish  or,  after  first  cut,  lock  cross  feed  and  use  pinch  feed  for 
both  roughii^  and  finishing. 

True  wheel.     Set  machine  to  grind  straight. 

Arrange  machine  for  internal  grinding,  clamp  fixture  A  to 
wheel  stand.  Fasten  gear  B  to  face  plate  by  clamps  C  and 
true  up  gear  by  indicator  and  soft  hammer.  Rough  and 
finish  grind  hole  D  and  face  E  before  removing  work  from 
face  plate.     Test  hole  with  plug  g^e  or  inside  micrometer. 

68.  To  grind  hole  in  milling  cutter,  Fig.  23. 


Fio.  23.  —  Grinsino  Hole  in  Millino  Cdttbr. 

Specifications :  Cutter  hardened.     Hole  .008"  small. 

Machine  and  tools :  Universal  and  tool  grinding  machine, 
grinding  wheel  (plain)  f"  X  J",  No.  60,  Grade  L,  vitrified. 
Plug  gage. 
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Speed  of  wheel,  6000  F.P.M.    Speed  of  work,  60  F.P.M. 

Feed,  power  long.,  automatic  or  hand  cross  feed. 

True  wheel.    Set  machine  to  grind  straight. 

Arrange  cutter-grinding  machine  for  internal  grinding. 
Set  grinding  wheel  head  height  of  centers  by  gage,  and  clamp 
fixture  A  to  wheel  head.  Insert  special  chuck  with  expand- 
ing bushing  B  in  spindle. 

To  set  cutter  true,  clamp  cutter  C  lightly  to  face  plate, 
expand  bushing  with  screw  D,  then  clamp  cutter  firmly, 
loosen  and  remove  bushing. 

INTKIIMAL  OfllMDiNO  MAOHINK 

FOR  ROUQHINO^  ALUNDUM    WHEEL     70  J    VITRIFIED 

FOR  FINISHING^  ALUNOUM    WHEEL    120  J    VITRIFIED 

[ CHUCK.     _  1 1    II     111 

sccTON  or  OAOi 

P,  I 

\l 


Fio.  24.  —  Grinding  Standard  Ring  Gaob. 

69.  Special  internal  grinder.  Fig.  24,  is  used  for  grinding 
holes  as  small  as  ^^js"  in  diameter  with  a  range  of  speed  from 
10,000  to  100,000  R.P.M. 

Small  holes  are  ground  with  a  steel  plug  charged  with 
diamond  dust  or  powdered  bortz. 

To  prevent  the  grinding  wheel  from  following  the  curve  of 
the  hole  caused  by  the  hole  being  smaller  at  the  middle  than  at 
the  ends  due  to  shrinkage  in  hardening,  the  table  feed  is  con- 
trolled by  a  mechanism  which  retards  and  accelerates.  It  is 
progressively  slower  from  near  end  to  middle  of  gage  and 
progressively  faster  from  middle  to  far  end,  and  inversely. 
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60.  To  grind  1"  standard  ring  gagei  Fig.  24. 
Specifications:  Carbon  steel  gage  blank,  hardened.     Hole 

.005"  to  .008"  small. 

Machine  and  tools:  Internal  grinding  machine,  grinding 
wheel  f"  X  }",  No.  70,  Grade  J,  vitrified,  For  very  fine 
finishing,  use  No.  120,  Grade  J,  vitrified. 

Speed  of  wheel,  5000  F.P.M.  (30,000  rev.).  Speed  of  work, 
65  F.P.M.  (250  rev.). 

Feed,  automatic. 

True  wheel.    Set  machine  to  grind  straight. 

Mount  gage  A  in  special  draw  in  chuck  B.  Adjust  to  re- 
tard feed  in  center  of  gage.  Grind  and  test  with  limit  gages 
C,  D.     Allow  .0004"  for  lapping. 

Attention.  —  Adjust  stroke  to  reverse  wheel,  as  at  £7  and 
F  to  avoid  grinding  ends  of  hole  tapering. 

61.  To  grind  taper  hole  in  spindle,  Fig.  25. 


Fia.  2S.  —  GuNDiNfl  Taper  Hole  dt  Spinvue, 

Specifications:  Crucible  steel  spindle  blank.  Taper  hole 
.010"  small. 

Machine  and  tools :  Universal  grinding  machine,  grinding 
wheel  (plain)  |"  X  |"  No.  80,  Grade  J,  vitrified. 

Speed  of  the  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed,  automatic. 

True  wheel.    Set  machine  to  grind  straight. 
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Depth  of  cut  is  obtained  by  hand  cross  feed. 

Mount  one  end  of  spindle  A  on  dead  center  with  dog  fas- 
tened to  face  plate  by  belt  lacing  BB'  and  the  other  end  in 
steady  rest  C  with  a  strip  of  cloth  under  jaws.  Set  swivel 
table  to  grind  taper.  To  obtain  correct  taper  take  light 
cuts  with  grinding  wheel  B,  try  gage  E  in  taper,  and  adjust 
table  until  taper  fits.    Use  Prussian  blue  for  marking. 

Attention.  —  Set  swivel  table  for  slight  tapers,  and  grinding 
wheel  slide  for  steep  tapers  and  \&rge  angles.  Hold  short 
work  in  a  chuck. 


Fia.  26.  —  Grikdino  Aittouobile  Engine  Ctunder. 

62.  To  grind  automobile  cylinder,  Fig.  26. 

Use  cylinder  grinding  machine  to  grind  round,  straight 
and  smooth  bores  in  gas-engine  cylinders  and  other  work 
held  stationary,  wet  or  dry. 

Eccentric  head  A,  is  an  eccentric  within  an  eccentric  and 
gives  spindle  B,  which  runs  in  eccentric  extension  sleeve  C 
and  wheel  D,  a  planetary  motion  and  also  provides  a  feed  by 
worm  screw  E  for  feeding  wheel  to  its  cut  and  to  grind  to 
correct  diameter. 
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Specifications :  Engine  casting.    Bore  0.010''  small. 

Machine  and  tools:  Cylinder  grinding  machine,  grinding 
wheel  (plain),  3i''  X  f"  (ofifset),  No.  46,  Grade  J,  vitrified. 
Inside  micrometer  gage. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

True  wheel. 

Set  and  clamp  rough-bored  automobile  cylinder  F  to  angle 
plate  G.  Aline  bore  of  cylinder  H  with  spindle  and  grind, 
then  move  cross  slide  J  and  aline  bore  of  cylinder  H'  and 
grind.    Measure  with  inside  micrometer  or  gage. 
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SECTION  8 

SURFACE  GRINDING    CUTTER  GRINDING 

Surface  Grinding.    Surface  Grinding  Machines.    Problems  in  Surface 

Grinding.    Cutter  Grinding.    Adjusting  Tooth  Rest  and  Wheel 

for  Obtaining  Clearance.    Problems  in  Cutter  Grinding. 

SURFACE  GRINDING 

1.  Surface  grinding  machines  are  used  to  grind  accurately 
flat  surfaces  of  rough-planed  or  milled  work  hardened,  case- 
hardened  or  unhardened.     See  Grinding  Wheels,  pp.  704-7X0. 

High-power  vertical  manufacturing  surface  grinders  are 
used  to  grind  castings  and  drop  forgings  from  the  rough, 
rapidly  and  accurately.  Surface  grinding  is  also  used  where 
accuracy  is  not  required  and  takes  the  place  of  filing  and 
polishing,  saves  time,  files  and  emery  cloth.  The  work  is 
either  clamped  to  table,  held  in  chuck  or  fixture,  or  held  by 
magnetic  chuck. 

SURFACE  GRINDING  MACHINES 

2.  Surface  grinding  machine  described.  Fig.  1. 


SCHEDULE 

OF  PARTS 

A  —  Base  fitted  with  locker. 

G  —  Grinding  wheel  head. 

B  —  Table. 

K  —  Handle  to  elevate  wheel 

C  —  Hand  long-feed  handle. 

head  G. 

D  —  Hand  cross-feed  handle. 

J  —  Exhaust    pipe    to    carry 

E  —  Automatic    feed    adjust- 

away dust. 

ment. 

K.  —  Magnetic  chuck,  L,  switch 

F   and   F'  —  Reversing   table 

for  turning  electric  current  on  or 

dogs. 

off. 

8oi 
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PROBLEMS  IN  SURFACE  GRINDING 

3.  To  grind  thin  machine  parts,  Multiple  grinding,  Fig.  I. 

suRFAOK  oRiNOiNo  MA<^HiNE  Specifications :  Ma- 

terial, carbon  steel 
rough  planed  0.02O" 
large  and  hardened. 

Machine  and  tools : 
Surface  grinding  ma- 
chine, grinding  wheel 
(plain)  9"  X  |",  No. 
46,  Grade  }  W,  sili- 
cate. 

Speed  of  wheel,  5000 
F.P.M.  Speedofwork, 
20  F.P.M. 

Feed,  hand  or  auto- 
matic. 

True  wheel. 

Mount  work  M  (six 
pieces  at  once),  on 
magnetic  chuck. 

Finish  grind  one 
side,  reverse  and  light 
grind.  Remove  work 
and  measure  with  mi- 
crometer, replace  and 
Fig.  1.  —  GMNOTNa  Thin  Work  Held  bt  grind  to  size. 

Magnetic  Chock  on  Surface  GiuNsiNa        Attention.  —  Some 
Machine,  work  is  rough  ground 

on  both  sides,  to  relieve  strains  before  finishing. 

4.  Magnetized  master  blocks.  — Steel  blocks  hardened, 
ground  and  lapped  square  or  at  any  desired  angle  and  magnet- 
ized, are  used  to  hold  work  on  magnetic  chucks  to  reproduce 
different  angles  accurately.  Work  may  be  held  directly  on 
block,  or  more  firmly  by  placing  the  work  between  two  blocks. 
Fig.  2,  so  that  the  magnetic  current  will  pass  through  aU  three 
and  form  a  complete  circuit.    See  Magnetic  Chucks,  pp.  623-625. 
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6.  To  grind  work  square  held  with  magnetized  master 
t>locks,  Figa.  2,  3. 


Fio.  2. — Squarikq  Sn»B  of  Woek  Fio.  3.  — SguAMNo  End  of  Work 
ON  Magnetic  Chuck,  Using  on  Magnetic  Chuck,  Usino 
Maqketued  Mabter  Blocks.  Magnetized  Master  Blocks. 

Specifications :  Material,  carbon  steel  planed  0.010"  large 
and  hardened. 

Machine  and  tools;  Surface  grinding  machine,  grinding 
wheel  (plain)  9"  X  j",  No.  46,  Grade  i  W,  silicate. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  20  F.P.M. 

Feed,  hand  or  automatic. 

True  wheel. 

SCHEDULE  OF  OPERATIONS 

I.  Place  master  blocks  A,  A',  III.  Place  surface  D  agonal  A 
on  magnetic  chuck,  Fig.  2,  with    and  grind  F. 

brass  wire  B  (non-m^aetic)  be-  IV.  Place  suriace  E  against  A 

tween  as  packing  block.    Place  and  grind  0. 

work  C  between  blocks,  turn  cur-  V.    To  square  ends  place  master 

rent  on  chuck  to  hold  work  and  blocks  H,  H',  on  magnetic  chuck, 

grind  surface  D.  Fig.  3,  with  work  C  on  end  sep- 

II.  Place  surface  D  against  A  arated  from  table  by  piece  of 
and  grind  E.  brass  J,  and  grind  end  K,  reverse 

block  and  grind  opposite  end. 
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6.  To  grind  ungiilar  work,  Fig.  4, 


Specifications :  Material,  carbon  steel  rough  planed  0.010" 
large  and  hardened. 

Machine  and  tools :  Surface 
grinding  machine,  grinding 
wheel  (plain)  9"  X  I",  No. 
60,  Grade  1  W,  silicate. 

Speed  of  wheel,  5000  F.P.M. 
Speed  of  work,  20  F.P.M. 

Feed,  hand  or  automatic. 

True  wheel. 

Place  aquare  master  block 

B  and  angular  master  block  C 

on  magnetic  chuck  with  brass 

wire  D  between.    Place  work 

Fio.  5.  -  Surface  Gmndwq  with    ^  ™  ^^S^^^^  ^lock  and  grind 

Cdttek  Grindinq  Macbike.        top  surface. 
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7.  To  grind  surface  of  casting,  Fig.  5. 
Specificstions :  Iron  casting  rough  planed. 

Machine  and  tools :  Cutter  grinder,  clamps,  ciyatolon  or  car- 
borundum wheel  (disk)  6"  X  I",  No.  36,  Grade  M,  vitrified. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed,  hand  or  automatic. 

True  wheel. 

Clamp  casting  A  to  table  plate  B,  adjust  revolving  wheel 
to  touch  work  lightly  and  grind. 

8.  Surface  grinding  with  planer  type  surface  grinding 
machine,  Fig.  6. 

CARBORUNDUM  WHEEL  36  M  VITRtFIED 


Flo.  6.  —  SuRTACE  Grindino  Machine.    Planer  Ttfe. 

Specifications :  Material,  iron  casting  planed  0,010"  large, 
to  be  ground  on  both  sides  to  produce  a  good  finish. 

Machine  and  tools :  Surface  grinding  machine,  planer  type, 
grinding  wheel  (plain)  9"  X  f ",  No.  36,  Grade  M,  vitrified. 

Speed  of  wheel,  5000  F.P.M.     Speed  of  work,  20  F.P.M. 

Feed,  hand  or  automatic. 

True  wheel. 

This  machine  is  similar  to  planer  with  the  addition  of  hand 
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toag-  feed  wheel  A .     Grioding  wheel  B  is  driven  from  drum  C. 
Work  D  is  clamped  to  table. 

9.  Surface  grinding  with  vertical  spindle  surface  grind- 
ing machine,  Fig.  7. 


Pio,  7.  —  Vertical  Spindle  Subfacb  Gbindinq  Machine. 

Specifications :  Iron  casting  in  the  rough  ^"  to  iV"  large. 
Machine  and  tools:    Surface  grinding  machine,  grinding 
wheel  (cup)  12"  X  SJ",  No.  36,  Grade  2  W,  silicate. 

Speed  of  wheel,  5000  F.P.M.     Speed  of  work,  20  F.P.M. 

Feed,  hand  or  automatic. 

True  wheel. 

This  is  a  type  of  high-power  vertical  grindii^  machine  used 
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fur  grinding  castings  and  foi^ngs  from  the  rough,  as  iron- 
caating  ring  A,  with  cup  wheel  B.  The  grindiag  wheel  has 
large  contact,  it  is  used  with  a  coarse  feed  and  stream  of  water 
to  grind  work  rapidly.  Work  may  he  held  on  regular  table  C 
by  clamps  or  magnetic  chuck.  Circular  work  is  held  by 
frictional  contact  only;  on  revolving  table  D,  a  plug  keeps 
ring  from  sliding  from  place.  For  large  work,  revolving 
table  or  chuck  D  revolves  and  the  table  travels  also. 


-Grinbinq  PiaiON  Riwa. 


10.  To  grind  piston  ring,  Fig.  8. 

Specifications :  Material,  cast-iron  piston  ring,  turned  and 
squared  0.010"  large. 

Machine  and  tools :  Special  grinding  machine,  grinding 
wheel  (plain)  9"  X  |",  No.  36,  Grade  M,  vitrified. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  100  F.P.M. 

Feed,  hand  or  automatic. 

True  wheel.     Set  machine  to  grind  straight. 

Mount  ring  A  on  magnetic  rotary  chuck  and  grind.  Re- 
move work  and  measure  with  micrometer.  With  a  fine  feed 
a  smooth  finish  may  be  obtained. 
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CUTTER  GRINDING 

11.  Cutter  grinding  madimes  are  used  to  grind  clearances 
on  cutters,  reamers  and  similar  work.  They  are  also  used 
for  light  cylindrical  and  surface  grinding  and  are  a  necessary 
supplement  to  milling  macbineB. 

12.  Cutter  grinding  machine  described,  Fig.  9. 


SCHEDULE  OF  PARTS 

A  —  Column. 

B  —  Knee,  can  be  swiveled 
completely  around  column  and 
adjusted  up  or  down. 

C  —  Swivel  table. 

D  —  Universal  headstock,  has 
vertical  and  horizontal  adjust- 
ment on  head  graduated  in 
degrees. 

E  —  Footstock  has  a  compen- 
sating center  to  allow  for  expan- 
sion of  work  during  grinding. 

F  —  Grinding  wheel  head. 

G  —  Long,  feed  handle. 

H  —  Long,  feed  lever. 

J  —  Cross-feed  handle. 

K  —  Table-elevation  handle. 

Couniershafl. 

1.  Tight  and  loose  pulley  for 
driving  grinding  wheel  mecha- 
nism. 

2.  Belt  to  drive  grinding  wheel. 

3.  Shipper  to  Start  and  stop 
grinding  wheel. 

4.  Tight  and  loose  pulley  mech- 
anism for  work. 

5.  Work  drum. 

8.  Belt  to  drive  work. 
-Universal   Cdtteb  and     7.  Shipper  to  start  and  stop 
Tool  Gbihdek.  work. 
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13.  To  grind  centers,  Fig.  10.  —  Adjust  vertically  to  bring 
work  centers  same  height  aa  wheel  spindle.  Belt  machine  to 
revolve  center.  Remove  live  center,  clean  hole  with  waste, 
insert  center.  Swivel  table  to  30°.  Use  power  feed  and 
grind.    Test  with  60°  center  gage. 


SWIVEL  TABLE  SET  30' 

-Grindiho  Center  wvte  Cutteh  GuKDim 


14.  To  grind  straight.  —  Setting  to  zero  lines  at  scale  end 
is  sufficiently  accurate  for  ordinary  cutter  grinding,  but  for 
reamer  grinding  and  to  obtain  accuracy,  grind  trial  piece  on 
centers  and  adjust  until  desired  accuracy  is  obtained.  See 
Settit^  Swivel  Table  for  Straight  Grinding,  p.  7i2. 

16.  Grinding  wheels  for  cutters  should  not  be  Ener  than 
90  or  coarser  than  46,  and  of  soft  or  medium  grades  /,  J  or  K. 
Periphery  speed  of  wheel  should  be  about  5000  feet  per 
minute. 

16.  Depth  of  cut  and  feed.  —  Take  light  cuts  from  .002" 
to  .004"  and  move  cutter  rapidly  across  face  of  wheel,  if 
necessary  go  around  cutter  two  or  three  times  rather  than 
take  a  heavy  cut  which  would  draw  the  temper. 
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ADJUSTING  TOOTH  REST  AND  WHEEL  FOR  OBTAINING 
CLEARANCE 

17.  Center  height  gage.  —  To  set  center  of  wheel  spindle  at 


J'lG.  11,  —  Setting  Grindinq  Wheel  Heiobt  o?  Centkhs. 

height  of  work  centers,  raise  wheel  head  or  lower  table  until 

centering  lug  A,  Fig.  II,  is  same  height  as  center  height  gage  B. 

Tooth  rest  A,  Figs.  12,  13,  supports  tooth  when  grinding 


clearances  on  cutters  and  reamers,  and  is  set  at  height  of 
work  centers  by  center  height  gage  B',  Figs.  12,  13. 


ADJUSTING  TOOTH  REST  AND  WHEEL 


18.  Cutter  and  reamer  clearances.  —  Milling  cutters  under 
3"  in  diameter  are  given  a  tooth  clearance  of  from  6°  to  7°; 
those  3"  and  over,  4°  to  5°,  see  Figs.  14,  15. 


Pia.  14.  —  Angle  or  Teeth  amd  Fio.  15. — MEASUBiNa  CutAiUNCB 
Width  of  Land  or  Miluno  op  Teeth  of  Miluno  Cutteb. 
Cutter. 


FlQ.  16.  —  RxAHBB  Clbarancz. 
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B^amers  are  given  4°  clearance,  as  at  A,  Fig,  16. 

Reamers  with  thick  teeth  are  given  a  double  clearance; 
the  first  about  3°  and  the  second  6°,  as  at  £,  to  remove  stock 
and  leave  a  narrow  land  bsick  of  cutting  edge.  Some  makers 
give  reamers,  C,  a  convex  clearance,  as  at  D. 

19.  Disk  and  Cup  wheels.  —  Cutters  and  reamers  are 
ground  by  two, methods  either  the  periphery  of  disk  wheels 
or  the  side  faces  of  cup  wheels. 

Disk  Wheels  give  a  slightly  concave  clearance,  while  cup 
wheels  give  a  straight  line  clearance.  The  tendency  seems 
to  favor  the  latter  method  for  wide  lands. 

20.  Direction  to  revolve  wheeL  —  Fig.  17,  shows  two 
methods  (down  and  up)  of  grinding  cutters  and  reamers. 


There  ia  a  difference  of  opinion  as  to  which  method  produces 
the  keener  cutting  edge.  The  "  down  "  method  is  safer  as 
the  tooth  cannot  be  lifted  by  action  of  wheel. 

21.  To  obtain  clearances  on  cutter  and  reamer  teeth  when 
grinding  with  disk  wheels,  Fig.  17.  —  Set  tooth  rest  at  height 
of  work  centers  with  center  height  gage  and  center  of  wheel 
spindle  (dial  at  zero)  in  same  plane.  Then  raise  wheel  (or 
lower  table  on  some  grinders)  amount  for  clearance,  as  at 
A,  A'  which  varies  with  angle  of  clearance  and  diameter  of 
wheel  and  is  calculated  by  the  following  formula: 

22.  To  calculate  elevation  for  Disk  Wheels: 

Formvla  =  Constant  for  1"  clearance  (.0088")  X  clearance 
angle  X  diameter  of  grinding  wheel. 
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Example.  —  To  find  elevation  of  wheel  center  for  7*  clear- 
ance angle,  diameter  of  grinding  wheel  6". 

Solution.  —  .0088"  X  7  X  6  =  .3696"  or  |";  amount  to  ele- 
vate wheel  or  to  lower  table. 

Example.  —  To  find  elevation  of  emery  wheel  center  for 
4"  clearance  angle,  diameter  of  grinding  wheel  7". 

Solution.  —  .0088"  X  4  X  7  =  .2464"  or  i";  amount  to  ele- 
vate wheel  or  to  lower  table. 

Attention.  —  The  tooth  rest  may  be  lowered  to  obtain  clear- 
ance instead  of  raising  wheel  or  lowering  table.  Use  formula 
as  trial  setting  only.  Test  with  bevel  protractor,  Fig.  15, 
and  change  elevation  if  necessary. 

23.  To  obtain  clearances  on  cutter  and  reamer  teeth  when 
grinding  with  Cup  Wheels,        oowN-iTHoo  upm<thod 
Fig.  18.  —  Set  wheel  (or  table)                  ""■'■'*>  ""■""" 
dial  at  zero.  Fasten  tooth  rest 

to   wheel   head   (stationary), 

Fig.  13,  and  adjust  to  center 

height  gage.  Then  lower  wheel 

head  (or  r^se  table)  amount 

for  clearance,  as  at  A  or  A'  pio.  18.  — Cup  Wheel.    Rblahon 

which   varies   with    angle  of      of  Tooth  Rest,  Milling  Cdtter 

clearance    and    diameter    of      *'"'   Wheel   to    Gbind   Tooth 

cutter  or  reamer.  Clearance. 

24.  To  calculate  distance  to  lower  tooth  rest  for  Cup 
Wheels. 

Formula  —  Constant  for  1"  clearance  (.0088")  X  clearance 
angle  X  diameter  of  cutter  or  reamer. 

Example.  —  1"  hand  reamer  has  angle  clearance  of  i". 
Find  amount  to  lower  tooth  rest. 

Sdution.  —  .0088"  X  4  X  1  =■  .0352"  or  ^"  +. 

Example.  —  1"  hand  reamer  has  two  clearance  angles  on 
each  land,  see  p.  8l  1  Ist  of  3°,  2d  of  6".  Find  amount  to  lower 
tooth  rest. 

Solution  for  3°.  —  .0088"  X  3  X  1  =  .0264"  or  ^"  - . 

Solution  for  6".  —  .0088"  X  6  X  1  =  .0528"  or  A"  +• 
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26.  Indexing  cutters  and  reamers.  —  To  grind  the  teeth 
so  that  each  tooth  will  be  a  counterpart  of  the  others,  the 
cutter  or  reamer  is  indexed  from  the  teeth  with  the  tooth 
rest.  After  the  tooth  rest  and  cutter  are  properly  adjusted, 
a  tooth  is  pressed  lightly  on  tooth  rest  by  hand  and  ground. 
To  grind  next  tooth,  first  index  by  revolving  cutter  backward 
against  spring  tooth  rest,  then  press  the  tooth  to  be  grouad 
lightly  on  the  tooth  rest  and  grind.  Repeat  process  until 
aJl  the  teeth  are  ground. 

PROBLEMS  IN  CUTTER  GRINDING 

26.  To  grind  clearance  on  teeth  of  plain  milling  cutter^ 
Fig.  19. 


Fig.  19.  —  Gbindino  Plain  Miluno  Cutter, 

Specifications :  Plain  milling  cutter  2i"  X  J". 

Machine  and  tools :  Universal  tool  and  cutter  grinder,  head 
and  footstock,  tooth  rest  and  holder,  grinding  wheel  (disk) 
7"  X  i"i  No.  60,  Grade  /  or  J,  vitrified.    Bevel  protractor. 

Speed  of  wheel,  5000  F.  P.M.    Hand  feed  (lever),  1"  mandrel. 

Grind  dry. 

Time :  3  min.  (once  around)  with  machine  "  set  up." 


GRINDING  A  MILLING  CUTTEB 


SCHEDULE  OF  OPERATIONS 


Oil  machine. 

True  wheel.  Set  machine  to 
grind  straight. 

L  Hold  cutter.  Place  cutter  A 
an  plain  mandrel  B,  or  gang  man- 
drel. 

n.  Set  tooth  rest  Clamp  tooth- 
rest  holder  to  table  and  set  tooth 
rest  C  at  height  of  centers,  as 
in  Figp.  11, 12,  with  center  height 
gage  or  surface  gage,  and  elevate 
center  of  wheel  D  I"  above  centers 
for  a  7"  wheel  and  a  7°  clear- 
ance. 

nL  Grind  clearance.  Mount 
work  on  centers.  Start  grinding 
wheel.  Press  cutter  lightly  on 
tooth  rest.  Move  cutter  to  touch 
revolving  grinding  wheel  by  hand 
cross-feed  wheel  and  take  a  cut 


of  from  .002"  to  .004".  With 
hand  loi^.  feed  E,  move  cutter 
forward  and  backward  quickly,  to 
grind  clearance. 

IV.  Test  angle  of  clearance. 
With  bevel  protractor,  test  angle 
of  clearance,  as  in  fig.   15;    if 
necessary,  change  height  of  wheel 
to  get  doEured  clearance. 

V.  Indoz.  Index  cutter  to  next 
tooth  by  revolving  it  backward 
against  spring  tooth  rest,  then 
press  the  tooth  to  be  ground 
lightly  on  the  tooth  rest  and 
grind. 

Repeat  until  all  teeth  are 
ground.  Take  cuts  of  from  .002" 
to  .004"  each,  and  go  around  at 
least  twice.  Clean  machine  vnth 
brush  and  waste. 


Warning.  —  Take  several  light  cuts  in  preference  to  one 
heavy  cut  that  may  draw  the  temper. 

Information.  —  There  is  no  standard  width  of  land  for  the 
teeth  of  milling  cutters,  but  cutters  not  over  3"  in  diameter 
are  usually  milled  to  give  a  land  of  about  ^"  in  width,  and 
ground  to  give  a  land  of  about  ^". 

AttenHon.  —  Plain  cutters  that  are  made  in  large  lots,  or 


Fio.  20.  —  GniNDiNQ  Insbrtbd  Tooth  Miluno  Cdttmi. 


816  ADVANCED  MACHINE  WORK 

when  used  in  gang  milling,  are  mounted  on  a  mandrel  and 
rotary-ground  to  diameter  before  grinding  clearance. 

27.  To  grind  inserted  tooth  milling  cutter,  Fig.  20. 
Specifications :  8"  inserted  tooth  milling  cutter. 
Machine  and  tools :  Cutter  griiider,  universal  head,  tooth 

rest  and  holder,  grinding  wheel  (cup)  5",  No.  60,  Grade  /, 
vitrified. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel.    Set  machine  to  grind  straight. 

For  method  of  grinding  clearance,  see  p.  8n, 

28.  To  grind  radial  teeth  of  side  milling  cutter,  Fig.  21. 


IMWHEEL  SO  K      VtmFKD 


Flo.  21.  —  GRiNDiTfo  Radial  Tbeth  of  Side  Milunq  Cuttbr. 

Specifications :  3J"  side  milling  cutter. 

Machine  and  tools ;  Universal  tool  and  cutter  grinding 
machine,  universal  head,  tooth  rest  and  holder,  grinding 
wheel  (bevel  cup)  6"  X  i",  No.  60,  Grade  K,  vitrified.  Bevel 
protractor. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel. 


GRINDING  AN  END  MILL  8l7 

Place  cutter  A  on  arbor  B  and  mount  in  holder  in  universal 
head  C  which  has  both  vertical  and  horizontal  adjustments. 
Adjust  tooth  rest  D  at  same  height  as  center  of  cutter.  Set 
horizontal  swivel  E  about  i"  away  from  90°,  knee  F  at  90° 
and  vertical  swivel  G  4"  from  90"  to  give  required  clearance. 
Rftise  wheel  by  hand  wheel  H  to  clear  tooth  below  one  being 
ground  and  move  knee  J"  from  90°  to  give  wheel  clearance. 
Arrange  table  dogs  and  grind  teeth. 

AOention.  —  Grind  from  2°  to  4°  clearance  on  teeth  of  side 
and  end  mills,  and  from  ,001"  to  .002"  concave  by  setting 
Bwivel  head  J°  away  from  90°. 

Information.  —  When  the  "  lands  "  of  radial  teeth  become 


Fia.  22.  —  GuiHomo  End  Mill. 

very  wide  from  frequent  grinding,  the  teeth  may  be  "  stocked  " 
or  ground  by  raising  the  swivel  head  about  30°  and  grinding 
the  teeth  to  a  larger  angle  leaving  narrow  "  lands "  to  be 
ground  to  a  smaller  angle  for  clearance. 

29.  To  grind  end  mill,  Fig.  22. 

Specifications :  I"  end  mill. 

Machine  and  tools :  Universal  and  tool-grinding  machine, 
universal  head,  taper  shank  holder,  tooth  rest  and  holder, 
grinding  wheel  (bevel  cup)  4"  X  i".  No.  60,  Grade  /  or  J, 
vitrified. 
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Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel. 

Place  shank  of '^nill  A  in  taper  shank  holder  B  and  mount 
in  universal  head.  Set  horizontal  swivel  C  about  ^^  away 
from  90°.  Set  vertical  swivel  D  at  3°  for  clearance.  Adjust 
tooth  rest  E  to  height  of  mill  center,  raise  wheel  to  clear  tooth 
below  one  being  ground  and  set  it  i°  from  90°  for  wheel  clear- 
ance.   Arrange  table  dogs  and  grind  teeth  with  lever  feed. 

30.  To  grind  angular  cutter,  Fig.  23. 


CUTTKR  QmNDKR 

CORUNOUMI  WHEEL    60   J    VITRIFIED 


Fig.  23.  —  Grinding  Angular  Miiung  Cutter. 


Specifications :  70^  angular  milling  cutter. 

Machine  and  tools:  Cutter  grinder,  swivel  head,  tooth 
rest  and  holder,  grinding  wheel  (disk)  6"  X  V,  No.  60, 
Grade  J,  vitrified. 

Speed  of  wheel,  5000  F.P.M.     Hand  feed. 

True  wheel. 

Place  cutter  A  on  arbor  B  and  mount  in  universal  head. 
Set  vertical  swivel  C  at  90°  and  horizontal  swivel  D  at  TO''. 
Bolt  tooth  rest  E  to  universal  head  and  set  at  height  of  center 
of  cutter.  Set  cutter  below  center  of  wheel  spindle  for  6** 
clearance.  Set  reversing  stops  and  operate  machine  by  lever 
feed. 

Warning.  —  In  grinding  angular  cutters  and  taper  reamers, 
care  should  be  taken  to  set  the  tooth  rest  the  proper  height, 
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for  any  variation  above  or  below  center  line  of  tooth  will 
change  angle  of  cutter  or  taper  of  reamer. 
Attention.  —  The    radial 


teeth  of  angular  cuttera  are 
ground  by  the  same  process 
as  the  radial  teeth  of  side  and 
end  mills,  see  pp.  8I6-8I8. 

31.  To  grind  clearance  on 
teeth  of  spiral  milling  cut- 
ter, Fig.  24. 

Specifications :  2Y'  X  3" 
spiral  milling  cutter. 

Machine  and  tools :  Cut- 
ter grinder,  bead  and  foot- 
stock,  split  tooth  rest  and 
holder,  grinding  wheel  (disk) 
7"  X  i",  No.  60,  Grade  I, 
vitrified.    Bevel  protractor. 

Speed     of     wheel,     5000  Fio-  24.  - 
F.P.M.     Grind  dry. 

Time:  4  min.  (once  around),  with  machine  "  set  up." 

SCHEDULE  OF  OPERATIONS 


Oil  machine. 

True  wheel.  Set  machine  to 
grind  straight.  Set  center  of 
wheel  at  height  of  centers. 

I.  Hold  cutter.  Place  cutter  A 
on  cutter  bar  B  which  is  mounted 
in  holderCshownin  detail  at  A',B'. 

n.  Set  tooth  rest.  Clomp  tooth- 
rest  holder  to  wheel  head  and  set 
tooth  rest  D  at  the  same  angle  as 
spiral  of  mill  and  at  height  of 
centers,  with  center  height  gage 
E  directly  opposite  the  middle  of 
wheel,  80  that  flexible  part  F  will 
clear  the  wheel  when  indexing 
cutter,  then  lower  center  of  wheel 


V^"  below  centers  for  6"  wheel 
and  6°  clearance. 

m.  Grind  clearance.  Start 
grinding  wheel  and  press  mill  A 
firmly  against  tooth  rest  F.  Move 
cutter  to  touch  revolving  wheel 
lightly,  by  hand  cross-feed  wheel 
and  with  other  hand,  move  cutter 
across  face  of  wheel  with  a  spiral 
motion,  taking  care  to  keep  cutter 
teeth  always  ^luust  tooth  rest. 
Move  cutter  back  still  pres^ng  on 
tooth  rest,  and  index  to  grind 
next  tooth. 

Clean  machine  mib  brush  and 
waste. 
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33.  To  grind  hand  reamer  A  with  Cup  Wheel  £,  Fig.  25. 

Specifications:  1"  solid  hand  reamer. 

Machine  and  tools:  Universal  cutter  grinder,  head  and 
footstock,  tooth  rest  and  hplder,  grinding  wheel  (cup)  4" 
diameter,  No.  60,  Grade  K,  vitrified.    Bevel  protractor. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed  (lever). 

True  wheel.     Set  machine  to  grind  straight. 


Fio.  25.  —  Gkindinq  Hand  Reamer  witb  Cdf  Wheel. 

Set  knee  i"  away  from  center  to  give  wheel  B  clearance,  as 
at  B'.  Set  tooth  rest  C  at  height  of  centers.  Lower  tooth 
rest  to  give  4°  tooth  clearance,  see  p.  8l3.  Mount  reamer  on 
centers,  adjust  and  clamp  tooth  rest. 

Grind  teeth  straight  and  to  required  diameter  1.0004". 
Swivel  table  to  1°  and  grind  taper  D  on  end,  a  distance 
equal  to  diameter  of  reamer  or  less.  Bevel  ends  of  teeth  at 
E.  For  jig  reamers,  omit  taper  but  grind  bevel  on  end  of 
teeth,  as  at  F. 

Attention.  —  To  grind  the  teeth  of  a  spiral  hand  reamer,  as 
at  G,  holder  for  split  tooth  rest  H  is  bolted  to  wheel  bead. 
See  Fig.  13. 
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33.   To  grind  hand  reamer  A  with  Disk  Wheel  B,  Fig.  26. 

Specifications:  1"  adjustable  hand  reamer. 

Machine  and  tools :  Universal  grinding  machine,  head  and 
footstock,  tooth  rest  and  holder,  grinding  wheel  (disk)  7" 
X  i",  No.  60,  Grade  /,  vitrified. 

Speed  of  wheel,  5000  F.P.M.     Hand  feed. 

True  wheel.     Set  machine  to  grind  straight. 

Set  tooth  rest  C  at  height  of  centers.  Mount  reamer  on 
centers,  adjust  and  clamp  tooth  rest. 

UNIVKRtAL  ORINDINO  MACHINE 


Fio.  26.  —  GHiNDisa  Hap 

To  obtain  clearance,  lower  centers  of  wheel  spindle  below 
reamer  center.  Grind  teeth  straight  and  to  standard  diam- 
eter by  trial  cuts,  then  swivel  table  1°  and  grind  end  of  teeth 
taper,  see  D,  Fig.  25,  a  distance  from  end  equal  to  diameter  of 
reamer  or  less. 

34.  To  oilstone  reamer  for  clearance  and  size,  Fig.  27.  — 
Hand  reamers  are  often  ground  cylindrically  true  .0001"  to 
.0004"  oversise,  then  ground  for  clearance  almost  to  edge 
and  stoned  to  size,  as  follows:  Hold  reamer  A  in  vise  between 
copper  jaws  and  stone  each  blade  with  oilstone  B,  used  as  in 
draw  filing.     Stone  heel  of  tooth  first  then  gradually  approach 
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to  cutting  edge.    Ream  hole  and  test  with  standard  plug 
gage.     Repeat  process  until  hole  fits  gage. 


HAND  ftEAMIR 

A 


PiNt 
OILtTONK 


Fig.  27.  —  Stoning  Rbambr  to  Sub. 

36.  To  grind  taper  reamer  A^  Fig.  28. 
Specifications :  No.  3  Morse  standard  taper  reamer. 
Machine  and  tools:    Cutter  grinding  machine,  head  and 
footstock,  tooth  rest  and  holder,  grinding  wheel  (disk)  6'' 

OUTTKR  QRINDINO  MAOHINK 
ALUNDUM  WHEEL  60    J     VITRIFIED 


Fig.  28.  —  Grinding  Taper  Reamer. 


X  Vf  No.  60,  Grade  J,  vitrified.    No.  3  Morse  standard 
taper  ring  gage. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel. 
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Set  center  of  wheel  B  at  height  of  centers  and  machine  to 
grind  taper.  Clamp  tooth-rest  holder  to  wheel  head  and  set 
tooth  rest  C  at  height  of  centers.  Mount  reamer  on  centers, 
lower  wheel  head  for  clearance.  Set  dogs  to  hmit  stroke, 
press  reamer  on  tooth  rest  and  grind. 


FiQ,  29,  —  Grindino  Gear  Cutter. 

36.  To  grind  gear  cutter  (formed  cutter),  Fig.  29. 

Specifications:  No.  4,  10  pitch  gear  cutter. 

Machine  and  tools:  Cutter  grinder,  gear  cutter  grinding 
attachment,  grinding  wheel  (dish)  6",  No.  46,  Grade  li, 
elastic. 

Speed  of  wheel,  SOOO  F.P.M.    Hand  feed. 

True  wheel. 

Grind  gear  cutter  A,  A'  with  wheel  B.  Fasten  gear  cutter 
grinding  attachment  C  to  table  and  mount  cutter  upon  it. 
Set  knee  at  slight  angle  to  axis  of  wheel  spindle  to  bring 
edge  of  wheel  in  contact  only,  as  at  B'.  Set  cutting  edge 
of  -wheel  in  same  plane  with  center  of  cutter  with  special 
g^e  or  straight  edge,  grind  teeth  radially.  Set  pawl  tooth 
rest  D  and  D'  against  back  of  tooth  and  adjust  until  tooth  is 
radial,  then  clamp.  Adjust  stop  E  to  limit  travel  so  that 
wheel  will  just  touch  bottom  of  groove.     To  grind,  press 
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cutter  Kghtly  against  tooth  reet  D  and  operate  lever  feed  F". 
To  index  to  next  tooth,  move  cutter  back  with  lever  F,  re- 
volve cutter  away  from  tooth  rest  D,  then  again  press  lightly 
against  tooth  rest  D  and  grind.  Take  light  cuts  and  go 
around  twice,  if  neces&ary,  rather  than  one  heavy  cut  that 
may  draw  the  temper. 

Attention.  —  The  teeth  of  formed  cutters  should  be  ground 
radially  and  equidistantly  or  they  will  not  cut  correct  form. 


Fio.  30.  —  Grindinq  Forubd  Cuttsb. 

37.  To  grind  formed  cutter,  Fig.  30. 

Speciflcatioas :  J"  formed  concave  cutter. 

Machine  and  toots :  Cutter  grinder,  universal  bead,  tooth 
rest  and  holder,  grinding  wheel  (dish)  6",  No,  46,  Grade  1  J, 
elastic. 

Speed  of  wheel,  5000  F.P.M.     Hand  feed. 

True  wheel.     Set  machine  to  grind  straight. 

Mount  cutter  A  on  centers  and  wheel  B  on  spindle,  or 
mount  work  on  bar  C  and  hold  in  universal  head.  Clamp 
tooth  rest  D,  D'  to  table  and  adjust  to  grind  teeth  radially. 
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3S.  To  sharpen  tap,  Fig.  31. 

Specifications :  J"  X  10  U.  S.  S.  tap. 

Machine  and  tools:  Universal  cutter  grinder,  universal 
head,  tooth  rest  and  holder,  grinding  wheel  (round  face), 
6"  X  i",  No.  80,  Grade  J,  vitrified. 

UNIVCnaitL  SRlNDaM 


Fia.  31.  —  Sh*bpbnino  Tap. 


Fia.  32.  —  Gbindinq  Flat  Cdttbr. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  wheel.    Set  machine  to  grind  straight. 

Mount  tap  A  in  universal  head  or  on  centers.  Use  thin 
rounded-face  wheel  B.  Clamp  tooth  rest  C  to  table  and 
adjust  so  that  teeth  will  be  ground  radially.     Use  hand  feed. 
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39.  To  grind  flat  cutter,  Fig.  32. 

Specifications :  1}"  radius  flat  cutter. 

Machine  and  tools :  Cutter  grinder,  clamps,  grinding  wheel 
(disk)  6"  X  i",  No.  46,  Grade  /,  vitrified. 

Speed  of  wheel,  5000  F.P.M.     Hand  feed. 

True  wheel. 

Fasten  cutter  firmly  to  table  by  clamps  C.  Set  wheel 
head  D  at  right  angles  to  table,  lower  wheel  until  it  just 
touches  work  and  grind  with  lever  feed  E  and  cross  feed  F. 


Fio.  33.  —  Gbindino  Convik  Cutter. 


40.  To  grind  convex  cutter,  Fig.  33. 

Specifications :  Convex  cutter. 

Machine  and  tools:  Cutter  grinder,  circular  attachment, 
tooth  rest  and  holder,  grinding  wheel  (concave)  7"  X  i", 
No.  60,  Grade  K,  vitrified. 

Speed  of  wheel,  5000  F.P.M.    Hand  feed. 

True  and  shape  wheel. 

Convex  cutter  A  is  ground  with  wheel  B  and  circular 
attachment  C  which   is  for  grinding   convex  and   concave 
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cutters.    First  true  wheel  to  radius  to  be  ground  with  carbou 
point  D  and  holder  E  clamped  in  position  at  E'. 

Mount  cutter  in  position  and  set  tooth  rest  F  height  of 
center  of  work.  Locate  wheel  and  cutter  for  clearance  and 
bring  center  of  radius  to  be  ground  directly  over  center  of 
pivoting  point  of  attachment.  Grind  teeth  with  light  cuts, 
feed  at  Q,  and  swing  handle  H. 


CUTTER  flRINDCR 

COnuHOUM   WHEEL  46  ^W  SILICATE 


Flo.  34.  —  Gbindinq  Sidb  or  Suttinq  Saw. 

41.  To  grind  sides  of  slitting  saw,  Fig.  34. 

Specifications ;  6"  X  Y'  slitting  saw. 

Machine  and  tools :  Cutter  grinder,  headstock,  expansion 
bushing,  grinding  wheel  (bevel  disk)  8"  X  |",  No.  46,  Grade 
3  W,  silicate.    Micrometer. 

Speed  of  wheel,  5000  F.P.M.  Speed  of  work,  50  F.P.M. 
Automatic  feed. 

True  wheel. 

Mount  slitting  saw  A  on  face  chuck  B  and  hold  in  place 
by  expansion  bushing  C  which  is  expanded  by  screw  D,  or 
use  a  magnetic  rotary  chuck.  Swivel  wheel  head  |°  to  grind 
concave  to  give  saw  clearance.    Set  stops  and  grind. 

Attention.  —  The  sides  of  plain  milling  cutters  are  ground 
by  the  same  process. 
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42.  To  grind  caliper  gage,  Fig.  35. 
Specifications :  6"  caliper  gage. 


FiQ.  35.  —  Grindino  Calipbe  Gaqi. 


Straight  Edge. 

Machines  and  tools:  Cutter  grinder,  vise  and  fixture, 
grinding  wheel  (double  cup)  7"  X  J",  No.  120,  Grade  G  or  H, 
vitrified.    Inside  micrometer  gage. 
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Speed  of  wheel,  5000  F.F.M.    Hand  feed. 

True  wheel.    Set  machine  to  grind  straight. 

Grind  gage  A,  with  double-cup  wheel  B.  Set  wheel-center 
height  of  center  of  work  and  grind  both  ends  without  moving 
in  vise.  A  small  bole  is  drilled  in  comers  of  gage  for  wheel 
clearance. 

43.  To  grind  straight  edge,  Fig.  36. 

Specifications :  12"  X  Ij"  beveled  strught  edge. 

Machine  and  tools :  Cutter  grinder,  clamps,  grinding  wheel 
(cup)  6"  X  i",  No.  46,  Grade  U,  elastic. 

Speed  of  wheel,  5000  F.P.M.  Speed  of  work,  50  F.P.M. 
Hand  feed. 

True  wheel.     Set  machine  to  grind  straight. 

Mount  straight  edge  A  on  table  B  and  hold  by  clamps  C, 
Bwirel  knee  i°  so  that  only  edge  of  wheel  will  come  in  eontact 
with  work.     Grind  to  finish  without  removing  work. 

UNIVKRIALaitlNDeil 


Fia.  37.  —  GRiNDiira  Jia  Bushing. 

a.  To  grind  jig  bushing,  Fig.  37. 

SpeciflcationB ;  |"  jig  bushing. 

Machine  and  tools:  Universal  grinder,  grinding  wheel 
(disk)  10"  X  i",  No.  54  Comb.,  Grade  M,  vitrified.  Mi- 
crometer. 
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Speed  of  wheel,  5000  F.P.M.  Speed  of  work,  50  F.P.M. 
Automatic  feed. 

True  wheel.    Set  machine  to  griad  straight. 

Buahii^  A  ia  ground  with  wheel  B.  Presa  mandrel  C  into 
bushing,  mount  on  centers  and  grind  as  in  plain  cylindrical 
grinding.     A  groove  ia  cut  in  bushing  at  D  for  wheel  clear- 


UNIVIRSAL  ORINDINQd 


Fio.  38.  —  GBiNviNa  Tapbb  Shank  of  End  Mill. 

46.  To  grind  taper  shank  (^  end  mill,  Fig.  38. 

Specifications :  1"  end  mill,  Morse  taper  No.  2. 

Machine  and  tools :  Universal  grinding  machine,  aloxite  or 
alundum  wheel  (disk)  12"  X  i",  No.  60,  Grade  K,  vitrified. 
Taper  gage.     Prussian  blue. 

Speed  of  wheel,  5000  F.P.M.  Speed  of  work,  50  F.P.M. 
Automatic  feed. 

True  wheel. 

Shank  of  end  mill  A  is  ground  with  wheel  B,    Mount  on 
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centers  with  dog  C.    Set  table  to  required  taper  aad  adjust 
table  dogs. 


Fia.  38.  —  CnTTiNC  off  Tubing. 


46.  To  cut  off  tubing,  Fig.  39. 

SpecificatioiiB :  1"  tubing. 

Machine  and  tools :  Cutter  grinder,  special  holder,  grind- 
ing wheel  (thin  i")  7"  X  t^".  No.  80,  Grade  5,  elastic. 

Speed  of  wheel,  5000  F.P.M. 

True  wheel  A.    Set  machine  to  grind  straight. 

Mount  tubing  B  in  holder  C.  Start  machine  and  feed  by 
hand. 


Fid.  40.  —  Grinding  Hardenhd  Latbb  Centzk. 


47.  To  grind  haideoed  lathe  center.  Fig.  40. 
Specifications :  Hardened  engine  lathe  center,  Morse  taper 
No.  2.    Center  gage. 
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Machines  and  tools:  Cutter  grinding  machine,  universal 
chuck,  steady  rest,  grinding  wheel  (disk)  10"  X  i'\  No.  60, 
Grade  K,  vitrified. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

True  wheel. 

Set  swivel  table  at  30°,  mount  center  in  universal  chuck  and 
steady  rest,  as  shown,  and  use  automatic  or  hand  feed.  Test 
with  center  gage. 
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SECTION  9 

PLANING 

Planers.    Cutting  Speeds  and  Feeds.    Cutting  Tools.    Horizontal^ 

Vertical  and  Angular  Planing.    Measuring  Work.    Holding 

Work,  and  Problems  in  Planing.    Fixtures,  Vises 

and  Jigs.    Shapers. 

PLANERS 

1.  The  planer  bears  the  same  relation  to  plane  or  fiat 
surfaces  that  the  lathe  does  to  cylindrical  surfaces.  —  The 

larger  part  of  planer  information  and  skill  consists  of  setting 
up  the  work.  The  tools  and  cutting  angles  are  similar  to 
those  of  lathe  tools. 

2.  The  three  general  methods  of  holding  work  are  the 
mechanical,  magnetic  and  physical. 

The  mechanical  method  is  holding  work  by  clamps  and  bolts, 
fixtures,  jigs  or  shoes,  vises  or  chucks,  and  applies  to  the  larger 
part  of  planer  work.    See  pp.  9l3-9l7,  921-933. 

The  magnetic  method  is  holding  work  by  magnetic  chucks. 
See  pp.  624,  625. 

The  physical  method  is  holding  work  by  cementing  with 
cement,  shellac  or  resin.    See  p.  920. 

3.  Tjrpes  of  planers.  —  There  are  two  leading  designs  of 
planers,  which  are  distinguished  by  their  driving  mecha- 
nisms: The  spur-gear  type  and  the  spiral-gear  type.  The 
size  of  planers  is  designated  by  the  size  of  the  work  that  it 
will  plane. 

4.  The  spur-gear  type  planer  table  is  driven  by  a  spur 
gear  which  meshes  with  a  rack  on  bottom  of  table,  and  with 
a  pinion  on  the  driving  shaft  on  the  outer  end  of  which  are 
tight  and  loose  pulleys  driven  by  open  and  crossed  belts 
from  countershaft. 

9oi 
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6.  The  spiral-gear  ^pe  planer  table  is  driven  by  a 
spiral  gear  which  meshes  with  a  rack  on  bottom  of  table. 
The  spiral-gear  shaft  is  connected  to  driving  shaft  by  bevel 
gears.  The  rest  of  the  mechanism  is  similar  to  the  spur-gear 
planer. 

6.  Planer,  spur-gear  drive,  described,  Fig.  1. 


Fio.  1.  —  PiAKER,  Spur-Geah  Mechanism. 
SCHEDULE  OF  PARTS 


^-Bed. 

E  —  Saddle  moved  along  cross 

B  — Table  operated  by  rack, 

rail  by  hand  or  power. 

gears,  belts,  slidee  in  scraped  V 

F  —  Planer  head. 

ways  of  bed,  holds  work  and  per- 

G — Handle  to  operate  hori- 

forms cutting  movement. 

zontal  feed  screw,  gives  hand,  hor- 

CC ~  HousinfCB  or  posts. 

izontal  or  cross  feed. 

D  — Cross  rail  may  be  raised 

HE'  -  Power-feed  mechanism. 

Friction    feed    disk,    pawl    and 

ings. 

ratchet. 

PLANER 
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/  —  Driving  belt  (one  speed), 
tight  and  loose  pulley  counter- 
shaft. 

/  —  Quick  return  belt  (return 
speed  3  to  1). 

KK'  —  Table  dogs,  reverse  mo- 
tion of  table  and  are  located  to 
give  desired  length  of  stroke. 

LM  —  Belt  shifters. 

JV^  —  Reversing  lever  to  reverse 
motion  of  table;  operated  by 
hand  or  dogs  KK\ 

P  —  Vertical  and  angular  feed 
shaft  turned  with  handle  G, 
placed  on  end. 

Q  —  Feed  rod  pin. 

R  —  Feed  adjusting  handle. 
To  obtain  power  horizontal  feed. 


move  pin  Q  off  center  to  right  or 
left,  depending  on  whether  cut  is 
right  or  left,  and  drop  pawl  H 
in  ratchet.  The  amoimt  of  cut 
depends  on  distance  Q  is  removed 
off  center. 

S  —  Hand  vertical  feed.  Some 
provided  with  dial  to  read  to 
thousandths. 

T  — Feed  gear.  To  obtam 
power  vertical  and  angular  feed 
place  gear  T  on  shaft  P,  adjust 
pin  Q  for  desired  number  of  teeth 
fed  and  drop  in  pawl  H.  May 
feed  tool  downward  or  upward. 

V  —  Handle  for  raising  and 
lowering  cross  rail. 

W  —  Shipper. 


7.  Planer  head  and  mechanism  for  cuttmg  tool.  Fig.  2. 


SCHEDULE  OF  PARTS 

A  —  Cross  rail.     . 

B  —  Saddle. 

C  —  Swivel  plate. 

D  —  Vertical  feed  slide. 

E  —  Apron  swivel  or  clapper 
box. 

F  —  Apron  or  tool  block,  hinged 
to  relieve  tool  on  return  stroke. 

GG'  —  Tool  clamps.  (Used  on 
large  planers.  Tool  post  used  on 
small  planers.) 

H  —  Tool. 


Fig.  2.  —  Planer  Head. 
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8.  Large  planers  are  often  equipped  with  two  heads  mounted 
upon  the  cross  rail.  Two  other  heads  are  mounted  upon  the 
housings  so  that  work  may  be  planed  upon  the  top  and  both 
sides  at  the  same  time.  Special  designs  are  made  for  wide  and 
extra-heavy  work.  Open  side  planers  are  obtainable  for  planing 
the  ends  of  beams,  frames  and  edges  of  steel  or  iron  plates,  and 
for  other  work  that  will  not  pass  between  the  double  housings 
or  posts  of  an  ordinary  planer.  The  outer  end  may  be  sup- 
ported upon  an  eye-beam  which  is  mounted  upon  rollers  running 
upon  an  improvised  track. 

CUTTING  SPEEDS  AND  FEEDS 

9.  Cutting  speed  (F.P.M.).  —  Ordinary  planers  are  belted 
to  give  one  cutting  speed  only.  Cast  iron  may  be  planed 
with  carbon-steel  tools  at  about  25  feet  per  minute,  steel, 
wrought  iron  and  bronze,  at  17  feet  per  minute.  When 
both  iron  and  steel  have  to  be  planed  on  the  same  planer, 
as  is  usually  the  case,  a  cutting  speed  of  about  20  feet  is 
used.  With  high-speed  tools,  these  speeds  may  be  increased 
from  50  per  cent  to  100  per  cent.  For  brass,  composition 
and  softer  metals  it  is  customary  to  use  a  planer  speeded  for 
cast  iron.  Variable-speed  planers  are  obtainable  whieh  give 
changes  of  speed  from  15  feet  to  70  feet  per  minute.  Variable- 
speed  countershafts  for  a  single-speed  planer  are  obtainable. 

10.  Feed  is  obtained  by  a  feed  ratchet  and  pawl.  The 
amount  of  feed  1  tooth  on  ratchet  gives  varies  with  the 
planer. 

Cast  iron  may  be  rough  planed  with  as  deep  a  cut  as  the 
machine  will  carry.  The  finishing  cut  with  a  broad-nose 
tool  should  be  light,  from  .005"  to  .010"  in  depth,  with  a  feed 
nearly  equal  to  the  width  of  tool.  Steel,  wrought  iron  and 
aluminum  are  rough  planed  with  a  diamond-point  or  roughing 
tool  in  about  the  same  manner  as  cast  iron  except  that  a  little 
less  depth  of  cut  and  a  finer  feed  are  used.  For  finish  plan- 
ing, use  tools  with  narrow  cutting  edges,  fine  feed^  1  or  2 
teeth,  cut  .005"  to  .010"  in  depth,  with  or  without  lubricant. 
See  Table  of  Lubricants,  p.  l49. 
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11.  Planer  cutting  tools.  —  Chart  of  planer  tools  (forged  and 

tool  holders  and 
cutters)  is  shown 
in  Fig.  3.  They 
have  the  same 
rake  for  cutting 
different  metals 
as  lathe  tools  but 
less  clearance 
(3°  to  5°),  Fig. 
4,  and  are  made 
heavier  and 
stiffer. 


Fia.   4.  —  Left   Diamond-Point   Planer  Tool. 


Fig.  5.  —  Rough  Flahinq  Cast  Iron  with  Left 
Dlamond-Point  Tool. 


Fig.  6. — Finishing  Steel  or  Wrought  Iron  with 
Left  Diamond-Point  Tool. 


HORIZONTAL, 
VERTICAL  AND 
ANGULAR 
PLANING 

12.  Left  dU- 
mond-point  tool 
set  to  rough 
plane  a  horizon- 
tal surface  on 
cast  iron.  Fig.  5. 
—  Set  tool  per- 
pendicular to 
table.  Feed 
from  2  to  4  teeth. 

13.  Diamond- 
point  tool  to  fin- 
ish plane  steel  or 
wrought  iron. 
Fig.  6.  — Feed  1 
or  2  teeth.  Cut 
.005''  to  .015"  in 
depth.  With  or 
without  lubri- 
cant. 


HORIZONTAL  PLANING 


14.  Rotmd-Qose  tool  set 
face  on  cast  iron  or 
brass,  Fig.  7.— Set 
tool  perpendicular 
to  table.  Feed  from 
2  to  4  teeth. 

16.  Small  square- 
nose  tool  to  finish 
plane  cast  iron  or 
brass,  Fig.  8, —  i 

Feed  from  4  to  8 
teeth.     Cut  .005"     ^^   ^ 
to  .015"  in  depth. 

For  a  coarse  feed, 
set  cutting  edge 
parallel  to  table,  or 
line  of  feed. 

For  a  fine  feed, 
round  bottom  face 
shghtly  by  grinding 
and  oilatoning,  and 
set  comer  X  slightly 
lower  than  comer  B 
to  drag  and  give 
smoother  cut.  The 
feed  must  be  less 
than  the  width  of 
the  cut. 

16.  Spring  tool 
to  finish  plane  cast 
iron,  Fig.  9.  — Set 
tool  the  same  as  in 
Fig.  8.  Feed  from 
8  to  12  teeth  (j"  to 
i"  wide).  Cut 
about  .003"  in 
depth. 


)  rough  plane  a  horizontal  sur- 


-RoTTOH   Planing  Cast    Iron  with 
RouND-NosB  Tool. 


Flo.  S. — FiNisaiKO  Cast  Iron  witb  Sqdabe- 
NoBE  Tool. 


Fio.  9.  —  FiNiaaiNO  Cast  Iron  with  Spring 
Tool. 
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17.  Fine  versus  coarse  feed  for  finishing  cut  —  If  a  sur- 
face is  to  be  filed, 
scraped  or  fitted,  fin- 
ish nearly  to  size  with 
a  light  cut  and  fine 
feed.  When  true  sur- 
faces only  are  re- 
quired, use  light  cut 
and  coarse  feed. 

18.  Roughing  tool 
to  roue^  plane  steel 
or  wrought  iron,  Fig. 
10.  —  Dry  or  with  oil. 
Feed  1  to  3  teeth. 

19.  Shear  tool  to 
fimsh  plane  steel  or 
wrought  iron,  Fig.  11. 
—  It  is  forged  with  a 
twisted  blade.  The 
edge  is  ground  and 
oilstoned  to  an  arc  of 
a  3"  circle  with  clear- 
ance. Used  with  lard 
oil  or  soda  water. 
Feed  1  tooth.  Cut 
.003"  in  depth.  See 
HeUcal  Milling  Cut^ 
ter,  pp.  1047,  1048. 

20.  Side  tool  to  fin- 
ish plane  vertical  or 
angular  surfaces,  Fig. 
12.  —  Bevel  point  A 
to  produce  a  smooth 
surface.    Feed  down- 

12.  -Finishing    Vertical   Surface      '^"f  by  power  or 
WITH  Side  Tool.  liana- 


.  11.  —  Shear  Tool  Finishing  Steel 
OE  Wrodoht  Iron. 


HOLDERS  AND  CUTTERS 
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21.  Holders  and  cutters  (high-speed  steel),  Figs.  13,  14, 
15.  —  Used  for  horizontal,  vertical  and  angular  planing. 


^ 


WORK    I 


Fig-  13.  —  Horizon- 
tal FhANJNQ,  Tool 
Holder  and  High- 
Speed  Steel  Cutter. 


Fig.  14.  —  Vertical 
Planing. 


Fig.  16.  —  Angular 
Planing. 


Fig.  16.  —  Horizon- 
tal Planing.  Special 
Tool  Holder. 


Fig.  17.  —  Vertical     Fig.  18. — Under-Cut 
Planing.  Planing. 


TOOL— 


22.  Special  holder  and  cutter 
(high-speed  steel).  Figs.  16,  17, 
18.  —  Used  for  horizontal,  vertical, 
angular  and  undercut  planing. 

23.  To  set  planer  in  alinement.  — 
Approximate  method.     Un clamp 

bolts  back  of  rail.  Lower  rail  nearly 
to  work,  then  raise  it  about  1"  above 
work  to  take  out  back  lash,  leave 
handle  up,  and  clamp. 

Accurate  method.  Test  table  at  both 
sides  with  micrometer,  as  in  Fig.  19. 
If  the  two  readings  show  a  differ- 
ence, loosen  bolts  at  back  of  rail, 
adjust  one  of  the  bevel  gears  on 
horizontal  shaft  at  top  of  posts  and  repeat  the  whole  operation. 


PLANER 
•    TABLE 


Fig.  19.  —  Setting  Planer 
Cross  Rail  in  Alinement. 
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Other  methods  of  testing  are;  To  lower  cross  rail  on  parallel, 
or  test  with  surface  ga^e  and  paper,  or  test  with  tool  held 
in  tool  post  and  paper. 


Fig.  20.  —  Redbesshto  Planee  Table  with  Sprinq  Finishtng  Tool. 

24.  Redress  planer  or  shaper  table  with  a  spring  tool, 
Fig.  20,  with  a  light  cut,  .003"  to  .005"  in  depth,  and  a  very 
coarse  feed,  when  it  has  become  bruised  and  uneven  from  care- 
less handling  of  work,  fixtures,  hammering  or  wear. 


I  SCTTINa  OF  HEAD  0 

FiQ.  21.  —  Head  and  Apron  Swivel  Set  for  Vertical  Planimo. 

26.  To  set  planer  head  and  apron  swivel  to  plane  vertical 
surface,  Fig.  21.  —  Release  bolts  A,  A'  and  adjust  bead  until 
zero  lines  coincide,  as  at  B,  then  clamp.  Release  bolts  C,  C 
and  swing  apron  swivel  away  from  surface  to  be  planed  in 


ANGULAR  PLANING 
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order  that  tool,  aa  it  lifts  on  the  backward  stroke,  will  move 
away  from  the  vertical  face  of  work.  Work  should  never  be 
planed  vertically  if  it  can  be  held  and  planed  horizontally. 

26.  To  set  planer  bead   and  apron  swivel  for  angular 
planing,  Figs.  22,  23.  —  Release  bolts  and  swing  head  to 


Fio.  23. — Head  and  Apbon  Swivil 
Set  for  Insidb  Bevel  Pi^aninq. 


FKOM  HOniZONTAL 

«°— M°-»' 

SETTINO  OF  HEAD  30° 

Fio.  22.  —  Head  axd  Aprok 
SwTvsL  Sit  for  Axoxsulk 
Planing. 


required  angle  and  clatnp;    then  swing  apron  swivel  away 
from  surface  to  be  planed  and  clamp. 

27.  Planer  head  graduated  to  read  from  vertical.  —  On 
most  American  planers  and  shapers  if  drawing  reads  an  angle 
of  60°  from  horizontal,  the  head  is  set  to  read  30°,  as  in  Fig. 
22.  If  drawing  reads  30°  from  vertical,  the  head  is  set  to 
read  30°,  as  in  Fig.  23. 

28.  Planer  head  graduated  to  read  from  horizontal.  — 
On  planers  and  shapers  where  the  zero  line  and  90°  graduation 
coincide,  when  the  slide  is  vertical,  reverse  above  rule. 


ADVANCED  MACHINE  WORK 
MEASURING  WORK 


Fia.  24.  —  Steel  Ruix  to  Set  Planer  Tool. 

29.  Use  Steel  rule  to  set  planer  tool,  Fig.  24,  to  give 
results  that  will  compare  with  those  obtained  with  sprii^ 
calipers  in  lathe  work. 


Fro.  25.  —  Oage  Block  to  Set  Planer  Tool. 

30.  Use  gage  block  to  set  planer  tool,  Fig.  25,  to  give 
results  that  will  compare  with  those  obtained  with  microm- 


GAGE  BLOCKS  9 13 

eter  in  lathe  work.  To  set  tool,  feed  it  down  until  the  block 
will  slide  between  the  table  and  tool 
point,  touching  tool  lightly.  To 
plane  a  piece  .001"  thicker  than  the 
g^e,  .001"  tissue  paper  is  placed  be- 
tween gage  and  tool.  Tissue  paper  of 
suitable  thickness  is  often  used  with 
gage  when  there  is  danger  of  tool 
pulling  into  the  work  by  springing  or 
by  looseness  in  head.  See  pp.  928,  929. 
Set  of  gage  blocks  for  use  on  planer 
work  is  shown  in  Fig.  26.  p,a_  29.  —  Gaqb  Blocm. 

HOLDING  WORK,  AND  PROBLEMS  IN  PLANING 

31.  Planer  parallels  are  often  necessary  to  level  work. 
They  are  made  of  cast  iron  in 

pairs  of  equal  width,  thickness 
and  length,  Fig.  27. 

32.  Iron  clamps  for  planers  and 
shapers  are  used  in  a  great  variety 
of  shapes  also  with  bolts,  blocking 
and  leveling  jacks  for  clamping 
work  to  fixture  or  to  table.    See 

Figs.  28,  33.  Pio.  27.  —  Planbe  Paraluls. 

33.  Step  blocking  and  leveling 

jacks  are  convenient  for  blocking  up  the  end  of  a  clamp  or  to 
level  work.    See  Fig.  28,  also  Figs.  39,  41. 


Fio.  28.  —  LcTBUNa  Work  wrra  Planer  Jacks. 
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34.  Planer  bolts  of  different  lengths  with  square  and  Tee- 
shaped  heads,  long  threads  and  a  variety  of  washers,  are 
necessary.  Studs  and  Tee  nuts  are  a  good  substitute  for 
bolts. 

36.  Screw  pins  and  screw  hunters,  Fig.  29,  are  used  in 
various  ways  to  fasten  planer  work  to  table.  The  circular 
portion  of  the  screw  pin  fits  the  hole  in  the  table  and  the 


SCREW  BUNTER 

01? 


Fig.  29.  —  Screw  Pin  and  Screw 

BuNTER. 


1 


1=3 


Fig.  30.  —  Fingers  or  Toe  Dogs. 


squared  portion  is  drilled  and  tapped,  preferably  at  an  angle 
of  from  5°  to  10°,  to  receive  a  set  screw.  The  screw  hunter 
fits  the  Tee  slot. 

36.  Fingers  or  toe  dogs.  Fig.  30,  are  used  with  screw  pins 
or  hunters  to  fasten  thin  work  to  planer  table. 


ooooja 


BAD 


JQI 


•4.MIAO    JLL.  T  NUO     _|L  J  -  STUO  aot-T 

■OkT  B-'bHeJ  •OkT-'ttMHll  AMD  NUT 


Fig.  31.  —  Methods  op  Clamping  Work.    Good  and  Bad. 
Different  Kinds  of  Planer  Bolts. 

37.  Good  and  bad  methods  of  clamping  or  strapping  work 
to  table,  Fig.  31.  —  Always  place  blocking  A  farther  away 
from  bolt  B  than  work  C,  so  that  the  most  pressure  will 
come  on  work. 

38.  Holding  rectangular  or  oblong  work  by  bedding  on 
table  with  a  tongue  or  rib  fixture,  A,  hunters  By  fingers  C  and 
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thrust  pin  D,  Fig.  32.  —  The  tongue  fixture  is  clamped  in  the 
long  Tee  slot  in  table.    To  be  sure  that  work  is  properly 


bedded  to  table  gently  pound  it  to  seat  with  lead  hammer 
during  and  after  tightening  screws.  Tightening  screws  too 
hard  will  lift  the  work.     When  taking  heavy  roughing  cuts, 


FiQ.  34.  —  Screw  Pin  for  Clampino  Work  Against  Anole  Plate. 

apron  swivel  should  be  swung  a  little  away  from  the  direction 
of  feed  so  that  tool  will  not  bear  excessively  on  return  stroke. 

3d.  Angle  plate  (angle  iron),  A,  Fig.  33,  has  planed  sur- 
faces at  right  angles  (90"),  To  plane  edges,  hold  work  B  by 
clamps  C,  C,  or  by  block  and  screw  pins,  Fig.  34. 

40.  Tee  fixture  for  holding  work  at  right  angle,  A,  Fig. 
35,  clamped  to  table  by  bolts  B,  B'.     Its  front  face  is  at  right 
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angle  to  edge  of  table.  The  work  C  is  held  by  clamps  Z> 
and  E.  The  vertical  face  F  is  planed  with  cutting-dowo  tool 
G.     Uae  fine  feed. 


Flo.  35. — Planing  Work  at  a  Riobt  Anolb  Held  bt  Tei  FtXTUSE 


41.  Adjustable  tongue  fixture.  —  In  Fig.  36  is  a  tongue 
fixture  in  two  parta,  A  and  A',  for  holding  thin  work  of  any 
length.  Work  is  held  against  stop  B  and  fastened  by  screw 
stops  C,  C  and  wedges  D,  D'. 


Fio.  36.  —  To  Hold  Tbin  Work  of  Ant  Lbnoth. 

42.  Beveling  thin  work.  —  Any  thin  work,  as  gib  A,  may 
be  beveled  with  a  bent  side  tool  B,  as  in  Fig.  37. 


BEVELING   WORK 


Fio.  37.  —  PLANDja  Bevsl  with  Bbnt  Sidb  Tool 

43.  To  plane  taper  parallels  or  wedges,  a  taper  shoe  is 
supplied  which  is  adjusted  to  give  any  desired  taper  in  inches 
per  foot. 

Feed  at  begiiuimg  or  end  of  cut. — The  feed  movement  of 
the  tool  should  be  arranged  to  take  place  at  the  beginning  or 
at  the  end  of  the  cut,  but  not  during  the  cut.  For  general  work 
either  end  will  do.  For  accurately  finishing  broad  surfaces  it  is 
best  to  feed  j  ust  before  beginning  the  cut  (although  the  cutting 
stroke  is  longer)  as  the  drag  of  the  tool  on  the  return  stroke 
wears  the  tool  less. 

Direction  of  feed  or  cut.  —  In  horizontal  planing  the  tool 
may  be  fed  either  away  from  the  operator  by  using  a  left  tool, 
or  toward  the  operator  by  using  a  right  tool.  The  general  prac- 
tice is  to  feed  away  from  the  operator,  as  in  Figs.  5,  6,  32,  33. 
In  vertical  and  angular  planing,  the  tool  is  fed  downward  as  in 
Figs.  21,  22,  23. 

Beveling  end  of  castings. — At  end  of  cut  on  iron  castings, 
steel  castings  or  brittle  alloy  castings,  the  pressure  of  the  tool 
will  break  off  the  metal  deeper  than  the  planed  surface.  To 
avoid  this,  file  or  chip  a  bevel  to  depth  of  cut,  as  in  Figs,  32, 
33.  Small  work  may  be  held  and  beveled  at  the  vise,  and  large 
work,  after  it  is  clamped  to  the  planer. 


918 


ADVANCED  MACHINE  WORK 


44.    To  plane  rectangtilar 
Fig.  38. 


(gh(l>-h 


Fig.  38.  —  Schedule  Drawing. 

Specification:  Material,  iron  casting  y  large,  free  from  visible 
defects;  weight,  7  lbs.  14  oz.  Hardness,  23  to  35  (scleroscope). 
High-speed  steel  cutting  tools.  Speed,  22  to  30  F.P.M. 
Time:  Study  drawing  and  schedule  in  advance,  10  min.  —  Oil 
planer,- 8  min.  —  "  Set  up  "  tongue  and  angle  plate  fixtures,  12  min. 
—  Rough  plane  surfaces  (1),  (J8),  (8),  (4),  30  min.  —  Finish  plane 
surfaces  (5),  (6),  (7),  (8),  22  min.  —  Set  Tee  fixture,  apron  swivel 
and  stroke  for  vertical  planing,  8  min.  —  Rough  and  finish  plane  ends 
(9),  (10),  (11),  (1»),  22  min.  — Clean  planer,  8  min.  — Total,  2  h. 

SCHEDULE  OF  OPERATIONS,  MACHINES,  FIXTURES 

AND  TOOLS 


Operations. 


Snmg  casting.  Clean  planer 
table.  Set  planer  in  aline- 
ment.    See  p.  909. 


Oil  bearings.    See  p.  020. 

Horizontal  planing. 
To  table  and  fixture,  clamp 

work.    See  p.  Ou. 

Adjust  table  dogs  to  length  of 

stroke. 
Rough  plane  (Bevel  end.)    (1) , 

one  cut  i^y"  deep.  Seep.0l7. 


Machines,  Fixtubeb, 
Speeds,  Feeds. 


Machinist 's  vise. 
Planer,  16"  to  24" 
cutting  speed  25 
F.P.M.  With  a 
high-^peed  planer 
this  may  be  in- 
creased from  25% 
to  100%. 


Tongue  fixture,  hun- 
ters or  screw  pins, 
fingers. 


Tools. 


Hammer,  cold  chisel. 


// 


10"  or  12 
bastard  file 
Brush,  waste. 


worn 


Feed  3  teeth  or  y^^ 


// 


Machine  oil. 

Lead  hammer, 
planer  wrench. 

Planer  wrench. 

10"  or  12"  bastard 
file,diamond-point 
tool,  or  holder  and 
cutter  15®  rake, 
rule. 


PLANING  CAST  IRON 
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Rottgh  plane  (Bevel  end.) 
(»),  one  cut.  Set  tool  l^V" 
-p  A"  from  table. 

To  angle  plate  and  table, 
clamp  work.    See  p.  9 15. 

Rottgh  plane  (Bevel  end.) 
(S),  with  (1)  against  angle 
plate,  one  cut  i^"  deep. 

Rough  plane  (Bevel  end.) 
(4),  with  (1)  against  angle 
plate,  one  cut.  Set  tool 
li"  +  A"  from  table. 

To  table  and  fixture,  clamp 
work. 


Finish  plane  (File  burr  off 
edges.)  (5),  one  cut  xlf" 
deep,  estimated. 

Finish   plane    (6),    one    cut. 

Set  tool  1^"  from  table. 
To  angle  plate  and  table,  clamp 

work. 

Finish   plane    (7),   with    (5) 

against  angle  plate,  one  cut 

xJy"  deep,  estimated. 
Finish   plane    (8),    with    (5) 

against  angle  plate,  one  cut. 

Set  tool  Ij"  from  table. 

(File  burr  off  edges.) 

Vertical  planing. 
To  Tee  fixture  and  table,  clamp 

work. 
Adjust  table  dogs  to  length  of 

stroke. 
Rough    plane    (Bevel    end.) 

(•),  with   (8)   against  Tee 

fixture,  one  cut  ^"  deep. 
Finish   plane    (19),   one   cut 

jii  deep.    Reverse  work. 
Rouj^    plane     (Bevel    end.) 

(11),  with  (S)  against  Tee 

fixture,  one  cut.     Set  tool 

12i"+iiT"from(ie). 
Finish   plane    (It),  one  cut. 

Set   tool    12i"   from    (le). 

(File  burr  off  edges.) 


Angle  plate,  screw 
pins  and  blocking 
or  damps. 


Tongue  fixture,  hun- 
ters or  screw  pins, 
fingers. 

Feed  6  teeth  or  ^* 


II 


Angle  plate,  screw 
pins  and  blocking  or 
clamps. 

Feed  6  teeth  or  A' 


// 


Tee  fixture,  clamps, 
bolts,  blocks,  swing 
apron  swivel.  See 
Fig.  35. 

Feed  2  teeth,  or  ^j ". 


Feed  1  tooth  or  A". 


8"  or  lO''  hand- 
smooth  file, 
square-nose  finish- 
ing tool,  oil-stone. 

Rule  or  gage  block. 


Rule  or  gage  block. 


Holder  and  cutter 
15^  rake,  or  cut- 
ting down  tool. 

Side  tool  with  point 
beveled. 

Long  rule. 


A\ie:nli!Um.  —  It  is  good  practice  to  file  the  burr  off  the  edges  slightly 
with  a  hand-smooth  file  after  planing  each  surface. 
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46.'  Oiling.  —  Oil  every  bearing  of  a  planer  once  a  day, 
and  the  V  ways,  loose  pulleys,  friction  disk  and  sliding  parts 
more  often.  The  V  ways  are  the  most  important  and  must  be 
kept  clean  and  well  oiled. 

46.  Cleaning.  —  The  chips  should  always  be  brushed 
toward  side  of  table  to  avoid  brushing  them  into  the  V  ways 
which  would  be  disastrous. 

Warning.  —  Before  starting  a  planer,  see  that  the  table  dogs 
are  fastened  firmly  and  nothing  is  clamped  to  the  table  that  will 
strike  the  housings  or  cross  rail.  Also  that  all  wrenches,  bolts, 
clamps  and  other  pieces  that  are  not  fastened  to  the  table  are 
removed. 

47.  Holding  very  thin  work  by  gluing  or  cementing. — 
Work  too  thin  to  be  held  by  any  mechanical  means  may  be 
secured  to  resist  the  pressure  of  a  light  cut  by  gluing  or  ce- 
menting it  to  the  planer  table.  Clean  edges  of  work  and 
table  around  work  with  gasoline  or  benzine  and  emery  cloth. 
Apply  melted  shellac  or  rosin  around  the  edges. 

48.  Spring  of  planer  work  is  caused  by  severe  and  uneven 
clamping,  also  poor  or  unsuitable  fixtures,  bad  blocking  and 
shimming  or  wedging. 

Another  cause  of  springing  is  the  removal  of  the  outer  sur- 
face of  castings  and  forgings  which  reUeves  the  internal 
strains.  This  is  largely  overcome  by  rough  planing  all  sur- 
faces to  be  finished  before  finishing  any  surface,  then  slightly 
relieving  the  pressure  of  the  clamps  and  other  holding  devices 
for  the  finishing  cuts. 

Cold-rolled  stock  is  liable  to  spring  badly  unless  an  equal 
amount  of  stock  is  planed  off  each  surface.  A  casting  or  a 
piece  that  has  been  rough  planed  may  be  nominally  flat,  but 
to  obtaiu  very  accurate  results,  select  the  straightest  side. 
Rest  this  side  on  the  table  and,  if  necessary,  place  under  corners 
or  middle,  strips  of  tissue  paper  to  compensate  for  spring  or 
distortion.  Finish  surface,  then  turn  work  over  and  finish  side 
first  selected.  The  edges  of  the  work  should  be  finished  in 
same  order.    Take  a  light  finishing  cut  about  .003''. 
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49.  To  aline  work  on  table  with  surface  gage,  uae  pieces 
of  tin,  brass  or  paper  as  shims  and  place  under  work  directly 
under  clamps.  A  triangular  castii^  should  have  at  least 
three  bearing  points  and  an  oblong  or  square  casting,  four. 

At  A,  Fig.  39,  surface  gage  B  is  used  to  test  the  work  as 
at  C,  D,  E  and  F.    Pinch  bar  G  is  used  to  lift  castii^  to  in- 


Fia.  39.  —  Lbveunq  akd  Auninq  Work  vith  Sdrpaci:  Gags. 

Bert  shims.  To  aline  the  work  with  the  edges  of  the  table, 
move  guide  H  along  edge  and  use  straight  point  of  scriber  to 
test  work.  Screw  pins  and  bloclcs  clamp  casting,  and  assist 
in  alining. 

60.  To  aline  work  in  absence  of  surface  gage,  feed  tool 
down  at  one  end,  insert  paper  between  tool  and  work  and 
adjust  until  tool  pinches  paper.  Repeat  on  opposite  end  of 
work  and  at  various  points  on  top  and  sides. 

FIXTURES,  VISES  AND  JIGS 

61.  Planer  jacks  for  leveling  work  are  used  to  hold  work 
that  has  ribs  on  its  lower  side,  as  casting  A,  Fig.  28, 

62.  To  set  tools  for  duplicate  work  with  special  gage  or 
pattern,  Fig.  40.  —  Bed  work  A  to  table  and  clamp  to  angle 
plate  B  by  clamps  C  and  D.  To  plane  wide  groove  E  accur- 
ately, use  special  gage  F  bolted  to  table  and  angle  plate. 
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The  top  of  gage  is  exact  pattern  of  work,  minus  .001".  For 
roughing,  set  tool  G  to  cut  .005"  large  by  a  thickn^s  gage;  and 
for  finishing,  to  cut  .001"  large  by  tissue  paper.  See  pp.  9i2, 
9i3. 


-Special  Gaog  or  Fattebn  for  Sithnq  Planeb  Tool 
TO  Ddpucatb  Work. 


Fia.  41.  —  HoujiNa  Work  with  Finokr  Clahfs. 

63.  To  hold  work  with  finger  clamps,  Fig.  41,  drill  holes  in 
ends  of  work  A  to  receive  finger  ends  of  clamps  B,  B'.  To 
finish  work,  which  is  cast  iron,  use  finishing  tool  C  with  a 
coarse  feed. 


PLANING  DUPLICATE  WORK 


M.  Spedal  planer  clamps  A,  A',  Fig.  42,  are   used  for 
clamping  work  B  to  table. 


FiQ.  42,  —  Planir  Claups  for  Holdino  Wobk.   Special. 

BO.  Planer  jig  or  shoe  to  hold  a  number  of  pieces  to  be 
planed  at  once,  A,  Fig.  43.  —  The  work  consista  of  6  castings, 
BB,  etc.,  held  with  pinch  pieces  C  and  D  and  packing  block  E, 

adjusted  by  screws  FF,  etc. 


Fta.  43.  —  PiAKBR  Jig  ob  Shoe  fob  Houhno  Wobk. 


66.  To  plane  Tee  slot,  Fig.  44.  —  First  plane  slot  A,  then 
bottom  portion  B,  C  with  bent  tools,  one  to  a  right  angle, 
and  other  to  a  left.  Any  tool  taking  an  under  cut  cannot  be 
allowed  to  remain  in  slot  during  backward  stroke. 

67.  Tool  lifter  D,  Fig.  44,  consists  of  metal  plate  with 
two  lugs  that  receive  pointed  screws  which  engage  large  center 
punch  marks  or  countersinks  in  the  tool.  During  the  cutting 
stroke,  the  lifter  will  drag,  as  at  E,  and  lift  on  return,  as  at  E'. 
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Some  use  a  piece  of  leather  in  place  of  the  tool  lifter,  to  fasten 
apron  so  it  cannot  swing  by  wedge  or  brace  between  tool 
and  apron  swivel;  and  to  lift  tool  by  hand  at  end  of  each  cut. 


Fig.  44.  —  Tee  Slot  Planing. 

Special  planer  tools  and  side  heads  for  undercutting  are 
obtainable. 

68.  To  plane  ke3rway  in  shaft  A,  Fig.  45,  drill  hole  B  in 
which  to  terminate  cut  as  the  tool  must  pass  out  of  cut  each 


SHAFT 

KEYWAY 

TOOL 


Fig.  45.  —  Planing  Keyway  in  Shaft. 


time.    Set  tool  central  with  square  and  rule.    Use  fine  hand 
feed  and  oil. 

The  depth  of  keyway  is  measured  at  side. 
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59.  To  damp  shaft  to  cut  keyway  its  whole  length,  hold 
as  in  Fig.  46.  A  special  planer  tool  holder  fitted  with  a  key- 
way  cutter  is  used  as  a  spring  tool. 


Flanx  Kevwat  Whoi^ 


60.  To  plane  keyway  in  hub.  —  Use  a  tool  holder  and  cut- 
ter or  forged  tool.  Keyways  may  be  cut  by  keyseating  ma- 
chine or  by  hand  with  chisel  and  file. 


Fia.  47.  —  String  Fdetdreb  fob  Houhno  Vise  Babe  Plates, 

61.  String  fixtures  to  hold  several  pieces  A,  A,  etc.,  Fig.  47, 
to  be  planed  at  once,  are  economical  and  mechanical.  Fixture 
B  is  clamped  to  table  by  screws.  Work  is  clamped  by  rails 
C  and  D  and  screw  pins  E  and  F. 
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62.  naner  vises  (chucks)  are  obtuoable  with  circular 
graduated  bases  or  with 
square  bases,  as  Vise,  Fig. 
48,  and  fastened  to  table  by 
clamps.  The  ^ding  jaw  is 
moved  E^ainst  work  and 
Duts  A,  A',  tightened,  then 
is  forced  hard  against  work 
by  screws  B,  B,  Bin  block  C 
which  is  kept  from  slipping 

Fro.  48.  —  PuNXR  Vmi!  fob  Houjino  by  thrust  strip  D.    Finally, 

**"^  pound  work  to  its  seat  and 

tighten  nuts  A,  A'.    See  Milling  Machine  Vises,  pp.  10lt-10l6. 

63.  To  plane  keyway  in  flange,  Fig.  49. 


Fio,  ia.  —  Pianino  Keyway  in  Flange. 


Specifications:  Material,  cast-iron  flange,  turned,  polished  and 
drilled.    Flange  has  1"  hole.    Plane  keyway  \"  wide,  ^j"  deep. 

Machine  and  tools:.  Planer  viee,  hub  keyway  tool  holder  and  J" 
cutter,  rule,  planer  parallel.    Plane  dry. 

Time:  Study  drawing  and  schedule  in  advance,  3  min.  —  Oil  planer, 

5  min.  —  "  Set  up  "  machine,  4  min.  —  Cut  keyway,  8  min.  —  Clean 

machine,  2  min.  — Total,  22  min. 


PLANING  KEYWAY 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  T00I5 


I.  Cl«au  plan«r  and  vise  and 
oil  bearings. 

n.  Set  vise.  Fasten  planer 
vise  to  table  with  jaws  at  right 
angle  to  line  of  travel  and  fixed 
jaw  in  front,  as  in  Fig  49. 

m.  Clamp  work.  Clamp  flange 
A  lightly  in  center  of  vise  as 
shown,  with  parallel  underneath. 
Adjust  flange  until  two  holes  are 
approximately  parallel  to  fixed 
jaw  by  measurement,  then  clamp 
firmly  with  vise  screws. 

IV.  Adjust  cross  raU.  Raise  or 
lower  cross  rail  until  work  will  pass 
under. 

V.  Set  tool.  Fasten  hub  key- 
way  tool  holder  B  in  tool  post  so 
that  tool  post  will  not  strike  flange, 
and  with  face  of  cutter  parallel  to 
table  or  vise. 


VI.  Adjust  length  of  stroke. 
Move  saddle  on  cross  nul  to  one 
side  of  flange,  and  adjust  table 
dogs  for  ler^h  of  stroke.  Set 
feed  rod  clamp  at  dead  center. 

Vn.  Set  cutter  to  plane  key- 
waj  centraL  Move  saddle  back 
and  set  cutter  central  by  placing  a 
block  against  the  side  of  hub  and 
measuring  to  tdde  of  cutter  with 
rule.  Adjust  untU  measurement 
is  the  same  on  both  sides  from 
block  to  cutter. 

Vra.  Plane  keyway.  Pull  belt 
by  hand  to  see  if  adjustments  are 
right.  Startmachiae,  feed  cutter 
down  by  fine  hand  vertical  feed 
(.003"  to  -OW"  cuts)  until  key- 
way  T>  is  ^"  deep,  measuring 
at  side  of  keyway. 


64.  To  plane  t^»er  keyway  in  hub,  Fig.  50. 
parallels  and  clamp  gear  to  these  paraUela. 


-Use  taper 


Fio.  60, — Plantnq  Taper  Ketwat  in  Hub  or  Gear. 

66.  To  plane  lathe  bed.  —  To  obtain  the  most  accurate 
results  from  large  castings,  the  parts  to  be  finished  by  plan- 
ing should  be  rough  planed  and  laid  aside  for  a  number  of 
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weeks  to  season  to  relieve  internal  strains.  (Lathe  beds  are 
,  sometimes  roughed  out  by  gang  mills,  then  finished  by  plan- 
ing.) First  finish  bottom  of  the  lathe  bed  A,  then  clamp, 
as  in  Fig.  51,  and  plane  the  top  and  V  ways.  Use  templets 
of  sheet  steel,  B  and  C,  and  test  the  inner  and  outer  V's,  as 
follows : 

Plane  one  face  on  the  same  mde  of  both  inner  V's  to  temp- 
let B.    Tissue  paper  should  be  inserted  between  templet  and 


Fio.  51.  —  Plasinq  Lathe  Bed. 

face  of  V  at  top  and  bottom  to  t«st  the  angle,  so  that  angle 
of  head  may  be  corrected,  if  need  be.  Then  plane  second 
faces  of  the  inner  V's  and  test  with  the  same  templet.  When 
finished  both  V's  are  tested  with  templet  C. 

Plane  off  apex  of  each  V  i".  The  same  method  and  type 
of  templets  are  used  for  the  outer  V's.  For  the  final  test, 
use  gage  D.  A  tool  setting  g^e,  E,  may  be  used  to  set  tool. 
For  each  of  the  finishing  cuts,  the  tool  is  adjusted  until  it 
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piDches  a  piece  of  paper  placed  between  the  gage  and  tool, 
as  at  E'.  The  paper  should  be  of  sufficient  thickness  to  allow 
for  scraping  and  fitting.  The  horizontal  parts  and  edges  of 
the  bed  may  also  be  planed  to  gage. 

66.  To  plane  head  and  footstock  of  lathe  (two  methods), 
Fig.  52.  —  For  large  lathes,  the  V  grbovea  are  planed  and 
fitted  to  the  V  ways  on  the  bed  before  the  holes  in  headstock 
and  footstock  are  bored.  The  headstock  and  footstock  are 
then  clamped  to  bed  and  bored  with  a  special  boring  bar. 
For  small  lathes,  use  the  reverse  method.  First  bore  holes 
in  headstock  A  and  footstock  B  and  fit  boxes  in  headstock. 
Next  mount  on  a  double  arbor  or  mandrel  C  to  hold  them  in 
alinement,  clamp  in  three  accurately  V-grooved  blocks  D,  D,  D, 
which  fit  Tee  slot  and  are  bolted  to  table.  Use  braces  E  to 
steady  the  whole. 


FiQ.  52. — Plantno  LA.THB  Hcad  and  FoonTOCK. 

To  finish,  clamp  both  lightly  to  avoid  springing.  First 
cut  groove  to  the  desired  depth  with  a  cutting-off  tool  in  the 
center  of  each  V  groove,  then  plane  the  faces  in  the  same  order 
as  the  V's  on  the  lathe  bed,  and  test  with  the  internal  templets 
or  gages. 
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SHAPERS 

67.  Shapers  are  particularly  suitable  for  short  work  that 
can  be  held  in  a  vise.  The  size  is  designated  by  size  of  work 
it  will  plane.    A  14''  shaper  wUl  plane  work  14''  X  14"  X  14". 

Two  t3rpes  of  shapers  of  leading  designs  are  Geared  Shapers 
and  Crank  Shapers. 

68.  The  geared-shaper  ram  is  driven  by  a  spur  gear 
meshing  with  a  rack  fastened  to  bottom  of  ram  similar  to  a 
spur-geared  planer.  Suitable  gearing,  shafts,  pulleys,  belts, 
and  countershaft,  complete  the  driving  mechanism  for  moving 
ram  forward  and  backward. 

69.  The  crank-shaper  ram  is  driven  by  a  direct  or  in- 
direct crank  movement  which  gives  a  quick  return.  Suitable 
gears,  sh^ts,  a  stepped  cone  pulley  and  belt  from  counter- 
shaft, complete  the  driving  mechanism  for  moving  the  ram 
forward  and  backward. 

70.  Feed  mechanisms  of  various  shapers  consist  of  a  feed 
disk  and  connections  for  obtaining  one  or  more  teeth  of 
feed,  measured  with  a  pawl  and  ratchet  in  advance  of  each 
cutting  stroke.    See  902. 

71.  Length  of  stroke  of  shaper  is  positive  and  can  be  more 
readily  set  to  terminate  cuts  close  to  a  shoulder  than  that  of 
a  planer. 

72.  Shaper  geared,  described,  Fig.  53. 


SCHEDULE  OF  PARTS 


A  —  Pillar  or  column. 

B  —  Ram,  slides  in  plane 
scraped  bearings. 

C  —  Shaper  head  bolted  to  ram. 
Mechanism  similar  to  planer  head. 
See  p.  903. 

D  —  Cross  rail  which  may  be 
raised  and  lowered  on  pillar  by 
handle  on  opposite  side. 


E  —  Saddle. 

¥  —  Table  which  supports  work 
and  vise.    . 

Q  —  Handle  to  operate  hori- 
zontal feed  screw  and  give  cross 
feed. 

RW  —  Feed  mechanism:  Feed 
disk,  pawl  and  ratchet.  For 
power  feed. 


Fia.  S3.  —  Shapxb,  Gsar  Mechanisu. 


/  —  Driving  belt  for  cutting 
stroke  of  ram  (two  speeds)  from 
tight  and  loose  pulley  counter- 
shaft. 

J  —  Belt  from  large  pulley  on 
countershaft  gives  a  return  speed 
about  3  to  I. 

KK'  —  Movable  dogs  reverse 
motion  of  ram  and  may  be  lo- 
cated to  give  desired  length  of 


t  —  Reversing  lever  operating 
friction  clutch  which  reverses 
ram  and  may  be  operated  by 
hand  or  dogs  KK.'. 

Jtf  — Viae. 

li  —  Lever  to  clamp  viae  to 
table. 

P  —  Handle  to  clamp  work  to 


73.  Traveling  head  shaper  or  traverse  shaper  has  a  box- 
shaped  bed  supported  by  pillars  at  the  ends  and  two  tables 
on  its  side.  The  ram  is  mounted  in  a  saddle  which  travels 
along  the  bed  at  a  right  angle  to  stroke  of  ram  by  hand  or 


932  ADVANCED  MACHINE  WORK 

power  feed.  It  ia  designed  for  long  work  beyond  the  work 
of  a  pillar  sbaper.  Small  work  may  be  clamped  to  table  or 
held  in  vise,  and  large  work  on  both  tables,  and  furtherr  sup- 
ported, if  need  be,  by  jacks  and  blocking  resting  on  the 
floor. 

74.  Draw-cut  sliaper  used  for  heavy  work.    The  apron 
and  tool  are  reversed.     The  tool  cuts  on  the  return  stroke. 

75.  Swivel  sbaper  vise  (or  chuck),  Fig.  54.  —  To  set  vise 
-jaws  at  right  angle  to  cutting  stroke,  remove  taper  pin,  ua- 


Fia.  54.  —  Planino  Work  Heij>  in  Sbaper  Vim. 

clamp,  swing  vise  and  insert  pin.  As  the  base  is  graduated 
into  degrees  of  a  circle,  the  jaws  may  be  located  and  clamped 
at  any  desired  angle. 

Attention.  —  To  obtain  very  accurate  results,  a  thin  back- 
ing strip  or  a  rod  of  small  diameter  is  inserted  between  the  slid- 
ing jaw  of  vise  and  work  to  insure  even  pressure  on  the  fixed 
jaw,  so  that  the  second  cut  will  be  exactly  at  right  angles  to 
the  first. 

The  pressure  of  the  vise  jaws  has  a  tendency  to  lift  the 
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work,  and  for  finishing  fine  work  strips  of  tissue  paper  may  be 
inserted  at  each  end  between  the  planer  parallel  and  work 
and  the  work  lightly  pounded  to  its  seat  with  lead  hammer 
until  it  pinches  the  paper. 


CUTTINO  OFF  TOOL     .  = 


0-E 


S-= 


Fig.  55.  —  To  Cut  Off  Wobk  Held  in  Vise. 

76.  Cutting-off  work  held  in  a  vise,  Fig.  55.  —  Use  cutting- 
off  tool,  the  head  as  at  A  and  apron  swivel  vertical.  For 
deep  cuts  the  apron  must  be  clamped  or  the  tool  lifted  out 
of  groove  on  return  stroke. 


Fig.  66. — Taphr  Kbt  Hbld  in  Vise  with  Swivel  Fixture. 

77.  To  plane  taper  work  in  a  vise.  —  Use  swivel  fixture  A, 
Fig.  56.  Place  it  between  the  sliding  jaw  and  taper  key  B. 
By  matching  the  tapers,  two  taper  keys  may  be  held  and 
planed  without  the  fixture. 
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78.  To  plane  rectangular  work  held  in  shaper  visei  Fig.  57. 


Fig.  67.  —  Schedule  Drawing. 

Spedflcations:  Material,  iron  casting  i"  large,  free  from  visible 
defects;  weight,  7  lbs.  14  oz.  Hardness,  23  to  35  (scleroscope). 
High-speed  steel  cutting  tools.  Speed,  30  to  60  F.P.M. 
Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil  shaper, 
3  min.  —  "Set  up"  machine,  13  min.  —  Plane  rough  surfaces  (1), 
(2),  (3),  (4),  21  min.  —  Finish  plane  surfaces  (5),  («),  (7),  (8),  11  min. 
—  Set  vise,  apron  swivel  and  stroke  for  vertical  planing,  7  min.  — 
Rough  and  finish  plane  ends  (»),  (10),  (11),  (W),  13  min.  —  Clean 
shaper,  5  min.  —  Total,  1  h.  18  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES,   FIXTURES 

AND  TOOLS  ifi 


Opsrationb. 

Machines,  Fixtures, 
Speeds,  Feeds. 

"      ^ — 
Tools. 

Snag  easting. 

Machinist's  vise. 

Hammer,  cold  chisel, 
10"  or  12"  worn- 

t 

bastard  file. 

Clean  shaper  and  vise. 

14"  shaper  and  shaper 
vise,  cutting  speed 
50  F.P.M. 

Brush,  waste. 

Oil  bearings. 

Machine  oil. 

Horizontal  planing. 

In  vise,  clamp  work,  see  Fig.  64, 

Shaper    vise,    planer 

Lead     hammer. 

with  planer  parallel  under- 

parallel. 

shaper  wrench. 

neath.    Adjust  dogs  on  ram 

to  length  of  stroke. 

Rough  plane  (Bevel  end.) 

(1). 

Feed  2  teeth  or  ,»j". 

10"  or  12"  bastard 

one  cut  tV' deep.   Seep. 

917. 

file,  holder  and 
cutter  or  diamond- 
point  tool  15® 
rake,  3"  rule. 

PLANING  CAST  IRON 
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In  Tise  clamp  work  with  planer 

parallel  underneath. 
Rough  plane  (Bevel  end.)    (S), 

with  (1)  against  fixed  jaw, 

one  cut  iV"  deep. 
In  yiie  clamp  work  with  planer 

parallel  underneath. 
Rough  plane  (Bevel  end.)    (S), 

with  (1)  against  fixed  jaw, 

one  cut.    Set  tool  1}"  +  ^" 

from  parallel  underneath. 
In  Tise  clamp  work  with  planer 

parallel  underneath. 
Rough  plane  (Bevel  end.)    (4), 

with  (S)  against  fixed  jaw, 

one  out.  SettoolliV"+ A" 
from  parallel  underneath. 

In  Tige  clamp  work  with  planer 
parallel  underneath. 

Finish  pUne  (S).  (C),  (7).  (8), 
in  given  order.  For  (8),  (C), 
set  tool  to  take  cut  jW,  es- 
timated; for  (7),  (8),  set  tool 
to  dimensiona  by  rule  or  gage 
block.  (File  burr  o£F  edges). 
Set  vise  at  right  angles  to 
present  position,  reclamp. 
See  Fig.  55. 
Vertical  planing. 

In  Tiie  clamp  work  with  planer 
parallel  underneath.  Adjust 
dogs  on  ram  to  length  of 
stroke. 

Rough  plane  (Bevel  end.)  (•), 
with  (S)  against  fixed*  jaw, 
one  cut  A"  deep. 


/f 


Finish  plane  (!•),  one  cut  jif 
deep. 


Reverse  work. 

Rough   plane   (11),   with    (S) 

against  fixed  jaw,  one  cut.  Set 

tool  121"  +  rh"  'rom  (If). 
Finish    plane    (IS),    one   cut. 

Set    tool    12i"    from    (i«). 

(File  burr  off  edges.) 
Stamp  name  on  broad  surface. 


Feed  4  teeth  or  ^ 


ff 


Swing  apron   swivel. 
See  Fig.  21. 


Hand  feed,  or  if 
equipped  with 
power  feed,  use  2 
teeth  or  ^". 

Hand  feed  or  power 
feed,  1  tooth  or  ^ 


ft 


8"  or  10"  hand- 
smooth  file, 
square-nose  fin- 
ishing tool,  rule  or 
gage  block. 


Holder  and  cutter 
15**  rake,  or  cut- 
ting   down    tool. 

Holder  and  cutter 
15**  rake,  or  side 
tool  with  point 
beveled. 

Long  rule  and  short 
rule. 


i"  steel  letters,  ham- 
mer. 
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79.  Slide  rule  for  tuning  planer  work. 


CUTTDW  spno   •••■.  4 
■natN*  a  vcmTN  SliOC       *b  *W 
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Fig.  68. — Slide  Rule  Set  pob  Cutting  Speed  of  30  F.P.M.,  Rbtubn 

Speed  90  F.P.M.,  Feed  tV"- 

The  slide  rule,  Fig.  58,  is  used  for  calculating  the  time  re- 
quired to  plane  work  at  different  cutting  speeds,  return  speeds 
and  feeds.  It  consists  of  a  rule  and  slide  with  five  scales. 
Scale  A  is  the  cutting  speed,  scale  B  is  the  return  speed,  scale 
C  is  the  feed,  scale  D  the  area  to  be  planed,  and  scale  E  the 
time  required  to  do  the  planing. 

To  use  the  slide,  first  find  the  number  of  square  inches  to  be 
planed;  second,  find  the  cutting  and  return  speeds  of  the  planer; 
third,  decide  on  the  feed  to  be  used;  fourth,  locate  the  point  of 
intersection  of  the  cutting  speed  curve  on  scale  A  with  the 
horizontal  return  speed  line  on  scale  B;  fifth,  move  the  slide 
until  the  feed  figure  on  scale  C  is  directly  under  this  intersec- 
tion; sixth,  locate  on  scale  D  the  number  corresponding  to  the 
area  of  work  to  be  planed  and  directly  below  on  scale  E  will  be 
found  the  time  it  will  take  to  do  the  planing. 

Example.  —  To  plane  a  bench  leveling  plate  20  inches  by  30  inches 
long. 

Width  X  Length    20"  X  30"  =  600  square  inches 
Cutting  speed  30  feet  per  minute 

Return  speed  90  feet  per  minute 

Amount  of  feed  tV" 

Move  the  slide  until  the  t*^"  on  scale  C  comes  directly  under  the 
intersection  of  30  foot  cutting  speed  on  curve  from  scale  A,  and  'the 
90  foot  return  speed  line  from  scale  B,  Directly  below  the  600  on 
scale  D  will  be  found  on  scale  E^  the  time  required  36  minutes. 

Attention,  —  In  calculating  the  area  to  be  planed,  the  over-travel  of 
tool  at  front  end  of  work,  and  tool  clearance  at  back  end,  should  be 
added  to  the  length. 
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SECTION  10 
MILLING 

Litroduction.    Milling  Machines.    Ifiilling  Cutters.    Speeds  and  Feeds. 

Measuring  Work.    Plain  Milling.    Jigs  and  Fixtures.    Lidez  liilling. 

Calculating  Diameter  of  Blank  to  Mill  Square  or  HexagonaL 

Milling  on  Centers.    Grooving  Taps.    Fluting  Reamers* 

MiUing  Teeth  of  Milling  Cutters.    Circular  liilling. 

Vertical  Milling.    Profiling.    Rake  Tooth 

Milling  Cutters. 

INTRODUCTION 

1.  Milling  is  a  process  of  machining  parts  to  dimensions,  to 
regular  and  irregular  shapes,  to  cut  gears,  to  groove  taps, 
reamers,  drills,  etc.,  with  rotary  cutters.  Its  greatest  value 
is  its  power  of  dupUcation  to  produce  interchangeable  machine 
parts. 

MILLING  MACHINES 

2.  Milling  machines  may  be  classed  as  follows: 

I.  The  coltunn  and  knee  type,  Fig.  1,  made  both  plain  and 
universal,  and  used  for  general  work. 

n.  The  planer  type.  Fig.  26,  for  the  heaviest  gang  and  slab 
miUing. 

in.  The  manufacturing  type,  Fig.  29,  for  light  plain  milUng. 

IV.  Vertical  milling  machines  make  use  of  the  rapid  end 
mill  principle  of  cutting  and  are  used  for  face  milling,  die  sink- 
ing, routing,  etc.,  see  Fig.  64. 

V.  Profiling  machines  make  use  of  the  templet  principle  of 
milling  irregular  shapes,  see  Fig.  69. 

VI.  Special  milling  machines:  Gear-cutting  machines,  bolt 
heading  machines,  thread  milling  machines,  etc. 

Speed  changes  are  obtained  by  cone  headstock  (cone  drive) 
or  gear  headstock  (constant  speed  drive). 

3.  A  plain  milling  machine.  Fig.  27  (column  and  knee  type), 

is  used  for  various  kinds  of  plain  milling,  as  surface  or  face 

lOOl 
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milling,  keyways,  slotting,  etc.,  and  with  the  addition  of  index 
centers,  is  used  for  index  mdling.     See  also,  Fig.  28. 

The  table  is  provided  with  two  movements — longitudinal, 
controlled  by  hand  and  power  feeds;  and  transverse,  by  hand 


Fio.  I.  —  UNii-ERSAL  MiixiNQ  Machine. 

feed  and  on  some  machines  by  power  long  feed.  The  knee  is  ad- 
justable on  the  column  and  may  be  set  at  different  heights  to 
suit  the  work,  and  may  be  fed  upward  to  take  vertical  cuts  by 
hand  and  on  some  machines  by  power. 
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4.  A  universal  milling  machinei  Fig.  1  (column  and  knee 
type),  with  swivel  table  for  spiral  operations,  is  adapted  to  a 
great  variety  of  work.  It  is  used  for  all  kinds  of  index,  spiral 
and  light  plain  milling  and  within  its  capacity  can  do  the  work 
of  all  the  other  classes  of  milling  machines,  planers  and  shapers, 
both  regular  and  special. 

6.  Universal  milling  machine  described,  Fig.  1. 


SCHEDULE  OF  PARTS 

Motor  Drive    Constant  BEi;r  Speed    Gear  Headbtock 

Gear  Feed 


1.  Frame. 

2.  Knee  gibbed  to  frame. 

3.  Clamp  bed. 

4.  Saddle  pivots  in  clamp  bed, 
is  graduated  in  degrees. 

5.  Table  gibbed  to  saddle,  can 
be  Bwiveled  to  any  desired  angle 
for  milling  spirals. 

6.  Index,  spiral  or  dividing 
head  (detachable)  with  mecha- 
nism for  rapid,  plain  and  differen- 
tial indexing.  Also  connected  by 
gears  to  feed  screw  to  give  rotary 
motion  to  mill  work  spirally. 

7.  Footstock  (detachable). 

8.  Driving  pulley  driven  by 
motor  or  belt  from  countershaft. 

9.  Rheostat,  starting  device  for 
motor. 

10.  Gear  headstock  consists  of 
spindle,  back  gears  and  mounted 
system  of  gearing,  giving  16 
spindle  speeds,  ranging  in  geo- 
metric progression  from  15  to 
376  revolutions  per  min. 

11.  Speed  table  gives  spindle 
speeds,  and  position  of  the  three 
levers  A,  B,  C,  to  obtain  them. 
To  obtain  a  given  speed,  unlatch 
lever  A  and  lower  it.  Move  in- 
dex lever  B  to  required  column 


under  speed  table,  then  raise  lever 
A  to  engage  proper  gears  and 
latch  it.  Lever  C  gives  fast  or 
slow  motion.  Throw  back  gears 
in  and  out  as  in  lathe. 

12.  Mounted  system  of  feed 
gears  similar  to  the  headstock, 
driven  by  a  chain. 

13.  Feed  table  gives  position 
of  three  levers  Z),  E^  F,  to  obtain 
12  feeds.  To  obtain  a  given  feed, 
unlatch  lever  D  and  raise  it. 
Move  lever  E  to  required  coliunn 
under  feed  table  13,  then  lower 
lever  D  to  engage  gears  and  latch. 
Lever  F  gives  fast  and  slow  mo- 
tion. 

14.  Power  long,  feed  lever. 

15.  15'.  Table  dogs  to  stop 
power  long.  feed. 

16.  Power  cross  feed  lever. 

17.  Power  vertical  feed  lever. 

18.  18'.  Vertical  feed  dogs. 

19.  Lever  to  start,  stop  or  re- 
verse all  feeds. 

20.  Knob  to  release  spindle 
when  desired  to  rotate  it  by  hand. 
Dials  on  long,  or  horizontal,  cross 
and  vertical  feeds  are  graduated 
in  thousandths. 
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6.  Milling-machine  arbor  A,  Fig.  2,  which  is  used  for  light 
work,  is  held  in  place  by  a  tang  and  is  removed  with  a  rod. 
The  cutter  may  be  secured  on  arbor  by  wire  key,  collars  and 
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Fig.  2.  —  Milung- Machine  Arbor  for  Cutters  with  Plain 

Holes  —  Light  Work. 
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Fig.  3.  —  Milling-Machine  Arbor  for  Cutters  with  Plain 

Holes  —  Heavy  Work. 

nut,  or  the  key  may  be  omitted  for  light  work.  Arbor  B, 
Fig.  3,  is  used  for  heavy  work.  It  is  held  by  drawing-in  bolt, 
and  backed  out  by  nut. 


Fig.  4.  —  Shell-Mill  Arbor. 


Fig.  5.  —  Milling-Machine  Colt- 
lets  for  Mills  with  Taper 
Shanks. 


7.  Shell-mill  arbor.  Fig.  4,  is  used  to  hold  shell  mills. 

8.  Milling-machine  collets  (C),  (D),  Fig.  5,  are  used  to  hold 
taper  arbors  and  shanks,  such  as  end  mills. 
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MILLING  CnTTERS 

9.  Milling  cutters  (classified  in  four  types,  see  Chart,  Fig.  10,) 
are  made  of  carbon  and  high-speed  steel, 

hardened,  tempered  and  ground.     Large  . 

mills  are  made  with  cast-iron  or  machine-  I 

steel  body  and  high-speed  steel  inserted  t 

teeth.     Lai^e  mills  are  often  nicked. to 
break  chips  and  reduce  friction. 

10.  Face  or  plain  milling  cutter>  Fig. 
6,  cuts  surface  parallel  to  its  axis.     Cut- 
ters over  3"  in  width  have  helical  teeth;  Fio.  6. — Face  Milunq 
less  than  |",  have  straight  t«eth.     They  Ciittkk. 

are  used  for  keyways,  slots,  cutting-off  stock  and  similar  work. 
Grind  clearance  on  teeth  6°  to  7°  for  cutters  under  3"  in 
diameter,  and  4°  to  5°  for  those  over  4". 
Excessive  clearance  will  cause  vibration. 
See  Coarse  Tooth,  Rake  Tooth,  and  Heli- 
cal Tooth  Milling  Cutters,  pp.  1047, 1048.    \\ 


11.  Side   or  radial  mills   (shell-end  • 
mill),  Fig.  7,  cut  surfaces  perpendicular 
to  axis.     Grind  clearance  2°  to  i"  and 
.001"  to   .002"   hollow,   or   lower   near  Fiq.  7.— Sheli^Enboe 
center.     Excessive  clearance  will  cause  Side  Mill. 
vibration. 

12.  Angular  cutters,  Fig.  8,  cut  surfaces  inclined  to  axis,  aa 

45°.  50°,  60',  70" 

and  80°.   Double- 

ai^le  cutters  have 

angles,  as  40°  and 

12",  48°  and  12", 

etc.    Grind  clear- 
ance same  as  face 

and  side  cutters. 
13.   Formed       Fio.  9.  —  Fobmbd 

milling  cutter,         MimNoCurraii. 
Fig.  9,  cuts  surfaces  of  cumed  or  irregular  outline.     It  is  so 
relieved  that  clearance  does  not  have  to  be  considered.    The 
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CHART  OF  MILLING  CUTTERS 

HIGH  SPEED  OR  CARBON  STEEL 

FOUR  CLASSES 


PLAIN 
MILL 


FACE  OR  PLAIN 

inserted 
(nicked)  teeth 


METAL 
SLITTING  SA^kf 


HEAOINO  OR 
STRADDLE 

5 


SIDE  OR  RADIAL 

END  MILL 

6 


CENTER  CUT  END  MILL 

7 


INSERTED  TOOTH 
SURFACE  MILL 

9 


SINGLE 
ANGLE 

10 


DOUBLE 
ANGLE 

11 


ANGULAR 

CUTTER  FOR 
SPIRAL  MILLS 


THREAD 
MILLING 


8PUR,SPIRAL  AND 
WORM  GEAR  HOB 

u 


FORMED 

TWIST  DRILL 
GROOVING 

17 


INVOLUTE 
GEAR  CUTTER 

18 


EPICVCLOIDAL 
GEAR  CUTTf  R 

19 


SPROCKET 
WHEEL 

20 


FORMING 
CONVEX 

21 


FORMING 
CONCAVE 

22 


FORMING 
IRREGULAR 

23 


FLY 
CUTTER 


Fig.  10. 
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teeth  must  be  ground  radially  and  equidistantly  or  it  will  not 
mill  its  correct  form. 

14.  Form  milling  cutters  are  made  and  sharpened  by  grind- 
ing the  top  of  the  teeth  the  same  aa  ordinary  cutters,  but  are 
largely  superseded  by  formed  cutters. 

16.  Fly  cutter,  as  shown  in  Chart,  Fig.  10,  No.  24,  is  an 
impromsed  cutter  that  can  be  made  to  any  desired  form  for 
any   experimental   operation,   as   plain,   angular,   or  formed 

milling,  also  to  cut  the  teeth  of  

gears,  as  in  Fig.  11.  It  is  filed 
to  shape  with  clearance  back 
of  cutting  edge,  then  hardened, 
tempered  and  the  face  ground. 
It  is  securely  held  in  the  fly 
cutter  arbor.  As  there  is  only 
one  cutting  edge,  the  feed  must 
be  very  fine. 

16.  A  cotter  mill  is  often  used 

to  mill  slots.     See  C,  Fig,  42.         ^°'  n -Cottikg  Gbab  Tmsra 

17.  Right  and  left  cutters.  —  wtth  Fly  Cutteb. 
Ordinary  milling  cutters  can  be  operated  both  right  and  left, 
according  to  which  side  is  placed  on  arbor  first.  Irregularly 
formed  cutt€rs  are  obtainable,  right  or  left,  to  suit  different 
milling  machines.  The  cutting  movement  of  a  right  cutter 
is  the  same  as  that  of  a  regular  twist  drill. 

18.  The  correct  and  incorrect  direction  of  rotation  for 
horizontal  feed  is  shown  in  Figs.  12,  13.  —  To  mill  work  by 
raising  knee,  that  is  vertical  feed,  work  should  be  on  side  of 
mill  moving  downward  to  avoid  tendency  of  mill  to  lift  work. 
For  a  very  thin  cutter,  set  gib  screws  hard,  or  use  a  counter- 
weight to  hold  table  Back  because  back  lash  will  cause  teeth 
to  catch  and  break. 

19.  Opposite  cutting  movements  of  different  machines. — 
Before  placing  a  cutter  on  a  milhng-machine  arbor,  ascertain 
the  position  of  headstock  on  the  table,  whether  right  or  left, 
which  differs  on  different  makes  of  milling  machines.  See  Figs. 
40,  57.  Also  the  direction  of  cutting  movement  and  direction 
of  rotation  of  cutter  teeth. 
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20.  Selection  and  mounting  of  cutters  depends  on  nature 

of   work,    construc- 
tion of  machine  and 

available    cutters. 

Use  cutters  as  small 

as  work  will  permit 

as  they  have  a  short- 
er cut  and  require 

less  power.    End 

mills  or  side  mills  are 

the    fastest    cutters 

as  they  have  more 

teeth  in  contact  at 

once.      For  some 

operations,    as   cut- 
ting gears,  a  certain  type  of  formed  cutter  must  be  used. 
Before  mounting  a  cutter,  start  machine  and  note  direction 
of  rotation. 

Attention.  —  When  setting  up  machine,  all  parts  that  are 
fitted  or  clamped  together  must  be  wiped  clean.  Vise,  fix- 
tures and  work  must  be  held  securely. 


rcKDiNtt  womc 

AOAINar  OUTTBR 

Fig.  12.  —  Cobbect 
Cutting  Movement. 
For  Horizontal 
Feed. 


Fig.  13.  —  Incx)rrect 
Cutting  Movemekt. 
For  Horizontal 
Feed. 


SPEEDS  AND  FEEDS 

21.  Cutting  speeds  for  milling  cutters  depend  on  the 
hardness  of  the  material,  depth  of  cut  and  stability  of  the 
machine,  therefore  only  approximate  speeds  are  suggested. 

Carbon  steel  cutters:  Cast  iron,  40  F.P.M.;  machine  steel, 
40  F.P.M.;  annealed  carbon  steel,  30  F.P.M.;  brass  or  com- 
position, 80  F.P.M. 

High-speed  steel  cutters:  Cast  iron,  80  F.P.M. ;  machine 
steel,  80  F.P.M.;  annealed  carbon  steel,  60  F.P.M.;  brass 
or  composition,  160  F.P.M. 

For  great  accuracy,  rough  oversize  and  finish  with  a  light 
cut,  high  speed  and  fine  feed.  A  cutter  may  be  safely  rotated 
the  same  number  of  revolutions  as  lathe  work  equal  in  diam- 
eter to  cutter.  A  sUtting  saw  will  stand  twice  the  cutting 
speed  of  a  large  plane  mill. 
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22.  Feed  for  milling  cutters  is  from  .002''  to  .250''  per 
cutter  revolution  and  depends  on  diameter  of  cutter,  kind  of 
material,  width  and  depth  of  cut,  size  of  work,  and  whether 
light  or  heavy  machine  is  used.  Plain  mills  will  stand  a 
coarse  feed;  angular  mills  will  not.  A  3"  plain  cutter  at 
40  F.P.M.,  feed  .040"  per  cutter  revolution,  will  produce  a 
finished  surface. 

As  a  large  part  of  milling  is  done  with  one  cut,  the  feed 
should  be  fine  enough  to  produce  a  smooth  surface.  When 
two  cuts  are  used,  it  is  best  to  try  a  low  speed  and  coarse  feed 
for  roughing,  and  a  faster  speed  and  finer  feed  for  finishing. 

Warning,  —  High  speeds,  not  coarse  feeds,  ruin  cutters. 
Watch  action  of  cutter,  belt  and  feed.  Too  fast  a  speed,  or 
a  dull  cutter  will  make  a  squeaking,  scraping  noise.  A  dull 
cutter  wears  rapidly  and  produces  a  rough  surface.  As  soon 
as  a  cutter  shows  dullness,  grind  it. 

23.  Lubricant  for  milling  cutters.  See  Table,  p.  l49. — 
Cast  iron  and  brass  or  composition  are  milled  dry.  A  jet 
of  air  to  remove  chips  will  admit  faster  feed  and  prolong  life 
of  cutter.  Lard  oil  is  used  on  tenacious  metals,  such  as  steel 
and  wrought  iron.  A  stream  of  oil  under  pressure,  will 
wash  away  chips,  prevent  clogging  and  recutting  of  chips. 
For  ordinary  work,  drop  oil  on  cutter,  as  in  Fig.  50.  While 
lard  oil  is  best,  milling  compounds  are  obtainable  which  are 
less  expensive,  or  a  soda-water  mixture  may  be  made,  as 
follows:  \  lb.  sal  soda,  \  pt.  lard  oil,  \  pt.  soft  soap  and 
water  to  make  10.  qts.    Boil  one-half  hour. 

24.  To  mill  aluminum.  —  Speed  for  high-speed  steel  mill- 
ing cutters  110  F.P.M.  Feed  from  .007"  to  .250"  per  cutter 
revolution.  The  speed  and  feed  for  milling  aluminum  may 
be  from  25  per  cent  to  50  per  cent  higher  than  for  brass. 

Lubricant:  equal  parts  of  lard  oil  and  kerosene,  or  soap, 
water  and  kerosene;  or  lard  oil,  25  per  cent,  benzine,  75  per 
cent.  Some  prefer  a  compound  made  as  follows:  3  gals, 
mineral  lard  oil,  5  lbs.  sal  soda,  and  47  gals,  of  water. 

End  mills  or,  preferably,  high-speed  steel  inserted-tooth 
face  milling  cutters,  give  better  results  than  plain  milling 
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cutters  as  there  is  more  chip  room,  and  with  a  proper  lubri- 
canty  clogging  and  recutting  of  the  chips,  which  is  the  real 
trouble  in  milling  aluminum,  is  avoided. 

Example  in  milling  aluminum.  —  3 J"  high-speed  steel  in- 
serted-tooth  face  milling  cutter,  as  in  Fig.  64:  speed,  320 
R.P.M.;  feed,  4.8"  P.M.,  lubricated  abundantly  with  a  mix- 
ture, one  part  aqualene,  20  parts  water,  will  produce  a  finely 
finished  surface. 

Information.  —  All  machining  operations,  as  turning,  drill- 
ing, planing,  milling,  etc.,  on  other  metals,  may  be  applied 
to  aluminum  by  using  a  good  lubricant.  Pure  aluminum 
does  not  machine  as  readily  as  some  of  the  standard  aluminum 
alloys.  In  general,  the  cutting  speed  should  be  higher  and 
the  feed  lower  than  for  brass. 

26.  To  mill  copper.  —  Speed  80  F.P.M.  or  a  little  lower 
than  for  brass.  Feed  .002"  to  .125"  per  cutter  revolution. 
Lubricant  same  as  for  aluminum,  or  milk  may  be  used. 

26.  Pickling  and  tumbling  castings  and  forgings.  —  The 
hard  scale  and  sand  should  be  removed  from  castings  before 
milling  by  tumbling  in  barrel  or  by  pickling.  Forgings 
should  be  pickled  as  the  scale  is  destructive  to  cutters.  See 
Pickling,  Principles  of  Machine  Work. 

MEASURING  WORK 

27.  To  set  cutter  by  trial  to  cut  required  depth.  —  Take 
short  cuts  and  test  depth  with  a  rule,  or  line  out  work  and 
take  short  cuts  to  line. 

28.  To  set  cutter  by  measurement^  start  machine  and 
move  work  under  cutter  by  hand  long,  feed;  then  raise  knee 
by  vertical  feed  shaft  until  work  just  touches  revolving  cutter 
(or  take  a  short  trial  cut  less  than  required  depth  and  measure 
work  with  micrometer).  Set  dial  on  vertical  feed  at  zero  and 
move  work  away  from  cutter,  then  raise  knee  number  of 
thousandths  of  an  inch  required.  Move  table  slowly  to  cut 
by  hand  feed  to  avoid  breaking  cutter,  then  throw  in  power 
feed.  At  end  of  cut,  trip  feed  by  hand  or  automatically  by 
table  dog. 
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Fig.  14.  —  Setting    Vise    Jaws 
Parallel  to  Arbor. 


29.  The  limit  in  milling.  —  For  plain  milling,  as  bolt  heads, 
nuts  and  similar  work,  a  limit  of  from  .002"  to  .004"  is  allow- 
able.    On  fine  machine  parts, 

such  as-  gun  work,  sewing 
machines,  typewriters,  electri- 
cal and  scientific  instruments, 
limits  from  .0005"  to  .002" 
are  allowable.  For  close  fits, 
mill  as  accurately  as  possible 
to  save  filing. 

PLAIN  MILLING 

30.  Methods  of  holding 
work  in  plain  milling  are  sim- 
ilar to  those  for  planing  or  dril- 
ling. There  are  three  general 
methods:  Holding  in  vise, 
clamping  to  table,  or  holding 
by  jig  or  fixture. 

31.  To  set  milling  machine 
vise  on  table  with  jaws  par- 
allel to  arbor,  see  Fig.  14,  and  at  right  angle  to  arbor,  see 
Fig.  15.    To  set  jaws  at  any  other  angle,  use  bevel  protractor, 
or  graduated  circle  at  base  of  swivel  vise,  Fig.  17. 


Fig.  15.  —  Setting  Vise  Jaws  at 
Right  Angle  to  Arbor. 


Fig.  16.  —  Face  Milung. 
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32.  To  face  mill  woil,  Fig.  16.  —  Drive  arbor  lightly  into 
_  spindle.  Place  cutter  on  arbor,  clamp  bard  and  adjust  to 
arm.  Bolt  vise  to  table  with  jaws  at  right  angle  to  arbor. 
Place  work  on  planer  parallel  A,  and  clamp  hard.  As  pressure 
of  jaws  will  lift  work,  pound  with  soft  hammer  during  and 
after  clamping. 


FlQ.   17.  —  MlLUNQ  WOHK  IN  SWIVBL  ViBE  SeT  AT  45°. 


Fifi.  18.  —  tI«v-ER8AL  Vise  Sex  at  45°  Vehticallt  to  Spindlb. 

33.  Graduated  swivel  vise,  Fig.  17,  is  used  for  milling  at 
an  angle  as  shown.  The  width  of  the  slot  in  work  is  ad- 
justed by  inserting  thin  metal  or  paper  washers  between  the 
interlocking  side-milling  cutters. 


ANGULAE  MILLING 


1013 


34.  A  universal  vise  can  be  swuog  to  almost  any  position, 
at  a  right  angle  to  plane  of  axis  of  spindle  and  45°  vertically, 
aa  in  Fig.  18,  or  at  an  angle  of  45°  vertically  and  horizontally, 
as  in  Fig.  Id. 


Fia.  20. — MiLUNO  Slot  in  Work 
Held  in  Shell  Fixture. 


Fia.  21. — BsQiNNiKa  and  End- 
ing CtTTS  IN  Grooves,  Fldteb, 
Ketvatb  and  Slots. 


36.  Shell  fixture,  Fig.  20,  made  square  or  hexagonal,  and 
used  to  hold  two,  four  or  six-sided  work  without  an  index 
head.  For  shafts,  spindles  and  screws,  the  hole  is  straight. 
For  shanks  of  mills,  drills  and  arbors,  the  hole  is  taper.     A 
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screw  secures  work  in  fixture,  and  a  slot  permits  vise  to  clamp 
work. 

36.  In  taking  short  trial  cuts  to  obtain  width  of  land  in  groov- 
ing taps,  fluting  reamers,  milling  teeth  of  cutters,  etc.,  it  is  well 
to  know  that  the  milling  cutter  does  not  cut  its  full  depth 
until  the  axis  of  the  cutter  has  passed  the  end  of  the  work  as 
shown  at  AA\  Fig.  21.  To  avoid  a  curved  tooth  or  land, 
at  end  of  cut,  the  feed  must  be  continued  by  power  or  hand 
until  the  axis  of  the  cutter  has  passed  the  end  of  the  work  as 
shown  at  BW  and  CC,  Fig.  21.  To  mill  the  bottom  of  a 
keyway  or  slot  straight  to  a  shoulder,  do  not  stop  the  feed 
until  the  axis  of  cutter  has  passed  the  shoulder  as  shown  at 
DD\  Fig.  21. 


I  shaft! 


Fig.  22.  —  Milung  Kbyway  in  Shaft. 


Information.  —  To  terminate  a  cut  automatically  at  end 
of  tooth  or  land,  mount  work  on  centers,  raise  table  until 
work  just  clears  cutter.  Start  machine  and  power  feed. 
Sight  axis  of  cutter  and  end  of  tooth  or  blank  and  when  axis 
of  cutter  is  nearing  end  of  tooth  or  blank,  clamp  table  dog. 
Begin  cut  as  in  AA\  Fig.  21,  and  mill  one  groove  and  termi- 
nate cut  with  table  dog.  Then  adjust  dog  to  correct  length 
of  groove. 
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37.  To  mill  keyway  or  slot  in  shaft.    Fig.  22. 

Specifications:  Material,  machine  steel  shaft  cold  rolled,  turned  or 
ground,  1^^"  diameter.    Mill  keyway  }"  wide,  ^y"  deep. 

Machines  and  tools:  Milling  machine,  milling  machine  vise,  arbor, 
i''  cutter,  rule,  planer  parallel,  lead  hammer. 

Speed,  Ist  or  2d  speed  or  60  F.P.M. 

Feed,  mediimi  power  feed,  or  .010"  per  cutter  revolution. 

Lubricant,  lard  oil. 

Time:  10  min.  with  machine  ''set  up." 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


L  Clean  and  oil  machine  and 
vise. 

n.  Preparatoiy  adjustments.  Fas- 
ten milling  machine  vise  to  table 
with  jaws  at  right  angle  to  arbor. 
See  Fig.  15. 

Insert  clean  arbor  in  dean 
spindle  and  drive  lightly  with 
lead  hammer.  Place  cutter  on 
arbor  without  key,  to  cut  in  direc- 
tion of  rotation  as  shown,  and 
clamp  hard.  Oil  end  of  arbor 
and  adjiist  arm  to  it. 

m.  Set  cutter  centraL  Raise 
table  and  move  cross  feed  until 
distance  A,  from  cutter  to  fixed 
jaw  Bf  equals  one-half  diameter  of 
shaft  less  one-half  width  of  cutter. 

Example:  shaft  «  1tV">  cut- 
ter =  J".  One-half  diameter  of 
shaft  =  iJ",  one-half  width  of 
cutter  «  i".    Thus  distance  A  = 


Clamp  cross  feed. 

IV.  Clamp  shaft  in  vise.  Lower 
table.  Place  shaft  C  on  paral- 
lel between  vise  jaws.  Clamp 
hard  and  drive  to  seat  with  lead 
hammer.  Draw  line  for  length 
of  keyway. 

V.  Take  trial  cuts.  Start  ma- 
chine and  take  a  few  short  trial 
cuts  with  hand  feed  imtil  cutter 
mills  its  width. 

VI.  Raise  table  for  depth  of 
keyvfty-  Move  work  away  from 
cutter.  Set  vertical  dial  at  zero 
and  raise  table  required  nimiber  of 
thousandths  for  depth  D  (.094"). 

Feed  work  to  cutter  by  hand 
feed  then  throw  in  power  feed 
and  Tnill  keyway  with  one  cut. 
When  nearing  Hne,  trip  power 
feed  by  hand,  and  feed  to  line  by 
hand  feed. 


Attention.  —  When  milling  two  or  more  keyways,  slots,  grooves, 
etc.,  it  is  best  to  set  and  adjust  table  dog  to  trip  feed  automatically 
at  desired  length  of  cut. 

Warning.  —  To  avoid  injury,  keep  clothing  and  fingers  away  from 
revolving  cutters. 
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38.  Metal  slittiiig  saw  A,  Fig.  23,  is  used  to  slit  lathe  foot- 
stock  B,  held  by  fixture  C.  Also  to  cut  off  pieces  of  work  as  in 
Fig.  24. 


FiQ.  23. — SuTTiNO  Lathe 

FOOMTOCK. 


Fia.24. — CnTTiNQ  Oft  Pibcks. 


FiQ.  26.  —  MiLLiNO  Dovetail.    Plain  Miluno  Macbink. 


39.  To  mill  dovetail,  Fig.  25,  use  angular  shell  mill  A, 
mounted  on  end  of  short  arbor  with  hand  vertical  feed.  If 
necessary,  raising  block  C  may  be  used  to  elevate  work  B. 

40.  Planer-type  milling  machine,  Fig.  26,  with  elevating 
spindle,  is  designed  for  heavy,  wide  and  long  cuts.  They  are 
made  with  one  or  two  horizontal  heads  and  in  addition  one 
or  two  vertical  heads.    The  work  is  held  by  bolts,  clamps  and 
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screw  pins,  and  Bhould  butt  against  pins  or  angle  plate  to 
prevent  slipping. 


Fia.  26.  —  Plamek-Ttfb  Milunq  Machine. 

41.  Gang  mills  are  made  by  combining  a  number  of  mills 
of  desired  shape,  as  in  Fig.  27,  and  enables  work  to  be  fin- 
ished in  one  operation.  . 


FiQ.  27.  —  Gauo  Mills.    Milling  a  Cap. 

JIGS  AND  FIXTURES 

42.  Milling  jigs  and  fixtures  are  used  where  a  number  of 
duplicate  parte  have  to  be  milled.    See  Figs.  28,  29,  30. 
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43.  Multiple  miUing.— Use  miUing  fixture.  Fig.  28,   for 
rapid  production  of  keyways.    It  is  bolted  to  table  and  has 


'  MuLTiFLK  MiLUNo.    MnjJNQ  EiTWATB  IN  Thbi 
SBArre  AT  Om  Tnix. 


Fta.  29.  —  CouMERCiAL  Milunq.  MANUFAcrinuNo  Miluno  Machink. 


three  V-groovea  into  which  three  shafts  are  clamped,  and  three 
key  ways  nulled  at  a  time. 
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44.  Manufacturlngtypeofmilliiiginaclilne,  Fig.  29,  adapted 
to  accurate  duplicate  work  which  can  be  held  in  a  vise  or  jig, 
and  is  largely  used  in  gun,  sewing  machine,  typewriter,  and 
shoe  machinery  work. 

40.  A  jig  for  mUliog  duplicate  machine  parts,  Fig.  30. — 
The  mill  has  inserted  high-speed  steel  cutters,  held  in  place 
by  taper  pins. 


Fia.  30.  —  MiujNo  Dufucatb  Wosk.    Iksbrtsd  Tootb  Mill. 


INDEX  MILLING 

46.  Indeiing  is  to  divide  work  into  any  number  of  parts. 
There  are  three  methods:  Rapid,  plain  and  differential. 

47.  Rtq>id  iudeziiig  is  done  by  an  index  plate  or  disk 
fastened  to  the  index  head  spindle  which  may  have  24,  30  or 
36  notches  or  holes  to  index  work  into  any  number  of  divi- 
sions that  will  divide  these  numbers  evenly.  It  is  preferred 
for  work  that  requires  only  a  small  number  of  divisions,  aa 
bolt  heads,  nuts,  grooving  taps,  etc. 

48.  Holding  work  for  index  milling  is  similar  to  holding 
work  in  an  engine  lathe.  There  are  three  general  methods: 
Mounting  on  centers,  on  mandrel,  or  by  securing  in  a  chuck. 
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49.  To  mill  bolt  head  and  nut  hexagonal  wiUi  heading 
mills,  bolt  head  milliug  machine.    Fig.  31. 


Fio.  31.  — MiLUNO  Bolt  Hbad  and  Nut  Hexaqonau 

Sp«ciflc«tioas:  \"  bolt  turned  and  threaded,  with  {"  hexagonal  fae&d 
and  sut  %o  be  milled  to  \%". 

Hachines  and  tools:  Bolt  head  milling  machine,  arbor,  index  head 
and  universal  chuck,  two  high-epeed  steel  heading  milla,  \\"  spaciag 
collar,  miUmg-machine  nut  mandrel,  1"  micrometer. 

Speed,  60  F.P.M.,  or  lat  or  2d  speed. 

Feed,  medium  power  feed,  or  .007"  per  cutter  revolution. 

Lubricant,  lard  oil. 

Time:  for  nut  4  min.,  bolt  5  min.  with  machine  "set  up." 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


L  Clean  and  oil  machine  and 
index  head. 

n.  PreparatotT  adjustmentB. 
Place  mills  A,  on  arbor  without 
key,  %o  cut  in  direction  of  rota- 
tion as  shown,  with  \%"  spacing 
collar  between  them  and  clamp 


hard.    Move    index   head    until     space  between  mills)  held  in  chuck. 


chuck  jaws  are  \"  from  mills 
and  clamp  with  thumb  screws  on 
slide.  Place  latch  G'  in  notch  in 
index  plate  0. 

m.  Aline  mills  widi  chock.  AUne 
mills  A  with  chuck  B,  by  a  nut 
mandrel    (equal  in  diamet«r  to 
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Move  spindle  C  endwuya  by 
adjusting  nuta  on  front  box  with 
spanner  D,  until  mandrel  moved 
by  wheel  E,  will  pass  betweea 

IV.  Test  Bpacinc  of  iniUs.  Test 
spacing  of  mills  by  millii^  a  trial 
piece,  as  a  piece  of  shaft  clamped 
in  chuck.  Mill  two  sides  and 
measure  witii  micrometer,  read- 
ing should  be  .8125"  to  .8155". 
If  measurement  is  not  within  the 
limit,  adjustments  may  be  made, 
as  follows:  To  mill  larger,  [dace 
washers  of  thin  metal  or  paper 
of  the  desired  thickness  between 
mills  and  spacii^  collar.  To  mill 
smaller,  square  off  sides  of  spacing 
collar. 

V.  Hill  nut  h«zaKoiuL     Screw 


nut  hard  on  a  milllDg-machinQ 
nut  mandrel  held  between  copper 
jaws  in  a  vise.  Place  mandrel  in 
chuck  B,  with  nut  |"  from  the 
jaws  and  two  sides  of  nut  parallel 
to  mills,  and  clamp  hard.  Start 
machine  and  feed  nut  downward 
slowly  between  mills  by  huid 
wheel  E.  Mill  two  sides,  one  cut. 
Move  work  upward  until  clear  of 
mills.  Withdraw  latch  Q',  inden 
work  four  notches  on  index  plate 
G  by  revolving  with  pilot  wheel 
B.  MJU  remainii^  sides  by  the 
same  method. 

VL  HUl  bolt  head  hezagonaL 
Clamp  bolt  by  its  body  very  hard 
in  chuck  in  the  same  position  as 
t^e  nut,  and  mill  with  tiie  same 
setting  and  by  same  process. 


Fio.  32.  —  Indbxino  Mechanism. 


SO.  Index  head  and  footstock,  Noa.  6,  7,  Fig.  1,  are  used 
on  plain  or  uiuversal  milling  machines  to  do  all  kinds  of  index 
milling  (see  Spiral  Milling).  The  index  head  spindle,  Fig.  1, 
can  be  clamped  at  any  angle  with  table,  from  5°  below  hori- 
zontal to  10°  beyond  vertical.  The  footstock  center,  Fig.  1, 
can  be  adjusted  at  any  angle  in  vertical  plane. 
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61.  Index  mechanism,  plain  indexing.  —  To  determine  num- 
ber of  turns  or  any  part  of  a  turn  to  revolve  crank  for  each 
division,  divide  40  by  number  of  divisions  of  work.  Worm 
gear  A,  Fig.  32,  has  40  teeth,  and  40  turns  of  crank  B  will 
rotate  spindle  C  one  revolution.  Where  40  divides  without 
a  remainder,  adjust  index  crank  pin  to  fit  any  hole  in  circle, 
and  turn  crank  twice  for  twenty  divisions,  four  times  for  ten 
divisions,  five  times  for  eight  divisions,  etc. 

62.  Use  of  index  plate  for  obtaining  fractional  part  of  revo- 
lution of  crank.  The  index  plate  contains  concentric  rows  of 
equidistant  holes,  as  in  Fig.  33.  The  three  index  plates  sup- 
plied with  head  have  different  numbers  of  holes. 


—  •  TUIIfM-«  MO«.IS  XUHMna 


FiQ.  33.  —  Index  Plate. 


63.  The  sectoii  Fig.  33,  consists  of  two  radial  arms  A,  B^ 
that  span  required  number  of  holes,  and  are  clamped  by 
screw  C  This  saves  counting  the  holes  after  first  time,  and 
eliminates  liability  of  error. 

Example  1.  —  To  divide  work  into  15  divisions. 

Solution.  —  \%  =  2|,  number  of  turns  to  move  handle. 

Select  index  plate  with  hole  circle  divisible  by  3,  as  in 
Fig.  33  (18-hole  circle),  adjust  crank  to  allow  pin  D  to 
drop  into  a  hole  in  this  circle,  move  arm  A  against  it.     Re- 
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lease  screw  C  and  move  arm  B  until  it  spans  12  spaces, 
13  holes  =»  I  of  18.  Clamp  screw  C  Take  first  cut,  with- 
draw index  pin  and  secure  with  slight  turn.  Rotate  crank 
2  turns  and  12  spaces,  and  drop  crank  pin  in  hole  E.  Then 
with  finger,  draw  arm  A  around  until  it  is  against  index  pin, 
when  sector  arms  will  be  in  position  shown  by  dotted  arms 
A\  B'.    Take  second  cut. 

Example  2.  —  To  divide  work  into  48  divisions. 

Solution.  —  J  J  =  fj. 

Select  plate  with  a  24-hole  circle,  set  sector  arms  to  span 
21  holes,  or  20  spaces,  and  move  index  pin  that  amount  for 
each  division,  or  use  an  18-hole  circle  and  16  holes. 

64.  Graduated  sector  permits  arm  to  be  set  to  span  any 
number  of  holes  without  counting  by  data  given  in  table. 

66.  Adjustable  crank  allows  index  pin  to  drop  into  near- 
est hole  to  start  cut  readily  at  a  desired  point  on  work. 

Warning.  —  There  must  be  one  more  hole  between  sector 
arms  than  number  obtained  by  calculation,  or  given  on  index 
table  for  holes  in  indexing  mean  spaces. 

66.  The  index  table  suppUed  with  machine  gives  data  for 
plain  and  differential  indexing. 

67.  Differential  indexing  is  used  to  index  prime,  fractional 
and  other  numbers  not  obtainable  by  plain  indexing. 

68.  Differential  principlei  Figs.  34, 35.  —  The  index  spindle 
is  geared  to  index  plate  with  gears  supplied  for  spiral  mill- 
ing. Indexing  is  done  on  rotating  index  plate  with  mecha- 
nism arranged  for  plain  indexing.  With  gears  at  a  ratio  of  1 
to  1  and  one  idler  to  rotate  index  plate  in  direction  of  index 
crank,  one  division  will  be  subtracted  from  regular  indexing. 
With  two  idlers  to  rotate  index  plate  opposite  to  index  crank, 
one  division  will  be  added. 

69.  To  obtain  ratio  of  gearing,  select  a  number  near  desired 
number  of  divisions,  which  can  be  indexed  by  plain  method. 
The  difference  between  these  two  numbers  will  represent  gear 
for  spindle.  Divide  selected  number  by  40  and  quotient  will 
represent  gear  for  worm.  Multiply  each  by  a  constant  to  give 
available  gears.    If  selected  number  is  larger  than  desired 
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Dumber,  gearing  must  rotate  plate  mth  crank;  if  smaller, 
opposite  to  crank. 


Fid.  34.  —  DirFKBZMtiAi,  Indexinq  with  Sdifle  GEARora. 

Example  1.  —  Simple   gearing,   Fig.   34.     Desired  number 
of  divisions  233,  selected  number  240. 
Solution.  —  240-233-7.    7X8  =  56  gear  on  spindle. 
240  -!-    40  =  6.    6  X  8  =  48  gear  on  worm. 
One  idler  about  44.  See  To  Calculate  Simple  Gearing,  p.  327. 


Fia.  35.  —  DimcBEHTiAL  Indexino  with  CoMPOtnn)  GEAADta. 
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Example  2.  —  Compound  gearing,  Fig.  35.    Desired  num- 
ber of  divisions  257,  selected  number  245. 
Solution.  —  257  -  245  =  12.        12  X  8      96 

245^    40  =  6i. 

Factoring,  — 


6i  X  8      49 
16  X  6      64  X  48 


49       7X7      28X56 
Gear  on  spindle,  64.    First  gear  on  stud,  48. 
Second  gear  on  stud,  28.    Gear  on  worm,  56. 
One  idler  of  about  24.    See  To  Calculate  Compound  Gear- 
ing, p.  333. 


CALCULATING  DIAMETER  OF  BLANK  TO  MILL  SQUARE  OR 

HEXAGONAL 

60.  Diameter  to  turn  work  to  miU  or  file  square  is  the 

product  of  diameter  across  the  flats  multiplied  by  1.414. 

Example.  —  Fig.  36.  What  diameter  must  a  piece  be  to 
mill  square  !{"  across  the  flats? 

Solution.  —  1.250'^  X  1.414  =  1.767''  or  IW  diameter  of 
blank. 


;Fio.  36.  —  Diagram  to  Turn 
Cylinder  to  Mill  Square. 


Fig.   37.  —  Diagram  to  Turn 
Cylinder  to  Mill  Hexagonal 


61.  Diameter  to  turn  work  to  mill  or  file  hexagonal  is 

the  product  of  the  diameter  across  the  flats  multiplied  by 
1.155. 
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Example.  —  Fig.  37.  What  diameter  must  a  piece  be  to 
mill  hexagonal  l^"  acrras  the  Sats? 

Solution.  — 1.250'  X  1.155  -  1.444'  or  lj|'  diameter  of 
blank. 

62.  To  mill  bolt  head  hezagonal  witti  headisc  mills*  oiii- 
versal  or  plain  milling  machine.    Fig.  38. 


-MiLLiNa  Hexagonal  EIolt  Head  ob  Nitt  with  Head- 
ing MiLLa. 


SpedflcBtionB:  }"  bolt  turned  and  threaded,  with  {"  hexagonal  head 
and  nut  to  be  milled  to  ^J". 

Hachines  and  tools:  Universal  or  plun  "titling  machine,  arbor,  in- 
dex head  and  universal  chuck,  two  high-speed  steel  heading  mills,  and 
\i"  spacing-collar,  milling-machine  nut  mandreL 

Speed,  60  F.P.M.,  or  lat  or  2d  speed. 

Feed,  medium  power  feed,  or  .010"  per  cutter  revolution. 

Lubricant,  lard  oil. 

Tine:  for  nut  4  min.,  bolt  5  min.  with  machine  "set  up." 


MILLING  HEXAGONAL  BOLT  HEAD 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


I.  Clean  and  oil  machine  in- 
clttding  index  head. 

n.  Preparatory  adjustments. 
Place  clean  arbor  in  clean  hole 
in  spindle  and  drive  lightly  with 
lead  hammer.  Place  mills  B  on 
arbor  without  key,  to  cut  in 
direction  of  rotation  as  shown, 
with  H"  spacing  collar  C  between 
them,  and  clamp  hard.  Oil  end 
of  arbor,  adjust  and  clamp  arm. 
Fasten  index  head  on  clean  table. 
Set  index  spindle  and  chuck 
vertical,  as  shown.  Raise  table 
to  bring  chuck  jaws  about  I" 
below  mills. 

m.  Arrange  index  mechanism. 
For  rapid  indexing,  place  latch 
in  notch  in  index  plate  with  index 
pin  out.  For  plain  indexing, 
place  index  pin  in  hole  in  39-hole 
circle  in  index  plate  with  latch  out. 

IV.  Aline  mills  with  chuck  by 
nut  mandrel,  as  in  p.  1020. 


v.  Mill  nut  hexagonal.  Screw 
nut  hard  on  milling-machine  nut 
mandrel  held  between  copper  jaws 
in  vise,  place  mandrel  in  chuck 
with  nut  I"  above  jaws  and  two 
sides  of  nut  parallel  to  mills,  and 
clamp  hard.  Start  machine,  feed 
by  hand  and  mill  only  enough  to 
take  measurement.  Move  table 
back  until  nut  clears  mill.  Meas- 
ure across  flats  with  1"  microm- 
eter. Reading  should  be  from 
.8125"  to  .8155".  U  reading  is 
not  within  limit,  make  corrections. 
See  p.  1021,  IV.  Index  a  sixth  of 
a  revolution  each  time  and  mill 
remaining  sides.  Use  power  feed 
and  adjust  table  dog  to  trip  feed 
automatically;  or  trip  feed  by 
hand  at  end  of  cut. 

VI.  Mill  bolt  head  hexagonal. 
Clamp  bolt  by  body  in  chuck 
very  hard,  in  same  position  as  nut 
and  mill  same  as  nut. 


Attention.  — To  use  rapid  indexing,  see  p.  10l9,  revolve  index  head 
spindle  four  notches  in  24-notch  plate  after  each  cut. 

To  use  plain  indexing,  see  pp.  1021-1023,  adjust  index  crank  pin  to 
fit  a  39-hole  circle;  adjust  sector  to  span  26  spaces  or  27  holes  in  39- 
hole  circle.    After  each  cut,  revolve  crank  six  tiums  and  26  spaces. 

InformaHon.  —  To  center  chuck  accurately  with  heading  mills, 
move  cross  feed  "out"  then  "in"  to  remove  back  lash.  Mill  one  side 
of  trial  piece  held  in  chuck  with  inside  of  outer  mill,  index  twenty 
turns  and  mill  opposite  side.  Measure  with  micrometer,  then  set 
dial  at  zero  and  move  cross  feed  inward  one-half  the  difference  be- 
tween size  of  trial  piece  and  space  between  cutters.  Example.  Size 
of  trial  piece  f",  space  between  cutters  ||";  \i"  —  f"  =  fV'l 
tV"  -J-  2  =  ^"  or  .094"  distance  to  move  cross  feed  inward. 
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63.  To  mill  square  head  with  end  mill.    Fig.  39. 


COLLET 
KND  MILL      I 


INOKX 
HEAD 


Fig.  39.  —  Milung  Square  Head  with  End  Mill. 

Specifications:  1''  reamer  blank,  mill  head  on  shank  I"  square  and 
H"  long. 

Machines  and  tools:  Universal  or  plain  milling  machine,  bolt-head- 
ing machine,  collet,  index  head  and  miiversal  chuck,  1^"  lugh-speed 
steel  end  mill,  1''  micrometer,  lead  hammer. 

Speed,  60  F.P.M.,  or  3d  speed. 

Feed,  medium  power,  or  .010"  per  cutter  revolution. 

Lubricant,  lard  oil. 

Time:  15  min.  with  machine  ''set  up." 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


I.  Clean  and  oil  machine  in- 
cluding index  head. 

n.  Preparatory  adjustments. 
Clean  shank  of  end  mill  and  place 
in  clean  hole  in  collet,  and  place 
clean  collet  in  clean  hole  in  spindle 
and  drive  lightly  with  lead  ham- 
mer. 

Fasten  index  head  on  clean 
table.  Set  index  spindle  and 
chuck  vertical  as  shown.  Raise 
table  to  bring  chuck  jaws  about 
J"  below  end  mill. 

in.  Arrange  for  indexing,  rapid 
or  plain. 

IV.  To  mill  square  head.  Place 
1"  reamer  or  tap  blank  in  chuck 


with  end  of  shank  i"  above  jaws 
and  clamp  hard. 

Start  machine,  move  work  in- 
ward to  take  cut  about  i"  deep 
and  down  to  line  for  length 
of  square  head.  Feed  by  hand 
against  up-cutting  side  of  end 
mill  ajs  shown  by  arrows,  and  mill 
one  side. 

Move  table  back  until  work 
clears  mill,  revolve  work  one-half 
revolution  and  mill  opposite  side. 

Stop  machine,  move  table  back 
and  measure  work  with  microm- 
eter, and  from  reading  of  microm- 
eter subtract  the  finish  size  and 
divide    the    remainder    by  two, 
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which  mil  pve  the  amouot  to 
move  work  inward  to  obtuo  cor- 
rect measurement.  Example: 
Trial  cut  may  measure  .750", 
Imish  measurement  is  .625"  (.750" 
-  .625"  -  .125,"  .125"  ^  2  - 
.0625",  the  amount  to  move  work 
inward). 

Set  CToes-feed  dial  at  zero  and 


move  work  inward  .0625."  Mill 
side,  index  and  Tnill  opposite  mde, 
measure  and  make  correction,  if 
necessary.-  Mill  remaining  ades 
with  one  cut  each. 

Attention.  —  File  slight  bevels 
on  edges  of  squared  end  to  re- 
move burr. 


MILLING  ON  CENTERS 


Fio.  40. — Milling  End  of  Shaft  Sqdare  Leavino  Cttbved  Shoulder. 

64.  To  mill  end  of  shaft  square  with  curved  shoulder, 
Fig.  40. — Set  index  head  at  zero,  clamp  and  set  footstock 
spindle  in  alinemeDt.  Mount  work  A  on  centers,  clamp 
dog  B  to  face  plate  C  with  screw  D.  Arrange  for  indexing, 
mount  end  mill  E  in  collet  and  set  dog  to  trip  feed  at  F. 
Take  trial  cuts  on  opposite  sides  and  measure  with  micrometer. 
Set  vertical  feed  dial  at  zero,  move  work  away  from  mill 
and  elevate  work  by  vertical  feed  shaft  one-half  its  oversize- 
Mill  sides  in  order  with  one  cut  each. 

6B.  Steady  rest  to  support  slender  work.  A,  Fig.  41.  —  To 
mill  the  grooves  in  rose  reamer,  use  convex  cutter  B  and  a 
special  angular  cutter  for  teeth  at  end. 

66.  To  flute  or  groove  small  reamers,  taps,  drills,  etc., 
hold  work  in  chuck  and  support  outer  end  by  steady  rest  with 
a  V-grooved  head  elevating  screw. 
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67.  To  mill  a  ntunber  of  nuts  at  once,  string  on  a  gang 
mandrel  and  clamp  between  shoulder  and  nut.  Mount 
mandrel  on  centers  and  mill  nuts  similarly  to  milling  square 
end  of  a  shaft  as  in  Fig.  40.    Use  end,  plain,  or  heading  mills. 


Flo.  42.  —  MiLUKO  Ketwat  in  Shaft  wits  Centeh-Cot  End 
Mill  or  Cotter  Mill. 

68.  To  mill  keyway  or  slot  in  shaft  with  center-cut  end 
mill,  Fig.  42.  —  Aline  index  centers  and  cone  spindle  by  zero 
lines  on  knee  and  column.     Mount  one  end  of  shaft  A  in 
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chuck  and  the  other  end  on  footstock  center.  Mill  keyway 
with  center-cut  end  mill  B,  If  cotter  mill  C  is  used,  drill  a 
hole  in  shaft  in  which  to  start  mill. 


GROOVING  TAPS 

69.  To  groove  or  flute  t^>s,  reamers,  cutters,  etc.  —  Taps, 
reamers,  cutters,  etc.,  are  grooved  or  fluted  by  milling,  to 
provide  cutting  edges  and  places  to  receive  and  dischaige 
chips.  There  are  no  standards  for  depth  of  groove,  width 
of  land,  or  number  of  grooves. 

70.  Taps,  number  of  grooves,  rake  of  teetti.  Figs.  43,  44. 
—  Four  grooves  are  given  taps  up  to  3"  in  diameter,  and  five 
or  more  for  larger  diameters.  Hobs  for  tapping  threading 
dies  are  usually  given  from  six  to  eight  grooves. 


Fig.  43.  —  Tap  Gboovbd  with  Fia.    44.  —  Coioixrciai.    Taf 

Special   Doubus-Anoli!  Tap  Grooved  with  Convex  Cdt- 

Cvirea,  Radial  Teeth.  tbb. 


For  tapping  all  kinds  of  metal,  the  two  forms  of  grooves 
in  Figs.  43,  44  are  largely  used,  and  each  cutter  is  suitable 
for  several  diameters  of  taps.  The  teeth  of  special  taps  for 
brass  are  often  given  a  negative  rake  (to  prevent  chattering) 
by  the  shape  of  the  grooves,  or  by  grinding  the  face  of  the 
teeth. 

To  give  parallel  lands  on  plug  or  bottoming  taps,  set  index 
centers  in  alinement;  but  on  taper  taps,  lower  index  head 
slightly  to  give  parallel  or  sightly  taper  lands. 
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71.  To   groove    a   tap.     Direct   mefliod.     Double-angle 
formed  tap  cutter.  —  Figs.  45,  46. 


Fio.  46.  —  Gbooving  Tap. 


Specificatioas:  i"  X  10  U.8.S.  taper  t^  blank  threaded,  and  with 
end  of  ahank  nulled  square.    Four  grooves. 

UachiuM  uid  tools :  Universal  or  pliun  milling  machine,  arbor,  in* 
dex  head  and  centerB,  No.  5  high.«peed  steel  double-an^  tap  cutter, 
clamp  dog  or  special  driver. 

Speed,  60  F.P.M.,  or  let  or  2d  Hpeed. 

Feed,  medium  power  feed,  or  .007"  per  cutter  revolution. 

Lubricant,  lard  oil. 

Time:  32  min.  with  machine  "set  up." 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


I.  Clean  and  oil  machine  and 
Index  bead. 

n.  Preparatory  adjustments. 
Insert  clean  arbor  in  clean  hole 
in  spindle.  Drive  arbor  lightly 
with  lead  hammer.  Place  cutter 
on  arbor  without  key  and  clamp 
hard.  Oil  end  of  arbor  and  adjust 
arm  to  bearing.  Fasten  index 
head  and  footstock  on  clean  table. 
Set  centers  in  horizontal  oliue- 


ment,  then  lower  index  head  one- 
third  degree  to  (pve  slightly  taper 
lands. 

m.  Arrange  for  indexing,  rapid 
or  plain. 

IV.  Mount  tap  blank  on  cen- 
ters.  Fasten  ctamp  dt^  or  spe- 
cial driver  on  tap,  oil  dead  center 
and  mount  on  centers.  Clamp 
tail  of  dog  in  face  plate  to  avoid 
backlash.    With  index  latch   in 
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notch  or  index  pin  in  bole,  l^htly 
drive  face  plate  or  driver  with  lead 
hammer  until  ude  of  square  end 
of  t^  is  perpendicular  to  table, 
testing  with  square  resting  on 
table.  Start  macliine  and  power 
feed  and  adjust  table  dog  to  stop 
feed  automatically  when  center 
of  cutter  has  paaied  last  thread 
on  tap,  Bee  p.  10l4. 

V.  To  obtain  depth  of  setting. 
Raise  knee  until  highest  part  of 
tap  blank  touches  largest  diameter 
of  revolving  cutter. 

A  piece  of  white  paper  held  be- 
tween revolving  cutter  and  tap 
blank  will  indicate  touch.  Then 
set  vertical  feed  dial  at  zero. 

VL  To  obtain  aide  Mttinj.  Move 
cross  feed  until  outside  of  tap 
and  outside  of  cutter  are  in  same 
vertical  plane,  testing  by  square 
resting  on  table.  Then  set  cross- 
feed  dial  at  zero. 

Vn.  Move  both  feeds  required 
amount  With  long-feed  handle, 
move  tap  away  from  cutter  and 
with  cross-feed  handle  move  tap 


outward  .150,"  see  A,  I^lg.  46. 
Then  with  vertical  feed  Ttaae  tap 
.175,"  see  B,  Fig.  46.  Use  rapid 
method  of  indexing  and  mill 
four  grooves,  one  cut  for  each 
groove. 


AUeniion.  —  Data  may  be  ob- 
tained for  grooving  taps  of  all 
diameters  by  the  direct  method 
by  taking  experimental  cut£  on 
trial  blanks. 


72.  To  groove  tap,  trial  method.  —  Set 
cutter  approximately  central  to  footstock 
center.  Use  trial  blank  and  take  short  light 
cut.  Then  index  quarter  turn  and  take 
similar  cut  and  measure  land.  Kaise  knee 
a  small  amount  and  repeat  until  land  is 
proper  width.  Remove  trial  blank.  Move 
cross  feed  and  with  rule  set  small  angle  of 
cutter  in  alinement  with  center,  as  in  Fig, 
47,  that  is  radial  or  slightly  ahead  of  radial, 
if  desired. 


Fio.  47. — SsTTiNa 
Doublk-Anolk 

CUTTEBS  TO  M  lU, 

Radial  Teeth. 
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FLUTING  REAMERS 

73.  Fluting  reamers.  —  For  reaming  all  kiods  of  metal, 
uae  the  form  of  flute  in  Fig.  48,  which  gives  radial  cutting 
edges.     Each  cutter  may  be  used  for  several  diameters. 

The  cutting  edges  of  brass  reamers  are  often  made  to  recede 
from  s  radial  line  giving  a  negative  rake  from  5°  to  10°, 
Fig.  49. 


Fio.    48.  —  FoRu    OF    Flute    in  Fio.    49.  —  Form   or   Fldte    in 

Reaheb  fob   Gbnbbal  Work.  Reamib    fob    Brass.      Tkbth 

Teeth    Radial.     Irrxqclarlt  with  Neoativb    Rake,    Ibbeo- 

Spaced.  ularlt  Spaced. 


Space  the  reamer  irregularly  to  avoid  chattering,  with  an 
even  number  of  teeth  and  with  opposite  cutting  edges  in  the 
same  diameter  so  that  it  can  be  measured  with  micrometer. 
The  irregularity,  1°  to  4°  from  equal  spacing,  is  obtained  by 
subtracting  or  adding  a  predetermined  number  of  holes  to  or 
from  the  regular  indexing  for  each  pair  of  flutes  diametrically 
opposite. 

74.  Principle  of  indexing  and  fluting  a  1"  hand  reamer  to 
avoid  chattering.  —  The  teeth  are  spaced  two  holes  in  the 
20-hole  circle  progressively  wider,  and  to  obtain  lands  of  um- 
form  width  the  flutes  are  milled  .007"  progressively  deeper 
from  1  to  5  and  from  1'  to  5'. 
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76.  To  flute  hand  reamer,  Fig.  50. 

SpeciflcatioiiB:  1"  h&nd 
reamer  blank  with  end  of 
shank  milled  square.  Ten 
flutes.    See  Fig.  48. 

Machines  and  tools: 
Universal  or  plain  milling 
machine,  arbor,  index 
head  and  centers,  high- 
speed steel  special  formed 
reamer  cutter,  clomp  dog 
or  special  driver. 

Speed,  60  F.P.M.,  Ist 
or  2d  speed. 

Feed,  medium  power 
feed,  or  .007"  per  cutter 
revolution. 

Lubricant,  lard  oil. 

Time:  50  min.  with 
machine  "set  up". 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Fio,  50.  —  Flutino  Hand  Reauer. 


L  Cleen  and  oU  machine  and 
Index  head. 

n.  Preparatorj  «djnstmentB. 
Insert  clean  arbor  in  clean  spindle. 
Drive  arbor  lightly  with  lead  ham- 
mer. Place  cutter  on  arbor  with- 
out key  and  clamp  hard. 

Oil  end  of  arbor  and  adjust 
arm  to  bearing.  Fasten  index 
head  and  footstock  on  dean  table. 
Set  centers  in  horizontal  aline- 
meat. 

UL  Arrange  for  plain  indexing 
10  teeth  with  a  ao  hole  circle. 

IV.  Mount  reamer  blank  or 
trial  blanlE  on  centers.  Fasten 
clamp  d(^  or  special  driver  on 
square  end  of  reamer  blank,  oil 
dead  center  taid  mount  reamer 
blank  (or  trial  blank)  on  centers, 


see  Fig.  50.  To  avoid  back- 
lash, clamp  taH  of  dog  in  face 
plate  with  set  screw. 

Start  machine  and  power  feed 
and  adjust  table  dog  to  stop  the 
feed  automatically  when  the  cen- 
ter of  the  cutter  has  reached  the 
comer  of  the  blank.    See  p.  10l4. 


Fio.  51.  —  Diaoram  of  Reames 
Showing  Principle  of  iBREaii- 
LAR  Sfacino. 
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V.  To  obtain  iridth  of  land  with 
trial  bUnk.  It  is  safer  to  ob- 
tain width  of  land  and  setting 
of  cutter  with  a  trial  blauli  the 
same  diameter  as  reamer  blank. 
Set  cutter  approximately  central 
with  footetock  center,  and  null 
two  flutes  to  give  dedred  width  of 
land  aa  follows: 

Raise  table  uid  ti^e  a  light 
short  cut  in  1,  Rg.  51.  Move 
work  clear  of  cutter,  then  index 
three  turns  and  eighteen  holes. 
Raise  .007"  and  take  a  cut  in  2. 
Repeat  cuts  in  1  and  2  until  land 
is  Vb"  wide,  keeping  flute  2,  .007" 
deeper  than  1. 

VI.  Set  cutter  radiaL  Remove 
trial  blank.  Move  cross  feed  and 
with  rule,  set  angle  of  cutter  in 
alinement  with  center  (that  is 
radial),  see  Fig.  47,  or  set  cutter 
ahead  of  radial,  if  it  is  desired  to 
have  face  of  teeth  ahead  of  radial. 


Or  set  cutter  to  ^ve  a  negative  - 
tooth  if  it  is  desired  to  have  teeth 
with  negative  rake  for  brass. 

vn.  HIU  flutes.  Mount  reamer 
blank  on  centers,  and  mill  flutes 
as  follows:  Begin  at  1  with  cutter 
set  at  depth  of  1,  with  ver- 
tical dial  set  at  zero  and  mill 
flute  1.  Index  twenty  turns  and 
miU  flute  1'.  Raise  to  .007", 
index  three  turns  and  eighteen 
holes  and  mill  flute  2.' 

Index  twenty  turns  and  mill 
flute  2.  Raise  to  .014,"  indexfour 
turns  and  mill  flute  3.  Index 
twenty  turns  and  Tnill  flute  3.' 
Raise  to  .021,"  index  four  turns 
and  two  holes  and  r"'ll  flute  4/ 
Index  twenty  turns  and  mill 
flute  4.  lUuse  to  .028,"  index 
four  turns  and  four  holes  and 
mill  flute  5. 

Index  twenty  turns  and  mill 
flute  5'. 


76.  Electric  alann  to  call 
operator  when  feed  stops  and 
terminates  cut,  may  be  ax- 
ranged,  as  at  A,  B,  Fig.  50. 
Metal  cap  A,  insulated  with 
fiber  or  vulcanite,  is  placed  on 
feed  trip  B.  One  wire  is  at- 
tached to  cap  and  runs  to 
battery  in  column.  The  other 
wire  connects  machine,  bell 
and  battery.  When  table  dog 
C,  strikes  cap  A,   the    bell 


MILUNG  TEETH  OP  MILUNG  CUTTER 
77.  To  mill  teeth  of  plain  milling  cutter,  Fig.  52. 


MILLING  TEETH  OF  MILLING  CUTTER 
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Specifications:  2}"  X  i^'  plain  milling  cutter  blank,  carbon  or  high- 
speed steel  turned  and  squared,  18  teeth,  width  of  land  ^".  See 
pp.  1224, 1225. 

liachines  and  tools:  Universal  or  plain  milling  machine,  arbor,  70^ 
angular  high-speed  steel  cutter,  index  head  and  centers,  mandrel, 
dog  or  special  driver. 

Speed,  60  F.P.M.,  or  Ist  or  2d  speed. 

Feed,  medium  power  feed,  or  .007''  per  cutter  revolution. 

Lubricant,  lard  oil. 

Time:  30  min.  with  machine  ''set  up." 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


L  Clean  and  oil  machine  and 
index  head. 

n.  Preparatory  adjustments. 
Insert  clean  arbor  in  clean  hole 
in  spindle.  Drive  arbor  lightly 
with  lead  hammer.  Place  cutter 
on  arbor  without  key  and  clamp 
hard.  Oil  end  of  arbor  and  adjust 
arm  to  bearing. 

Fasten  index  head  and  foot- 
stock  on  clean  table.  Set  centers 
in  horizontal  alinement. 

m.  Arrange  plain  indexing  for 
18  teeth. 


Ma  M* 

AMtOII 


rooT 

•TOCK 
OCNTM 

Fig.  53.  —  Alining  Center  to 
Angular  Cutter  to  Obtain 
Radial  Teeth. 


IV.  Aline  ctttter  and  center.  Set 
cutter  radial,  as  shown  in  Fig.  53. 

V.  Mount  work  on  centers. 
Force  mandrel  into  cutter  blank 
(or  use  gang  mandrel),  fasten 
dog  on  mandrel,  oil  dead  center 
and  mount  on  centers.  To  avoid 
backlash,  clamp  tail  of  dog  in 
face  plate  with  set  screw.  Start 
machine  and  power  feed,  and 
adjust  table  dog  to  stop  feed  auto- 
matically when  center  of  cut- 
ter has  passed  the  comer  of 
blank. 

VI.  Obtain  width  of  land  by  trial 
cuts  in  two  grooves.  Raise  table 
and  take  a  Ught  trial  cut  less 
than  required  depth  with  power 
feed.  Index  cutter  blank  forward 
for  the  next  tooth  and  take  simi- 
lar cut.  Then  raise  table  and 
take  trial  cuts  in  second  groove 
imtil  desired  width  of  land  (3*5") 
is  obtained. 

Vn.  Mill  teeth.  Index  and  mill 
all  teeth  with  one  cut  each. 


78.  To  mill  teeth  of  angular  cutter,  Fig.  54.  —  Mount 
angular  cutter  A,  on  milling  machine  arbor  B,  Mount 
angular  cutter  blank  C,  on  stub  arbor  D,  which  fits  the  index 
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head  spindle.  Raise  index  head  spindle  to  approximate 
angle  and  take  trial  cuts  and  adjust  angle  to  obtain  paraJlel 
lands.    Then  raise  table  to  obtain  desired  width  of  land. 


Fig.  54.  —  Miluno  Teeth  in  an  Anoulah  Cuttkr. 


79.  To  mill  radial  teetti  in  side  milling  cutter,  Fig.  55.  — 
Mill  face  teeth  of  the  side  milling  cutter  A,  in  the  same  manner 
as  a  plain  mill,  with  small  angular  cutter  B,  on  arbor  C. 
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Set  special  index  head  D  vertically,  then  adjust  to  give  teeth 
with  parallel  lands.  Index  the  cutter  by  the  face  teeth  with 
latch  at  E. 

80.  To  level  or  set  taper  work  with  surface  gage,  as  the 
taper  tap  or  reamer 
blank  A,  Fig.  56, 
mount  on  centers  and 
test  with  surface  gage 
B.  Cut  deeper  at  one 
end,  as  shown  by  dot- 
ted line  CD,  so  that 
lands  will  be  parallel 
or  nearly  so.  Adjust 
scriber  to  touch  work 
at  E,  and  insert  metal 
piece  equal  in  thick- 
ness to  difference  in  depth  of  cut  at  F.  Adjust  work  by 
raising  dead  center  or  lowering  index  head. 


-Levbuno  Tapbb'Wobk  with 
SuRPACE  Gaob. 


81.  Spedal  milling  machine  dogs  for  taper  work.  —  A  regu- 
lar dog  will  spring  taper  work  unless  the  screw  confining  the 
tail  is  released  before  rotating  work. 

Figs.  56,  57,  show  two  types  of  special  milling  machine 
dogs  which  give  desired  motion  and  avoid  springing  work. 
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To  divide  taper  work  exactly,  the  axis  of  index  head, 
spindle  and  axis  of  dead  center  must  be  in  alinement.  The 
footstock  center  on  some  machines  can  be  adjusted  to  obtain 
this  alinement.  Taper  attachments  are  obtainable  provided 
with  index  centers  arranged  so  that  axes  of  centers  are  always 
in  alinement. 

83.  To  graduate  with  a  milling  machine.  —  In  the  absence 
of  a  dividing  engine  and  diamond  cutter,  or  a  aharp-edge 
wheel  which  will  make  a  smooth  line  by  pressure,  use  an  index 
head  and  cutter  as  in  Fig.  58  to  graduate  dials,  disks  and  simi- 
lar work.  Block  the  spindle  and  feed  work  to  cutter  by  hand. 
Rules  and  scales  may  be  clamped  to  table  and  graduated  in 
this  manner. 


Fio.  58.  —  GRADtTATiNa  a  Dial. 


CIRCULAR  MILLING 


83.  Circular  nulling.  —  To  mill  end  of  rectangular  piece 
with  end  mill,  Fig.  59,  secure  work  on  nut  mandrel  and 
hold  in  chuck.  Feed  work  to  cut  by  rotating  crank.  To 
mill  a  portion  of  the  circumference  of  a  piece,  as  in  Fig.  60, 
use  raising  block,  set  index  head  at  right  angles  to  table  and 
feed  work  to  cut  by  crank.  In  Fig.  61  is  shown  how  a  cam 
cutting  attachment  may  be  used  to  mill  a  bevel  gear  blank. 


CIRCUIAR  MILLING 
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Fio.  59.  —  MiLUNQ  End  of  Work  Chechl&r. 


Fig.  60.  —  Miujno  Circckference  of  Work. 


Fia.  61.  —  CiBCVLAK  MiLLiMo. 
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81.  Tee  slots  are  nulled  more  rapidly  than  planed.  To 
mill  Tee  slots,  in  circular  table,  Fig.  62,  first  mill  portion  A 
with  an  end  mill  and  then  portion  BB'  with  a  Tee-elot  cutter. 


Fio.  62.  —  MiLUNO  Teb  Slots  in  a  Circulak  Tablk. 


To  mill  Tee  Blots  in  heavy  work  such  as  milling-machine  table, 
Fig.  63,  first  mill  portion  A  with  a  side-milling  cutter,  then 
mill  portion  BB'  with  a  Tee-slot  cutter.  Use  a  vertical  at- 
tachment, or  clamp  work  fiat  on  table  and  mill. 


VERTICAL  MILUNG  1943 

VERTICAL  MILLING 

86.  A  Tertical  milling  machine   has  advantages  over  the 

horizoBtal  particularly  on  work  that  can  be  milled  with  end 

mills.     Fig.  64,  shows  an  inserted  rake-tooth  face  mill  A, 


Fig.  64.  —  Vketical  Milling  Machine.    Facb  Milunq. 

milling  a  plain  surface  on  work  .fi  in  a  vertical  milling  ma- 
chine.    The  work  is  held  in  a  vise. 

86.  Vertical  and  circular  milling  attachments.  —  Circles, 
circular  slots  and  segments  of  circles  may  be  milled  by  con- 
verting a  horizontal  milling  machine  into  a  vertical  milling 
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machine  by  vertical  attachment  as  in  Fig.  65.  The  work  ia 
held  and  operated  by  fixture  and  circular  milling  attachment. 
Vertical  spindle  A  operates  end  mill  B  to  mill  a  segment  of  a 


WITH  Vertical  Milun43 


circle  on  work  C,  held  by  fixture  D  bolted  to  circular  attach- 
ment. The  feed  is  obtained  by  rotating  circular  table  by 
hand  or  power. 
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87.  Bevel  circular  milling.  —  To  mill  work  A,  Fig.  66, 
(rotary  cone  of  a  circular  attachment)  bolt  to  table  of  circular 
attachment  B  and  mill  bevel  with  angular  mill  C. 

88.  Milling  an  inside  boss,  Fig.  67.  —  Hold  swinging  arm  A 
(casting)  in  vise.     Mill  edge  B,  set  stop  C  and  feed  mill  down 


Fio.  67.  —  MiLiJNG  AN  iNamE  Bobs.    Vebtical  Mu.UNa  Macbjnk. 


Fia.  68.  —  MiLUNO  Ends  or  Sudmo  Hbass  with  a  Vkhtical 
MiLUNo  Machdui. 

until  stop  strikes,  then  mill  inside  boss  DD',  operating  both 
cross  and  long,  table  feed  by  hand. 

89.  Milling  ends  of  sliding  headst  Fig.  68.  —  Two  sliding 
head  castings  A,  A  are  bolted  to  fixture  clamped  to  table  and 
the  ends  of  boxes  are  milled  with  side  of  end  mill  B  with 
power  feed. 
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PROFILING 


90.  Profiling  machineB,  Fig.  69. — Mill  work  to  irregulax 
shapes  by  means  of  profiling  forms. 

In  Fig.  69  work  A  is  clamped  to  fixture  B  and  face  C  ia 
milled  with  cutter  D  while  form  pin  E  is  kept  in  contact  with 
profiUog  form  F  by  moving  table  G  with  long.-  and  cross-feed 
handles  together  by  hand.    See  plan  at  A',  C,  D',  E'  and  F'. 


Fia.  69.  —  Profiung.     Milukq  lEREonLAK  Shapes. 

91.  To  make  profiling  form,  Fig.  69.  — Templet  H  is  made 
and  clamped  in  position  of  work  A,  and  the  form  blank  in 
its  position  F  on  fixture.  Straight  form  pin  E  is  fastened 
in  block  J  and  held  in  contact  with  templet,  and  a  taper 
cutter  in  spindle  generates  form  F.  The  taper  form  and  taper 
pin  allow  for  reduction  in  diameter  of  cutter  by  grinding,  by 
raising  pin  to  allow  cutter  to  resume  its  previous  relation  to 
work. 
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Rake  Tooth  Milling  Cutters 

92.  Coarse  tooth  milling  cutters  give  wide  space  between 
the  teeth  for  chips,  and  are  adapted  to  the  heavier  classes  of 
milling. 

93.  Rake  tooth  spiral  nulling  cutter  with  coarse  teeth. — 
Fig.  70  ahavB  an  improved  spiral  milling  cutter  A.  The  teeth 
are  undercut  giving  about  10°  rake,  as  at  B,  and  also  spiral 


t'lo.  70.  —  Rark  Tooth  Spiral  Milunq  CcxniR  Miixinq  Sivel. 
Hbavt  Work. 

giving  an  effective  shearing  ai^e.  Each  tootb  has  a  true  cut- 
ting action  like  a  lathe  tool. 

94.  Helical  tooth  milling  cutter  A,  Fig.  71,  is  a  shear  type 
of  cutter  made  with  two  or  three  teeth  in  the  form  of  a  screw 
thread,  either  singly  or  interlocking  right  and  left  cutters,  as 
at  B. 

The  teeth  are  ground  on  the  front  and  on  the  top  and  have 
a  rake  of  8"  to  15"  and  a  clearance  of  5"  to  7".  When  mill- 
ing steel  it  removes  a  gimlet-shaped  chip  in  the  direction  of 
the  axis  of  the  cutter,  consumes  less  power  than  the  ordinary 
cutter,  does  not  sprii^  the  arbor  and  largely  eliminates  chat* 
tering. 
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It  is  adapted  to  mill  broad  steel  surfaces  accurately,  smoothly, 


Fio.  71.  —  MiLUNQ  Steel. 

and  rapidly,  and  is  particularly  useful  for  milling  thin  castings 
that  are  likely  to  chatter.    See  Shear  Planer  Tool,  p.  908. 
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SECTION  11 

GEAR  CUTTING 

Spur  Gearing.    Preparing  Spur  Gear  Blanks.    Cutting  Spur  Gear.    Bevel 

Gearing.    Cutting  Bevel  Gear.    Worm  Gearing.    Making  Worm. 

Preparing  Worm  Gear  Blanks.    Gashing  Worm  Gear.   Hobbing 

Worm  Gear.    Spiral  Gearing.    Cutting  Spiral  Gear. 

Bevel  Protractor.    Compound  Rest 

SPUR  GEARING 

1.  Spur  gears  are  used  for  transmitting  positive  and  uniform 
rotary  motion  from  one  shaft  to  another  shaft  that  is  parallel 
to  the  first. 


Fig.  1.  —  Pair  of  Involute  Spxtr  Geabs.    Gear  and  Pinion. 

Ratio  1|  to  1. 

2.  Systems  of  gearing.  —  There  are  two  general  systems 
of  gearing  in  use:  The  involvJte  or  single-curve  system  which  is 
most  commonly  used,  and  the  cydoidal  (epicycloidal)  or  double- 
curve  system. 

In  Fig.  1  a  pair  of  involute  spur  gears  is  shown  —  gear  and 
pinion. 

Fig.  2  is  a  chart  of  full-size  standard,  involpte  gear  teeth,  2  to 

48  diametral  pitch. 

lloi 


1102  ADVANCED  MACHINE  WORK 


SPUR  GEARmO 


1103 


Fig.  3  is  a  diagram  of  gear  teeth  and  parts. 

Spur  gears  are  cut  with  formed  cutters  in  a  milling  machine 
or  automatic  gear-cutting  machine,  by  hobbing  in  a  gear-hob- 
bing  machine  or  by  planing  in  a  gear-shaping  machine. 

3.  Formed  gear  cutters  in  standard  diametral  pitches  are 
obtainable.  Cutters  made  to  circular  pitch  are  furnished  to 
order  only.  One  cutter  will  answer  for  several  numbers  of 
teeth  of  same  pitch  without  producing  any  material  error. 

Any  gear  will  mesh  into  and  run  properly  with  any  other  gear 
or  rack  of  the  same  pitch. 

4.  Cutters  for  both  systems  of  gearing. — In  the  involute  system 
8  cutters  are  required  to  cut  all  gears  of  any  given  pitch  from  a 
pinion  gear  of  12  teeth  to  a  rack,  and  numbered  from  1  to  8. 

The  cycloidal  system  requires  24  cutters  lettered  from  AtoX. 


Intolute  Cxtttebs. 

CtCLOIDAL   CUTTBR8. 

No. 

ON 

Cdt- 

TEB. 

Number  or 
Teeth. 

Let- 
ter 

ON 

Cut- 
ter. 

Num- 
ber 

OF 

Teeth 

Let- 
ter 

ON 

Cut- 
ter. 

Number 
OF  Teeth. 

Let- 
ter 

ON 

Cut- 
ter. 

Number 
OF  Teeth. 

1 
2 

3 

4 
5 
6 

7 
8 

135  to  rack 
55  to  134 
35  to   54 
26  to    34 
21  to    25 
17  to    20 
14  to    16 
12  to    13 

A 

B 
C 
D 
E 
F 
G 
H 

12 
13 
14 
15 
16 
17 
18 
19 

I 

J 

K 

L 

M 

N 

O 

P 

20 
21  to  22 
23  to  24 
25  to  26 
27  to  20 
30  to  33 
34  to  37 
38  to  42 

Q 
R 

s    • 

T 

u 

V 

w 

X 

43  to   40 

50  to    59 

60  to    74 

75  to    99 

100  to  149 

150  to  249 

250  or  more 

Rack 

AUerUion. — Cutters  are  obtainable  for  Metric  involute  gears. 

Information,  —  Cycloidal  gears  must  be  cut  accurately  to 
depth  so  that  pitch  lines  will  coincide.  Cycloidal  cutters  are 
made  with  a  shoulder  which  limits  depth  of  tooth. 

5.  Gear  stocking  cutters  are  obtainable  for  8  pitch  and 
coarser,  and  are  used  to  rough  out  the  teeth  of  gears  leaving  but 
a  small  amount  for  the  finishing  cutter.  This  double  process 
gives  greater  accuracy  and  produces  a  smoother  running  gear. 
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6.  Limit  in  sizing  gear  blanks.  —  In  commercial  work, 
spur  gear  blanks,  1"  to  3",  may  vary  .003"  from  calculated  out- 
side diameter;  3"  to  6",  .004";  and  larger  than  6",  .006". 
The  pitch  diameter  must  be  accurate. 

7.  Allow  for  error  of  blank  in  depth  of  teeth.  —  Measure 
blank  with  micrometer  and  if  under  aize,  deduct  one-half  the 
error  from  settii^  for  depth  of  tooth. 


Fio.  3.  —  DiAosAw 


i  ! 


Ll 


SPUR  GEAR 

?  Gear  Tbbth  and  Parts. 


If  gear  blank,  Fig.  6,  is  .002"  undersize,  deduct 
.001"  from  setting  of  0.216". 
SohUion.  —  .216"  -  .001"  =  .215",  depth  of  space  or  tooth. 
8.  Diametral  pitch  is  the  number  of  teeth  to  each  inch  of 
pitch  diameter. 

_         ,         T^.        .     ,    -i  L  number  of  teeth 

Formtda.  —  Diametral  pitch  =  —.---r-j--  -  ■-. — t- — c — t' 
pitch  diameter  (mchesj 

Example.  —  To  find  diametral  pitch,  given  number  of  teeth 
28,  pitch  diameter  2.8". 


SPUR  GEARING  ll05 

28 
Solution.  — OQ  =  10  diametral  pitch. 

Attention, — The  word  "diameter''  applied  to  gears  means 
the  pitch  diameter.    See  Fig.  3. 

number  of  teeth  +  2. 


Formula,  —  Diametral  pitch  = 


outside  diameter 


Example,  —  To  find  diametral  pitch,  given  outside  diameter 
5",  number  of  teeth  48. 

SoliUion. = —  =  10,  diametral  pitch. 

o 

Q    1  Ai  ft 

Formula.  —  Diametral  pitch  =  -; — \ rr-r* 

circular  pitch 

Example.  —  To  find  diametral  pitch,  given  circular  pitch  and 
constant  3.1416. 

Solution.  —  n^A-iii  =  10  diametral  pitch. 
3.1416 

9.  Circular  pitch  is  the  distance  from  the  Center  of  one  tooth 
to  the  center  of  the  next  tooth  measured  along  the  pitch  circle. 

Formula,  —  Circular  pitch  =  -j-- 1 — i — r^rc  * 

'^  diametral  pitch 

Example.  —  To  find  circular  pitch,  given  constant  3.1416  and 
diametral  pitch  10. 

Solution. '  ^      =  .31416  circular  pitch. 

10.  The  pitch  diameter.  Fig.  3,  is  the  diameter  of  pitch 
circle. 

ET        T         -n«x  L  J'       X         number  of  teeth 

Formula.  —  Pitch  diameter  «»  -j^ r — i — rr^r-  • 

diametral  pitch 

Example.  —  To  find  pitch  diameter,  given  number  of  teeth 
48,  diametral  pitch  10. 

Solution.  —  f  #  =»  4.8,  pitch  diameter. 
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Solution. tt: —  =  5",  outside  diameter  of  gear  blank. 

11.  Number  of  teeth  on  gear. 

Formula.  —  Number  of  teeth  =  (outside  diameter  X  diame- 
tral pitch)  —  2. 

Example.  —  To  find  number  of  teeth,  given  outside  diameter 
5",  diametral  pitch  10. 

SolvJtim.  —  (5  X  10)  -  2  =  48,  number  of  teeth. 

Formula. — Pitch  diameter  X  diametral  pitch. 

Example.  —  To  find  number  of  teeth  given  pitch  diameter 
2.8'',  diametral  pitch  10. 

Solution.  —  2.8  X  10  =  28,  number  of  teeth. 

12.  To  find  distance  between  centers  of  two  gears. 

Formula,  —  Distance  between  centers  = 

number  of  teeth  one  gear  +  number  of  teeth  other  gear 

2  X  diametral  pitch 

Example.  —  To  find  the  distance  between  centers  of  two  gears, 
given  the  nimiber  of  teeth  in  both  gears,  48  and  28,  and  the 
diametral  pitch  10. 

48  +  28 
Solution.  —  o  \/  ^f\   ~  3.8000"  center  distance. 

Formula.  —  Distance  between  centers  = 

diameter  of  pitch  circle  of  gear  +  diameter  of  pitch  circle  of  pinion 

2 

Example. — To  find  the  distance  between  centers  of  two  gears, 
given  the  diameter  of  the  pitch  circles  of  both  gear  and  pinion. 

Solution. — ^ — —  =  3.8000"  center  distance. 

13.  To  find  whole  depth  of  milled  gear  tooth  usmg  constant 
2.167.— 

Formula.  —  Whole  depth  of  milled  gear  tooth  = 

2.157 
diametral  pitch 


FORMULAS  1107 

Example.  —  Find  whole  depth  of  tooth  in  gear  of  10  pitch. 

2  157 
Solution. 'rrjr-  =  .2157"  or  .216",  depth  of  space  or  tooth. 


14.  To  find  thickness  of  tooth  at  pitch  line.  Fig.  3,  given 
circular  pitch  .314". 

Formvla.  —  Thickness  of  tooth  at  pitch  line  = ^ 

1.57 
or  = 


diametral  pitch 

Example.  —  To  find  thickness  of  tooth,  given  diametral 
pitch  10. 

Solvlion. ^  =  .157",  thickness  of  tooth. 

15.  Clearancey  see  Fig.  3,  at  bottom  of  tooth  is  made  equal 
to  iV  thickness  of  tooth  at  pitch  line. 

The  clearance  of  10  pitch  gear  (gear  used  in  Schedule,  p. 
1108)  =  .0157". 

16. .  Working  depth  of  toothi  see  Fig.  3,  is  equal  to  the  whole 
depth  minus  the  clearance. 
For  10  pitch  .2157"  -  .0157"  =  .2000". 

17.  Addendumi  see  Fig.  3,  is  the  distance  from  the  pitch 
circle  to  outside  circle. 

Formvla.  — Addendum  =  j-* 1 — i — rr^r* 

diametral  pitch 

Example.  —  To  find  addendum,  given  diametral  pitch  8. 

Solution.  —  i  =  .125"  addendum. 

18.  To  find  whole  depth  of  gear-shaper  gear  tooth.  Con- 
stant 2.260".— 

Formula.  —  Whole   depth   of   gearnshaper   gear   tooth    = 
2.250 
diametral  pitch 
Example.  —  Find  depth  of  tooth  for  10  pitch  gear. 

Solution. YfT'  ~  -225",  depth  of  space  or  tooth. 
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FiQ.  4.  —  Geab  Rule. 


19.  Gear  rule.  —  Fig.  4  shows  a  gear  rule  with  graduations 
for  sizing  gear  blanks  of  a  large  variety  of  pitches. 

Example.  —  To  set  the  calipers  for  a  gear  blank,  78  teeth,  12 
pitch.  Divide  the  number  of  teeth  by  the  pitch,  as  78  -^  12  = 
6i^''  which  is  the  pitch  diameter;  then  take  6  of  the  blank 
inches  and  6  of  the  12th  graduations  which  gives  6^'',  as  at 
A.  To  this  add  2  of  the  12ths  which  gives  6 A",  as  at  B,  the 
setting  of  calipers  for  outside  diameter  of  blank. 

PREPARING  SPUR-GEAR  BLANK 

20.  To  prepare  spur-pinion  blank,  10  pitch,  28  teeth,  in- 
volute.   Fig.  5.    Also  see  Specifications,  p.  llio. 


Fig.  5.  —  Schedule  Drawing. 

Specifications:  Material,  iron  casting  i''  large;  weight  2  lbs.  8  oz. 

Hardness,  29  to  31  (scleroscope). 

High-speed  steel  or  stellite  cutting  tools. 

Time  to  prepare  3''  gear  blank:  Study  drawing  and  schedule  in 

advance,  6  min.  —  Oil  lathe,  6  min. —  Chuck,  20  min.  —  Rough 

turn,  19  min.  —  Finish  turn,  11  min.  —  File  aBd  scrape,  7  min. — x 

Polish,  11  min.  — Clean  lathe,  5  min.  —  Total,  1  h.  24  min. 


PREPARING  SPUR  GEAR  BLANKS 
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SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS. 


OPBBA.TION8. 


Snag  casting. 

Set  dead  center  in  approximate 
alinement. 

Mount   casting  in  chuck  and 
--%  true  up. 
•^rill  and  rougk  ream  hole  (l), 

^Hand  ream  hole.  Stalx  reamer 
in  lathe,  pull  belt  by  hand, 
finish  at  reaming  stand  (s). 

Oil  mandrel  and  press  into  hole. 

True  live  center.  Set  dead 
center  in  accurate  alinement. 

Rough  turn  3"  H- A".  (*)• 


;t 


n'. 


v-'A. 


1  % 


Rough  faces  to  1  A"+  A",  feed 
iitf^sfd,  (5),  (6).  \        K 

Finish  to  size,  feed  outward,  (7), 
(8).  .  .       -h 


Finish  turn  to  3"  +  .904",  (•). 


FUe  to  3"  +  .0016",  (!•). 

Polish  (7),  (8).     Polish  (!•)  to 
limit. 

Stamp  name. 

Cut  teeth  (11).     See  p.  lllO. 


Machines,  Spsbds, 
Fbbdb. 


I' 


Engine  lathe,  12"  to 

16". 
3d  or  4th  speed. 

2d  or  3d  speed,  or  115 
R.P.M.  Hand  feed. 

Reaming  stand. 


Mandrel  press. 

3d  speed,  or  60F.P.M. 

Engine  lathe,  12"  to 
16",3dor4th  speed, 
back  gears  in  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

4th  speed,  back  gears 
in,  or  40  F.P.M. 
Medium  power  feed 
—  80  to  1". 

3d  speed  or  60  F.P.M. 
Hand  or  fine  power 
feed  —  140  to  1". 

2d  or  3d  speed  or  60 
F.P.M.  Fine  power 
feed  —  140  to  1". 

3d  speed,  or   175 

F.P.M. 
Speed  lathe,  highest 

speed. 

Anvil,  piece  of  sheet 
copper. 


Tools. 


Independent  chuck, 

chalk. 
Drill    rest,  H"   flat 

drill.    M"  flat 

reamer    or    JJ" 

twist  drill. 
1"  hand  reamer, 

reamer  wrench. 

1"  mandrel. 
Center  truing    tool, 

center  gage. 
Holder  and  cutterlS** 

rake,  calipers. 


Holder  and  cutter 
15^  rake,  calipers, 
rule. 

Holder  and  cutter 
15°  rake,  or  facing 
tool,  calipers,  rule. 

Holder  and  cutter 
16**  rake,  3"  mi- 
crometer or  3"  cal- 
iper gage. 

8"  or  10"  mUl-bas- 
tard  file,  file  card. 

Polishing  stick,  60, 
90  emery  cloth, 
lard  oil. 

}''  steel  letters,  ham- 
mer. 


Exception.  —  Filing,  scraping  and  polishing  are  usually  omitted  on 
large  gears  and  on  gears  that  are  not  to  be  exposed. 

To  prepare  5''  gear  blank  (see  Specifications,  p.  11 10  and  Fig. 
1)  use  same  schedule  as  3''  gear  blank,  pp.  IIO8,  1109,  but  use  low- 
est speeds  given. 

Time  to  prepare  a  5''  gear  blank:  Study  schedule  in  advance,  5 
min.  —  Oil  lathe,  6  min.  —  Chuck,  20  min.  —  Rough  tmn,  21  min.  — 
Finish  turn,  21  min.  —  File  and  scrape,  7  min.  — Polish,  12  min, — 
Paint,  3  min.  —  Clean  lathe,  6  min,  —  Total,  1  h.  40  min. 
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CUTTING  SPUR  GEAK 
21.  To  cut  spur  pinion  md  gear.    Plain  or  universal  mill- 
ing machine)  Fig.  6. 


Flo.  6.  —  CmriNO  Tbeth  in  Spub  Pinion. 


SPECIFICATIONS 


N^.. 

Okas. 

PimoN. 

Name. 

Gbab. 

Pjniom. 

Material . . . 

C.  iron 

C.  iron 

E>epth  of  aiuKie 

.216" 

.216" 

W  — Wob.. 

Web 

PlRiD 

Thioknesa  of 

tooth  at  P.  L. 

.  167" 

.  167" 

Btyle 

8pu» 

Spur 

Depth  of  booth 

.100" 

.100" 

Hole 

i" 

1" 

Cutter  marked. 

3-10  P. 
36  to  64 

4-10  P. 

26  to   34  T, 

0.  dia. 

5" 

3" 

Center  distanoe 

3.8" 

3.8" 

Face 

lA" 

lA" 

Keyway 

i"  X  i" 

1"  X  i" 

Bubdia.... 

Fliuh 

Flush 

Hub  proj'n. 

Speed 

2d  or   3d 

■peed,  or   80 

F.P.M. 

Teetb 

48 

28 

Peed. 

Medium 
.014"p« 

lower  feed  ~ 

10 

10 

Lubricant 

lution 

Pitch 

Dry 

Dry 

P.  dU 

4.8" 

2.8" 

nme  to  out  gear  aod  pinion:  Study  drawing  and  schedule  in  ad- 
vance, 6  min.  —  Oil  maohine,  5  min.  —  "  Set  up"  machine,  25  min. 
—  Cut  6"  gear  with  machine  "  set  up,"  48  min.  —  Cut  3"  [union  wit^ 
machine  "  set  up,"  28  min.  —  Clean  machine,  6  min. 


CUTTING   SPUR  GEAR 


SCHEDULE  OF  OPERATIONS  FOR  PINION 


I.  ClMtn  and  oil  machme  mnd 
index  hMd. 

n.  Prepantoiy  BdjaatmeiitB. 
Insert  clean  arbor  in  clean  spindle. 
Drive  arbor  lightly  with  lead 
hammer. 

Place  cutter  A  on  arbor  B  to 
cut  in  direction  of  rotation  and 
clamp  hard.  Oil  end  of  arbor  and 
adjust  arm  to  bearing.  Fasten 
index  head  and  footstock  on  clean 
tEa>le. 

Set  centers  in  horizontal  aline- 
ment.  On  universal  milling  ma- 
chine, set  swivel  table  at  zero. 

in.  Arrange  for  ^alm  indexiiig, 
28  teeth. 

IV.  Set  gear  cnttei  central  {Kp- 
prozimate  Method).      Raise  knee 


FlQ.  7.  - 

and  move  cross  slide  until  foot- 
stock  center  cdnddes  with  cen- 
ter line  on  cutter  A'  and  clamp 
cross  slide,  then  lower  knee  to 


leave  room  enough  to  mount  wwk. 

V.  Mount  gear  blank  on  centers. 
Press  mandrel  C  firmly  into  black 
D,  oil  footstock  center  and  mount 
mandrel  on  centers  securing  dog 
E  in  driver  by  screw  F. 

VL  Set  madiine  for  depth  of 
teeth.  Start  machine.  Move  table 
by  hand  long,  feed  until  blank  D  is 
under  revolving  cutter  A.  Hold 
.001"  tissue  paper  on  top  of  blank 
and  ruse  knee  untjl  revolving  cut- 
ter cuts  paper.  Then  set  vertical 
dial  at  zero  and  move  blank  back 
until  clear  of  cutter.  R^use  knee 
.216",  required  depth  of  space  or 
tooth. 

vn.  HiU  trial  tooth.  Move 
table  by  hand  long,  feed  until 
cutter  nearly  touches  blank,  then 
throw  in  power  feed  and  mill 
first  space,  one  cut.  Set  table 
dog  to  trip  feed  when  center  of 
cutter  has  passed  far  ( 
gear  blank.  At  end  of  <; 
table  back  until  blank  is  e 
cutter;  index  and  cut  i 
space  to  form  first  tooth. 
ure  tooth  and  make  correction^'*'* ' 
if  necessary.    See  Ftg.  14. 

vm.  M&l  1 
setting  correct, 
around  blank,  o 


Warning.  —  When  raising  knee  to  obtain  toui 
be  revolvii^,  otherwise  it  may  cut  too  deeply,  8 
always  run  true.  It  is  best  to  stop  the  macbin 
the  table  back,  as  the  revolving  cutter  may  E 
more  or  less. 

Attention.  —  Gang  mandrels  are  used  to  cut 
pinions  at  once,  see  p.  I22. 
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22.  To  set  gear  cutter  central  (Accurate  Method).  —  Fast- 
running  gears  are  noisy  unless  teeth  are  exactly  central.  Set 
cutter  central,  as  at  A',  Fig.  7,  (this  method  will  do  for  slow- 
running  gears)  and  cut  space  in  trial  blank.  Take  dog  off  man- 
drel, remount  mandrel  reversed  and  free  on  centers.  Move 
blank  toward  back  of  teeth  until  cutter  is  in  the  space.  Pull 
belt  to  revolve  cutter  and  if  it  cuts  at  top  on  one  side  of  space 
and  at  bottom  on  the  other,  it  is  not  central  and  blank  should  be 


SPIRAL  MILLIMQ 
ATTACHMENT 

A 

RACK  BLANK 

B 


Fig.  8.  —  CumNa  Teeth  in  Rack.    Plain  Milung  Machine. 


moved  slightly  away  with  cross  feed  from  side  of  cutter  that  cuts 
side  of  space  at  top.  Repeat  process  at  other  places  on  trial 
blank  until  cutter  passes  through  a  reversed  space  without  cut- 
ting and  is  central. 

23.  To  cut  spur  gears  in  an  automatic  gear-cutting  machine. 
—  The  information  given  in  Schedule  for  cutting  spur  gear  in  a 
milling  machine  is  needed  when  cutting  a  similar  spur  gear  in  an 
automatic  gear-cutting  machine  and  is,  practically,  used  in  the 
same  manner.  « 

24.  To  mill  racks.  —  Use  rack-cutting  attachment  A,  Fig. 
8,  plain  milling  machine.    Clamp  rack  B  in  shoe  C  parallel  to 


BEVEL  GEARING  lll3 

cutter  arbor  D.  Set  long,  feed  dial  at  zero,  move  table  1  pitch 
for  each  cut.  Short  racks  may  be  held  in  a  viae  with  jaws  set 
parallel  to  arbor. 

BEVEL  GEARING 
26.  Bevel  gears  are  used  to  transmit  rotary  motion  from 
one  shaft  to  another  not  parallel  and  usually  at  right  angles, 
as  in  Fig.  9.  All  parts  of  a  bevel-gear  tooth  are  assumed 
to  converge  at  the  apex  where  center  lines  of  the  shafts 
intersect,  except  the  bottom  of  the  tooth  which  is  parallel  to 


FiQ,  9.  —  Betxl  Gkabino.    Ratio  2  to  1. 

the  face  of  the  mating  gear.  See  drawing  of  bevel  gears, 
Fig.  10.  The  tooth  curves  and  other  specifications  at  the  latge 
end  of  bevel^ear  teeth  are  the  aame  as  those  used  in  spur 
gearing  of  the  same  pitch.  As  the  dimensions  of  the  teeth  are 
proportionally  smaller  toward  the  inner  end,  the  ciltting  of  an 
accurate  tooth  is  difficult.  To  make  bevel  gears  theoretically 
exact  which  is  a  requirement  in  high-speed  gears,  they  are  first 
gashed,  then  finished  on  a  templet  planing  or  molding  generating 
machine. 

26.  Slow-nmning  bevel  gears  are  generally  cut  with  a 
formed  milling  cutter  in  a  milling  machine  as  in  Fig.  1 1,  or  in  an 
automatic  spur  and  bevel-gear  cutting  machine.  These  cutters 
may  be  used  to  cut  a  tooth  in  two  cuts,  but  this  leaves  the  top 
at  small  end  too  thick,  which  is  corrected  by  filing.     See  p.  Ili9. 

27.  Bevel-  and  miter-^ear  cutters  are  obtainable  for  3,  4, 5, 
6,  7,  8,  10,  12,  14,  16,  20  and  24  pitch,  8  cutters  to  each  pitch. 


Hl4  ADVANCED  MACHINE  WORK 

They  are  thin  enough  to  cut  bevel  gears  whose  faces  are  not 
over  one-third  the  apex  distance.  The  tooth  at  the  inner  end 
is  not  less  than  two-thirds  the  standard  thickness  and  height. 


\ 


\ 
\ 
\ 


Fio.  10.  —  DR.iwisa  OF  Bevel  Gears.    Ratio  2  i 


AUenHon.  —  A  pair  of  bevel  gears  havii^  the  same  number  ot 
teeth,  are  called  miter  gears  and  both  may  be  cut  with  the  same 
cutter. 


CUTTING  BEVEL  GEAR  lll5 

Information.  —  When  ordering  cutters  for  bevel  gears,  give 
exact  specifications,  as  pitch,  number  of  teeth  in  bevel  gear  and 
pinion,  length  of  face,  and  angle  of  shafts. 

28.  Cutting  angle  for  bevel  gears.  —  By  referring  to  the 
drawing,  Fig.  10,  it  may  be  noted  that  the  cutting  ai^le  of  the 
gear,  60°  14',  measured  from  the  horizontal  or  axis  of  gear,  is 
the  same  as  the  face  ai^le  of  pinion;  and,  inversely,  the  cutting 
angle  of  pinion,  23°  22\  is  the  same  as  the  face  angle  of  gear. 
This  gives  a  parallel  clearance. 

AUenHon.  —  If  the  face  is  -^j  of  the  apex  distance,  all  dimen- 
sions at  the  small  ends  of  teeth  will  be  ^  of  the  lai^  end. 

CUTTING  BEVEL  GEAR 

29.  To  cut  bevel  gear  and  pinion  with  milling  machine,  Fig.  1 1. 


Fia.  11.  —  CuTONO  Bevil  Geab. 
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SPECIFICATIONS 


Namb. 

Gear. 

Pinion. 

Name. 

1 

Gear. 

Pinion. 

Material . . . 

0.  iron 

C.  iron 

Thickness  of 
tooth  at  P.  L. 

■ 

large  end 

.196" 

.196" 

W  —  Web. . 

Web 

Plain 

Thickness  of 
tooth  at  P.  L. 

small  end. . . . 

.  137" 

.  137" 

Style 

Bevel 

Bevel 

Depth  of  tooth 
at  P.  L.  large 

1       end 

.125" 

.125" 

Hole 

1" 

1" 

Depth  of  tooth 
at  P.  L.  small 

end 

.0866" 

.0866" 

0.  dia 

4.111" 

2 . 224" 

Chordal    thick- 
ness at  large 

end 

. 1961" 

. 1961" 

Face 

H" 

iJ" 

Chordal    thick- 
ness at  small 

"^ 

end 

. 1368" 

. 1358" 

Hub  dia. . . . 

li" 

li" 

Corrected  adden- 
dum at  large 

end 

. 1261" 

. 1293" 

Hub  proj'n. 

J" 

ir 

Corrected  adden- 
dum at  small 

end 

.0873" 

.0895" 

Teeth 

32 

16 

Center  angle. .  . 

63*' 26' 

26"  34' 

Diametral 

pitch 

8 

8 

Face  angle 

23<>  22' 

60°  14' 

P.  dia 

4" 

2" 

Cutting-angle . . 

60°  14' 

23°  22' 

Depth    of 

Apex  distance  at 

tooth  at 

P.  L 

2.2363" 

2.2363" 

large  end . 

.2696" 

. 2696" 

Cutter    marked 
Speed 

#3-8  P. 

#5-8  P. 

Depth        of 

1st  or  2d 

speed    or  60 

tooth  at 

F.P.M. 

small  end 

. 1867" 

. 1867" 

Feed 

Medium   ] 
.007"p< 
lution 

power   feed  — 
Br  cutter  revo- 

Approx.  set- 

over  

.037" 

.037" 

Keyway 

J"  X  t" 

A"  X  A" 

Approx.    in- 

4 holes 

4  holes 

Lubricant 

Dry 

Dry 

dex  setting 

in20- 
hole 

in20- 
hole 

circle 

circle 

Attention.  —  It  is  best  to  leave  bevel-gear  hubs  long  to 
allow  for  squaring  to  place. 


Cutting  bevel  gear 


SCHEDULE  OF  OPERATIONS  FOR  GEAR 


space.  Cutting  two  spaces  cei 
tral  produces  a  tooth  that  is 
little  too  thick. 


Fro.  13.  —  Dotted  Links  Show- 
iNo  Whebb  to  Trim  Bdvbl- 
Geab  Tootb, 

VL  Trimming  bevd-gear  tiwth. 
Move  table  back  until  blank  is 
clear  of  cutter.  Move  cross  slide 
inward  .037",  revolve  blank  out- 
ward toward  cutter,  4  holes  in  20- 
hole  circle  and  tiim  first  side  of 
tooth.  Move  blank  back  clear 
of  cutter  and  cross-slide  back  to 
sero;  index  to  first  space,  then 
move  outward  .037"  and  revolve 
blank  inward  toward  cutter,  4 
boles;  then  4  holes  more  and  cut 
through,  trimming  second  side  of 
tooth. 


L  PrepantoiT  adjustments. 
Place  cutter  A  on  arbor  B  to  cut 
in  direction  of  arrow  so  aa  to  cut 
from  amall  end  to  large  end  of  tooth, 
then  clamp  hard.  Fasten  inden 
head  in  table.  Set  swivel  table 
at  zero. 

n.  Set  cutter  centraL  Place 
pointed  center  in  index  head  and 
set  cutter  central,  as  at  A',  Fig. 
11,  and  cross-feed  dial  at  zero. 

HL  Honnt  trial  blank  on  srbor. 
Remove  center  and  mount  trial 
blank  C  on  stub  arbor  D  and  drive 
arbor  lightly  into  index-head 
spindle. 

IV.  Anange  Index.  Arrange  in- 
dex for  32  teeth  and  set  index 
head  at  angle  60°  14'. 


V.  Obtsin  depth  of  teeth.  Mark 
depth  line  A  with  gage  B,  Fig.  12, 
for  lai^  end  of  teeth.  Start 
machine,  elevate  knee  and  with 
powCT  feed  cut  first  space  to 
depth,  two  or  three  outs.  Adjust 
table  dog  to  trip  feed  at  end  of  cut. 
Move  blank  back  until  clear  of 
cutter,    index    and    cut   second 


Q.  14.  —  MaABUBmo  Thicknbss 
OF  BnvaL-GEAit  Tooth  with 
VcBUDcB  Caupeh. 
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Vn.  Test  thickness  of  tooth. 
Caliper  tooth  at  both  ends  with 
gear-tooth  vernier,  fig.  14,  or 
gage,  fig.  15.  To  measure  thick- 
ness of  gear  tooth  with  vernier. 
Fig.  14,  adjust  until  vertical  scale 
is  the  addendum  distance  from 
ends  of  jaws,  then  adjust  sliding 
jaw  to  tooth  and  the  horizontal 
scale  will  show  thickness  of  tooth 
at  pitch  line.  See  Vernier  Prin- 
ciple, pp.  2ll,  2l2. 

Make  corrections  if  necessaiy 
by  changing  setover  or  index  set- 
ting, or  both,  and  take  trial  cuts 
until  tooth  is  correct  at  both  ends. 


OAOE 

A 


BEVEL 
GEAR 
BLANK 


FiQ.  15. — Testing  Thickness  op 
BsvBir^BAR  Tooth. 

VXn.    Cut  88  teeth.      Remove 
trial  blank  from  arbor  and  mount 


gear  blank.  Move  cross  slide 
inward  .037''  off  center,  or  the 
amount  found  to  be  correct,  and 
cut  all  around  blank.  Move 
table  back  until  blank  is  dear  of 
cutter.  Move  cross  slide  out- 
ward the  same  amount  on  other 
side  of  center,  revolve  blank  in- 
ward toward  cutter  8  holes  and 
cut  all  around  second  time,  which 
completes  gear. 

Warning.  —  To  avoid  error, 
move  cross  slide  back  and  forth 
and  note  amount  of  back-lash  in 
screw  and  aUow  for  it  when  mak- 
ing setover. 

Information.  —  For  coarse 
pitches  or  very  accurate  gears, 
allowance  should  be  made  for  the 
ciurve  of  the  pitch  circle  when 
measuring  thickness  of  tooth  by 
obtaining  the  ''corrected  adden- 
diun"  and  ''chordal  thickness." 

Attention.  —  The  data  for  set- 
over  and  rotation  of  blank  givea 
in  schedule  for  trimming  the  teeth 
are  for  Nos.  3  and  5  cutters  only. 
If  other  cutters  are  used  to  cut 
these  gears,  as  Nos.  2  and  6,  new 
data  will  be  needed. 


30.  To  obtain  data  for  cutting  bevel  gears.  —  As  the  set 
over  is  not  readily  calculated  and  the  first  tooth  is  experimental, 
it  is  best  for  a  student  to  use  a  trial  blank  and  make  a  record  of 
data  obtained.  Cut  two  spaces,  then  take  as  a  trial  distance 
for  set  over  from  one-sixth  to  one-eighth  thickness  of  tooth  on 
pitch  Ime  at  large  end.  Rotate  blank  and  move  table  until 
stationary  cutter  enters  space  and  touches  side  of  tooth  at  small 
end  and  cuts  through,  then  return  and  index. 

Move  cutter  same  amount  out  of  center  on  other  side  and  ro- 
tate blank  until  cutter  touches  other  side  of  tooth  at  small  end. 
Cut  through  and  measure  tooth  at  both  ends.    If  tooth  is  too 
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thick  but  proportional,  rotate  blank  and  make  trial  cuts  until 
tooth  is  of  correct  thickness  at  both  ends.  If  too  thick  at  large 
end  and  right  at  small  end,  increase  set  over;  if  too  thick  at 
small  end  and  right  at  large  end,  decrease  set  over. 

Warning.  —  Movements  made  on  one  side  of  tooth  must  be 
made  on  other  side,  otherwise  tooth  will  not  be  central. 

Attention.  —  On  large  gears,  5  pitch  and  coarser,  it  is  necessary 
to  take  three  cuts,  —  a  central  cut  all  larcie 

around,  then  two  trimming  cuts,  one  a^""*' 

on  each  side  of  teeth.  On  small  gears 
after  amount  of  set  over  and  blank 
rotation  is  obtained,  take  two  cuts  only. 
First  cut  all  around  with  blank  set  over 
to  right  of  central  line,  then  take  second 
cut  all  around  with  blank  set  to  U^t  of 
central  line  with  proper  crank  rotation. 

31.  To  file  bevel-gear  teeth.  —  Use 
5"  or  6",  number  0  or  1,  Barrette 
(smooth-back),  or  half-round  2d  cut  or 
bastard  file.     Assume  that  the  tooth 

curve,  AB,  Fig.  16,  at  the  large  end  is  end 

correct,  and  the  small  end,  CD,  is  correct  ^o- 1«-  —  Dottbd  Lines 

up  to  pitch  line.    File  both  sides  of  each  SaowraaWBEKEToFiLB 

.      . .      .       ,            J  .          .                 i    J  E-  BbveiAjkae  Tooth. 
tooth  Circular  and  taperii^,  as  at  AE 

and  A'E',  from  top  at  lai^e  end  down  to,  or  nearly  to,  pitch 
line  at  small  end. 

Mount  gears  in  testing  machine  or  fit  two  shafts  to  an  at^le 
plate.  Place  gears  on  shafts  and  run  by  hand.  Use  a  little  of 
Eoixture  of  red  lead  and  oil  on  teeth  and  make  further  correc- 
tions by  filing  high  places  as  indicated  by  bearing.  Bepeat 
process  until  bearing  is  along  pitch  line,  then  fit  the  gears  to  place 
in  machine  by  squaring  oS  hubs. 

32.  To  cut  bevel  gears  in  an  automatic  gear-cutting  machine. 
—  The  information  ^ven  in  the  Schedule  for  cutting  bevel  gear 
in  a  milling  machine  is  needed  when  cutting  a  similar  bevel  gear 
in  au  automatic  gear-cutting  machine,  and  is,  practically, 
used  in  the  same  manner. 
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WORM  GEARING 


FiQ.  17.  —  Worm  Geabinq.    Ratio  35  to  1. 

33.  Worm  gears  are  used  to  transmit  rotary  motion  from 
one  shaft  to  another  not  parallel  and  usually  at  right  angles. 
Fig.  17.  They  are  used  where  the  load  is  heavy  and  the  ratio 
of  the  speed  is  low.  The  thread  on  the  worm,  Fig.  18,  is  similar 
to  the  29®  thread.  The  tooth  curves  on  the  worm  gear  are  the 
same  as  those  on  spur  gears  of  the  same  pitch.  The  teeth  are 
cut  at  an  angle  with  the  center  line  of  the  shaft  which  is  depend- 
ent on  the  lead  of  the  worm.  For  index  heads  and  dividing 
engines,  the  teeth  are  drop-cut  with  straight  faces  by  gashing 
with  a  single  cutter.  The  most  useful  forms  are  gashed  and 
hobbed  or  hobbed  only. 

Gears  which  are  gashed  only,  have  a  rather  uncertain  path  of 
contact;  but  hobbed  gears  bear  on  the  worm  thread  the  full 
length  of  the  teeth. 

Worm  gears  may  be  found  in  the  power  feed  driving  mechan- 
isms of  many  machine  tools  including  engine  lathes,  drill  presses, 
and  boring  mills.  They  are  also  used  for  worm  wheel  drives  for 
automobiles  and  trucks,  steering  mechanisms,  and  for  other  pur- 
poses where  a  large  reduction  in  speed  is  desired.  By  increas- 
ing the  pitch  and  number  of  threads,  this  mechanism  becomes 
one  of  spiral  gears. 


WORM  GEARING  1121 

34.  Specifications  for  woim  and  worm  gear 


Name. 

WOEM. 

PitnoM. 

Namb. 

WOBU. 

PiinoN. 

Material.  .  . 

Hole 

0.  dia 

Machine 
steel 
(CH.) 

ll" 

3" 

3  R.H. 

doele 

.1033" 
1,3243" 

.2289" 

.1061" 

.1667" 
.1663" 

Pho.- 
phor 

blOIlM 

1" 
4.1036" 

"si" 

.2288" 
.1061" 

.1667" 
.1663" 

Pitch  dia. 

Throat  dia 

Lead 

Alia]  pitch.... 
Ansle  of  pitch 
witii  aiia. , . . 
Gsshing  angle. 
Cent«r  diMance 

Cutter  BoatlKid. 

Hobmatked... 

Keyway 

Lubrioant 

1.6378" 

!3333"' ' 
.3333" 

Sfl'SMO" 

a!  6256^" 

.3333" P. 
■inele  R.H. 

A"XA" 

Lard  oil 

8.7137" 
3.9269" 

Tbrcftda  per 

No.  ol  teetb 

Width  of  fin- 

JahiDgtool 

(tt  point. . 

Hoot  dia.... 

3°  66-  6e" 
2.6268" 

Thickn«»ot 
tooth      at 
P.  L 

i"  Xi" 
Dry  or  iard 
oil 

Pio.  18.  —  WoHH  AND  WoBu  Gbab. 
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MAKING  WORM 

36.  To  make  worm  If'  X  2'S  3  threads  to  V ;  material, 
machine  steel  (to  be  case-hardened),  Fig.  18.  —  True  blank 
in  chuck,  drill,  ream,  press  mandrel  into  hole,  mount  on  centers, 
square  and  turn  to  size.  Arrange  gears  for  3  threads  to  1". 
As  worm  is  same  angle  as  29^  thread,  rough  thread  with  29^ 
rough-threading  tool  similar  to  square  thread  tool.  To  finish 
thread,  use  29^  finish-threading  tool,  with  point  .1033''  wide. 
Cut  keyway. 

Attention,  —  Worm  threads  are  also  milled  in  milling  machines 
or  thread  millers  with  formed  cutters. 

PREPARING  WORM  GEAR  BLANKS 

36.  To  prepare  worm-gear  blank  1"  X  4.1036"  diameter, 
36  teeth;  materiali  phosphor  bronze.  Fig.  18.  —  True  cast- 
ing in  chuck,  drill,  ream,  press  mandrel  into  hole,  mount  on 
centers,  square  and  turn  to  size.  Turn  concave  surface,  or 
throat,  with  forming  tool,  or  rough  out  and  finish  with  hand 
tools  to  templet.    Bevel  comers  and  cut  kejrway. 

GASHING  WORM  GEAR 

37.  To  gash  worm  gear,  universal  milling  machine.    Fig.  19. 


Fig.  19.  —  Gashing  Worm  Gear. 


GASHING  WOBM  GEAE 
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Sp«ciflckt!oiis;  Material  phosphor-bronze  worm-gear  blank,  finished 
I"  X  4.:035"  diameter  for  35  teeth. 

Hachines  and  tools:  UuiverBal  "lilling  machine,  index  head  and  cen- 
ters, gashing  cutter. 

Speed:  2d  or  3d  speed,  or  60  F.P.M.    Hand  vertical  feed. 

Lubricant:  Dry  or  lard  oil. 

SCHEDULE  OF  OPERATIONS 


I.  Preparatory  adjustments. 
Place  gashing  cutter  A  on  arbor 
B  to  cut  in  directioD  of  rotation 
and  clamp  hard.  Fasten  index 
head  and  footstock  in  horizontal 
alinement  on  table.. 

n.  Set  cutter  centraL  Set  swivel 
table  at  zero  and  cutter  central, 
as  A',  Rg.  19. 

m.  Amnge  Index.  Arrange  in- 
dex for  35  teeth. 


Ji 


Fio.  20.  —  SBCTTNa  SwivEi.  Table 

TO  GAsmNO  Anolb  for  Wobu 
Gear. 


IV.'  Mount  gear  blank  on  centers. 
Press  mandrel  C  into  blank  D 
and  mount  on  centers,  securing 
dog  B  in  driver  by  screw  F.  Rtuae 
knee  and  move  table  until  cutter 
fits  concave  part  of  blank.  Lower 
knee  and  set  swivel  table  at 
4°,  the  angle  of  teeth.  Clamp 
table. 

V.  Gash  blank.  Start  machine 
and  raise  knee  untJl  gear  blank 
touches  revolving  cutter.  Set 
vertical  dial  at  zero,  ruse  knee 
slowly,  sinking  cutter  to  depth 
of  roughing  cut  .220".  Set  ver- 
tical stop.  Lower  knee,  index 
and  raise  knee  to  stop  and  cut 
next  gash.  Ckmtinue  process  un- 
til all  teeth  are  gashed. 

Attention.  —  If  the  machine  has 
a  vertical  stop,  set  it  for  depth  c^ 
gash  after  the  first  cut  and  feed 
up-agtuost  it  for  each  gash;  otheiv 
wise,  use  the  vertical  dial  to  obtain 
the  depth. 


BOBBING  WORM  GEAR 

38.  To  hob  worm  gear,  universal  or  plain  ntilling  machine. 
Fig.  21. 

Specifications;  Material,  phosphor-bronze  worm-gear  blank,  finished 
1"  X  4.1035",  with  35  teeth  gashed. 

Hachines  and  tools:  Universal  or  plfun  milling  machine,  index  head 
and  centers.     IJ"  X  2"  right-hand  hob,  3  threads  per  1". 

Speed:  1st  or  2d  speed,  or  40  F.P.M. 

Lubricant:  Dry  or  lard  oil. 
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Fia.  21.  —  HoBBixo  Worm  Gear. 


SCHEDULE  OF  OPERATIONS 


I.  Preparatory  adjustments. 
Place  hob  A  on  arbor  B  to  cut  in 
direction  of  rotation,  and  clamp 
hard.  Fasten  index  head  and 
footfitock  in  horizontal  alinement 
on  table.  Set  swivel  table  at  zero. 
Set  top  of  knee  to  center  line  on 
vertical  slide  which  alines  the 
index  centers  with  machine  spin- 
dle, then  set  vertical  dial  at  zero. 

n.  Mount  gear  blank  on  two 
dead  centers. 

Press  mandrel  C  into  blank  Z>,oil 
both  center  holes,  lower  knee  and 
mount  on  two  dead  centers  with- 
out dog  so  that  hob  will  drive  gear. 

HL  Set  hob  central.  Raise  knee 
and  adjust  table  by  long,  and 


cross  feeds  until  hob  is  central 
by  measurement  with  gashed 
gear,  then  clamp  long,  and  cross 
feeds. 

IV.  Obtain  depth  of  teeth.  Start 
machine  and  raise  knee  slowly 
until  hob  begins  to  cut  and 
after  each  revolution  of  gear  raise 
knee  a  little.  Repeat  until  dis- 
tance between  top  of  knee  and 
center  on  vertical  slide  equals  cen- 
ter distance  of  w6rm  and  gear. 
This  distance  may  be  measured 
with  a  rule  from  top  of  knee  to 
center  line  on  vertical  slide  or, 
more  accurately,  with  rule  for  the 
2"  and  vertical  dial  for  the  deci- 
mal .6258". 


Information.  —  Hobs  are  obtainable  to  order  only,  with  re- 
lieved teeth  same  as  formed  milling  cutters.  Depth  of  teeth 
equals  working  depth  of  worm  plus  twice  clearance,  which  al- 
lows for  grinding. 
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Attention.  —  InFig.  21,  gear  is  driven  by  hob  making  it  neces- 
sary to  gash  gear,  but  on  gear-bobbing  machines  or  attachments 
where  gear  is  driven  by  hobbing-machine  spindle,  gashing  may 
be  omitted. 

SPIRAL  GEARING 


Fifi.  22.  —  Spiral  Gears.    Ratio  If  to  1. 

39.  Spiral  gears  are  used  to  transmit  rotaiy  motion  from 
one  shaft  to  another  not  parallel,  and  have  teeth  like  a  screw, 
Fig.  22.  They  are  desirable  for  high  speeds  where  the  load  is 
light  and  smooth  and  noiseless  action  is  a  factor;  for  this  reason, 
spiral  geaiB  are  often  used  instead  of  bevel  gears.  The  absence 
of  noise  is  due  to  the  sliding  action  between  the  teeth.  The 
tooth  curves  are  the  same  as  those  used  in  spur  gearing,  but  the 
teeth  are  so  placed  that  their  center  lines  are  sections  of  helices. 
The  lead  or  pitch  of  these  heUces  is  dependent  on  the  angle  be- 
tween the  shafts.  They  should  be  designed  so  that  they  may 
be  cut  with  standard  spur-gear  cutters.  Spiral  gears  may  be 
cut  with  a  milling  machine,  Fig.  23,  spiral  gear-cutting  machine, 
gear-hobbing  machine  or  spiral-gear  generator. 

Examples  of  spiral  gears  may  be  found  in  automobile  and 
stationary  gas  engine  timing  gears,  and  in  centrifugal  machinery 
including  extractors,  separators,  and  dryers. 

Spiral  bevel  gears  are  used  in  the  drive  of  automobiles. 
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CUTTING  SPIRAL  GEAR 
40.  To  cut  spiral  gear  and  pinion,  universal  milUng  machine, 
Fig.  23. 


Fig.  23.  —  Cuttino  Spiral  Geab. 


SPECIPICATIOHS 


Namb. 

Gbab. 

Pinion. 

Naub. 

G«AB. 

PiNlOt). 

Material 

Phos- 

Maohine 

Exact  lead  of 

phor 

■teel 

■Piral 

11  662" 

8.330" 

bionie 

Hole. 

1" 

AppToi.  lead  of 

spiral 

11.667" 

8.333" 

O.dU. 

3.962" 

2.902" 

Center  dJsMuioe. 

3.182" 

3.182" 

Face. 

U" 

li" 

Keyway 

i"Xi" 

1"  X  i" 

Teeth 

21  R.H. 

ldR.H. 

Geut  tor  tptr^ 

Piteh  dift.  . . . 

3.71" 

2.65" 

6« 

48 

Cir.  pitch.... 

.555"+ 

iBteearonatud. 

32 

32 

Angle  of  teeth 

2d  gear  on  atud. 

48 

40 

with  aiU. . 

46" 

4B" 

.393" 

.393" 

72 

72 

NomwaS.... 

.125" 

.125" 

Cutter    marked 
Higfa-Bpeed 

.196" 

.196" 

Speed 

#2-8?. 

#3-8  P. 

Normal  T... 

let  OT  2d 

F.P.M. 

Depth    of 

Feed 

Medium  [ 

«wer   feed  — 

■Paoe 

,2696" 

.2696" 

Lubrioant 

.007"  p« 
lution 
Laid  oil 

a  cutter  revo- 

CUTTING  SPIRAL  GEAR 
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SCHEDULE  OF  OPERATIONS  FOR  GEAR 


L  Preparatory  adjustments. 
Place  cutter  A  on  arbor  B  in  di- 
rection of  rotation,  and  damp 
hard.  Fasten  index  head  and 
footstock  in  horizontal  aiinement 
on  table. 

XL  Set  cutter  centraL  Set  swivel 
table  at  zero  and  cutter  central,  as 
at  A',  Fig.  23y  and  clamp  cross 
slide. 

m.  Arrange  gears  and  index. 
Arrange  gears  for  spiral,  set  index 
for  21  teeth,  withdraw  stop  so 
that  index  plate  can  revolve. 

IV.  Mount  gear  blank  on  centers. 
Press  mandrel  C  hard  into  blank 
D  and  mount  on  centers  securing 
dog  E  in  driver  by  screw  F. 

V.  Set  machine  for  depth  of 
teeth.  Start  machine;  move  table 
by  hand  long,  feed  until  blank  D, 
is  under  revolving  cutter  A .  Hold 
.001''  tissue  plaper  on  top  of  blank 
and  raise  knee  until  revolving  cut- 
ter cuts  paper.  Then  set  vertical 
dial  at  zero  and  move  blank  back 
until  clear  of  cutter.  Stop  ma- 
chine. Set  swivel  table  at  45° 
and  clamp.  Raise  knee  .2696", 
depth  of  space,  and  again  set  ver- 
tical dial  at  zero. 

VI.  Mill  trial  tooth.      Start  ma- 


chine; move  table  by  hand  long, 
feed  until  cutter  nearly  touches 
blank,  then  throw  in  power  feed, 
and  mill  tooth,  one  cut.  Set 
table  dog  to  trip  feed  when  cen- 
ter of  cutter  has  passed  far  comer 
of  gear  blank.  At  end  of  cut, 
lower  knee  and  move  table  back 
until  blank  is  clear  of  cutter. 
Raise  knee  to  zero,  index  and  cut 
next  tooth.  Measure  tooth  and 
make  correction,  if  necessary. 

VII.  Mill  all  teeth  by  same  proc- 
ess. 

Information.  —  Before  first  cut, 
raise  knee  until  revolving  cutter 
touches  blank,  then  move  table 
by  hand  to  trace  spiral  line  on 
work  which  will  show  if  lead  and 
angle  are  correct. 

Warning.  —  Press  mandrel 
harder  into  blank  for  spiral  milling 
as  the  tendency  to  sUp  by  pressure 
of  cut  is  greater. 

AUerUion.  —  Cut  pinion  by 
same  process  as  gear. 

Note.  —  To  obtain  information 
for  designing  spur,  bevel,  woim 
and  spiral  gearing,  consult  stand- 
ard hand  books  and  treatises  on 
gearing. 


BEVEL  PROTRACTOR 

41.  Bevel  protractor.  —  A,  Fig.  24,  is  used  to  establish 
and  test  angles.  It  is  graduated  into  360  divisions  called 
degrees.  The  degree  is  the  unit  of  angular  measurement, 
^iv  part  of  a  circle.  For  calculation  a  degree  is  divided  into 
60  parts  called  niinutes  and  a  minute  is  sub-divided  into  60 
parts  called  seconds. 
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Fig.  24.  —  Meaburinq  Angle  or  Lathe  Center.    Bevel  Protkactob. 


FiG.  25.  —  Measuring  Angle  or  Twist  Drill.    Bevel  Protractob. 

The  protractor  consists  of  beam  B,  graduated  dial  C  and 
blade  D  which  is  connected  to  rotating  disk  E  by  thumb-nut 
F  and  clamp  G.  Disk  E  carries  zero  point  (0).  Blade  D  is 
adjustable  and  reversible  and  may  be  clamped  at  G.  Dial 
C  is  divided  into  four  quadrants  of  90**.     When  aero  lines 


BEVEL  PROTRACTOR 
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on  dial  C  and  disk  E  coincide,  the  beam  and  blade  are  parallel 
and  the  angle  is  180^. 

42.  To  measure  angle  with  bevel  protractor.  —  For  included 
angles  less  than  180^  and  greater  than  90^,  loosen  thumb-nut 
F  slightly  and  bring  beam  B  and  blade  D  in  contact  with 
work,  as  twist  drill  L,  Fig.  25,  and  subtract  reading  from  ISO**, 
as  at  M,  For 
angles  less  than 
90'',  as  lathe 
center  H,  Fig. 
24,  read  di- 
rectly as  at  K. 

Supplemen- 
tary beam  B', 
Fig.  24,  is  con- 
venient  for 
measuri  ng 
small  angles, 
the  angle  being 
obtained  by 
subtracting 
reading  from 
90^  as  90^- 
60^  =  30**,  as  at 
JNT,  Fig.  29. 


BEVEL 

QEAR 

BLANK 


\ 

I 

/ 


ANOLI 

»23*22' 


43.  Vernier 
bevel  protrac- 
tor. Fig.  26,  is  Fig.  26.  —  Measubino  Angle  of  Bevbl  Gear  Blank 
used  to  meas-  "v^th  Verndbr  Bevel  Pbotractor.  Reads  to  5 
ure  parts  of  a        Minutes  or  A  op  Degree. 

degree.  A,  A'  is  a  double  vernier  divided  into  12  equal  parts 
each  side  of  zero.  When  reading  angles  less  than  180*^  and 
greater  than  90**,  vernier  A  is  used;  for  angles  less  than  90**, 
vernier  A'  is  used. 

The  12  divisions  on  vernier  occupy  same  space  as  23**  on 
dial  B.  This  divides  a  degree  into  12  parts,  each  part  equals 
60  -5-  12  =  5  minutes.    See  Vernier  Principle,  pp.  211,  212. 
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44.  Table  of  tapers  per  foot  with  corresponding  angles  and 
tapers  per  inch. 


Taper  pbr 

Included  Anolb. 

Angle  with 
Center  Line. 

Taper  per 

Taper  pb&  Ikcb 

Foot. 

Inch. 

FROM  CxurrKR 

Like. 

Deg. 

MiN. 

Deg. 

Min. 

i 

0  , 

36 

0 

18 

.0104 

.0052 

t 

0 

54 

0 

27 

.0156. 

.0078 

1 

12 

0 

36 

.0208 

.0104 

t 

1 

30 

0 

45 

.0260 

.0130 

1 

48 

0 

54 

.0312 

.0156 

t 

2 

6  . 

3 

.0365 

.0182 

2 

24 

12 

.0417 

.0208 

{• 

2 

42 

21 

.0469 

.0234 

3 

0 

30 

.0521 

.0260 

- 

i 

3 

16 

38 

.0573 

.0286 

J 

3 

34 

47 

.0625 

.0312 

■i 

i 

3 

52 

56 

.0677 

.0338 

J 

1 

4 

10 

2      5 

.0729 

.0305 

« 

4 

28 

2 

14 

.0781 

.0391 

1 

4 

46 

2 

23 

.0830 

.0417 

11 

5 

58 

2      59 

.1042 

.0521 

li 

7 

10 

3      35 

.1250 

.0625 

u 

8 

20 

4 

10 

.1458 

.0729 

2 

9 

32 

4 

46 

.1666 

.0833 

2J 

11 

52 

5 

56 

.2083 

.1042 

3 

14 

16 

7 

8 

.2500 

.1250 

31 

16 

36 

8 

18 

.2916 

.1458 

4 

18 

56 

9 

28 

.3333 

.1667 

4i 

21 

14 

10 

37 

.3750 

.1875 

5 

23 

32 

11   i   46 

.4166 

.2083 

45.  To  find  angles  for  given  taper  per  foot.  — 

Rule:  Divide  one-half  the  taper  in  inches  per  foot  by  12  for 
the  tangent  of  the  angle  with  the  center  line.  The  included 
angle  is  twice  the  angle  with  the  center  line. 

Example,  —  Given  6"  taper  per  foot.    To  find  angle. 

Solution.  —  ty      ^^  =  .25000  tangent  of  angle  with  center  line. 

The  angle  whose  tangent  is  .25000  (see  Table  of  Tangents 
in  any  Engineers'  Handbook)  equals  14^  2'.  Included  angle  == 
14°  2'  X  2  =  28°  4'. 

46,  To  find  taper  per  inch.  —  Divide  taper  per  foot  by  12 
for  included  angle  and  by  24  for  angle  with  center  line. 


COMPOtJND  REST 
COMPOUND  REST 
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-TuRHiNQ  AN  Akolb  with  COMPOUND  Slide  Rest. 


47.  Compound  rest,  Fig. 
27,  ia  used  to  turn  or  bore 
steep  tapers  or  large  angles. 
It  may  be  a  permanent  part 
of  cross  slide,  as  in  Fig.  27, 
or  an  attachment  to  in- 
terchange with  tool  block. 
When  the  zero  lines  co- 
incide, as  at  F,  Fig.  28,  it 
is  in  the  same  plane  as  regu- 
lar cross  slide.  To  set  at 
other  angles,  find  whether 
angle  is  measured  from  per- 


PiQ.  28.  —  Compound  Slidb  Rest 
Gbaduatiok. 


9. DiAOKAM    FOB   RBADINS 

Akoles. 
pendicular  to  axis,-  as  line 
Gff,  Fig.  29,  or  parallel  to 
axis,  as  line  JK.  If  from 
perpendicular,  as  angle  L, 
set  rest  at  60°.  If  parallel, 
as  angle  M,  set  at  90"  — 
30°  =  60°.  If  30°,  as  at 
N,  set  direct.  If  60°,  as 
at  P,  set  at  complimen- 
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tary  angle  30^.  If  angle  or  bevel  on  drawing  is  not  given  in 
degrees,  measure  with  protractor  or  transfer  angle  with  uni- 
versal bevel.  Hold  head  of  bevel  against  face  plate  of  lathe  and 
adjust  slide  of  compound  rest  to  coincide  with  blade  of  bevel. 

48.  To  set  compound  rest  to  turn  taper  or  bore  taper  hole 
when  taper  is  given  in  inches  per  foot.  — 

First  Method.  —  Consult  table  of  tapers  and  angles  and  find 
angle  corresponding  with  desired  taper. 

Example.  —  To  bore  short  taper  hole  f "  taper  per  foot. 

Solution^ — Angle  with  center  line  for  taper  f"  per  foot  = 
1^30'.  Complement  of  angle  is  90°  -  1°  30'  =  88°  30'  which 
is  setting  for  this  taper. 

Second  Method.  —  In  absence  of  table  set  rest  approximately, 
and  take  trial  cuts  until  exact  taper  is  obtained. 

49.  To  make  bevel  gear  blank  8  pitch,  32  teeth. — For 
specifications,  see  Figs.  10  and  27,  and  pp.  Ill3-lll9.  True 
casting  in  chuck,  drill,  ream,  press  mandrel  into  hole,  mount  on 
centers,  square  and  turn  to  size.  Set  compound  rest  A,  Fig. 
27,  for  angle  of  face  B  which  is  23°  22'  from  line  perpendicular 
to  axis,  therefore,  set  compound  rest  A  at  23°  22'  directly. 
Move  carriage  under  blank  and  with  handle  C  move  cross  slide 
D  to  approximate  depth  of  cut  and  clamp  carriage.  Take  one 
or  two  cuts  operating  compound  rest  by  handle  E,  then  test 
bevel  with  bevel  protractor,  as  in  Fig.  26,  and  if  necessary, 
adjust  compoimd  rest  and  repeat  cuts.  Set  compound  rest  t-o 
63°  26'  and  turn  outside  bevel  on  back  of  gear  and  with  same 
setting  turn  inside  bevel  to  make  face  B  |J"  wide.  Set  com- 
pound rest  at  zero.    Filing  and  polishing  may  be  omitted. 

60.  Fine  tool  adjustments  with  compound  rest.  —  While 
a  finer  tool  adjustment  is  obtained  with  the  compound  rest  than 
with  th^  cross  slide  due  to  its  finer  actuating  screw,  a  still  fijier 
adjustment  may  be  obtained  by  setting  the  compound  rest  at  an 
angle.  For  example,  we  assume  that  the  compound  rest  is  set 
at  30°.  If  the  tool  is  moved  .001",  according  to  the  micrometer 
dial,  the  actual  distance  the  tool  moves  into  the  work  is  in  pro- 
portion to  the  cosine  of  the  angle  or  .001  X  cos  30°  =  .001  X 
.87  =  .00087".  At  45°  the  depth  is  .00071",  and  at  60"*  the 
depth  is  .0005". 
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SECTION  12 

TOOL  MAKING 

Introductioii.    Making  Mandrel.    Testing  Latiie  Work  Witii  lodicatofB. 

Thread  Micrometer  Calipers.    Making  Taps.    Making  Plain  Milling 

Cutter.    Making  Hand  Reamer.    Lapping.    Making  Plug  Gage. 

Measuring  Machine.    Spiral  Milling.    Cutting  Teeth  In  Spiral 

MilL     Grooving    Twist    Drill.     Making    Twist    DriU. 

Precision  Methods  of  Locating  Holes  For  jigs  and 

Accurate  Machine  Parts  —  Plug  Method,  Button 

Method.    Sine  Bar. 

INTRODUCTION 

1.  Tool  making  is  the  fine  art  of  machine  building  and 
manufacturing.  It  consists  of  designing,  making  and  repair- 
ing small  toolS;  such  as  taps,  dies,  reamers,  twist  drills,  man- 
drels, arbors,  coimterbores,  milling  cutters  and  gages. 

Standard  small  tools  are  obtainable,  but  many  others,  special 
in  diameter,  length  or  shape  including  punches  and  dies,  jigs 
and  fixtures,  needed  in  machine  building,  manufacturing  and 
experimental  work,  are  not  obtainable  and  must  be  made  to 
meet  the  requirements. 

The  processes  of  making  tools  and  making  machine  parts  are 
similar,  but  greater  knowledge  and  accuracy  are  generally  re- 
quired in  making  tools  than  in  making  machine  parts. 

While  schedules  of  making  a  number  of  different  types  of  tools 
are  given  in  this  section,  a  large  number  of  tool-making  proc- 
esses may  be  found  in  other  sections  of  both  books  {Principles 
of  Machine  Work  and  Advanced  Machine  Work),  such  as  Hard- 
ening and  Tempering,  Accurate  Filing  and  Scraping,  Drilling, 
Internal,  Surface,  and  Cutter  Grinding,  Planing,  Grooving  and 
Fluting  Taps  and  Reamers,  and  Cutting  Teeth  In  Milling 
Cutters. 

2.  Selecting  sizes  of  steel  for  tools.  —  As  the  surface  of  car- 
bon-steel bar  stock  is  decarbonized  to  some  extent,  and  will  not 
harden  properly,  select  annealed  carbon  steel  ^s"  to  \"  large  for 
tools  that  are  to  be  hardened,  and  high-speed  steel  tV"  to  i"  large. 
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MAKINQ  MANDREL 

3.  To  prepare  f^"  standard  mandrel  blank  for  hardening, 
tempering,  and  grinding,  fig.  1. 


MMkl  or  MOCmJiI^^J 

Fig.  1.  —  ScHSDULS  Drawino. 

Spedflcations:  Material,  annealed  carbon  steel  Y  large;  weight, 
8  oz.    Hardness,  22  to  23  (scleroscope). 

True  live  center.    Set  dead  center  in  approximate  alinement. 

Machuie  dry  or  use  lard  oil. 

High-speed  steel  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min. — Oil 
lathes,  6  min.  —  Prepare  blank,  55  min.  —  Harden,  10  mm.  —  Polish 
and  color  temper,  25  min.  (or  oil  temper,  5  min.)  —  Lap  center  holes, 
8  min.  —  Clean  lathes,  5  min.  — Total,  1  h.  54  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Center  to  A'.  (1)»  W-    See 
(A),  Fig.  1. 


Rough  square  to  61'+  ^', 
(3),  (4). 


Reeenter  to  A'l  W*  W- 

Finish  square  to  length,  (3), 
(4). 


Machinks,  Speeds, 
Feeds. 


Centering       machine. 
DriU    1000    R.P.M., 

countersink        400 

R.P.M. 

Engine  lathe,  12^  to 
16'',  2d  or  3d  speed, 
or35F.P.M.  Hand 
feed. 

Speed  lathe,  2d  or  3d 

speeci. 

Engine  lathe,  3d  or 
4th  speed,  or  60 
F.  P.  M. 


Tools. 


iff'  drill,  or  combina- 
tion drill  and  coun- 
tersink, 60®.  Lard 
oil. 

Dog,  side  tool,  or 
holder  and  cutter, 
30»  rake,  caUpers, 
rule. 

DriU,  countersink 
lard  oil. 

Dog,  side  tool  or 
holder  and  cutter, 
30-  rake.  caUpers, 
rule. 
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Rough  turn  reduced  portions 

to  jr  +  A'  («),  (6), 

one  or  two  cuts.  Do  not 
square  shoulders  but  leave 
fillets  as  shown  to  avoid 
cracking  in  hardening. 

Recess  countersinks  to  A'. 
Angle  20^  (7),  (8).  See 
(B),  Fig.  1. 

Recenter  to  A'.  (1)»  («)• 

Finish  turn  reduced  portions, 
(ft)r  (6),  one  cut. 


Smooth  turn  body  to  .580*. 
Turn  half  way,  reverse,  and 
turn  other  half.  (9),  one  or 
two  cuts. 


Round  comers,  (10),  (11). 

File  reduced  portions. 

Polish  reduced  portion,  also 
ends  and  recesses  except 
countersinks,  (5),  (6).  See 
pp.  432--434. 

Mill  or  file  and  polish  flats, 
(12),  (13). 


Rtampsize^'  (14). 


Stamp  name  or  initials  (Iff). 
(File  oflF  burr.) 


2d  or  3d  speed,  or  30 
F.  P.  M.  Medium 
power  feed  —  80  to 
l^ 


3d  or  4th  speed,  or  ffO 

F.  P.  M. 
Speed  lathe,  2d  or  3d 

speed. 


EiUgine  lathe,  3d  or 
4th  speed,  or  60 
FPJd.  Fine  power 
feed  —  140  to  1*. 


2d  or  3d  speed,  or  30 
F.  P.  M.  Fine 

power    feed  — 140 
to  1'. 


Speed  lathe,  3d  or  4th 
speed,  or  200  F.P.M. 

3d  or  4th  speed,   or 
176  F.P.M. 

Speed   lathe,   highest 

speed. 


Milling  machine,  3d 
speed,  medium  pow- 
er feed. 


Vise. 


Copper  imder  set 
screw  of  dog,  dia- 
mond-point tool, 
or  holder  and  cut- 
ter, 30®  rake,  cafi- 
pers,  rule. 

Side  tool  or  drill  and 
special  countersink. 


Drill,  countersink. 

Copper  under  set 
screw  of  dog,  dia- 
mond-point tool,  or 
holder  and  cutter, 
30°  rake,  calipers, 
rule. 

Micrometer,  copper 
under  set  screw  of 
dog,  diamond-point 
tool,  or  holder  and 
cutter,  30°  rake, 
calipers,  rule. 

Graver  or  file. 


(f  or  8'  mill  bastard 
file. 

Lard  oil,  00  and  120 
emery  cloth,  pol- 
ishing stick. 

To  mtU,  use  milling 
machine  vise,  par- 
allel piece,  I''  end 
mill,  rule,  lead  ham- 
mer, oil. 
To  file,  use  8'  or  10* 
hand  smooth  and  6' 
half-round,  2d  cut 
files. 
To  polish,  use  oil,  00 
and  120  emery 
cloth. 

^'  steel  figures,  y 
chisel,  hammer, 
copper  jaws. 

Steel  name  stamp. 
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HwiiBii in  water{leat with  file). 

See  p.  13l7  and  Principltt 

of  MaehintWark. 
Temper  in  oil,  or 
Polish   reduced   portions  and 

eodB   and   temper   to  dark 

To  lap  ccDter  holes,  aee  p.  ISlg. 
To  grind,  see  p.  law. 


Gas  fuTDSce  or  forge. 


Important.  —  The  hardness  of  both  hardened  and  tempered  work 
should  be  tested  with  a  fine  &Ie;  or  preferably  givco  &  scleroecope  or 
Brinell  hardness  test.     See  Principles  of  Machine  Work. 

Attention.  —  The  hand  tools  may  be  carbon  ateel. 

tfote.^li  not  equipped  with  cylindrical  grinding  machine, 
harden  and  temper  enda  only,  turn  body  slightly  taper  and  file 
to  fit  standard  hole. 
4.  Table  of  standard  mandrel  dimensions.  , 
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6.  To  grind  ^^"  standard  mandrel,  ti^er  .006'^  to  1',  on 
two  dead  centers,  Figs.  3,  4. 


Fio.  4.  —  Schedule  Drawing. 


Specifications:  Mandrel  blank,  carbon  steel  smooth  turned  .580" 
diameter.  Stamped,  hardened  and  tempered.  Center  holes  (16), 
(17),  lapped. 

Machines  and  tools:  Universal  grinding  machine. 

Grinding  wheel  12"  X  V\  No.  60,  Grade  K  or  L,  vitrified,  grinding 
dog.    Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M . 

Feed  \  width  of  wheel  per  revolution. 

Oil  bearings  and  two  dead  centers  with  machine  oil. 

Lubricant,  solution  of  sal  soda  and  water. 

Time:  Study  drawing  and  schedule  in  advance,  5  min.  —  Oil 
machine  and  true  wheel,  7  min.  —  Grind  mandrel  with  machine 
**  set  up,"  20  min.  —  Clean  grinder,  3  min.  —  Total,  35  min.  ("  Set 
up  "  machine  to  grind  correct  taper,  20  min.  extra.) 


SCHEDULE  OF  OPERATIONS 


L  Preparatory  Adjustments. 
True  wheel  (see  p.  709)  and  cen- 
ters (see  p.  710).  Set  zero  Hnes 
on  headstock  and  swivel  table  to 
grind  desired  taper  approximately. 
See  p.  712.  Arrange  water 
guards.  See  Fig.  10,  p.  715. 
Move  grinding  wheel  back  with 
hand  cross-feed  wheel  8,  to  allow 
space  to  mount  work.  Mount 
mandrel  on  centers  with  grinding 
dog  on  stamped  end  and  with- 
out copper  under  screw.      Start 


grinding  wheel,  work  and   feed, 

I,  2,  3,  and  adjust  table  dogs  6,  7, 
to  obtain  length  of  stroke  and 
avoid  wheel  striking  dog  or  foot- 
stock.    Set  automatic  cross  feed 

II,  12,  to  feed  .001"  (4  teeth 
on  ratchet)  at  each  end  of 
stroke. 

n.  Grind  Trial  Diameter  (19), 
Fig.  4.  (Grind  out  tool  marks 
only.)  Move  grinding  wheel  to 
cut  revolving  work  lightly  with 
hand   cross-feed  wheel  8.    Turn 
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on  water  and  throw  in  feed  pawl 
9  to  mesh  with  ratchet  wheel  10, 
and  allow  automatic  cross  feed 
to  take  three  or  four  trial  cuts 
whole  length  of  work  to  grind 
out  tool  marks.  Then  throw  out 
pawl  9  and,  without  moving  cross 
feed  allow  wheel  to  pass  over 
work  several  times  until  cutting 
nearly  dies  out. 

Stop  wheel,  work  and  feed  1, 
2,  3,  with  wheel  at  footstock 
end. 


m.  Correct  Taper  (18),  Fig. 
4.  Measure  work  at  two  places 
4"  apart  with  1"  micrometer,  and 
if  taper  is  not  .002"  in  4",  move 
swivel  table  (see  p.  712).  Take 
one  or  two  cuts  with  auto- 
matic cross  feed.  Measure,  and 
repeat  until  taper  is  correct.  If 
there  is  danger  thereby  of  grinding 
mandrel  too  small,  use  trial  piece 
same  length. 


IV.  Find  Amount  Oversize. 
Measure  small  end,  subtract  .562" 
+  .002"  for  finishing  from  reading 
of  micrometer. 

For  example,  reading  of  mi- 
crometer may  be  .574",  then 
.574"  -  .564"  =  .010",  or  40 
teeth  for  rough  grinding. 


V.  Set  Automatic  Cross  Feed* 
Raise  perpendicular  latch  13,  in 
head  14,  throw  in  pawl  9  and 
without  moving  cross  feed,  move 
shield  15  to  right  or  left  until  end 
of  shield  and  pawl  are  40  teeth 
apart,  then  drop  latch  13  in 
ratchet  wheel  10. 

VI.  Rough  Grind  (19),  .002" 
Large,  as  follows:  Start  wheel, 
work  and  feed  1,  2,  3,  and  rough 
grind  automaticaUy  imtil  shield 
15  lifts  pawl  9.  Then  lock  latch 
head  14  with  horizontal  latch  16. 
Throw  out  pawl  9  and  allow 
wheel  to  pass  over  work  several 
times  until  cutting  nearly  dies 
out.  Stop  work  with  wheel  at 
footstock  end  and  measure. 
From  reading  subtract  .562". 
(.564"  -  .562"  =  .002".) 

Vn.  Finish  Grind  (19),  Fig.  4, 
with  pinch  feed  (i/1000"  in  di- 
ameter of  work),  as  follows: 

Start  work.  Take  two  cuts 
i/1000"  each  (two  pinches  at 
each  end  of  work).  Stop  work 
and  measure  (.5635").  Take  one 
cut  i/1000"  (one  pinch  at  foot- 
stock end  of  work)  and  meas- 
ure, and  repeat  until  work  meas- 
ures .562". 

limit  .56200"  to  .56175". 

Clean  machine  with  waste. 


AUeniion.  —  Machine  steel  is  often  used  for  making  mandrels. 
To  prevent  the  center  holes  wearing  excessively,  the  ends  are  case- 
hardened  after  which  the  mandrel  may  be  ground  or  turned  and  filed 
to  size.  Large  mandrels  are  frequently  made  without  hardening.  To 
avoid  excessive  wear  at  the  center  holes,  the  ends  of  the  mandrel 
may  be  drilled  to  receive  hardened  plugs  which  contain  the  center 
holes. 


ISOS  ADVANCED  MACHINE  WORK 

6.  To  nuke  ^"  X  13  U.  S.  S.  nut  mandrel.    See  Fig.  5. 


FiQ.  5.  —  Schedule  DiuwiNa. 


Speciftcatioiu:  Material,  Baachine  steel  ^"  to  J"  large;  vra^t, 
12  OE. 

Hardness,  15  to  18  (scleroecope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min. — Oil 
lathe,  4  min.  —  Make  mandrel  blank,  1  h.  13  min.  —  Case-harden  and 
polish,  10  min.  —  Clean  machine,  3  min.  —  Total,  1  h.  35  min. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND   TOOLS 


Macbinss,  Spkbds. 


C«iil«r. 

S«e  that  live  ceotet  is  nearly 
true  and  dead  center  in  ftp- 
proximate  olioement. 

So«(li  (qnaia  iV  long,  ( 1) ,  (I) . 

Finitb  •qttar*  («},  (i). 
Soush  tnm  ^"  large,  (I),  one 

out.    Turn  half  way,  reverse 

and  turn  other  half. 


Engine  lathe,  12" 


Dog,  holder  and  cut- 
ter 35"*  rako.  cali- 
peiB,  rula. 


Holder  and  cutt«r 
36*  rake,  ooppor, 
calipers,  rule. 
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Finish  turn  (S),  one  cut.  Turn 
half  way,  reverse  and  turn 
other  half. 

Draw  lines  (4),  (5),  for  length 
of  reduced  parts  (•),  (7). 

Rough  and  finish  turn  (•),  one 
or  two  cuts.  Do  not  square 
shoulder,  leave  fillet. 

Cut  groove  (8),  to  }"  diameter 
and  within  ^"  of  line  (5). 

Rough  and  finish  turn  (7), 
terminating  in  groove  (8), 
three  cuts. 

Chamfer  end  to  30®,  (f). 

File  (S),  (•),  and  round  comer 
(10). 

Thread  (7),  to  fit  )"  X  IS 
U.  S.  S.  nut. 


Rechamfer  end  (0). 
Finish  square  shoulder  (11). 

MiU  flat  (12),  or 
Fae  flat,  (13). 


Stamp  size  V  X  13  U.  S.  S. 
and  on  opposite  side  stamp 
name. 

File  (t),  to  remove  burr  from 
stamping. 

Case-harden  (•),  (7)  and  dean. 
(Polish  (S)  optional.) 


3d  or  4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 

Vise,  copper  Jaws. 

Engine  lathe,  3d  or 
4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  ip  V\ 

1st  or  2d  speed,  or  30 
F.P.M.  Hand  feed. 


3d  or  4th  speed,  or  70 
F.P.M.  Fine  power 
feed  —  140  to  1". 

3d  speed,  or  70  F.P.M. 

4th  speed,  or  175 
F.P.M. 

Arrange  for  13 
threads.  1st  or  2d 
speed,  or  20  F.P.M. 


3d  speed,  or  70  F.P.M. 
Hand  feed. 

Milling  machine.  3d 
speed.  Medium 
power  feed. 

Vise,  copper  jaws. 


Vise,  oopper  jaws. 


Hold  mandrel  in  hand 
or  vise. 

Gas  furnace  or  forge, 
1326*  F.  to  1350*»  F. 


Copper  sulphate, 
rule,  scriber. 

Copper,  holder  and 
cutter  35**  rake, 
calipers,  rule. 

/j"  round  end  groo v- 
ing-tool,  calipers, 
rule,  oil. 


Center  gage. 

8"  or  10"  mill-bas- 
tard file,  file  card. 

13  pitch  U.  S.  S. 
thread  tool,  cen- 
ter gage,  thread 
calipers,  rule,  oil. 


Holder  and  cutter 
35*'rake. 

V  end  mill,  milling 
machine  centers  or 
vise,  oil. 

8"  or  10"  hand- 
smooth  and  5" 
half-round  2d-cut 
files,  file  card. 

^"  and  i"  steel  fig- 
ures and  letters, 
hammer. 

8"  or  10"  hand- 
smooth  file,  file 
card. 

Tongs,  cyanide  of 
potassium  or  prus- 
siate  of  potash, 
water,  hand- 
smooth  file,  waste. 


EzcepHan.  —  Finish  turn  and  file  (8)  may  be  omitted  and  ground 
after  case-hardening. 
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TESTING  LATHE  WORK  WITH  INDICATORS 

7*  Test  Indicators,  as  in  Figs.  6,  7,  are  used  to  determine 
the  degree  of  accuracy  of  machine  parts  by  enlarging  the  error 
by  a  multiplying  mechanism  so  that  ttfVtt*^  will  register  about 
-^'^  on  scale  or  dial  which  is  easily  read  and  fractions  thereof 
readily  estimated. 

They  are  used  to  test  the  truth  and  alinement  of  machine 
parts  on  either  interior  or  exterior  work;  as,  the  truth  of  live 
centers,  the  alinement  of  dead  centers  to  turn  straight  or 
taper,  the  truth  of  mandrels  and  arbors,  to  set  finished  work 
in  chuck  by  hole  or  side,  to  set  jig  work  on  face  plate  of  lathe, 
to  test  eccentricity  of  shaft  in  straightening,  to  set  cathead 
on  shaft  to  turn  spot  for  steady  rest,  to  test  taper  hole  in 
lathe  or  other  spindles,  to  aline  lathe  heads  in  machine  build- 
ing, to  aline  cross  rail  of  planer,  to  aline  work  on  planer  table, 
to  test  the  accuracy  of  table  with  drill  spindle,  to  test  the 
truth  of  milling  machine  arbor,  to  aline  angle  plates  and 
vises  on  milling  and  planing  machines,  to  set  center  punch 
mark  on  work  true  to  axis  of  rotation  on  face  plate  of  lathe. 

Attention.  —  In  alimng  land  setting  machine  tool  fixtures  for  very 
accurate  work,  such  as  fine  tool  and  jig  making,  the  vernier  height  gage 
and  the  universal  sine  bar  are  used.    See  pp.  1249,  12&3'-1265. 

8«  Lathe  test  indicators. — Fig.  6  shows  an  indicator  testing 
the  truth  of  a  mandrel  mounted  on  lathe  centers.  Holder  A 
is  held  in  tool  post  B,  the  cross  slide  is  moved  inward  until 
feeler  or  contaqt  point  C  touches  mandrel  D  as  it  is  being 
revolved  by  hand  and  the  pointer  indicates  on  the  scale  E  the 
amount,  if  any,  in  thousandths  of  an  inch  or  fraction  thereof, 
that  the  mandrel  is  out  of  true.  Feeler  C  is  for  testing  man- 
drels, centers,  etc.,  and  is  removable. 

Feeler  F  is  for  testing  interior  or  exterior  work  and  registers 
either  a  horizontal  or  perpendicular  movement.  Feeler  G  is 
broad  faced  and  is  used  for  testing  the  accuracy  of  a  shaft 
when  filing.  Feeler  H  is  for  small  work,  either  internal  or 
external,  and  for  narrow  spaces. 
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Important. — When  setting  the  indicator,  it  is  best  to  move 
feeler  C  against  the  work  until  the  pointer  on  the  scale  is  at 
zero  (0), 


Fia.  ( 

Fig.  7  shows  the  method  of  setting  a  center  punch  mark 
work  true  to  the  axis  of  rotation. 
The  work  is  clamped  lightly  to  the 
face  plate  in  an  approximate  posi- 
tion. Spring  plunger  A  is  in- 
serted in  center  punch  mark  B  and 
mounted  on  dead  center  C.  The 
work  D  is  revolved  by  hand  and 
the  truth  of  the  plunger  is  tested 
with  the  indicator.  The  work  is 
adjusted  by  rapping  until  plimger 
A  is  motionless  when  the  work  is 
revolved. 

9.  Dial  test  indicator. — Fig.  8 
shows  a  dial  test  indicator.  To 
enlarge  the  hole  in  gear  A  which  is  mounted  in  chuck  B, 


[Q.    7.  —  Setting   a    Cbntiib 
Pdnch  Mark  True  to  Axis 

OF    ROTATIOK    WITH     LathS 

Indicator. 
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the  indicator  is  used  to  test  the  truth  of  hole  preparatory  to 

boring  and  reaming.    Holder  C  ia  held  in  tool  post  D.     The 

long,  feed  is  moved  and  the 

ripe  and  fall  rest  adjusted 

until  feeler  of  hole  attach- 
ment E  touches  wall  of  hole 

in  gear  A.     The  gear  is  re- 
volved by  hand  and  the 

pointer  on  dial  F  indicates 

the    axial    truth    of   gear. 

The    gear   is    adjusted   in 

chuck   and   wail    of    hole 

tested  until  pointer  on  dial 

F  is  motionless  or  within  a 

reasonable   limit,   as    j,hti 

of   an   inch   or  a  fraction 

thereof.    The  face  of  the 

gear  is  also  tested  by  using 

indicator  without   attach- 
ment E.  The  dial  is  divided 

into  125  spaces  of  one-half     ^"''  S-TRcma  Up  a  Geah  in  a 

thousandth  of  an  inch  each. 

Different  feelers,  as  at  <?  and  H,  are  for  various  classes  of 

work.     Clamp  J  is  to  fasten  indicator  to  lathe  and  planer  tools 
and  milling  machine  arbors. 

Fig.  9  shows  a  dial  test  indicator  com- 
paring the  throw  of  an  eccentric  shaft. 
The  diameter  of  shaft  must  be  the  same 
at  both  ends.     One  end  is  tested,  then 
'  shaft  is  reversed  and  second  end  tested. 
Slight  corrections  are  made  by  scraping 
eccentric   center  holes,   one  of  which   is 
-  CoMPARiNo  ^^^^"^  **  ^'  ^'^^^  center  scraper.     See  p. 
THE  Throw  of  Both  "3 1  ■ 

Ends  or  ak  Eccbn-       Attention.  —  To  test  side  of  gear,   re- 
"^  !^*r^^  ™o^''  hole  attachment  E,  Fig.  8,  set  dial 


^CTils 
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10.  The  lathe  axis  indicator,  shown  at  A  in  Fig.  10,  ia 
used  to  test  the  axial  truth  of  a  ceater  punch  mark  on  work 
held  in  a  chuck  or  bolted  to  a  face  plate  such  ae  the  engine 
crank  shaft  center  fixture  B,  which  is  laid  out  and  marked  at 
C  and  Z)  to  be  drilled,  bored,  and  reamed  exactly  at  these 
points. 

The  fixture  is  bolted  to  the  face  plate  with  mark  C  approxi- 
mately central  and  counterbalance  E  opposite.  The  point  of 
indicating  needle  F,  which  is  pivoted  in  the  universal  joint  0,  ia 
placed  in  center  mark  C. 


r/ 


Fm.  10— Tbstinq  Axial  Troth  or  Cumteb  Pouch  Make  with 
Indicator. 

As  the  lathe  is  rotated  by  hand,  the  needle  point  at  H  will 
revolve  in  a  circle,  exaggerating  the  error  at  C.  The  fixture  ia 
moved  Ijy  tapping  until  needle  point  H  remuns  stationary, 
when  the  lathe  is  rotated. 

This  indicator  may  be  used  to  locate  holes  as  well  as  center 
marks  by  first  tightening  nut  K,  which  converts  the  universal 
into  a  single  joint  with  a  vertical  movement,  and  then  placing 
spherical  head  L  upon  point  C,  and  using  It  against  the  upper 
wall  of  the  hole.  In  this  way  the  fixture  may  be  used  also 
to  test  the  truth  of  a  live  center  or  a  shaft  turning  on  centers. 

Attention.  —  Paper  ia  sometimes  placed  between  the  face 
plate  and  smooth  work  to  prevent  the  work  slipping. 
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THREAD  MICROMETER  CALIPERS 


'H  Thread  Micrometer. 

11.  Thread  micrometer  caliper,  Fig.  11,  is  used  to  meas- 
ure U.  S,  S.  and  V  thread  screws,  taps,  thread  gages,  etc.,  m 
tap  B.  Spindle  C  and  anvil  D  are  relieved  at  points  so  that 
contact  is  only  on  sides  of  thread  and  measures  diameter  of 
screw  thread  independently  of  outside  diameter  of  thread. 

12.  Principle  of  thread  micrometer.  —  When  spindle  is  in 
contact  with  anvil,  reading  is  zero;  when  opened  and  appliw 
to  screw,  it  measures  pitch  diameter  of  screw  thread  E  ss 
shown  by  lines  FF'  and  GG'.  For  a  standard  screw,  reading 
for  £  is  nominal  diameter  of  screw  minus  single  depth  of 
thread. 

13.  To  find  depth  of  thread  and  reading  for  micrometH- 
—  Divide  constant  by  number  of  threads  to  1"  and  subtract 
quotient  from  nominal  diameter  of  tap.  Remainder  is  read- 
ing for  micrometer. 
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Constant  for  single  depth  of  U.  S.  S.  thread,  .6495;  V  thread, 
.866.  See  Example  and  Solution,  Fig.  11.  Spindle  C  is 
suited  to  a  wide  range  of  pitches  but  anvil  D  is  limited,  differ- 
ent anvils  being  substituted  for  each  range  of  pitches. 

14.  Tables  of  thread  micrometer  readings  for  IT.  S.  S.  and 
V  threads. 


U.S.  STANDARD  THREADS. 

V  THRKADS. 

Caupeb 

Caliper 

• 

DiAM. 

Pitch. 

Reading 
OR  Pitch 

DiAM. 

Thread, 
Depth. 

DiAM. 

Pitch. 

Reading 
OR  Pitch 

DiAM. 

Thread, 
Depth. 

D 

P 

D      •"" 

.6495 

D 

P 

D     •'•• 

.see 

P 

P 

p 

P 

t 

24 

.1604 

.0270 

A 

24 

.1514 

.0360 

20 

.2176 

.0324 

i 

24 

.2139 

.0361 

t 

18 

.2766 

.0360 

i 

20 

.2067 

.0433 

16 

.3344 

.0406 

A 

20 

.2692 

.0433 

(• 

14 

.3911 

.0464 

t 

18 

.2644 

.0481 

13 

.4501 

.0499 

18 

.3269 

.0481 

A 

12 

.5084 

.0541 

f 

16 

.3209 

.0541 

11 

.566 

.0590 

A 

16 

.3834 

.0541 

' 

10 

.6851 

.0649 

t 

14 

.3756 

.0619 

9 

.8029 

.0721 

14 

.4381 

.0619 

8 

.9188 

.0812 

i 

13 

.4334 

.0666 

n 

7 

1.0322 

.0928 

i 

12 

.4278 

.0722 

7 

1 . 1572 

.0928 

A 

14 

.5006 

.0619 

1} 

6 

1.2668 

.1082 

A 

12 

.4903 

.0722 

li 

6 

1.3918 

.1082 

11 

.5463 

.0787 

1 

6J 

1.507 

.1180 

■ 

10 

.5384 

.0866 

1 

1 . 

5 
5 

1.6201 
1.7451 

.1299 
.1299 

li 

■ 

10 
10 

.6009 
.6634 

.0866 
.0866 

2 

4i 

1.8557 

.1443 

1 

9 

.7788 

.0962 

2i 

4 

2.3376 

.1624 

1 

8 

.8918 

.1082 

3 

3i 

2.8145 

.1855 

li 

8 

1.0168 

.1082 

3i 

3i 

3.3002 

.1998 

1 

7 

1 . 1263 

.1237 

4 

3 

3.7835 

.2165 

li 

6 

1.3557 

.1443 

MAKING  TAPS 


16.  The  thread  on  taps  must  be  smooth.  —  A  forged  or, 
preferably,  a  spring  threading  tool  holder  and  cutter  may  be 
used  as  in  Fig.  12. 
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The  top  face  of  cutter  E  must  not  be  set  above  top  of  shui 
The  cutter  can  be  removed,  ground  and  replaced  without  di- 
turbing  holder  and  it  will  resume  its  cut. 

Taps  contract  :. 
length  in  hardeniii: 
For  accurate  pit-; 
United  States  stan - 
ard,  V,  and  29°  thre. 
taps  are  threaded  ov'' 
size  and  lapped  to  ^i: 
with  a  disk  chai^t- 
with  emery  and  '■. 
driven  from  a  druE 
countershaft. 

AttetiHon.  —  Avo; 
deep  center  hole- 
large  counteraiaks  ac 
square  comers,  whi' 
might  cause  a  tap  <' 
other  tool  to  crack  i^ 
hardening, 
thread  gages,   Fig.  IS. 


Fia.  12.  —  CcTTiNo  Tbeead  on  Tap  Blank 
WITH  Spring  Thrbadinq  Tool. 


16.  Outside  and  inside  XI.  S. 
for  standardizing  taps 
and   dies.     They   are 
hardened,  then  thread 
is  ground  by  a  method 
which    leaves    pitch, 
angle,   and    size    cor- 
rect.    Plug  A   is  the 
standard     to     which 
the   outside   gage    is 
adjusted.    The  top  of 
the   thread    is    trun-         outside 
cated,accordingtothe         p,g  13 
U.  S.  standard;    the 
bottom  is  left  sharp  to  give  clearance.    Part  B  is  the  stani 
ard  root  diameter  of  thread. 


-Standard  Thbeas  Gaoes. 


STRAIGHTENING  HAHDENED  AND  TEMPERED  TOOLS    12l7 
17.   To  itraighten  hardened  and  tempered  tools.     Fig.  14. 


FlO.  14. BntAIOHTBT 


]    HABOaNBD    AND    TbHFBBBD    WOBK. 


SCHEDULE  OF  OPERATIONS 


TapB,  reainen,  drills,  mandrels, 
gages,  and  work  of  that  class, 
often  spring  in  hardening  and 
tempering&nd  have  to  be  straights 
ened. 

Example.  —  Mount  hardened 
and  tempered  reamer  A  on  cen- 
ters B,  £' of  straightening  pressC 
Rotate  with  fingers,  test  with 
chalk,  and  not«  ecoentridty. 

Place  reamer  on  supports  D,  1/ 
with  eccentric  side  up,  and  heat 
at  moot  eccentric  part  E  with 
blowpipe  F. 

Apply  pressure  with  screw  G 
operated  by  handle  H  to  force 


reamer  strught  or  eUghtly  beyond 
straight  as  it  may  spring  back 
some,  then  cool  under  tension 
with  water  from  cup  J  or  wet 
waste.  Again  test  on  centers,  and 
repeat  process  if  needed  until 
reamer  is  true  within  grinding 
limit. 

Caution.  —  To  avoid  drawing 
the  temper  while  beating,  test 
temperature  occadonally  by  touch- 
ing  reamer  with  soft  solder  K, 
(Soft  solder  melts  at  370°  F.)  If 
the  solder  melts  readily,  cool  with 
water,  for  the  temperature  must 
not  exceed  430°  F. 


Attention. — Itai^  lots  of  tools  of  the  above  classes  may  be  straight- 
ened rapidly  by  heating  in  an  oil-tempering  gas  furnace  to  a  tempera- 
ture from  350"  to  400°  F.  This  temperature  is  not  high  enough  to 
draw  the  temper,  but  is  high  enough  to  permit  the  work  to  be  easily 
and  safely  str^^tened  in  a  press. 
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18.  To  make  I"  X  10  United  States  Standard  tap.  Fig.  15. 


Fig.  15.  —  Schedulb  Drawing. 

Specificatioiis:  Material,  annealed  carbon  steel  ^"  to  i^'  large; 
weight,  12  oz.    Hardness,  20  to  25  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min, — Oil 
machines,  10  min.  —  Prepare  blank,  1  h.  12  min.  —  Thread  and  turn 
taper,  38  min.  —  Mill  grooves  (with  machine  "  set  up"),  file  clearance, 
stamp  and  polish,  48  min.  —  Harden,  10  min.  —  Polish  and  color 
temper,  27  min.  (or  oil  temper  and  polish,  15  min.)  —  Clean  machines, 
10  min.  -—  Total,  3  h.  40  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Center. 

See  that  live  center  is  nearly 
true  and  dead  center  in  ap- 
proximate alinement. 

Rough  iquare  (1),  (2). 


Recenter. 

Finish  square,  (2),  (1). 

Rough  turn  to  .755"  +  .015", 

(3) ,  one  or  two  cuts.     Turn 

half  way,  reverse  and  turn 

other  half. 
Rough  turn  to  .576"  +  .016", 

(4),  two  cuts. 
True   live   center.    Set   dead 

center  in  accurate  alinement. 
Finish  turn  to  .576"  +  .003", 

(5),  one  cut. 

File  and  polish  (6)  to  limit. 


Machines,  Speeds, 
Feeds. 


Engine  lathe,  12"  to 
16". 

3d  or  4th  speed,  or  40 
F.P.M.  Hand  feed. 


2d  or  3d  speed,  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 


3d  speed,  or  60  F.P.M. 

Fine  power  feed  — 

140  to  1". 
Speed   lathe,   highest 

speed. 


TOOLA. 


Dog,  holder  and  cut- 
ter 30**  rake,  cali- 
pers, rule. 


Holder    and     cutter 
30**  rake,    1" 
crometer. 


mi- 


8"  or  10"  miU-bas- 
tard  file,  60  and  90 
emery  doth,  pol- 
ishing clamps,  1" 
micrometer,  oil. 
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Mill  square  (7),  hold  in  chuck 
by  shank  or  body,  see  p.  1028, 
or  index  in  lathe  and 

Pile  square  (7).    See  p.  852. 


// 


Finish  torn  to  .755''  +  .003 
file  to  limit  (8). 


Thread  (•).  To  thread  microm- 
eter site  .686"  to  685".  eight 
cuts  .005"  each,  four  cuts 
.004"  each,  three  cuts,  .002" 
each,  two  cuts,  .001"  each, 
one  out  .0005",  clean,  oil,  test 
and  repeat  cuts  of  .0005" 
until  thread  fits  gage,  or 
measures  within  limit.  Depth 
of  thread  .067". 

Torn  taper  on  tap  If  i"  to  V 

Set  over  footstock  -^f^".  or  use 

taper  attachment. 
Turn  taper  to  bottom  of  thread 

at  end  (!•),  four  cuts. 

Mill  grooYes  (it).  See  pp. 
1031-1033.  Mill  grooves  be- 
yond thread  |". 

File  off  burr  produced  by  mill- 
ing. 

Heat  tap  to  blue,  or  coat  with 
copper  sulphate. 

File  clearance  of  6°  to  7^  on  top 
of  taper  threads  only,  (12). 


Stamp  size  and  name  on  shank. 


Harden  in  water.  See  Prind- 
pUs  of  Machine  Work. 

Temper  in  oil  (or  polish  and 
temper  to  straw  color). 

Test  hardness  with  sderoscope, 

or  dead-smooth  file. 
Polish  shank  and  grooves  after 

oil  tempering,  or  before  color 

tempering. 


Vise,  copper  jaws. 

Engine  lathe,  3d  or 
4th  speed,  or  60 
F.P.M.  Fine  power 
feed  —  140  to  1". 

Arrange  for  10  threads. 
Ist    speed,    or    25 
F.P.M. 


3d  speed,  or  60  F.P.  M. 
Fine  power  feed  — 
140  to  1". 


Vise,  copper  jaws. 

Blow  pipe  or  gas  fur- 
nace. 
Vise,  copper  jaws. 


Gas  furnace  or  forge 
1325**  F.  to  1350**  F. 

Oil-tempering  fur- 
nace, 425"^  F.  to 
435**  F. 


Speed  lathe,  highest 
speed.  Vise,  cop- 
per jaws. 


8"  or  10"  hand- 
smooth  file. 

Clamp  dog,  holder 
and  cutter  ■  30** 
rake,  8"  or  10" 
mill-bastard  file, 
1"  micrometer. 

10  pitch  U.  S,  S. 
spring-thread  tool 
and  gage,  center 
gage,  thread  mi- 
crometer (see  pp. 
12l4-12l6),  oil. 


Rule,  dividers. 

Holder  and  cutter 
30^  rake. 

No.  5  double  angle 
tap-grooving  cut- 
ter, oil. 

2d  cut  three-square 
file. 

Tongs. 

6"  to  8"  pillar  file 

No.  3,  or  smooth 

cut. 
Hammer,  -j^"  and  J" 

steel  figures,   and 

letters. 
Tongs,  water. 

(Red-hot  ring  or  col- 
lar). 


90  emery  doth,  pol- 
ishing clamps,  oil, 
5"  half-round  file. 


Information,  —  Threads  of  taps  are  often  ^ven  "  body  clearance  " 
by  setting  the  lathe  to  thread  about  .001"  to  V  smaller  at  the  shank. 

Attention.  —  Grooves  of  taps  may  be  ground  after  hardening  and 
tempering,  to  remove  scale  and  shaipen  teeth.    See  p.  825. 
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19.  To  make  1}''  X  6  Square  thread  tap»  Fig.  16. 


Fig.  10.  —  ScHEDUUB  Dbawinq. 

SpedllcatiQiu:    Material,  annealed  carbon  steel  -}^"  to   \"  large: 
weight,  4  lbs.  8  oz.    Hardness,  20  to  25  (scleroscope). 
HighHspeed  steel,  or  steUite  cutting  tools. 
Time:  10  h. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND   TOOLS 


Operations. 

Machinbs,  Speeds, 
Feeds. 

Tools. 

Center. 

Bee  that  live  center  is  nearly 

Enidne  lathe,  12"  to 

true  and  dead  center  in  ap- 

16". 

proximate  alinement. 

Rough  square  (i),  (2). 

2d  or  3d  speed,  or  40 

Dog,  holder  and  cut- 

F.P.M.  Hand  feed. 

ter  30^  rake,  cali- 
pers, rule. 

Recenter. 

Finish  square  to  length  (2),  (1). 

Rough  turn  to  1.260"  +  .015", 

Ist  or  2d  speed,  or  40 

Holder    and    cutt& 

(»). 

F.P.M.       Medium 

30**  rake.    2"   mi- 

power feed  —  80  to 
1". 

crometer. 

Rough  turn  to  1.040"  -f  .016". 

(4),  one  or  two  cuts. 

True   live   center.    Set   dead 

center  in  accurate  alinement. 

Finish  turn  to  1.040"  +  .003", 

3d  speed,  or  60  F.P.M. 

(«),  one  cut. 

Fine  power  feed  — 
140  to  1". 

FUe  and  polish  (6),  1.040"  to 

Speed  lathe,  highest 

8"  or  10"  mill  bas^ 

1.038". 

speed. 

tardfile.6Oand90 
emery  cloth,   pol- 

MiU square  (7).    See  p.  1028. 

ishing  dampe,  oil. 

Finish  turn  to  1.260"  +  .004", 

Engine      lathe,      3d 

Clamp   dog.    holder 

(8). 

speed  or  60  F.P.M. 

and     cutter      3(f 

Fine  power  feed  — 

rake,  2"  microm- 

140 to  1". 

eter. 

FUe  (8),  1.260"  to  1.262". 

4th  speed. 

8"  or  10"  mill  bas- 
tard file. 

MAKING  SQUARE  THREAD  TAP 
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Rough  thread  to  1.040''  + 
.010",  (•),  twenty-one  cuts 
.005"  each.  Depth  of 
thread  .106". 

Set  finishing  tool  to  cut  on  both 
sides  of  groove,  (•). 


Finish  thread  to  1.040",  (!•), 
twenty  cuts  .005"  each,  two 
cuts  .002"  each,  six  cuts 
.0005"  each.  Depth  of 
thread  .110". 

Turn  taper  on  tap  1^"  to  1', 

(11). 
Set  over  footstock  }",  or  use 

taper  attachment. 

Turn  taper  to  bottom  of  thread 
at  end  (11),  three  or  four 
cuts. 

Mill  grooves  (12).  Lower  in- 
dex head  spindle  one-third 
degree  below  horisontal  to 
produce  taper  lands.  See 
pp.  1031-1033. 


File  off  hurr. 


Heat  tap  to  a  htue. 

File  clearance  on  top  of  taper 

threads  only,  (IS). 
File    clearance    on    sides    of 

threads. 


Stamp  size  and  name  on  shank. 


Harden  in  water. 

Temper  in  oil  (or  polish  and 

temper  to  straw  color.) 
Test  hardness  with  scleroscope, 

or  dead-smooth  file. 
Polish  shank  and  grooves  after 

oil  tempering,  or  before  color 

t-empering. 


Arrange  for  5  threads. 
1st  speed,  or  25 
F.P.M. 


1st     speed, 
F.P.M. 


or     25 


2d  or  3d  speed,  or  60 
F.P.M.  Fine  power 
feed  —  140  to  1". 

Universal  or  plain 
milling  machine. 
Ist  speed  or  50 
F.P.M.  Medium 
power  feed  —  .007" 
per  cutter  revolu- 
tion. 

Vise,  copper  jaws. 


Blow  pipe  or  gas  fur- 
nace. 
Vise,  copper  jaws. 


Vise,  copper  jaws. 


Gas  furnace  or  forge, 
1325**  F.  to  1350°  F. 

Oil-tempering  furnace , 
425*»  F.  to  435**  F. 


Speed  lathe,  highest 
speed.  Vise,  copper 
jaws. 


Square  thread  rough- 
ing tool,  width 
.090",  or  holder 
and  cutter,  thin 
calipers,  rule,  oil. 

Square  thread  fin- 
ishing tool,  width 
.099",  or  holder 
and  cutter. 

Thin  calipers,  rule, 
oil. 


Rule,  dividers. 

Holder  and  cutter 
30"*  rake. 

No.  6  tap  grooving 
cutter,  index  cen- 
ters, rule,  oil. 


8"  or  10"  hand- 
smooth  file,  6" 
warding  file. 

Tongs. 

8"     or     10"     hand 

smooth  file. 
6"  warding  file  with 

teeth   ground   o£F 

one  side  and  one 

edge. 
Hammer,    ^"    and 

i"    steel    figures 

and  letters. 
Tongs,  water. 

(Red-hot  ring  or  col- 
lar.) 


90  emery  doth,  pol- 
ishing clamps,  oilf 
5"  half-round  file. 


Attention.  —  The  set  over  for  taper  is  correct  for  this  length  of  tap 
only. 
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ADVANCED  MACHINE  WORE 


20.  To  make  li"  X  6  29°  tiiread  tap,  Fig.  17. 


*i[  OIA.  »  TMOft.TO  i" 
1 1  f      VARIABLE 


iS)    n  —  ••VMRIABLK 


FiQ.  17.  —  Schedule  Drawing. 

Specifications:  Material,  annealed  carbon  steel  ^"  to    y  large 
weight,  5  lbs.    Hardness,  20  to  25  (scleroscope). 
High-speed  steel,  or  stellit^  cutting  tools. 
Time:  10  h. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND   TCX)LS 


Operations. 

■ 

Machines,  Speeds, 
Feeds. 

TooiA 

Center. 

See  that  live  center  is  nearly 

Engine  lathe,  12"  to 

true  and  dead  center  in  ap- 

16". 

• 

proximate  alinement. 

Rough  iqoare,  (i),  (2). 

2d  or  3d  speed,  or  40 

Dog.  holder  and  cot- 

F.P.M.  Hand  feed. 

ter  30*  rake.  caL- 
pers,  rule. 

Recenter. 

Finish  square  to  length,  (t),  (i). 

Rough  turn  to  t.270"  +  .015", 

Ist  or  2d  speed,  or  40 

Holder    and     cuttfr 

(S). 

F.P.M.     Medium 

30**  rake,    2"  mi- 

., 

power  feed  —  80  to 
1". 

crometer. 

Rough  turn  to  1.048"  +  .016", 

(4),  one  or  two  outs. 

True   live   center.    Set   dead 

center    in    accurale    aline- 

ment. 

Finish  turn  to  1.048"  -f  .003". 

3d  speed,  or  60  F.P.M. 

(•),  one  cut. 

Fine  power  feed  — 
140  to  1". 

File  and  polish,  (6),  1.048"  to 

Speed   lathe,   highest 

8"  or  10"  miU-bas- 

1.046". 

speed. 

tard  file.  60  and  90 
emery  doth,  pol- 

Mill square,  (7).    See  p.  1028. 

ishing  clamps,  oil. 

Finish  turn  to  1.270"  +  .004", 

Engine      lathe,      3d 

Clamp    dog,    holder 

(8). 

speed,  or  60  F.P.M. 

and      cutter    30® 

• 

Fine  power  feed  — 

rake,  2"  microm< 

140  to  1". 

eter. 

FUe,  (8).  1.270"  to  1.272". 

4th  speed. 

8"  or  10"  mill-bas- 
tard file. 

MAKING  29°  THREAD  TAP 
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Rough  and  flnlBh  turn  and  file 
Ifeader  1.048"  to  1.046".  (»). 


Rough  thread  to  1.030"  + 
.010",  (!•),.  twenty-three 
cuts  .005"  each.  Depth  of 
thread  .115." 

Set  finishing  tool  to  cut  on  both 
sides  of  groove,  (!•). 

Finish  thread  to  size,  (il), 
twenty-one  cuts  .005"  each, 
two  cuts  .002"  each,  two  cuts 
.001"  each,  one  cut  .0006", 
clean,  oil,  and  measure  and 
repeat  cuts  of  .0005"  until 
thread  fits  gage.  Depth  of 
thread  .120". 

Turn  Uper  1^"  to  1',  (1»). 

Set  over  footstock  ^j",  or  use 
taper  attachment. 

Turn  taper  to  diameter  of 
leader  (it),  three  or  four  cuts. 


MiU  grooves,  (IS).  Lower  in- 
dex head  spindle  one-third  of 
of  a  degree  below  horizontal 
to  produce  taper  lands.  See 
pp.  1031-1033. 


File  off  burr. 


Heat  tap  to  a  blue. 

Ffle  desrance  on  top  of  taper 

threads  only.  (14). 
File    clearance    on    sides    of 

threads. 


Stamp  size  and  name  on  shank. 


Harden  in  water. 

Temper  in  oil  (or  polish  and 
temper  to  straw  color.) 

Test  hardness  with  scleroscope 

or  dead-smooth  file. 
Polish  shank  and  grooves  after 

oil  tempering  or  before  color 

tempering. 


2d,  3d  and  4th  speeds. 
Medium  and  fine 
power  feeds. 

Arrange  for  5  threads. 
1st  speed,  or  25 
F.P.M. 


1st     speed. 
F.P.M. 


or     20 


2d  or  3d  speed,  or  60 
F.P.M.  Fine  power 
feed  —  140  to  1". 

Universal  or  plain 
milling  machine. 
Ist  speed,  or  50 
F.P.M.  Medium 
power  feed  —  .007" 
per  cutter  revolu- 
tion. 

Vise,  copper  jaws. 


Blow  pipe  or  gas  forge. 
Vise,  copper  jaws. 


Vise,  copper  jaws. 


Gas  furnace  or  forge. 
1325«  F.  to  1350°  F. 

Oil-tempering  fur- 
nace. 425°  F.  to 
435°  F. 


Speed  lathe,  highest 
speed.  Vise,  cop- 
per jaws. 


Holder  and  cutter 
30°  rake,  8"  or  10" 
mill-bastard  file, 
2"  micrometer. 

Square  thread  rough- 
ing tool  width 
.000",  or  holder 
and  cutter,  thin 
calipers,  rule,  oil. 

29°  thread  tool,  29® 
thread  tool  gage. 

29°  thread  microm- 
eter or  gage,  oil. 


Rule,  dividers. 

Holder  and  cutter 
30°  rake. 

No.  6  tap  grooving 
cutter,  oil,  index 
centers,  rule. 


ft 


8"  or  10"  hand- 
smooth  file.  6" 
warding  file. 

Tongs. 

8"  or  10"  hand 
smooth  file. 

6"  warding  file  with 
teeth  ground  ofiF 
one  side  and  one 
edge. 

Hammer,  tV"  <^<^  1 
steel    figures    and 
letters. 

Tongs,  water. 

(Red-hot  ring  or  col- 
lar.) 


90  emery  cloth,  pol- 
ishing clamps,  oil. 


A^ienh'on.  —  The  set  over  for  the  taper  is  correct  for  this  length  of 
tap  only. 
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MAKING  PLAIN  MILLING  CUTTER 
31.  To  make  2i"  X  i"  plain  tnUling  cutter,  Fig.  IS. 


Fia.  18.  —  Schedule  DiuviNa. 

^edficatioDs:  Material,  annealed  cartwn  or  high-speed  steel  disk 
1^"  large;  weight,  14  oz.    Hardnees,  20  to  25  (scleroecope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  mia. — Oil 
machines,  12  min.  —  Chuck  and  jig  ream,  26  min.  —  Turn,  face,  and 
cut  grooves,  51  min.  —  Mill  teeth  with  machine  "  set  up  "  and  stamp, 
52  min.  —  Harden,  10  min.  —  Lap,  25  min.  —  Polish  and  color  t«nper, 
IS  min.  (or  oil  temper  and  polish,  7  min.)  —  Grind  teeth  twice  around 
with  machine  "  set  up,"  6  min.  —  Clean  machines,  H  min,  —  Total. 


SCHEDULE  OF  OPERATIONS,   MACHINES  AND  TOOLS 


OFBIUTtONB. 

Macbinsb,  Spebus, 
Feidb. 

Tools. 

Chip  or  file  stem  off  side  of  dUk. 

Engiiie  lathe,  12"  to 

16". 

Mount  dltk  In  chuck,  imoatfa 

2dflpeBd,or40F.P.M. 

■id*  out;  tine  up,  and  chuck 

Hand  leed. 

TSTBal   chuck.    I'- 

hole  (1). 

or  H"  twist  driU 
or    Oat    chnckiiK 
driU,   boTioc    tool 
atr    rake,     Butcd 
chuokiac     ,«.i„cr 
.005"  undor   die, 
oil. 

MAKING  PLAIN  MILLING  CUTTER 
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Cut    grooYe  (2).      See  Atten- 
tion. 
Mount  blank  on  mandrel. 

Rough  turn  diameter  to  2i"  + 
.015",  (8),  two  or  more  cuts. 

Rough  square  sides  to  *}'' + 
.010'',  (4),  (5).  Square  an 
equal  amount  from  each  side. 

Cut  groove  .025"  deep  to  al- 
low for  grinding  sides  (•),  (7). 

Cut  keyway  (8). 

MiU  teeth  (•).    See  pp.  1036, 

1037. 
Remove  burr  from  sides. 

Stamp  size  at  (18),  and  name  in 
same  groove  diametrically 
opposite. 

Harden  in  water. 

Temper  in  oil  (or  polish  and 
temper  to  straw  color). 

Test  hardness  with  sclerosoope, 
or  dead-smooth,  fi^e. . 

Grind'hole  (1)  to  sixe  +  .001" 
.0015". 


Grind  sides  to  limit  (4),  (8). 
Grind  equal  amount  from 
each  side,  concave  cutter 
.002"  on  each  side. 

Grind  teeth  for  clearance  7^, 
(14),  diameter  of  cutter  not 
important.    See  pp.  8l4, 8l5. 


1st  speed,  or  40 
F.P.M.  Medium 
power  feed — 80  to  1". 


2d  speed,  or  40  F.P.M. 
Hand  feed. 

Keyway  cutter,  planer 
or  shaper,  vise. 


Engine  lathe,  2d 
speed. 

Lead  block,  sheet  cop- 
per or  thick  paper 
on  anvil. 

Gas  furnace  or  forge 
1326**  F.  to  1350**  F. 

Oil-tempering  furnace 
426°  F.  to  435*'  F. 


Grinding  machine,  in- 
ternal grinding  at- 
tachment, univer- 
sal, special  or  mag- 
netic chuck. 

Grinding  machine, 
special  or  magnetic 
chuck,  or  draw-in 
chuck. 


tool. 


J"     grooving 
rule,  oil. 

Special  mandrel,  ma- 
chine oil. 

Holder  and  cutter 
30*»  rake,  3"  mi- 
crometer, oil. 

Holder  and  cutter 
30«  rake,  1"  mi- 
crometer, oil. 

Forming  tool,  mi- 
crometer depth 
gage,  rule,  oil. 

Hub  kQ3rway  tool, 
rule,  oil. 


8"  or  10"  mill-bas- 
tard file. 

^"  and  i"  steel  fig- 
ures and  letters, 
hammer. 

Tongs,  water. 

(Red-hot  shaft.) 


Grinding  wheel  No. 
90  L,  vitrified,  1" 
standard  plug 
gage. 

Grinding  wheel  No. 
90  J,  vitrified,  1" 
micrometer. 


Information.  —  If  not  convenient  to  use  a  grinding  machine  to  grind 
hole  and  sides,  the  cutter  blank  may  be  prepared  as  follows: 

After  power  reaming,  jig  ream  with  a  standard  reamer  and  reaming 
j  ig.  After  rough  squaring  sides  (4) ,  (5) ,  finish  square  dry  with  light  cuts 
to  dimensions  (4),  (5).  See  p.  1226.  Then  groove  .020''  deep  (6),  (7). 
After  hardening  and  tempering,  lap  hole  to  size  (11),  and  polish  sides. 

Attention.  —  Some  prefer  to  defer  grooving  (2)  until  the  sides  are 
squared,  when  the  blank  may  be  placed  in  a  universal  chuck  and  the 
groove  cut  central. 

Note.  —  Diameter  of  cutter  is  important  only  when  used  in  gangs. 
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ADVANCED  MACHINE  WORK 


22.  To  rough  face  large  work  in  steel,  as  milling  cu' 
disk  B,  Fig.  19.  —  Use  holder  and  high-speed  steel  cutter 
Grind  point  of  cutter  as  at  C  for  clearance  and  rake.  I 
oil  and  feed  by  power  or  hand  in  direction  of  arrow  Z>. 

To  finish  face,  use  high-speed  steel  cutter  A  or  side  xo 
Fig.  20.  Grind  point  of  tool  about  ^"  flat  as  at  C  with  eln 
ance  as  at  C,  and  set  parallel  to  cut  or  to  drag  slightly.  Ti^ 
light  cuts  (.0005"  to  .0020"),  without  oU,  in  direction 
arrow  Z>.  Use  very  fine  power  or  hand  feed,  and  same  spe. 
as  for  filing,  —  3d  or  4th  speed  for  2 J"  disk. 


HIQN  SPEED 
OR  CARBON 
STEEL  DISK 

B 

MANDREL 

^ 

E 

i^- 

0 

c- 

^  ROUOHIN 

OCUT 

HIOH  SPEED 
OR  CAROON 
STEEL  DISK 

B-— 


nNISHINO  CUT  NOT 
TO  EX0U0  0.OO2' 


Fig.  19  — Rough  Facing 
Milling-cutter  Disk. 


Fig.  20.  —  Finish  Facing 

MiLUNG-CUTTER  DiSK. 


MAKING  HAND  REAMER 

23.  To  make  hand  reameii  Fig.  21. 


4tS" 


«'MW)  (9) 


:io)      (T 

Fig.  21.  —  Schedule  Drawing. 


MAKING  HAND  REAMER 
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:  Specifications:  Material,  annealed  carbon  steel  ^"  to  i"  large; 
^veight,  1  lb.  14  oz.    Hardness,  20  to  25  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  3  h.  40  min.  which  includes  15  min.  for  milling  head  square 
and  50  min.  for  milling  flutes. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND  TOOLS 


Operations. 


Center. 

True    live    center.     Set    dead 
center  in  approximate  aline- 

ment. 
Rough  square  (1),  (3). 


Recenter. 

Finish  square  (t),  (1). 

Rough  turn  to  1.010''  (S),  (SO. 
one  or  two  cuts.  Turn  half 
way  (S),  reverse  and  turn 
other  half  (SO* 

Draw  lines  for  length  of  flutes 
(4),  square  end  (S),  and 
shank  (•). 
Rough  and  finish  turn  reduced 
part  ( 7) .  Leave  fillets  at  be- 
ginning and  end  of  cut. 

File  reduced  part  (7). 

MUl  square  to  i'\  (8).  See 
p.  1028.  File  slight  bevel  on 
edges  of  squared  end  to  re- 
move burr. 

Stamp  size  and  name  on  shank 

(SO. 

MUl  flutes  (f).    See  pp.  1034- 

1036. 
Harden  in  water. 

Temper  in  oil  (or  polish  and 
temper  to  straw  color). 

Test  hsrdness  with  scleroscope, 

or  dead-smooth  file. 
Lap  center  holes  (1),  (S).    See 
p.  1228. 

Grind  shank  to  sise  (IS). 
Grind  fluted  part,  cylindri- 
cally,  to  1.0004",  (11). 


Machines,  Spebds, 
Feeds. 


Engine  lathe,  12"  to 
16". 

2d  or  3d  speed,  or  40 
F.P.M.  Hand  feed. 


1st  or  2d  speed,  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

Vise,  copper  jaws. 


Engine  lathe,  1st  or 
2d  speed,  or  40 
F.P.M.  Fine  power 
feed  —  140  to  1". 
4th  speed,  or  175 
F.P.M. 


Tools. 


Vise,  copper  jaws. 


Gas  furnace  or  forge, 
1326*»F.tol350*'F. 

Oil-tempering  fur- 
nace, 425°  F.  to 
435°  F. 


Speed  lathe,   highest 

speed. 
Universal       grinding 

machine. 


Holder  and  cutter 
30°  rake,  calipers, 
rule. 


Holder  and  cutter 
30°  rake,  1"  mi- 
crometer. 

Copper  sulphate, 
rule,  scriber. 

Calipers,  rule. 


6"  half-round  2d-cut 
file. 


i"  steel  figures  and 
letters,  hammer. 


Tongs,  water. 

(Red-hot  ring  or  col- 
lar.) 


Copper  lap,  flour 
emery,  oil. 

Dog,  grinding  wheel 
No.  60  ^  or  L, 
vitrified.  1"  mi- 
crometer. 


ADVANCED  MACmNE  WORK 


Cutter  grinder,  tooth 

8"    grioding     -fc» 

K   cutting   edge   (H).     Elo- 

rest,c«nt«riniiase. 

No.  60  /.  vitiifinl 

A"     above     ceoMn.      Bee 

pp.  811,812. 

Grind  1°  Upar  and  4°  clearaDoe 

.tend .988" to ,985."    Grind 

bevel  on  and  ot  teeth  to  46'' 

with  7°  clearance  and  A" 

wide. 

OU   itone   rekmar   (11).    See 

Vi«!.  copper  iaw.. 

Fine  oU  Btone,  mL 

pp.  821.  822. 

Information.  —  If  the  reamer  aprings  in  hardeninic  and  teraperine 
an  amount  in  excess  of  that  allowed  for  grinding,  it  should  be  care- 
fully straightened  before  grinding.     See  p.  12l7. 

Attention.  —  As  grooving  the  first  reamer  is  largely  experimental,  Uk 
student  should  prepare  a  machine-steel  trial  blank  and  use  it  to  obtais 
setting  of  cutter  for  milling  flutes,  and  also  to  become  familiar  with 
the  process  of  irregular  spacing, 

LAPPING 
24.   Lapping  may  be  called  refined  grinding  as  it   is  used 
for  the  final   finishing  of  hardened  and  unb&rdened  work 
where  smooth  and  accurate  work  is  required. 

A  lap  of  lead,  cast  iron,  copper  or  brass  is  made  the  desired 

shape  and  charged  with  emery  -Mid  oil,  the  lathe  revolved  at  & 

high  speed  and  the  work  passed  back  and  forth  over  lap,  or 

inside  of  lap. 

36.  To  make  lap  for  center  holes.  —Place  short  piece  of 

round  copper  rod 

I  in  drill  chuck  of 

•  speed    or    hand 

lathe,  and  turn 

with  graver   to 

60°.    Test  with 

center  gage,  and 

file  smooth. 

26.  To  li^i  cen- 

»DMM>ii«M  ter  holes  inhard- 

Fia.  22.  —  Lapping  Center  Holes.  j  . 

eaea    gage     A, 

Fig.  22.  —  Shift  belt  to  highest  speed.    Wipe  center  holes  clean. 


LAPPING  STANDARD    PLUG  GAGE 
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-Start  lathe.  With  the  filler,  spread  on  lap  B  a  little  of  mixture 
'of  120  grain  emery  and  machine  oil  from  box  C.  Mount  work 
■on  dead  center,  with  left  hand  slowly  revolve  work  in  oppo- 
site direction  to  revolution  of  lathe,  and  with  right'  hand 
operating  footstock  handle,  advance  and  recede  work  slightly 
to  avoid  cutting  grooves  in  work.  Wipe  center  hole  and 
examine.  Continue  until  center  hole  is  clean  and  smooth. 
Repeat  in  opposite  center  hole. 

27.   To  Up  standard  plug  gage,  Fig.  23. 


Fig.  23.  —  Lapfino  Standard  Pluo  Gaoe, 

Specifications:  Standard  plug  gage  ground  to  1.0004". 

Machines  and  tools:  Speed  or  hand  lathe,  1"  cast-iron 
outside  lap,  flour  of  emery,  measuring  machine  or  standard 
gage  and  ten-thousandth  micrometer.     Lubricant,  machine  oil. 

Time:  Study  Fig.  23  and  schedule,  5  min.  ^  Oil  kthe,  2  min.  — 
Lap  and  measure  gage,  60  min.  —  Clean  lathe,  3  min.  —  Total,  1  h. 

SCHEDULE  OF  OPERATIONS 


Oil  hand  lathe  and  shift  belt 
to  highest  speed. 

Place  dog  on  gage  A  with  cop- 
per under  set  screw. 

With  the  fingers  spread  a  little 
machine  oil  and  flour  of  emery  on 
&geA. 

Adjust  cast-iron  lap  B  to  run- 
ning fit  on  gage  with  screws  CC. 

Mount  freely  on  centers.  Start 
lathe,  and  move  lap  back  and 
forth  as  shown  by  arrows. 

First  lap  gi^e  straight,  then 
lap  to  Mze.    Wipe   clean   with 


waste,  cool  in  water  and  n 

To  measure  gage,  use  measuring 
machine,  I^lg.  29,  or  ten-thous- 
andth micrometer  i>  and  1"  stand- 
ard reference  gage  E. 

When  within  1/10,000"  of  di- 
ameter wipe  lap  and  gage  clean, 
oil  gage  and  lap  with  machine 
oil;  adjust  lap  closely  and  finish 
lapping  without  adding  more 
emery,  and  a  good  finish  will  be 
obtuned. 

Limit  1.0000"+  or-1/50,000". 

Clean  lathe  with  waste. 
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Attention.  —  Gages  are  standardized  at  62®  F.,  therefore. 
heat  produced  by  lapping,  and  heat  of  hands,  will  interfere 
with  true  size  of  gage.  This  is  overcome  by  cooling  in  wat^r 
or  by  leaving  near  measuring  machine  over  night  before  taking 
final  measurement. 

Note.  —  For  fine  finish  and  for  detecting  soft  spots  on  gage, 
(defective  hardening)  use  lead-lined  lap. 

28.  To  make  lead  lap  for  ring  gages,  Fig.  24. — Make 
lead  lap  A  by  turning  a  taper  of  i"  to  1'  on  piece  of  steel  or 

cast  iron,  as  mandrel  B.  Then 
mill  groove  C  entire  length.  Set 
mandrel  central  in  iron  or  wood 
mold  and  pour  in  molten  lead. 
Turn  to  size.  When  lap  wears, 
force  mandrel  into  lead  and  turn 
to  size. 

29.  To  lap  1"  standard  ring  gage 
(hole  .9996") .  —  Fasten  dog.    Place 
ring  gage  D  on  lap  and  mount  freely 
on  centers.    Spread  a  little  of  mix- 
ture of  flour  emery  and  machine  oil 
on  lap  and  nm  lathe  at  high  speed. 
Move  gage  slowly  back  and  forth  on  lap  and  rotate  slowly 
backward  as  indicated  by  arrows.    To  test,  wipe  hole  clean 
and  test  with  two  plug  gages  —  one  small  and  the   other 
standard. 

When  within  1/10000"  of  diameter,  wipe  lap  and  gage 
clean,  apply  machine  oil  to  both  and  continue  lapping  to  size 
and  to  obtain  fine  finish.     Limit  1.0000"  +  or  -1/50000". 

Information.  —  As  lapping  has  a  tendency  to  make  a  hole 
larger  at  ends,  a  projection  or  lip  is  sometimes  left  on  each 
end  of  gage  which  is  ground  off  after  lapping. 

30.  To  lap  hole  in  milling  cutter  A,  Fig.  25.  —  Make  lap 
B  by  turning  and  filing  piece  of  cast  iron  to  fit  hole  in  cutter. 
Fasten  dog  and  place  cutter  on  lap,  then  mount  loosely  on 
centers.  Spread  mixture  of  120  grain  emery  and  machine 
oil  from  box  C  on  lap. 


Fig.  24.  —  Lapping  Hole  in 
r'  Standard  Ring  Gage. 
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Fia.  2S.  —  Lapfinq  Hole  in  Milling  Cn 


Rotate  cutter  slowly  in  opposite  direction  of  revolution  of 
tathe  and  at  same  time  press  hard  with  thumbs  and  move 
cutter  slowly 
back  and  forth 
as  indicated  by 
arrows.  Wipe 
hole  in  cutter, 
clean  and  test 
-with  plug  gage 
D  or  with  inside 
micrometer  B. 
Repeat  until 
gage  fits  hole 
freely. 

Attention- 

Holes  in  milling  cutters  shrink  in  hardening.     In  manufac- 
turing cutters  in  large  lots,  the  holes  are  usually  ground. 

Warning.— 'Ry  plac- 
ing cutter  on  lap  with 
teeth  toward  back  of 
lathe,  injury  to  hands 
may  be  avoided. 

31.  Lapping   holes 

in  machine  parts. 

Commercial    lapping, 

A,     A,'  Fig.    26.— 

Holes  in  machine 

parts  are  often  lapped 

to  correct  errors  of 

under  size,  roughness, 

<  roundness,  taper,  etc. 

Make    lap    £    as  in 

detail.  Turn  and  bore 

C  and  striker  D.   Saw 

three  slote  in  C  also  copper  tube  E.     Grip  C  in  chuck  and 

run  lathe  at  high  speed.     Charge  lap  with  120  grain  emery 

And  machine  oil  from  box  F  and  lap  hole  to  sise  by  passing 
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work  back  and  forth  on  lap.    Test  work  with  limit  gag 
G,  H.    When  lap  wears,  expand  by  striking  D'  light   bl 
with  Babbitt  block  K. 


c»* 


MAKING  PLUG  GAGE 

32.  To  prepare  standard  plug-gage  blank  for   grinding. 

Fig.  27. 


Fia.  27.  —  ScHSDULE  Drawing. 

Specifications:  Material,  annealed  carbon  ste^  i"  large;  weight. 
1  lb.  8  oz.    Hardness,  20  to  25  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  Study  drawing  and  schedule  in  advance,  5  min. — Oii 
lathe,  4  min.  —  Prepare  gage  blank,  1  h.  10  min.  —  Harden,  20  min. 

—  Lap  center  holes  and  polish,  10  min.  —  Clean  machines,  6  min. 

—  Total,  1  h.  55  min. 

SCHEDULE  OF  OPERATIONS,  MACHINES  AND   TOOLS 


Opbrationb. 


center  to //'(!).(«). 

See  that  live  center  is  nearly 
true  and  dead  center  in  ap- 
proximate alinement. 

Rough  square  ^"  long  (1),  (»). 


Rocenter  to  ^". 

Rough  turn  whole  length  to 

1A"»  (•)•  o*^®  cut.       Turn 
half  way,  reverse  and  turn 
other  half. 
Draw  line  (4),  1)^'  from  gage 
end. 


Machines,  Speeds, 
Feeds. 


Engine  lathe,  12"  to 
16". 

2d  or  3d  speed,  or  40 
F.P.M. 


1st  or  2d  speed,  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

Vise,  copper  jaws. 


Tools. 


Dog,  holder  and  cut- 
ter S(y*  rake,  cali- 
pers, rule. 

Holder  and  cutter 
30**  rake,  copper, 
calipers,  rule. 

Copper  sulphate, 
rule,  scriber. 
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Rough  and  finish  torn  handle 
is),  two  cuts. 


Nurl  (•).    See  p.  036. 


True  live  center. 
Recenter  ^j'\  (7),  (8). 


square  to  length  5",  (1), 


(«). 


Rough  and  finish  turn  reduced 
part  (f),  two  or  three  cuts. 

PUe  (f). 

Round  (le). 

Turn  gage  part  (11),  1.020'', 
one  or  two  cuts. 

Polish  ends  (1),  (3),  and  re- 
duced part  (f). 

File  flats  on  opposite  sides  (13), 

(IJ).  or 
Mill  flats  (13),  (IS). 


Stamp  sizs  and  name  (13),  (IS). 
Harden  gage.  See  InformcUion, 

To  lap  center  holes,  see  p.  1228. 
Clean  and  polish  ends  (1),  (S), 

reduced  part  (f),  and  flats 

(1»),  (IS). 
To  grind,  see  p.  1234.  . 


2d  or  3d  speed,  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

2d  speed,  or  40  F.P.M. 
Medium  power  feed 
—  80  to  1". 

Speed  lathe,  3d  speed, 
or  400  R.P.M. 

Engine  lathe,  3d  or 
4th  speed,  or  60 
F.P.M.  Hand  feed. 

3d  speed,  or  40  F.P.  M. 
Fine  power  feed  — 
140  to  1". 

4th  speed,  or  175 
F.P.M. 


3d  speed,  or  60  F.P.M. 

Medium  power  feed 

—  80  to  1". 
Speed  lathe,  highest 

speed. 

Vise,  copper  jaws. 

Milling  machine,  3d 
speed.  Medium 
power  feed. 


Vise,  copper  jaws. 

Gas  furnace,  or  forge, 
1326*»  F.  to  1350*»  F. 


Medium   nurling 
tool,  oil. 


Drill  chuck,  combi- 
nation drill  and 
countersink. 


7"  or  8"  pUlar- 
smooth  file. 

8"  or  10"  mill-bas- 
tard file. 

2"  micrometer. 


90  and  120  emery 
cloth,  thin  polish- 
ing stick,  oil. 

7"  or  8"  pillar-smooth 
file. 

t"  milling  cutter, 
milling  machine 
vise  or  f"  end 
mill,  index  head 
with  centers,  rule. 

i"  steel  figures  and 
letters,  hammer. 

Tongs,  water,  sperm 
oil,  hand-smooth 
file. 


Information.  —  To  make  a  plug  gage  glass  hard  and  the  handle 
jet  black,  heat  gage  to  a  bright  red  and  dip  endwise  (gage  part  only) 
in  water  and  move  about  for  eight  seconds.  Time  may  be  estimated 
by  counting  as  follows:  one-thou-zan-one,  one-thou-zan-^o,  one-thou- 
z&n-threef  one-thou-zan-/our,  one-thou-zan-jlve,  one-thou-zan-nr,  one- 
thou-zan-«6ven,  one-thou-zan-^A^.  Then  plunge  whole  gage  into  oil 
and  move  about  until  cold. 
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33.  To  grind  standard  plug  gage  on  two  dead  centers, 

Fig.  28. 


Fio.  28.  —  Schedule  Drawing. 

Spedflcations:  Plug  gage  blank,  carbon  steel  turned  1.020"  diam- 
eter, stamped,  hardened  and  handle  black. 

Center  holes,  (14),  (15),  lapped. 

Machines  and  tools:  Universal  grinding  machine. 

Grinding  wheel  12"  X  J",  No.  80  K,  vitrified,  grinding  dog. 

Speed  of  wheel,  5000  F.P.M.    Speed  of  work,  50  F.P.M. 

Feed  J  width  of  wheel  per  revolution. 

Oil  bearings  and  two  dead  centers  with  machine  oil. 

Lubricant,  solution  of  sal  soda  and  water. 

Time:  Study  drawing  and  schedule  in  advance,  5  min. — Oil 
machine  and  true  wheel,  7  min.  —  Grind  gage,  25  min.  with  machine 
"set  up."  —  Clean  machine,  3  min. — Total,  40  min.  ("Set  up" 
machine  to  grind  straight,  25  min.  extra.) 

SCHEDULE  OF  OPERATIONS 


L  Preparatory  Adjustments. 
True  wheel  (see  p.  709)  and  cen- 
ters (see  p.  710).  Set  zero  Unes 
on  headstock  and  swivel  table  to 
grind  approximately  straight.  See 
p.  712.  Arrange  water  guards. 
See  p.  715.  Move  grinding 
wheel  back  with  hand  cross-feed 
wheel  8  to  allow  space  to  mount 
work.  Use  grinding  dog  with 
copper  under  set  screw.  Mount 
work  on  centers.  Start  grinding 
wheel,  work  and  feed,  1,  2,  3,  and 
adjust  dogs  6,  7,  to  length  of 
stroke.  Set  automatic  feed  11, 
12,  to  feed  .001"  (four  teeth)  at 
each  end  of  stroke. 

n.   Grind  Trial  Diameter  (16), 


Fig.  28.  (Grind  out  tool  marks 
only.)  Move  grinding  wheel  to 
cut  revolving  work  lightly  with 
hand  cross-feed  wheel  8.  Turn 
on  water  and  throw  in  feed  pawl 
9  to  mesh  with  ratchet  wheel  10 
and  allow  automatic  cross  feed 
to  take  four  or  five  trial  cut$ 
whole  length  of  work  to  grind 
out  tool  marks.  Then  throw 
out  pawl  9  and  without  mo\dng 
cross  feed,  allow  wheel  to  pass 
over  work  several  times  until 
cutting  nearly  dies  out. 

Stop  wheel,  work  and  feed,  1,  2, 
3,  with  wheel  at  footstock  end. 

nL  Correct  Straightness.  Meas- 
ure work  at  both  ends  with  2" 
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micrometer  and  if  not  straight, 
move  swivel  table  (see  p.  712). 
Take  one  or  two  cuts  with  auto- 
matic cross  feed.  Measure  and 
repeat  until  machine  grinds 
straight.  If  there  is  danger  there- 
by of  grinding  gage  too  small,  use 
trial  piece  same  length. 

IV.  Find  Amount  Oversize. 
Measure  work  with  2"  microm- 
eter. Subtract  rough  diameter  of 
work  1.0040"  from  reading  of  mi- 
crometer. For  example,  reading 
of  micrometer  may  be  1.0140", 
then  1.0140"  -  1.0040"  =  .0100" 
or  40  teeth  for  rough  grinding. 

V.  Set  Automatic  Cross  Feed. 
Raise  perpendicular  latch  13  in 
head  14,  throw  in  pawl  9  and 
without  moving  cross  feed,  move 
shield  15  to  right  or  left  until  end 
of  shield  and  pawl  are  40  teeth 
apart,  then  drop  latch  13  in 
ratchet  wheel  10. 

VI.  Rough  Grind  (16),  .0040" 
Large,  Fig.  2S,  as  follows:  Start 
wheel,  work  and  feed  1,  2,  3,  and 
rough  grind  automatically  until 
shield  15  lifts  pawl  9.  Then 
lock  latch  head  14  with  horizontal 
latch  16,  throw  out  pawl  9  and 
allow  wheel  to  pass  over  work 
several  times  until  cutting  nearly 
dies  out.    Stop  work  with  wheel 


at  footstock  end  and  measure. 
For  example,  work  may  measure 
1.004". 

Vn.  Finish  Grind  (17),  Fig. 
28,  with  pinch  feed  (J/1000"  in 
diameter  of  work),  as  follows: 
Start  work.  Take  two  cuts 
i/1000"  each  (two  pinches  at 
each  end  of  work).  Stop  wheel, 
work  and  feed  1,  2,  3,  and 
measure  gage.  It  may  measure 
1.0030".  Also  measure  gage  at 
both  ends  for  straightness  with 
micrometer,  or  take  gage  out  of 
machine  and  measure  with  special 
measiuingmachine,  pp.  1236, 1237. 
Start  wheel  work  and  feed  and 
pinch  twice  at  footstock  end. 
Measure  =  1.0025".  Pinch  twice 
and  let  wheel  pass  over  work  sev- 
eral times.  Measure  =  1.0015". 
Pinch  twice  and  let  wheel  pass 
over  work  several  times  and  meas- 
ure (1.0010").  As  there  is  some 
vibration  in  machine,  it  is  best 
to  grind  to  size  as  follows:  Take 
one  cut  and  measure  1.0007". 
Then  let  wheel  pass  over  work 
without  moving  cross  feed  and  it 
may  measure  1.0004".  If  still 
large,  again  let  wheel  pass  over 
work  without  moving  cross  feed. 
Limit  1.0004"  to  1.0003".  Clean 
machine  with  waste. 


Attention,  —  A  gage  hardened,  ground  and  lapped  without  season- 
ing may  shrink  about  one-twenty-thousandth  of  an  inch  in  six  months. 
To  season  properly  a  gage  should  be  hardened,  then  laid  away  from 
six  months  to  a  year  to  relieve  internal  stresses,  and  allowed  to  shrink; 
but  if  gage  must  be  finished  at  once,  heat  to  about  400^  F.  after  hard- 
ening and  cool  in  water.    Do  this  three  times. 

Note.  — Gages  are  often  made  as  follows:  Rough  ground  to  1.004", 
seasoned,  then  finished  ground  to  1.0004"  and  lapped  to  size. 
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34.  Twenty-four-inch  standard  measuring  machine,  Fig.  29. 
This  instrument  is  for  originating  standard  gages  and  for  other 
measurements  of  precision. 

The  bed  is  supported  on  three  points,  with  V  ways  for  the 
sUding  and  fixed  heads;  the  spindles  are  provided  with 
measuring  faces. 

36.  The  sliding  head  carries  the  spindle  Precision  Screw, 
linear  scale  and  graduated  index  wheel.  The  Precision  Screw 
on  some  machines  has  50  threads  per  inch,  on  others  25  threads. 

36.  For  Precision  Screw  with  60  threads  the  turns  of  index 
wheel  are  indicated  on  linear  scale  graduated  into  50  divisions 
to  the  inch;  each  20/1000"  =  .020".  The  fractional  part 
of  a  turn  is  indicated  by  graduations  on  index  wheel  which 
has  400  divisions,  each  1/20,000". 

37.  For  Precision  Screw  with  26  threads  the  turns  of  index 
wheel  are  indicated  on  linear  scale  graduated  into  25  divisions 
to  the  inch;  each  40/1000"  =  .040".  The  fractional  part  of  a 
turn  is  indicated  by  graduations  on  index  wheel  which  has  400 
divisions,  each  1/10,000". 

By  estimation,  a  division  may  be  subdivided  to  indicate 
one-half,  one-quarter  or  one-fifth  of  a  division.  Variation 
within  a  limit  of  1/100,000"  may  be  determined. 

Fixed  head.  —  In  the  fixed  head  is  a  sliding  spindle  kept  in 
place  by  a  helical  spring.  This  spindle  carries  one  of  the 
auxiliary  jaws  while  the  other  jaw  is  fastened  to  the  head. 

Contact  indicators. — To  indicate  when  contact  is  made  be- 
tween measuring  faces  and  work,  a  small  cylindrical  gage  is 
placed  between  the  auxiliary  jaws  in  a  horizontal  position. 
When  measurement  is  obtained,  gage  drops  to  a  vertical 
position. 

In  Fig.  29  the  auxihary  jaws  are  connected  with  an  elec- 
trical buzzer  which  announces  contact  of  work  and  measuring 
faces. 

To  clean  machine.  —  With  a  soft  woolen  cloth  wipe  oil  and 
dirt  from  finished  parts,  and  other  parts  with  waste.  Ben- 
zine may  be  used  to  clean  plugs  in  reference  bar,  followed  bv 
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kerosene  to  prevent  rusting.  To  remove  dust  from  polished 
surfaces  of  graduated  plugs  use  a  camel'B-hair  brush.  The 
lenses  are  cleaned  with  alcohol  and  chamois  skin.  When 
setting  and  measuring  clean  measuring  faces  with  paper. 

38.  To  measure  standard  plug  gage  with  24"  standard 
measuiing  machine.  Precision  Screw,  60  threads  to  1",  Fig. 
29. 


Fia.  20.  —  Meaburino  }"  Standard  Flcq  Gage. 
SCHEDULE  OF  OPERATIONS 


Oil  aUdes  and  bearings  with 
machine  oil  and  Precision  Screw 
with  porpoise  oil. 

To  set  at  zero. 

Clean    measuring    faces    with 

Run  screw  to  isero  of  liaear 
scale  A,  Fig.  29. 


Adjust  pointer  B,  graduated  in- 
dex wheel  C,  nearly  to  zero  and 
slide  head  D  until  measuring 
faces  E,  F,  are  nearly  in  contact. 
Clamp  fine  adjustment  G,  throw 
in  switch  H  which  operates  buzzer 
K,  and  adjust  alidiog  head  with 
screw  L  (not  shown),  until  buzzer 
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shows  tendency  to  stop.  Clamp 
sliding  head  with  lever  M  and 
adjust  index  wheel  until  buzzer 
stops,  then  set  pointer  at  zero  on 
graduated  index  wheel. 

Clean  gage  N  and  place  it  be- 
tween cleaned  measiuring  faces  of 
machine. 

Throw  in  switch  and  adjust 
index  wheel  until  buzzer  stops. 
Count  whole  number  of  divisions 
on  Unear  scale  and  multiply  by 
.020"  then  add  divisions  on  in- 
dex wheel  multiplied  by  1/20000" 
or  .00005"  and  the  result  will  be 
the  size. 


For  example:  There  are  37  di- 
visions on  the  scale  which  ^ve:s 
37  X  .020"  =  .740".  Then  we 
read  201  divisions  on  index  wheel 
which  give  201  X  1/20000".  201 
X  .00005"  =  .01005",  adding  we 
have  .740"  +  .01006"  =  .75005", 
or  .750" +  1/20000". 

Attention.  —  A  vcarialwn  of  tem- 
perature of  1°  in  a  1"  gage  will 
change  its  size  about  1/100000^'. 

For  example:  Holding  a  1" 
gage  a  few  minutes  in  the  hand 
may  increase  its  temperature  10^ 
and  its  size  1/10000". 


39.  To  test  6^'^  end-measuring  rod  with  2i"  standard 
measuring  machine.    Precision  Screw,  26  threads  to    1", 

Fig.  29. 

SCHEDULE  OF  OPERATIONS 


Adjust  machine  as  for  one  inch. 
Raise  cover  from  standard  bar  P 
attached  to  back  of  machine  and 
clean  plug  T  with  benzine. 

To  focus,  lower  microscope  Q 
to  stop  collar,  and  clamp. 

Adjust  hair  line  in  eyepiece  R 
to  coincide  with  hair  line  on  hard- 
ened steel  plug  S. 

Unclamp  sUding  head  and  move 
to  fifth  plug  T  without  disturbing 
eyepiece.  Clamp  fine  adjust- 
ment G  and  adjust  sliding  head 
with  screw  L  until  hair  line  in  eye- 
piece coincides  with  hair  line  on 
bar.    Clamp  head  with  lever  M, 

Place  end-measuring  rod  be- 
tween measuring  faces  and  read, 
as  follows:  To  the  reading  on 
standard  bar  (5")  add  the  follow- 
ing:    Count   number    of   whole 


divisions  on  linear  scale  (12  divi- 
sions) and  multiply  by  .040". 
Count  divisions  on  index  wheel 
(200  divisions)  and  multiply  bv 
1/10000"  or  .0001"  and  result 
will  be  the  length. 

Example.  —  5"  -h  (12  X  .040") 
=  .480"+ (200  X. 0001")  =  .0200". 
Adding  we  have  5"  +  .480''  + 
.0200"  =  5.500". 

Attention.  —  Two  supports  are 
provided  for  long  work,  as  at  U. 

Information.  —  English  ma- 
chines are  standard  at  62**  F.  and 
metric  machines  at  O^'C.  For 
practical  work,  it  is  not  necessar}* 
to  use  these  machines  at  these 
temperatures  as  variations  caused 
by  heat  or  cold  affect  machine 
and  work  alike. 


SPIRAL  MILLING 


1239 


SPIRAL  MILLING 

40.  Spirals  are  used  on  twist  drills,  milling  cutters  and 
counterbores,  and  in  machine  construction  for  spiral  gear^, 
cams,  etc.  To  cut  a  spiral,  the  work  requires  rotative  and  longi- 
tudinal motion  at  the  same  time  and  also  to  be  set  at  an  angle 
to  cutter. 

41.  To  find  angle  to  set  saddle  for  cutting  spirals  either 
graphically,    by    simple 
calculation,    or   approx- 
imately from  spiral  line 
drawn  upon  work: 

Graphically.  —  Draw 
a  right  triangle,  AJSC,  to 
scale.  Fig.  30.  Draw  AB 
equal  to  the  lead,  AC  at 
right  angle  to  AB^  equal 
to  circumference;  connect 
CB.  The  angle  ABC  or  X  is  the  required  angle.  Measure 
angle  with  protractor. 

Example. — Twist  drill  V  in  diameter,  6"  lead,  to  find  angle. 

Solution.  — AB  —  lead  =  6",  AC  =  circumference  =3.1416; 
connect  CB  and  measure;  required  angle  X  =  27 J°. 

By  calculation.  —  Divide  the  circumference  by  the  lead  for 
the  tangent.  In  table  of  tangents  find  the  angle  that  corre- 
sponds to  tangent. 

Example.  —  Twist  drill  1''  in  diameter,  6"  lead,  to  find  angle. 

3.1416 


LEAD 


Fig.  30.  —  Angle  Diagram  for  Twist 

Drill. 


Solution.  —  Tan  X  =  1  X 


=  .5236.    In  table  of  tan- 


gents .5236  corresponds  to  27°38'  or  27J**,  the  required  angle. 

Approximately.  —  Raise  the  knee  until  cutter  touches  work 
and  with  hand  feed  trace  a  light  line  upon  the  work,  with  the 
table  set  straight,  and  the  machine  geared  for  the  spiral.  Then 
swing  table  until  spiral  line  is  parallel  to  cutter. 

Important.  —  As  cutting  the  first  tooth  in  a  spiral  mill  or  grooving 
the  first  drill  is  largely  experimental,  the  student  should  prepare  a 
machine-steel  trial  blank  and  use  it  to  obtain  correct  setting  of 
cutter. 
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Attention,  —  For  right  spirals,  swivel  the  table  to  the  rigid; 
and  for  left  spirals,  swivel  to  the  left,  and  use  an  extra  inter- 
mediate gear. 

42.  To  calculate  compound  gears  used  in  cutting  spiral. 

Example.  —  1"  twist  drill;  6"  lead,  worm  gear  in  dividing 
head  40  teeth,  lead  screw  4  P.,  lead  of  machine  equals  ^  =  10". 


Solution.  — 


A  =  3X2 
10       2X5 


3       24  _    72    _  gear  on  worm  G 
2  ^  24  ■"    48    ""  1st  gear  on  stud  H' 

^  X—  =  —  =  ^  ^^^^  ^^  ^^^  ^ 
5       20       100       gear  on  screw  K 

When  there  is  a  fraction  in  the  lead  as  in  the  case  of  spiral 

gears,  as  8.333": 

gi        25        5 
Solution.  —  8.333"  ~  Ta  =  oTj  ~  E  *^d  proceed  as  above. 

Informaiion,  —  If  the  fraction  will  not  simplify  easily,  ap- 
proximate the  lead  as  follows:  Exact  lead  2.517";  approximate, 
2.514."  This  is  allowable  for  leads  of  cutters,  drills  and  counter- 
bores.  For  mechanical  motions,  as  spiral  gears,  change  the 
diameter  rather  than  lead. 

43.  To  obtain  lead  for  spiral  milling  cutteti  given  diameter 
and  angle.  — 

„         ,  diameter  X  3.1416  ,     , 

Formula. r t-t — ^ r-  =  lead. 

natural  tangent  of  angle 

From  lead  calculate  compound  gears. 

Attention.  —  Use  above  formula  when  changing  pitch  diam- 
eter of  spiral  gears  to  bring  approximate  lead  within  .005"  of 
exact  lead. 

44.  Cutters  for  spiral  mills  are  obtainable  with  either 
40**,  48°,  or  53°  angle  on  one  side  and  12°  on  the  other. 

46.  Cutters  for  two-groove  twist  drills  are  obtainable  for 
drills  tV"  ^  2|"  in  diameter. 


CUTTING  TEETH  IN  SPIRAL  MILL 


CUTTING  TEETH  IK  SPIRAL  HILL 

46.  To  cut  teeth  in  spiral  mill,  universal  milling  madiine. 
Fig.  31. 

UNIVERSAL  MILLING  MACHINE 


Fia.  31.  —  CDTTiNa  Teeth  in  Spiral  Mill. 


SPECIFICATIONS 


Carbon-steel 
outter  blBDk 

i 

IS  R.  H. 

36" 
121" 

63°X13°R.H. 

.208" 

Getrt  lor  spiral 

1st  sear  on  stud 
2d  gear  oa  stud 
Gearonsorew.. 

Speed 

Feed 

Lubricant 

Hole 

Dismeter  of  mill 

72 
32 

Istor  2d  speed 
oreOF.P.M. 

Double-aDf^e  high-speed 
steel  outter 

Amount  ol  set  over 

power     lecd 
—  .007"  per 
outter   revo- 
lutioD 
Lard  oil 
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SCHEDULE  OF  OPERATIONS 


L  Preparatory  adjustments. 
Place  cutter  A  on  arbor  B  to  cut 
in  direction  of  rotation,  and  clamp 
hard.  Fasten  index  head  and 
footstock  in  horizontal  alinement 
on  table. 


1 

1 

1 

POOTtTOCI 

f  jr*il 

CENTER 

A 

ARMR 

H 

?^A    DOUBLE 

>  .  TJ     ANGLE 

^^>JV     CUTTER 

y/"^ 

/V\ 

/ 

'  /             l-^. 

■mRAL  MILLING 

CUTTER 

BLANK 


Fia.  32.  —  Setting  Double-angle 
Cutter  Radial. 

XL  Set  cutter  radial.  Set  swivel 
table  at  zero,  cutter  central,  and 
cross-feed  dial  at  zero.  Move 
cross  slide  inward  ^  diameter  of 
blank  (.208")  to  give  radial  teeth, 
as  at  A',  Fig.  32,  then  clamp  cross 
slide. 

nL  Arrange  gears,  index  and 
table.  Arrange  gears  for  spiral,  set 
index  for  18  teeth,  withdraw  stop 


so  that  index  plate  can  revolve, 
set  swivel  table  at  12i**,  Fig.  31, 
and  clamp. 

IV.  Mount  gear  blank  on  centers. 
Press  mandrel  C  firmly  into  blank 
D  and  mount  on  centers,  securing 
dog  E  in  driver  by  screw  F. 

V.  Obtain  width  of  land  by  trial 
cuts.  Start  machine,  raise  knee 
and  with  power  feed,  take  short 
trial  cut  less  than  required  depth, 
then  throw  out  power  feed  and 
stop  machine.  Set  vertical  dial  at 
zero,  lower  knee,  move  table  back 
until  bJank  is  clear  of  cutter  and 
index  for  next  tooth.  Raise  knee 
to  zero  and  take  another  short 
cut. 

Lower  knee,  move  table  back 
until  blazvk  is  clear  of  cutter  and 
measure  width  of  land  with  rule. 

If  land  is  too  wide,  raise  knee 
a  little  higher  than  before;  repeat 
process  until  land  is  correct  (5*5" 
wide).  Reset  vertical  dial  at  zero 
after  each  correction. 

VI.  Mm  18  teeth.  With  set- 
ting correct  and  table  dog  set  to 
trip  feed  at  end  of  cut,  mill  teeth 
all  around  blank,  one  cut  each. 

WaminQ,  —  To  avoid  cutter 
scraping  work  by  back-lash  in 
screw  and  gears,  after  obtaining 
depth  of  cut  in  spiral  milling,  set 
vertical  dial  at  zero  and  at  the 
end  of  each  cut,  lower  knee  and 
move  table  back  to  starting  point, 
then  raise  knee  to  zero  for  next 
cut. 


GROOVING  TWIST  DRILL 


GROOVnfG  TWIST  DRILL 
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47.  To  groove  twtst  drill,  spiral  millmg,  universal  millinf; 
machine.    Fig.  33. 


Pio.  33,  —  Gboovino  Twist  Drill. 


SPECIFICATIONS 


Diameter  of  drill. 
Length  ot  drill . , . 
Length  of  grooves 
No.  of  grooves 
ThlclmOBaof  point 

Lead 

Angle  of  spiral . . 
Cutter 


Angle  to  set  BWJvel 
bed  lorclearBDce 
of  lands 

Depth  of  clearance 

Geari  for  ipiral 

Gear  on  worm  G  . . 
Ist  gear  □□  Btud  H. 
2d  gear  on  stud  /  . 
Gear  on  screw  K.  . 
Speed 


40 

100 

3d  speed,  back 

F.P.M. 

.007"   per  cut- 
ter revoluCJoD 

Lard  oil 
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SCHEDULE  OF  OPERATIONS 


I.  PrefMratory  adjustments. 
Place  cutter  A  on  arbor  B  to  cut 
in  direction  of  rotation,  and  clamp 
hard.  Fasten  index  head  and 
footstock  in  horizontal  alinement 
on  table.  Lower  index  head  cen- 
ter 2^  and  clamp;  this  is  to 
thicken  web  and  strengthen  drill 
which  has  a  tendency  to  twist 
when  in  use. 

IL  Set  cutter  radiaL    Set  swivel 


CUTTER 


OENTCR 


Fig.  34.  —  Setting  Cutter  off 

Center  for  Grooving 

Twist  Drill. 

table  at  zero,  cutter  central,  and 
cross-feed  dial  at  zero.  Move 
cross  slide  inward  ^  diameter  of 
blank  (.100"),  as  at  A,  Fig.  34,  and 
clamp. 

nL  Arrange  gears,  index  and 
table.  Arrange  gears  for  spiral, 
place  index  pin  in  any  hole,  then 
withdraw  stop  L  so  that  index 
plate  M  can  revolve;  set  swivel 
table  at  27  i°,  and  clamp.  See 
Fig.  35. 


IV.  Mount  gear  blank  on  centers. 

Mount  blank  C  on  centers  ana 
secure  dog  D  in  driver  by  screw 
E.  Adjust  V  rest  under  middle 
of  blank  to  prevent  spiin^g. 
Set  table  dog  to  trip  feed  at  de- 
sired length  of  groove. 

V.  Obtain  thickness  of  point 
Start  machine,  raise  knee  axid  take 
short  trial  cut  less  than  required 
depth.  Set  vertical  dial  at  zero, 
lower  knee,  move  table  back  until 
blank  is  clear  of  cutter,  index  one- 
half  revolution,  raise  knee  to  zero 
and  take  another  short  cut.  Re- 
peat until  point  is  i"  thick. 

VI.  Mill  grooves.  Reset  verti- 
cal dial  at  zero  and  mill  grooves, 
one  cut  each. 

Vn.  Mill  land  clearance.  Mount 
driL  A,  Fig.  36,  on  centers  to  mill 
lands  By  with  end  mill  C  Set 
swivel  table  1**  (angle  shown  by 
line  Df  E)  to  cut  deepest  at 
Ff  F\  and  mill  clearance  ^^'^  deep 
leaving  ^V"  lands,  one  or  more 
cuts. 

Information,  —  Take  trial  cuts 
and  if  lands  are  wider  at  shank 
end  of  drill,  raise  index-head  cen- 
ter 1°  or  2**  to  make  lands  even 
width.  Oxidize  small  drills  to 
enable  cut  and  land  to  be  readily 
seen. 

Note.  —  Manufacturers  of  twist 
drills  use  a  special  cutter  for  mill- 
ing land  clearances. 
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Fio.  36.  —  MiLUNQ  Land  Clearance  on  Twist  Drill. 


HAEHTG  TWIST  DRILL 
48.  To  make  taper  shank  twist  drill,  Fig.  37. 


ff7^^f^=^ 


Fio.  37.  —  Scbeddle  Drawino. 
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Spedflcatioiis:  Material,  annealed  high-speed  or  carbon  steel  ^;~ 
to  i"  large;  weight,  2  lb.  3  oz.    Hardness,  20  to  25  (scleroscope). 

High-speed  steel,  or  stellite  cutting  tools. 

Time:  4  h.  45  min.  which  includes  15  min.  for  milling  tang,  I  L 
for  milling  spiral  grooves  and  30  min.  for  milling  clearances. 


SCHEDULE  OF  OPERATIONS,  MACHINES  AND    TOOLS 


Operations. 


Center. 

True  live  center.  Set  dead 
center  in  approximate  aline- 
ment. 

Rough  square  to  11}",  (1),  (9). 


Recenter. 

Omit  finish  square. 

Rough  turn  to  1.012".  (S),  one 
or  two  cuts.  Turn  lialf  way, 
reverse  and  turn  other  half. 

Draw  lines  for  length  of  shank 
and  body  (4),  {$). 

Turn  taper  shank  .e«t"  to  1', 

Set  o¥er  footstock  ^",  or  use 
taper  attachment. 

Rough  turn  taper  (•)  to  H"  at 
small  end,  one  or  two  cuts. 


Take  a  light  trial  cut  about 
.004"  to  .006".  To  correct 
this  taper,  see  Schedule  of 
Operations,  p.  229. 

Rough  turn  to  .763"  •+-  .020" 
for  grinding  (•),  one  cut. 

Rough  and  finish  turn  reduced 
part  (7),  one  or  two  cuts. 

Finish  turn  tang  (8),  one  cut. 

Round  end  and  corner  (t). 


Machines,  Speeds, 
Feeds. 


Engine  lathe,  12"  to 
16". 

2d  or  3d  speed,  or  40 
F.P.M.  Hand  feed. 


1st  or  2d  speed,  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

Vise,  copper  jaws. 


Engine  lathe. 

1st  or  2d  speed  or  40 
F.P.M.  Medium 
power  feed  —  80  to 
1". 

3d  speed  or  60  F.P.M. 
Fine  power  feed  — 
140  to  1". 


Medium   power   feed 
—  80  to  1". 

Fine     power     feed  — 
140  to  1". 

Hand  feed. 


Tools. 


Dog,  holder  and  cut- 
ter 30*»  rake,  caL- 
pers,  rule. 


Holder  and  cutttr 
30®  rake,  1"  mi- 
crometer. 

Copper  sulphate, 
rule,  scriber. 


Rule,  dividers. 

Holder  and  cut  to? 
30°  rake,  calipers^ 
rule. 

Holder  and  cutur 
30**  rake,  Mopsr 
taper-ring  gap; 
No.  3,  chalk  or 
Prusaan  blue. 

1"  micrometer. 
Calipers,  rale. 


Forming  tool. 


MAKING  TWIST  DRILL 
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SCHEDULE   OF   OPERATIONS,   MACHINES  AND 

TOOI^,  Concluded 


Opebations. 

Machines,  Speed, 
Feeds.  • 

Tools. 

Rough  turn  stem  V  long  (•), 

1st  or  2d  speed,  or  40 

Calipers,    rule,    and 

four  or  five  cuts.     Set  tool  at 

F.P.M.       Medium 

bevel  protractor. 

59°  and  form  point. 

power  feed  —  80  to 
1". 
Vise  copper,  jaws. 

Stamp  size  and  name  on  re- 

i" steel  figures  and 

duced  part  (7). 

letters,  hammer. 

MUl  tang  (It). 

Universal  milling  ma- 

Index    centers,     1" 

chine,    2d    or    3d 

end  mill,  calipers. 

speed,  or  50  F.P.M. 

rule,  oil. 

Medium  power  feed 

« 

MiU  grooyet  (11),  (110.    See 

—  .007"  per  cutter 

pp.  1243-1246. 

revolution. 

MiU  land  clearance  A".  (12), 

Universal  milling  ma- 

1" end  mill  or  special 

(ir).     See  pp.  1244,  1246. 

chine. 

cutter,  rule,  oil. 

Harden  in  water. 

Gas  furnace  or  forge 
1326«  F.  to  1350®  F. 

Tongs,  water. 

Temper  in  oil  (or  polish  and 

Oil-tempering  furnace 

(Red-hot  riqg  or  col- 

temper to  straw  color). 

425«  F.  to  436<»  F. 

lar). 

Test  hardness  with  scleroscope, 

or  dead-smooth  file. 

Grind  taper   (•)  to  .753''  at 

Universal       grinding 

Grinding  wheel  No. 

end,  or  to  fit  Morse  taper- 

machine. 

60,    K,    vitrified. 

ring  gage.    See  pp.  7 12,  726, 

Morse    taper-ring 

830. 

gage,  No.  3,  chalk 
or  Prussian  blue, 
1"  micrometer. 

Set  grinding  machine  to  grind 

the  taper  for  body  clearance. 

Grind  body  to  1.000"  at  point 

of  drill.     See  pp.  12o6,  7l2. 

Nick  stem  (•),  with  grinding 

Twist  drill  grinder. 

Cup  grinding  wheel 

wheel;   break  off  and  grind 

No.     46  K,  vitri- 

point to  118°.  See  Principles 

fied,     bevel     pro- 

of Machine  Work. 

tractor. 

Attention,  —  If  the  drill  springs  in  hardening  and  tempering  an 
amount  in  excess  of  that  allowed  for  grinding,  it  should  be  carefully 
straightened  before  grinding.    See  p.  12l7.' 

Information,  —  If  not  convenient  to  use  a  cylindrical  grinding 
machine,  the  taper  shank  may  be  turned  and  filed  to  fit  a  Morse 
taper-ring  gage,  No.  3.  The  body  may  also  be  turned  and  filed  to 
size. 
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PRECISION  METHODS  OF  LOCATING  HOLES  FOR  JIGS 
AND  ACCURATE  MACHINE  PARTS 

49.  The  precise  location  of  holes  in  jigs,  fixtures^  master 
plates  and  accurate  machine  parts  is  obtained  by  the  plug 
method  for  large  work  and  by  the  button  method  for  smali 
work.  For  ordinary  machine  work  where  an  error  of  x^v"  to 
jiixf"  is  permissible,  the  usual  method  of  locating  holes  with 
surface  gage,  dividers,  rule,  and  center  punch,  and  then  draw- 
ing the  drill,  is  sufficiently  accurate.  See  Accurate  Drilling, 
Principles  of  Machine  Work.  To  locate  holes  of  precision 
in  jigs  and  fixtures  where  errors  greater  than  tAv"  are  not 
permissible  and  an  accuracy  of  ^jsijsjf"  is  often  required,  the 
plug  or  button  method  is  used. 

60.  Jigs  and  fixtures  are  usually  designed  by  the  draftsman 
and  made  by  the  toolmaker.  Many  toolmakers,  however, 
are  well-qualified  to  both  design  and  make  jigs  and  fixtures. 
The  shape  and  other  requirements  of  the  work  determine 
whether  a  plate,  solid,  box,  or  rotary  type  of  jig  is  required. 
See  Drilling  Jigs,  pp.  601-610.  The  jig  is  designed  by 
making  a  drawing  having  two  or  three  views  and  the  details. 
As  an  element  of  safety,  it  is  best  to  make  the  design  of  such 
shape  that  it  would  be  impossible  to  place  the  jig  on  the  work 
or  the  work  m  the  jig  the  wrong  way. 

After  the  position  of  the  work  in  the  jig  is  arranged,  the 
locations  of  the  holes  and  the  clamping  devices  are  deter- 
mined. Wooden  patterns  are  then  made  for  the  jig  body  and 
other  parts  that  are  to  be  made  of  cast  iron  and  iron  castings 
obtained. 

61.  Plane,  mill  or  grind  jig  castings  accurately.  —  The 
working  surfaces  of  jigs  and  fixtures  that  are  to  be  bored  by 
precision  methods  must  be  planed,  milled,  or  ground  accu- 
rately and  smoothly,  and  all  sharp  edges  slightly  beveled 
with  a  file.  Box  jigs  and  similar  fixtures  must  have  two  or 
more  surfaces  or  spots,  exactly  at  right  angles,  from  which  all 
measurements  are  taken. 


B 
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62.  The  yemier  height  gage,  as  shown  in  Figs.  40,  42,  43, 
50  and  54,  is  a  combination  tool.  As  a  height  gage  it  is  used 
for  accurately  measuring  heights  and  spaces.  As  a  caliper, 
it  may  be  used  in  the  same  manner  as  the  vernier  caliper, 
see  pp.  2ll,  212.  It  is  an  indispensable  instrument  for  locat- 
ing holes  in  jigs  and  fixtures  by  the  plug  or  button  method. 

While  the  vernier  height  gage  may  be  set  to  a  ten-thousandth 
of  aA  inch,  accurate  measurements  and  the  comparison  of 
distances  and  sizes  also  depend  on  the  sense  of  touch  or 
"  feel  "  which  is  obtained  by  pressing  the  gage  or  caliper 
over  or  between  the  points  being  measured  with  a  uniform 
pressure. 

PLUG  MBTHOD   OF  LOCATING  HOLES 

63.  The  plug  method  is  a  process  of  precisely  locating  the 
axis  of  the  hole  to  be  made  with  the  axis  of  a  standard  plug 
held  in  the  spindle  of  a  universal 
or  precision  boring  mill,  or  milling  tcRApeo 
machine.  With  either  machine  plate- 
the  process  is  the  same  except  for 
the  variation  in  movements  pecul- 
iar to  the  different  makes  of  ma-  . 
chines.    The  principle  of  the  plug 

method  of  alining  work  in  a  bor-  F'«-  ^8.  -  The  Principus  of 
.,1.1  •      -cu       oo        THE  Plug  Method  op  Locat- 

ing   mill    IS    shown   in   Fig.   38.      ^^^  holes. 

Measurements  are  taken  from  the 

hardened  and  accurately  ground  plug  A,  held  in  the  spindle  to 
the  accurately  scraped  angle  plate  B  which  is  clamped  to  the 
table  parallel  to  the  spindle,  and  from  plug  A  to  the  table  C. 

64.  To  locate  angle  plate  accurately  on  boring  mill  table.  — 
To  set  angle  plate  A,  Fig.  39,  parallel  to  axis  of  spindle  (as- 
suming that  the  table  is  true)  first  place  it  in  approximate 
position  on  table,  test  it  with  square,  and  clamp  lightly. 
Then  place  drill  chuck  in  spindle  and  fasten  test  indicator  B 
in  chuck.  Test  angle  plate  vertically  with  indicator  by 
moving  spindle  up  and  down,  and  longitudinally  by  moving 
spindle  in  and  out  and  adjusting  angle  plate  by  rapping  it 


1 
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lightly  with  lead  hammer.  When  angle  plate  is  true^  clamp 
hard  and  test  again,  as  hard  clamping  has  a  tendency  to 
change  the  location  of  angle  plate. 


HORIZONTAL 
eOflINO 

mill- 


Fig.  39.  —  LocATiNO  Angle  Plate  Accuratelt  on  Boring  Mill 

Table. 

Attention.  —  Vertical  adjustments  are  made  on  some  types  of  boring 
mills  by  raising  or  lowering  spindle,  see  Fig.  39;  and  on  others,  by 
raising  or  lowering  table,  see  p.  6l6. 

66.  To  aline  jig  to  angle  plate.  —  Place  drilling  jig  i, 
Fig.  40,  against  the  tongue  blocks  B  and  C,  clamp  lightly 
and  set  parallel  to  the  angle  plate  D  by  taking  measurements 
at  E  and  F  with  vernier  height  gage  G.  Make  corrections 
by  rapping  jig  lightly  with  soft  hammer,  then  clamping  it  hard. 

66.  To  true  plug  in  spindle.  —  Taper  shank  plug  A,  Fig.  41, 
is  placed  in  spindle  B  and  tested  with  indicator  C  to  see  if  it 
runs  true.    If  the  plug  is  hardened  and  ground  accurately, 
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Fia.  40.  — Alining  Jia  to  Angle  Plate. 
and  care  is  used  in  placing  it  in  the  same  position  in  the 
socket  each  time,  it  should  run  true;  but,  if  it  runs  out  a 
slight  amount,  the  error  ia  often  corrected  by  removing  and 
replacing  the  plug.  When  the  plug  runs  true,  the  jig  is  lined 
up  to  it. 

67.  To  set  axis  of  the  hole  to  be  bored  trae  to  axis  (tf  the 
plug,  two  measurements  are  necessary.  First  set  vernier 
height  gage  A,  Fig.  42,  the  distance  called  for  on  the  drawing 
from  center  of  hole  in  boss  B  to  bottom  of  jig  C  or  to  table  D, 
minus  one-half  the  diameter  of  plug  E,  then  adjust  spindle  F, 
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Fig.  41.  —  Tkuing  Plug  in  Spindle. 

up  or  down,  until  distance  is  correct  as  determined  by  the 
vernier  height  gage  A,  Fig.  42. 

Second,  set  vernier  height  gage  A,  Fig.  43,  the  distance 
called  for  on  drawing  from  center  of  hole  in  boss  B  to  side  of 
jig  C  plus  distance  from  jig  C  to  angle  plate  D  minus  one-half 
diameter  of  plug  Ey  then  adjust  table  F  until  this  distance 
is  correct  as  determined  by  vernier  height  gage  A,  Fig.  43.    ■ 

68.  To  bore  hole  in  jig.  —  Place  short  drill  A,  Fig.  44,  in 
the  spindle  and  spot  the  work  to  make  a  true  cavity,  as  at  A\ 
see  also  p.  409.  Then  use  two  or  three  drills,  as  at  B  and  C, 
the  largest  being  about  ^V''  smaller  than  the  finished  hole. 
Each  drill  removes  but  a  small  amount  of  stock,  thus  elimi- 
nating the  danger  of  drilling  the  hole  out  of  alinement. 

After  drilling,  special  boring  tool  D  is  used  with  a  fine  power 
feed.  Several  boring  tools  may  be  used  with  the  cutter 
set  in  each  to  remove  but  a  small  amount  of  stock.     The 
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cutter  in  the  last  boring  tool  is  set  to  bore  the  bole  to  the 
required  size.    See  also  Adjustable  Boring  Tool,  Fig.  47. 


Fio.  42.  —  SnmNO  Plug  Corbect  Distance  from  Table. 


Fio.  43.  — Setting  Angle  Plate  Cohbect  Distance  from  Plug. 

Test  hole  with  plug  gage  or  measure  with  inside  micrometer. 

Reamers  are  rarely  used  on  this  class  of  work  as  they  have 

a  tendency  to  throw  the  hole  out  of  alinement.    If  the  plug 
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gage  fits  rather  tight  after  entering  about  halfway,  a  re&mei 
is  used  to  relieve  the  back  end  of  hole.    In  this  operatioE 


Fia.  44.  —  BoRiNO  Hole  in  Jia  wrm  Special  BoKmo  Tool. 


Fio.  45.  —  Bushings  ros  Driluhq  Jiob. 


the  hole  ia  not  changed  as  the  reamer  removes  so  small  an 
amount  of  metal  that  it  burnishes  but  does  not  cut. 
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Warning. — After  boring  the  hole  and  before  removing  the  jig, 
place  a  plug  in  the  hole  and  test  the  measurements  from  gage  to  angle 
plate  and  table. 

Information.  —  Additional  holes  in  jig  may  be  located  by  the  same 
method. 

AUeniian.  —  In  locating  and  boring  holes  which  pass  through  two 
opposite  faces  of  a  box  jig,  the  boring  is  carried  through  the  first  face. 
The  work  is  then  reversed,  relocated,  and  the  second  face  bored.  This 
avoids  the  error  that  may  be  caused  by  the  spring  of  a  long  boring  tool. 

69.  Bushings  for  drilling  jigs.  —  As  holes  in  cast  iron  or 
machine  steel  would  soon  wear  out  of  true  by  the  action  of 
the  tools  which  pass  through  them,  holes  in  jigs  are  lined  with 
hardened  and  ground  steel  bushings.  The  fixed  drilling 
bushing,  as  shown  at  A,  Fig.  45,  is  made  of  carbon  steel  hard- 
ened and  tempered.  The  hole  is  ground  and  lapped  to  the 
required  size,  and  the  outside  diameter  ground  to  about  .002" 
larger  than  the  bored  hole  and  forced  in  with  a  press.  Where 
more  than  one  size  of  bushing  must  be  used,  they  are  called 
slip  or  removable  bushings.  A  slip  bushing  for  the  drill  is 
shown  at  B,  for  the  reamer  at  C,  and  for  the  tap  at  D,  The 
hole  is  also  lined  with  a  hardened  and  ground  steel  bushing 
as  at  Ef  forced  in  to  receive  the  slip  bushing.  The  tops  of 
slip  bushings  are  usually  nurled  so  that  they  may  be  readily 
removed  with  the  fingers,  and  they  are  often  held  in  place 
with  a  binding  screw,  as  at  F. 

60.  To  locate  one  hole  accurately  from  another  hole  by 
the  use  of  two  plugs.  —  This  method  is  used  on  jigs,  fixtures, 
and  accurate  machine  parts  in  the  boring  mill  or  milling 
machine.  To  bore  holes  1  and  2  in  lugs  A  and  B,  in  a  machine 
part.  Fig.  46,  as  shown  in  detail  at  A'  and  B\  clamp  work  to 
milling  machine  table,  drill  and  bore  hole  1  in  lug  A.  Move 
table  and  place  plug  C  in  spindle,  and  plug  D  in  hole  1,  then 
adjust  table  and  measure  over  plugs  C  and  D  with  vernier 
caliper  E  or  micrometer.  This  measurement  should  be 
the  distance  between  centers  of  holes  1  and  2  plus  half  the 
diameter  of  each  of  the  plugs  C  and  D. 

As  holes  1  and  2  are  not  in  horizontal  alinement,  measure 
distance  F  from  plug  C  to  the  table  with  vernier  height  gage, 
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then  raise  table  tbe  di£Ference  in  alinement  of  holes  1  and  2, 
a3  shown  in  detail  at  G,   and  again  measure  with    vernier 


Fro.  47.  —  BoEiNQ  with  Adjustable  Tool. 

height  gage  from  plug  C  to  table.  This  measurement  should 
be  distance  F  minus  the  difference  in  alinement.  Hole  2  is 
then  drilled  and  bored. 
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61.  Adjustable  boring  tool  Bhown  at  A,  Fig.  47,  is  used  for 
boring  in  milling  machines,  boring  milla,  drill  pressea  and 
engine  lathes. 

The  cutter  B  is  adjusted  by  micrometer  screw  C,  making 
it  very  useful  for  precision  boring. 

AUertiion.  —  If  a  milling  machine  ia  used,  care  must  be  taken  to 
see  that  It  is  in  good  condition.  If  there  ia  an  appreciable  sag  of  the 
knee,  an  allowance  should  be  made  in  setting  the  work.  In  any 
machine  used  for  accurate  boring,  the  sUdes  should  be  cleaned  and 
oiled  and  the  gib  screws  adjusted  so  that  all  movable  parts  fit  closely 
but  not  too  firmly. 

BITTTOH  HETHOD  OF  LOCATIHG  HOLES 

62.  The  button  method  is  a  process  of  precisely  locating 
holes  with  hardened  and  ground  buttons  or  collars  often  called 
toolmakers'  buttons.     It 

is  a  slower  process  than 
the  plug  method  but  it  is 
used  for  small  accurate 
work.    It  consists  of  three 

operations:    First,  locate     ' 

the  button  precisely  and  P-o-^-The  BmroN,  at™  Method  of 
,     .       ,      ,      ''    ,         Fastening  the  Button  to  I^tb  or  Jig. 
clamp  it  to  the  face  plate 

or  jig.  Second,  clamp  the  plate  or  jig  to  the  face  plate  of 
the  lathe,  test  the  button  with  a  sensitive  test  indicator  and 
adjust  plate  or  jig  until  the  button  is  perfectly  true  to  the 
axis  of  rotation.    Third,  drill  and  bore  the  hole. 

The  button  used  is  shown  at  A,  Fig.  48;  it  is  about  J"  lo^K. 
and  ground  to  some  exact  diameter,  as  .300",  ,400"  or  .500", 
with  perfectly  square  ends.  Where  only  one  hole  is  to  be 
located,  a  button  of  an  exact  diameter  is  not  important;  but 
if  two  or  more  holes  are  to  be  located,  they  should  all  be  of  the 
same  diameter.  A  sectional  view  of  the  button  is  shown  at  B, 
and  the  method  of  clamping  to  plate  or  jig  C  by  special  cap 
screw  D  and  washer  E. 

The  screw  may  be  about  J"  X  40,  and,  to  permit  adjust- 
ment, hole  F  in  the  button  is  about  yV"  larger  than  the  screw. 


-& 
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63*  To  locate  the  button  on  a  plate.  —  For  hole  A ,  Fig.  49 
locate  the  button  B  on  plate  C  the  distances  D  and  E  froc 
side  and  end  of  the  plate  by  finding  its  approximate  center 
with  surface  gage,  rule,  and  square,  and  making  a  center 
punch  mark.  The  center  punch  mark  is  usually  within  .010 
of  being  correct.  Next  drill  and  tap  for  the  screw,  file  oS 
burr  and  fasten  button  lightly  to  the  plate  with  the  screw. 


»rp±L:^ 


''micrBme 


Fig.  49.  —  Locating  the  Button  Accurately  on  a  Plate. 

Then  hold  parallel  F  against  side  of  plate,  measure  with  mi- 
crometer caliper  (?,  and  adjust  the  button  by  rapping  it  lightly 
with  a  lead  hammer  until  this  measurement  equals  the  dis- 
tance D  plus  thickness  of  parallel,  plus  half  the  diameter  of 
the  button.  Repeat  the  process  for  distance  E  with  microm- 
eter as  shown  dotted  at  H.  Measure  the  distances  D  and  E 
alternately,  until  button  is  precisely  located,  then  fasten  button 
down  hard.  Clamp  the  plate  lightly  to  an  accurate  face  plate 
of  an  engine  lathe,  and  test  the  button  with  a  sensitive  test 
indicator  held  in  the  tool  post,  and  adjust  the  plate  until  the 
button  is  perfectly  true  to  the  axis  of  rotation,  see  Art.  65, 
pp.  1259,  1260.    To  bore  the  hole,  see  Art.  66,  pp.  1260,  1261. 
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64.  To  locate  the  button  on  a  drilling  jig.  —  Hole  A ,  Fig.  50, 
is  to  be  located  halfway  between  the  l^s  of  drilling  jig  B  and 
at  a  given  distance  from  the  face.  Locate  center  of  hole 
with  surface  gage,  rule,  square,  and  center  punch.  Drill 
and  tap  hole,  file  off  burr,  wipe  clean  and  fasten  button  C  to 
the  jig.  Clamp  jig  to  the  accurately  scraped  angle  plate  D 
to  give  lai^er  working  distances.    Set  vernier  height  gage  E 


Fia.  60.  —  LocATiNa  the  Botpon  on  a  Driluko  Jig. 
to  equal  the  distance  from  the  edge  of  jig  to  the  center  of  hole 
plus  one-half  the  diameter  of  button  plus  thickness  of  the 
angle  plate.  Transfer  this  setting  to  sensitive  test  indicator 
F,  with  needle  at  center  of  scale.  Adjust  button  until  there 
is  no  change  of  needle-reading.  Turn  the  jig  down  and  repeat 
this  process  to  locate  button  the  correct  distance  from  face 
of  jig.  Then  fasten  button  on  hard  and  test  ^ain,  as  hard 
nlamping  may  change  the  position  of  button. 

66.  To  set  button  true  to  axis  of  rotation.  —  Clamp  drilling 
jig  A,  Fig.  51,  lightly  to  a  perfectly  true  face  plate  with  button 
B  approximately  true  to  axis  of  rotation,  then  balance  with 
counterweight  C.  See  also  pp.  407,  408.  Rotate  spindle  by 
hand  and  test  the  location  of  button  B  by  indicator  D.     Ad- 
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jii3t  jig  by  rapping  it  lightly  vith  a  lead  hammer  until  tbf 
needle  of  indicator  ceases  to  move,  then  tighten  the  clampiof 
bolts.  Test  button  again,  as  final  clamping  may  change 
location  of  button. 


Fig,  51.  —  SeiriNa  Button  True  to  Axis  of  Rotation-. 

66.  To  bore  the  hole  in  jig.  —  Remove  button  and  with 
flat  drill  A,  Fig.  52  (or  centering  tool),  held  in  a  drill  chuck 
fitted  into  footstock  spindle,  cut  true  cavity  B  to  start  driU. 
See  also  p.  409.  Then  use  increasing  sizes  of  drills  until 
hole  is  within  ^"  of  size.  Bore  hole  C  exactly  to  size  with 
boring  tool  D  taking  two  or  more  cuts  and  using  a  fine  power 
feed.  Test  hole  with  plug  gage  or  measure  with  inside  microm- 
eter.    See  Bushings  for  Drilling  Jigs,  p.  1255. 

Warning.  —  Care  should  be  taken  to  see  that  the  lathe  apindle 
bearings  are  tight  for  any  looseness  will  affect  the  truth  of  the  boretJ 
hole.  Also,  see  that  the  jig  is  accurately  counterbalanced  as  the  bored 
hole  will  be  out  of  true  if  the  jig  has  any  springiiig  or  vibrating  action. 
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If  the  shape  of  the  work  is  such  that  the  rotative  speeds  for  driUing 
and  boring  will  cause  the  spindle  to  spring  and  the  work  to  vibrate, 
use  the  plug  method  and  a  boring  mill,  or  milling  machine,  where  the 
work  will  be  stationary  and  the  drills  and  boring  tool  will  revolve. 

Attention.  —  The  true  cavity  starts  the  drill  true  and  eliminates  the 
eccentricity  of  the  tapped  hole. 

Information.  —  The  button  method  may  be  used  in  boring  mill  or 
milling  machine  by  alining  the  button  to  a  slip  bushing  on  plug  in 
the  spindle. 


Fig.  52.  —  Borino  thb  Hole  in  Jia  in  the  Enoike  Lathe. 

67.  To  locate  two  holes  by  the  button  method  usually 
requires  that  measurements  be  referred  to  the  buttons  them- 
selves as  well  as  to  the  edges  of  the  work.  In  Fig.  53  button  A 
for  hole  1  is  to  be  located  with  reference  to  edges  CD  and  DE 
on  plate  F,  and  button  B  for  hole  2,  with  reference  to  button  A 
and  edge  DE.  First  locate  both  buttons  approximately  with 
reference  to  edges,  by  the  method  given  on  p.  1258. 

The  precise  locations  of  buttons  A  and  B  are  determined 
with  micrometers,  as  shown  in  Fig.  53, 
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Fig.  63.  —  Locating  Two  Holes  bt  thb  Button  Method. 


68.  To  locate  and  bore  holes  an  approximate  distance 
apart  with  boring  mill  or  milling  machine.  —  On  jigs  and 

fixtures  where  the  extreme  accuracy  of  the  plug  or  button 
method  is  not  required,  the  holes  may  be  located  and  bored 
approximately  accurate  a  given  distance  apart  by  using  the 
graduated  dials,  reading  in  thousandths  of  an  inch,  on  the 
actuating  screws  of  a  boring  mill  or  milUng  machine.  See 
p.  6l6. 

69.  To  locate  and  bore  two  or  more  holes  an  exact  distance 
apart  with  boring  mill  or  milling  machine.  —  First,  clamp  the 
work  to  the  table  and  adjust  the  table  to  move  the  work  to 
the  proper  position,  then  drill  and  bore  the  first  hole  to  the 
required  size.  Second,  move  the  table  by  the  actuating 
screw  the  required  distance  for  the  second  hole  as  indicated 
on  the  micrometer  dial.  Third,  drill  and  bore  the  hole  ^5" 
small  and  place  a  plug  or  proof  bar  in  each  hole.  Fourth, 
test  the  distance  between  the  bored  holes  by  measuring  over 
both  plugs  with  a  micrometer.  If  after  subtracting  half  the 
diameter  of  each  plug  from  this  reading,  the  result  is  not 
the  required  distance,  correct  by  moving  the  actuating  screw 
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the  required  number  of  thousandths  of  an  inch  or  fraction  of  a. 
tbousandth,  as  indicated  by  the  micrometer  dial,  then  bore  the 
hole  to  the  required  aize, 

SINE  BAR 
I  70.  The  nne  bar  is  used  for  the  precision  measurement  of 
angles,  and  for  locating  work  at  precise  angles.  It  consists 
of  a  hardened  and  ground  bar  with  hardened  and  ground 
plugs  placed  at  a  precise  and  known  distance  (usually  10") 
apart,  which  by  means  of  a  vernier  height  gage  and  a  table 
of  sines  and  cosines  may  be  set  to  any  angle  or  used  to  measure 
any  angle  precisely.  Some  sine  bars,  as  A,  Fig.  54,  are  made 
with  hardened  bushings  to  which  accurately  ground  removable 
plugs,  B  and  C,  are  fitted;  other  sine  bars,  as  B,  Fig.  55,  have 
fixed  plugs,  C  and  D. 

Information.  —  The  holes  in  the  sine  bar  are  located  by  either  the 
plug  method  or  the  button  method. 

71.  To  set  adjustable  angle  plate  with  the  sine   bar. — 
In  Fig.  54  the  sine  bar  A  is  used  to  set  adjustable  ai^le  plate 


¥ia.  54.  —  Sbttino  Adjdstabu:  Angle  Plate  with  the  Sine  Bar. 

Z>  at  a  precise  angle:   First,  place  angle  plate  on  the  scraped 
surface  plate  and  set  it  approximately  by  bevel  protractor  E, 
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then  with  square  F  set  sine  bar  parallel  to  edge  of  angle  plate, 
and  clamp  in  position.  Find  difference  in  height  of  plugs  B 
and  C  with  vernier  height  gage  0  and  obtain  the  precise 
angle.  Adjust  plate  with  wrench  H  and  lead  hammer  J 
untU  difference  in  height  of  plugs  is  correct  for  the  desired 
angle.  For  example,  the  angle  plate  is  to  be  set  at  30°.  The 
sine  of  30°  is  i.  Therefore,  with  a  10"  sine  bar  the  difference 
in  height  of  the  plugs  should  be  V  or  5". 

AUenlion,  —  As  each  adjustment  of  angle  plate  changes  the  height 
of  both  plugs  making  the  vernier  readings  difficult  to  remember,  it  b 
customary  to  make  a  record  of  the  readings  as  suggested  by  the  pencil 
and  block  of  paper  at  K»  The  magnifying  glass  at  L  may  be  used 
to  read  the  vernier. 

72.  To  measure  and  originate  tapers  with  the  sine  bar.  — 

The  sine  bar  may  also  be  used  for  measuring  and  originating 
tapers. 

In  Fig.  66  plug  gage  il  is  to  have  a  taper  of  .5161"  per  foot. 
While  this  is  a  standard  taper  (Brown  &  Sharpe,  No.  10)  it 
may  be  assumed  that  there  is  no  ring  gage  or  templet 
available  and  the  sine  bar  is  used  instead  of  a  gage. 
The  plug  is  placed  in  the  fixture  on  the  scraped  sur- 
face plate  and  the  sine  bar  B  adjusted  to  the  taper 
gage  and  clamped  in  position.  The  difference  in 
height  of  the  plugs  C  and  D  is  found  by  vernier 
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Fig.  55.  —  Mbasubinq  a  Tapeb  Gaqb  with  thb  Sink  Bar. 

height  gage  E,  If  the  difference  is  not  correct  for  the  re- 
quired taper,  the  gage  is  corrected  by  grinding  or  lapping 
and  the  process  repeated.  For  example,  gage  A  is  to  have 
a  taper  of  ,6161"  per  foot  or  .5161''  -h  12  =  .04301"  per  inch. 
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Assuming  a  10''  sine  bar  is  used  the  difference  in  height  of  the 
plugs  C  and  D  should  be  .04301  X  10  or  .4301". 

73.  Other  uses  for  the  sine  bar.  —  Besides  being  useful 
for  the  above  processes,  the  sine  bar  is  used  for  setting  milling 
machine  heads  and  tables,  testing  angle  settings  of  vises, 
chucks,  and  other  machine  tools  where  precision  is  desired« 
It  is  also  very  useful  in  toolmaking  for  inspection  purposes. 
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£ach  Section  is  a  unit  —  a  book  in  itself.  In  the  General  Index,  Section 
numbers  are  joined  with  Page  numbers,  thus:  225.  To  find  a  subject,  for 
example,  '*  Limit  gages  ":  turn  to  Index  and  find  "  Limit  gages  ....  225  " 
which  means  that  limit  gages  are  in  Section  2,  page  25.  Then  find  225 
(read  two  twenty-five)  at  top  of  page. 
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.S16 


A  Paos 

Accurate  location  of  hol«0  in  yign  and 

machine  parts 1S48-1S63 

Acme  stanaard  or  Twenty-nine  degree 

thread 621^31 

Addendum  of  gear  teeth 1107 

Adjustable  bonng  tool 1S56. 1957 

planer  tools 905 

reamers 415,  416 

taps 509 

tongue  fixture f  16 

Alinement   and  parallel    boring,    and 
reammg  in  horiaontal  bor- 
ing machine C16 

drilling  and  tapping. .  .638,  639 
reaming  with  shell  reamer, 

hand tlS 

reaming  with  jig,  power  CI 8,  CI 9 

Alining  crankshaft  center  fixtures.  .C33,  C34 

planer  work  with  surface  gage. §21 

without     surface 

Allowances  for  driving  fits 

forcing  fits 217 

grinding 713 

reamed,    ground    and 

bored  holes 921,222 

reaming 413 

numing  fits 214,  215 

shrinking  fits 221 

sliding  fiu 216 

Aloxitc 432.  704 

Aluminum,  feed  for  planing t04 

machining 419 

milling 1C09,  ICIO 

Alundum  grinding  wheels 704 

Ampere C26 

Angle  iron  or  angle  plate,  boring  with. . .  408 
plate  or  angle  iron,  milling  with .  Ii42 

planing  with 

tl5.  027 
Angle  plate  accurately  on  boring  mill 

table,  locating U49, 1250 

Angles  of  lathe  tools, 

125. 126, 128-130, 132 

planer  tools §06 

milling  cutters 1§06 

Angles  for  given  taper  per  foot,  find- 
ing  1130 

Angular  milling  cutters 1§05. 1§06 

planing §09-§ll 

Angular  cutter,  milling  teeth  of .  .1§37, 1§38 
Angular  work,  grinding 804 


Page 

Apron  swivel §10,  §11.  §16.  §28,  §29 

Apron,  lathe 107-109 

Arbor  block  or  mandrel  press. 220, 422. 423 

Arbor,  chuck 401 

Arbor,  milling  machine 1§04 

Arbors  or  mandrels 420-426 

Attachment,  automatic  tapping. .  .C07,  C08 

taper 230,231 

Attachments  for  lathes, 

110, 115.230.231.C26-429 

Automatic  sising  grinder 724,  725 

Automobile  bolts,  nuts,  and  screws. 254-^56 
Automobile    engine    cylinder,    grind- 
ing  731,732 

Automobile  gear,  grinding  hole  in. 727,  728 

B 

Babbitt,  machining 419 

Back  gears,  lathe 106, 107 

Back  lash 232 

rests  for  grinding  machines. .  .723-726 

rests  for  lathes C28.  C29 

Back  plate  with  tap,  to  finish 508-610 

Bearing  cap.  milling  a 1§17 

Bearings,  care  and  use  of 151 

Belts,  pushing  on  and  pulling  off. .  .151, 152 
Bevel  and  miter  gear  cutters. ..  .1113, 1114 

circular  milling 1§44, 1§45 

gears 1113-1119 

Bevel  gear  and  pinion,  cutting. . .  1115-11 18 

Bevel  gear  teeth,  filing 1119 

Bevel  gears,  cutting  angle  for 11 1 5 

protractor 1127-1129 

protractor,  vernier 1129 

Beveling  thin  planer  work §16,  §17 

Beveling  end  of  castings  for  planing ...  .§1 7 

Binding  post,  making 534-^537 

Bits.     See  Holders  and  cutters. 

Blanks,  gear.  1104.  1105.  1107-1109,  1122 

Blocking,  step §13,  §21,  §22 

Blocks,  magnetised  master 803,  804 

Blue-print  holder 102 

Bolt  and  nut  making 239-245 

Bolt  and  nut,  making  finished 242,  243 

Bolts  and  nuts,  table  of  United  States 

standard 250 

Bolts,  drilling  for COI-CIO 

making  pair  of  spring 244.  245 

planer §14 

stud C07,C08 

Book  holder 102 


*  See  Special  Index  at  beginning  of  book  for  Schedules  of  Problems  and  Processes. 
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Bore  to  setting  of  inaide  calipers,  ad- 
justing tool  to *02 

Boring  bare tlO-flS 

Boring  in  the  engine  lathe  with  boring 

tool...«)4^ft06 
with  boring 
bar....tll-C13 
tool  holdere  and  cuttere. . .  .S06,  507 
tools 
127,  <0i-f07.  U52-lt54.  U56. 1957 
with  angle  iron  or  angle  plate. .  .408 
with  adjustable  boring  tool, 

M56.  «57 

special  boring  tool . .  1252-1954 

Boring,  squaring  to  shouldere  in . .  505,  506 

vertical •!  7 

Boring  machines,  drilling,  reaming  and 

oounterboring  in  hori- 

aontal CIS 

porUble CIS 

Boring  and   reaming,   alinement   and 

parallel tlC 

Boring  tool,  grinding 141 

Bosses,  milling  inside Ii45 

BoK  jigs  for  drilling,  reaming  and  tajp- 

ping •04-i06 

Box  for  lathe  toob 102, 109 

Brass  polishing 434,  435 

Brass  turning  m  engine  lathe 533-^537 

Brass,  cutting  speed  for t04 

reaniera  for 534,  413 

squaring 533,  534 

tapping 534 

toots  for  turnin{{ 533 

Bridges  in  hollow  casUngs 421 

British  Association  standard  threads.  .  .518 

Broach  reamere 418,  410 

Broached  holes,  chart  of 544 

Broaches 543-548 

Broaching  holes 543-548 

Broaching,  lubricants  for 546 

machine 543—546 

Broaching  or  drifting,  hand 546.  547 

Bronse.  planer  cutting  speed  for 904 

grinding  phosphor 718 

machining 410,  539,  540 

Brown  A,  Sharpe  tapera.  ..233,  235,  237-239 

Buffing 440 

Buntere  for  planers,  screw §14 

Burnt  or  hot  centera 202 

Burr  when  squariuji.  to  remove 131,  132 

Bushing,  grinding  jtg 829,  830 

Bushings,  making 403,  404.  539,  540 

Button  method  of  accurately  locating 

holes 1248.  1258-1263 

Buttons   for   precision   drilling,    tool- 

makere' 1267-1263 

on  jig,  locating 1259 

C 

Caliper  gage,  grinding 828,  829 

Caliper  gages 223 

squares 212,  213 

Calipere,  adjusting  tool  to  bore  to  set- 
ting of  inside 502 

adjusting  tool  to  turn  to  set- 
ting of  outside 144 

Calipen,  divider 121 

inside 501.502 

micrometer 502-504 

micrometcff 207-210 

spring 143-145 

ten-thousandth  micrometer..  .213 


Pl£! 

Calipers,  thread '• 

micrometer 1214, 1?'.- 

venuer 211-«13,  1117.  U> 

Calipen  to  another,  to  transfer  setting 

from  one  pair  of t(' 

Carbolite 7>>^ 

Carborundum  grinding  wheels. . . .  .704.  ?  > 

Carriage,  lathe 103-1:^ 

Castings,  pickling  and  tumbling ll<' 

Castings  with  jigs,  drilling 90i-$: 

Cast  iron,  diamond-point  tool  for  finiafa 

turning 134. 13: 

diamond-point  tool  for  rough 

turning 12* 

feed  for  planing *^* 

finish  facing 4^ 

planing *'• 

squaring 131, 133, 31- 

lane    square-nose     tool    for 

finiah  tumiug 1*-^ 

lathe  tools  for 125-1 V 

planer  cutting  ^)eed  for *-^^ 

rough  facing ^'i 

planing 905,  >.|' 

squaring -1-^ 

round-nose    tool    for    finish    ^, 

turning 134,  IS^ 

small    square-nose    tool    for 

finish  turning 1^^ 

Cast-iron  roll,  grinding I'J 

Cathead 927.  J^ 

Catching  the  thread  in  screw  cutting.  ■S^<; 

Celluloid  grinding  wheels 704.  J'^ 

Center-cut  end  mill 1630. 1931.  W; 

Center  distance  of  geara 1;^:^ 

Center  drill };: 

gsge ]]} 

grinding  machine ''^ 

height  gage  for  cutter  grind- 

iSg.... 810, 11 

hole  scraper •  •*»; 

holes  in  lathe  woric tir-tij 

mandrels *-^, 

punch ^^^'h? 

reamere 120, 1-; 

Center,  alinement  of  dead ^^^  !!l 

dead 113-}  J 

drilling  machine ■  *  f 

live ll»-^Jf 

Center  drill,  to  remove  broken •  ■!•* 

fixtures,  crankshaft *^  '  Jio 

Center-hole  dimensions,  table  of .  .-JJ- 

Center  holes,  lapping ^^^/lll 

Center  for  pipe  tummg,  revolving  dcaajji 
Center  for  squaring,  grooved  dead.  -I'li  J*| 

Center  truing  tool,  lathe •  •  J** 

Centering  machine *    'iS 

tool  for  chucking *" 

Centering,  squaring,  and  straight  turn- 
ing   203~^v 

Centering  work,  hand  method  of.  .121. 1*| 

machine  method  of  123, 13* 

Centers,  burnt  or  hot *- 

•*'**'^'l5.»10.in.809.8SI.8K 

engine  lathe y]\t 

lathe lljj^: 

making  engine  lathe ziz-*'^ 

mounting  work  on  lathe,  _,  _., 
118.119,201-J03 

testing  angle  of ... ., }» 

engme  lathe  live '^ 
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Centers,  truing  engine  lathe. ....  .114, 115 

gnnding  machine, 

710.711,809 
Centers  in  alinement,  setting  grinding 

machine 712 

Chamfering    bolt    heads,    nuta    and 

screws S41 

Change  gear  mechanism  for  screw  cut- 
ting and  feeds,  rapid 110, 11 1 

Change  gears 

104. 105.  S26,  S27.  S30,  S33, 1024 

Chart  of  gear  teeth 1102 

milling  cutters 1#06 

Chattering  of  tools S05, 1M5 

Chuck  jaws 401.  402 

Chuck,  magnetic •23.  925 

Chucking 408-412 

an  eccentric 404 

a  pulley 411,412 

in  speed  lathe  with  a  twist 

drill «40,«41 

with  drill  holder  and  steady 

rest 410 

Chucking,  centering  tool  for 400 

Chucking  drills,  flat 410-412 

reamers,  flat 411 

fluted 417.418 

Chucking  with  a  flat  drill  and  chucking 

reamer  in  an  engine  lathe 411-412 

Chucks 401-406 

Chucks,  care  of 405.  406 

classes  of 402 

combination 404 

draw-in 405 

drill 122,402 

face-plate 405 

independent 402.  403 

magnetic 623-625 

mounting  and  removing 406 

special 404 

spring 405 

tapping  back  plates  of. . .  .508-SlO 

universal 403.  404 

Chucks  to  machine  spindles,  attach- 
ing  401.  W7-510 

Circular  milling 1640-lt45 

pitch  for  gearing 1105 

Clamp  dog 639 

Clamp  nut,  making  a 641 

Clamps 406-408.  613-615.  623 

Clamps,  holding  planer  work  with  fin- 
ger  622 

pouahing 434 

Cleaning  i^aners 620 

Clearance  of  teeth 1107 

lathe  tools 125, 126 

milling  cutters 811-815 

reamers,  413, 81 1-813.  820-822 
Clearance  on  twist  drill,  milling  land.  .1245 

Coarse  tooth  milling  cutters 1647 

Collet,  to  grind  taper 726 

Collets,  muling  machine 1604 

Combination  onucks 404 

grinding  wheels 706 

Comparator.    See  Measuring  machine. 

Composition,  turning 633-C38 

Composition,  planer  cutting  speed  for.  .604 
Compound  gearing  for  threads,  calcu- 
lating  633-635 

Compound  rest 1131, 1132 

Compound  rest,  fine  tool  adjustments 
with 1132 


Paos 

Concave  cutter 1605 

Convex  cutter 1605 

grinding 826,  827 

Copper,  machining 419 

Copper,  milling .1610 

polishmg '.434,  435 

turning 419 

Corundum  grinding  wheels 704 

Cotter  mill 1607. 1630. 1631 

Coulomb 626 

Counterboring 610,  615 

Countershaft,  engine  lathe 104-106 

Countersinks 120, 122. 123 

Countersunk  holes 117-124 

Counterweights  for  lathe  work, 

407,  408,  634 

Counting  threada 620,  621,  631 

Crank  shaper 630 

Crank,  laying  out  holes  in  engine.  .407, 408 

Crankshaft  turning 632-635 

center  fixtures,  laying  out 

two-throw  90* 632-634 

Crocus  cloth,  uses  of 434,  637 

Cross  feed  of  lathe 107-109 

Crowning  or  tapering  pulleys 428-431 

Crystolon 704 

Cup  grinding  wheels 707.  806.  813,  816 

Curve  turning 435-437 

Cut  meter 146 

Cut,  finishing 126 

roughing 126 

Cutter  clearances,  milling, 

811-815,1606,1924 

Cutter  grinding  machine 7 19,  808 

Cutter,  face  or  plain  milling 1606 

fly 1607 

formed  milling 1606. 1103 

grinding  angular 818.  819 

convex 826,  827 

flat 825,826 

formed 824 

Eear 823.824 
ole  in   milling.. 728.  729 
inserted    tooth    mill- 
ing  815,  816 

plain  milling 814,  815 

radial    teeth    of   side 

milling 816.  817 

spiral  milling 819 

Cutter  by  measurement,  setting 1610 

trial,  setting 1610 

Cutter  central,  setting  gear: 

(Accurate  Method).. .  .1112 
(Approximate  Method)  11 1 1 

Cutters  for  spiral  mills 1640 

two-groove  twist  drills 1940 

Cutters,  angular  milling 1605, 1606 

coarse  tooth  milling 1647 

epicycloidal  gear 1103, 1111 

feed  for  milling 1609 

form  milling 1607 

formed  milling. .  .1605-1607. 1103 

gear  stocking 1103 

grinding  milling 808-827 

helical  tooth  nulling.. .  .1647. 1648 

involute  gear 1103 

milling 1605-1608 

rake  tooth  milling 1643, 1647 

right  and  left  milling 1607 

selection  and  mounting  of . . .  1608 
spiral  milling, 

1606,1611.1647,1648 
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Cuttinc  angle  for  bevel  gears 11 1 5 

bevel  gear  and  pinion..  .1115-1118 

off  stock  (material) SI 3.  S14 

work  held  in  milling  machine 

vise 033 

screws S18-S38 

speed  for  carbon  steel  milling 

cutters 1M8 

high-speed       steel 

milling  cutters 1908 

speeds  for  carbon  steel  lathe 

tools 147 

speeds    for    high-speed    steel 

lathe  tools 147 

lathe  tools 145-148 

spiral  ^ar  and  pinion.  .1126, 1127 
spur  pmion  and  gear .  .  .  11 10,  1111 

teeth  in  spiral  mUl 1S41,  U42 

Cutting  feedfl,  lathe 148 

movements    of    milling    ma- 
chines   1007 

Cutting  speeds,  measuring  lathe. .  .146, 147 
Cutting  speed  for  cast  iron,  composi- 
tion,  brass,   bronse,   steel,  wrought 

iron,  planer 904 

.  Cutting-off  tool  holders  and   cutters, 

t08,  309,  S14 

Cutting^ff  tool,  breaking  a S14 

grinding 138.139 

tools,  lathe .  . .  t08,  t09.  S13,  S14 
Cutting  tools,  lathe. 

12^135,  t01^14,  506-C08.  ftl4 

lubricants  for 148-150 

theory  of 125,  126 

rake,  clearance  and  cut- 
ting  angles  of   lathe, 

125. 126 
Cylinder    heads,     drilling     and     tap- 
ping  €03,  907,  C08 

Cylinders,  boring  and  facing ClO-f  15 

Cylindrical  grinding 701-726 

D 

Dead  center,  alinement  of 116, 117 

lathe 103.113-115 

Decimal    equivalents,    table    of    com- 
mon fractions  and !(10 

Demagnetizing  steel  or  cast  iion C25 

Depth  of  cuts  for  grinding. .  .* 709 

Dial  test  indicator 121 1.  U12 

Dial,  graduating 1040 

Diameter  to  turn  blank  to  mill  or  Gle 

square  or  hexagonal 1025, 1026 

Diametral  pitch 1104 

Diamond  tool  for  tiuing  emery  wheels, 

710 
Diamond-i>oint  tools  for  cast  iron.  .1S^135 

steel   or   wrought 
iron  302,  304,  305 
Diamond-point  tools,  grinding 

138,139.141 

half 127.306 

left 127  306 

Dies,  threading 642,  543 

Differential  indexing 1023-1025 

Dimension-Limit  system 313.  214 

Disk  grinding  wheclM 707.  812.  813 

Disk  grinding  wheels,  calculating  ele- 
vation for 812,  813 

Disks,  reference 324 

Divider  calipers 121 

Dog,  clamp 339 


Pac 

Dog,  spring «r. 

square »j. 

Dogs  for  grinding  machine 7  r 

work  of  oDe  dmmeter. 
end-driving.  .  .711.  71.* 
taper   work,   special    n?illii«g 

machine 1939.  104' 

Dogs  or  drivers,  lathe 1 1 » 

Double-square   threads,    schedule    for 

making S-i . 

Double  tnreads S3I.  4': 

tool  holders 3].' 

Dovetail  milling Mi* 

Draw-cut  shaper S.». 

Draw-in  chucks 44>5 

Drifting,  hand  broaching  or S46,  547 

Drill  chucks 122,  4<'2 

holder 410.  4 IJ 

Drill,  combination l^  > 

grooving  twist 1S43-124S 

making  taper  shank  tw^ist. .  1945-1247 
Drilling  and  oounterboring  duplical« 

parts «09.  OK. 

and    tapping   engine    cylinder 

heads 903,  COT.  Ciu 

castings  with  jigs •Ol-tn 

eccentrics 4u4 

flanges •Ol-Oi'-'^ 

for  bolu •01-tIi. 

screws  and  studs •OT-Oik 

set  screws 430-4SJ 

flMB 150 

m  speed  lathe 440.  54 1 

jigs 001-010.  1248-125» 

machine  frames OOl,  015-017 

reaming  and  oounterboring  in 
horisontal  boring  machmes    .015 

with  flange  jig 902-004 

Drilling  jigs,  locating  holes  in lt48-1263 

jigs  for  boring,  alining 

1250, 1254. 1S50-1961 
Drillmg  machines,  multiple-spindle. 

003.  004.010 

radial 006-0l»9 

Drilling  and  tapping,  alinement. .  .438.  S^9 

Drills,  flat  chucking 410-4 IJ 

Drivers     See  Dogs. 

Driving  fits 210.  416.  317 

fit.  making 414-317 

Driving  lathe  work 1 1 S,  1 19 

Duplicate  parts,  drilling 401-010 

Duplicate  pieces,  making 201 

Duplicate  work,  milling. .  .1018, 1419. 103i) 
duplicating  siaes,  lathe  stops  for ..  1 10, 1 1 1 

£ 

Eccentric  turning 029-433 

Eccentric,  drilling  an 404 

Eccentric  centers,  laying  out fjo 

Eccentric  shaft,  making 429-43 1 

Elastic  grinding  wheels 704.  7u7 

Electrical  units 026 

Electrically-driven  engine  lathe 112, 113 

machine  tools.  .111-113 
Emery   cloth   for  policing,   order  of 

applying 432, 433 

Emery  grinding  wheels 704.  705 

Emery  wheels,  diamond  tool  for  truing  ..710 

End-meamiring  rods 224, 1238 

End  mill,  center-cut 1030, 1031. 1041 

grinding 817, 818 

Uper  shank 830, 831 
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Engine  lathe 101-109 

Engine    Uthe   with   rapid   syatem   of 

change  gears 110,  111 

£iuiliah  standard  (Whitworth)  threads, 
^"  837  S38 

Epicyoloidal  cutters 1103, 11 1 1 

geats UO 1 ,  UO 3.  U 1 1 

Ezpandinc  mandrels 421,  425 

Expansion  of  work  while  grinding.  .713,  7 14 

turning 202 

Expansion   reamers.    See   Adjustable 
reamers. 


Face  milling. .  .1011, 1012, 1043.  It47, 1048 

Face-plate  chucks 405 

Face  plates 406-408. 1950-1361 

Facing  disk  held  in  a  chuck 402 

large  cylinder C14 

miU 1012 

work  in  steel 1320 

or  front  tool 633 

Feed,  star tU.  «17 

Feed  or  cut  for  planer  woric,  direction 

of tl7 

Feed  of  planer  work,  time  of il7 

Feeds  and  speeds  for  grinding 708,  709 

lathe  work, 

145-148.  340.  341 

milling 1008-1010 

planing.  .004.  00&-008 
Fiber,  machining  hard  rubber  or.  .419.  420 

Files,  mUl 305.  306 

Filing  bevel-gear  teeth 1119 

lathe  work 305, 306 

Fillets  of  oast  iron,  scraping 426-428 

Finishing  cut 126 

Finishing  cut  for  boring,  continuous. . .  .012 

FingersTor  holding  planer  work 014 

Fits  in  machine  construction 314 

Fits,  classes  of 314 

driving 316.  316,  317 

forcing 316-321 

grinding  forcing 720.  721 

running 716.  717 

grinding 715-721 

holes  for 321.322 

press  for  forcing 318,  320 

running 315.  331.  332 

shrinking 319,  321 

table  of  allowances  for  standard.  .322 
turning  and  filing  driving. . .  .314-317 
turning  and  filing  running.. .  .314-317 

sliding 316 

table  of  driving 316 

forcing 317 

tables  of  running 315 

shrinking 32 1 

sliding 316 

taper  forcing 317-319 

running 314 

Fits  with  caliper  and  gage,  producing 

standard 322 

Fits  with  micrometer,  producing  stand- 
ard  322 

Fitting,  straight  turning  and 331,  332 

Fixture,  adjustable  tongue 016 

angle  plate,  408. 015. 814. 015, 1042 

internal  grinding 727,  728 

shell  milllnc 1013. 1014 

Fixture  for  planer,  Tee 016 

tongue  (or  rib)  .015. 016 
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Fixtures,  crankshaft  center 032,  033 

lathe 406-408.  012.  015 

milling  jigs  and 1017-1019 

string 025 

Flange  drilling 001-005 

jigs 002-004 

Flange,  finishing  face  and  scraping  cast- 
iron  (lathe  work) 425-428 

making  cast  iron 426-428 

rough  racing  cast  iron 424 

Flat  chucking  drills 410-412 

Fluted  chuckmg  reamers 417,  418 

Fluting  reamers 1029. 1030, 1034-1030 

Fly  cutt^ 1007 

Follower  rests 028. 029 

Footstock.  engine  lathe 116, 104 

Footstock.  index  head  and 1021, 1022 

slitting  lathe 1016 

Forcing  fits 316-321 

press. 318-320 

Forgings.  pidding  and  tumbling 1010 

Form  millmg  cutters 1007 

Formed  milling  cutters 1005-1007, 1103 

Forming  tools 436.  005 

Formulas  for  gears 1104-1107 

screw  threads, 

321-323.  351,  Oil.  012.  022 

Fractional  threads 332-335 

Front  or  facing  tool 033 


GBg^d  for  grinding  and  setting  Twenty- 

nme  degree  thread  tools 025,  026 

Gage,  center 113 

lapping  standard  plug. . .  .1329, 1330 
making  standard  plug ....  1332-1335 

square  threading  toofangle 013 

Qage  for  cutter  grinder,  center  height. 

810,811 

Gage  blocks  for  j^aners 013 

or  pattern  for  setting  planer  tool, 

special 021,022 

Gages,  caliper. 323 

end-measuring  rod 334, 1338 

gear  tooth 1117, 1118 

grinding  plug 1334. 1335 

hole 323.325 

lapping  ring 1330 

limUT!. 325 


«*«! 


323.  1328-1330.  1332-1335.  1337 

reference  disk 324 

special 325 

standard    cylindrical-i^ug   and 

ring 323 

taper....*. 328,021 

thread.  .113. 324. 325, 007. 026. 1310 
vernier  height. 

1349-1354. 1359. 1363. 1364 

Gang  mandrels 422 

imlls 1017 

planer  tools 005 

Gashing  worm  gear 1122. 1123 

Gear  blanks. .  .1104. 1105. 1107. 1109-1122 

rule 1108 

stocking  cutters 1103 

tooth  vernier  caliper 1117. 1118 

Gear  blanks,  milling 1040, 1041 

limits  used  in  sising 1104 

Gear  teeth,  chart  of 1102 

Gear  cutter  central,  setting  (Accurate 
Method) 1112 
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Gear  cutter  omitrtJ,  Mtting  (Ai^rozi- 

mate  Method) till 

cutter,  formed 1103 

cutters,  bevel  and  miter. .  .1113, 1114 

hemdstock,  engiDe-lathe f09 

Qews,  bevel 1113-1119 

change . .  104,  lOfi.  S20.  S27.  S30.  S33 

epicycloidal UOl.  1103. 1111 

formulas  for 1104-1107 

involute 1101. 1103 

■piral 1126-1127 

apur 1101-1113 

worm 1120 

Gibe,  planer « 103 

Glaae.  drilling 150 

Oraduatinc  dial 1040 

Graver 437 

Grinder,  automatic  aiaing 724,  725 

universal  tool 141. 142 

wet-tool 140-142 

Grinding  angtilar  cutter 818.  819 

work 804 

automobile  engine  cylinder, 

731.732 

boring  tool 141 

caliper  gage 828,  829 

cast-iron  roll 722,  723 

centers 115,  711,  809.  831-832 

convex  cutter 826,  827 

cutting-off  tool 138, 139 

diamond-point  tool 138, 141 

endmiU 817.818 

fits 711^-721 

flat  cutter 825.  826 

forcing  fits 720.  721 

formed  cutter 824 

Eear  cutter 823.  824 
and  reamer  with  Cup  Wheel  .820 
hand  reamer  with  Di^  Wheel  .821 

high-speed  steel  cutter 140 

bole  in  automobile  gear.  .727.  728 

milling  cutter 728,  729 

inserted  tooth  milling  cutter, 

815,816 

iig  bushing 829.  830 

lathe  tools 136-142 

mandrel 1S05-1907 

milling  cutters 808-827 

piston  rin^s 807 

plain  milling  cutter 814,  815 

plain  surfaces 805-^807 

plug  gages 1234, 1235 

phosphor-bronse  taper  bushing  718 
radial    teeth    of   side    milting 

cutter 816,817* 

round-nose  tools 135, 136 

running  fits 716,  717 

Bide  tool 136.137 

sides  of  slitting  saw 827 

slender  shaft 723,  724 

spiral  milling  cutter 819 

square  threading  tools. .  .138,  139 

standard  mandrel 1205-1207 

standard  ring  gage 729,  730 

straight  edge 828,  829 

taper  reamers 822,  823 

shank  of  end  mill .  .830,  831 
Upers.  718. 721,  725, 726,  730, 731 

thin  machine  parts 802 

to  shoulder 721 

Twenty-nine  degree  thread- 
ing tools €24,  €26 


Paci 

Grinding  United  States  standard  or 

sharp  V  threading  tools 140 

with  back  rests ll^lii 

work  square  with  magnetued 

master  blocks 803 

Grinding,  allowances  for 7n 

cutter 808-837 

cylindrical 701-7f« 

depth  of  cuts  for 709 

direction  of  rotation  of  work 

and  wheel  for 709,  727 

expansion  of  work  while. 713,  714 

internal 727-752 

lubricants  for 713 

machine 701-724 

measuring  tools  for 714 

methods    of    driving    wwk 

for 711,711 

rou^  and  finish 713 

setting     swivel     table     for 

■tiaight 712.  727. 809 

setting  swivel  table  for  taper .7 13 
speeds  and  feeds  for.  . .  .708. 709 

•urfaee 801-807 

the  finish  of  work  by 71} 

wet  and  dry 712-714 

width  of  face  of  wheel  for 709 

Grinding  on  two  dead  centers,  principle 

of.. 701 

Grinding  machine,  universal 702. 703 

Grinding  machine  centers,  truinc.  .719-721 
Grinding  machines,  care  of, 

710,711,714,809 

classes  of 70f 

cutter 719,803 

operating    univer- 

«1 715 

plain 72I-7;« 

truing  centers  of, 

710,711,809 

Grinding  wheels 704-710,  809 

Grinding  wheels,  alundum 704.  705 

carborundum 704.  705 

celluloid 704.  706 

chart  of 705 

combination 706 

corundum 704.  705 

Cup 707.  806,  813,  816 

Disk 707,  806.  813,  816 

elastic 704-707 

emery 704,  705 

grades  of 704.  707 

mounting  of 708 

selection  of 707 

shapes  of 705,  707 

silicate 704-707 

table  of  speeds  for 708 

tanite 704,706 

truing 709.  710 

vitrified 704-707 

vulcanite 704,  706 

Grinding  work,  measuring 714 

GrindinjB  work  of   onu   diameter,  end 

driving  dog  for 711.  712 

Ground  work,  seasoning  of 7 14 

Grooving  taps 1831-1833 

twist  drill U43-1245 

H 

Half  diamond-point  tools 127,  906 

Hammer,  lead 423 
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Hammer,  machinist's 121, 122 

rawhide 422 

Hammers  for  finished  work,  soft. . . .  > .  .422 
Hand  broaching  or  drifting  reamers, 

413-417.1226 

reaming  in  engine  lathe 416,  417 

reaming  stand. .  .415,  416 
vertical  drilling  ma- 
chine  415 

reaming  in  vise 414 

turning 437-440 

machine  handle 438 

Hand  wheels,  turning 436 

Handles,  makinfE  formed  machine.  .437-440 

Headstock,  engme  laUie 104-107 

Hei|(ht  of  lathe  cutting  tools.  .128, 131-134 

Helical  tooth  milling  cutters 1047, 1048 

Hexagonal,    calculating    diameter    to 
turft  blank  for  millmg  or  filing, 

1026, 1026 
High-speed  steel  milling  cutters,  cut- 
ting speeds  for 1008 

High-speed  steel  lathe  tools 304-310 

cutting  speeds 

for 147 

Hobs,  gear 1124, 1125 

Hobbing  worm  gear 1123-1125 

Holders  and  cutters,  lathe, 

306-312,306-308,^14 

planer 005,  009 

Holding  planer  work  by  cementing  or 

gluing 020 

planer     work     with     finger 

clamps 022 

Hole  gages 223-225 

Holes,  allowances  for  reamed,  ground 

and  bored 221,  222 

broaching 343-348 

button    method    of    accurately 

locating 1248, 1257-1263 

chart  of  broached 344 

countersunk 117-124 

plug  method  of  accurately  lo- 
cating  1248-1267 

reamed 413-410 

stepping  work  for  taper 020 

table  or  allowances  and  limits 

for  standard 222 

taper 019-023 

Holes  in  jigs  and  accurate  machine 

parts,  location  of 1248-1263 

Holes  in  lathe  work,  center 117-123 

Holes  with  a  boring  mill,  accurate  bor- 
ing of 1252-1258, 1262 

Holes  with  a  lathe,  accurate  boring 

of 1257-1261 

Holes  with  a  milling  machine,  accurate 

boring  of 1249-1255 

Horiiontal  planing 006-010 

Hot  centers,  burnt  or 202 

I 

Indeiwndent  chucks 402 

Index  grinding  for  milling  cutters.  .814-827 

Index  head  and  footstock 1021, 1022 

milling 1019-1040 

Indexing  in  the  engine  lathe 352 

Indexing,  differentml 1023-1025 

plain 1021-1023 

rapid 1019-1021 

Indexing  plate,  use  of 1022, 1023 

Indexing  hand  reamers,  principle  of.  .1034 
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ndieator,  axis 1213 

surface    speed    attachment 

for  speed 146, 147 

thread 336 

ndicators,  dial-test 1211, 1212 

test.  .1210-1213.    1249.      1250. 
1251,1252,1259,1260 
inserted  tooth  milling  cutter, 

1005,  1006, 1019, 1043 
nserted  tooth  milling  cutter,  grind- 
ing  815,816 

nside  calipers 301,  302 

nside  micrometer  calipers 302,  304 

nside  square  threading  tools. . . :  .315,  316 

squaring 305,  306 

nside  threading  tools,  United  States 

standard  or  Sharp  V 306,  307 

inside  Twenty-nine  degree  threading 

tools 325,  326 

nside  United  States  standard  or  Sharp 
V  threading  in  the  engine  lathe.  .306-310 

nterchangcable  machine  parte 001 

ntemal  grinding 727-732 

fixture 727,728 

ntemational    and    French    standard 

threads 351 

nterrupted  thread  tap 309 

nvolute  gears 1101, 1103 

J 

acks,  leveling 013. 021 

Jamo  tajwrs 236,  237 

~ig  for  duplicate  milling  machine  parts .  101 9 

ig  reamers 004,  005,  019,  820 

ig  vise 008,  009 

Jig  bushing,  grinding 829,  830 

ig,  solid 001 

igs  for  tapping 006 

igs,  box 004-006 

drilling 301-010. 1248-1259 

exam^e  of  improvised 001,  002 

locating  holes  m  drilling. . .  .1248-1263 

multiple 001 

planer 023 

leaning  drilling 1248 

plate  (flange) 302 

rotary 001 

Ji^  and  fixtures,  milling 1017-1019 

Joule 026 

Journals.     See  Bearings. 

K 

Keyway  in  hub,  planing  straight 025 

Keyway   in   pulley   or   gear,    planing 

taper 027 

Keyway  in  shaft,  planing 024 

Keyways,  milling.. .  .1014. 1015, 1030, 1031 
Knurling.     See  Nurling. 

L 

Lacquering 440 

Lands  of  reamers. 413,  820-822, 1036 

Laps 1228-1231 

Lapping 1228-1231 

center  holes 1228, 1229 

Lapping  standard  plug  gage 1229, 1230 

Lard  oa 148, 149 

Lathe  apron 107-109 

centers 113-117 

dogs  or  drivers 118 

holders  and  cutters, 

305-812.  306-308,  314 
tools  for  cast  iron 12JV-133 
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Lathe  toola  for  steel  or  wrougfat  iron, 

901>tl4 
Lathe  with  rapid  change-cear  mecha- 

niam 110.111 

Lathe,  electrically-driven  engine. .  .112, 113 

en^ne 101-100 

■wing  of 101 

Lathe  bed.  milling 1017 

planing •27-^29 

oenten,  grinding, 

115,711.809,831,832 
mounting  work  on, 

118,119,901-203 

truing  engine 114, 115 

Lathe  apindle,  making  small 622,  623 

Lathe  tools,  angles  for.  126. 126, 128-130, 132 

box  for 102,109 

chart  of  forged 126, 127 

clearance  of 125, 126 

cutting  angles  of 125, 126 

speeds  of 145-148 

grinding 135-142 

height  of 128,131-134 

high-speed  steel 804-SlO 

rake  of 125, 126 

Lathe  work,  axis  indicator  for 1313 

center  holes  in 117-124 

driving 118 

filing t0^t07 

speeds  and  feeds  for, 

145-148,  S40.  94 1 
measuring, 

143-145.  907-t09.  311.  312, 
S20,S01,S02 

Lathe  head  and  footstock,  planing 629 

Lathes,  attachments  for, 

110, 115,  330.  331.  626-629 

classes  of 103 

requirements  for  successful  use 

of  engine 113 

Laying  out  holes  in  engine  crank. .  .407.  408 
two-throw    90*   crankshaft 

center  fixtures 633.  634 

Lead  hammer 422 

Lead  of  screw  threads 620.  635 

screws 108, 109,  619 

L^ad.  machining 419 

L^t  diamond-point  planer  tool 606 

tools 606 

side  tool 606 

threads 619.  632,  610 

Leveling  jacks 613,  621 

taper   work   in    milling   ma- 
chine  1639 

work  on  drilling  table  with 

surface  gage 621 

Limits  used  in  sising  gear  blanks 1104 

Limit  in  milling 101 1 

gages 325 

Line  tapping.     See  Alinement  drilling 

and  tapping. 
Line  reaming.     See  Alinement  reaming. 

Lining  lathe  centers 116, 117 

Live  center 114, 115 

Lock  washers 656 

Long  feed,  lathe 107-109 

Long  screws,  threading 636.  637 

Lubricant  for  broaching 646 

milling  cutters 1609 

Lubricants  for  cutting  tools 148-150 

^prinding 713 

Lubricating  or  oiling  bearings 151 
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Machine  tools,  origin  of loi 

Machinisto'  hammer 121.  122 

Magne^c  chucks .  .•23-C33 

Magnetised  master  blocks 802-^M 

Mandrel  or  aibor  block 422 

making 1SO2-1309 

or  arbor  press SaO,  422.  423 

Mandiel,  eccentric 632 

making  standard 1902— 1607 

making  U.  S.  S.  nut. .  .  1908,  1909 
soft  hammers  for  drivixtgc**  .  .  .422 

stub 631 

Mandrel  dimensions,  standard...  1304,  1605 

Mandrels 420-426,  1202-1609 

Mandrels,  built-up 422 

bridges  in  hollow  castins"  to 

take  place  of 421 

center 423 

expanding 421.  423 

gang 42J 

nut 640.  1308.  1209 

standard  solid. .  .420, 1304-1205 

special 422 

Manufacturing   type   of   milling    ma- 
chine  1318,  1619 

Master  blocks,  magnetised 802-804 

Material  (stock),  inq>ection  and  xnesua- 

urement  of iSO 

Measuring  angles  with  sine  bar . .  1363^-1365 

E rinding  work 714 
tthe  work, 
143-14^,  307-309,  311,  312,  620,  SOU  90i 

miUing  woric 13ia  1611 

planer  work 612 

tapers  with  sine  bar 1254 

Measuring  machine,  twenty-four  inch 

standard M36-1338 

Meter,  cut 146 

Metric  threads 318, 635 

Micrometer,  alining  planer  table  with .  .609 

Micrometer  calipers 207-310 

calipers,  inside 603-^4 

ten-thousandth. .  .913 

thread 1214.1215 

vernier 31 1,  312 

MUl  files 205-307 

Mill,  oenternsut  end M30, 1931 

cotter 1607, 1«30, 1631 

facing 1012 

Milling  cutters 1665-1608 

bolt  head  and  nut  hexagonai 

in  milling  machine 1#26, 1627 

in    bolt    head    milling    ma- 
chine  l«20,162l 

dovetail 16I« 

duplicate  woric. . .  .1610. 1619. 1630 

end  of  shaft  square 1628, 1629 

inside  bosses 1645 

irregular  shapes 1640 

1'igs  and  fixtures 1617-1619 
:eyways  or  slots  in  shaft. 

1614.1015,1618 

machine  arbor 1604 

collets 160} 

Milling  machines 1601 

racks IIIJ 

radial    teeth    in    side    milling     . 

cutter 1638,1639 

square  head  with  end  mill.  1628, 1629 
teeth  of  ani|ular  cutter.  .1637. 1938 
plain  milling  cutter. 

1636. 1687 
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MUUnc.  circular 104O-lt45 

face 1011. 1012. 1043 

index 1019-1040 

UmiUiin 1011 

methods  of  holding  work  in 

plain 1011 

multiple 1018 

speeds  and  feeds  for 1008-1010 

spiral 123»-U47 

vertical 1043-1045 

Milling  cutter,  making  plain 1324. 1325 

Milling  cutters,  angles  of 1006 

chart  of 1006 

coarse  tooth 1047 

cutting  speed  for 1008 

feed  for 1009 

grinding 808-827 

helical  tooth 1047. 1048 

lapping  holes  in 1230 

lubricant  for 1009 

milling  teeth  of, 

103(^1039. 1324. 1325. 
1341. 1342 

rake  tooth 1043. 1047 

Milling  machine  vise 1011 

Milling  machine,  planer  type.. .  .1016-1017 

manufacturers*    type 

of 1018,1019 

Milling  machines,  cutting  movements 

of 1007.1008 

Milling  machines,  vertical 1043 

Milling  machine  dogs  for  taper  woric, 

oMcial 1039, 1040 

Milling  work,  measuring 1010, 101 1 

Mills,  gang 1017 

side  or  radial  (shell-end) 1006 

Monel  metal <34 

Morse  tapers. .  .328-331.  333-335,  337-339 
Motor-dnven  machine  tools,  examples 

of 112,1002 

Mounting  work  on  lathe  centers, 

118.119,301-303 

MulUple  jigs 001 

miDing 1018 

Multiple-spindle  drilling  machines, 

003  004  010 

Multiple  threads 019.  €3l!  S32 

Multiple-threaded  taps €32 

N 

Nurling  tools 035.  036 

Nurling,  hand 035 

machine 036 

Nut  and  bolt  making 039-345 

mandrel,  making  U.  S.  S...  .1308, 1309 

Nut  mandrels 040 

Nut  in  alinement,  drilling  and  tapping 

a  cross  feed 038.  039 

Nuts,  clamp 04 1 

fixed 038 

nurled-head 036.  037 

threading 019, 043.  006.  007.  038 


Ohm 026 

Oil,  kerosene 149 

lard 148.149 

sperm 148 

Oiling  grinding  machines 714 

planers 020 

Oil  stones,  Arkansas 143. 148 

Carborundum 143 


Page 

Oil  stones.  India 143. 148 

Oilstoning  tools 143,  822 

Outskle  (uameter  of  gear  blank 1105 

P 

Parallels,  or  wedges,  planing  taper 017 

planer 013 

Pickling   and   tumbling   castings   and 

forgings 1010 

Pins,  screw 014 

Uper 418.419 

Pipe  tap,  threading 024 

turning,    revolving   dead    center 

for 421 

Piston  rings,  turning 023 

grinding 807 

Pitch  diameter  for  gearing 1105 

of  threads 020 

Pitch,  circular 1105 

diametral 1104 

Pitch  line,  finding  thickness  of  tooth 

at 1107 

Plain  grinding  machines 721-726 

mdexing 1021-1023 

milling 101 1, 1012 

Planer 001-004 

Planer  bolts 014 

clamps 013-015.  023 

formmg  tools 005 

head  mechanism 003-004 

holders  and  cutters 005.  009 

jacks 013,021 

Jigs 023 

parallels 013 

shoe  for  holding  work 023 

templets 028,  029 

tools  and  side  heads,  special, 

004.021.022,024 
-tjrpe  "lillipg  machine. . . .  1016. 1017 

vises 026 

Planer  table,  redressing 010 

tool,  left  diamond  point 006 

special  gage  or  pattern  for 

setting 021,022 

Planer  tools,  adjustable 005,  025 

angles  of 006 

forged 005 

gani^ 005 

specuU 024 

work,  measuring 012 

spring  of ., . .  ■  020 

work  with  surface  gage,  alining. 021 
without  surface  gage,  alin- 
ing  021 

Haner  work,  beveling  end  of  castings 

for.T. 017 

direction  of  feed  or  cut  for  017 

slide  rule  for  timing 036 

time  of  feed  for 017 

Planer  rail  in  alinement,  setting 009 

Planere,  classes  of 001 

cleaning 020 

oiling 020 

Planing  drilling  jigs 1348 

kejrway  in  flange 026,  027 

hub 025 

shaft 024.025 

lathe  bed 027-029 

lathe  head  and  footstock 029 

rectangular  work  clamped  to 

table 018,019 

rectangular  work  held  in  shaper 
vice 034,035 
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Planing  taper   keyway   in    pulley   or 

gear 927 

parallels  or  wedges 917 

work  in  a  viae 933 

Planing,  angular 909-911 

beveling  end  of  castings  for ...  9 1 7 

horiaontal 906-910 

■peeds  and  feeds  for.  .904,  909-908 

Tee  slot 923.  924 

vertical 909-91 1 

Plate  Jigs 602 

Plug  gages, 

323. 1228-1330. 1332-1335. 1337 

Plug  gages,  grinding 1334.  1335 

Plug    method   of   accurately   locating 

holes 1348-1357 

Polishing  and  buffing 440 

brass 434.435 

cast-iron  flange 433 

clamps 434 

copper 434,  435 

steel  shaft 434 

stick 433 

Poliahing,  abrasives,  speeds,  and  ma- 
chines to  use  for 432,  433 

order  of  applying  emery  cloth 

for 432.433 

Power  reaming  in  engine  lathe. . .  .417-419 

tapping 607,  908 

Precise  location  of  holes  in  jigs  and 

accurate  machine  parts 1348-1363 

Precision  Screws 1336-1338 

Press  fits.     See  Forcing  fits. 

Press,  forcing 318,  320 

mandrel  or  arbor 320,  422.  423 

straightening 1817 

Profiling  (Duplicating  irregular  forms)  .1946 

Protractor,  bevel 1127-1129 

vernier  bevel 1129 

Pulley,  chuckinK 411,  412 

schedule  of  operations  for  mak- 
ing  430-432 

Pulleys,  locating  set  screws  for 432 

tapering  or  crowning 428-431 

Punch,  center 121, 122 

Punching S46,  547 

R 

Racks,  milling 1112 

Radial  drilling  machines 906-609 

facing  cylinder  ends 614,  615 

Rake  of  lathe  tools 125. 126 

tooth  milling  cutters 1943.  1947 

Rapid  indexing 1919-1921 

Rawhide  hammer ., .  .422 

Rawhide,  machining 420 

Reamed  holes 413-419 

Reamer  wrench    414 

Reamer,  grinding  taper 822,  823 

making  hand 1326-1328 

Reamer  to  size,  stoning 821,  822 

Reamer    with    Cup    Wheel,    grinding 

hand 820 

Disk      Wheel,      grinding 

hand. ; 821 

Reamers  for  brass 413 

Reamers,  adjustable 416.  416 

broach 418,419 

center 120, 122 

clearance  of ,  4 1 3, 8 11-8 1 3, 820. 822 

ezpanding 415,  416 

flat  chucking 411 
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Reamers,  fluted  chucking 417. 4!9 

fluting. .  .  .1929.  1930.  1934-193S 

S rinding  taper 823.  823 
and 413-417 

irregularly  spaced  teeth  on. .  .413 

jig €04,  605,  €19.  82.i 

lands  of 413,  830-823,  1935 

principle  of  indexing  hand .  .  1934 

roee  cnucking il** 

shell 617 

teper €18-€n 

Reaming  stand 4 15.  4 1 3 

Reaming  taper  holes  in  a  speed  lathe 

by  power 418,  4 1 9 

Reammg,  allowances  for 4n 

finiah 41-1 

rough 413 

Reaming  in  engine  lathe,  hand 416,  417 

power..  .  .417-419 
Reaming  in  reaming  stand,  hand.  ..415.  416 
vertical   drilling  machine, 

hand 415 

Reaming  in  vise,  hand 414 

Reaming  with  jig,  power  alinement.  . .  .619 
Reaming  with  shell  reamer,  hand  aline- 
ment   €IS 

Reference  disks 324 

Rest,  compound 1131.  113? 

Rests,  follower  or  back 628,  6^ 

steady  or  center 626-62 ;» 

Revolutions  of  lathe 146, 147 

Rib  (or  tongue)  fixture 915 

Right  and  left  milling  cutter 19'17 

Ring  gage,  standard 323.  729,  730.  1230 

Ring  gages,  taper 328.  621 

Rolled  threads 319 

Rose  chucking  reamers 4 IS 

Rotation  for  milling,  correct  direction 

of 1€07,  1€0S 

incorrect  direction 

of 1€07.  l€ns 

Rotary  jigs €01 

Rouge 440 

Roughing  cut 136 

tools 127. 130.  aOS.  904 

Round-nose  tools. .. .  129. 130. 134,  633,  634 

hand  tools 437 

Round-nose  tools,  grinding 135,  136 

Rubber  or  fiber,  machining  hard..  .419.  4^:^ 

Rule,  gear IIOS 

Rules,  standard  steel 143.  601.  614 

Running  fits 315.  331.  333 

Running  fits,  turning  and  filing. .  .S14-917 
Rust  or  corrosion,  prevention  of 151 

S 

Saw,  grinding  sides  of  slitting 827 

metal  slitting 1€16 

Schedule   of  operations.    See   Special 
Index  of  Problems. 

Scraper,  center  hole €31 

flat 425 

round-nose 426 

Scraping  cast  iron  in  an  engine  lathe. 

425,  426 

Scraping  fillets  of  cast  iron 436—428 

Screw  hunters  for  planers €14 

pins'for  planers €14,  €15 

Screw  cutting.     See  Threading. 
Screw  threads.     See  Threads. 
Screw  threaded  woric.  root  diameter 
of »20 
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Screws,  lead 108. 100,  S19 

Precision 1236-1138 

set 432 

Screws  and  stud  bolts,  drilling  for. 607,  908 

Seasoninc  of  ground  work 714 

Shaft,  gnnding  a  slender 723,  724 

making  eccentric 620,  631 

milling  key  way  in 1614, 1615 

polishing 434 

turning  a  slender 627-620 

Shaft  blanks  for  grinding  fits,  prepar- 
ing  S14.S15 

Shaft  blanks  for  turning  and  filing  fits, 

preparing 616,617 

Shafting,  rods  and  bolts,  straightening, 

124.  125 

Shank,  chuck 401 

Shaper,  crank 630 

draw-cut 632 

geared 630 

stroke  of 630 

traveling-head 631,  632 

Shaper  vise,  swivel 632 

Shapers 630 

Sharpening  tap 825 

Shear  planer  tool 608 

Shell  reamers 616-610 

Shoe,  planer 623 

Shoulders,  squaring 132,  630,  606,  606 

Shrinking  fits 210,  221 

Side  tools 130-132.  601.  602,  60&-600 

tools,  grinding 136-137 

Silicate  grinding  wheels 704-707 

Sine  bar 1263-1265 

Sine  bar,  measuring  angles  with. .  1263-1265 

tapers  with 1264 

Slender  shaft,  grinding 722.  723 

turning 627-620 

Slide  rule  for  timing  planer  work 636 

Sliding  fits 216 

fits.tablo  of 216 

Soap  mixture  for  cutting  tools 150 

Soda  water  for  cutting  tools 150 

Soft  hammers  for  driving  mandrel 422 

Solid  jig 601 

Special  planer  clamps 623 

tools    and    aide    heads, 

604,621,622.624 

Speed  for  lathe  filing 205.  206 

Speed  indicator,  surface  speed  attach- 
ment for 146,  147 

Speed,  measuring  cutting 146 

Speed  of  belts,  changing 152 

Speed  lathe,  chucking;  in 640,  641 

tapping  in 640-442 

threading  in 642.  643 

Speeds  and  feeds  for  grinding 708,  7O0 

lathe  work, 

145-148.241.242 

milling 160&-U10 

planing... 604.  606-608 

Sperm  oil 148 

Spiders  for  mandrels 422 

Spindle,  making  lathe 622,  623 

Spiral  gears 1125-1127 

Spiral  milling 1230-1247 

cutters. 1606.  1611.  1647. 1648 

Spring  calipers 143-145 

chuck 405 

of  planer  work 620 

tools 605,  607.  610, 1216 

Spur-gear  pinion,  preparing  blank  for, 

1108, 1100 


Page 

Spur  gears 1101-1113 

Spur  pinion  and  gear,  cutting ...  11 10,  11 1 1 

Square  dog 630 

Square-nose  lathe  tools 135 

Square-nose  planer  tools 607 

Square,  calculating  diameter  to  turn 

blank  for  milling  or  filing 1625, 1626 

Square,  milling  end  of  shaft 1628, 1620 

Square  thread  nut,  making 610-421 

Square  thread  screw,  makmg .616-618 

Square  thread  screw  and  nut.  sectional 

view  of 611 

Square  thread  tap.  making 1220, 1221 

Square  thread  taps 616. 1220, 1221 

Square  threading  tool  angle  gage 613 

holders  and  cut- 
ters  614 

Square  threading  tool,  setting 614,  615 

Square  threading  tools 612^16 

Square  threading  tools,  grinding. .  .138, 130 

Square  threads 610-621 

Squares,  caliper 212,  213 

Squaring  brass 633.  634 

cast  iron 120-132,  612 

Squaring  steel  or  wrought  iron. 

aOl.602.  SO6-SO0.  612 

Squaring  to  shoulder 132.  630.  605.  606 

with  inside  squaring  tool, 

605,606 
Squaring,  grooved  dead  center  for.  .131, 132 

step  method  of 601,  602 

Standard  and  limit  gages 223-225 

holes 221,222 

solid  mandrels..  .  .420, 1204. 1205 
Standard  measuring  irachine,  testing 

end  measuring  rod  ^ith  24" 1238 

Star  feed 614,  617 

Steady  rests 626,  628. 1620, 1630 

Steel  rules,  standard 143,  601,  614 

Steel  for  tools,  sizes  of 1201 

Steel  or  wrought  iron,  rutting  speed  for 

plamng..    604 

dian  ond-point 
tool  for  finish 

turning 604-606 

dian  ond-point 
tool  for  rough 

turning 602 

facing  large  work 

in 604 

feed  for  planing.. 604 

finish  planing  606, 608 

finish  turning.  .604. 606 

lathe  tools  for. 60 1-6 1 4 

planing 607,608 

rough  planing. 607. 608 

turning  302-604. 

607—600 

squaring. 601. 602, 606- 

6O0,  612 

Stellite 610 

Step  blocking 415,  613 

method  of  squaring 301,  302 

Step-boring  for  taper  holes 620 

Stock  (material),  cutting  off 313,  314 

inspection  and  meas- 
urement of 150 

Stoning  reamer  to  sise 821,  822 

Straight  ed^.  grinding 828,  820 

Straight  grinding,  setting  swivel  table 

for 712.  727,  800 

Straight  turning  and  fitting 231.  232 

Straightening  press 124, 125. 1217 
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Straurhtening  hudened  and  tempered 

toola ttl7 

Straight^wiing  •hafting.  rods  and  bolta, 

124. 125 

Strapping  work  to  planer  table 914 

String  fixtures  for  planers 925 

Stub  mandrel 621 

Stud  bolts €07.  608 

Stud,  making 648,  640 

Stud  bolts  and  screws,  drilling  for..607,  608 

Studs  for  driving  lar^  work 423 

Studs  by  i)ower,  setung 607,  608 

Surface  grinding 801-807 

machines 601 

Surface  gage,  alining  planer  work  with.  .621 

without 621 

Surface  apeed  attachment  for  speed 

indicator 140, 147 

Surface  speed,  table  of  niunber  of  revo- 
lutions required  to  obtain 340,  341 

Surface  grinding  (plane) 801-807 

Swing  of  lathe 101 

Swivel  shaper  vise 632,  633 

Swivel  vise,  graduated 1612 

T 

Tanite  grinding  wheel 704,  706 

Tap,  interrupted  thread 600 

sharpening 825 

Taper  forcing  fits 317-210 

gages 328.  621 

holes 610-623 

pins 418,410 

reamers 618-623 

running  fits 314 

turning, 

326-331.  622,  623, 1131, 1132 
turning  with  taper  attachment, 

330,331 
Taper,  setting  compound  rest  to  turn.  .1132 

turning  and  fitting  a 326,  320 

Taper  bushing,  grinding 718 

collet,  grinding 726 

Taper  grinding,   setting  swivel   table 

for 712 

Taper  reamers,  ^nding 822.  823 

Taper  hole  in  spmdie,  grinding.  .  .  .730.  731 
Taper  holes  in  a  speed  lathe  by  power, 

reaming 418,  410 

Taper  parallels  or  wedges,  planing 617 

Taper  pin  reamers 418,  410 

Taper  shank  of  end  mill,  grinding.  .830,  831 
Taper  shank  twist  drill,  making.  .1345-1347 

Ti^Mr  work,  setting  tool  to  thread 624 

Taper  work  in  vise,  planing 633 

Tapering  or  crowning  pulleys 428-431 

Tapers,  Brown  &  Sharpe.333,  335,  337-330 
calculating  distance  to  set  over 

footstock  for 327,  328 

grinding.718. 721.  725. 726, 730.  731 

Jarno 336.  337 

methods  of  grinding 712 

Morse.  .328-331.  333-235.  337-330 

standard  and  special 326 

tables  of  footstock  set  overs  for 

turning 337-330 

use  of  patterns  to  obtain 328 

Tapping  attachment 607,  608 

in  engine  lathe 608.  600 

sp^  lathe 640.  641 

Tapping,  alinement  drilling  and . .  .638,  630 

jigs  for 606 

power 607.  608 


Pa<» 

Tape.  adjusUUe MM 

grooving MS  1— 1963 

making S24,  625. 1315-1223 

muItifNe-threaded 632 

Square  thread 616.  1320,  USl 

threading  pipe 324,  S25 

Twenty-nine  degree  thread, 

626, 1322,  1226 
United  SUtes  standard. .  .1218. 1219 

Tee  fixture  for  planers 216.  2iS 

slot  planer  tool  lifter 222.  224 

Tee  slots,  milling 1242 

planing 623.  224 

Templets 4S7.  435 

Test  indicators 1310-1313.  1249. 125a 

1351, 1352. 1252.  1260 
Tensile  test  specimen,  making. .  .  .646,  247 
Thread  calipers 220 

'  113, 324, 625,  607.  626.  1216 

indicator 236 

micrometer  caliper 1214.  1215 

Thread  to  a  shoulder  in  an  engine  lathe, 

cutting 232, 610 

Threading  dies 642.  643 

Threading  in  engine  lathe, 

618-636,  642-249.  606-633 

in  speed  lathe 642,  643 

long  screws 236,  237 

nuts 610,  643.  606.  607.  63& 

taper  woric 242.  22» 

tool  holders  and  cutters.SOS,  614 
with  rapid  change-gear  mel- 
anism  110.111 

Threading,  calculating  compound  gear- 
ing for 236.225 

calculating  simple  gearinc 

for 626.227 

calculating  gearing  for  frae-     __ 

tional 261 

calculating  gearing  for  met- 
ric  235 

description   of   mechanism 

for 229-231 

formulas  for, 

621-223,  651,  61 1.  612,  623 
operating  lathe  for.  . .  .203.  231 

theory  of 226,  227 

Threading  in  the  engine  taUie,  inside, 

606-610 

Threading  tool,  spring 1.216 

Threading  tools, 

608,  623-226.  638,  606^16,  631 
622,624-626.1216 
tools,  grinding, 
138-140.  624-626,  615,  624-^626 

Threads  per  inch 220,  221 

Threads,    British    Association    stand- 
ard  • 218 

Threads,  counting 620, 221,  231,  232 

double 631.  232 

fractional 232-2S5 

French  standard 25 1 

International  standard 251 

lead  of 220.235 

left 232.210 

metric 218.  235 

multiple 619,  631.  232 

pitch  of 220 

right  and  left 219 

rolled 210 

Sharp  V. .  .618-643.  656,  606-610 
Square 610-621. 1230. 1221 
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Threads,  Twenty-nine  degree, 

€21-ft31. 1922. 1S23 
United  States  standard, 

S18,  S22,  323.  S25.  S26,  S31, 
S56,<0&-flO.  1218. 1310 

uses  of  different SIO 

Whitworth   (Encliah)   stand- 
ard  S37.S38 

Thumb  nuts,  making  brass  nurled,  €36,  <37 

Time  element SOI 

Toe  dogs  for  planers 914 

Tongue  (or  rib)  fixture  for  planers.  .915.  916 
Tool   holders  and  cutters.    See  Hol- 
ders and  outters. 

Tool  making 1901 

Tooth  rest  for  cutter  grinding, 

810-814,824 

Tooth  clearance,  gear 1107 

Tooth,  woridng  depth  of  gear 1107 

Tooth  at  pitch  line,  thickness  of  gear.  .1107 
Traveling    head    shaper    or    traverse 

shaper 931,  932 

Triple  threads 932 

Trii>oli 440 

Truing  engine-lathe  centers 114, 115 

grinding  machine  centers, 

710.711.800 

wheels 700,710 

Tubing,  cutting  off 831 

Tumbling  castings,  pickling,  etc 1910 

Turning  aluminum 410 

Babbitt 410 

brass 933-938 

bronse 410 

cast  iron, 

120-135,  144,  901-905,  312, 

926-332 

oompoeition 933-938 

copper 410 

lead. 410 

monel  metal 934 

steel  or  wrought  iron, 

301^917,  930-940,  952,  353 

Turpentine  for  machining  glass 150 

Twenty-nine  degree  thread  taps, 

926/1922. 1923 
Twenty-nine  degree  thread  tap,  mak- 
ing  1922.1923 

Twenty-nine  degree  thread  nut.  mak- 
ing  920-931 

Twenty-nine  degree  thread  screw  and 

nut.  sectional  view  of 921 

Twenty-nine  degree  thread  screw,  mak- 
ing  927-920 

Twenty-nine    degree    threading    tool 

gage 925. 926 

Twenty-nine  degree  threading   tools. 

922-925 
Twenty-nine   degree  threading  tools, 

grinding 924-926 

Twenty-nuM  degree  threads 921-931 

Twenty-nine  d^ree  threads,  formulas 

for 922 

Twist  drills,  chucking  with 4O0 

making 1943-1947 

Twist  drill,  three-groove 410 

four-groove 410 

U 

United  States  standard  tap,  making 

1918. 1910 
United  States  standard  threading  tools, 
grinding 925,926 
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United  States  standard  threads, 
918,  922,  925,  326.  931.   956,  90^-910, 

1918, 1910 
United  States  standard  thread  gage. .  .926 
United  States  standard  and  Sharp  V 

threading  tools. . .  .908,  923-928,  906,  907 
United  States  standard  screw,  sectional 

view  of 918,  923 

Units,  electrical 926 

Universal  chucks 403 

grinding  machine 702,  703 

milling  machine 1902, 1903 

vise 1913 

tool  grinder. 141. 142 

Universal   grinding   machine,    operat- 
ing   715 

V 

Vernier  bevel  protractor 1120 

calipers 911-913. 1117,  U18 

height  gage. 

1940-1954. 1950. 1963. 1964 
Vertical  and  circular  milling  attach- 
ments  1943. 1944 

Vertical  boring  and  reaming 917-910 

milling  machines 1943-1945 

planing 900-9 1 1 

spindle  surface  grinding  ma- 
chine   806 

Vise,  graduated  swivel 1912 

fig 908.900 

on  table,  setting  milling  machine .  191 1 

swivel  shaper 932,  933 

universal 1913 

Vises,  planer 926 

Vitrified  grinding  wheels 704-707 

Volt 926 

Vulcanite  grinding  wheels 704,  706 

Vulcanite,  machining 410.  420 

V  threads,  sharp 918-943,  956,  90^-910 

W 

Washers,  lock 956 

Water  for  grinding .712.  713 

guards  for  grinding  machines, 

718.715,716 

Water  for  cutting  tools,  soda 160 

Watt 926 

Wet  tool  grinder 140-142 

Wheels,  cup 812,  813.  820 

dLdc 812,813 

grinding 704-710,  800 

Wheels  and  belts,  polishing  with 440 

Whitworth  (English)  standard  thread- 
ing tools 938 

threads 937,938 

Whitwwth  thread  screw,  sectional  view 

of 937 

Wrench,  socket  or  chuck  screw.  .946,  947 

Wrought  iron,  cutting  speed  for 904 

feed  for 904 

planing 907.908 

squaring  steel  or, 

901.902.906-300,912 

turning 901-910 

Working  depth  of  gear  tooth 1107 

Worm  gear,  gashing 1122. 1123 

Worm  gear,  making 1121-1125 

Worm  gear  blank,  preparing 1122 

Worm,  making 1121-1122 

Worm  gears 1120 

Z 

Zero  lines 116 


SMITH  BLUE-PRINT  HOLDERS 
AND  TEXT-BOOK  HOLDERS 

FOR  SHOP  AND  SCHOOL 

—  PATENTED  — 
AN  IMPORTANT  ADVANCBMBNT  IN  THB 

SCIENTIFIC  MANAGEMENT  OP  TRADES,  INDUSTRIES  AND  SCHOOLS 


Saves  Time 

;;onvenient 
ocation  for 
rapid  read- 
ing. 

Increases 
efficiency. 
Unobstructe 
view . 


Saves  Blue  Prints 


Saves  Eyesight 

Reduces     the 

motions    of 

wor  km  en. 

A  Law  of  Op- 

tics  obeyed; 

perpendicular 

line   of  vision. 

Saves  eyesight. 


RIGHT  WAY. 

IMPROVED  METHOD  OP  HOLDING  BLUE  PRINTS  HOUNTED  ON 

SHEET  METAL  OR  CARDBOARD. 


Blue   print    cov- 
ered with  tools. 
Soiled  and 
damaged 
print. 
Slow   reading. 
Obstructed  view 


Slanting  line 
of      vision 
causes    eye- 
strain. 
A    Law    of 
Optics    vio- 
lated. 
Ruins  eyesight. 


WRONG  WAY. 
OLD  METHOD  OF  HOLDING  BLUE  PRINTS. 


INDUSTRIAL  EDUCATION  BOOK  CO..  Boston,  U.S.M. 


Holds    mounted 
or  unmounted 
prints,     draw- 
ings, tracings, 
sketches, 
or  notes.    Re- 
volved to  suit 
position  of  work- 
man. 


RIGHT  WAY. 


Can   be   quickly 

changed   froir. 

mounted    tc 

unmountec 

prints. 
May  be  swiv- 
elled,     raised, 
or  lowered. 


IMPROVED  METHOD  OF  HOLDING  UNHOUNTED  BLUB  PRINTS. 


Workman     must 
tui*n    around 


to  read  draw- 


ing. 

Loss   of   time. 


Often     stops 
machine 


when   turn- 


ing   around. 
Loss    of    ef- 


ficiency. 


WRONG  WAY. 


CRUDE  WAY  OP  HOLDING  UNMOUNTED  BLUE  PRmTS. 


Workman    turns 


round,  picks 
up    print, 
reads   i t , 
lays  it  down, 
turns  back   to 
lathe. 


Unhandy,  incon- 


venient    loca- 


tion. 


Destructive 

m 

to   prints . 


Waste  of  time. 


Inefficient. 


WRONG  WAY. 


ANOTHER  OLD  WAY  OF  USING  MOUNTED  BLUE  PRINTS. 


Print    covered 


with  chips, 
and 


often    torn. 


Obstructed  view 


Print    soon   be- 


comes so  soiled 


that     it     is 


difficult   to 


read  figures. 


WRONG  WAY. 


ANOTHER  OLD  WAY  OF  USINQ  UNMOUNTED  BLUE  PRINTS. 


How  to  Operate  Blue -print  Holder  to 
Hold  Mounted  and  Unmounted  Prints. 


Upl 


Down! 


Presto  I 


Lift    the   "Lift," 
insert  print; 
lower  "Lift/* 
which     se- 
cures    print, 
as    at    '*A." 
Simple   fixture. 


Quickly  oper- 
ated. 
Ef  f  i  cient. 

Nea  t  • 
Print    not 
soiled      or 
damaged . 


INSERTING  nOUNTED  PRINT  IN  BLUE-PRINT  HOLDER. 


Lift      the   "Lift," 
insert     top     o 
print,    lower 
"Lift." 
Gravity  of 
"Lift"      and 
force  of  the  "  In- 
clined   Plane''   grips 
print   as   at   '*B." 


Simplicity. 
R  a  p  i  d  i  t  }^ . 
Print  not  soiled 
or  torn. 

No   clips,   ^^ 

springs,    it 

hooks,  no  repairs 

Nothing  to  get  out 

of  order. 


INSERTING  UNMOUNTED  PRINT  IN  BLUE-PRINT  HOLDER. 


Blue-print  and  Book  Holder  Combined. 


Book   held   open 


at  proper  angle 
for     reading. 
Keeps   book 


clean. 


May    be    swiv- 


elled,  raised, 


and     lowered 


independently 


or  together. 


A  TEXT-BOOK  HOLDER  WITH  TRANSPARENT  CELLULOID  COVER 
TO  PROTECT  OPEN  BOOK,  AND  BLUE-PRINT  HOLDER 

HOLDINQ  MOUNTED  PRINT. 

Blue-print  Holders  and  Book  Holders  may  he  used  together  or  separately. 


Good  at  bench 


or     machine. 


Will  fit  any. 


where. 


Brings    the    In- 


form at  ion 


convenient  to 


the  operation. 


TEXT-BOOK  HOLDER  FASTENED  TO  BENCH  AND  HOLDINQ  BOOK 
OPENt  AND  BLUE-PRINT  HOLDER  HOLDINQ  MOUNTED  PRINT. 


How  the  Pages  of  a  Book  are  Turned 

in  the  Book  Holder. 


simple! 


Eftectlvet 


Rapid! 


No    closinj 

of    leaves 

just  when 

you   want 

informa- 


tion. 


OPBRATINQ  BOOK  HOLDER. 


SWING  HINGED,  TRANSPARENT  CELLULOID  COVER  BACK  BY  HANDLE 
AT  EITHER  END  OF  HINGE  AND  TURN  LEAVES  OF  TEXT- 
BOOK, THEN  SWING  COVER  ON  TO  BOOK. 


A     convenient 


fixture    for 


drawings 
-when    laying 


out     work . 


Out  of  the  way 
and  not  lying 


on    bench 


covered  with 


stock  and  tools. 


BLUE-PRINT    HOLDER    ATTACHED    TO    PATTERN-MAKER'S   OR 
WOOD-WORKER'S  BENCH,  HOLDING  MOUNTED  BLUE  PRINT. 


AT   LAST. 

Large  Unmounted  Blue  Prints  Taken  Care  of 

in  the  Shop. 


Rods     quickly 
adjusted     for 


different 


sizes       of 


prints. 


For  small  prints, 


rods  unneces- 
sary; may  be 
removed 

and    kept    in 


tool  -room. 


EXTENSION    RODS   ATTACHED   TO   CENTRAL    DEVICE    HOLDING 

LARGE  UNMOUNTED  BLUB  PRINT  WITH  QRAVITY  CLIPS 

A,  A.     B  IS  AN  END  VIEW  OF  THE  DEVICE, 

C  THE  LIFT,  AND  D  THE  ROD. 


MernoD  of  fastbninq  BLue-PRiNT  holder  and  text- 

HOLDER  TO  BED  OF  LATHE. 

or  any  machine,    by   a   fixed  arm   bolted   to   bed    by   twc 
hexagonal-head  cap  screws,  f  x  i6  x  ij*'. 


riETHOD  OF  FASTENING  BLUE-PRINT  HOLDER  AND  TEXT-BOOK 

HOLDER  TO  BED  OF  LATHE. 

or  any   machine,   by  swivel   arm   bolted   to    bed    by    two 
hexagonal-head  cap  screws,  f^'x  i6x  ij*'. 
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nETHOD  OP  FASTENING  BLUE-PRINT  HOLDER  AND  TEXr-BOOK 

HOLDER  TO  THE  TOP  OF  BENCH. 

by    flange    screwed    to   bench    with    four    J'xi2    flat-head 
bright  wood  screws. 


METHOD  OF  FASTENING  BLUE-PRINT  HOLDER  AND  TEXT-BOOK 

HOLDER  TO  BACK  OF  BENCH. 

by  flange  with  three  f '  x  12  flat-head  bright  wood  screws. 


HETHOD  OF  FASTENING  TWO  BLUE-PRINT  HOLDERS  AND  TEXT- 
BOOK HOLDERS  TO  TOP  OF  DOUBLE  BENCH. 

by  double  flange  screwed  to  top  of  bench  with  eight  f'x  12 
flat-head  bright  wood  screws. 


Smith's  Text-books  on  Machine  Work  are  Siandm: 


FIRST  BOOKS  ON  MODERN  INDUSTRIAL  EDUCATION 
TEXT-BOOKS  ON  MACHINE  WORK 

By   ROBERT    H.    SMITH 

Ma—ackMttta  ImglMwtr  of  TMk>al«D- 

For  Apprentice,  Student,  Specialist,  Machinist, 
Sliop,  School,  College 


"  They  Cover  a  Field  Heretofore  Unoccupied" 

AN     EXPERT    HACHINIST 

says;  "It  has  taken  me  a  lifetime 
in  the  shop  to  learn  what  is  in 
these  books." 

A    riANUPACTURER   says: 
*'  Every  apprentice,  young  ma- 
Price  $2.oo       chinist  and   machine   specialist        -^ 

should  have  these  books."  ~ 

AN  INSTRUCTOR  OF  HACHINE  WORK  says:  "  For  con 
densed  and  classified  information  and  fine  illustrations, 
they  are  the  most  perfect  books  ever  written  on  machine 
construction." 


The  Finest  Illustrated  Text-books. 


Read  What  Educators  and  Manufacturers  Say 

About  These  Text^books: 


EXTRACTS  FROn  LETTERS 

DR.   RICHARD  C.  MACLAXJRIN,  President  Massaohusetta  Inatitiite 
of  Teohnology,  Boston,  Mass. : 

"  You  are  dealing  with  matters  that  lie  at  the  very  basis  of  a  great  deal  of  the  work 
for  which  the  Institute  stands.  The  labor  involved  in  putting  these  books  together 
must  have  been  enormous." 

i  PROFESSOR  EDWARD  P.  MILLER,  Head  of  Department  of  Meohanl- 
oal  Engineering,  Massaohnsetts  Institute  of  Technology,  Boston, 
Mass. : 

"  Since  the  introduction  of  the  Text-Books  on  Machine  Work,  the  students  ask 
fewer  questions  and  less  time  is  required  by  the  instructor  in  the  lecture  room,  thus 
making  more  time  available  for  work  at  each  exercise." 

PROPESSOR  CHARLES  P.  PARK,  Director  of  Mechanical  Labora- 
tories, Massachusetts  Institute  of  Technology,  Boston,  Mass.  : 

'*  These  books  have  proved  to  be  a  valuable  aid  to  the  instruction  in  our  Mechani- 
cal Laboratories.  Much  time  has  been  saved  by  their  introduction.  The  students 
follow  the  work  understandingly  and  require  less  attention  and  a  smaller  amount  of 
demonstrating.  The  value  of  the  schedules  of  operations  cannot  be  appreciated  by 
one  who  has  not  used  them." 

PROPESSOR  PETER  SCHWAMB,  Massachusetts  Institute  of  Tech- 
nology, Boston,  Mass. : 

"These  are  the  first  books  that  I  have  seen  that  embody  the  systematic  teaching 
of  the  educational  principles  which  should  underlie  industrial  education." 

FROM     BROTITN     6k     SHARPE    MANUPACTITRINa     COMPAN7, 
Providence,  R.  I. : 

Mr.  Viall:  "The  books  are  so  practical  and  helpful  that  we  shall  urge  upon  our 
apprentices  the  purchase  of  them  as  a  standard  work." 

Mr.  Burlingame:  "I  felt  as  soon  as  I  looked  these  books  over  that  they  covered 
a  field  which  up  to  the  present  time  had  been  unoccupied." 

PROPESSOR   PRANK    E.   SANBORN,  The  Ohio  State  University, 
Columbus,  Ohio: 

''The  books  have  been  used  in  our  classes  in  filing  and  machine  tool  practice  and 
have  been  much  liked.  The  many  neat  iUustrations,  well  notated,  the  concise  state- 
ments and  instructions,  and  the  tabulated  matter  give  dearly  and  quickly  the  desired 
information.    The  arrangement  of  the  books  is  logical  and  pleasing  to  me.' 

XX 
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iTONE  6k  "WIBBSTIIR,  Boston,  MaM. : 

Mr.  Henky  G.  Bsadlee:  "These  books  cover  a  field  on  whidi  it  is  at  preser 
almost  impossible  to  obtain  any  information  in  a  written  form.    I  believe  tbej  ▼ 
be  very  helpful,  not  only  to  the  yoimg  men  who  are  studying  machine  work  at  Tri 
nology  but  also  to  all  manufacturing  concerns  doing  this  character  of  work.    I : 
not  believe  that  a  machine  shop  could  do  better  for  itself  than  to  put  o^es  of  y^ 
books  in  the  hands  of  each  of  its  machinists.*' 

PROFESSOR    ARTHUR    M.   ORSBNB,  Jr.,  Rensselaer   Polytechii:: 
Institute  (Russell  Sage  Foundation),  Troy,  N.  T. : 

"I  believe  the  books  are  going  to  be  veiy  extensively  used  as  I  do  not  know  of  ar; 
books  that  quite  cover  the  ground  so  well  as  these.' 
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MR.   LESTER   O.  FRENCH,   Editor   Journal    Amerioan    Society  oc 
Meohanioal  Engineers,  New^  Tork,  N.  T. : 

"One  not  familiar  with  publication  work  can  scarcely  imagine  how  much  US:' 
is  involved  in  the  preparation  of  these  volumes,  but  I  know  personally  that  the  driv- 
ings alone  represent  literally  years  of  work  and  a  large  expenditure  of  money  frrc 
having  kept  in  touch  with  your  work." 

PROFESSOR  ARTHUR  C.  JEWETT,  University  of  Maine : 

"We  have  adopted  your  books  as  a  required  text  for  our  classes  in  machine  tod 
practice." 

UNITED  SHOE  MACHINERT  COMP ANT,  Beverly,  Mass. : 
Mr.  Vose:  "They  will  be  of  great  service  to  us  in  our  Industrial  Schooi,. 

PROFESSOR  CHARLES  H.  CHASE,  Tufts  CoUege,  Medford,  Mass. 

"The  large  number  of  concisely  numbered  paragraphs,  the  tabulated  arrangemect 
of  the  order  of  the  work  and  the  clear  illustrations  make  the  books  unusually  w&- 
fitted  as  text-books." 

MR.    F.    J.    SCHULTE,   Managing   Editor    Shop    Notes    Quarterly, 
Chicago,  U.  8.  A. : 

''I  wish  to  compliment  you  on  the  evident  thoroughness  with  which  these  boob 
have  been  prepared  and  to  congratulate  you  especially  on  the  excellence  of  the  i\\\3S- 
trations,  which  are  the  clearest  and  most  helpful  I  have  ever  seen  in  books  of  this 
kind." 

MR.  JOHN  C.  BRODHEAD,  Assistant  Director  of  Drawing  and  Man- 
ual Training,  Boston,  Mass. : 

''I  am  delighted  with  the  multitude  of  pertinent  illustrations,  with  the  tables  aod 
with  the  simply  worded  text.  I  <«hall  have  the  boohj  put  on  the  Boston  Authos- 
IZED  List." 
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ndR.  HAROLD  P.   RICHMOND,  President  American  Emery  Wheel 
'VT'orks,  Providence,  R.  I. : 

**  We  have  placed  these  books  in  the  hands  of  the  younger  machinists  in  our  factory. 
We  notice  an  immediate  improvement  in  the  efficiency  of  the  men  who  use  them. 
£very  apprentice  should  have  copies  of  these  books,  and  there  are  but  few  machin- 
ists of  any  age  who  would  not  profit  greatly  by  their  use." 

PROFESSOR   HERBERT   8.    PHILBRICK,   University  of  Missouri, 
Columbia,  Mo.: 

"They  are  just  what  I  have  been  looking  for  and  they  will  save  the  instructor  and 
>  his  assistants  much  trouble  in  giving  notes  to  the  students." 

MR.  WTTiTiTAM  H.  DOOLE7,  Lawrence  Industrial  School,  Lawrence, 

Mass.: 

*'Your  books  are  the  first  books  that  I  have  seen  that  embody  the  educational 
:  principles  that  must  govern  vocational  education.'' 

r  PROFESSOR    FRANK    M.   LEAVITT,  The    University    of    Chioago 
^Founded  by  John  D.  Rockefeller) : 

"I  have  examined  these  books  with  much  interest  and  I  am  astonished  at  the 
thoroughness  and  amount  of  material  which  they  contain.  I  can  appreciate  the 
experience  which  they  represent.  Our  machine  shop  instructor  says  they  are  the 
best  books  he  has  seen." 

MR.  ALLAN  K.  SWEET,  Mechanic  Arts  High  School,  Boston,  Blass.: 

''You  have  put  into  clear,  concise  and  usable  form  a  vast  amoxmt  of  information 
indispensable  to  the  student  and  apprentice  which  only  one  who  knows  at  first  hand 
both  the  business  of  machine  construction  and  the  business  of  teaching  could  have 

.    selected.  The  illustrations  are  particularly  satisfactory  in  character  and  execution. 

,    They  tell  many  things  far  better  than  could  be  done  by  words.' 
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MR.  W.  H.  MCRRAT,  Director  Industrial  Training,  Newton,  Mass. : 

''We  are  using  the  text-books  on  machine  work  in  the  Newton  Independent  In- 
dustrial School  and  in  the  Newton  Technical  High  School." 

MR.  S.  S.  JIJDD,  Director  of  Manual  Training  and  Trade  Schools, 
Saginaw^,  Michigan: 
"These  books  fill  a  long-felt  want,  —  Text-books  for  the  machine  shop.    I  will 
most  certainly  have  each  of  our  shop  boys  provided  with  the  two  volumes." 

MR.  LEO  AMMAN,  Instructor  Machine  Shop  Practice,  Stout  Insti- 
tute, Menomonie,  Wis. : 

"We  have  decided  to  use  these  as  text  books  in  our  classes  and  I  have  no  doubt 
that  we  shall  find  them  more  than  satisfactory." 
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A.  F.  8.  HITCHCOCK,  Manual  Training  and  Indoatrial  School,  H ev 
London,  Conn. :  j 

"  For  clearness,  accuracy  and  scope,  they  are  the  most  perfect  books  on  madia: 
work  ever  published.    We  are  using  them  in  our  classes  in  machine  tool  work." 


MR.   FRAHK   CUSHMAN,   Jr.,  Kansas  City  Manual  Training  Hi^ 
School : 

"They  are  q>lendid.    There  ought  to  be  a  great  demand  for  such  books." 

MR.  GRIN  A.  RINOWALT,  North  High  School,  Minneapolis,  SCnn.: 

"These  are  the  best  books  I  have  ever  seen  along  the  line  of  making  ma  chine  vcsi 
a  teachable  subject. 


Read  What  the  Technical  Press  Says  About 

These  Text-books: 


EXTRACTS   FROri   REVIEWS 

',  New  Yokk,  N.  Y.,  May,  ign. 

"At  the  present  time  when  many  so-called  'practical'  books  are  mstlriT^g  their 
appearance,  it  is  seldom  that  one  is  published  which  is  as  thoroughly  practia 
These  books  represent  a  great  deal  of  painstaking  work  on  the  part  of  the  author 
and  his  endeavors  should  be  crowned  with  success,  for  they  meet  the  requirement 
of  the  class  noted  thoroughly,  being  expressed  in  a  clear,  intelligible  manner." 

AMERICAN  MACHINIST,  New  York,  N.  Y.,  May,  xqii. 

''There  are  years  of  experience  in  teaching  shop  work  behind  these  books  beside 
the  time  previously  spent  in  manufacturing,  and  we  believe  that  many  will  find  thcc 
a  decided  help  either  in  learning  or  in  teaching." 

SHOP  NOTES  QXJARTERLT,  Third  Quarter,  1911,  Chicago,  U.  S.  A. 

''Every  technical  student  and  apprentice  should  possess  copies  of  these  boob 
which  are  quite  the  best  of  their  kind  that  has  yet  appeared.  The  illustrations  an 
a  revelation,  every  one  having  been  drawn  especially  for  the  volumes  and  so  deari} 
lettered  and  captioned  that  they  are  practically  self-explanatory  of  the  procasses  or 
operations  they  represent.    The  very  complete  index  is  also  a  praiseworthy  Mature" 
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yrCI^B  AXn>  AXTTOMOBIZiB  TRADB  JOX7RNAZa»  Phuadelfhia,  Pa., 
May,  zqix. 

''These  two  books  show  an  intimate  acquaintance  with  all  branches  of  machine 
ool  work,  combined  with  the  knowledge  of  the  teacher,  and  are  undoubtedly  the  ^ 

irst  books  embodying  the  educational  principles  underlying  machine  work.    The  | 

aformation  contained  in  them  is  greater  than  that  usually  acquired  during  the  life 
»f  even  an  expert  machinist.  The  subject  matter  is  arranged  in  such  a  logical  order 
ind  so  profusely  and  clearly  illustrated,  that  even  such  a  complex  subject  as  that 
xeated  cannot  hdp  but  be  dear  to  any  one  who  consistentiy  follows  the  course  of 
itudy  as  outiined.  The  books  have  already  been  adopted  as  text-books  by  many 
>f  the  leading  industrial  .schools  and  should  be  invaluable  to  ambitious  young  men 
engaged  in  machine  work." 

THB  8CIBNTIFIC  AMBRICAN,  New  York,  N.  Y.,  Aug.  12,  igzi.    ^ 

"  Not  technical  students  alone,  but  every  youth  who  runs  a  lathe  or  uses  tools  as  a 
hobby,  may  benefit  by  adding  these  text-books  to  his  working  library." 

THB   JOXTRNAZi  OF  THB   ^ORCBSTBR    POL7TBCHNIC    IN8TI- 
TUTB,  WoscESTER,  Mass.: 

"The  books  cannot  fail  to  assbt  in  any  shop  instruction,  and  they  should  prove 
I  valuable  as  text-books  in  shop  courses  given  in  most  of  the  schools  and  colleges  of 
this  country.  There  are  no  old  cuts,  copied  from  catalogues  or  previously  printed 
shop  books,  used  in  dther  volume.  All  cuts  are  from  original  drawings,  many  of 
which  are  very  dramatic  in  their  execution  and  are  illustrations  in  the  true  sense  of 
the  word." 

THB  IRON  AOB,  New  Yore,  N.  Y.,  April,  191  i. 

"These  two  books  have  been  brought  out  in  an  efifort  to  supply  text-books  covering 
the  fidd  of  machine  work,  and  the  aim  has  been  to  give  the  b^iinner  in  these  subjects 
the  advantages  of  text-books  similar  to  those  used  in  studying  the  older  subjects,  so 
that  the  fundamental  as  well  as  the  advanced  prindples  may  be  quickly  acquired  in 
a  logical,  systematic  and  progressive  manaer.  In  both  books  the  student  is  told 
how  to  do  things  and  the  theory  connects  prindples  and  practice.  Machines,  mech- 
anisms and  tools  are  graphically  illustrated  by  original  mechanical  and  perspective 
drawings  and  condensed  tables  describe  them  briefly  and  systematically.  Con- 
densed schedules  which  name  the  materials,  the  operations,  the  machines,  the  jigs, 
the  fixtures  and  the  tools  give  <^)erations  in  machining  and  standard  and  typical 
problems  in  machine  construction." 

H 

TECHNOLOOT     RBVIB^     MA88ACHX78BTT8     INSTITUTB    OF 

TBCHNOIiOOT,  Boston,  Mass.,  April,  1911.  N 

''These  two  eminentiy  practical  treatises  upon  the  operation  of  hand  and  machine 
tools,  constitute  a  substantial  advance  in  the  literature  of  the  machine  shop.  This 
series  of  books  well  illustrates  the  systematic  teaching  of  the  educational  prindple  which 
underlies  industrial  education.  They  are  the  outcome  of  many  years  of  faithful 
study  and  practice  upon  the  part  of  the  author.  It  b  believed  that  they  will  be 
found  equally  useful  in  the  school  and  in  the  shop.' 
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iLWAT  AGE  OAZBTTB,  New  York,  N.  Y.,  Apul,  iqzz. 

These  volumes  have  been  written  in  a  series  of  two  on  machine  wozk  witi  tt 

mre  of  placing  text-books  at  the  service  of  the  student  taking  up  this  subject,  6-::^ 

m  the  trade  schools  or  colleges.    They  are,  however,  of  value  to  both  the  studst  ii. 

apprentice.    The  former  will  find  them  more  of  a  necessity,  as  his  study  of  thewodi 

usually  limited  to  a  comparatively  short  time." 

CANADIAN  ENGINEBR,  Tosonto,  Can.,  April,  191  i. 

"The  aim  of  these  books  is  to  give  the  beginner  in  machine  work  a  text-booL  :br 
he  may  acquire  the  fundamental  principles  in  a  logical,  systematic  and  progrea^ 
manner.  Machines,  mechanisms  and  tools  are  illustrated  graphically  by  mens- 
perspective  and  mechanical  drawings,  and  are  briefly  and  S3r5tematically  descfrt: 
by  tables.  Operations  in  machinery,  standard  and  typical  problems  in  macfaioe  n 
struction  are  given  in  condensed  schedules,  which  name  the  matarial,  opentfX^ 
machines,  speeds,  feeds,  jigs,  fixtures  and  tools.  These  books  tell  how  to  do  tkrr: 
with  that  theory  which  connects  principles  and  practice,  and  no  person  can  b^ 
or  superintend  the  construction  of  machinery  without  consciously  or  unctmsdc'ii. 
understanding  these  problems  and  applying  these  principles." 
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